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My invention relates to improvements in Surgi 
cal bandages, and the object of the invention is 
to devise a bandage which may be quickly placed 
in position over a Surgical dressing covering the 
WOund to Securely and comfortably hold the same 
in place and Which, at the same time, will be 
light and neat in appearance and which will 
adhere closely to the flesh to prevent the en 
trance into or escape of matter from the wound 
and Which Will obviate the use of long and heavy 
head bandaging Which becomes hot and uncom 
fortable, takes considerable time and skill to 
apply and, if not carefully applied, will not hold 
the dressing firmly and comfortably in place 
Over the Wound, and it consists essentially of a 
Cap, Or COver, shaped to contain the dressing 
covering the wound, and to fit around its edges 
closely to the flesh around the edge of the dress 
ing, and an elastic band adjustable in length 
and detachably connected at its ends to opposite 
ends of the dressing cover and in Such a way 
that the draw is adjustable to adapt it to hold 
the COVer in Various positions according to the 
position of the wound on the head of the patient 
as hereinafter more particularly explained in the 
following specification. 

Fig. 1 is a side elevation of a patient's head 
showing my bandage applied to a mastoid wound. 

Fig. 2 is a rear view of Fig. 1. 
Fig. 3 is an enlarged detail of the cap or cover 

used in Figs. and 2. 
Fig. 4 is a longitudinal sectional view through 

Fig. 3. 
FigS. 5 and 6 are respectively face and side 

views of a head showing my bandage cover 
adapted for use OVer a cheek Wound. 

Fig. 7 is an enlarged detail of the bandage 
cover used in FigS. 5 and 6. 

FigS. 8 and 9 are respectively a side elevation 
and a face view showing my bandage cover 
adapted for use Over a jaw Wound. 

Fig. 10 is an enlarged detail view of the band 
age cover employed in FigS. 8 and 9. 

Figs. 11 and 12 are views similar to Figs. 8 and 
9 showing my bandage cover adapted for use 
Over a chin Wound. 

Fig. 13 is an enlarged detail of the cover emi 
ployed in FigS. 11 and 12. 

Figs. 14 and 15 are WieWS similar to Figs. 8 and 
9. ShoWing my COVer adapted for use Over a nose 
Wound. 

Fig. 16 is an enlarged detail view of the cover 
used in FigS. 14 and 15. 

Figs. 17 and 18 are views similar to Figs. 8 and 

(C. 128-163) 
9 showing my cover adapted for use over an eye 
WOUnd. 

Fig. 19 is an enlarged detail of the cover used 
in FigS. 17 and 18. 

Fig. 20 is a Side elevation of a head showing 
my bandage adapted for USe Over an ear Wound. 

Fig. 21 is an enlarged detail. Of the cover used 
in Fig. 20. 

Fig. 22 is an enlarged perspective view of the 
adjustable head band. 

Fig. 23 is an enlarged longitudinal Sectional 
View through Fig. 22, and intermediately broken 
a Way of its length, 

... In the drawing like characters of reference 
indicate corresponding parts in each figure. 

In all the forms used Whether for a mastoid, 
cheek, jaw, chin, nose, eye or ear Wound I pro 
Wide a dressing cover made preferably of fine 
White cotton material. One end of each COver 
is formed by a transverse straight edge AX from 
the ends of which extend the ends. Of a tension 
yoke 2 formed of fabric Such as tape or any other 
suitable flexible material. The yoke 2 has a 
longitudinal draw on the longitudinal edges of 
the cover when under tension leaving the inter 
mediate fabric sack over the dressing, the ends 
of the yoke tending to draw together. The other 

.. 

end in the form shown in Figs. 3, 7, 10, 19 and 21 
is formed into more or less of a point by the COn 
verging of the longitudinal edges of the cover at 
that end as indicated at 10, such end being pro 
Wided with a metal eye adjacent its extremity. 
In the forms shown in detail in Figs. 13 and 16 

for chin and nose injuries, both end edges ex 
tend transversely in a straight line as indicated 
at X and 2X in these figures and the edge 2X is 
also provided with a similar tension yoke 3. 
In order that each cover piece may be shaped 

to fit the particular part of the head to Which it 
is applied I form Suitably positioned pleats and 
darts. 

In the form shown in detail in Fig. 3 adapted 
to a mastoid wound, I provide a pleat 4 in its 
upper transverse edge x and a pleat 4X extending 
from its rear edge 40. In the form shown in de 
tail in Fig. 7 adapted for cheek wounds, I provide 
pleats 5 and 6 extending from the transverse end 
edge X of this figure and a pleat 7 extending from 
the rear longitudinal edge IX of the cover piece. 
In the form shown in detail in Fig. 10 adapted to 
jaW Wounds, I form an end pleat 8 in the trans 
verse edge X, pleats 9 and in the rear edge 
and pleats f and 2 in the front edge. In the 
form shown in detail in Fig. 13 adapted for chin 
wounds, each transverse edge X and 1 is provided 
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with a centre dart 3, the upper longitudinal edge 
With a centre dart 4 and side darts f5 and 6 and 
the lower edge with a centre dart f. In the form 
shown in detail in Fig. 16 each end transverse 
edge is provided with a centre dart 8 and each 
longitudinal edge with a centre dart 9. In the 
form shown in detail in Fig. 19 adapted for eye 
injuries the transverse straight edge X is pro 
Vided With a centre pleat 2 f and side pleats 22 
and 23 and the end fo with a centre pleat 24 and 
the longitudinal edges with centre transverse 
pleats 25 and 26. In the form shown in detail in 
Fig. 21 adapted for ear injuries, longitudinal darts 
2 extend from each end of the cover piece and a 
transverse dart 28 from each longitudinal edge 
of the cover piece. 
The cover piece support consists of a belt or 

band 29 shown in detail in Figs. 22 and 23 and 
formed of elastic material. One end of the band 
is formed into a loop as indicated at 30, the free 
end 30X being Secured to the croSS bar 3 X of the 
buckle 3 slidable upon the band as indicated par 
ticularly in Fig. 23. 32 is a hook provided with 
a slotted eye 32X through which the band is slid 
able. Adjacent the opposite end the band is bent 
back upon itself to form a reinforcement at 29x 
in which portion is secured a ring 33. The ex 
treme end 290 of the band is provided with a hook 
34, the end 290 being looped up and connected to 
the ring 33 by the hook 34. 
When the dressing cover piece is in position the 

band 29 is passed over the head, the hook 32 en 
gaging either the eye 1 of Figs. 3, 7, 10, 19 and 21 
or the yoke 3 of Figs. 13 and 16 and the looped 
portion 290 passing through the loops 2 at the 
opposite end of the cover piece. 29X is an endless 
elastic band Surrounding the head and extending 
over the band 29 at each side of the head Serv 
ing to keep it in place. 
Each of the cover pieces are preferably formed 

by inner and outer walls 35 and 36 (see Fig. 4) 
forming a pocket having an open end 37 in which 
is inserted a removable sheet of thin rubber 38 
which prevents moisture passing from the wound 
through the cover piece and also aids in prevent 
ing the chilling of the Wound. 
From this description it Will be Seen that I have 

devised a bandage which by reason of the fabric 

2,024,491 
yokes 2 and 3X the draw of the elastic support may 
be adjusted to the best position for holding the 
cover firmly in place, which will be light, cool 
and comfortable covering only the dressing and 
the Surrounding flesh immediately adjacent there 
to, which may be adjusted to fit any size of head, 
from which the dressing cover may be detached 
for the quick removal and replacement of the 
dressing and without the removal of the dressing 
supports from the head of the patient, which may 
be quickly applied So as not to tax the endurance 
of the patient and result in unnecessary loss of 
time to the doctors and nurses. 
Although I have described my device in con 

nection with mastoid, cheek, jaw, chin, nose, eye 
and ear injuries, these are only examples of the 
various applications together with its support for 
which it is suitable such as the top of the head, 
neck or back of the head or, in fact, any part to 
which a bandage is to be applied. 
What I claim as my invention is: 
1. In a Surgical bandage, the combination with 

a dressing cover comprising a body formed to fit 
Over the dressing and at its edge the flesh of that 
part of the patient to which it is applied, a fabric 
loop at one end of the cover and an eye at the 
Opposite end, of a dressing cover Support con 
prising an elastic band extending around the head 
of the patient, a hook at one end of the support 
engaging the eye of the cover, a hook at the op 
poSite end of the Support, and a ring Secured to 
the band and spaced from the hook and engaged 
thereby after passing through the loop of the 
COWe. 

2. In a surgical bandage, the combination with 
a dressing cover comprising a body formed to fit 
Over the dressing and at its edges the flesh of that 
part of the patient to which it is applied, a fabric 
yoke at One end of the cover and an attaching 
means at the Opposite end, of a dressing cover 
Support comprising an elastic band extending 
around the head of the patient and secured at one 
end to the attaching means, a hook at the oppo 
Site end of the elastic band, and a ring secured 
to the band and Spaced from the hook and en 
gaged thereby after passing through the loop of 
the cover. 
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