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To all whom ?t may concern- * 
Beit known that I, WHITNEY B.MCDERMUT, 

a citizen of the United States, residing at 
Omaha, in the county of Douglas and State of 
Nebraska, have invented certain.newanduse 
ful Improvements in Tag-Holders; and I do 
hereby declarethe followingto bea full, clear, 
and exact description of the invention, such 
aswillenable others skilledin theart to which 
it appertains to make and use the same. 
My invention relates to improvements in 

tag holders, the object of the same being to 
provide a tag with a coiled wire Secured 
thereto in such manner that the tag may be 
printed or stamped upom without being in 
terfered with by the wire. 
Afurtherand important objectistoprowide 

a tag withayielding wiresothat the tag will 
not be injured if caught by obstacles. 
With the above ends in view my invention 

consists in certain features of construction 
and Combination of partsas will be hereinafter 
fully described and pointed out in theclaims. 
i In the accompanying drawings, Figure 1 is 
a top plan wiew of the tag and holdersecured 
thereto. 
isa detached view of the holder. 8 
A represents a tag to which is secured a 

yielding or coiled wire B by means of the sta 
ple C. The end of the said wire is passed 
through thetagandis knocked dowmasshown 
at D. Thewire Bispreferablyasoft wireand 
is coiled orbent as shown. In the drawings, 
Figs. 1 and 3, the lowersectionsa of the same 
are turned over upom themselves to form the 
resilient loopsb, on one side of thetagholder, 
while the oppositesidesarebentasshowmatc. 
By the construction above shown and de 

Fig, 2 is a bottom wiew, and Fig. 3 

scribed, the wire will at all times be on a 
plane with the tag A, to which it is secured 
thereby enabling blank tags to be handled 
without the wire interfering with the opera 
tion of printing. J 
The wire tag holder is flexible and in the 

ewent of slight obstructionswillyield thereby 
saving the tag from being mutilated or the 
fastener broken. 
Thetagis secured toany desired articleby 

means of the free end of the wire B which be 
ing pliable may be suitably adjusted in va 
rious positions. w • 

Mydevice operatesas follows: Thefree end 
of the wire B, is inserted through a section of 
the package and is bent to Secure a fastening 
thereto. 
Having fully described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is 

1. The combination with a tag, of a flexible 
zigZag wire Secured thereto by one end and 
havingitsbends allin substantiallythe same 
plane, substantially as set forth. 

2. The combination with a tag of a wirese 
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cured thereto said, wire having the resilient 
loops b on one side and bent as showmat com 
the oppositeside, whereby the wire will be at 
all times on a plane with the tag substan 
tially as shown and described. 

In testimony whereof I havesigned this 
specification in the presence of two subscrib 
ing witnesses. 

WHITNEY B, MCDERMUT. 
Witnesses: 

HANSJ. WINTHERLICH, 
FRED. J. ADAMS. 


