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To all whom it may conce/7: 
Be it known that I, GEORGE STECK, of New 

York city, New York, have invented an Im 
proved Piano, of which the following is a 
Specification. 
This invention relates to an improvement 

in Stringless pianos, and more particularly to 
the construction of the vibrating metal rods 
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that are struck by the hammers to produce 
the bass notes. 
The invention consists in the various fea 

tures of improvement more fully pointed out 
in the claims. 

In the accompanying drawings, Figure 1 is 
a front view of the back plate in an upright 
piano provided with my improvement. Fig. 
2 is a detail vertical section through the fast 
ening mechanism. 
The letter C. represents a metal plate adapted 

to be set into a piano and designed to carry 
the sound-producing rods. 
bb are a pair of step-shaped ledges or rails 

projecting forwardly from plate C, and placed 
SO as to face each other, as shown. The ledges 
b are perforated, as at b', for the passage of 
a metal Sound - producing vibrating rod c. 
The steps are placed at such an angle that 
each rod centers and leaves its steps at right 
angles to such steps. The ends of rods care 
threaded for the reception of nuts d. These 
nuts have rounded ends and entercountersunk 
Semi-spherical seats or enlargements, in which 
the perforations b' terminate. The perfora 
tions bare of such a width that the rodsc can vi 
brate freely without coming into contact with 
the sides of the perforations. The nuts, on 
the other hand, embrace the rods c closely. 
Thus it will be seen that each rod is freely 
Suspended between its two nuts, and that its 
vibration is unimpeded by the rails b. 
To tune the rods c the nuts dare tightened 

up or relaxed, so as to change the tension of 

the rods, as the nuts will strain the rods di 
rectly in the direction of their major axes. 
The nuts dby entering the countersunk per 

forations are protected against any lateral 
motion. Thus the vibration of the rods C can 
never cause the nuts to shift their seats, and 
consequently such rods will at all times beheld 
by the nuts in the center of the perforations 
b' and out of possible contact with the ledges b. 
The short spring-platese shown in the draw 

ings are for the production of the higher 
notes, and do not constitute part of the pres 
ent invention. 
The dotted line acac indicates where the rods 

are Struck by the hammers. 
The advantages of my construction are that 

the piano needs no sounding-board, that the 
rods can be quickly tuned, and that they 
hold their tune for an indefinite time. 
What I claim is 
1. The combination of plate C, with perfo 

rated rails b, rods c, passing through the per 
forations, and nuts d, embracing the rods, the 
perforations in the rails being larger than the 
perforations in the nuts, substantially as 
specified. 

2. The combination of plate C, with rails b, 
having countersunk perforations b', rods c, 
passing through said perforations, and nuts d, 
embracing the rods and entering the counter 
sunk perforations, substantially as Specified. 

3. The combination of plate C, with step 
shaped rails having countersunk perforations, 
rods passing through said perforations, and 
with nuts embracing the rods and having 
rounded ends that are received by the coun 
tersunk perforations, substantially as speci 
fied. 

GEORGE STECIK. 
Witnesses: 

F. V. BRIESEN, 
A. JONGHMANS. 
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