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TO ALL, WHOM IT MAY CONCERN : 
Beit known that I, JoEL C. JACKsoN, of Rochester, in the county of Monroe, and State of New York, have 

invented and made a certain new and useful Improvement in Wrenches; and I do hereby declare the following 
to be a full, clear, and exact description of the said invention, reference being had to the annexed drawing, 
making part of this specification, wherein 

Figure 1 is a longitudinal section of the improved wrench; and 
Figure 2 is across-section at the line a a, of fig. 1. 
Similar letters indicate the same parts. - 
A ratchet wrench has heretofore been made with a barrel introduced within a ring at the end of a handle, 

and kept in place by the end of a stop lever entering a groove around the wrench barrel, and said barrel has 
hadratchet teeth taking a separate pawl within the stock or handle. This construction is complicated and costly. 

The nature of my said invention consists in a stop lever and pawl formed by one piece of metal, in combi 
nation with a wrench barrel havingratchet teeth cut in the bottom of a peripheral recess. Bythis construction 
the end of the pawl always remaining in the peripheral recess prevents the wrench barrel getting out of its 
place within the stock while in use, but when the lever end of the pawlis depressed, so as to raise the said pawl 
out of the peripheral recess, the wrench barrel may be slid out and a diferent one introduced. 

In the drawing, a is the handle, at the end of which is the eye orring forming the stock b for the wrench 
barrele, through which is a polygonal opening of the size and shaperequired. Around the barrel, near the 
middle thereof, is the peripheral groove 0, formed with ratchetteeth in its bottom surface d is a lever pawl on a 
centre pin, e, and acted upon by a spring, n, to keep the end ofsaid. pawl within the peripheral groove o, so that 

i said pawl may always prevent end motion to the Wrench barrel e, except when the end i of the pawld is pressed 
upon suficiently to raise the pawl out of said groove, and allow the barrel e to be slid endwise out from the 
stock b, for the introduction of another barrel. This ratchet wrench is cheaply constructed, strong, and dura 
ble, and may be employed to give a rotary movement to a screw, a nut, or a boring tool; and the lower lever 
pawl d, being in a recess in the stock, is not liable to injury. 

What I claim, and desire to secure by Letters Patent, is- - 
The peripheral recess or groove 0, in the wrench barrele, formed with ratchet teeth in its bottom surface 

in combination with the stop lever pawl d within the stock b, as and for the purposes set forth. |- 
In witness whereof I have hereunto set my signature this twenty-ninth day of May, A. D. 1866. 

J. C. JACKSON. 
Witnesses: 

GEo. B. SMITH, 
CARLos SMITH. 

  


