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TRANSPORT PROCESSOR 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of, and claims 
benefit of and priority from, U.S. patent application Ser. No. 
09/969,212 Filed Oct. 2, 2001, titled “Single Chip Set-Top 
Box System”, which claims benefit of and priority from 
Provisional Application No. 60/266,753 Filed Feb. 5, 2001, 
titled “Single Chip Set-Top Box System” the complete 
Subject matter of each of which is incorporated herein by 
reference in its entirety. 
0002 This application is also a continuation of, and 
claims benefit of and priority from, U.S. patent application 
Ser. No. 09/640,869 Filed Aug. 18, 2000, titled “Video and 
Graphics System with a Data Transport Processor”, which is 
a continuation-in-part of, and claims benefit of and priority 
from, U.S. patent application Ser. No. 09/437,208 Filed Nov. 
9, 1999, titled “Graphics Display System”, and claims the 
benefit of and priority from Provisional Application No. 
60/30,866 Filed Dec. 14, 1999, titled “Graphics Chip Archi 
tecture” the complete subject matter of each of which is 
incorporated herein by reference in its entirety. 
0003. This application is continuation of, and claims 
benefit of and priority from, U.S. patent application Ser. No. 
09/641,374 Filed Aug. 18, 2000, titled “Video, Audio and 
Graphics Decode, Composite and Display System”, which is 
a continuation-in-part of, and claims benefit of and priority 
from, U.S. patent application Ser. No. 09/437,208 Filed Nov. 
9, 1999, titled “Graphics Display System”, and claims the 
benefit of and priority from Provisional Application No. 
60/30,866 Filed Dec. 14, 1999, titled “Graphics Chip Archi 
tecture” the complete subject matter of each of which is 
incorporated herein by reference in its entirety. 
0004. “Graphics Chip Architecture” the complete subject 
matter of each of which is incorporated herein by reference 
in its entirety. 

FEDERALLY SPONSORED RESEARCH OR 
DEVELOPMENT 

0005. Not Applicable 

SEQUANCE LISTING 

0006 Not Applicable 

MICROFICHE/COPYRIGHT REFERENCE 

0007) Not Applicable 

BACKGROUND OF THE INVENTION 

0008 One embodiment of the present invention relates to 
a transport processor. More specifically, one embodiment of 
the present invention relates to a System and method for 
processing data packetS or information using a transport 
processor. 

0009 Known receivers or decoders are adapted to accept 
inputs from one or more input Sources at a time. It is 
contemplated that each input may contain multiple pro 
grams, each program identified by a program identifier. It is 
also contemplated that among all the input Sources there 
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may be programs with the same program identifier, which 
may create problems for processing Such programs. 
0010 Further limitations and disadvantages of conven 
tional and traditional approaches will become apparent to 
one of skill in the art, through comparison of Such Systems 
with the present invention as set forth in the remainder of the 
present application with reference to the drawings. 

SUMMARY OF THE INVENTION 

0011. One embodiment of the present invention relates to 
a System and method for processing information, Specifi 
cally data packets. One embodiment of the present invention 
relates a method for processing information, comprising 
determining if a first identifier associated with the informa 
tion is acceptable and assigning a Second identifier to the 
information. The method further includes determining a type 
of processing required using the Second identifier and per 
forming that type of processing on the information. 
0012 Another embodiment of the present invention 
relates to a method for processing at least one data packet 
using a data processor. The method compriseS receiving the 
at least one data packet from at least one input band and 
determining if a packet identifier associated with the data 
packet is acceptable. The method assigns a tag to the data 
packet and communicates the tag to at least one processing 
block. The method further comprises determining if pro 
cessing of the data packet is required using the tag, deter 
mining what type of processing that is needed based on the 
tag, and performing that type of processing. 
0013 Another embodiment of the present invention 
relates to a transport processor used to proceSS data packets. 
The transport processor comprises at least a parser device 
adapted to assign a unique tag to the data packets based on 
a packet identifier. 
0014. Other aspects, advantages and novel features of the 
present invention, as well as details of an illustrated embodi 
ment thereof, will be more fully understood from the fol 
lowing description and drawing, wherein like numerals refer 
to like parts. 

BRIEF DESCRIPTION OF SEVERAL VIEWS OF 
THE DRAWINGS 

0.015 FIG. 1 illustrates one embodiment of a flow dia 
gram depicting an exemplary transport Stream through a 
transport processor in accordance with the present invention; 
0016 FIG. 2 illustrates a block diagram of one embodi 
ment of a transport processor in accordance with the present 
invention; 
0017 FIG. 3 illustrates a block diagram of another 
embodiment of a transport processor in accordance with the 
present invention; 
0018 FIG. 4 illustrates a block diagram of yet another 
embodiment of a transport processor in accordance with the 
present invention; and 
0019 FIGS. 5A & 5B illustrate a flow chart of one 
embodiment of processing data or information in accordance 
with the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0020. One embodiment of the present invention relates to 
processing one or more inputs. More Specifically, one 
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embodiment of the present invention relates to processing 
input Streams using a transport processor used, for example, 
to transport input Streams from a communication channel to 
a Video channel. It is contemplated that Such input Streams 
may comprise data, information, data packets, audio/video 
data, System data, private data, etc. In accordance with the 
present invention, the transport processor is adapted to 
accept input Streams from one or more input Sources or 
bands (i.e., in-band or out-of-band streams for example) at 
a time. Each band or input Stream may include one or more 
multiple programs or transport Streams, where each program 
or transport stream is identified by a first identifier or 
program ID (alternatively referred to as “PID”). 
0021 FIG. 1 illustrates an exemplary transport or input 
Stream (MPEG-2 for example) processed through or using a 
transport processor. In one embodiment of the present inven 
tion, an MPEG-2 audio/video decoder (not shown) receives 
one or more MPEG-2 transport streams from a transceiver 
(not shown). The illustrated MPEG-2 transport streams may 
include one or more in-band streams (high data rate streams 
Such as audio or video data) and/or out-of-band streams 
(Such as low data rate messaging communicated to or from 
a termination point or headend). It is contemplated that Such 
in-band Streams may include, without limitation, Such uni 
Versal multi-Standards as Annex A, Annex B or Annex C, 
while Such out-of-band Streams may include, without limi 
tation, DAVIC, MPEG layered on DAVIC or straight 
MPEG. 

0022. In the illustrated embodiment, each input stream or 
band may comprise at least header and payload information. 
In the illustrated embodiment, the header information may 
include Sync-byte and PID information. 

0023. In one embodiment, the payload information may 
comprise program specific information (alternatively 
referred to as “PSI”) and Packetized Elementary Stream 
(alternatively referred to as “PES”) information, or some 
combination thereof. The PSI may comprise information 
Such as program associated table, program map table, net 
work information table, and conditional access table, one or 
all of which may be processed by one or more Section filters. 
PES may comprise audio, Video and/or private Streams. 

0024. The transport processor in accordance with one 
embodiment of the present invention may perform one or 
more of, but is not limited to, PID filtering, encrypting, 
decrypting and packet buffering of the received transport or 
input Streams. It should be appreciated that the transport 
processor may be incorporated into a transceiver or as a 
separate block. FIG. 2 illustrates a block diagram of one 
embodiment of a transport processor 100 according to the 
present invention. The transport processor 100 may also 
perform one or more of, but is not limited to, adaptation 
processing, buffering, PES filtering and Section filtering, as 
well as encryption and decryption. In one embodiment, the 
transport processor transmits private data to a memory 
controller. 

0.025 In this embodiment, the transport processor 100 
may comprise out-of-band and in-band input interfaces 112 
and 114 respectively. The out-of-band input interface 112 is 
adapted to receive one or more out-of-band streams (com 
prising high Speed information Such as program information 
for example), while the in-band input interface 114 is 
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adapted to receive one or more in-band input Streams 
(comprising lower speed information Such as System infor 
mation for example). 
0026. It is contemplated that the out-of-band input inter 
face 112 may communicate information to either a PID 
Filter, Decryptor and Packet Buffer 116 which filters or 
parses the PIDs and/or a high speed interface 118, which 
may output a Serial Stream. It is further contemplated that the 
in-band input interface 114 may communicate information 
to the PID Filter, Decryptor and Packet Buffer 116 and/or the 
high speed interface 118. In this embodiment, the PID Filter, 
Decryptor and Packet Buffer 116 may receive information 
from a Smart card and output a decrypted transport Stream to 
audio & Video decoderS. 

0027 FIG. 2 also illustrates an adaptation processor 120, 
a PES filter 122, a section filter and processor 124, and a 
buffer manager 126. The PID Filter, Decryptor and Packet 
Buffer or parser 116 outputs information to Such processors, 
filters and managers as illustrated. 
0028. The transport processor 100 includes a complex 
State machine that accepts Serial data up to about 60 Mbps 
from the in-band receiver and up to about 3 Mbps from the 
out-of-band receiver Simultaneously. The transport parser 
and demultiplexer extracts and decrypts the MPEG-2 video 
data for example, Dolby Digital audio data for example, and 
PCR from the input in-band transport stream. It extracts PSI 
and generic PES data from the input in-band or out-of-band 
data Stream. In one embodiment, the demultiplexer includes 
a generic data filter, a high Speed data filter, a Video data 
filter, and an audio data filter. The data transport demulti 
plexer is capable of demultiplexing 44 data PIDs from the 
in-band or out-of-band data Stream, for example, and Sup 
ports 32 section filters. 
0029 Stream requirements dictate parallel comparisons 
for the filters that result in a register programmable hard 
wired implementation under State-machine control. The 
backend of the transport demultiplexer interfaces to the 
memory arbiter that, in one embodiment, controls the System 
memory at about 8.1 MHz over a 32-bit bus for example. The 
transport module supports a DVB and DES descrambler. 
The DVB engine Supports full and conformance modes. The 
DES engine Supports electronic code book and cipher block 
chaining modes with Selectable residue termination modes 
of partial block unscrambled, residual block termination, 
and cipher-text Stealing. This cryptosystem together with 
two on-chip Smart card interfaces are used for conditional 
acceSS control. 

0030. In one embodiment, the transport processor 100 
transmits decrypted transport Stream to the audio decoder 
and the Video processor for audio and Video decoding, 
respectively. The audio decoder and the Video processor may 
included in an audio/video decoder. 

0031. The in-band front end of one embodiment of the 
transport processor interfaces to access control pins. The 
input data rate to the in-band transport demux is, in one 
example, 60 Mbps maximum. The transport demux may also 
interface directly to the out-of-band receiver or the on-chip 
DAVIC MAC via an internal 3-wire interface. The out-of 
band input data rate is about 3 Mbps maximum. Video data 
may be stored in a dedicated video 2 Mbyte SDRAM. Audio, 
PSI and generic PES data may be stored in a system 
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memory. Therefore, the back-end of the transport demulti 
pleX interfaces to the memory arbiter that controls the 
system memory. The system memory interface is an 81 MHz 
32-bit bus for example. 
0032. In one embodiment, the transport processor is an 
MPEG-2 transport stream message/PES parser and demul 
tiplexer capable of processing two independent Serial trans 
port Streams simultaneously. The processor Supports decryp 
tion for up to 44 PIDs in the in-band stream for example. The 
processor supports 32 PIDs for PSI message or PES pro 
cessing, and it supports 32 PSI section filters or filters for 
processing of MPEG or DVB sections. In one embodiment, 
it includes a special addressing mode that filters MPEG and 
private Stream messages. The messages are preferably Stored 
in one of 32 circular message buffers that reside in external 
memory. 

0033. The transport processor module may support two 
Simultaneous input channels, typically allocated to the in 
band and out-of bandstreams, respectively. There are two 
input Synchronizers that Synchronize incoming Serial trans 
port packets to the module's processing clock. The data may 
then converted to bytewide format. 
0034. The transport processor module may support a 
DVB and DES descrambler for up to 44 PIDs in the in-band 
transport Stream including Video, audio and data Streams. 
The DVB engine supports full and conformance mode. The 
DES engine supports ECB and CBC mode with selectable 
residue termination modes of partial block unscrambled, 
residual block termination and cipher-text Stealing. There is 
a mode for the processor to use the DES engine to encrypt 
or decrypt 64bits of data during transport Stream decryption. 
The microprocessor is preferably guaranteed a result in 
ninety-four 81 MHz clock cycles. 

0035. The illustrated embodiment includes two indepen 
dent PID filters. In this embodiment, a PID table (a 44 entry 
PID table for example) is used to compare with PIDs of the 
transport Streams. Each PID filter examines its correspond 
ing transport stream for at least the PIDs that it is pro 
grammed to accept. In one embodiment, each filter examines 
at least one PID and Band. Each of the 44 PIDs for example 
may be arbitrarily allocated between the two input channels. 
The output of the PID filters form 44 PID channels of 
transport packet data for example, each corresponding to a 
PID table entry. Data from up to 32 PID channels (0-31), 
after further processing, are sent to one of 32 DRAM buffers. 
For out-of-band transport stream only, the same PID may be 
selected for different PID channels, allowing different PSI 
section filter output of the same PID stream to be sent to 
different memory buffers. Common PIDs between the two 
streams are processed as two independent PIDs. The PID 
filter examines the continuity counter and rejects duplicate 
packets. It generates error interrupts for length errors and 
discontinuity errors. 
0.036 The same PID may be assigned to more than one 
PID channel or input stream (referred to as duplicate PID 
assignments). This feature may be used to provide different 
PSI or PES filtering options for messages within a common 
PID stream. There may be constraints to follow when 
utilizing duplicate PID assignments. For any single PLD 
channel, only 1 type of packet filtering option is allowed. For 
out-of-band transport streams, the same PID may be selected 
for different PID channels, enabling different PSI section 
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filter output of the same PID stream to be sent to different 
memory buffers. For duplicate PIDs, if one channel is 
programmed for all-pass, then the rest of the channels with 
the same PID will also be treated as if they were pro 
grammed for all-pass. This is true even if the other duplicate 
PID channels are not programmed for PES, PSI or all-pass. 
For MPEG, since either PES packets or PSI messages (but 
not both) are contained in a single PID, it is preferred that 
there not be duplicate PIDs with a mixture of both PES and 
PSI filtering enabled. When duplicate PID assignments are 
created which cause a single message to be stored to more 
than one memory buffer, the total data throughput of the 
transport processor is reduced. 
0037. The transport processor module includes a packet 
input buffer that holds all accepted transport packets and 
presents them in turn to Subsequent processing blockS. In 
one embodiment, the buffer is incorporated into the parser. 
The maximum processing rate of the Selected transport 
packets is about 8.1 Mbps. Packets not selected by the PID 
filters are not stored. 

0038 FIG. 3 illustrates a block diagram of another 
embodiment of a transport processor 300 of the present 
invention. The transport processor 300 preferably performs 
descrambling of the transport streams (MPEG transport 
streams for example). The descrambling may include DES 
and DVB descrambling as well as descrambling of transport 
Streams encrypted using other encryption methods. The 
transport processor 300 preferably provides the descrambled 
transport Streams to a Video transport and an audio decode 
processor (alternatively referred to as “ADP”). The transport 
processor 300 preferably also extracts message data from the 
input Streams and transferS them to an external memory, 
SDRAM for example. The external memory may be con 
figured as 32, 64 or other suitable number of circular 
memory buffers. 
0039. A transport stream (MPPEG for example) typically 
includes fixed-length transport packets. Each transport 
packet is typically 188 bytes long. The transport processor 
300 is, in one embodiment, an MPEG-2 transport stream 
message/PES parser and demultiplexer. The transport pro 
cessor 300 preferably is capable of simultaneously receiving 
and processing three independent Serial transport Streams, 
two-inband (alternatively referred to as "IB") streams and 
one out-of-band (alternatively referred to as “OOB') stream 
for example. The transport processor 300 preferably has 
transport packet processing throughput of 81 Mbps. In other 
embodiments, the data transport may be capable of receiving 
more or less than three independent Serial transport Streams, 
and the transport packet processing throughput may be more 
or less than 81 Mbps. 
0040. The transport processor 300 preferably performs 
filtering of multiple PIDs for message or PES processing (32 
for example). In other embodiments, transport processor 300 
may filter more or less than 32 PID's, up to 64 PID's for 
example. In addition, the transport processor 300 preferably 
includes 32 PSI section filters for processing of MPEG or 
DVB sections. In other embodiments, the data transport may 
filter more or less than 32 Sections, up to 64 Sections for 
example. The Sections may include program Specific infor 
mation or PSI and/or private sections. 
0041. The transport processor 300 typically receives the 
transport Streams at different data rates. For example, the 



US 2005/0044175 A1 

out-of-band transport Stream is typically received Synchro 
nized to a 3.5 MHz clock. The in-band transport streams are 
typically received Synchronized to a clock having a fre 
quency range of, about 1 to about 60 MHz for example. 
Since the transport processor 300 in the described embodi 
ment operates at a fixed frequency, 40.5 MHz or 81 MHz for 
example, the three transport Streams are received by three 
input synchronizers 302a-c. 
0042. The three input synchronizers 302a-c preferably 
Synchronize incoming transport packets (MPEG-2 for 
example) to the data transport clock. In other embodiments, 
the transport processor 300 may operate at different clock 
frequencies. Each input Synchronizer preferably includes a 
Serial-to-parallel converter for converting incoming data 
into parallel, e.g., byte-wise, format. 
0043. From the input synchronizers 302a-c, the transport 
streams preferably are provided to parsers 306a-c, which 
may also be called PID filters. The parsers 306a-c preferably 
compare the PID's of the incoming transport streams with 
the PID's in the PID table 308 to extract only the data 
associated with the PIDs found in the PID table 308. The 
parsers 306a-c preferably also perform error checking, Such 
as continuity error checking, to ensure that the received 
transport packets do not contain error. In one embodiment, 
the parsers 306a-c assign a unique tag or id to the transport 
Stream. 

0044) In one embodiment, the PID table 308 preferably 
includes 32 PIDs. In other embodiments, the PID table 308 
may include more or less than 32 PID's, 64 PID's for 
example. Some of the PID's may be filtered by hardware for 
increased throughput, while some other PID’s may be fil 
tered by programmable firmware for increased flexibility. 
Entries in the PID table may be arbitrarily assigned to any 
of the three transport Streams. Each of the three transport 
Streams preferably are processed uniquely, even in cases 
when two or more of the transport Streams contain the same 
PID. 

004.5 The synchronizers 302a-c preferably also provide 
the Synchronized transport Streams to a high Speed interface 
module 330. The high speed interface module 330 prefer 
ably also receives parsed transport streams 338 of all three 
of the transport streams: IB 1, IB 2 and OOB. The parsed 
transport streams 338 preferably are provided by the parsers 
306a-c. In addition, the high-speed interface module 330 
preferably receives clocks 340 for all three of the synchro 
nized transport Streams. 
0046. It is also contemplated that the high speed interface 
module 330 preferably also receives a channel 1 stream 342 
and a channel 2 stream 344. The channel 1 stream 342 and 
channel 2 stream 344 are provided by output buffers 332 and 
334 as outputs 356 and 358, respectively. Further, the high 
speed interface module 330 preferably receives the 
decrypted parsed transport Streams, which have been 
decrypted by a descrambler 312 and provided as an output. 
0047. With all these inputs, the high speed interface 
module 330 preferably provides an output 354. The output 
354 may include one or more of the synchronized transport 
Streams, the parsed transport Streams 338, the decrypted 
parsed transport Streams, the clockS 340 and the channel 1 
and channel 2 streams 342 and 344. The output 354 of the 
high speed interface 330 preferably is provided to a port as 
an output of the System, e.g., integrated chip, of the present 
invention. 
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0048 Register variables within the transport processor 
300 preferably are stored in registers 303. The registers 303 
preferably are on a register bus of the System. 
0049. The parsers 306a-c preferably also provide the 
parsed transport streams to an input buffer 310. The input 
buffer 310 preferably is capable of storing up to eight 
188-byte transport packets (MPEG-2 for example). In other 
embodiments, the number of transport packets Stored in the 
input buffer 310 may be more or less than eight for example. 
The input buffer 310 preferably outputs to a descrambler 
312. 

0050. The descrambler 312 preferably performs DES and 
DVB descrambling. The descrambler 312 may also be used 
to decrypt transport Streams encrypted using other encrypt 
ing methods. The descrambler 312 preferably receives key 
data for decrypting from a key table 314. Each of the 
encrypted input transport Streams preferably is decrypted 
using DES, DVB or other descrambling methods. The type 
of descrambling performed on each transport Stream pref 
erably is Selectable. For decryption, even and odd keys 
preferably are provided. The keys typically are 64 bits in 
size, however, they may be 56 or other number of bits in size 
in Some embodiments. 

0051) The output of the descrambler 312 preferably is 
also provided to the buffers 332 and 334. In addition to 
receiving the output of the descrambler 312, the buffers 332 
and 334 preferably are provided with a first audio hold signal 
346 and a second audio hold signal 348, respectively. All 
three transport streams, IB 1, IB 2 and OOB transport 
Streams, preferably are included in a decrypted parsed 
transport stream output of the descrambler 312. In other 
embodiments, one or two, but not all three of the transport 
Streams may be included in the output of the descrambler 
312. 

0.052 The buffers 332 and 334 preferably provide chan 
nel 1 and channel 2 outputs 356 and 358, respectively. The 
channel 1 and channel 2 outputs may be provided to the 
video transport or to the audio decode processor or ADP. 
When decrypted parsed transport streams from the buffers 
332 and 334 are received by the video transport and the ADP, 
the video transport and the ADP determine whether the 
incoming data is video or audio and process them accord 
ingly. 

0053. In one embodiment, the video transport is capable 
of processing video data from both the output buffers 332 
and 334. The data transport and the video transport are 
capable of processing the incoming transport Streams 
(MPEG-2 for example) to display multiple video simulta 
neously in, e.g., picture-in-picture (alternatively referred to 
as “PIP”) or tile format. The ADP preferably extracts audio 
data from one or the other of the output channels 1 and 2, 
356 and 358 respectively. In other embodiments, the ADP 
may extract audio data from both the channels 1 and 2. 
0054 The first audio hold and second audio hold signals 
preferably are provided by the audio decode processor. The 
first audio hold signal indicates to the buffer 332 that an 
audio buffer (e.g., in the ADP) receiving the channel 1 
output 356 requests that the output 356 be held until the 
audio buffer is ready to receive the output 356 again. 
Similarly, the Second audio hold signal indicates to the 
output buffer 334 that the audio buffer (e.g., in the ADP) 
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requests that the channel 2 output 358 be held. Thus, the first 
and Second audio hold signals preferably Safeguard against 
overflow of the audio buffer. 

0055. The input synchronizers 302a-c preferably also 
provide synchronized transport streams to a PCR recovery 
module 328 for extraction of program clock information 
(alternatively referred to as “PCRs”). The PCR recovery 
module 328 preferably extracts the PCRs from the transport 
Streams and outputs as a program clock reference (alterna 
tively referred to as "PCR") output 336. Maintaining 
upstream timing Synchronicity is typically important when 
playing transmitted programs directly, and the availability of 
a local reference clock generally enables playback Synchro 
nicity between video and audio. Thus, the PCR output 336 
preferably is provided Simultaneously to downstream 
devices including but not limited to the Video transport, the 
ADP and other synchronous devices. Using the PCR output 
336, the downstream devices may operate in a time Syn 
chronous manner with one another, the transport processor 
300 and upstream devices that use the program clock, e.g., 
an upstream transmitter. 
0056. The PCR recovery module 328 may extract PCRs 
from transport Streams having different formats including 
but not limited to MPEG Transport streams and DIRECTV 
transport streams. The PCR output 336 preferably is a serial 
output Signal as to conserve chip area. In other embodi 
ments, the PCR output 336 may be a parallel output signal. 
0057 The program clock information or PCRs extracted 
from the transport Stream preferably is loaded into a counter 
and may be used to lock the System clock of the transport 
processor 300 to the program clock. In this manner, a timing 
relationship may be maintained between the transport pro 
cessor 300 and the upstream transmitter. The PCRs may 
typically be extracted from the input Streams at any time, 
and Sent to the downstream devices either as they are 
available or only at discontinuities. The discontinuities may 
exist in the recovered PCRs, for example, when the transport 
Streams include elementary Streams generated using differ 
ent program reference clockS. 
0.058. In one embodiment decision circuitry preferably is 
used to send some or all of the PCRs to the downstream 
devices such as the video transport or the ADP. The ADP 
typically only requires a PCR when there is a channel 
change or a PCR discontinuity. The ADP preferably has its 
own local PCR counter, which typically is re-loaded under 
these conditions. Thus, for example, only the PCRs loaded 
into a local PCR counter, which may also be referred to as 
a system time clock (alternatively referred to as “STC) 
counter, are typically provided to the ADP. The PCRs may 
also be sent to the downstream devices at other intervals. 

0059) The PCR output 336 preferably is also provided to 
an external DAC (alternatively referred to as “PCRDAC) 
for digital-to-analog conversion. The digital-to-analog-con 
verted program clock reference output is provided to a 
voltage control oscillator (alternatively referred to as 
“VCXO") to adjust the voltage level to control the VCXO 
frequency, which in turn adjusts the System clock to lock to 
the program clock. The data transport may include the 
PCRDAC in other embodiments. In still other embodiments, 
the PCRDAC may be included in one of the downstream 
devices Such as the Video transport. 
0060. In other embodiments, the PCR output 336 may be 
programmed by a host CPU, So as to create a reference clock 
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locally, instead of, or in addition to, extracting PCRS from 
the input streams. In this embodiment, the host CPU pref 
erably performs a “direct load” function, in which the host 
CPU programs serial PCRs that are sent rather than have the 
PCRs extracted from the input streams. Thus, the mode to 
transmit the extracted PCRs may be overridden by a mode 
to transmit user defined PCRs, i.e., programmed PCR out 
put. 

0061 The descrambler 312 preferably also provides the 
decrypted parsed transport streams to a PES parser 318. In 
one embodiment, the PES parser 318 preferably parses the 
decrypted parsed transport Streams and provides the PES 
header and data to the DMA controller 324 for storage in the 
external memory, e.g., the circular memory buffers imple 
mented in SDRAM. In another embodiment, the output of 
the PES parser 318 is not stored in the external memory. 
Instead, the output of the PES parser 318 provides audio and 
video streams to the video transport and the ADP, respec 
tively. In the described embodiment, the data Streams are 
provided to the in-band 1 channel or the in-band 2 channel, 
respectively, of the Video transport. 
0062) The PES parser may perform PES packet extrac 
tion for any of the PID channels. In other embodiments, 
there may be more, 64 for example, or less PID channels. 
There are 32 (or 64) PID's for all three input transport 
Streams, Spanning acroSS all three channels. The packetized 
elementary stream or PES parser 318 preferably looks at the 
PES header to determine the length of the PES stream, and 
thereby figure out the end of the PES stream. 
0063) The descrambler 312 preferably also provides the 
decrypted parsed transport streams to a PSI filter 320. The 
PSI filter preferably is a thirteen-byte filter with an associ 
ated mask. The PSI filter 320, in the first part of the section, 
Selectively filterS messages out of the data Stream of the 
current PID and provides to the DMA controller 324 to be 
written to the external memory, e.g., the circular memory 
buffers. Thus, the PSI filtering extract messages from the 
transport streams. The PSI filter 320 preferably uses PSI 
filter data from a PSI table 322 for filtering. 
0064. The PSI filter 320 preferably is comprised of 32 
section byte-compare filters for example. Each of the 32 
Section byte-compare filters preferably has a capability to 
filter 13 bytes as well as a mask per bit feature. In the 
transport processor 300, each PID channel may indepen 
dently Select any number of Section byte-compare filters, 
where each filter may be used by multiple PID channels. The 
data extracted by the PSI filter 320 from the out-of-band and 
in-band transport Streams preferably Stored in one of circular 
memory buffers. For example, in one embodiment, there 
may be 64 circular memory buffers. The output of the PSI 
filter 320 preferably is provided to the external memory 
through the DMA controller 324 over a 64-bit bus. In other 
embodiments, the bus width may be different from 64, e.g., 
the bus may be a 128-bit bus. 
0065. The circular memory buffers may be distributed 
between message data from the PSI filter 320 and video/ 
audio data from the PES parser 318. For example, 64 
circular memory buffers in one embodiment may be con 
figured into all PES data memory buffers. In another 
example, 64 circular memory bufferS may be apportioned 
between the PES data and the PSI data-62 data buffers and 
2 PSI data buffers or any other distribution between the PES 
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data buffers and the PSI data buffers. In addition, the 
transport processor 300 preferably performs a cyclic redun 
dancy check (alternatively referred to as “CRC) to verify 
correctness of the data. The CRC is associated with the PSI 
filter 320. 

0.066. It is contemplated that each of the circular memory 
buffers may be 1 K, 2K, 4K, 8K, 16K, 32K, 64K or 128 K 
bytes in size. In other embodiments, the size of the circular 
memory buffers may have other suitable size. Each of the 
circular memory buffers preferably is associated with a PID 
channel. For out-of-band packets, PID channels with dupli 
cate PIDs are allowed to output to different circular memory 
buffers. 

0067. The transport processor 300 may also include a 
Special addressing mode for filtering of proprietary mes 
Sages including but not limited to: message type range, 
Single cast-unit address, network 40 address, multicast 40 
address, multicast 24 address, multicast 16 address and 
independent wild cards for the network 40 and multicast 40 
address. 

0068 FIG. 4 illustrates a block diagram of an alternate 
embodiment of the data transport according to the present 
invention. The transport processor 301 is similar to the 
transport processor 300 provided previously, except that the 
transport processor 301 may store complete transport pack 
ets in the external memory and playback the Stored transport 
packets when desired. 
0069. In addition to the elements of the transport proces 
Sor 300, the transport processor 301 of FIG. 4 includes 
multiplexers 304a-c, a transport recorder 316 and a playback 
circuit (alternatively referred to as “PVR') 326. During 
normal operation, the multiplexerS 304a-c Select the trans 
port Streams from the input Synchronizers 302a-c, and thus 
the transport processor 301 operates Similarly to the trans 
port processor 300 of FIG. 3. 
0070 The transport recorder 316 may store complete 
transport packets in the circular memory buffers through the 
DMA controller 360. Data associated with one PID is 
typically stored in a circular memory buffer. When the 
record channels are used, one or more of the circular 
memory buffers preferably are configured for taking trans 
port stream inputs. Thus, data associated with the PID's in 
the transport Stream may be placed into a Single circular 
memory buffer. In one embodiment, a Single circular 
memory buffer may contain data associated with up to 64 
PIDs. In other embodiments, a single circular memory 
buffer may contain data associated with more or less than 64 
PIDS. 

0071. The playback circuit or PVR 326 may operate in 
either MPEG mode or DIRECTV mode for example. The 
PVR preferably performs DMA function of transferring data 
from the external memory, e.g., the circular memory buffers 
in SDRAM, into the transport processor 301. During the 
playback mode, the PVR 326 receives the stored transport 
packets from the external memory and provides to the 
buffers 1 and 2332 and 334, the high speed interface module 
330, the PCR recovery module 328 and the multiplexers 
304a-c. During this mode, the multiplexers 304a-c provide 
the stored transport packets to the parsers 306a-c. Both the 
transport recorder 316 and the PVR 326 preferably have two 
channels: channel 1 and channel 2. Either channel may be 
used to Store and playback the transport packets. 
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0072 Unlike in the normal operation, where PCRs pref 
erably are extracted from the input transport Streams, during 
playback, the PCRs preferably are derived from program 
time stamps (alternatively referred to as “PTS”) of the 
playback Stream. This is due to the fact that the packets with 
PCR information may not have been recorded by the trans 
port recorder 316. Further, even if such packets with PCR 
information have been recorded, the playback Stream is not 
necessarily played back at a regular rate So that the PCRS 
may not arrive at proper intervals to be used in a manner that 
they are designed to be used. For the playback operation, 
Since the PCRS are Still needed decoding Video and audio, a 
virtual PCR may be constructed by looking at the PTS 
information from the input streams. This user defined PCR 
may then be delivered to the video decoder by utilizing the 
serial PCR “direct load' capability, which has been dis 
cussed earlier. 

0073. Unlike directly transmitted data, in transport 
Steams for example, which is Synchronous because of the 
PCRs, the playback data is available from memory, poten 
tially at a much higher rate than that required for the actual 
bit stream. This may cause an overflow of the video buffers. 
In one embodiment, during playback, two methods are 
available to prevent this overflow. These two methods 
preferably allow the Video decoder to receive data only as 
they are needed. 
0074 The first method uses a throttling mechanism, 
allowing the playback Stream to be sent at a data rate not 
faster than the maximum data rate, which may be pro 
grammed by the host CPU. This provides for a controlled bit 
rate and byte interval commensurate with the processing 
capabilities of the Video decoder, which typically have a 
limit to input data rate. Thus, the PVR 326 in this embodi 
ment preferably includes throttle control for controlling the 
maximum rate at which the recorded transport Streams are 
played back. In this embodiment, the rate of playback may 
vary between about 10 to about 81 Mbps with a normal rate 
of playback of about 27 Mbps for example. Other embodi 
ments may have different playback rates. 
0075. The second method uses a hold mechanism, which 
halts the data output. The hold mechanism preferably is 
activated when the video decoder faces imminent overflow 
conditions. The PVR 326 preferably receives video pause 
signals 1, 2350 as well as an audio pause signal 352. The 
video pause signals 1, 2 preferably indicate to the PVR 326 
that a video buffer for video for channel 1 or channel 2, 
respectively, is getting too full and not ready to receive 
further input and that the PVR 326 should pause before 
providing additional video data. The video buffer may 
alternatively referred to as a coded data buffer or a com 
pressed data buffer. The video buffer sometimes is alterna 
tively referred to as a video buffer verifier, VBV buffer or 
simply a VBV. In one embodiment, there actually are two 
video buffers for video for PIP display for example. Thus, 
Video pause Signals 1 and 2 preferably are provided by the 
video decoder to pause the two video buffers independently 
of each other. Similarly, the audio pause Signal 352 prefer 
ably is provided by the ADP to the PVR 326 to indicate that 
an audio buffer is getting full and is not ready to receive 
further input and that the PVR 326 should pause before 
providing additional audio data. 
0076. In other embodiments, only one of the two meth 
ods, namely the throttle control mechanism and the hold 
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mechanism, may be implemented to prevent overflow. In 
still other embodiments, other methods may be used to 
prevent overflow in the video and audio buffers. 

0077. During the playback mode, the PVR 326 may 
playback the packetized elementary Streams or PES 
extracted by the PES parser 318 and stored in the external 
memory, i.e., circular memory buffer, rather than the trans 
port packets. In this case, the PES may not be parsed in the 
parsers 306a-c. The PES stream preferably is provided to the 
high speed interface module 330 to be outputted as the 
output 354 and to the buffers 1 and 2332 and 334 to be 
outputted as the outputs 356 and 358, respectively. 

0078 FIGS.5A & 5B illustrate one method for process 
ing input or information Streams and generally designated 
500. More specifically, FIGS. 5A & 5B illustrate one 
embodiment for processing one or more data packets using 
a transport processor Similar to those provided previously. In 
accordance with one embodiment of the present invention, 
the transport processor is adapted to accept input from more 
than one input Source or band at a time as illustrated by block 
510. It is contemplated that there are multiple programs or 
Streams within each band or input, where each program or 
stream is identified by PID. In one embodiment, the PID 
parser of the transport processor compares at least each input 
packet's PID with a stored table of PIDs to be accepted as 
illustrated by diamond 512. More specifically, PID parser 
compares the input packet's PID with a stored table of PIDs 
and bands. If the input packets PID doesn’t match one of 
such stored table of bands and PIDs, the input packet is 
rejected as illustrated by block 514, and a next packet (if 
available) is received. It the PID matches, the input packet 
is passed to one or more other processing modules or blockS 
as illustrated by block 518. Examples of such processing 
includes one or more of, but is not limited to, PID filtering, 
encrypting, decrypting and packet buffering 

0079. In one embodiment, the parser assigns a second 
identifier, a unique tag or id as illustrated by block 516. 
These accepted packets are identified internally by Such a 
unique tag, which contains information about the packet So 
other processing modules will know how, and with what 
parameters, to proceSS each one. It is contemplated that 
among all the input bands, there may be packets with the 
Same PID. The unique tags provide for the unique identifi 
cation of each packet. The PID within the packets will no 
longer be necessary, or adequate, as identification. It is 
further contemplated that the PID table of accepted packets 
may have duplicate entries. These entries are identified by 
the channel numbers, the numeric value of each Virtual 
channel. The unique tag provides a vector of matches that 
will accompany each accepted packet. 

0080. The subject method further determines if the data 
packets require processing. More specifically, the transport 
processor uses the tag to determine if processing is needed 
as illustrated by diamond 520. In one embodiment, the data 
packets are passed to the processing blocks in a Sequential 
manner for example. If no processing is needed, the pro 
ceSSor determines if this is the last processing block as 
illustrated by diamond 522. If this is the last block, the 
method may end Such processing on that data packet, 
passing the data packet to a final destination (video, audio or 
memory buffers for example). In one embodiment, if this is 
the last data packet, the processing may terminate. If this, 
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however, is not the last block, the method may communicate 
the tag to a Subsequent processing block as illustrated by 
block 518. 

0081. If processing is needed, the method determines 
what type of processing is needed as illustrated by block 
524. The transport processor then performs the determined 
type of processing as illustrated by block 526. In one 
embodiment, the method processes the data packets in a 
repetitive manner. However, it is also contemplated that the 
method determines if there is any other information or data 
packets to be processed and terminates the method if there 
is no other information to be processed. 
0082 One example of processing includes decrypting a 
data packet using one or more decryptors. In one embodi 
ment, Such decryptor is a multi-standard decryption module, 
supporting the DVB standard, and NIST DES standard for 
example with many termination modes. The module is 
preprogrammed to proceSS each PID channel a specific way. 
When a data packet arrives for processing, the tag is 
examined to determine what PID channel the packet 
belongs. The data packet is decrypted with the prepro 
grammed format. No control processor intervention is nec 
eSSary. 

0083. It is contemplated that some of these packets may 
contain messages, in MPEG PSI format for example. There 
may be many messages within each PID channel, and it is 
contemplated that many messages may sent to different 
buffer queues for different users. To accomplish this, dupli 
cate PIDs (duplicate entries in the PID table for example) 
may be used, So a packet may be associated with more than 
one PID channel. Each channel, at the PSI filter, is prepro 
grammed with a different match filter and buffer queue 
address. The PSI filter, after examining the tag for the vector 
of matches, will test the messages with the match filter 
assigned to each buffer. If a match is found, the message will 
be deposited into the buffer. If no match is found, the 
message is discarded. A message may be deposited into 
multiple buffers, if multiple matches are found. 
0084. Many modifications and variations of the present 
invention are possible in light of the above teachings. Thus, 
it is to be understood that, within the Scope of the appended 
claims, the invention may be practiced otherwise than as 
described hereinabove. 

What is claimed and desired to be secured by Letters Patent 
is: 
1. A method for processing information, comprising: 

(a) determining if a first identifier associated with the 
information is acceptable, 

(b) assigning a second identifier to the information; 
(c) determining a type of processing that is required using 

Said Second identifier; and 

(d) performing said type of processing on the information. 
2. The method of claim 1, further comprising repeating 

Steps (a) through (d) in a repetitive manner. 
3. The method of claim 1, further comprising: 

(e) determining if there is any other information to be 
processed; and 
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(f) terminating the method if there is no other information 
to be processed. 

4. The method of claim 1, further comprising receiving 
the information. 

5. The method of claim 4, further comprising receiving 
the information from at least one input band. 

6. The method of claim 1, wherein said information 
comprises at least one packet of data. 

7. The method of claim 1, wherein said first identifier is 
a program identifier. 

8. The method of claim 1, wherein said second identifier 
is a unique tag. 

9. The method of claim 1, further comprising indicating 
what processing is required using Said Second identifier. 

10. The method of claim 1, wherein determining if said 
first identifier is acceptable further comprises determining if 
said first identifier is stored in an identifier table. 

11. The method of claim 1, wherein said type of process 
ing comprises at least one of at least encrypting, decrypting, 
filtering or buffering. 

12. A method for processing at least one data packet using 
a data processor, comprising: 

(a) receiving the at least one data packet from at least one 
input band; 

(b) determining if a packet identifier associated with the 
data packet is acceptable; 

(c) assigning a tag to the data packet; 
(d) communicating the tag to at least one processing 

block; 
(e) determining if processing of the data packet is required 

using Said tag, 
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(f) determing a type of processing that is needed based on 
Said tag, and 

(g) performing said type of processing. 
13. The method of claim 12, further comprising repeating 

Steps (a) through (g) in a repetitive manner. 
14. The method of claim 12, further comprising: 
(h) determining if there is any more data packets to be 

processed; and 

(i) terminating the method if there are no more data 
packets to be processed. 

15. The method of claim 12, wherein determining if said 
packet identifier is acceptable further comprises determining 
if Said packet identifier is Stored in an identifier table. 

16. The method of claim 12, wherein said type of pro 
cessing comprises at least one of at least encrypting, 
decrypting, filtering or buffering. 

17. A transport processor for processing data packets, 
comprising at least a parser device adapted to assign a 
unique tag to the data packets based on a packet identifier. 

18. The transport processor of claim 17, further compris 
ing a packet identifier table communicating with the parser 
device and adapted to Store information regarding at least 
one acceptable packet identifier. 

19. The transport processor of claim 18, wherein said 
parser device is further adapted to determine if Said packet 
identifier is acceptable based on Said information Stored in 
Said packet identifier table. 

20. The transport processor of claim 17, further compris 
ing at least one processing block adapted to process Said data 
packets based on Said unique tag. 
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