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5 Claims. (C. 2-171) 

This invention relates to a head scarf or cloth which 
is worn over hair curlers while the wearer is asleep or 
reclining, and more particularly to such a scarf provid 
ing cushioning support and protection for the Wearer's 
head. 
Many women are in the habit of wearing hair curlers 

overnight in order to set their hair in the style which 
they prefer, or to keep their hair in place while they 
sleep. However, the pressure of the hair curlers against 
the head causes discomfort to the wearer. Further 
more, the movements of the wearer during the night often 
causes the hair curlers to become unfastened, which in 
turn causes the hair style to become disarranged. 

Various head scarves have been developed, the pur 
pose of which has been to keep hair styles in place while 
the wearer is reclining, but these are only satisfactory 
for use over small hair pins or over the hair when no 
pins are used. The use of these scarves over the hair 
when larger hair curlers are worn is unsatisfactory, be 
cause in order to keep the hair curlers in place the scarf 
must be placed tightly over the head. But this tightness 
causes considerable discomfort to the wearer. On the 
other hand, if the scarf is worn loosely, it invariably be 
comes detached and fails in its purpose of keeping the 
hair curlers in place. 

Other head caps or scarves have been developed which 
provide a cushion outside a scarf but such arrangements 
obviously are incapable of relieving pressure between the 
tight scarf or cap and the wearer's hair curlers. Such 
devices are therefore little better than a plain scarf with 
out a cushion. - 
One of the objects of this invention is the provision 

of a head protector which relieves the pressure of hair 
curlers against the wearer's head while reclining. 
Another object of this invention is the provision of a 

head scarf having a web extending between a pair of 
cushions adapted to be positioned on opposite sides of 
hair curlers on a wearer's head to hold the hair curlers in 
place and to cushion the head against pressure from Such 
curlers. 
A further object of this invention is the provision of 

a head scarf which can be easily adjusted to fit the wear 
er's head and which can be fitted snugly against the head 
so as to hold hair curlers in place without causing dis 
comfort to the wearer. 

Other objects and advantages will be apparent from 
the accompanying drawing which illustrates a preferred 
embodiment of this invention, and in which: 

FIG. 1 is a transverse sectional view of the head scarf 
of this invention as worn by a reclining figure; 

FIG. 2 is a plan view of the head scarf; 
FIG. 3 is a side elevational view of the head scarf 

positioned on the head of a wearer; and, 
FIG. 4 is a transverse sectional view, the plane of 

which is indicated by the line 4-4 in FIG. 2. 
From the drawing it is evident that the head scarf 

or protector of this invention preferably comprises two 
thicknesses of fabric, generally designated 1, 2, (FIG. 4) 
between which are placed two elongated resilient mem 
bers 3, 4 of cushion material which are held in place by 
rows of stitching 5, 6. Stitching 6 also serves to join 
together the ends of the two thicknesses of fabric 1, 2. 
A web 7 of the pieces of fabric 1, 2 extends between 
the members 3, 4 and holds them in spaced relationship 
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with each other. Fabric thicknesses 1, 2 are gathered 
together and stitched at 8 to form ends 9 which extend 
from opposite ends of members 3, 4. 
The head scarf is worn by tying the ends or extensions 

9 together over the forehead of the wearer, as shown in 
FIG. 3. The scarf is placed so that the cushion mem 
bers 3, 4 extend around the back and sides of the head 
and rest above and below the band or rows of hair prepa 
ration devices or curlers 10, as shown in FIG. 1. Thus, 
when the wearer is resting her head on the pillow 1 or 
bed, the weight of her head is taken up by the cushion 
members 3, 4 at approximately the center of the back of 
the head and the nape of the neck. This cushioning effect 
prevents the hair curlers from exerting an uncomfortable 
pressure against the head when the wearer is reclining. 

Furthermore, when the scarf is properly positioned on 
the wearer's head, the web 7 covers the hair curlers and 
serves to hold them in place. 

It will be understood that the device herein described 
may be made from many different materials and may take 
different forms without departing from the spirit of in 
vention. Preferably the members 3, 4 are foam or sponge 
rubber, but they may also include down or other padding 
material having sufficient resiliency to perform their head 
protecting and cushioning function. It is obvious that 
such cushion members must be of substantial thickness 
in order to support the wearer's head against pressure of 
the curlers 10. In cross section (FIG. 4) members 3, 
4 are preferably about 34' to 1' square with rounded 
COS 

Since hair preparation devices come in various sizes 
and shapes it may be advantageous to employ only one 
of the members 3, 4 adapted to extend along one of the 
margins of the band of curlers 0. In such an instance 
an elongated element adapted to extend along the other 
margin of the curlers may be utilized with a connecting 
web 7 and fastening means such as ties 9 to support 
the cushion member on the wearer's head in the proper 
location. Such single cushion member may provide suffi 
cient protection in some cases. 

In the preferred form illustrated the cushion members 
3, 4 are spaced apart a slightly greater distance at their 
central portions than at their ends because the wearer 
usually uses more curlers 10 at the back of the head. 
The ends of the cushion members are adapted to ex 
tend to the temple of the wearer's head and the lower 
member 4 extends over the ears (FIG. 1) so as to em 
brace the curlers which may be located over the wearer's 
ears. It will be noted from FIG. 2 that both members 
3, 4 (or the elongated element taking the place of one of 
Such members) are slightly curved, in plan, to better 
conform to the contour of the wearer's head. 
As previously described, the web 7 serves to connect 

the members 3, 4 to prevent them from moving apart 
or becoming displaced and also covers the band of curlers 
10 to hold them in place. It is desirable therefore that 
web 7 be flexible, relatively thin compared to members 
3, 4, and provided with sufficient extra width, especially 
in the central portion, to be capable of loosely receiv 
ing the curlers 10 thereunder. The width of web. 7 cen 
trally of the ends of members 3, 4 and between the same 
may be about three to four times the width of said 
members. 

FIG. 4 illustrates the preferred form of stitching the 
members 3, 4 in the thicknesses of fabric 1, 2 along the 
outer corners of said members. In this manner the web 
7 is spaced outwardly from the wearer's head by sub 
stantially the thickness of the members 3, 4, and the 
inwardly directed sides of said members provide sup 
porting shoulders against the margins of the band of 
curlers 10, 
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Although a double thickness of fabric is illustrated, it 
is obvious that single thickness having members 3, 4 
secured to its edges would suffice. The fabric thick 
nesses 1, 2 conveniently provide for connection and place 
ment of members 3, 4 and the ends or extensions 9 may 
be used as ties, as previously described. By stitching 
such fabric at 8 at the ends of members 3, 4 (FIG. 2) 
the same are held in the desired location as part of the 
Scarf. 

It is clear that fastening means other than ties 9 may 
be employed for connecting the scarf of this invention 
across the upper forehead of the wearer. Snaps, hooks, 
or the like may be so employed. Furthermore, only a 
relatively narrow web will adequately connect the central 
portions of members 3, 4, and therefore the web need not 
extend throughout the length of said members if ventila 
tion of the curler area is desired. 

Although the invention has been described and illus 
trated in detail, such is not to be taken as restrictive 
thereof as modifications that would appear to one skilled 
in the art are intended to come within the spirit and 
scope of the appended claims. 
We claim: 
1. A cushioned head scarf comprising: a pair of elon 

gated members of resilient cushion material of substan 
tial thickness adapted to extend in spaced relation around 
the back and sides of a wearer's head, relatively thin 
flexible web means extending between the central por 
tions of said members and connecting the same for hold 
ing them against moving apart, and flexible extensions 
extending from opposite ends of said members and adapt 
ed to be connected across the upper forehead of the 
wearer for so supporting said members on the head of 
the wearer. 

2. A head scarf comprising a pair of elongated cush 
ion members, a web of fabric connected to Said cushion 
members for holding the same in spaced relation, said 
cushion members adapted when worn to receive between 
them a plurality of hair curlers for relieving the pressure 
of the hair curlers against the wearer's head while re 
clining with said web extending between said cushion 
members and over such hair curlers for holding such 
hair curlers in place, and means for supporting said Web 
and said cushion members in place on the wearer's head. 

3. A head scarf comprising a pair of elongated cush 
ion members, a web of fabric connected to said cushion 
members for holding the same in spaced relation, said 
cushion members adapted when worn to receive between 
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them a plurality of hair curlers for relieving the pres 
sure of the hair curlers against the wearer's head while 
reclining with said web extending between said cushion 
members and over such hair curlers for holding such hair 
curlers in place, extensions of said web extending from 
opposite ends of said members for tying over the fore 
head of the wearer for holding said members and said 
web in place. 

4. A head scarf comprising an elongated piece of thin 
flexible sheet material having end portions and a central 
portion, a pair of elongated members of resilient cushion 
material generally parallel to each other and extending 
along the marginal edges of said central portion through 
out the lengths thereof, stitching along the length of said 
cushion members to connect said members to said sheet 
material and to hold said members in place, means for 
connecting said end portions together, said piece of sheet 
material adapted to be worn with said end portions con 
nected across the forehead and with said central por 
extending around the back and sides of the wearer's 
CaC 

5. A head scarf comprising an elongated piece of thin 
flexible sheet material having end portions and a central 
portion, a pair of elongated members of resilient cushion 
material generally parallel to each other and extending 
along the marginal edges of said central portion through 
out the length thereof and projecting substantially from 
one side of said sheet material, stitching along the length 
of said cushion members to connect said members to 
said sheet material and to hold said members in place, 
means for connecting said end portions together, said 
piece of sheet material adapted to be worn with said end 
portions connected across the forehead and with said cen 
tral portion extending around the back and sides of the 
wearer's head and with the projecting portions of said 
members extending between said flexible sheet material 
and the wearer's head. 
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