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UNITED STATES PATENT OFFICE. 
BRYCE P. GIBBS, OF WINSLOW, ARIZONA TERRITORY. 

PAPER-DIRECTING ATTACHMENT FOR TYPE-WRITING MACHINES. 

No. 925,57e. 

To all whom it may concern: 
Be it known that I, BRYCE P. GIBBs, a 

citizen of the United States, residing at 
Winslow, in the county of Navajo and Ter 
ritory of Arizona, have invented a new and 
useful Paper - Directing Attachment for 
Type-Writing Machines, of which the fol lowing is a specification. 
In the use of typewriting machines, and 

more particularly those having a front strike 
and visible writing, the paper will often 
fail forward into a position to obstruct a 
view of the Writing and sometimes it will 
even drop into the type basket so as to inter 
fere with the proper operation of the ma 
chine. This is particularly apt to occur 
where there is a breeze or draft. 
One of the primary objects of the present 

invention is to provide a novel and very 
simple attachment that can be applied by 
the operator to any well known type of 
machine, and will effectively maintain the 
paper in its rear position, and will not in 
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any manner interfere with the ordinary use 
of the machine. 
A further and important object is to pro 

vide means for properly directing and hold 
ing long sheets, such as record sheets, said 
means permitting the easy introduction into 
the machine of short sheets without dis 
turbing the record sheet already in place. 
The preferred embodiment of the inven 

tion is illustrated in the accompanying 
drawings, wherein:- 

Figure 1 is a perspective view of a portion 
of a typewriting machine, showing the at 
tachment in place. Fig. 2 is a sectional 
view. Fig. 3 is a detail view of the attach 
ment separate from the machine. Fig. 4 is 
a sectional view on the line 4-4 of Fig. 3. 
Fig. 5 is a detail perspective view of the 
supporting clip. Fig. 6 is a similar view of 
the post. Fig. 7 is a detail perspective view 
of a portion of the bar for support the 
upper arms. 

Similar reference numerals designate cor 
responding parts in all the figures of the 
drawings. 
In the embodiment illustrated, the ma 

chine, which may be of any well known type, 
is provided with the usual platen 8 and 
printing mechanism 9. In rear of the platen, 
is located a paper table 10, and to this table, 
the attachment is applied, The attachment 
comprises a support 11, in the form of a 
clip that is a '1'anged to embrace and may be 
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I placed upon either end of the paper table. 
through one side and adapted to clamp the 
clip in place. Said clip is provided with an 
upturned terminal 13, to which is pivoted a 
post 14. The pivot is in the form of a set 
screw 15 passing through the terminal 13, 
and threaded into the post 14, said set screw 
thus constituting means for securing the post 
against movement on the clip and in differ 
ent adjusted positions. The upper end of 
this post is bifurcated and pivoted in the bi 
furcation, as shown at 16, is a paper holding 
and directing alm 17, the arm swinging up 
Wardly and rearwardly longitudinally of the 
carriage, as will be evident by reference to 
Fig. 1. In its operative position, it is located 
Over the paper table 10, but is maintained in 
spaced relation thereto by a stop lug 18 car 
lied by the post 14 and retained in the path 
of movement by the arm. Another and op 
positely extending lug 19 limits the outward 
Or rear Swinging movement of the arm, as 
will be clear by reference to Fig. 1. 

For ordinary work, the arm 17 is fficient, 
and it will be evident that if it is placed 
over the paper, it will securely hold the same 
in its rear position upon the table 10, thus 
preventing the objections noted in the pre 
liminary portion of the specification. When 
the paper is first introduced into the ma 
chine, the holding and directing arm 17 is 
located over the rear portion thereof, and as 
the front end of the paper moves from the 

the arm. Said arm is furthermore readily 
swung out of the way so that it will not 
interfere with the introduction or removal 
of the paper. Moreover the device can be 
readily attached to any machine as it re 
quires merely the application of the clip to 
either end of the paper table, as may be de 
sired and the adjustment of the post 14 to a 
position which will hold the arm17 in a po 
sition deemed most suitable. 

For the purpose of holding long sheets, 
such as record sheets and the like, a bar 20 
may be employed, which is attached to the 
post 14 by a set screw. 21 constituting a pivot. 
This bar is provided at its upper end with 
spaced parallel arms 22 arranged in angular 
relation to said bar, and extending above the 
arm i7. The arms 22 are supported solely 
by the bar 20 and have their opposite ends 
spaced apart, with the space between them 

It is provided with a set screw 12 threaded 
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from the side of the bar opposite to the arms and paper holding and directing means car. 
22, and a hook 24 may be employed, which 
is pivoted is said bar, and is arranged to 
engage ove; the ar; in 7. With this co 
struction, if long sheets, as for instance ree 
ord and carbon sheets are enployed, 
former to receive the copies of a pirality of 
short letters or the like, the long sheets are 
passed between the arms 22 and when a short 
sheet is to be introduced, the bar 20 with 
said arms is swung forwardly so that the 
short sheet may be introduced into the na 
chine without difficulty. The hook 24 need 
only be employed in case it is desired to ad 
just the post 14 forwardly to a position 
where the bar 20 would not rest against the 
arm 7. This structure can be readily de 
tached by removing the set screw 21 when 
long sheets of the character outlined are not 
used. When however, it is used the device 
is preferably applied to the left end of the 
machine for the reason that if it were placed 
at the right end and the device were hr 
riedly thrown back against the bar 17, the 
thumb screw 15 might become loose. It will 
be evident, however, that if the attachment 
is applied to the left end of the paper table, 
it will make no difference how hard the de 
vice is thrown against the bar 17, as it will 
only cause the thumb screw to be tightened, 
thus making it in possible to fall backward. 
An additional advantage in this structure is 
that the cover may be applied to the type 
writing machine without the necessity of 
removing the attachment there from for the 
reason that the arm 20 with the parts Sup 
ported thereon can be swung forwardly so as 
not to interfere with the cover. 
From the foregoing, it is thought that the 

construction, operation and many advan. 
tages of the herein described invention will 
be apparent to those skilled in the art, with 
out further description, and it will be under 
stood that various changes in the size, shape, 
proportion and minor details of construc 
tion, may be resorted to without departing 
from the spirit or sacrificing any of the ad 
vantages of the invention. 
Having thus fully described my invention, 

what i? claim as new, and desire to secure by 
Letters Patent, is: 
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1. In a typewriting machine, the combi 
nation with a platen and printing mechan 
ism, of a paper table associated with the 
platen, and paper hoiding and directing 
means attached to the paper table aid fold 
able downwardly over the platen when not 
in use and provided with a pair of parallel 
arms spaced apart to permit paper to be re 
moved laterally from between them. 

2. In a typewriting machine, the combi 
nation with a platen and printing nechan 
isin, of a paper tabie associated with the 
platen, a clip embracing and detachably 

lied by the clip and consisting of an arm 
disposed ): 'aliel with the plate at a point 
air ve the table and adapted to be thrown to 
k}, 

paper.t. the platen. 
3. ... I attachment if the character' set 

forth. ('t in piising a clip adapted to entrace 
the paper table of a typewriting machine, 
a lit lie!' () (liig : ind (litecting leans cal'. 
fied by said clip and consisting of a plu 
'ality of horizontal arms spaced apart ver 
ii'aily to slip 'tile paper delivered from 
tle late it (iiite 'ent heights, said arms be 
i g stipported only at (ne ent and free at 
their other elds to permit, the paper to be 
}}} ) \ed latei'ally there from. 

4. An attachment of the character set, 
forth, comprising a clip adapted to embrace 
the paper table of a typewriting machine, a 
post carried by the clip, and a paper holding 
and directing arial pivoted on the post. 

5. An attachment of the character set 
forth, comprising a support, means for se 
curing the same upon a typewriting nia 
chine, a post adjustably mounted on the Sup 
port, and a paper holding and directing arm 
Innovably mounted on the post to be changed 
to or from operative or inoperative position. 

6. An attachment of the character set 
forth, comprising a clip adapted to embrace 

to facilitate the application of the 
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the paper table of a typewriting machine, 
a set screw for securing the clip in place, a 
post pivotally mounted on the clip, a set 
screw for holding the post against move 
ment on said clip, and a paper holding and 
directing aim pivoted on the post. 

7. In a typewriting machine, the combi 
ration with a carriage having a platen, of 
printing mechanism, and a paper holdin 
and directing arm normally parallel wit 
and spaced from the platen and pivoted on 
the carriage with one end free. 

8. In a typewriting machine, the combi 
nation with a carriage having a platen, of 
printing mechanism, a paper holding and 
directing arm normally parallel with and 
spaced behind the plater and pivoted on the 
carriage and swinging in a direction longi 
tudinally of said carriage, and means for 
limiting the Swinging movement of the arm 
in both directions. 

9. An attachment of the character set 
forth, comprising a post, incans for attach 
ing the post to a typewriting machine, a Swinging paper holding arm pivoted on the 
post, and stops carried by the post and lo 
cated in the path of movement of the arin 
and arranged respectively to hold the latter, 
when in operative position, spaced behind 
the plate of the machine, and when in inop 
erative position, at one side of the machine. 

10. An attachment of the character set 
forth, comprising a clip adapted to embrace 

Inounted on the table at one end thereof, the paper table of a typewriting machine, a 
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set Screw for securing the clip in place, i. 
post pivotally nounted of the clip, a Set 
screw for holding the post against nove 
inent on the clip, a swinging paper holding 
arm on the post, and oppositely extending: 
stop lugs carried by the post and disposed 
in the path of movement of the arm. 

11. An attachment of the character set 
forth, comprising a post, means for attach 
ing the same to a typewriting inachine, and a pair of paper holding and directing arms 
supported at one end by the post and having 
their other opposite ends spaced apart with 
the space between said ends in nobstructed. 

i2. An attachinent of the character set 
forth, comprising a post. A clip for attaching 
the post to the paper table of a typewriting 
niachine, and a pair of substantially parallel 
paper holding and directing arms pivotally 
siliportes at one end on the post, 

i3. An attachment of the character set 
forth, comprising a clip adapted to embrace 
the paperitable of a typewriting machine, a 
post pivotally mounted on the clip, a bar pivoied on the post, and spaced parallellarns 

: cariied by the free end of the bar and dis 
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posed it). Binguial' relation thereto. 
14. An attachment of the character ses, 

forth, comprisiiig a support, le:3 for Secur 
ing the same to a typewriting machine, and a 

plurality of separately-movable paper-hold 
ing devices mounted on the Support, one of 
the devices haying spaced aris. 

15. An attachment of the character Set 
forth, comprising a support, means for se 
curing the same to a typewriting machine, and a plurality of paper holding arms pivot 
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el on the support and swinging in angularly 
disposed directions, 16. Ain attachment of the character set forth, comprising a clip adapted to embrace 
the paper table of a typewriting machine, a 
set screw for holding the clip in position, a 
post pivoted on the clip, a set screw for se 
curing the post against movement, a Swing 
ing paper holding arm pivoted on the post, 
stoplugs carried by the post and disposed in 
the path of movement of the arm, a bar pivotally mounted on the post, and spaced substantially parallel paper holding and di 
recting arms carried by the upper end of the 
lar and supported solely thereby. 
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In testimony, that I claim the foregoing as 
my own, I have hereto affixed my signature 
in the presence of two witnesses. 

3RYCE P. G. BBS, 

Witnesses: - GEO. H. E.EYES, Jr., 
E. ii. DuFFIELD. 


