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(57) ABSTRACT 

A container is adapted to receive a mask blank having a resist 
film and includes a container body having an upper opening 
and a cap put on the container body. The container body has 
an opening edge provided with an annular elastic member 
made of polyolefin elastomer or the like and extending 
throughout entire circumference. When the cap is put on the 
container body, the elastic member is interposed at a joint 
portion between the cap and the container body to hermeti 
cally seal the container. 
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CONTAINER FOR HOUSINGA MASK 
BLANK, METHOD OF HOUSINGA MASK 
BLANK, AND MASK BLANK PACKAGE 

0001. This is a divisional of application Ser. No. 10/886, 
039 filed Jul. 8, 2004. The entire disclosure(s) of the prior 
application(s), application Ser. No. 10/886,039 is considered 
part of the disclosure of the accompanying divisional appli 
cation and is hereby incorporated by reference. 
0002 This application claims priority to prior Japanese 
applications JP 2003-27 1924, 2003-279961, 2003-292317, 
and 2003-299711, the disclosures of which are incorporated 
herein by reference. 

BACKGROUND OF THE INVENTION 

0003. This invention relates to a container for housing a 
photo mask for use in fabrication of an electronic device or a 
mask blank for use in fabrication of the photo mask and to a 
method of housing the photo mask or the mask blank. 
0004. This invention also relates to a method of housing a 
mask blank with a resist film, which is for producing a photo 
mask for use in manufacture of an electronic device. 

0005. This invention also relates to a method of treating a 
housing member for housing a mask blank with a resist film, 
which is for producing a photo mask for use in manufacture of 
an electronic device. 
0006 Following rapid development of the IT (Information 
Technology) industry, a recent electronic device, in particu 
lar, a semiconductor device, a color filter or a TFT (Thin Film 
Transistor) element for a LCD (Liquid Crystal Display) 
monitor, or the like is required to have a finer structure. One of 
techniques Supporting fine process technology for Sucha finer 
structure is a lithography technique using a photo mask called 
a transfer mask. In the lithography technique, a silicon wafer 
with a resist film is exposed through the transfer mask to an 
electromagnetic wave from an exposure light source so that a 
fine pattern is formed on the silicon wafer. Generally, the 
transfer mask is produced by preparing a mask blank com 
prising a light transparent Substrate and a light shielding film 
formed thereon and forming an original pattern on the mask 
blank by the use of the lithography technique. If foreign 
matters such as particles are present on a surface of the mask 
blank, this may result in occurrence of a defect of the pattern 
formed on the silicon wafer. Therefore, the mask blank must 
be stored in a clean condition so that no foreign matters are 
adhered or attached to the surface of the mask blank. 
0007 For example, as a conventional container for hous 
ing, storing, and carrying a mask blank, a mask carrying case 
is disclosed in Japanese Patent Application Publication (JP 
A) No. 2001-154341. 
0008 Specifically, the conventional container for housing 
and storing a mask blank comprises an inner case called a 
carrier, an outer case (container body), and a cap. Several to 
several tens of mask blanks are held in the inner case in 
parallel to one another. The inner case with the mask blanks 
held therein is received in the outer case. Then, the cap is put 
on the outer case. In this manner, the mask blanks are housed 
in the container. An adhesive tape is attached to a joint portion 
between the outer case and the cap to hermetically seal the 
container and to prevent entry of ambient air and foreign 
matters. In most cases, the container is made of a resin mate 
rial. 
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0009. Following recent improvement in performance of 
the electronic device, the original pattern formed on the trans 
fer mask is also required to be finer. In order to form such a 
finer pattern, the mask blank must have an extremely high 
cleanliness. Therefore, it is necessary to maintain as high 
cleanliness as possible, in particular, during storage of the 
mask blank by minimizing adhesion of foreign matters to the 
mask blank. Among others, in case of a mask blank having a 
resist film formed on a surface thereof, the foreign matters 
once adhered to the surface are difficult to be removed. Fur 
ther, cleaning is impossible at this stage. Therefore, pattern 
ing is carried out with the foreign matters adhered to the 
Surface. This results in occurrence of a pattern defect. 
0010. In the meanwhile, attention is recently directed to a 
chemically amplified resist as a resist for a photo mask. For 
example, the chemically amplified resist is described in Japa 
nese Patent Application Publication (JP-A) No. 2000-66380. 
The chemically amplified resist is Superior in characteristics, 
Such as sensitivity and contrast, than a photo resist which has 
been used so far and is therefore advantageous in forming a 
finer pattern. However, it is pointed out that the chemically 
amplified resistis Susceptible to an influence of a contaminant 
of a chemical component because of its reaction mechanism. 
Specifically, in presence of a contaminant of a certain chemi 
cal component, a function of a Substance serving as a catalyst 
for chemical amplification may be Suppressed or inhibited 
(for example, deactivated) so that a desired performance can 
not be obtained. 

0011. The chemically amplified resist contains either a 
high-molecular-weight compound having a resist function 
(positive type) or a low-molecular-weight compound which 
produces a high-molecular-weight compound by a cross 
linking reaction or the like (negative type), and a catalytic 
substance. By irradiating the chemically amplified resist with 
energy radiation Such as electron wave or electromagnetic 
wave, the catalytic Substance contained therein is exposed to 
produce an acidic catalytic Substance in the resist. The acidic 
catalytic Substance has a catalytic function for a chemical 
reaction (chemical amplification) of making the high-mo 
lecular-weight compound soluble to a liquid developer or 
producing a high-molecular-weight compound and making 
the high-molecular-weight compound insoluble to the liquid 
developer. However, it is pointed out that the chemically 
amplified resistis Susceptible to an influence of a contaminant 
of a basic chemical Substance because of its reaction mecha 
nism. Specifically, in presence of a contaminant of a certain 
basic chemical Substance, for example, ammonia or amine, 
production of the acidic catalytic Substance serving as a cata 
lyst for chemical amplification may be inhibited or a function 
of the acidic catalytic Substance produced as mentioned 
above may be suppressed or inhibited (for example, deacti 
vated) so that a desired performance can not be obtained. 
0012. In view of the above, in case of the mask blank with 
a chemically amplified resist film formed thereon, it is nec 
essary not only to eliminate foreign matters such as particles 
but also to eliminate an influence of a contaminant of a chemi 
cal substance. Therefore, the mask blank with a chemically 
amplified resist film must be stored in an especially clean 
atmosphere. 
0013. In the conventional container for a mask blank, the 
joint portion between the outer case and the cap is hermeti 
cally sealed by the adhesive tape. However, this requires 
double efforts of adhering the tape upon housing and pack 
aging the mask blank and removing the tape upon opening the 
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container. In addition, a sealed State is incomplete or insuffi 
cient. Specifically, the adhesive tape generally used has some 
breathability. Depending upon temperature variation of the 
atmosphere in which the container is stored, internal air 
within the container may be expanded or contracted. In this 
event, airflow between the ambient air and the internal air 
occurs through the joint portion to which the tape is adhered. 
Sometimes, pressure of the atmosphere may be varied, for 
example, in case where the mask blank is transported on 
board an aircraft. In case of transportation on board the air 
plane, variation in pressure is considerably large. In this case 
also, airflow occurs between the ambient air and the internal 
air. Therefore, even if the mask blank is housed and packaged 
into the container in a clean atmosphere Such as a clean room, 
the ambient air may enter into the container with lapse of time 
depending upon a storage atmosphereafter packaging. In this 
event, the interior of the container may be contaminated by a 
certain component contained in the ambient air. 
0014 Further, even if the container is made of a material, 
Such as plastic, which hardly releases any chemical compo 
nent or the like, a chemical component used in a base member 
of the adhesive tape or an adhesive agent may enter into the 
container with lapse of time to cause contamination. In par 
ticular, upon occurrence of variation in atmosphere. Such as 
temperature change or pressure change mentioned above, 
contamination by the chemical component released from the 
tape may be accelerated. 
0015. In particular, in case of the mask blank with the 
chemically amplified resist film mentioned above, contami 
nation by the chemical component or the like causes a crucial 
defect and must be completely avoided. 
0016. At a glance, it seems possible, by housing and pack 
aging the mask blank into the container within the clean room 
or the like and sealing the joint portion between the outer case 
and the cap by the adhesive tape, to prevent entry of the 
ambient air and store the mask blank in a clean atmosphere. 
Actually, however, it is difficult to avoid contamination by the 
entry of the ambient air or contamination by the chemical 
component of the adhesive tape. 
0017. According to the study by the present inventor, it has 
been found out that, even if contamination by the basic chemi 
cal Substance is avoided, a stable resist function is not always 
obtained and a desired resist pattern is not always formed. 
Specifically, it has been found out that, even ifa factor causing 
the basic Substance Such as amine to be generated during a 
manufacturing process of the mask blank having the chemi 
cally amplified resist film is thoroughly investigated and 
eliminated and, further, close attention is paid to an environ 
ment of housing and packaging the mask blank, there still 
arises a problem of fluctuation inaccuracy of the resist pattern 
formed on the mask blank. 

0.018. In order to eliminate the influence of the contami 
nant of the basic chemical substance, the mask blank with the 
chemically amplified resist film may be housed and packaged 
in an atmosphere cleaned by the use of a chemical filter. Even 
in this event, the mask blank housed in the container may be 
contaminated by a basic Substance released as an outgas from 
the container during Subsequent storage. In particular, 
depending upon the temperature change or the pressure 
change of the ambient air during storage, release of an outgas 
component may be accelerated. In this case, it is proposed to 
use a material which releases a small amount of the outgas 
component with lapse of time. In this approach, however, 
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contamination with lapse of time can not completely be elimi 
nated and the material of the container is restricted. 

SUMMARY OF THE INVENTION 

0019. In order to remove the above-mentioned disadvan 
tages, it is an object of this invention to provide a container 
and a housing method which are capable of storing a mask 
blank or the like while keeping a clean atmosphere upon 
housing by inhibiting entry of ambient air to avoid contami 
nation by a chemical Substance or the like. 
0020. It is another object of this invention to provide a 
container and a housing method which are Suitable for a mask 
blank provided with a chemically amplified resist film and 
required to be stored in an especially clean atmosphere. 
0021. It is still another object of this invention to provide a 
method of housing a mask blank, which is Suitable for a mask 
blank provided with a chemically amplified resist film and 
required to be stored in an especially clean atmosphere and 
which is capable of maintaining a stable resist function for 
forming a desired mask pattern. 
0022. It is yet another object of this invention to provide a 
method of treating a housing member for housing a mask 
blank, which is suitable for a mask blank provided with a 
chemically amplified resist film and required to be stored in 
an especially clean atmosphere and which is capable of main 
taining a stable resist function for forming a desired mask 
pattern. 
0023 Generally, it is supposed that, by housing a mask 
blank into a container in a clean atmosphere, such as a clean 
room, and adhering an adhesive tape to a joint portion of the 
container to seal the container, the mask blank can be stored 
while keeping the clean atmosphere. However, as revealed by 
the study of the present inventor, it is difficult in the known 
method to keep the clean atmosphere in the container with the 
mask blank housed thereinafter lapse of time. It is also found 
out that, particularly in case of the mask blank having a 
chemically amplified resist film, a desired fine pattern may 
not be formed during fabrication of a mask and a stable resist 
function may not be obtained if the mask blank is stored by 
the known housing method. 
0024. The present inventor earnestly and diligently stud 
ied in order to remove the above-mentioned problem. As a 
result, it has been found out that the entry of ambient air can 
be prevented and a mask blank can be stored while keeping a 
clean atmosphere in the interior of a container by providing an 
elastic member formed on at least one of an opening edge of 
a main body of the container or a lower edge of a cap member 
to extend throughout entire circumference and interposed 
between the main body and the cap member at a joint portion 
thereof. Thus, this invention has been completed. 
0025. Further, as a result of earnest and diligent study of 
the present inventor in order to remove the above-mentioned 
problem, it has been found out that, even if the ambient air 
enters into the container during storage, the mask blank can 
be stored while keeping a clean atmosphere in the interior of 
the container, by removing foreign matters such as a chemical 
Substance contained in the ambient air so that the foreign 
matters do not enter into the container even if the ambient air 
enters. Thus, this invention has been completed. 
0026. As described above, a contaminant for a chemically 
amplified resist is generally believed to be a basic chemical 
Substance Such as amine. According to the study by the 
present inventor, however, it has been revealed that, even if 
the mask blank is stored in an environment from which the 
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basic chemical Substance is eliminated, a stable resist func 
tion may not be obtained and a desired fine pattern may not be 
formed during manufacture of a mask. 
0027. As a result of earnest and diligent study by the 
present inventor in order to remove the above-mentioned 
problem, it has been unexpectedly found out that the mask 
blank having a chemically amplified resist film may be con 
taminated not only by the basic substance but also by adhe 
sion of an acidic Substance and formation of a stable fine 
pattern is inhibited. It is also found out that the acidic sub 
stance mainly affects the sensitivity of the chemically ampli 
fied resist and has a function of excessively enhancing a 
chemically amplifying effect. Based on a series of findings 
described above, this invention has been completed. 
0028. The present inventor also found out that preliminary 
treatment such as heating of the container is effective in order 
to Suppress the container releasing a chemical Substance 
inhibiting the chemically amplifying effect of the chemically 
amplified resist. 
0029 Based on the findings mentioned above, this inven 
tion has been completed. 
0030 Specifically, this invention has following structures. 
0031 Structure 1 
0032. A container which is for housing a mask blank in its 
interior and which comprises a container body having an 
upper opening and a cap member to be put on the container 
body, wherein the container has an elastic member formed on 
at least one of an opening edge of the container body and a 
lower edge of the cap member to extend throughout entire 
circumference so that the container is hermetically sealed 
when the cap member is put on the container body. 
0033 Structure 2 
0034. A container which is for housing a mask blank in its 
interior and which comprises a container body having an 
upper opening and a cap member to be put on the container 
body, wherein the container has an elastic member formed on 
at least one of an opening edge of the container body and a 
lower edge of the cap member to extend throughout entire 
circumference so that the elastic member is interposed 
between the opening edge of the container body and the lower 
edge of the cap member at a joint portion therebetween when 
the cap member is put on the container body. 
0035 Structure 3 
0036. A container according to structure 1 or 2, wherein 
the joint portion is fixed and secured by a sliding locking 
member for clamping the joint portion between the container 
body and the cap member. 
0037 Structure 4 
0038 A method of housing a mask blank, wherein a mask 
blank having a resist film is housed in a container according to 
structure 1 or 2. 

0039 Structure 5 
0040. A method according to structure 4, wherein the 
resist film is a chemically amplified resist film. 
0041 Structure 6 
0042. A mask blank package, which is obtained by hous 
ing a mask blank by a method according to structure 4. 
0043. According to this invention, in a container which is 
for housing a mask blank or the like and which comprises a 
container body having an upper opening and a cap member to 
be put on the container body, an elastic member is formed on 
at least one of an opening edge of the container body and a 
lower edge of the cap member to extend throughout entire 
circumference. With this structure, the container is hermeti 
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cally sealed when the cap member is put on the container 
body. Therefore, it is possible to prevent ambient air from 
entering the interior of the container during storage and, 
consequently, to effectively prevent foreign matters in the 
ambient air, Such as particles or any chemical Substance con 
tained in the ambient air, from entering the interior of the 
container to contaminate the mask blank. In other words, it is 
possible to store the mask blank for a long period of time 
while keeping a clean atmosphere in the interior of the con 
tainer. In addition, it is possible to prevent contamination by 
a chemical component in case where an adhesive tape is used. 
0044 According to this invention, the elastic member is 
interposed between the opening edge of the container body 
and the lower edge of the cap member at the joint portion 
therebetween when the cap member is put on the container 
body. With this structure, the container is hermetically sealed 
merely by putting the cap member on the container. There 
fore, the mask blank is easily housed without requiring an 
additional work. 
0045. This invention is particularly suitable for housing 
and storing a mask blank having a resist film which is required 
to be housed and stored in an especially clean atmosphere, in 
particular, a mask blank having a chemically amplified resist 
film required to be absolutely prevented from contamination 
by a chemical substance or the like. 
0046. This invention further has the following structures. 
0047 Structure 7 
0048. A container which is for housing a mask blank in its 
interior and which at least comprises a container body having 
an upper opening and a cap member to be put on the container 
body, comprises a mechanism for inhibiting entry of foreign 
matters in ambient air into the container. 
0049 Structure 8 
0050. A container according to structure 7, wherein the 
mechanism for inhibiting entry of foreign matters in ambient 
air into the container has a vent hole formed on the container 
to allow communication between the ambient air and internal 
air, and a filtering member formed in the vent hole to remove 
the foreign matters in the ambient air. 
0051 Structure9 
0.052 Amethod of housing a mask blank, in which a mask 
blank having a resist film is housed in a container according to 
structure 7. 

0053 Structure 10 
0054. A method according to structure 9, wherein the 
resist film is a chemically amplified resist. 
0055 Structure 11 
0056. A method according to structure 10, wherein the 
foreign matters in the ambient air is a chemical Substance 
inhibiting a desired chemically amplifying effect in the 
chemically amplified resist. 
0057 Structure 12 
0.058 A mask blank package, which is obtained by hous 
ing a mask blank by a method according to structure 9. 
0059 Structure 13 
0060 A method of transporting a mask blank package 
according to structure 12, wherein the mask blank package is 
transported by the use of traffic means. 
0061 According to this invention, in a container which is 
for housing a mask blank and which comprises a container 
body having an upper opening and a cap member to be put on 
the container body, means for inhibiting entry of foreign 
matters in ambient air into the container is provided. With this 
structure, it is possible to prevent the ambient air from directly 
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entering the interior of the container and, consequently, to 
effectively prevent the foreign matters in the ambient air, such 
as particles or any chemical Substance contained in the ambi 
ent air, from entering the interior of the container to contami 
nate the mask blank. Thus, even if the ambient air enters the 
interior of the container during storage, it is possible by 
cleaning the ambient air to store the mask blank for a long 
period of time while keeping a clean atmosphere in the inte 
rior of the container. Therefore, it is possible to prevent the 
mask blank from being contaminated by the foreign matters 
Such as the chemical Substance during storage and, conse 
quently, to obtain a high-quality transfer mask by the use of 
the mask blank housed and stored in the above-mentioned 
a. 

0062. The means for inhibiting entry of foreign matters in 
ambient air into the container may include a vent hole formed 
on the container to allow communication between the ambi 
ent air and the internal air and a filtering member formed in 
the vent hole to remove the foreign matters in the ambient air. 
With this structure, even if the ambient air enters, the foreign 
matters such as the chemical Substance contained in the ambi 
ent air are removed by the filtering member so that the ambi 
ent air is cleaned. Therefore, it is possible to prevent contami 
nation due to entry of the foreign matters or the chemical 
Substance and to keep a clean atmosphere in the interior of the 
container. 
0063. This invention is particularly suitable for housing 
and storing a mask blank having a resist film which is required 
to be housed and stored in a clean atmosphere, in particular, a 
mask blank having a chemically amplified resist film required 
to be absolutely prevented from contamination by a chemical 
substance or the like. 
0064. According to this invention, when a mask blank 
package obtained by housing a mask blank in a container is 
transported to a remote place by the use of traffic means, the 
mask blank is not contaminated even upon occurrence of 
temperature change or pressure change of the ambient air. 
Therefore, it is possible to assure high reliability in transpor 
tation of the mask blank to a remote place. 
0065. This invention further has following structures. 
0066 Structure 14 
0067. A method of housing a mask blank having a chemi 
cally amplified resist film in a container, wherein the mask 
blank is housed in the container together with an atmosphere 
from which at least an acidic Substance is removed. 

0068 Structure 15 
0069. A method of housing a mask blank having a chemi 
cally amplified resist film in a container, wherein the mask 
blank is housed in the container under an atmosphere from 
which at least an acidic Substance is removed. 

0070 Structure 16 
0071. A method according to structure 14 or 15, wherein 
the container has means for absorbing or adsorbing the acidic 
Substance. 

0072 Structure 17 
0073. A mask blank package, wherein a mask blank hav 
ing a chemically amplified resist film is housed in a container 
having an atmosphere which does not contain at least an 
acidic Substance. 

0074 Structure 18 
0075. A method of producing a mask blank with a resist 
film, wherein a thin film for forming a mask pattern is depos 
ited on a Substrate and a chemically amplified resist film is 
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thereafter formed on the thin film under an atmosphere from 
which at least an acidic Substance is removed. 

0.076 Structure 19 
0077. A method of producing a mask blank with a resist 
film, comprising a resist forming step of forming a chemically 
amplified resist film on a mask blank obtained by depositing 
on a Substrate a thin film for forming a mask pattern, a post 
treating step as an optional step for treating the mask blank 
with the resist film, an inspection step as an optional step for 
inspecting the mask blank with the resist film, and a housing/ 
packaging step of housing and packaging the mask blank with 
the resist film in a container, wherein at least one of the 
above-mentioned steps is carried out under an atmosphere 
from which at least an acidic Substance is removed. 

0078. In this invention, the acidic substance to be removed 
may be, particularly, an acidic Substance as an acidic con 
taminant adhered to the chemically amplified resist film to 
affect a chemically amplifying function of the chemically 
amplified resist. For example, the acidic Substance may be a 
Substance containing chlorine ions, a Substance containing 
Sulfate ions, a Substance containing phosphate ions, or a Sub 
stance containing nitrate ions. Such acidic Substance mainly 
affects the sensitivity of the chemically amplified resist and 
has a function of excessively enhancing the chemically 
amplifying effect so that a stable resist function may not be 
obtained. As a result, formation of a stable resist pattern may 
be inhibited so that a desired fine pattern is not formed during 
manufacture of a mask. 

007.9 The degree of removal of the acidic substance need 
not be 100%. It is sufficient to remove the acidic substance to 
the extent that the chemically amplified resist film is not 
contaminated even if the acidic Substance is present in the 
atmosphere. As will readily be understood, the degree of 
removal of the acidic Substance is preferably as high as pos 
sible in view of the quality because the cleanliness is 
improved. However, pursuit of a higher degree of removal 
may increase a production cost. Therefore, the acidic Sub 
stance may be removed from the atmosphere within a profit 
able range and to the extent that no product defect is caused. 
By way of example, specific numerical values are given 
below. In case of the Substance containing chlorine ions, the 
content of chlorine ions is preferably 0.05ug or less per 1 m 
of the atmosphere. In case of the Substance containing Sulfate 
ions, the content of Sulfate ions is preferably 0.1 ug or less. In 
case of the Substance containing nitrate ions, the content of 
nitrate ions is preferably 0.7 ug or less. 
0080. As a method of removing the acidic substance from 
the atmosphere, use may be made of a filter (chemical filter) 
for adsorbing a chemical substance. As the chemical filter for 
removing the acidic Substance, use is preferably made of a 
chemical filter with an acid-neutralizing Substance mixed 
therewith. As the acid-neutralizing Substance, carbonate is 
preferable. As the carbonate, potassium carbonate is prefer 
able. Preferably, an activated carbon filter containing an 
adsorber Such as activated carbon is used as the above-men 
tioned chemical filter. Preferably, a filter comprising the 
adsorber, such as activated carbon, mixed with the acid-neu 
tralizing Substance is used as the above-mentioned chemical 
filter. 
0081. In this invention, as described in structure 14, a 
mask blank having a chemically amplified resist film is 
housed in a container together with an atmosphere from 
which at least an acidic Substance is removed. Specifically, 
upon housing the mask blank into the container, the atmo 
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sphere from which at least the acidic substance is removed is 
Supplied so that the mask blank is housed and stored together 
with the atmosphere. It is therefore possible to most prefer 
ably prevent the acidic contaminant from being adhered to the 
mask blank in practical application. 
0082 In order to supply the atmosphere from which the 
acidic Substance is removed, use may be made of a method of 
Supplying an environment of a mask blank housing operation 
with an atmosphere from which the acidic Substance is 
removed by the use of the above-mentioned chemical filter, a 
method of supplying the container with the above-mentioned 
atmosphere to replace the interior of the container, and a 
method of purging the container by the above-mentioned 
atmosphere. 
0083. For example, as described in structure 15, a mask 
blank having a chemically amplified resist film is preferably 
housed in a container in an atmosphere from which at least an 
acidic Substance is removed. Generally, the operation of 
housing the mask blank is carried out in a clean room. There 
fore, it is easy to Supply the environment of the operation of 
housing the mask blank with the atmosphere from which the 
acidic substance is removed by the use of a chemical filter. 
0084 Preferably, a basic chemical substance, such as 
ammonia and amine, which inhibits a desired chemically 
amplifying effect of the chemically amplified resist is 
removed together with the acidic substance. In order to 
remove the basic chemical Substance, use may be made of a 
method of using a chemical filter mixed with an alkali-neu 
tralizing Substance, such as phosphoric acid. Preferably, an 
activated carbon filter containing an adsorber Such as acti 
vated carbon is used as the above-mentioned chemical filter. 
Preferably, a filter comprising the adsorber, such as activated 
carbon, mixed with the alkali-neutralizing Substance is used 
as the above-mentioned chemical filter. 
0085. It is preferable to use an air filter in combination 
with the chemical filter for removing the acidic substance or 
the basic substance. Preferably, such an air filter may be a 
HEPA filter (high efficiency particulate air filter) or an ULPA 
filter (ultra low penetration particulate air filter). The HEPA 
filter is a high-efficiency air filter and is generally made of a 
glass fiber material. The ULPA filter is an ultra-high perfor 
mance filter and is generally made of a glass fiber or a fluo 
rine-based resin material. As an ability of the air filter, it is 
preferable to trap particles having a diameter of 0.05 um or 
more. The air filter Such as the HEPA filter or the ULPA filter 
may be appropriately selected taking into account cost effec 
tiveness and the like. 
I0086. This invention further has following structures. 
0087 Structure 20 
0088 A method of treating a housing member for housing 
a mask blank having a chemically amplified resist film, 
wherein the method includes a treatment for removing from 
the housing member a chemical Substance inhibiting a chemi 
cally amplifying effect of the chemically amplified resist film. 
0089 Structure 21 
0090. A method according to structure 20, wherein the 
treatment for removing the chemical Substance inhibiting the 
chemically amplifying effect of the chemically amplified 
resist film is a treatment of heating the housing member. 
0091 Structure 22 
0092. A method according to structure 20, wherein a treat 
ment of bringing the housing member into contact with 
heated pure water is carried out prior to the treatment for 
removing the chemical Substance. 
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0093 Structure 23 
0094. A method according to structure 20, wherein the 
treatment for removing the chemical Substance is carried out 
upon a material to be formed into the housing member and/or 
the housing member after forming. 
0.095 Structure 24 
0096. A method of producing a housing member for hous 
ing a mask blank, the method including a method of treating 
a housing member according to structure 20. 
0097 Structure 25 
0098. A mask blank package which is obtained by housing 
a mask blank with a chemically amplified resist film in a 
member Subjected to a treatment for removing a chemical 
Substance inhibiting a chemically amplifying effect of the 
chemically amplified resist film. 
0099. In this invention, the chemical substance to be 
removed from the housing member for housing a mask blank 
is a chemical Substance adhered to the chemically amplified 
resist film and inhibiting the chemically amplifying effect of 
the chemically amplified resist. Presence of such chemical 
Substance may suppress the desired chemically amplifying 
effect or may excessively enhance the chemically amplifying 
effect so that a stable resist function is not obtained. As a 
result, formation of a desired stable resist pattern is inhibited. 
Particularly, the chemical substance affecting the chemically 
amplifying effect of the chemically amplified resist may bean 
acidic Substance as an acidic contaminant. The acidic Sub 
stance may be a substance containing chlorine ions, a Sub 
stance containing Sulfate ions, a Substance containing phos 
phate ions, or a substance containing nitrate ions. Such acidic 
substance mainly affects the sensitivity of the chemically 
amplified resist and has a function of excessively enhancing 
the chemically amplifying effect so that a stable resist func 
tion may not be obtained. As a result, formation of a stable 
resist pattern may be inhibited so that a desired fine pattern is 
not formed during manufacture of a mask. 
0100 Further, it is preferable to treat the housing member 
so that a basic Substance, such as ammonia and amine, which 
inhibits a desired chemically amplifying effect of the chemi 
cally amplified resist is removed also. 
0101. In this invention, as the treatment for removing the 
chemical Substance inhibiting the chemically amplifying 
effect of the chemically amplified resist, use may be made of 
heat treatment or pressure-reducing treatment. Among others, 
the heat treatment is preferable. By heat-treating the housing 
member, it is possible to preliminarily release the chemical 
Substance contained in the housing member and possibly 
released as an outgas with lapse of time. Therefore, if the 
mask blank is housed and packaged by the use of the housing 
member Subjected to the treatment according to this inven 
tion, such as the heat treatment, to preliminarily release the 
chemical Substance contained in the housing member, the 
outgas of the chemical Substance is not released with lapse of 
time. Thus, it is possible to prevent the mask blank having a 
chemically amplified resist film from being contaminated by 
the chemical Substance and to maintain a stable resist func 
tion for forming a desired mask pattern. 
0102. Upon carrying out the heat treatment, it is appropri 
ate to heat the housing member so that the atmosphere at least 
exceeds room temperature. Generally, the mask blank is 
housed and stored in a temperature region around the room 
temperature. Therefore, by the above-mentioned heat treat 
ment, it is possible to prevent the outgas of the chemical 
Substance from being released in the temperature region in 
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which the mask blank is housed and stored by the use of the 
housing member Subjected to the treatment according to this 
invention. The heating temperature and the heating time may 
appropriately be selected depending upon the characteristic 
of the chemically amplified resistand taking into account the 
degree of influence of the chemical Substance upon the 
chemically amplifying effect, which causes product defects. 
The heating temperature must fall within a range such that the 
effect of this invention is achieved and is practically between 
40 and 90°C., particularly between 40 and 80°C. The heating 
time must fall within a range such that the effect of this 
invention is achieved and is practically between 5 minutes 
and 2 hours. 

0103) In this invention, the housing member for housing a 
mask blank is preferably subjected to cleaning prior to the 
treatment for removing the chemical Substance. By prelimi 
narily removing the chemical Substance adhered to a Surface 
of the housing member by cleaning, it is possible to reliably 
improve the effect of removing the chemical substance by the 
treatment of this invention Subsequently carried out. In this 
case, pure water is preferably used as a cleaning liquid. As the 
pure water, use is preferably made of reverse osmotic mem 
brane water (hereinafter abbreviated to “RO water) or ultra 
filtration membrane water (hereinafter abbreviated to “UF 
water). If ion exchange is additionally carried out to obtain 
ion exchanged water (may be called de-ionized water, here 
inafter abbreviated to “DI water), the function of removing 
the chemical substance from the housing member is further 
enhanced. The RO water and the DI water have a complemen 
tary relationship with respect to chemical Substances as main 
objects to be removed. Therefore, pure water subjected to RO 
treatment and then to DI treatment (hereinafter abbreviated to 
“RO/DI water)achieves a more desirable effect. By cleaning 
the above-mentioned member using Such pure water, it is 
possible to remove the chemical Substance and to prevent 
contamination by the cleaning liquid. Thus, cleaning with the 
pure water is especially preferable in order to maintain the 
performance of the chemically amplified resist film of the 
mask blank to be housed. 

0104. In case where the cleaning is carried out by the use 
of the pure water mentioned above, the cleaning is preferably 
carried out by bringing the housing member into contact with 
heated pure water because a more desirable effect is obtained. 
In this case, the temperature of the pure water is selected 
within a temperature region higher than the room temperature 
and lower than a boiling point. Practically, the temperature 
region between 40 and 90° C., particularly between 40 and 
80° C. may be used. 
0105. In this invention, in order to improve the effect of 
removing the chemical Substance, the above-mentioned 
cleaning and the treatment for removing the chemical Sub 
stance according to this invention may be repeated a plurality 
of number of times. 

0106 The treatment for removing the chemical substance 
according to this invention is preferably carried out in a 
cleaned environment. In particular, use is preferably made of 
an atmosphere from which the acidic Substance or the basic 
Substance contaminating the chemically amplified resist film 
is removed. This is because the chemical Substance contained 
in the atmosphere is prevented from being adhered to the 
housing member during the treatment of the housing member. 
In order to remove the acidic Substance from the atmosphere, 
a filter (chemical filter) for adsorbing the chemical substance 
may be used. As the chemical filter for removing the acidic 
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substance, use is preferably made of a chemical filter mixed 
with an acid-neutralizing Substance. As the acid-neutralizing 
Substance, carbonate is preferable. As the carbonate, potas 
sium carbonate is preferable. Preferably, an activated carbon 
filter containing an adsorber Such as activated carbon is used 
as the above-mentioned chemical filter. Preferably, a filter 
comprising the adsorber, Such as activated carbon, mixed 
with the acid-neutralizing Substance is used as the above 
mentioned chemical filter. Preferably, a basic chemical sub 
stance. Such as ammonia and amine, which inhibits a desired 
chemically amplifying effect of the chemically amplified 
resist is removed together with the acidic substance. In order 
to remove the basic chemical Substance, use may be made of 
a method of using a chemical filter mixed with an alkali 
neutralizing Substance, such as phosphoric acid. 
0107. It is preferable to use an air filter in combination 
with the chemical filter for removing the acidic substance or 
the basic substance. Preferably, such an air filter may be a 
HEPA filter (high efficiency particulate air filter) or an ULPA 
filter (ultra low penetration particulate air filter). As an ability 
of the air filter, it is preferable to trap particles having a 
diameter of 0.05 um or more. 
0108. In this invention, the housing member for housing a 
mask blank may be a member for housing and holding the 
mask blank (such as an inner case of the container), a member 
for housing and storing the mask blank (such as the con 
tainer), and the like. 
0109. In this invention, a material of the housing member 
for housing a mask blank is not particularly restricted. Pref 
erably, however, a resin material light in weight and easy in 
handling is used. The resin material contains a high-molecu 
lar-weight compound as a main component and an added 
Substance added upon synthesis, an unreacted Substance, a 
low-molecular-weight compound, and so on. Even at a rela 
tively low temperature, a large amount of outgas tends to be 
released with lapse of time. Under the circumstances, this 
invention is highly useful. Such a resin material may be 
polypropylene resin, acryl resin, polyethylene resin, polybu 
tylene resin, or polycarbonate resin. Among others, acryl 
resin, particularly, polymethyl methacrylate (PMMA) resin is 
a material releasing a relatively small amount of outgas. 
Therefore, by applying this invention, it is possible to main 
tain an excellent performance of the chemically amplified 
resist film formed on the mask blank housed and stored. This 
invention is applicable not only to the case where the mask 
blank is held in a vertical direction but also to the case where 
the mask blank is Supported in a horizontal or an oblique 
direction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0110 FIG. 1 is a perspective view of a cap of a container 
according to an embodiment of this invention; 
0111 FIG. 2 is a perspective view showing a state where a 
mask blank is housed in an inner case; 
0112 FIG. 3 is a perspective view of a container body 
(outer case) of the container; 
0113 FIG. 4 is a vertical sectional view of the container in 
which the mask blank is housed; 
0114 FIG. 5 is an enlarged vertical sectional view show 
ing a joint portion between the cap and the container body; 
0115 FIG. 6 is a view similar to FIG. 5 but showing a 
modification of the container, 
0116 FIG. 7 is a view similar to FIG. 5 but showing 
another modification of the container; 



US 2009/00292.71 A1 

0117 FIG. 8 is a view similar to FIG. 5 but showing still 
another modification of the container, 
0118 FIG. 9 is a perspective view of a cap of a container 
according to another embodiment of this invention; 
0119 FIG. 10 is a perspective view of a container body 
(outer case) of the container in FIG. 10; and 
0120 FIG. 11 is a vertical sectional view of the container 
in which a mask blank is housed. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First Embodiment 

0121 Now, referring to FIGS. 1 through 5, a first embodi 
ment of this invention will be described. 
0122. A container according to the first embodiment is 
adapted to receive a mask blank 1 comprising a glass Sub 
strate having a principal Surface of a square shape, a light 
shielding thin film, Such as a chromium film, deposited on one 
principal Surface of the glass Substrate, and a chemically 
amplified resist film formed on the thin film. The container 
comprises an inner case 2 for housing the mask blank 1, a 
container body 3 for housing the inner case 2, and a cap 4 to 
be put on the container body 3 on the side of an opening of the 
container body 3 (FIG. 4). 
0123. It is noted here that the mask blank 1 may be directly 
housed in the container body 3 provided with a groove or the 
like without using the inner case 2. However, use of the inner 
case 2 in this embodiment is convenient because several to 
several tens of mask blanks held in the inner case 2 can 
collectively be handled. 
0.124. The inner case 2 in this embodiment is provided 
with a plurality of pairs of grooves 21 and 22 formed on a pair 
of opposite inner side Surfaces opposite to each other in a first 
direction, respectively, in parallel to one another at a prede 
termined interval and extending from the opening (upper 
side) towards a bottom surface (lower side) of the inner case 
2. The grooves 21 and 22 are provided with opening windows 
23 and 24 formed at lower portions adjacent the bottom 
surface of the inner case 2, respectively. The bottom surface 
of the inner case 2 is provided with an opening portion 27. 
Further, the bottom surface of the inner case 2 is provided 
with a Substrate Supporting portion 26 which Supports a lower 
end face of the mask blank1 (FIGS. 2 and 4). In order to house 
and fix the inner case 2 in the container body 3, a pair of 
depressed portions 28 and 29 are formed on a pair of opposite 
outer side Surfaces of the inner case 2 opposite to each other 
in the second direction perpendicular to the first direction, 
respectively, and extend from the bottom surface to an inter 
mediate position towards the opening (FIG.2). A height of the 
inner case 2 from an upper end face 25 adjacent to the opening 
to the Substrate Supporting portion 26 corresponds to a major 
part of a height of the mask blank 1 housed in the inner case 
2. When the mask blank 1 is housed in the inner case 2, an 
upper part of the mask blank 1 protrudes from the upper end 
face 25 of the inner case 2 (FIG. 4). When several mask blanks 
1 are inserted into the inner case 2 along pairs of grooves 21 
and 22, the mask blanks 1 stand in parallel to one another at 
the predetermined interval. The mask blanks 1 stand in a 
Vertical direction in this embodiment but may stand in an 
oblique direction. 
0.125. The container body 3 in this embodiment is pro 
vided with protruding portions 31 and 32 formed on a pair of 
opposite inner side surfaces opposite to each other in the 
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second direction and adapted to be brought into contact with 
the depressed portions 28 and 29 of the inner case 2. The 
protruding portions 31 and 32 have bottom portions con 
nected to the bottom surface of the container body 3 (FIG.3). 
On a pair of opposite outer side Surfaces opposite to each 
other in the first direction, projecting portions 33 and 34 are 
formed near the opening, respectively. The projecting por 
tions 33 and 34 have projecting surfaces substantially flush 
with an outer peripheral surface 36 continuously formed at a 
position slightly below an opening edge 35 of the container 
body 3. 
0.126 The cap 4 in this embodiment has engaging portions 
41 and 42 extending from a pair of opposite lower edges 47 
thereof (i.e., opening edges to be fitted to the container body 
3 and turned upside in FIG. 1) and provided with recessed 
portions 43 and 44, respectively. With this structure, when the 
cap 4 is put on the container body 3, the recessed portions 43 
and 44 are engaged with the projecting portions 33 and 34 of 
the container body 3, respectively, so that the cap 4 and the 
container body 3 are fixed to each other (FIG. 4). The cap 4 is 
further provided with stoppers 45 and 46 formed on a pair of 
inner side Surfaces opposite to each other in the second direc 
tion and faced to each other (FIG. 1). The stoppers 45 and 46 
are adapted to be butted against the upper end face 25 of the 
inner case 2 on the side of the opening to Support and fix the 
inner case 2 in the vertical direction. It is noted here that the 
cap 4 may be directly put on the container body 3 without 
forming the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3. In case 
where the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3 are 
engaged with each other as engaging means, such engaging 
means may be formed not only on a pair of opposite side 
surfaces but on all four side surfaces. 

I0127. Each of the inner case 2, the container body 3, and 
the cap 4 may be made of a resin material appropriately 
selected from, for example, polypropylene, acryl, polyethyl 
ene, polycarbonate, polyester, polyamide, polyimide, and 
polyethylene Sulfide. Among others, polycarbonate or poly 
ester is preferable. As a material of each of the container body 
3 and the cap 4, polycarbonate is preferable. As a material of 
the inner case 2, polyester is preferable. As polyester, poly 
ethylene terephthalate (PET) or polybutylene terephthalate 
(PBT) is preferable. If electric charges are accumulated dur 
ing storage of the mask blank, discharge breakdown may 
occur during a mask manufacturing process to cause pattern 
defects. In view of the above, it is preferable to impart con 
ductivity to the container body 3, for example, by mixing 
carbon in the resin material constituting the container body 3. 
It is also preferable to impart conductivity by applying a 
conductive polymer film onto a surface of the container body 
3 

0128. In this embodiment, an annular elastic member 5 is 
fitted along the outer peripheral surface 36 continuous from 
the opening edge 35 of the container body 3 (FIG. 3). When 
the cap 4 is put on the container body 3 and the recessed 
portions 43 and 44 of the cap 4 are engaged with the project 
ing portions 33 and 34 of the container body 3 so that the cap 
4 and the container body 3 are fixed to each other, an outer 
peripheral surface 48 continuous from the lower edge of the 
cap 4 and the outer peripheral surface 36 continuous from the 
opening edge of the container body 3 overlap each other 
frontward and rearward and are connected to each other as 
illustrated in FIG. 5. Further, the elastic member 5 is inter 
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posed at a joint portion therebetween so that the interior of the 
container can be hermetically sealed. 
0129. As the elastic member 5, it is desired to use a mate 
rial which release only a small amount of a chemical compo 
nent gas even upon occurrence of change in temperature or 
pressure of the atmosphere. For example, a packing material, 
Such as polyolefinelastomer and polyester elastomer, is par 
ticularly preferable. Further, a silicone rubber may be used as 
far as release of a gas component is Small. 
0130. The elastic member 5 may have a rectangular sec 
tion or a circular section. The thickness or the width of the 
elastic member 5 cannot be definitely mentioned. However, if 
the thickness or the width is excessively large, the cap 4 is 
difficult to be fitted and removed. On the other hand, if the 
thickness or the width is excessively small, tight contact 
between the elastic member 5 and the joint portion between 
the cap 4 and the container body 3 may be incomplete so that 
the function of hermetically sealing the interior of the con 
tainer is difficult to obtain. Therefore, the thickness or the 
width of the elastic member 5 may appropriately be deter 
mined depending upon the size of the container and the shape 
and the size of the joint portion. 
0131. In this embodiment, the elastic member 5 having an 
annular shape and an appropriate size is fitted to the opening 
edge of the container body 3. Alternatively, the elastic mem 
ber may preliminarily be adhered. 
0.132. As described above, in the container according to 

this embodiment, the elastic member 5 is interposed between 
the cap 4 and the container body3 at the joint portion when the 
cap 4 is put on the container body 3. Thus, the container can 
be hermetically sealed. Therefore, it is possible to store the 
mask blank for a long period of time while maintaining a 
clean atmosphereupon housing the mask blank and to prevent 
ambient air from entering the interior of the containerto cause 
contamination by a chemical component or the like contained 
in the ambient air. Therefore, this invention is suitable for 
housing a mask blank having a chemically amplified resist 
film Susceptible to an influence of a storage environment and 
required to be stored in an especially clean atmosphere. 
0.133 Referring to FIG. 6, a container according to a modi 
fication of the first embodiment is similar in structure to the 
first embodiment except that the elastic member 5 is formed 
at a different position of the container body3. Specifically, the 
elastic member 5 is interposed at a joint surface between the 
outer peripheral surface 48 continuous from the lower edge of 
the cap 4 and the outer peripheral surface 36 continuous from 
the opening edge of the container body 3 when the cap 4 is put 
on the container body 3. 
0134 Referring to FIG.7, a container according to another 
modification is similar in structure to the first embodiment 
except that the lower edge of the cap 4 is provided with a 
flange 49 while the opening edge of the container body 3 is 
provided with a flange 37. When the cap 4 is put on the 
container body 3 and fixed, the flanges 49 and 37 are con 
nected to each other with the elastic member 5 interposed 
therebetween. 
0135 Referring to FIG. 8, a container according to still 
another modification is similar to that in FIG. 7 except that the 
flange 49 at the opening edge of the container body 3 is 
provided with a recessed portion to bury a part of the elastic 
member 5. 
0136. In case where the flanges are overlapped and con 
nected, use may be made of a locking member 6 (see FIG. 8) 
for clamping the joint portion from upper and lower sides. By 
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merely sliding the locking member 6 along the flanges, the 
joint portion can be fixed and locked. Therefore, the use of the 
locking member 6 is advantageous in that the cap 4 can easily 
be fitted and removed, for example, by robotic manipulation. 
In order to avoid the locking member 6 from being deviated 
from a sliding direction, it is desired that, in a locking portion 
of the joint portion, the flange of the cap 4 is provided with a 
protrusion 49a extending upward from an end of the flange 
while the flange of the container body 3 is provided with a 
protrusion 37a extending downward from an end of the 
flange. 
0.137 In each of the first embodiment and the modifica 
tions thereof, the elastic member is formed on the container 
body. Not being limited thereto, the elastic member may be 
adhered to the cap. Alternatively, the elastic member may be 
formed on each of the container body and the cap. In any 
event, the effect of this invention is advantageously achieved. 
0.138. As will readily be understood, this invention is 
applicable not only to a mask blank having a square shape but 
also to a case where a Substrate of a different shape, such as a 
disk-like shape, is housed. 
0.139. Hereinafter, this invention will be described in con 
junction with a specific example. 

Example 

0140. A halftone film was formed on a quartz substrate by 
sputtering. On the halftone film, a resist film was formed by 
spin coating to produce a mask blank with a resist film. As the 
halftone film, a MoSi metal film was used. As the resist film, 
a chemically amplified resist film of a positive type was used. 
0141 Ten mask blanks were produced in the above-men 
tioned manner and housed in the container according to the 
first embodiment illustrated in FIGS. 1 through 5. Each of the 
cap and the container body was made of polycarbonate. The 
inner case was made of polybutylene terephthalate. As the 
elastic member, an annular packing member of polyolefin 
elastomer was used. A housing operation was carried out in a 
clean room cleaned by an activated carbon filter and an ULPA 
filter. 
0142. The container was packaged in a package bag and 
transported by air cargo. The container after transported was 
opened in a clean room similar to that described above to take 
out the mask blanks. Each mask blank was Subjected to elec 
tron beam writing, development, and etching in a predeter 
mined manner to produce a phase-shift transfer mask. The 
quality of each phase-shift transfer mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, no serious defect was found in any one of 
the ten phase-shift masks. 

Comparative Example 

0.143 Mask blanks were produced, housed, and trans 
ported in a manner similar to the Example except that a known 
container without using an elastic member at the joint portion 
of the container (a cap, a container body, and an inner case 
were made of materials similar to those in the Example) was 
used and that an adhesive tape was attached to the joint 
portion of the container to seal the container after housing the 
mask blanks. 
0144. By the use of the mask blanks after transportation, 
phase shift masks were produced in the manner similar to the 
Example. The quality of each phase-shift mask was inspected 
in detail by the use of a scanning electron microscope. As a 
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result, disturbance in line width of a pattern was observed in 
each of the ten phase-shift masks. The reason is Supposed as 
follows. Since sealing of the container was incomplete, ambi 
ent air entered into the interior of the container during trans 
portation. A certain chemical component in the ambient air 
chemically contaminated the chemically amplified resist film 
of the mask blank. 

Second Embodiment 

0145 Now, referring to FIGS. 2 and 9 through 11, a con 
tainer for a mask blank according to a second embodiment of 
this invention will be described. 
0146 A container according to the second embodiment is 
adapted to receive a mask blank 1 comprising a glass Sub 
strate having a principal Surface of a square shape, a light 
shielding thin film, Such as a chromium film, deposited on one 
principal Surface of the glass Substrate, and a chemically 
amplified resist film formed on the thin film. The container 
comprises an inner case 2 for housing the mask blank 1, a 
container body 3 for housing the inner case 2, and a cap 4 to 
be put on the container body 3 on the side of an opening of the 
container body 3 (FIG. 11). 
0147. It is noted here that the mask blank 1 may be directly 
housed in the container body 3 provided with a groove or the 
like without using the inner case 2. However, use of the inner 
case 2 is convenient because several to several tens of mask 
blanks held in the inner case 2 can collectively be handled. 
0148. The inner case 2 in this embodiment is provided 
with a plurality of pairs of grooves 21 and 22 formed on a pair 
of opposite inner side Surfaces opposite to each other in a first 
direction, respectively, in parallel to one another at a prede 
termined interval and extending from the opening (upper 
side) towards a bottom surface (lower side) of the inner case 
2. The grooves 21 and 22 are provided with opening windows 
23 and 24 formed at lower portions adjacent the bottom 
surface of the inner case 2, respectively. The bottom surface 
of the inner case 2 is provided with an opening portion 27. 
Further, the bottom surface of the inner case 2 is provided 
with a Substrate Supporting portion 26 which Supports a lower 
end face of the mask blank 1 (FIGS. 2 and 11). In order to 
house and fix the inner case 2 in the container body 3, a pair 
of depressed portions 28 and 29 are formed on a pair of 
opposite outer side Surfaces of the inner case 2 opposite to 
each other in the second direction perpendicular to the first 
direction, respectively, and extend from the bottom surface to 
an intermediate position towards the opening (FIG. 2). A 
height of the inner case 2 from an upper end face 25 adjacent 
to the opening to the Substrate Supporting portion 26 corre 
sponds to a major part of a height of the mask blank 1 housed 
in the inner case 2. When the mask blank 1 is housed in the 
inner case 2, an upper part of the mask blank 1 protrudes from 
the upper end face 25 of the inner case 2 (FIG. 11). When 
several mask blanks 1 are inserted into the inner case 2 along 
pairs of grooves 21 and 22, the mask blanks 1 stand in parallel 
to one another at the predetermined interval. The mask blanks 
1 stand in a vertical direction in this embodiment but may 
stand in an oblique direction. 
014.9 The container body 3 in this embodiment is pro 
vided with protruding portions 31 and 32 formed on a pair of 
opposite inner side surfaces opposite to each other in the 
second direction and adapted to be brought into contact with 
the depressed portions 28 and 29 of the inner case 2. The 
protruding portions 31 and 32 have bottom portions con 
nected to the bottom surface of the container body 3 (FIG. 
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10). On a pair of opposite outer side Surfaces opposite to each 
other in the first direction, projecting portions 33 and 34 are 
formed near the opening, respectively. The projecting por 
tions 33 and 34 have projecting surfaces substantially flush 
with an outer peripheral surface 36 continuously formed at a 
position slightly below an opening edge 35 of the container 
body 3. 
0150. The cap 4 in this embodiment has engaging portions 
41 and 42 extending from a pair of opposite lower edges 47 
thereof (i.e., opening edges to be fitted to the container body 
3 and turned upside in FIG. 9) and provided with recessed 
portions 43 and 44, respectively. With this structure, when the 
cap 4 is put on the container body 3, the recessed portions 43 
and 44 are engaged with the projecting portions 33 and 34 of 
the container body 3, respectively, so that the cap 4 and the 
container body 3 are fixed to each other (FIG. 11). The cap 4 
is further provided with stoppers 45 and 46 formed on a pair 
of inner side Surfaces opposite to each other in the second 
direction and faced to each other (FIG. 9). The stoppers 45 
and 46 are adapted to be butted against the upper end face 25 
of the inner case 2 on the side of the opening to Support and fix 
the inner case 2 in the vertical direction. It is noted here that 
the cap 4 may be directly put on the container body 3 without 
forming the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3. In case 
where the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3 are 
engaged with each other as engaging means, such engaging 
means may be formed not only on a pair of opposite side 
surfaces but on all four side surfaces. 

0151. Each of the inner case 2, the container body 3, and 
the cap 4 may be made of a resin material appropriately 
selected from, for example, polypropylene, acryl, polyethyl 
ene, polycarbonate, polyester, polyamide, polyimide, and 
polyethylene Sulfide. Among others, polycarbonate or poly 
ester is preferable. As a material of each of the container body 
3 and the cap 4, polycarbonate is preferable. As a material of 
the inner case 2, polyester is preferable. As polyester, poly 
ethylene terephthalate (PET) or polybutylene terephthalate 
(PBT) is preferable. If electric charges are accumulated dur 
ing storage of the mask blank, discharge breakdown may 
occur during a mask manufacturing process to cause pattern 
defects. In view of the above, it is preferable to impart con 
ductivity to the container body 3, for example, by mixing 
carbon in the resin material constituting the container body 3. 
0152. When the cap 4 is put on the container body 3 and 
the recessed portions 43 and 44 of the cap 4 are engaged with 
the projecting portions 33 and 34 of the container body 3 so 
that the cap 4 and the container body 3 are fixed to each other, 
an outer peripheral surface 48 continuous from the lower edge 
of the cap 4 and the outer peripheral surface 36 continuous 
from the opening edge of the container body 3 overlap each 
other frontward and rearward and are connected to each other. 

0153. In this embodiment, the cap 4 is provided with a vent 
hole 49 formed at one corner thereof to allow communication 
between the ambient air and the internal air. The vent hole 49 
is provided with a filtering member 5' faced to the inside of the 
cap 4 (FIGS. 9 and 11). The filtering member 5' comprises a 
filter holding portion 52 having a flange-like shape and hold 
ing an internal filter, pipes 51 and 53 integrally connected to 
the filter holding portion 52 on opposite sides thereof to serve 
as a gas flow path. In this embodiment, the pipe 51 is attached 
to the vent hole 49 of the cap 4 while the pipe 53 faces the 
inside of the cap 4. The filter holding portion 52 can be 
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divided so as to mount and remove the internal filter. The 
corner of the cap 4 provided with the vent hole 49 is depressed 
inward and the filter holding portion 52 is brought into contact 
with the depressed portion. 
0154) Even if the ambient air enters through the vent hole 
49 in the state where the mask blanks are housed and stored in 
the container according to this embodiment, foreign matters 
Such as a chemical Substance contained in the ambient air can 
be removed by the filtering member 5' and cleaned ambient 
air alone enters the interior of the container. Therefore, clean 
liness in the container is maintained. 
(O155 As the filter of the filtering member 5, use may be 
made of for example, an air filter generally used in a clean 
room. Preferably, such a filter may be a HEPA filter (high 
efficiency particulate air filter) or an ULPA filter (ultra low 
penetration particulate air filter). The HEPA filter is a high 
efficiency air filter mainly used for air purification in a clean 
room and is generally made of a glass fiber material. The 
ULPA filter is an ultra-high performance filter developed 
following the development of the fine process technology in 
ULSI manufacture and is generally made of a glass fiber or a 
fluorine-based resin material. As an ability of the air filter, it 
is preferable to trap particles having a diameter of 0.05 um or 
more. The air filter Such as the HEPA filter or the ULPA filter 
may be appropriately selected taking into account cost effec 
tiveness and the like. Practically, the HEPA filter may be used. 
0156. In case where a mask blank having a chemically 
amplified resist film especially required to eliminate contami 
nation by a chemical substance is housed and stored, it is 
preferable to use a filter for adsorbing the chemical substance 
(chemical filter), alone or in combination with the above 
mentioned air filter. As the chemical filter, for example, an 
activated carbon filter or an ion exchange filter may prefer 
ably be used. The chemical filter such as the activated carbon 
filter or the ion exchange filter may be appropriately selected 
taking into account cost effectiveness and the like. Practically, 
the activated carbon filter may be used. 
0157. The chemical substance contaminating the chemi 
cally amplified resist, i.e., inhibiting a desired chemically 
amplifying effect of the chemically amplified resist (the 
chemically amplifying effect is enhanced or Suppressed as 
compared with a desired extent and a predetermined resist 
pattern can not be formed) includes an acidic chemical Sub 
stance and a basic chemical Substance. The acidic chemical 
Substances may be a Substance containing chlorine ions, a 
Substance containing Sulfate ions, a Substance containing 
phosphate ions, or a Substance containing nitrate ions. The 
basic chemical Substance may be a compound containing 
nitrogen, such as ammonia, amine, aniline, or nitrile, which 
Suppresses or inhibits (for example, deactivates) the function 
ofan acid as a catalyst for the chemically amplifying reaction. 
0158. As described above, in the container according to 

this embodiment, even if the ambient air enters through the 
vent hole 49 while the mask blank is housed and stored, the 
foreign matters such as the chemical Substance contained in 
the ambient air are prevented by the filtering member 5' from 
entering the interior of the container. Therefore, it is possible 
to store the mask blank while maintaining a clean atmosphere 
upon housing the mask blank even for a long period of time 
and to prevent the ambient air from directly entering the 
interior of the container to contaminate the mask blank by the 
foreign matters such as the chemical Substance contained in 
the ambient air. Therefore, this invention is suitable for hous 
ing and storing the mask blank having a chemically amplified 
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resist film Susceptible to an influence of the storage environ 
ment and required to be stored in an especially clean atmo 
sphere. 
0159 Generally, the ambient air may enter through the 
joint portion between the cap 4 and the container body 3, i.e., 
the joint portion where the outer peripheral surface 48 con 
tinuous from the lower edge of the cap 4 and the outer periph 
eral Surface 36 continuous from the opening edge of the 
container body 3 overlap each other when the cap 4 is put on 
the container body 3. However, by providing the container 
with the vent hole 49, the ambient air will preferentially enter 
through the vent hole 49 so that the contamination of the 
interior of the container is sufficiently prevented. 
(0160. In this embodiment, the vent hole 49 and the filter 
ing member 5' are formed at one corner of the cap 4. Not being 
limited thereto, the vent hole 49 and the filtering member 5 
may be formed at any position except the corner as far as the 
mask blank housed in the container is not contacted there 
with. The vent hole 49 and the filtering member 5 may be 
formed at a plurality of positions, not at one position. Further, 
the vent hole 49 and the filtering member 5' may be formed 
not at a top plate of the cap 4 in this embodiment but may be 
formed at an appropriate position on a side wall plate or on the 
container body 3. 
0.161 The means for inhibiting entry of the foreign matters 
contained in the ambient air into the container is not limited to 
that in this embodiment. For example, a vent hole is formed at 
an appropriate position of the container and a filter or a 
sealing member having a filtering function is directly 
attached to the vent hole so as to cover or close the vent hole 
from the inside of the container. Further, without forming the 
vent hole, a filter or a member having a filtering function may 
be attached to the joint portion between the cap 4 and the 
container body 3. 
0162 The mask blankto which this invention is applicable 
includes a mask blank comprising a light transparent Sub 
strate Such as a glass Substrate and a light shielding film Such 
as Crformed on the Substrate, a mask blank used to produce 
a phase shift mask and comprising a Substrate and a halftone 
(semitransparent) film formed on the Substrate, and a mask 
blank used to produce a reflective mask and comprising a 
substrate, a reflective film such as a Mo/Simultilayer reflec 
tive film for reflecting exposure light, and an absorber film 
such as a Ta-based absorber film for absorbing the exposure 
light. As will readily be understood, this invention is appli 
cable not only to a case where a mask blank of a square shape 
is housed but also to a case where a mask blank of a different 
shape. Such as a disk-like shape, is housed. 
0163 Now, this embodiment will be described in conjunc 
tion with a specific example. 

Example 

0164. A halftone film was formed on a quartz substrate (6 
inchx6inch) by sputtering. On the halftone film, a resist film 
was formed by spin coating to produce a mask blank with a 
resist film. As the halftone film, a MoSi metal film was used. 
As the resist film, a chemically amplified resist film of a 
positive type was used. 
0.165 100 mask blanks were produced in the above-men 
tioned manner and housed in 10 containers according to the 
second embodiment described in conjunction with FIGS. 2 
and 9 through 11. Each of the cap and the container body was 
made of polycarbonate. The inner case was made of polybu 
tylene terephthalate. As a filter of a filtering member attached 
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to the container, a combination of the activated carbon filter 
and the HEPA filter was used. A housing operation was car 
ried out in a clean room cleaned by an activated carbon filter 
and an ULPA filter. 
0166 The container was packaged in a package bag and 
transported by air cargo. The container after transported was 
opened in a clean room similar to that described above to take 
out the mask blanks. Each mask blank was subjected to elec 
tron beam writing, development, and etching in a predeter 
mined manner to produce a phase-shift transfer mask. The 
quality of each phase-shift transfer mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, no serious defect was found in any one of 
the 100 phase-shift masks. 

Comparative Example 

0167 Mask blanks were produced, housed, and trans 
ported in a manner similar to the Example except that a known 
container without providing the container with the vent hole 
and the filtering member (a cap, a container body, and an inner 
case were made of materials similar to those in the Example) 
was used and that an adhesive tape was attached to the joint 
portion of the container to seal the container after housing the 
mask blanks. 
0168 By the use of the mask blanks after transportation, 
phase shift masks were produced in the manner similar to the 
Example. The quality of each phase-shift mask was inspected 
in detail by the use of a scanning electron microscope. As a 
result, disturbance in line width of a pattern was observed in 
each of the 100 phase-shift masks. The reason is supposed as 
follows. The ambient air entered into the interior of the con 
tainer during transportation. A certain chemical component in 
the ambient air chemically contaminated the chemically 
amplified resist film of the mask blank. 

Third Embodiment 

0169. Now, referring to FIGS. 1, 2, 4, and 10, a container 
according to a third embodiment will be described. 
0170 The container for housing a mask blank, used in this 
embodiment, is not specifically limited. 
0171 A container according to the third embodiment is 
adapted to receive a mask blank 1 comprising a glass Sub 
strate having a principal Surface of a square shape, a light 
shielding thin film, Such as a chromium film, deposited on one 
principal Surface of the glass Substrate, and a chemically 
amplified resist film formed on the thin film. The container 
comprises an inner case 2 for housing the mask blank 1, a 
container body 3 for housing the inner case 2, and a cap 4 to 
be put on the container body 3 on the side of an opening of the 
container body 3 (FIG. 4). 
0172. It is noted here that the mask blank 1 may be directly 
housed in the container body 3 provided with a groove or the 
like without using the inner case 2. However, use of the inner 
case 2 in this embodiment is convenient because several to 
several tens of mask blanks held in the inner case 2 can 
collectively be handled. 
0173 The inner case 2 is provided with a plurality of pairs 
of grooves 21 and 22 formed on a pair of opposite inner side 
Surfaces opposite to each other in a first direction, respec 
tively, in parallel to one another at a predetermined interval 
and extending from the opening (upper side) towards a bot 
tom surface (lower side) of the inner case 2. The grooves 21 
and 22 are provided with opening windows 23 and 24 formed 
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at lower portions adjacent the bottom Surface of the inner case 
2, respectively. The bottom surface of the inner case 2 is 
provided with an opening portion 27. Further, the bottom 
surface of the inner case 2 is provided with a substrate Sup 
porting portion 26 which supports a lower end face of the 
mask blank 1 (FIGS. 2 and 4). In order to house and fix the 
inner case 2 in the container body 3, a pair of depressed 
portions 28 and 29 are formed on a pair of opposite outer side 
Surfaces of the inner case 2 opposite to each other in the 
second direction perpendicular to the first direction, respec 
tively, and extend from the bottom surface to an intermediate 
position towards the opening (FIG. 2). A height of the inner 
case 2 from an upper end face 25 adjacent to the opening to the 
Substrate Supporting portion 26 corresponds to a major part of 
a height of the mask blank 1 housed in the inner case 2. When 
the mask blank 1 is housed in the inner case 2, an upper part 
of the mask blank 1 protrudes from the upper end face 25 of 
the inner case 2 (FIG. 4). When several mask blanks 1 are 
inserted into the inner case 2 along pairs of grooves 21 and 22. 
the mask blanks 1 stand in parallel to one another at the 
predetermined interval. The mask blanks 1 stand in a vertical 
direction in this embodiment but may stand in an oblique 
direction. 

0.174. The container body 3 is provided with protruding 
portions 31 and 32 formed on a pair of opposite inner side 
Surfaces opposite to each other in the second direction and 
adapted to be brought into contact with the depressed portions 
28 and 29 of the inner case 2. The protruding portions 31 and 
32 have bottom portions connected to the bottom surface of 
the container body 3 (FIG. 10). On a pair of opposite outer 
side Surfaces opposite to each other in the first direction, 
projecting portions 33 and 34 are formed near the opening, 
respectively. The projecting portions 33 and 34 have project 
ing Surfaces Substantially flush with an outer peripheral Sur 
face 36 continuously formed at a position slightly below an 
opening edge 35 of the container body 3. 
0.175. The cap 4 in this embodiment has engaging portions 
41 and 42 extending from a pair of opposite lower edges 47 
thereof (i.e., opening edges to be fitted to the container body 
3 and turned upside in FIG. 1) and provided with recessed 
portions 43 and 44, respectively. With this structure, when the 
cap 4 is put on the container body 3, the recessed portions 43 
and 44 are engaged with the projecting portions 33 and 34 of 
the container body 3, respectively, so that the cap 4 and the 
container body 3 are fixed to each other (FIG. 4). The cap 4 is 
further provided with stoppers 45 and 46 formed on a pair of 
inner side Surfaces opposite to each other in the second direc 
tion and faced to each other (FIG. 1). The stoppers 45 and 46 
are adapted to be butted against the upper end face 25 of the 
inner case 2 on the side of the opening to Support and fix the 
inner case 2 in the vertical direction. It is noted here that the 
cap 4 may be directly put on the container body 3 without 
forming the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3. In case 
where the recessed portions 43 and 44 of the cap 4 and the 
projecting portions 33 and 34 of the container body 3 are 
engaged with each other as engaging means, such engaging 
means may be formed not only on a pair of opposite side 
surfaces but on all four side surfaces. 

0176 Each of the inner case 2, the container body 3, and 
the cap 4 may be made of a resin material appropriately 
selected from, for example, polypropylene, acryl, polyethyl 
ene, polycarbonate, polyester, polyamide, polyimide, and 
polyethylene Sulfide. Among others, polycarbonate or poly 
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ester is preferable. As a material of each of the container body 
3 and the cap 4, polycarbonate is preferable. As a material of 
the inner case 2, polyester is preferable. As polyester, poly 
ethylene terephthalate (PET) or polybutylene terephthalate 
(PBT) is preferable. If electric charges are accumulated dur 
ing storage of the mask blank, discharge breakdown may 
occur during a mask manufacturing process to cause pattern 
defects. In view of the above, it is preferable to impart con 
ductivity to the container body 3, for example, by mixing 
carbon in the resin material constituting the container body 3. 
0177. When the cap 4 is put on the container body 3 and 
the recessed portions 43 and 44 of the cap 4 are engaged with 
the projecting portions 33 and 34 of the container body 3 so 
that the cap 4 and the container body 3 are fixed to each other, 
an outer peripheral surface 48 continuous from the lower edge 
of the cap 4 and the outer peripheral surface 36 continuous 
from the opening edge of the container body 3 overlap each 
otherfrontward and rearward and are connected to each other. 

0.178 As described in structure 16, the container prefer 
ably has means for absorbing or adsorbing an acidic Sub 
stance. Even if the mask blank is housed in the container 
together with an atmosphere from which the acidic Substance 
is removed, the acidic Substance may enter together with the 
ambient air through the joint portion between the cap and the 
container body of the container during transportation and 
storage of a mask blank package obtained by housing the 
mask blank in the container. Even in this event, if the con 
tainer has means for absorbing or adsorbing the acidic Sub 
stance, the acidic Substance contained in the ambient air can 
be removed and the interior of the container can be kept at a 
clean atmosphere. As the means for absorbing or adsorbing 
the acidic Substance, for example, it is a simple method to 
dispose a material for absorbing or adsorbing the acidic Sub 
stance (absorber or adsorber for the acidic substance) in the 
container. As the material for absorbing or adsorbing the 
acidic Substance, use may be made of for example, carbonate 
Such as potassium carbonate. Alternatively, the material for 
absorbing or adsorbing the acidic Substance may be contained 
in a material constituting the container. Further, an adsorber 
Such as activated carbon may be used in combination. 
0179. As described in structure 17, the mask blank pack 
age according to this invention is obtained by housing the 
mask blank having a chemically amplified resist film in the 
container having an atmosphere which does not contain at 
least the acidic substance. The phrase “does not contain the 
acidic substance' is not restricted to the case where the acidic 
Substance is not present in the atmosphere at all but may be the 
case where a small amount of the acidic Substance is con 
tained in the atmosphere as far as the chemically amplified 
resist is not contaminated. A specific allowance value in case 
where the acidic Substance is contained in the atmosphere is 
equivalent to the degree of removal of the acidic Substance 
mentioned above. 

0180. As described above, the atmosphere from which the 
acidic Substance is removed may be used upon housing the 
mask blank. Further, the above-mentioned atmosphere is 
preferably used also in a manufacturing process of the mask 
blank. Specifically, as described instructure 18, a thin film for 
forming a mask pattern is deposited on a Substrate Such as a 
glass Substrate and, thereafter, a chemically amplified resist 
film is formed on the thin film under an atmosphere from 
which at least an acidic Substance is removed. Thus, it is 
possible to prevent adhesion of the acidic substance in the 
stage of manufacture of the mask blank with a resist film 
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0181. It is suitable to use the above-mentioned atmosphere 
in a series of steps from manufacture of the mask blank to 
housing and packaging. Specifically, as described in structure 
19, in a series of steps including a resist forming step of 
forming a chemically amplified resist film on a mask blank 
obtained by depositing on a Substrate a thin film for forming 
a mask pattern, a post-treating step as an optional step for 
treating the mask blank with the resist film, an inspection step 
as an optional step for inspecting the mask blank with the 
resist film, and a housing/packaging step of housing and 
packaging the mask blank with the resist film in a container, 
at least one step is preferably carried out under an atmosphere 
from which at least the acidic substance is removed. For 
example, the post-treating step as an optional step is a heating 
(baking) step for improving adhesiveness of the resist film or 
a dry cleaning step. 
0182. In particular, a series of steps from the resist forming 
step of forming the chemically amplified resist film on the 
mask blank to the housing/packaging step of housing and 
packaging the mask blank with a resist film are Suitably 
carried out under the atmosphere from which at least the 
acidic Substance is removed. 
0183 The mask blankto which this invention is applicable 
includes a mask blank comprising a light transparent Sub 
strate Such as a glass Substrate and a light shielding film Such 
as Crformed on the Substrate, a mask blank used to produce 
a phase shift mask and comprising a Substrate and a halftone 
(semitransparent) film formed on the Substrate, and a mask 
blank used to produce a reflective mask and comprising a 
substrate, a reflective film such as a Mo/Simultilayer reflec 
tive film for reflecting exposure light, and an absorber film 
such as a Ta-based absorber film for absorbing the exposure 
light. 
0184. According to this invention, the atmosphere from 
which at least the acidic Substance is removed is used upon 
housing the mask blank having a chemically amplified resist 
film into the container. In this manner, it is possible to prevent 
contamination due to adhesion of the acidic Substance, which 
affects a desired chemically amplifying effect of the chemi 
cally amplified resist and excessively enhances the chemi 
cally amplifying effect. Therefore, a stable resist performance 
is assured even after storage of the mask blank. As a result, 
upon manufacture of a mask, a stable resist pattern is formed 
and a high-quality transfer mask is obtained with a desired 
mask pattern. According to this invention, even if the mask 
blank package as a combination of the container and the mask 
blank having a chemically amplified resist film and housed in 
the container is transported to a remote place by the use of 
traffic means, contamination of the resist film of the mask 
blank housed therein can be suppressed. Therefore, it is pos 
sible to assure high reliability in transportation of the mask 
blank to a remote place. 
0185. According to this invention, after the thin film for 
forming a mask pattern is deposited on the Substrate, the 
chemically amplified resist film is formed on the thin film 
under the atmosphere from which at least the acidic substance 
is removed. In this manner, it is possible to prevent adhesion 
of the acidic Substance in the stage of manufacture of the 
mask blank with a resist film. 

0186. In a series of steps from manufacture of the mask 
blank to housing and packaging, the atmosphere from which 
the acidic Substance is removed is used. In this manner, it is 
possible to advantageously prevent contamination by the 
acidic Substance. 
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0187. Now, the third embodiment will be described in 
conjunction with a specific example. 

Example 

0188 A halftone film was formed on a quartz substrate (6 
inchx6inch) by sputtering. On the halftone film, a resist film 
was formed by spin coating to produce a mask blank with a 
resist film. As the halftone film, a MoSi metal film was used. 
As the resist film, a chemically amplified resist film of a 
positive type was used. The resist film was formed in a clean 
room cleaned by an activated carbon filter containing potas 
sium carbonate and an ULPA filter. 
0189 100 mask blanks were manufactured in the above 
mentioned manner and housed in 10 containers having the 
structure illustrated in FIGS. 1 through 4. Each of the cap and 
the container body was made of polycarbonate. The inner 
case was made of polybutylene terephthalate. A housing 
operation was carried out in a clean room cleaned by an 
activated carbon filter and an ULPA filter. As the activated 
carbon filter, a combination of an activated carbon filter con 
taining potassium carbonate and an activated carbon filter 
containing phosphoric acid was used. 
0190. The container was packaged in a package bag and 
transported by air cargo. The container after transported was 
opened in a clean room similar to that described above to take 
out the mask blanks. Each mask blank was subjected to elec 
tron beam writing, development, and etching in a predeter 
mined manner to produce a phase-shift transfer mask. The 
quality of each phase-shift transfer mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, no serious defect was found in any one of 
the 100 phase-shift masks 

Comparative Example 

0191 Mask blanks were produced, packaged, and trans 
ported in the manner similar to the Example except that the 
activated carbon filter containing potassium carbonate was 
not used in the clean room. 
0.192 By the use of the mask blanks after transportation, 
phase shift masks were produced in the manner similar to the 
Example. The quality of each phase-shift mask was inspected 
in detail by the use of a scanning electron microscope. As a 
result, disturbance in line width of a pattern was observed in 
each of the 100 phase-shift masks. The reason is supposed as 
follows. Specifically, a certain acidic Substance was present in 
the atmosphere within the clean room and trapped in the 
container. In this state, the mask blanks were packaged. Dur 
ing transportation, the chemically amplified resist film of the 
mask blank was chemically contaminated by the acidic Sub 
Stance. 

Fourth Embodiment 

(0193 Now, referring to FIGS. 1, 2, 4, and 10, a fourth 
embodiment of this invention will be described. 
0194 At first, as a housing member to which this invention 

is applicable, description will be made of an example of a 
container for housing a mask blank. 
0.195 A container according to the fourth embodiment is 
adapted to receive a mask blank 1 comprising a glass Sub 
strate having a principal Surface of a square shape, a light 
shielding thin film, Such as a chromium film, deposited on one 
principal Surface of the glass Substrate, and a chemically 
amplified resist film formed on the thin film. The container 
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comprises an inner case 2 for housing the mask blank 1, a 
container body 3 for housing the inner case 2, and a cap 4 to 
be put on the container body 3 on the side of an opening of the 
container body 3 (FIG. 4). 
0196. It is noted here that the mask blank 1 may be directly 
housed in the container body 3 provided with a groove or the 
like without using the inner case 2. However, use of the inner 
case 2 in this embodiment is convenient because several to 
several tens of mask blanks held in the inner case 2 can 
collectively be handled. 
0197) The inner case 2 is provided with a plurality of pairs 
of grooves 21 and 22 formed on a pair of opposite inner side 
Surfaces opposite to each other in a first direction, respec 
tively, in parallel to one another at a predetermined interval 
and extending from the opening (upper side) towards a bot 
tom surface (lower side) of the inner case 2. The grooves 21 
and 22 are provided with opening windows 23 and 24 formed 
at lower portions adjacent the bottom Surface of the inner case 
2, respectively. The bottom surface of the inner case 2 is 
provided with an opening portion 27. Further, the bottom 
surface of the inner case 2 is provided with a substrate Sup 
porting portion 26 which supports a lower end face of the 
mask blank 1 (FIGS. 2 and 4). In order to house and fix the 
inner case 2 in the container body 3, a pair of depressed 
portions 28 and 29 are formed on a pair of opposite outer side 
Surfaces of the inner case 2 opposite to each other in the 
second direction perpendicular to the first direction, respec 
tively, and extend from the bottom surface to an intermediate 
position towards the opening (FIG. 2). A height of the inner 
case 2 from an upper end face 25 adjacent to the opening to the 
Substrate Supporting portion 26 corresponds to a major part of 
a height of the mask blank 1 housed in the inner case 2. When 
the mask blank 1 is housed in the inner case 2, an upper part 
of the mask blank 1 protrudes from the upper end face 25 of 
the inner case 2 (FIG. 4). When several mask blanks 1 are 
inserted into the inner case 2 along pairs of grooves 21 and 22. 
the mask blanks 1 stand in parallel to one another at the 
predetermined interval. The mask blanks 1 stand in a vertical 
direction in this embodiment but may stand in an oblique 
direction. 
0198 The container body 3 is provided with protruding 
portions 31 and 32 formed on a pair of opposite inner side 
Surfaces opposite to each other in the second direction and 
adapted to be brought into contact with the depressed portions 
28 and 29 of the inner case 2. The protruding portions 31 and 
32 have bottom portions connected to the bottom surface of 
the container body 3 (FIG. 10). On a pair of opposite outer 
side Surfaces opposite to each other in the first direction, 
projecting portions 33 and 34 are formed near the opening, 
respectively. The projecting portions 33 and 34 have project 
ing Surfaces Substantially flush with an outer peripheral Sur 
face 36 continuously formed at a position slightly below an 
opening edge 35 of the container body 3. 
0199 The cap 4 in this embodiment has engaging portions 
41 and 42 extending from a pair of opposite lower edges 47 
thereof (i.e., opening edges to be fitted to the container body 
3 and turned upside in FIG. 1) and provided with recessed 
portions 43 and 44, respectively. With this structure, when the 
cap 4 is put on the container body 3, the recessed portions 43 
and 44 are engaged with the projecting portions 33 and 34 of 
the container body 3, respectively, so that the cap 4 and the 
container body 3 are fixed to each other (FIG. 4). The cap 4 is 
further provided with stoppers 45 and 46 formed on a pair of 
inner side Surfaces opposite to each other in the second direc 
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tion and faced to each other (FIG. 1). The stoppers 45 and 46 
are adapted to be butted against the upper end face 25 of the 
inner case 2 on the side of the opening to Support and fix the 
inner case 2 in the vertical direction. 

0200. As described above, the material of each of the inner 
case 2, the container body 3, and the cap 4 is preferably a resin 
material. Among others, a PMMA resin is preferable. Each of 
these members is subjected to treatment for removing the 
chemical Substance, such as heat treatment, according to this 
invention before the mask blank is housed. If electric charges 
are accumulated during storage of the mask blank, discharge 
breakdown may occur during a mask manufacturing process 
to cause pattern defects. In view of the above, it is possible to 
impart conductivity to the container body 3, for example, by 
mixing carbon in the resin material constituting the container 
body 3. 
0201 When the cap 4 is put on the container body 3 and 
the recessed portions 43 and 44 of the cap 4 are engaged with 
the projecting portions 33 and 34 of the container body 3 so 
that the cap 4 and the container body 3 are fixed to each other, 
an outer peripheral surface 48 continuous from the lower edge 
of the cap 4 and the outer peripheral surface 36 continuous 
from the opening edge of the container body 3 overlap each 
otherfrontward and rearward and are connected to each other. 
0202 As described in structure 23, a member which has 
been formed as a housing member may be subjected to the 
treatment for removing the chemical Substance or a material 
before formed into the housing member may be subjected to 
the treatment for removing the chemical substance. Further, it 
is possible both the material before formed into the housing 
member and the housing member after forming are subjected 
to the treatment for removing the chemical Substance. 
0203 As described in structure 24, the treating method 
according to this invention is applicable to a method of manu 
facturing a mask blank housing member. In this case, this 
invention is applicable to a method of producing a housing 
member by treating the housing member as a formed product 
by the method of this invention or to a method of producing a 
recycled housing member by treating a used housing member 
by the method of this invention. Specifically, the treating 
method of this invention is applicable to a method of produc 
ing a mask blank container by forming a resin material and to 
a method of producing a recycled mask blank container by 
treating a used mask blank container, which has been used 
once or more, by the method of this invention. 
0204 As described in structure 25, a mask blank package 
according to this invention is obtained by housing a mask 
blank with a chemically amplified resist film in a member 
Subjected to a treatment for removing a chemical Substance 
inhibiting a chemically amplifying effect of the chemically 
amplified resist. 
0205 The mask blank to which this invention is applicable 

is not specifically limited but includes a mask blank compris 
ing a light transparent Substrate such as a glass Substrate and 
a light shielding film Such as Cr formed on the Substrate, a 
mask blank used to produce a phase shift mask and compris 
ing a Substrate and a phase shift film formed on the Substrate, 
and a mask blank used to produce a reflective mask and 
comprising a substrate, a reflective film such as a Mo/Si 
multilayer reflective film for reflecting exposure light, and an 
absorber film such as a Ta-based absorber film for absorbing 
the exposure light. 
0206. According to this invention, the housing member for 
housing the mask blank having a chemically amplified resist 
film is subjected to the treatment for removing from the 
housing member the chemical Substance inhibiting the 
chemically amplifying effect of the chemically amplified 
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resist. Thus, it is possible to preliminarily release the chemi 
cal Substance contained in the housing member and possibly 
released with lapse of time. Therefore, if the mask blank is 
housed and packaged by the use of the mask blank housing 
member Subjected to the treatment according to this inven 
tion, the outgas of the chemical Substance is not released with 
lapse of time. Thus, it is possible to prevent the mask blank 
having a chemically amplified resist film from being contami 
nated by the chemical substance. Therefore, a stable resist 
performance is assured even after storage of the mask blank. 
As a result, upon manufacture of a mask, a stable resist pattern 
is formed and a high-quality transfer mask is obtained with a 
desired mask pattern. 
0207. Further, by the use of the treatment of heating the 
housing member as the treatment for removing the chemical 
substance inhibiting the chemically amplifying effect of the 
chemically amplified resist, the effect of this invention can be 
achieved in a simple manner. 
0208. Now, the fourth embodiment will be described in 
conjunction with specific examples. 

Example 4-1 

0209 Ahalftone film was formed on a quartz substrate (6 
inchx6inch) by sputtering. On the halftone film, a resist film 
was formed by spin coating to produce a mask blank with a 
resist film. As the halftone film, a MoSi metal film was used. 
As the resist film, a chemically amplified resist film of a 
positive type was used. The resist film was formed in a clean 
room cleaned by a combination of an activated carbon filter 
containing potassium carbonate, an activated carbon filter 
containing phosphoric acid, and an ULPA filter. 
0210 100 mask blanks were produced in the above-men 
tioned manner and housed in 10 containers having the struc 
ture illustrated in FIGS. 1, 2, 4 and 10. As a material of each 
of the cap, the container body, and the inner case of the 
container, PMMA resin was used. By the use of the PMMA 
resin, the container was formed into the structure illustrated in 
FIGS. 1, 2, 4, and 10. Thereafter, the container was cleaned 
with RO/DI water at a temperature of 40°C. After cleaning, 
the container was heat treated in a clean oven. The heat 
treatment was carried out at 50° C. for 30 minutes. Each of the 
cleaning step and the heat treating step was carried out in a 
clean room cleaned by the use of a combination of an acti 
vated carbon filter containing potassium carbonate, an acti 
vated carbon filter containing phosphoric acid, and an ULPA 
filter. 
0211. The operation of housing the mask blanks was also 
carried out in the clean room cleaned by the above-mentioned 
activated carbon filters and the ULPA filter. 
0212. The container was packaged in a package bag and 
transported by air cargo. The container after transported was 
held for about one month in a packaged state. Thereafter, the 
container was opened in a clean room similar to that men 
tioned above to take out the mask blanks. Each mask blank 
was subjected to electron beam writing, development, and 
etching in a predetermined manner to produce a phase-shift 
transfer mask. The quality of each phase-shift transfer mask 
thus produced was inspected in detail by the use of a scanning 
electron microscope. As a result, no serious defect was found 
in any one of the 100 phase-shift masks. Upon opening the 
container, acidic ions and basic ions on the inner Surface of 
the container were analyzed by ion chromatography. The 
result is shown Table 1. 
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Example 4-2 
0213 Mask blanks were housed, transported, and stored 
by the use of the container produced in the manner similar to 
Example 1 except that the container was cleaned with RO/DI 
water kept at 70° C. 
0214. In the manner similar to Example 1, a phase shift 
mask was produced by the use of the mask blank after storage. 
The quality of each phase-shift mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, no serious defect was found in any one of 
the 100 phase-shift masks. The result of analyzing acidic ions 
and basic ions on the inner Surface of the container upon 
opening the container is shown in Table 1. 

Example 4-3 
0215 Mask blanks were housed, transported, and stored 
by the use of the container produced in the manner similar to 
Example 1 except that the container was cleaned with RO 
water kept at 40° C. 
0216. In the manner similar to Example 1, a phase shift 
mask was produced by the use of the mask blank after storage. 
The quality of each phase-shift mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, no serious defect was found in any one of 
the 100 phase-shift masks The result of analyzing acidic ions 
and basic ions on the inner Surface of the container upon 
opening the container is shown in Table 1. 

Comparative Example 
0217 Mask blanks were housed, transported, and stored 
by the use of the container produced in the manner similar to 
Example 1 except that the container after cleaning was not 
heat treated but was left at room temperature. 
0218. In the manner similar to Example 1, a phase shift 
mask was produced by the use of the mask blank after storage. 
The quality of each phase-shift mask thus produced was 
inspected in detail by the use of a scanning electron micro 
Scope. As a result, disturbance in line width of a pattern was 
observed in each of 100 masks. The result of analyzing acidic 
ions and basic ions on the inner Surface of the container upon 
opening the container is shown in Table 1. 

TABLE 1. 

Container 

resin heat acidic ions 

material Cleaning treatment C SO2 HPO,2- 

Example PMMA RODI 50° C. not not not 
4-1 Water 30 minutes detected detected detected 

(40°C.) 
Example PMMA RODI 50° C. not not not 
4-2 Water 30 minutes detected detected detected 

(70° C.) 
Example PMMA RO 50° C. O.8 O.9 not 
4-3 Water 30 minutes detected 

(40°C.) 
Compar- PMMA RODI None 4.7 4.5 36 
ative Water (left at room 
Example (40°C.) temperature) 
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0219. The reason is supposed as follows. As seen from the 
result in Table 1, even if the PMMA resin which releases a 
relatively small amount of outgas was used, chemical Sub 
stances, such as an acidic Substance and a basic Substance, 
were released from the container into the interior of the con 
tainer while the mask blanks were housed and stored. The 
chemically amplified resist film of the mask blank was chemi 
cally contaminated by the chemical Substances released from 
the container. 
0220. In Examples 4-1 to 4-3 of this embodiment, the 
container produced by the use of the heat treatment according 
to this invention. Therefore, while the mask blank was housed 
and stored, no substantial amount of chemical Substance con 
taminating the chemically amplified resist film is released 
from the container. On the contrary, in Comparative Example 
without the heat treatment of this invention, the chemical 
Substance contaminating the chemically amplified resist film 
is released from the container while the mask blank was 
housed and stored. 
0221) While this invention has thus far been described in 
conjunction with the preferred embodiments thereof, it will 
be readily possible for those skilled in the art to put this 
invention into practice in various other manners without 
departing from the scope of this invention. 
What is claimed is: 
1. A container for housing a mask blank having a chemi 

cally amplified resist film in its interior, comprising: 
a container body having an upper opening; 
a cap member to be put on the container body; and 
an elastic member which is placed at a joint portion 

between the container body and the cap member and 
which hermetically seals an interior of the container to 
an extent that the chemically amplified resist film is not 
contaminated by an acid substance when the cap mem 
ber is put on the container body. 

2. A container according to claim 1, wherein the joint 
portion is fixed by a sliding locking member for clamping the 
joint portion. 

3. A container according to claim 1, wherein the elastic 
member is made of a material which hardly releases a chemi 
cal gas to the extent that the chemically amplified resist film 
is not contaminated by the acid Substance. 

(ng/cm) 
basic 

ions 

-- 

not 

detected 

not 

detected 

4.5 
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4. A container according to claim3, wherein the material is 
polyolefinelastomer or polyester elastomer. 

5. A method of housing a mask blank, comprising: 
preparing the container according to claim 1: 
manufacturing the mask blank having the chemically 

amplified resist film; and 
housing the manufactured mask blank in the container. 
6. A method according to claim 5, wherein the mask blank 

is housed in the container under an atmosphere in which the 
acid substance is removed to the extent that the chemically 
amplified resist film is not contaminated by the acid sub 
Stance. 

7. A method according to claim 6, wherein the acid sub 
stance in the atmosphere contains chlorine ions, sulfate ions 
or nitrate ions, 

wherein a content of the chlorine ions is 0.05ug or less per 
1 m of the atmosphere, 

a content of the sulfate ions is 0.1 ug or less per 1 m of the 
atmosphere, and 

a content of the nitrate ions is 0.7 ug or less per 1 m of the 
atmosphere. 

8. A mask blank package, which is obtained by housing a 
mask blank by a method according to claim 5. 

9. A container for housing a mask blank having a chemi 
cally amplified resist film in its interior, comprising: 

a container body having an upper opening; 
a cap member to be put on the container body; and 
a mechanism for inhibiting entry of an acid substance in 

ambient air into the container to an extent that the chemi 
cally amplified resist film is not contaminated by the 
acid substance when the cap member is put on the con 
tainer body. 

10. A container according to claim 9, wherein the mecha 
nism comprising: 

a vent hole placed on the container to allow communication 
between the ambient air and internal air; and 

a filtering member placed in the vent hole to remove the 
acid Substance in the ambient air. 
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11. A container according to claim 10, wherein the filtering 
member is a chemical filter for adsorbing the acid Substance. 

12. A method of housing a mask blank, comprising: 
preparing the container according to claim 9: 
manufacturing the mask blank having the chemically 

amplified resist film; and 
housing the manufactured mask blank in the container. 
13. A method according to claim 12, wherein the mask 

blank is housed in the container under an atmosphere in which 
the acid substance is removed to the extent that the chemically 
amplified resist film is not contaminated by the acid sub 
Stance. 

14. A method according to claim 13, wherein the acid 
Substance in the atmosphere contains chlorine ions, Sulfate 
ions or nitrate ions, 

wherein a content of the chlorine ions is 0.05ug or less per 
1 m of the atmosphere, 

a content of the sulfate ions is 0.1 ug or less per 1 m of the 
atmosphere, and 

a content of the nitrate ions is 0.7 ug or less per 1 m of the 
atmosphere. 

15. A mask blank package, which is obtained by housing a 
mask blank by a method according to claim 12. 

16. A method of transporting a mask blank package accord 
ing to claim 15, wherein the mask blank package is trans 
ported by the use of traffic means. 

17. A method of housing a mask blank having a chemically 
amplified resist film in a container, wherein the mask blank is 
housed in the container together with an atmosphere from 
which an acidic Substance is removed. 

18. A method of housing a mask blank having a chemically 
amplified resist film in a container, wherein the mask blank is 
housed in the container under an atmosphere from which an 
acidic Substance is removed. 

19. A mask blank package, wherein a mask blank having a 
chemically amplified resist film is housed in a container hav 
ing an atmosphere which does not contain an acidic 
Substance. 


