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To all whom it may concern: 
Be it known that I, IXLEBER C. JoPLING, a 

citizen of the United States, and a resident 
of Memphis, in the county of Shelby and 
State of Tennessee, have invented a new and 
Improved Massaging Device, of, which the 
following is a full, clear, and exact descrip 
tion. 
This invention relates to massaging de 

vices, and especially devices adapted to con 
tain substances such as talcum powder, emol 
lients and the like. 
The object of the invention is to provide-a 

device of the class described, by means of 
which toilet preparations can be effectively 
applied to the skin of the body, which has 
means for intermittently ejecting the prepa 
ration, and which is controlled in a sinnple 
manner by the hand of the user. 
The invention consists in the construction 

and combination of parts, to be more par 
ticularly described hereinafter and particy 
larly set forth in the claims. . . 

Reference is to be had to the acompany 
ing drawings forming apart of this specifica 
tion, in which similar characters of reference 
indicate corresponding parts in all the fig 
ures, in which 

Figure 1 is a perspective view of my de 
vice Fig.2 is a longitudinal section of the in 
vention showing in dotted outline the sides of 
the body compressed; Fig. 3 is a cross section 
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on the line 3-3 of Fig. 2; and Fig. 4 is a cross 
section on the line 4-4 of Fig. 2. 

Referring more particularly to the draw 
ings, 1 represents a hollow body 
suitably fashioned from rubber or other flexi 
ble material and adapted to be manually 
compressed from its normal condition. A 
recessed head 2, of any suitable material, 
such as metal, hard rubber, or the like, is 
mounted at the upper end of the body 1, and 
is supported by the latter through the ar 
rangement of the upper rim 3 of the body, in 
an annular groove 4 of the head. Held with 
in the head 2 and extending beyond the in 
wardly disposed rim 5 thereof is a suitable 
porous massaging material 5", such as sponge 
rubber, or the like. A cross support 6 is se 
cured within the head between the sides 
thereof and serves to hold the massagingma 
terial in position above the base 7 of the head. 
The latter has an opening 8 therethrough 

in which is mounted an outlet valve 9 con 
sisting of a valve disk 10 and a guide stem 11. 

or bulb, 

the base. 

It should be understood that although I em 

ploy this preferred form, any suitable outlet valve may be used. A manually operable 
catch 12 pivoted upon the base 7 and having 
one end extending through an opening 13 in 
the wall of the head, serves to lock the outlet 
valve in an inoperative position. 
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At the lower end of the body 1 is a recessed 
base 14, of any suitable material, such as 
metal, hard rubber, or the like, and secured 
in position by the arrangement of the lower 
rim 15 of the body in an annular groove 16 of 

Mounted upon the inner face of 
the base 17 of the base member 14 and seated 
in an opening 18, is an inlet valve 19, con 
sisting of a vive disk 20 and a guide stem 21. 
It should be understood that I do not limit 
myself to this particular form of valve, as any 
suitable type of inlet valve may be employed. 
Arranged within the body 1 and carried by 

the inner face of the base 17, is a preferably 
gylindrical support 22; a stop 23 is mounted 
within this support and serves to limit the 
movement of the inlet valve 19. 
In operating the device, the catch 12 is re 

leased from the valve 9, and the bulb which 
has been filled with the toilet preparation, is 
compressed and thereby the preparationisex 
pelled, together with a quantity of the air in 
the bulb through the outlet valve and mas 
saging material, by means of which it may be 
applied to the person. The vacuum within 
E. body is relieved by fresh air being taken 

in through the inlet valve at the base of the 
Ye when the bulb is again allowed to ex 
8O. 

p Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent: . . 

1. In a massaging device, a container, an 
inlet and an outlet valve at separated points 
of said container, one of said valves being 
closed when the other of said valves is open, 
and means adjacent to said outlet valve for 
applying a toilet preparation. 

2. In a massaging device, a compressible 
container, an inlet and an outlet valve at 
Relate points of said container, one of said 

Wa, ves being closed when the other of said 
valves is open, means for limiting the move 
ment of said valves, and further means for 
locking said outlet valve in a closed position. 

3. In a massaging device, a hollow elastic 
receptacle, a head and base mounted at op 
Fie ends of said receptacle, means at said ead for permitting the contents to escape 
from said receptacle when the latter is com 
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pressed, and further means on said base per 
mitting air to enter the receptacle. . 

4. In a device of the class described, a com 
pressible container having an outlet head 
porous material carried by said head and 
adapted for applying a toilet preparation, 
and an outlet valve permitting the escape of 
the preparation from the container to said 
porous material. 

5. In a device of the class described, a com 
pressible container having an outlet head, 
porous material carried by said head and 
adapted for applying toilet preparations, an 
outlet valve E. in said head, and an in 
let valve to permit of the filling of the recep 
tacle with air. W 

6. In a device of the class described, an 
elastic container having a recessed head and 
a recessed base, and valvular means in said 
head and said base for governing the action 
of said container in ejecting the material 
therefrom. 

7. In a device of the class described, a come 
pressible container having a recessed head 
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and a recessed base, porous material carried 25 
by said head and adapted for applying a 
toilet preparation, an outlet yallye mounted 
in said head, a cross support for limiting the 
movement of said outlet valve, a locking 
mechanism for securing said outlet valve ina 
closed position, and valvular means at said 
base for governing the entrance of air into 
said receptacle. , 

8. In a massaging device, a container for 
toilet preparations, said container being op 
erable to force material out of the same, 
means for controlling the passage of the ma-. 
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terial out of said container, and means for 
regulating the entrance of air into said con tainer, said means being automatically oper 
ated when said container is operated. 
In testimony whereof I have signed my 

name to this specification in the presence of 
two subscribing witnesses. 

w KLEBER C. JOPLNG. 
... Witnesses: 

T. J. MACGOWAN, 
J. C. MADDox. 
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