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fo (27 7:ii Oil. ii. 1) lay concer'7. in which the original coating on the paper 
Be it known that I, JoHN BAYNES, a subject is soluble, and when this varnish becomes 

of the Queen of Great Britain, and a resident 
of Westchester county, New York State, United 
States of America, have invented certain new 
and useful Improvements in Printing-Transfer 
Processes, of which the following is a specifi 
cation. 

MIy invention relates to improvements in 
ornamenting various articles, or to producing 
etched or engraved outlines, figures, &c., upon 
the surface of any article; and it consists in 
the method, substantially as hereinafter set 
forth, whereby such ornamentation may be 
produced, and in what I have termed a “print 
ing-transfer process.’ 
While lay process may be carried out in 

various ways and by the use of various mate 
lials producing various results, I will now de. 
scribe one way which I have found advanta 
geous, and which will serve to illustrate my 
invention. I take a sheet of paper, for in 
stance, and cover it evenly, back and front, 
with any material easily soluble in water or 
other substance, and I have found dextrine 
and glycerine, gelatine, and the like good 
materials. When this is dry, I coat one side 
of the covered paper with an acid-resist that 
is sensitive to the action of light. I then print 
on this sensitive resist with an ink that does 
not become insolutiole for some time-say twen 
ty-four hours-and the printing may beeffected 
by the use of blocks, lithographic stones, steel 
plates, &c., in any of the ordinary presses. 
The paper thus printed is then exposed to the 
action of light for a sufficient time, the ink 
acting as a negative and to keep the resist 
under it from changing or drying. When the 
parts of the resist not covered by the ink have 
been sufficiently exposed to become changed 
and insoluble, I wash the paper in some liquid 
in which the original coating is insoluble, and 
in which the resist, unaffected by light and 
covered by the ink, is soluble, as turpentine, 
and thereby remove the resistand the ink over 
it from the parts printed, leaving the coating 
of dextrine, &c., on the sheet of paper exposed 
at the parts corresponding to the pattern of 
the ornamentation. then coyer the whole 
face of the paper, as well as the metal or other 
object to be decorated, with a resist or varnish 
that is insoluble in water, or in any substance 

“tacky’ I place the paper with the resist-coat 
ing face downward upon the metal or other 
object, as a roller, for example, and thoroughly 
rub or otherwise get uniform contact, free from 
air-bubbles, between the two surfaces. The 
whole is then put in water, if dextrine or gela. 
tine is used, or in some other solvent for the 
original coating, and the dextrine is first dis 
solved and removed from the back of the paper. 
Then the paper is penetrated by the water and 
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the dextrine on the face of the paper is dis- 65 
solved, when the paper is removed, leaving the 
resist pattern secured to the article. 
The varnish may be applied to the article 

to be ornamented only; but I have found that 
the adhesion under Stich circumstances is not 7o 
so perfect, and I prefer to coat both the pat 
tern and the object as above described. The 
surface of the object is then wiped or sponged 
with turpentine, which will remove all solu 
ble portions of the varnish or resist, leaving 
the article covered with a clear pattern of the 
desired ornamentation, when it may be treated 
to the ordinary etching or other process to 
produce the ornamentation, and the pattern 
may be afterward removed by any suitable 
means, as is well understood. 
Sometimes I have found it desirable to first 

coat the paper with an oil-warnish or other 
Substance soluble in oil, aud to then coat this 
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with a gelatine bichromate resist, and to then 85 
print, as above described. The gelatine resist 
is then exposed to the action of light and after 
developing it in water it is caused to adhere 
to the object to be ornamented either by water 
or by a warnish in Soluble in the same oil as 
the Soluble coating on the paper. It can then 
be treated with turpentine or something that 
will dissolve the oil-varnish on the paper and 
afterward etched. The pattern may be used 
as a stencil to brush out or dissolve in any 95 
other way some other object, as paint, that 
has been previously applied to the object to be 
Ornamented. 
The process may be varied somewhat and 

still produce the same effect-as, for instance, too 
after the paper has been covered with the coat 
ing of sensitive material and printed and ex 
posed to the action of light, but before devel 
oped, it may instead be attached directly to 
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it. Then by dissolving the varnish and re 
moving the paper the sensitive resist may be 
developed directly upon the object itself and 
the soluble parts and the ink removed, leav. 
ing the pattern adhering, as before. 
In order that the process may be better un 

derstood, reference is made to the accompany 
ing drawings, forming part of this specifica 
tion, in which 

Figure 1 shows on an enlarged scale the 
sheet of paper a, having a coating, bb, on each 
side thereof of dextrine, gelatine, or the like. 
Fig. 2 is a similar view showing the coated 
paper with a layer of sensitive acid-resist on 
one side thereof, the resist being represented 
by dotted lines. Fig. 3 is a perspective view 
of a sheet of paper coated on both sides and 
covered with an acid-resist and having the 
ornamentation or pattern b printed thereon in 
ink in the manner described. Fig. 4 is a sec 
tional view showing the paper ct, having a coat 
ing on each side and the resist c on one side 
after the same has been exposed to the action 
of light and the parts covered withink, d, cor 
responding to the pattern, having been re 
moved by washing or otherwise. Fig. 5 is a 
similar view showing the pattern-sheet of Fig. 
4 covered with a layer of adhesive material or 
varnish, e. Fig. 6 is a perspective view of a 
roller, A, covered with a similar adhesive var 
nish, e. Fig. 7 is a sectional view of the roller 
A covered with a coating of varnish, e, and 
having the pattern shown in Fig. 5 applied 
thereto. Fig. S represents the same roller 
after the coatings and paper have been re 
moved, leaving the hardened resist upon the 
surface of the roller and the portions corre 
sponding to the pattern covered with the ad 
hesive varnish. Fig. 9 shows a similar view 
with the adhesive varnish removed from the 
cylinder at the portions corresponding with 
the pattern of the ornamentation, the roller 
being in condition to be etched or otherwise 
operated upon to produce the ornamentation; 
and Fig. 10 is a perspective view of the orna 
mented roller. - 

From the above my improved process will 
be readily understood, and it will be seen that 
designs or patterns of the most intricate char'- 
acter, as well as the simple pattern illustrated 
in the drawings, may be readily applied to the 

the metal or other olject while the ink is upon object to be ornamented and reproduced in an 
exact similitude of the Original copy, and this 
may be done without the expenditure of skilled 
labor, requiring only a careful manipulation 
of the various steps of the process set forth. 
What I claim is 
1. The method, substantially as hereinbe. 

fore described, of ornamenting articles, which 
consists in coating a transfer-sheet with a sen 
sitive acid-resist, printing the pattern on said 
resist in ink after exposure, removing the por 
tions of the resist corresponding to the pat 
tern, and transferring the remaining portions 
to the surface of the article to be ornamented. 

2. The method, substantially as hereinbe 
fore described, of ornamenting articles, which 
consists in coating a transfer-sheet, applying 
the sensitive acid-resist to one surface thereof, 
producing the pattern on the surface of the 
resist in ink, exposing the resist to light and 
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removing the portions thereof protected by . 
the ink, applying said pattern to the object to 
be ornamented, and removing the transfer 
sheet and coating therefrom and subjecting the 
article to an etching process. 

3. The method, substantially as hereinbe. 
fore described, of ornamenting articles, which 
consists in covering a sheet of paper with a 
Coating which is soluble in water, applying a 
sensitive acid-resist thereto, printing the de 
sired pattern or ornamentation upon the re 
sist in ink, exposing the resist to light and 
removing the portions covered by the ink, ap 
plying an adhesive coating to the pattern 
sheet thus formed and securing it to the arti 
cle to be ornamented, removing the pattern 
sheet from the hardened resist, and etching 
the article at the exposed parts to produce the 
pattern. w 

4. An adhesive negative transfer-sheet hav 
ings its coated surface covered with a sensi 
tive acid-resist and the pattern of the orna 
mentation printed directly thereon in ink, 
substantially as described. - 
Intestimony whereof Ihave signed my name 

to this specification in the presence of two sub 
scribing witnesses. 

JOHN BAYNES. 
Witnesses: 

P. KEMBLE, Jr., 
BERNARD J. KELLY. 
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