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To all whom it may concern: 
Be it known that I, STEPHEN BROWN, of 

Washington, in the District of Columbia, have 
invented a certain new and Improved Combi 
nation Sash-Lock, of which the following is a 
specification: 
The object of my invention is to provide a 

sash-lock which will fasten the lower sash 
down, and will lock the upper sash either in 
closed positiou, or in any position in which it 
may be adjusted for ventilation, both of the 
sashes being locked by a single fastening. 
To this end my invention consists in con 

structing a lock or button with separate pro 
jections, which, when the said button is at 
tached, by a pivot-screw, to the lower sash, 
engage with separate exposed notches in the 
upper sash, and in the parting-Strip, respect 
ively, as hereinafter more fully described and 
definitely claimed. 

In the accompanying drawing, Figure 1 is 
an interior elevation of a window with my in 
vention applied. Fig. 2 is a vertical section 
on the line 22, Fig. 1. Fig. 3 is a horizontal 
section on the line 33. Fig. 4 is a perspective 
view of a button of modified form adapted for 
application at either the right or left side of 
the Sash. 
AAA represent various parts of a window 

frame. B C are, respectively, the upper and 
lower sash. DD are the parting-strips. E. E. 
are the guide-strips or beads to retain the 
lower sash. F is my improved lock or button, 
which is, preferably, formed in the anchor 
shape represented in Fig. 5, with two later 
ally-projecting alms, ff, to adapt it for appli 
cation to either side of the window. The but 
ton is secured to the top of the lower sash, as 
shown, by a screw applied in the pivot-hole 
g, and is provided with a knob, h, for moving 
it in either direction. It is formed with a pro 

jecting end, i, to engage in either of the notches 
b bb’ in the upper sash, so as to lock the said 
sash either in its uppermost and closed posi 
tion, as illustrated in the drawings, or in any 
partially-opened position to which it may be 
adjusted for the purpose of ventilation. The 
notches b, &c., are preferably formed in plates 
let into the sash for the purpose of receiving 
the button. The arm ff of the button en 
gages at the same time in a notch, c, in the 
parting-strip, for the purpose of locking the 
lower sash, and thereby holding both immov 
ably in place. The notch b may be potected 
by a metal plate; also, if desired, a simple. 
notch may be formed in the parting-strip on 
either side, for the reception of the button 
arm ff', so that the latter may be placed on 
either side of the window, as convenience may 
dictate, corresponding notches b bl” being, 
of course, formed in the face of the upper 
sash. On the same side of the window. For 
the purpose of supporting the lower sash 
in any position desired, if the said sash be 
not hung on Weighted cords, I employ a catch, 
J, of any usual or suitable construction, piv. 
oted to the guide-strip E, and engaging with 
anotch or plate, K, on the face of the sash, or 
vice versa. 
Having thus described my invention, the fol 

lowing is What I claim as new and desire to 
secure by Letters Patent: 
The lock or button F, constructed with sep 

arate projectionsfi, which engage with sepa 
rate exposed notches in the upper sash and in 
the parting-strip, respectively, when the said 
lock or button is fastened by a pivot-screw to 
the top of the lower sash, as specified. 

STEPHEN BROWN. 
Witnesses: 

OCTAVIUS KNIGHT, 
WALTER ALLEN. 


