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5 Claims. (CI.4.1-10). 
This invention relates to ornamental display 

attachments for the end of antenna rods; more 
particularly antenna, rods mounted on automo 
biles. . . . . . . . . . . . . . 
The display in conspicuous places of some- or 

namentation representative of some particular 
designation, for example, the American flag, the 
emblem of the Navy, Army, Aviation Corps, or 
the insignia of some fraternal organization, is 
now in vogue; and an object of this invention is 
to provide an ornamental display device of the 
above character which may be readily attached 
in place to the upper end of the antenna rod of 
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Fig. 10 is a partial sectional view taken sub 
stantially along line 9-9 of Fig. 9. : . . . . . . 
With reference to the drawing, the numera: 

fo designates generally an ornarnerital display 
device which in the present instance consists of 
a semi-spherical hollow body portion f. provided 
on the outer surface thereof with the outline of 
the western hemisphere, simulating a terrestrial 
globe. This body portion f is surmounted with 
a representation of an eagle - f2 having out 
stretched wings 3 and elements f4 and if 5 in 

automobiles, which little skill, and secured in 
position in a manner to prevent its accidental 
detachment from the antenna, rod. 
Automobile antenraa, rods aire: usually provided 

at the upper extremity thereof with an enlarge-. 
ment which in many instances is in the form of 
a sphere made of fragile material which, when 
broken, leaves the rods with an unsightly upper 
tip end, and it is an object of the invention to 
provide an ornamental display device of the 
aforementioned character which may be easily 
attached to the tip end of an antenna rod on 
which the enlarged extremity may have been 
destroyed or removed. 
With these and other objects in view, the in 

vention consists of certain novel features. of con 
struction, as Will be more fully described, and 
particularly pointed out in the appended claims. 

In the accompanying drawing: 
Fig. 1 illustrates an antenna rod secured to an 

autonobile and having an ornamental display 
device embodying my invention attached to the 
tip end of the rod; 

Fig. 2 is a view showing a fragmental portion of 
the antenna, rod With the ornamental display 
shown in Fig. 1 attached thereto but drawn on 
a larger scale; 

Fig. 3 is a view similar to that of Fig. 2, but il 
lustrating the opposite side; 

Fig. 4 is a partial sectional view taken sub 
stantially on line 4-4 of Fig. 2; - 

Fig. 5 is a sectional view taken substantially 
on line 5-5 of Fig. 3; - 

Fig. 6 is a perspective view illustrating one form 
of attaching element; 

Fig. 7 is a front view of a modified form of the 
invention; 

Fig. 8 is a view partially in section taken sub 
stantially on line 8-8 of Fig. 7; 

Fig. 9 is a front elevational view of another 
form of the invention; and 
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the form of anchor parts extending from either 
side of the body portion ff. 
In order to attach and firmly secure this orna 

mental display to the tip end of an automobile 
antenna, rod, I provide an attaching element 
designated generally f6 comprising a substantial 
ly L-shaped base member?, suitable secured to 
the body portion f such as by solder as shown 
at 8: in Fig. 4 or by welding. This base member 
I-7 is provided with pairs of spaced fingers 9 
and 28 extending from the edges of the longer 
arm thereof. Each pair of fingers is slabstan 
tially similar to the other with the finger's of 
each pair bent to a form to provide an opening 2. 
therebetween having a restricted entrance. 22. 
The form of the fingers is such that in contec 
tion with the type of material enployed for the 
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base member a certain measure of resiliency or 
springiness is provided in the fingers so that they 
may firmly and resiliently grip the tip end 23 
of the antenna rod when received between the 
pair of fingers and held the ornamental display 
in position. The shorter arm of the base mem 
ber is recessed or cupped as at 25 to conform 
to and receive therein the enlarged tip end ex 
tremity usually provided on automobile antenna, 
rods which in the instant case is shown as being 
of a spherical formation 26. Tabs 2 depend , 
from this cupped portion 25 and are bendable 
to engage the Spherical formation 26 and there 
by assist in holding and Securing the display in 
position. 
In the form of the invention shown in Fig. 7 

and Fig. 8, a hollow, semi-spherical body portion 
: 30 is provided with an extension 3 to which 
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is secured a bar 32 in the form of an arrow and 
to which may be secured different particular. 
designating characters which in the present 
showing is a group of letters of the alphabet . 
designated 33 and secured in place such as by 
solder or other convenient manner. This dis 
play is secured to the attaching base member 7 
as at 34 and 35 by soldering. - 
In FigS. 9 and 10, I have shown a further modi 

  

  

  

  



2. 
fication of the invention which is particularly 
well adapted to be Secured to antenna, rods which 
are provided with a plain tip end or in which 
the enlarged formation may have been broken 
or otherwise destroyed. In this form of the in 
vention, the means for attachment to the tip 
end of an antenna, rod consists of a base men 
ber 36 having One end slotted as at 37 and a 
bore 38 opening at the other end thereof and 
of a size to snugly receive the tip end of the 
antenna, rod. A bar 39 in the form of an arrow 
is positioned substantially midway thereof in 
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the slot 37 and secured to the Walls thereof in " 
any of the well-known manners. To this bar 
element there may be mounted any of a choice 
of characters 40 which by Way of example is 
here shown as a Soldier boy. 
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It will be apparent that I have illustrated an 
ornamental display device which may be easily 
and firmly attached to the tip end of an auto 
mobile antenna, rod and in which the particular 
designated ornamental character may be of a 
various choice. The provision of tabs 27 on the 
attaching member, bendable to engage the en 
larged extremity of the tip end of the rod, will 
secure the ornamentation in place in Such a 
manner that a tool will be required to remove 
the sane from the rod. This Will in great neaS 
ure prevent the ornamentation from being un 
authorizedly removed for purposes of theft. 

. I claim: 
1. An ornamental display device for attach 

ment to an automobile antenna, rod which is 
provided with an enlargement at the tip end 
thereof, comprising a base member provided 
with means thereon for frictionally engaging the 
cylindrical portion of the rod at the tip end por 
tion thereof to hold said base member thereto, 
additional means on said base member Spaced 
from said first means and engageable with Said 
enlargement and having portions bendable to 
partially encircle said enlargement to assist in 
securing said base inember to said rod, and an 
ornamental display element carried by said base 
portion. 

2. An ornamental display device for attach 
ment to an automobile antenna, rod Which is 
provided with an enlargement at the tip end 
thereof, comprising a base member provided 
with resilient fingers thereon for fractionally en 
gaging the outer surface of the upper tip end 
portion of said antenna, rod at a location Spaced 
from said enlargement to hold said base member 
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to said rod, meons spaced from said fingers and 
engageable with said enlargement and having 
portions bendable to partially encircle said en 
largement to assist in securing said base member 
to said rod, and an ornamental display element 
carried by said base portion. 

3. An ornamental display device for attach 
ment to an automobile antenna rod which is 
provided at the tip end thereof with a spherical 
formation, comprising a base member provided 
with resilient fingers thereon for frictionally en 
gaging the outer Surface of the upper end por 
tion of said antenna rod at a location spaced 
from said spherical formation to hold Said base 

(member thereto, a cupped element carried by 
said base member and of a dimension to receive 
Said spherical formation therein and having 
thereon fingers bendable to engage said Spherical 
formation to assist in Securing said base member 
to said rod, and an Ornamental display element 
carried by said base portion. 

4. An ornamental display device for attach 
ment to an automobile antenna rod which is 
provided with a spherical formation on the tip 
end thereof, a substantially L-shaped base mem 
ber carrying a display element and with the 
longer arm thereof provided with resilient fingers 
extending from the side edges thereof and spaced 
from each other as distance sufficient to fric 
tionally grip said rod at a location Spaced from 
said spherical formation to hold said base to 
said rod, the other arm of said base element 
having a recess therein of a dimension to en 
gage said Spherical formation to assist in holding 
said element to said rod, and an ornamental 
display element carried by said base member. 

5. An ornamental display device for attach 
ment to an automobile antenna rod which is 
provided at the tip end thereof with a spherical 
formation, comprising a base member having 
pairs of Spaced resilient fingers thereon with 
each pair of said fingers spaced from each other 
a distance sufficient to frictionally engage said 
rod and hold said base member thereto, said 
base member having one end portion thereof 
bent to extend at an angle and spaced and posi 
tioned relative to said fingers to be at a location 
to rest upon said spherical formation when said 
bar element is held to said rod to assist in hold 
ing said base member in position on said antenna 
rod, and an Ornamental display element carried 
by said base member. . . 

FREDERICK. G. HALBIG. 


