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To ali, whon, it may concern: 
Be it known that I, ORSON E. WHEATON, a 

citizen of the United States, residing at Grundy 
Centre, in the county of Grundy and State of 
Iowa, have invented certain new and useful 
Improvements in Seal-Locks; and I do hereby 
declare the following to be a full, clear, and 
exact description of the invention, such as will 
enable others skilled in the art to which it ap 
pertains to make and use the same. 
My invention relates to seal-locks; and it 

consists of the construction, relative arrange 
ment, and operation of the several parts, all 
of which will be fully and clearly explained, 
reference being had to the accompanying 
drawings, in which 

Figure 1 illustrates my improved device as 
applied to a car-door. Fig. 2 is a sectional 
view taken in the line acac, Fig. 1. Fig. 3 is 
a detail, enlarged, of the locking-pin; Fig. 4, 
a view in perspective of a seal-link; and Fig. 
5 is a similar view, but showing the form the 
link assumes when in position. 

Referring to the several figures of the draw 
ings, A denotes the hasp, which is secured at 
one end to the door by means of a suitable 
staple or eye a. The other end of the hasp 
is provided with the tongue b, formed with an 
opening b' therein and with a shouldered por 
tion b, said tongue and hasp being adapted 
to be inserted and held between the two ears 
c' c on the face-plate c, which is secured to 
the door-frame in any suitable or preferred 
manner. The space between the ears c' c 
conforms in shape to the tongue b, one of the 
ears c being provided with a shouldered por 
tion c, which is slightly separated from the 
shouldered portion b° when the parts are in 
their locked position. The ears c' c have 
openings therein registering with the opening 
in the tongue b, although I prefer to make 
the opening in the ear c' of smaller size, as 
will be explained. 
D is a locking-pin, which is adapted to be 

inserted within the openings in the tongue 
and ears and Which conforms in cross-sec 

One end of the 
pin is provided with a head d, having a hole 

| d' therein for connection with a suitable chain, as shown. The other end is tapered as at 
d?, and fits the opening of reduced size in the 
ea. C. 

e e' are jaws formed integral with the pin, 
the jaw e extending slightly above and over 
the jaw e' and terminating at its base in a 
line coincident with the base of the jaw e', 
thereby forming a substantially-triangular 
shaped opening, the purpose of which I will 
now explain. 
f represents the seal-link, which is consti 

tuted of a strip of sheet metal or other suit 
able material, which is cut through for a por 
tion of its length, as shown at f', thereby 
forming, when the parts are separated, an 
endless link. The portion f of this link is 65 
adapted when in operation to be inserted be 
tween the shouldered portions b°c, with the 
other portion extending over the extension b. 
The pin now being inserted, the jaw e de 
presses the portion f° of the link until it as 
sumes the shape shown in Fig. 5. It will 
now be found that the pin is held in position 
by such link and is prevented from with 
drawal by reason of the jaw e'. 
By my invention I am enabled to manu 

facture very inexpensively a seal-lock which 
effectively prevents the parts from being dis 
engaged without destroying the lock or the 
link. 
I claim 
In a seal-lock, the combination, with a hasp 

formed with the shouldered tongue having 
the opening therein, of the locking-plate hav 
ing the ears, as described, one of which is 
shouldered and both having openings, a lock 
ing-pin adapted to be inserted in such open 
ings and formed with the jaws, and a contin 
uous flexible link adapted to be bent by one 
of these jaws and to lock the pin in position. 
In testimony whereof Iaffix my signature in 9c 

presence of two witnesses. 
ORSON E. WHEATON, 
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Witnesses: 
WILLIAM MEE, 
H. S. BECKMAN. 

  


