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To al zuhom, i ma conce: 
Beitknown that I, CHIARLES WILLLAMILOV 

ELL, a citizen of the United States, residing 
in Brooklyn, in the county of Kings and State 
of New York, have invented certain new and 
Useful Improvements in Mailing-Boxes and 
other Receptacles, of which the followingisa 
specification. 
This invention relatesto boxes and recepta 

cles, and especially to boxes for packingbot 
tled liquids and other articles for safe ship 
ment through the mails and forlike purposes. 
The invention aims to provide improve 

ments whichare especially applicableto boxes 
formailing liquidisin bottles andaims to pro 
vide a box sufficiently strong to protect a 
fragile bottle against breakage, sufficiently 
tightto prevent leakage of the contents of the 
bottle in case of accident, and a box which 
shall be cheap and light of construction and 
easy of manipulation. 

In carrying out the invention in its pre 
ferred form the box is made internally ab 
sorbent and externally impervious to mois 
ture, the cover makes a leak-tight joint with 
the body, an improved separable connection 
is provided for fastening the cover and body 
together, anda cushioningand absorbent ma 
terial is disposed in the spaces between the 
inner walls of the boxand the vesselit carries. 
Other features of improvementare also pro 
vided. 

In the accompanyingdrawings, which show 
the preferredform of my invention, Figure 1 
is a side elevation of a mailing-boxembody 
ing my improvements; and Fig. 2 is a verti 
cal axial section thereof, the bottle orother 
liquid-holding vesselbeing shown therein in 
elevation. 

Referring to the drawings, let A indicate 
the body of a box, B the cover thereof, and C 
the bottle orother vessel packed therein. The 
eXterior C. of the bodyispreferably imperviòus 
to moisture. The exterior b of the cover is 
like Wise impervious, these external surfaces 
being continuous and uninterrupted around 
the sides and ends of the body and cover. 
The body is a cylindrical cup-shaped mem 
ber havingside Walls cand bottom walls d, 
united by a curve e, The cover is also cup 
shaped, having cylindrical side Walls fand 

flat top g, united by a curve h with the side 
walls. The cover and body fittogether, the 
joint being preferably effected by providing 
a socketi in the body, which receivesa, cylin 
drical neckij on the cover. The top edge le 
of the body is opposed to the bottom edge l 
of the outer Wall of the cover, and between 
these edges is a thin ring m, of rubber or 
other suitable packingor expansive material, 
which may be slightly compressed as the 
cover is seated on the body, so that, if de 
sired, there may be a tendency for slight sep 
aration of the body and cover. 
A fastening or clasp D for holding the cover 

on the body is provided, and an additional 
fastening orcatch Eforinsuringagainsttheir 
separation is also preferably employed. The 
fastening D is best constructed as a bayonet 
joint or L-shaped socket, recess, or groove 
with a vertical leg n and a transverse and 
slightly outwardly undercut or other suitable 
portion, as the inclined leg O, which groove 
is formed in, on, or near One of the parts of 
the box, as the Wall c of the body, and is re 
ciprocal to a projection or other suitable pro 
vision, as the stud p, carried on or by the 
other of the parts of the box, as the neckij of 
the cover. The studs p and groovesm, o are 
shown as duplicated at diametrically opposite 

- sides of the box, and when the coveris passed 
into the box with its Studs in the vertical 
grooves and pushed inwardly unti its studs 
are opposite the transverse groove o, the pack 
ing m, must be slightly compressed before the 
studs can passbelow the downwardly-project 
ing corners q of the grooves, as these corners 
are slightlybelow the remainder of the trans 
verse portion of the grooves. When the studs 
are below.these corners, a slight relative ro 
tation of the box and cover vill suffice to 
bring the studs into the inner ends or hold 
ing portions of the grooves, where the ex 
pansive tendency of the packing m, Will assist 
in holding them. The fastening E serves as 
an elastic catch, holding the clasp D from ac 
cidental loosening, and as shown is a band, 
preferably an elastic endless rubber strap r, 
the bends in which are fixed to the body A 
in any sitable manner, as by means of the 
staples S, which are driven into the side Walls 
c of the box, This strap is stretched up over 
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the cover, passingacross the top of the latter. 
Forholdingitthe coverhas notches or equiva 
lent provisions on its upper corners. The 
strap is disposed slightly at one side of the 
studs p and of the end of the part o of the 
grooves, so that when the studis home in the 
grooves the strap will lie at rear of the stud 

i when it is moved in position, and will thus 
C 

25 

prevent anyloosening movement of the stud 
in the groove, as shown in Fig. 1. 
The joint between the box and cover is 

made leak-tight also by coating the inner face 
of the socket i and the outer face of the neck 
j with paraffin or other suitable sealing ma 
terial of sufficient softness to permit the neck 
tobe passed into the body and removed there 
from without too great resistance. 
The outer portion of the body and of the 

cover may be made of any suitable material, 
but I preferto mold these parts of papier 
màché or otherlight fibrous material of suf 
ficienti strength, which may be rendered im 
perviousto moisture in any suitable manner, 
asby applying a coating of impervious ma 
terialto its outer walls. 

I preferto provide immediately within the 
body a cylinder F, of strawboard, paper, or 
other sufficiently stiff material, which cylin 
der, if made of strawboard, will have the ad 
Vantage of being highly absorbent of mois 
ture and of swelling when moistened. This 
cylinder is a close fit with the inner sides of 
the walls c of the box, and is preferably 
shorterthan these Walls, havingits upper edge 
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y at the bottom of the socket or mouth i of 
the boX and its lower edge Unear the bottom 
wall d of the box. Between this edge and 
the bottom wall I preferto locate a flat disk 
ac, of strawboard or other suitable absorbent 
or strengthening material, which reinforces 
the sides of the body against diametric 
strains, strengthens the bottom wall d, and 
actS aSan end absorbent for moisture. The 
interior of the coverissimilarly constructed, 
having a like cylinder G, which, however, is 
longer than the side walls of the cover and 
has its lower end / projecting a considerable 
distance beyond the facelofthe cover. From 
this face out wardly the cylinder G serves as 
the neck for the cover. When in position on 
the body, the neck lies with its end in close 

i proximity to the end v of the cylinder F, and 
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When the cylinders are swollen by moisture 
these end faces immediately are forced to 
gether and make a tight joint. The upper 
end of the cylinder G terminates atz, slightly 
below the top g of the cover, and between 
this end and top there is inserted a straw 
board or other disk II, which serves the same 
purpose for the cover as does the disk ac for 
the body. 
The box is preferablysomewhat larger in 

ternally than the vessel to be packed in it, 
and its interna space is utilized for the re 
ception of absorbent and cushioning mate 
rial. This material may be of any suitable 
or desiréd character and is disposed within 

the box as desired. I prefer to use cotton 
fiber of the greatest absorbent quality, and 
to arrange this so that it will be held in po 
sition to leave a socket for the bottle orother 
vessel substantially conforming to the shape 
of the latter. This socket is formed partially 
in the box and partially in the cover and the 
space between it and the Walls is filled with 
absorbent material. - 

Preferably a perforated bibulous paper I 
is fastened within the box in the shape de 
sired for the Socket in the body portion, and 
cotton-J is filled in to the desired quantity 
between this paper and the walls of the body. 
This paper is pasted at its upper edge C tO 
the cylinder F, near the end y thereof. In 
the cover a similar bibulous paper I is em 
ployed pasted at its lower edge at B' to the 
lower edge of the cylinder G, and between this 
paper and the walls the desired quantity of 
cotton J'is inserted. Preferably the division 
between the body and cover is made at Some 
prominent or large part of the vesselto be 
packed. In the example shown the division 
is at the junction of the neck and body of the 
bottle C, so that the bottle-body is carried in 
the body of the box and the neckin' the cover 
of the box. The socket K in the body is ac 
cordingly shaped to substantiallyfit the bot 
tle-body, while the socket K' in the cover is 
contracted to substantiallyfit the neck. The 
upper face c' of the wall I will bear on the 
cork of the bottle, the lower face d' of the 
wall I will receive the bottom of the bottle, 
and the face e' of the wall I will be over the 
neck or shoulder of the body of the bottle, so 
that the latter will be firmly embraced by the 
interior of the box, but Will be held by the 
yielding inner lining thereof, so that the 
shocks to which the box is subjected Will be 
cushioned before reaching the bottle. If a 
bottle should break or leak, the fluid flowing 
from it will be immediately drawn by capil 
lary action into the absorbent cotton, which 
of itself Will best be proportioned in quantity 
to an amount sufficient to entirelyabsorb the 
contents of liquid held by the vessel to be 
packed in the box. From this cotton the 
moisture will be communicated in part to the 
absorbent cylinders Fand Gand the top H 
and bottomac, and these Will be immediately 
expanded against each other and against the 
inner walls of the body and cover with suffi 
cient force to make leak-tight joints at their 
junctions. Should any moisture permeate 
through the cylinders, the impermeable outer 
walls will preventi external dampness. The 
paraffin between the socket i and necki and 
the packing-ring m will prevent any leakage 
prior to complete absorption of the liquid es 
caping from the bottle. 

In use the bottle Will be first placed in the 
body, whereupon the cover B Will be applied 
to the latter, pressedhome, and thenfastened 
in position. In the construction shown the 
rubber band rº Wilbe turned down to the side 
until the cover has been passed inwardly and 
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turned untilits studs are homein the grooves. the projection can pass from the holding por 
Then the rubber band will be stretched up 
over the top, snapped into its groovesi, and 
seated in rear of the studs p, so that they 
cannot turn backward. The box can then 
be shipped by mail, express, or otherwise 
withott danger of accidental opening. To 
open it, the band r should first be freed from 
the cover, when the latter can be pressed in 
wardly and turned to bring its studs p into 
the uprightlegs of the grooves, whereupon 
it canbe dravyn out. In many instances the 
fastening D or the fastening E canbe alone 
relied on; but I preferto employboth for the 
greatest security. 

It will be seen that my invention provides 
improvements which can be readily and ad 
vantageously availed of, and it will be under 
stood that the invention is noti limited to the 
particular details of construction, arrange 
ment, or combination set forth and shown 
as constituting the preferred form of the in 
vention, but that it can be employed, in 
whole or in part, accordingto such modifica 
tions as circumstances or the judgment of 
those skilled in the art may dictate without 
departing from the spirit of the invention. 
The shape of the box canbe varied to adapt 

it to the shape of the bottle orother vesselto 
be packed, and the construction of the inner 
casing and the arrangement of the absorbent 
material canbe modified to suit the shape of 
the box and the requirements ofuse. 
By making the fasteningbetween the cover 

and body an undercut fastening, so that the 
holding portions of the recess and projection 
When in engagement in the fastened position 
require a preliminary releasing operation be 
fore they can be disengaged to permit the 
separation of the cover, great security is at 
tained against accidental opening of the box. 
Any construction ofrecessand projection can 
be employed and anymeans for catching the 
fastening against accidental displacement 
canbe employed. In the construction shown 
the catch E is utilized for this purpose, and 
in addition the tendency of the box and cover 
to separate is also utilized. In this construc 
tion several portions of the box incidentally 
contribute to produce this separable tend 
ency. 
The elastie packing between the cover and 

body, no matter where placed, may be com 
pressedas the fasteningis passing to the hold 
ing position, so that its expansion will tend 
to resist movement of the parts when they 
have reached the holding position, as such 
movement would necessitate a slight com 
pression of this packing. In case of wetting 
the expansion of the inner tubes draws the 
fastening into tighter engagement. The com 
pression of the fibrous material J and J' be 
tveen the ends of the bottile and the adjacent 
ends of the box and cover also tends to sep 
arate the latterand add to the resistance to be 

| 

tion of the recess it enters. 
The catch Eshown is only one of many suit 

able means forlocking the fastening, any of 
which can be used. It serves as an elastic 
catch or resister, acting against the projec 
tion to prevent or resist its movement from 
the holding position and capable of being 
sprung out of the path of the projection to 
permit movement of the latter. 
VVhat I claim is– 
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I. In mailing-boxes and the like, a body and M 
a cover therefor, said body having an inter 
nal socket for receiving a bottle or otherliq 
uidi-holding vessel, said socket of less size 
than the interior of Said body, and of a size 
and shape substantially fitting the vessel to. 
be received therein, and said body having 
Within its interior between Said Socket and 
its Walls, a mass of absorbent fibrous mate 
rial conforming in shape on its exterior to the 
inner walls of said body, and on its interior 
to said socket, filling the space between said 
body and socket, and having an absorbent 
capacity substantially sufficient to absorb the 
liquid contents of any vessel fitting said 
socket, wherebyin case of breakage of a ves 
sel within said body the liquid contents of 
the vessel will be absorbed by said mate 
rial and thus leakage Will be prevented and 
a transverse reinforcing-disk carried at the 
end of said body and reinforcing the latter, 
wherebythestrength of the boxis maintained 
while its size is greater than that of the ves 
selto be carried in it. 

2. In mailing-boxes and the like, a cup 
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shaped body, in combination with a cup 
shaped cover fitting thereon, said body and 
cover having hollow interiors each formed 
with a socket reciprocal to the socket in the 
other, said sockets adapted the one to receive 
and fit one end and the adjacent sides of a 
bottle or other liquid-holding vessel, and the 
other to receive and fit the other end and the 
remaining portion of such bottle or vessel, 
and said body and covereach having between 
their inner Side and end Walls and said SOck 
ets a mass of fibrous absorbent material sur 
rounding said Sockets, said material adapted 
to absorb the contents of the vessel fitting 
said sockets, whereby in case of breakage 
leakage from the box will be prevented and 
transverse reinforcing-disksatthe closedends 
of said body and cover reinforcing said parts, 
whereby the strength of the boxis maintained 
while its size is greater than that of the ves 
sel fitting it. 

3. In mailing-boxes and the like, a hollow 
body having an interior of greater size than 
a liquid-holding bottle or vesselto be packed 
in the box, havingan internal socket adapted 
to receive and fit the sides and end of Such 
vessel, and ofless width and depth than the 
interior of said body, and a continuous and 
homogeneous mass of absorbent material 

overcome in moving the cover inwardlyuntil I fixed within said body and filling the interior 
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of the latterbetween the sides and end of said 
socket. 

4. In mailing-boxes and the like, a body 
having a hollow interior of greater size than 
the article to be packed in the box, and hav 
ing an internal socket receiving and substan 
tiallyfittingsucharticle, in combination with 
a porous wall, within said body, for said 
socket, embracing the article within the lat 
ter, and an open fibrous material surround 
ing Said Wall and filling the space between 
the latter and the walls of said body, where 
byin case of breakage of said article the con 
tents thereof can flow through said wall and 
into said material. 

5. In mailing-boxes and the like, a cup 
shaped body anda cup-shaped covertherefor, 
in combination with an inner wall for the box 
consisting of a transversely-divided tube, one 
member thereoffitting within the interior of 
said body and of a length differing from the 
depth thereof, and the other member fitting 
Within the interior of said cover and of a 
length differing from the depth thereof, the 
members of said tube when said body and 
coverare in position abutting at a point re 
mote from the point of engagement of said 
body and cover, and said body and coverre 
spectively having sockets communicating 
with each other for fitting the article to be 
packed in the box, and having cushioning 
material between said sockets and the walls 
of said tube. 

6. In mailing-boxes and the like, a body 
consisting of an outer cup-shaped member of 
molded papier-mäché imperviousto moisture, 
and an inner wall fitting said member and 
consisting of a strawboard and expansive 
tube, and a cover fitting and attached to said 
body opposite the end of said tube, said body 
having within said tube a socket for receiv 
ing a liquid-holdingbottle or vessel, whereby 
in case of breakage said absorbent tube by 
longitudinal eXpansion reacts against said 
cover and body and makesa tightjoint there 
With. 

7. In mailing-boxes and the like, a cup 
shaped body and a cup-shaped cover, each 
cylindrical and of like diameter, and each 
consisting of molded material impervious to 
moisture, in combination with a cylindrical 
Strawboard tube divided intermediate of its 
ends into two members, the one fitting and 
fixed within the interior of said body, and the 
other fitting and fixed within the interior of 
said cover, said tube members of a length 
differing from the depth of said body and 
cover, and when the body and coverare at 
tached together disposed with their ends in 
proximity within the body, strawboard disks 
within said body and cover between the ends 
of said tube members and the end Walls of 
said body and cover, a socket within said 
body for receiving the vessel to be packed in 
the box, and yielding material within said 
body and cover filling the space between said 
Socket and the Walls of said tube members 

and disks, and means fastening said cover 
and body together. 

8. In mailing-boxes and the like, male and 
female body and cover portions interengag 
ing and fitting together, in combination With 
a catch holding said parts together, and an 
elastic fastening-band fixed to one of Said 
members, engaging said catch when the lat 
teris in the locking position and passingover 
the end of the other of said members to pre 
venti separation thereof. 

9. In mailing-boxes and the like, male and 
female body and cover sections fitting to 
gether, in combination with a catch locking 
said parts together, and a flexible band con 
nected to one of said parts engaging said catch 
when the latteris in the locking position, and 
passing over the other of said parts and pre 
venting release of said catch. 

10. In mailing-boxes and the like, a cup 
shaped body and a cup-shaped cover, in com 
bination With a strawboard tube fitting and 
fixed within one of said parts, projecting be 
yond the open end thereof, and fitting at its 
projecting end into the other of said parts, 
said tube havinga yielding leak-proof coat 
ing on its outer face between the end of the 
part carrying it and the end of its projecting 
portion, whereby when the projecting end is 
forced within the member receivingit, a leak 
tightjoint between the cover and the body is 
made. 

11. In boxes and the like, a body A having 
aninner socket K, a porous wall I, anabsorb 
ent material J, anabsorbent Wall F, and outer 
walls c and d. 

12. In mailing-boxes and the like, a hollow 
body, a cover therefor, and fastening provi 
sions holding said body and cover together, 
in combination with a separate elastic catch 
springing into locking engagement with said 
fastening provisions as the latter reach the 
position for fastening the cover to the body, 
auxiliary to and resisting disengagement of 
said fastening provisions, whereby accidental 
freeing of the cover is prevented, and first 
said catch and then said fasteining must be 
operated to free it. 

13. In mailing-boxes and the like, a hollow 
body and a cover therefor, in combination 
with fastening provisions for holding said 
parts together, consisting of a recess on the 
one partand aprojection entering said recess 
and carried by the other part, and a distinct 
elastic catch carried by one of said parts 
springing behind and normally engaging said 
projection when in said recess, and resisting 
escape of said projectiorrtherefrom, and mov 
able to disengage said projection and permit 
its Withdrawal from said recess. 

14. In mailing-boxes and the like, a hollow 
body and a cover therefor, in combination 
With fastening provisions between said parts 
consisting of an undercut recess carried by 
one of said parts, and a projection carried by 
the other of said parts entering said recess 
and when in the holding position engaging 
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