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PROCESS MODEL IDENTIFICATION INA 
PROCESS CONTROL SYSTEM 

TECHNICAL FIELD 

The present invention relates generally to process control 
systems and, more particularly, to the identification and appli 
cation of process models in process control systems. 

DESCRIPTION OF THE RELATED ART 

Process control systems, such as distributed or scalable 
process control systems like those used in chemical, petro 
leum or other processes, typically include one or more pro 
cess controllers communicatively coupled to each other, to at 
least one host or operator workstation and to one or more field 
devices via analog, digital or combined analog/digital buses. 
The field devices, which may be, for example, valves, valve 
positioners, Switches and transmitters (e.g., temperature, 
pressure and flow rate sensors), perform functions within the 
process Such as opening or closing valves and measuring 
process parameters. The process controller receives signals 
indicative of process measurements made by the field devices 
and/or other of information pertaining to the field devices, 
and uses this information to implement a control routine and 
then generates control signals which are sent over the buses to 
the field devices to control the operation of the process. Infor 
mation from the field devices and the controller is typically 
made available to one or more applications executed by the 
operator workstation to enable an operator to perform any 
desired function with respect to the process. Such as viewing 
the current state of the process, modifying the operation of the 
process, etc. 
Some process control systems, such as the DeltaV(R) sys 

tem sold by Fisher Rosemount Systems, Inc., headquartered 
in Austin, Tex., use function blocks or groups of function 
blocks referred to as modules located in the controller or in 
different field devices to perform control operations. In these 
cases, the controller or other device is capable of including 
and executing one or more function blocks or modules, each 
of which receives inputs from and/or provides outputs to 
other function blocks (either within the same device or within 
different devices), and performs some process operation, 
Such as measuring or detecting a process parameter, control 
ling a device, or performing a control operation, such as the 
implementation of a proportional-derivative-integral (PID) 
control routine. The different function blocks and modules 
within a process control system are generally configured to 
communicate with each other (e.g., over a bus) to form one or 
more process control loops. 

Process controllers are typically programmed to execute a 
different algorithm, sub-routine or control loop (which are all 
control routines) for each of a number of different loops 
defined for, or contained within a process, such as flow con 
trol loops, temperature control loops, pressure control loops, 
etc. Generally speaking, each Such control loop includes one 
or more input blocks, such as an analog input (AI) function 
block, a single-output control block, Such as a proportional 
integral-derivative (PID) or a fuzzy logic control function 
block, and an output block, such as an analog output (AO) 
function block. 

Control routines, and the function blocks that implement 
Such routines, have been configured in accordance with a 
number of control techniques, including PID control, fuzzy 
logic control, and model-based techniques such as a Smith 
Predictor or Model Predictive control (MPC). In model-based 
control techniques, the parameters used in the routines to 
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2 
determine the closed loop control response are based on the 
dynamic process response to changes in the manipulated or 
measured disturbances serving as inputs to the process. A 
representation of this response of the process to changes in 
process inputs may be characterized as a process model. For 
instance, a first-order parameterized process model may 
specify values for the gain, dead time, and time constant of the 
process. 
One model-based technique, model predictive control 

(MPC), involves a number of step or impulse response mod 
els designed to capture the dynamic relationships between 
process inputs and outputs. With MPC techniques, the pro 
cess model is directly used to generate the controller. When 
used in connection with processes that experience large 
changes in process dead time, process delay, etc., the MPC 
controller must be automatically regenerated using the mod 
els to match the current process condition. In such cases, a 
process model was accordingly identified at each of a number 
of operating conditions. The introduction of multiple process 
models and the requisite automatic generation of the control 
ler to matching the current process condition undesirably 
increased the complexity of the process control system. 

Process models have also been used to set tuning param 
eters of PID and other control schemes using adaptive control 
techniques, where the tuning of the PID (or other) controller 
is generally updated as a result of changes in the process 
model and a user-selected tuning rule. See, e.g., U.S. Pat. 
Publication No. 2003/0195641 entitled “State Based Adap 
tive Feedback Feed forward PID Controller and U.S. Pat. No. 
6,577,908 entitled “Adaptive Feedback/Feedforward PID 
Controller, the entire disclosures of which are hereby 
expressly incorporated by reference herein. 

Despite the promise of improved control performance, the 
use of adaptive control techniques in the process industries 
has been limited, insofar as the techniques have often been 
difficult to implement in practice. As a practical matter, model 
identification has typically been part of a special function 
block designed specifically for adaptive control. Unfortunate 
ly...it is often difficult to determine which process control 
loops would benefit from the implementation of adaptive 
control, i.e., which loops should be selected for adaptive 
control capability. One reason involves the sheer number 
(e.g., hundreds) of control loops and instruments (e.g., thou 
sands) that are monitored in a typical plant. But regardless of 
the size or complexity of the plant, conventional process 
control systems typically do not support the creation of pro 
cess models for all of the control loops in the plant. Making 
matters worse, the manual testing necessary to identify new 
process models for all the control loops may not be practica 
bly performed. For instance, the testing may require the appli 
cation of one or more process perturbations that are incom 
patible with an on-line process. 

In operation, the adaptive control techniques have provided 
limited diagnostic capabilities. More specifically, when the 
adaptive control Schemes are selectively put into practice in 
process control, the identified process response is generally 
only used to establish the tuning of the control loop. As a 
result, the process control system may fail to provide an 
indication of an abnormal condition in the process or instru 
mentation that is causing control performance to Suffer. 

SUMMARY OF THE DISCLOSURE 

In accordance with one aspect of the disclosure, a method 
is useful for controlling a process control system having a 
plurality of control loops. The method includes implementing 
a plurality of control routines to control operation of the 



US 7,444,191 B2 
3 

plurality-of control loops, respectively, the plurality of con 
trol routines including at least one non-adaptive control rou 
tine, collecting operating condition data in connection with 
the operation of each control loop of the plurality of control 
loops, and identifying a respective process model for each 
control loop of the plurality of control loops from the respec 
tive operating condition data collected for each control loop 
of the plurality of control loops. 

In some cases, the method further includes storing data 
indicative of the respective identified process models in a 
respective process model history for each control loop of the 
plurality of control loops. The method may also include 
examining the operating condition data to detect a change 
therein, and triggering the process model identification when 
the change is detected. 

In some embodiments, the identification may be performed 
in response to a user command to calculate the process model 
based on the collected operating condition data. The collected 
operating condition data may then be indicative of a response 
to an injected parameter change applied as a result of the user 
command. 
The operating condition data may be indicative of on-line 

operation of a process controlled via the operation of the 
plurality of control loops. 
The method may further include monitoring the respective 

process models identified for each control loop to evaluate 
control loop performance. Alternatively or in addition, the 
method may also include analyzing the respective process 
models identified for each control loop to determine which 
control loops should utilize an adaptive control Scheme. 
Alternatively or in addition, the method may still further 
include analyzing the respective process models identified for 
each control loop to diagnose control problems. 

In accordance with another aspect of the disclosure, a 
method of controlling a process control system having a 
plurality of control routines includes collecting operating 
condition data during implementation of the plurality of con 
trol routines, detecting an event indicative of a process change 
in connection with a control routine of the plurality of control 
routines associated with the process change, identifying a 
process model for the control routine associated with the 
process change, and storing data indicative of the generated 
process model in developing a process model history for the 
control routine associated with the process change. 

In some cases, the method further includes automatically 
collecting data for the identifying step upon detection of the 
event. 

The method may also include identifying respective pro 
cess models for each control routine of the plurality of control 
routines. The plurality of control routines may include a con 
trol routine that implements a non-adaptive control scheme. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the disclosure, ref 
erence should be made to the following detailed description 
and accompanying drawing figures, in which like reference 
numerals identify like elements in the figures, and in which: 

FIG. 1 is a schematic representation of a process control 
system including a controller configured with one or more 
control routines in accordance with one aspect of the disclo 
Sure; 

FIG. 2 is a schematic representation of the controller of 
FIG. 1 in accordance with an embodiment having a model 
identification routine in communication with a number of 
function blocks; 
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4 
FIG. 3 is a schematic representation of the controller of 

FIG. 1 in accordance with an embodiment in which the con 
troller is in communication with a workstation for model 
identification using trending or other historical data; 

FIG. 4 is a schematic representation of an adaptive control 
function block of the controller of FIG. 1 in accordance with 
an embodiment in which the adaptive control function block 
modifies tuning in accordance with stored models and opera 
tional state information; 

FIG. 5 is a schematic representation of an adaptive MPC 
function block of the controller of FIG. 1 in accordance with 
an embodiment in which the MPC function block implements 
on-demand testing for model identification; 

FIG. 6 is a schematic representation of the controller of 
FIG. 1 in accordance with an embodiment in which identified 
models are stored in a database in association with historical 
event information; 

FIG. 7 is a schematic representation of an alternative 
embodiment of the process control system of FIG. 1 in which 
a workstation implements a model identification routine in 
communication with a controller via an OPC or other inter 
face; 

FIG. 8 is a schematic representation of one embodiment of 
the process control system of FIG. 1 in which a workstation 
implements an exemplary Suite of applications that together 
provide a control performance monitoring and management 
environment with associated functionality for, interalia, loop 
and model analysis, diagnostics, tuning and MPC and adap 
tive control; 

FIG. 9 is a simplified representation of an exemplary dis 
play interface generated by an embodiment of the worksta 
tion of FIG.8 having a performance monitoring application to 
provide control performance overview information; 

FIG. 10 is a simplified representation of an exemplary 
display interface generated by an embodiment of the work 
station of FIG. 8 having a performance monitoring applica 
tion to provide control loop performance information for a 
selected System, area or other group of control loops; 

FIG. 11 is a simplified representation of an exemplary 
display interface generated by an embodiment of the work 
station of FIG. 8 having a performance monitoring applica 
tion to provide performance information for a selected con 
trol loop: 

FIG. 12 is a simplified representation of an exemplary 
display interface generated by an embodiment of the work 
station of FIG. 8 having a diagnostics or other analysis appli 
cation to monitor and manage control loop performance, 
adaptive model quality, and other diagnostic parameters 
related to a control loop: 

FIG. 13 is a simplified representation of an exemplary 
display interface generated by an embodiment of the work 
station of FIG. 8 having an application to configure, custom 
ize and manage the model identification procedure for a con 
trol loop: 

FIG. 14 is a simplified representation of an exemplary 
display interface generated by an embodiment of the work 
station of FIG. 8 to visualize process models identified for 
different operating conditions indicated by a state parameter 
input; and, 

FIGS. 15 and 16 are simplified representations of respec 
tive exemplary display interfaces generated by an embodi 
ment of the workStation of FIG. 8 having a tuning application 
to Support and manage the use of process models to tune 
control function blocks implementing, for instance, fuZZy 
logic or MPC control schemes. 

While the disclosed system and method are susceptible of 
embodiments in various forms, there are illustrated in the 
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drawing (and will hereafter be described) specific embodi 
ments of the invention, with the understanding that the dis 
closure is intended to be illustrative, and is not intended to 
limit the invention to the specific embodiments described and 
illustrated herein. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Disclosed herein are a process control system and method 
that implement a technique that automatically identifies pro 
cess models for control loops in the process control system 
that are not necessarily currently utilizing a process model for 
adaptive control. The process models are created, therefore, 
for reasons other than (or in addition to) the implementation 
of adaptive control. For instance, the decision as to which 
control loops should have adaptive control applied thereto is 
made easier via evaluation of the process models identified 
via the disclosed technique. 

In some cases, the identification of process models is 
extended to all control loops in the process control system. In 
this way, process models may be generated for every node of 
the process control system. But regardless of whether process 
models are being identified for every control loop or node in 
specific embodiments of the disclosed system, the extension 
of process model identification to non-adaptive control loops 
has a number of benefits, including, among others, on-de 
mand controller tuning, abnormal condition monitoring and 
diagnostics. 

In some cases, process control data is collected to identify 
a number of process models for a control loop, thereby gen 
erating a history of process models. The process control data 
giving rise to the process model history may be generated 
during, in connection with, and as a result of the day-to-day 
operation of the process. In these cases, the resulting process 
model history provides a representation of the recent, on-line 
performance of the control loop. Special testing or test pro 
cedures are then not required. 
Where the control loop is implementing an adaptive con 

trol Scheme (e.g., an adaptive PID control), then the process 
model history may indicate whether adaptive control is 
appropriate for the current operating conditions or, more gen 
erally, for the control loop itself. Conversely, the process 
model history for a non-adaptive control loop may also indi 
cate that an adaptive control Scheme may be beneficial. 

In some cases, the process models may be identified (e.g., 
generated) by a routine embedded in the process controller 
implementing the control routines. To this end, the controller 
may be triggered by process changes to store process control 
data to Support the generation of the process model(s). Pro 
cess changes or other events that act as triggers may include 
a set point change, a perturbation automatically injected in the 
controller output, or any other change to the open or closed 
control loop. In these and other ways, a process model iden 
tification routine may be continuously implemented by the 
controller (or other element(s) of the system) to capture the 
process control data throughout day-to-day operation. Fur 
thermore, the process models may thus be identified auto 
matically upon the detection of the process change (or other 
trigger event), with all of the calculations occurring in the 
background while the process remains on-line. 
Once identified and/or stored, the process model(s) may be 

analyzed, processed, applied or otherwise utilized to Support 
a number of process control tasks implemented in connection 
with managing the process control system, including perfor 
mance monitoring, on-demand tuning, control algorithm rec 
ommendations, loop response simulation, process monitor 
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6 
ing, control diagnostics, and adaptive control. For example, 
and as described below, the process models may be used to 
calculate a model-based performance index for the control 
loop for which it was identified. 

While the process models identified via the disclosed tech 
nique may also be relied upon to implement model-based 
control schemes (e.g., adaptive control), implementation of 
the disclosed technique is not limited to any particular type of 
control loop, process controller, process control system or 
process control network architecture. Moreover, the dis 
closed technique may be implemented by a number of ele 
ments of the process control system, either individually or in 
distributed fashion, and on one or more levels (e.g., the pro 
cess controller level, control loop level, etc.). Still further, the 
disclosed technique is not limited to any particular process 
model type and, for example, may utilize any parameterized 
dynamic model of the process. 

Referring now to FIG. 1, a process control system 10 
includes a process controller 11 connected to a data historian 
12 and to one or more host workstations or computers 13 
(which may be any type of personal computers, workstations, 
etc.), each having a display Screen 14. The controller 11 is 
also connected to field devices 15-22 via input/output (I/O) 
cards 26 and 28. The data historian 12 may be any desired 
type of data collection unit having any desired type of 
memory and any desired or known Software, hardware or 
firmware for storing data. The data historian 12 may be sepa 
rate from (as illustrated in FIG. 1) or a part of one of the 
workstations 13. The controller 11, which may be, by way of 
example, the DeltaV controller sold by Fisher-Rosemount 
Systems, Inc., is communicatively connected to the host com 
puters 13 and to the data historian 12 via, for example, an 
ethernet connection or any other desired communication net 
work. The controller 11 is also communicatively connected to 
the field devices 15-22 using any desired hardware and soft 
ware associated with, for example, standard 4-20 ma devices 
and/or any smart communication protocol such as the FOUN 
DATION Fieldbus protocol, the HART protocol, etc. 
The field devices 15-22 may be any types of devices, such 

as sensors, valves, transmitters, positioners, etc., while the 
I/O cards 26 and 28 may be any types of I/O devices conform 
ing to any desired communication or controller protocol. In 
the embodiment illustrated in FIG. 1, the field devices 15-18 
are standard 4-20 ma devices that communicate over analog 
lines to the I/O card 26 while the field devices 19-22 are smart 
devices, such as Fieldbus field devices, that communicate 
over a digital bus to the I/O card 28 using Fieldbus protocol 
communications. Of course, the field devices 15-22 could 
conform to any other desired Standard(s) or protocols, includ 
ing any standards or protocols developed in the future. 
The controller 11 includes a processor 23 that implements 

or oversees one or more process control routines (stored in a 
memory 24), which may include control loops, stored therein 
or otherwise associated therewith and communicates with the 
devices 15-22, the host computers 13 and the data historian 12 
to control a process in any desired manner. It should be noted 
that any control routines or modules described herein may 
have parts thereof implemented or executed by different con 
trollers or other devices if so desired. Likewise, the control 
routines or modules described herein to be implemented 
within the process control system 10 may take any form, 
including Software, firmware, hardware, etc. For the purpose 
of this disclosure, a process control module may be any part 
orportion of a process control system including, for example, 
a routine, a block or any element thereof, stored on any 
computer readable medium. Control routines, which may be 
modules or any part of a control procedure Such as a Subrou 
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tine, parts of a Subroutine (such as lines of code), etc., may be 
implemented in any desired software format, such as using 
object oriented programming, using ladder logic, sequential 
function charts, function block diagrams, or using any other 
Software programming language or design paradigm. Like- 5 
wise, the control routines may be hard-coded into, for 
example, one or more EPROMs, EEPROMs, application spe 
cific integrated circuits (ASICs), or any other hardware or 
firmware elements. Still further, the control routines may be 
designed using any design tools, including graphical design 10 
tools or any other type of software/hardware/firmware pro 
gramming or design tools. Thus, the controller 11 may be 
configured to implement a control strategy or control routine 
in any desired manner. 

In some embodiments, the controller 11 implements a con- 15 
trol strategy using what are commonly referred to as function 
blocks, wherein each function block is an object or other part 
(e.g., a Subroutine) of an overall control routine and operates 
in conjunction with other function blocks (via communica 
tions called links) to implement process control loops within 20 
the process control system 10. Function blocks typically per 
form one of an input function, such as that associated with a 
transmitter, a sensor or other process parameter measurement 
device, a control function, such as that associated with a 
control routine that performs PID, fuzzy logic, etc. control, or 25 
an output function which controls the operation of some 
device. Such as a valve, to perform some physical function 
within the process control system 10. Of course, hybrid and 
other types of function blocks exist. Function blocks may be 
stored in and executed by the controller 11, which is typically 30 
the case when these function blocks are used for, or are 
associated with standard 4-20 ma devices and some types of 
smart field devices such as HART devices, or may be stored in 
and implemented by the field devices themselves, which can 
be the case with Fieldbus devices. While the description of the 35 
control system is provided herein using a function block 
control strategy, the disclosed techniques and system may 
also be implemented or designed using other conventions, 
Such as ladder logic, sequential function charts, etc. or using 
any other desired programming language or paradigm. 40 
As illustrated by the exploded block 30 of FIG. 1, the 

controller 11 may include a number of single-loop control 
routines, illustrated as routines 32 and 34, and, if desired, may 
implement one or more advanced control loops, illustrated as 
control loop 36. Each such loop is typically referred to as a 45 
control module. The single-loop control routines 32 and 34 
are illustrated as performing single loop control using a 
single-input/single-output fuZZy logic control block and a 
single-input/single-output PIE) control block, respectively, 
connected to appropriate analog input (AI) and analog output 50 
(AO) function blocks, which may be associated with process 
control devices such as valves, with measurement devices 
Such as temperature and pressure transmitters, or with any 
other device within the process control system 10. The 
advanced control loop 36 is illustrated as including an 55 
advanced control block 38 having inputs communicatively 
connected to one or more AI function blocks and outputs 
communicatively connected to one or more AO function 
blocks, although the inputs and outputs of the advanced con 
trol block 38 may be connected to any other desired function 60 
blocks or control elements to receive other types of inputs and 
to provide other types of control outputs. The advanced con 
trol block 38 may be any type of model predictive control 
(MPC) block, neural network modeling or control block, a 
multi-variable fuzzy logic control block, a real-time-opti- 65 
mizer block, etc. It will be understood that the function blocks 
illustrated in FIG. 1, including the advanced control block 38. 

8 
can be executed by the controller 11 or, alternatively, can be 
located in and executed by any other processing device. Such 
as one of the workstations 13 or even one of the field devices 
19-22. 
With reference now to FIG. 2, the controller 11 may have 

any number of control modules 50, 52, and 54 that define and 
implement corresponding process control routines to control 
the on-line process. Thus, the control modules 50, 52 and 54 
may be implemented in connection with an operational envi 
ronment or mode controlled by a module 56 and generally 
associated with normal, scheduled control of the process. As 
described above, each control module 50, 52 and 54 may have 
any number of function blocks, including control function 
blocks. 

In accordance with some embodiments of the disclosed 
technique, parameter values and other operating condition 
data are passed from the control modules 50, 52 and 54 to a 
data collection function 58 of a model identification routine 
or module 60. Generally speaking, the parameter values and 
other operating condition data are made available (or other 
wise communicated) during execution of the control modules 
50, 52 and 54 and function blocks thereof. Because such 
execution is rather continuous during the scheduled process 
control activities, the communication of the parameter values 
and other operating condition data may also be continuous. 

Like the function blocks, the data collection function 58 
may, but need not, be implemented in object-oriented fashion 
as an object(s) (or object entity). Regardless of its structure, 
the data collection function 58 may include one or more 
routines defining the procedures to be implemented in the 
data collection, including any data handling procedures. The 
routines of the data collection function 58 may thus coordi 
nate, Support or implement the storage of the collected data in, 
for instance, one or more registers 62 or other memories. The 
procedures executed by the data collection function 58 may 
include determining when to collect the data from the control 
modules 50, 52 and 54, as described below. 
More generally, the data collection function 58 may 

include one or more routines to Support the automatic collec 
tion, gathering, receipt or other handling of the parameters 
and other operating condition data. To the extent that the 
automatic collection or other handling of the parameters and 
data is implemented by the data collection function 58, less 
computational requirements are placed on the module 56, the 
control modules 50, 52 and 54, and any control blocks 
thereof. As a result of such separation of the model identifi 
cation procedure from the control function blocks, the func 
tion block memory and execution requirements will be the 
same whether model identification is enabled or disabled. 
Furthermore, the number of parameters and associated 
memory requirements added to the control blocks to Support 
adaptation (i.e., adaptive control) is minimized. 
The separation of the modules 56 and 60 also allows some 

embodiments to provide an option to disable the model iden 
tification module 60 and, thus, the data collection function58. 
Disabling model identification may be useful if, for instance, 
it is determined that the controller 11 has insufficient memory 
or time for the calculations and other processing. On a related 
note, the use of the identified models to provide adaptive 
control may be also be enabled or disabled on a loop, area, 
system or controller basis. 

Separate model identification functionality also supports 
the coordination of process input changes. Such coordination 
is made possible because model identification within the con 
troller is centralized in one process. For example, when no set 
point changes are being made, the model identification mod 
ule 60 (or other element or routine) may automatically inject 
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changes in the controller output. These changes may be coor 
dinated in a manner to minimize the impact on process opera 
tion. These changes may thus be distributed over time. 

Separate model identification also means that the process 
ing of data for model identification may be performed in free 
or down time for the controller 11, or at any other time 
deemed suitable by the controller 11. As a result, the imple 
mentation of model identification processing avoids 
adversely impacting scheduled control functionality pro 
vided by, for instance, the module 56. As a result, in some 
embodiments, the model identification module 60 may be 
implemented by the controller 11 in the background, while 
the process is on-line, and at Strategically advantageous times 
during the scheduled control and other activities undertaken 
by other modules or components of the controller 11. 

In alternative embodiments, the model identification func 
tionality may be integrated into the control function blocks 
themselves. 

In some embodiments, the parameter and other data is 
passed from the control modules 50, 52 and 54 to the data 
collection function 58 automatically whenever a control 
block executes. In this sense, the data collection module 58 
may be implemented continuously to Support the data collec 
tion procedure at any time during operation of the process. 
During those times when control is not scheduled to execute, 
the data collection function 58 may then examine the col 
lected data to determine if a process model should be gener 
ated (e.g., created or identified). In alternative embodiments, 
the controller 11 may examine or otherwise process the col 
lected data periodically or in some other scheduled manner. 
Of course, in still other alternative embodiments, the data 
collection function 58 may not be implemented by, or as part 
of the controller 11 to, for instance, minimize computational 
demands, or for any other desired reason. Further details 
regarding instances where Such processing may not be 
embedded in the controller 11 are set forth below in connec 
tion with embodiments in which the disclosed technique is 
layered onto (or otherwise integrated with) a pre-existing 
process control system. 
The data collected by the data collection function 58 may 

generally include values for the process inputs and outputs or 
the operating set point for a particular control loop imple 
mented by the controller 11 (or, more generally, the process 
control system 10). For each of these parameters, values are 
collected and stored over a time period beginning before a 
trigger event and lasting until steady state is reached. In some 
cases, the trigger event may involve the detection by, for 
instance, the data collection function 58 of a change in the 
process input or set point. 

In some cases, what constitutes a trigger event may depend 
on the operational mode of the control loop. When a control 
loop resides in an “automatic' mode of operation, the loop is 
continuously adjusting the controller output (i.e., the manipu 
lated process input) to maintain a process output (i.e., the 
controlled parameter of the loop) at an operator-specified set 
point. Thus, in automatic mode, a change in the set point will 
constitute a trigger to analyze the change in process inputs 
and outputs and, thus, to develop a model. If the operator 
never (or rarely) changes the set point and the loop remains in 
automatic mode, then a small change may be injected in the 
controller output so that there is a trigger to create a model. 
When the loop resides in a “manual mode, then the con 

troller output is set by the operator, i.e. the control algorithm 
is not adjusting the output. Thus, in manual mode, a change in 
the output introduced by the operator constitutes a trigger for 
analyzing process inputs and output to obtain a model. 
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10 
The three above-described trigger events may be used for 

the development offeedback models. For feedforward model 
identification, the trigger event may be a change in the feed 
forward input value. 
Once the trigger event is detected, the modules 56 and 58 

communicate in any desired fashion to support the data col 
lection. In some embodiments, the data collection is facili 
tated by the module 56, which may also indicate the detection 
of a trigger event. More specifically, the control loops imple 
mented by the control modules 50, 52 and 54 may continu 
ously provide access to the data or otherwise make the data 
available. As a result, data collected for some time before the 
trigger event may also be analyzed to determine the process 
model. For example, a PID control loop for which data is 
collected may provide access to the current data values for the 
process variable used in the block execution (e.g., PV), the 
block output value (e.g., OUT), the feed forward control input 
value (e.g., FF VAL), the set point, and any one or more 
parameters that indicate the loop mode of operation. In some 
cases, the data collection function 58 may facilitate the selec 
tion of the parameter or other data values. Alternatively or in 
addition, the model identification module 60 may include a 
configuration list block(s) 64 that determines which param 
eters need to be collected. To that end, the configuration list 
block 64 may include a memory or other storage mechanism 
for the list data. Stored along with the identified parameters 
may be a list or other identification of the control blocks or 
modules for which the models are to be generated. 
At some point following the data collection associated with 

a trigger event, the model identification module 60 may 
implement a model identification algorithm or calculation 
routine 66. The model calculation routine 66 may also ana 
lyze the calculated models in addition to merely performing 
the calculations. Such analysis may involve process and/or 
control diagnostics to determine, among other things, the 
quality of the model. The calculated models may then be 
passed along to a storage or other block 68 that holds the last 
identified model(s) for each control loop. In some cases, a 
control loop may have two models stored to Support, for 
instance, both feedback and feedforward control. As shown in 
FIG. 2, the calculated models are passed to the block 68 after 
and depending on the quality of the model as determined by 
the model diagnostics of the routine 66. 
The quality of the model may also be determinative of 

whether the model is passed along to the control function 
blocks of the control modules 50, 52 and 54. In the exemplary 
embodiment of FIG.2, each of the control modules 50, 52 and 
54 incorporates at least one control loop having adaptive 
control and, accordingly, receives process models from the 
model identification routine 60 as shown. However, the mod 
els calculated and otherwise identified by the disclosed tech 
nique may be processed and provided based on the aforemen 
tioned model quality determined by the block 66 and, in some 
cases, on the operational state of the control function block 
receiving the new model. 

With reference now to FIG. 3, a user of one of the work 
stations 13 may initiate the creation of a process model by 
selecting real-time or historical data provided via a tuning or 
other application 70 implemented on the workstation 13. 
Such user-initiated process model creation may be in addition 
to the processing described in connection with FIG. 2. In fact, 
in the exemplary embodiment shown in FIG.3, the controller 
11 to which the model created by the tuning application 70 is 
passed also includes the model identification routine 60 and 
its constituent parts, i.e., the data collection function 58, the 
model calculation routine 66, etc. 
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Apart from the source of the parameter values and other 
operating condition data used to create the process model, the 
workstation 13 may implement the same or similar steps 
toward creation of the process model. For instance, the work 
station 13 may include a model calculation and diagnostics 
module or block 72 similar to the block 66 of the controller 
11. The model calculation block 72 may accordingly deter 
mine the quality and other aspects of the created block prior 
to, or in connection with, passing the block to the controller 
11 and the storage block 68, as shown. 

In some embodiments, the workstation 13 may have addi 
tional or alternative applications that provide similar func 
tionality. In one case, the other application may provide one 
or more display interfaces that Support the analysis and/or 
inspection of the process models identified via the disclosed 
techniques. Further information regarding this application is 
set forth herein below. In connection with the generation of 
the additional process models, however, these workstation 
applications may generate a trend window or display inter 
face that provides an opportunity to select process data foruse 
in the model creation. Using these trend windows or other 
interfaces, a user may select the data, including the time 
window. In these cases, the time to steady state may accord 
ingly be determined via the time window selected by the user. 
Alternative embodiments may provide other mechanisms for 
manually or automatically selecting the time window. 

Practice of the disclosed technique is not limited to a model 
identification routine located in either the controller 11 or the 
workstation 13 of the process control system 10. More gen 
erally, the model identification procedures described herein 
may be implemented in other devices or systems, either indi 
vidually or in distributed fashion, and in varying degrees of 
cooperation and/or communication with the control loops 
from which the underlying parameters or data is collected. 
For instance, in Some cases, the model identification proce 
dures may be implemented in a remote manner, and/or by a 
system layered onto a process control system via an OPC or 
other interface. 
As described above, practice of the disclosed technique is 

not limited to systems implementing adaptive control rou 
tines. However, the identification of process models via the 
disclosed techniques may be utilized to Support Such routines, 
when desired. 
As shown in FIG. 4, an adaptive control function block 74 

for use in connection with the disclosed technique may 
include one or memories or other storage mechanisms 76 to 
save or store a predetermined number (e.g., five) of process 
models that have been identified as described above. In opera 
tion, one of the process models stored in the memory 76 may 
then be selected for use via a logic block 78 responsive to one 
or more parameters. In the exemplary embodiment of FIG. 4. 
the block 78 selects the process model based on a selected or 
otherwise determined process state parameter provided viaan 
input 80. Two other parameters 82 and 84 may also be relied 
upon for the determination, and may correspond with feed 
back and/or feed forward rules or a setting that allows the 
operational state to adapt to changing conditions. 
The process models for the function block 74 may, but need 

not, be associated with operational regions (e.g., Region 1. 
Region 2, etc., as shown). The process models may also be 
identified in pairs in accordance with the control scheme of 
the function block. In this exemplary case, each region is 
determinative of a pair of process models in Support of both 
feedback and feedforward processing. Upon selection of the 
region, the pair offeedback and feed forward models may be 
utilized by the block 78 to calculate feedback and feedfor 
ward tuning parameters, respectively. In the exemplary case 
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12 
shown in FIG. 4, the feedforward tuning parameters are pro 
vided to a dynamic compensation block 88 also responsive to 
a feedforward control input value (e.g., FF VAL) for, e.g., 
dead time and lead/lag dynamic compensation. The results of 
the dynamic compensation, along with the feedback tuning 
parameters, may be passed to a block or routine 88 respon 
sible for the implementation of the control algorithms for the 
function block. In this case, the feedback and feedforward 
parameters modify PID and fuZZy logic algorithms, but any 
control schemes, or control scheme combinations, may be 
utilized. 
The function block 74 also includes a block or routine 90 to 

Support on-demand modifications of the control loop tuning. 
To this end, the block 90 may be responsive to a user com 
mand entered via the controller 11, the workstation 13 or any 
other element of, or device in communication with, the pro 
cess control system 10. In general, the model that has been 
automatically identified for the loop may, on demand, be used 
with a selected tuning rule to set the loop tuning. If a model 
has not previously been identified, then a user command may 
initiate a relay oscillation or other technique to inject changes 
in the controller output. The resulting process-model devel 
oped from the process response to the change in controller 
output may then be used with a selected tuning rule to set the 
loop tuning or to provide tuning recommendations. 

In some cases, the process models generated via the block 
90 or as a result of a triggering event (e.g., a set point or other 
parameter value change) may first be held for viewing before 
a download to the controller 11 or function block 74. For 
example, such models may be classified as "unapproved 
models' until analysis via a user interface has provided 
approval for implementation. In some embodiments, such 
approval may alternatively or additionally be provided auto 
matically via diagnostic or other functionality in the control 
ler 11 or workstation 13. 

FIG.5 shows an adaptive block framework in the context of 
an adaptive MPC control block 92 in which a number of 
different operational regions are also supported. In this con 
text, a plurality of process models identified via the model 
identification routine 60 may still be passed to a memory or 
storage 94 (similar to the memory 76 of FIG. 4) as shown, but 
the model parameters may be processed by an MPC control 
ler generation routine 96 prior to implementation in the func 
tion block 92. More specifically, the routine 96 may generate 
a corresponding MPC controller for storage in a memory 98 
based on the identified models. A logic block 100 may then 
selector switch between the models that are used to generate 
the MPC controller based on changes in a state parameter and 
other parameters provided via inputs or memories 102, 104 
and 106, as shown. 
The MPC controller associated with the selected process 

model may then be provided to an MPC controller block 108 
for implementation in the on-line process. The MPC control 
ler block 108 may support automated on-demand testing of 
the selected MPC controller, which may be initiated by the 
introduction of a disturbance input 110 or otherwise, as 
desired. 

In some cases, the exemplary adaptive control function 
blocks shown in FIGS. 4 and 5 (as well as other blocks for use 
with the disclosed technique) generally Support three modes 
of operation: a learn mode, a schedule mode and an adaptive 
mode. In the learn mode, process models may be collected but 
are not automatically used to determine the loop tuning. In the 
schedule mode, new process models may be collected and 
those models that are approved will be automatically used to 
determine loop tuning parameters. In the case of an adaptive 
MPC block, such approved and applied models will then be 
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used in control generation in accordance with the current 
operating region; as the controllers will be automatically 
Switching with the current operating region. In the adaptive 
mode, process models are collected, automatically approved 
and then automatically used to determine loop tuning param 
eters. While the default setting for each function block may be 
the learn mode, the display interfaces provided via, for 
instance, one of the applications implemented on the work 
stations 13 may provide an opportunity to change the setting, 
as desired. 

With reference now to FIG. 6, one or more applications 
implemented by the workstations 13 provide performance 
monitoring, analysis, management and related functionality 
for the control loops and process models identified via the 
disclosed techniques. For example, the performance monitor 
ing functions may include the generation of a process model 
history in which data indicative of the identified process mod 
els is entered for subsequent use or analysis. Further details 
regarding the generation and use of a process model history 
are set forth below. At one level, the history data may specify 
the process model parameters (e.g., dead time, time constant 
and gain) that completely define each process model identi 
fied by the disclosed techniques. Armed with that historical 
data, a number of analyses may be conducted regarding the 
control loop, its tuning, the control scheme (e.g., adaptive or 
non-adaptive), etc. 

In some embodiments, one aspect of the process model 
history is directed to the generation of an event chronicle for 
the identified process models. More specifically, whenever a 
process model is identified either automatically in the con 
troller 11 (FIG. 2) or on-demand from real-time or historical 
data (FIG.3), the model identification routine 60 may sendan 
alert (or other message) to an event chronicle or tracking 
module 112. The event chronicle module 112 responds to the 
alert by generating data specifying the time and date of the 
model identification, along with any other data to facilitate 
the association of the model with the particular control loop, 
device, plant region, etc. In the exemplary embodiment 
shown in FIG. 6, data stored for each event includes a tag 
name for the device associated with the node or control loop, 
a date/time stamp, a model type (e.g., by identifying param 
eters such as dead time, time constant and gain), a control 
loop type (e.g., function block), a plant region number, a 
tuning rule, and a diagnosis indication for the control perfor 
mance. The foregoing (or other) data may be stored as part of 
the process model history in a database 114 after processing 
by an application 116 that may, for instance, add one or more 
elements to the data set. The application 116 may correspond 
with one or more routines directed to monitoring and/or man 
aging the tuning of each control loop. 
The database 114 may store such historical data for control 

loops that reside in multiple controllers 11 within the system 
10 and need not be limited to use with any one particular type 
of controller. For instance, the database 114 may store such 
data for third-party controllers. 
More generally, and as shown in the exemplary embodi 

ment of FIG. 7, implementation of the disclosed system, 
method and techniques may be applied to legacy or third 
party process control systems. In other words, the disclosed 
systems and techniques may be implemented "on top of the 
legacy or other process control systems. 

In these cases (and other alternative embodiments), the 
workstation 13 generally includes the above-described model 
identification functionality otherwise implemented in the 
controller 11. For example, the workstation 13 may include a 
model identification module 118 having a data collection 
function 120, a configuration list module 122, a model cal 
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culation routine 124, and a memory 126 for storing the last 
identified model(s) for each control loop. In addition to those 
elements that correspond with the elements of the model 
identification module 60 of the above-described controller 
11, the workstation 13 may also maintain a virtual controller 
128 for the control system for which the process models are 
being identified. The virtual controller 128 may include and 
store, for instance, modules reflecting the current configura 
tion of each control loop along with an identification of the 
respective parameters thereof. That is, the model and diag 
nostic information generated via the disclosed techniques are 
saved in a module automatically created for that node. In this 
way, the virtual controller 128 may be utilized to present 
information via tuning, diagnostics, etc. in exactly the same 
manner as would be done in connection with loops imple 
mented in the controller 11. In the event that the naming 
conventions of the control system differ from those of the 
workstation 13, definitions correlating the parameters may be 
made via the interface configuration block 134 or other ele 
ment of the workstation 13. 
To support the broad application of the disclosed tech 

niques, the workstation 13 may include an OPC (Open Pro 
cess Control) or other client interface 132 configured via a 
block 134 to access loop dynamic parameters. Generally 
speaking, the communication link between the workstation 
13 and the legacy or third-party control system may be estab 
lished by identifying an OPC server 136 thereof and, in some 
cases, other communication settings, such as an identification 
of one or more controller(s) 138 involved in the model iden 
tification process. To avoid opening many (e.g., unnecessary) 
communication ports, such OPC connections may be made 
using tunneler software. 

Further details regarding the applications provided via the 
workstation 13 (in either a legacy or standard, integrated 
context) to control and manage implementation of the dis 
closed technique are now provided. The applications gener 
ally support the identification of process models, as described 
above, and also provide the functionality associated with the 
use of the identified models. As described above, the process 
models need not be generated merely for use in connection 
with an adaptive control scheme. The identification of process 
models in accordance with the disclosed technique is imple 
mented regardless of whether the control routine is an adap 
tive control routine. Identifying process models for all of the 
control loops—both adaptive and non-adaptive generally 
provides the capability to perform a number of different 
analyses of the process, the process control system, and spe 
cific elements thereof. That said, in Some cases, the disclosed 
system may provide an option via a dialog box, window, 
faceplate, or other display interface to disable model identi 
fication on a node-by-node (or loop-by-loop) basis. The dis 
play interface may be one of a number of display interfaces 
generated via the implementation of the applications running 
on the workstations 13. Examples of such display interfaces 
are provided in FIGS. 9-16. 

Referring again to FIG. 1, as a general matter, the work 
stations 13 include (either individually, distributed or any 
other fashion) a Suite of operator interface applications and 
other data structures 140 which may be accessed by any 
authorized user (e.g., a configuration engineer, operator, etc.) 
to view and provide functionality with respect to devices, 
units, etc. connected within the process plant 10. The suite of 
operator interface applications 140 is stored in a memory 142 
of the workstation 13 and each of the applications or entities 
within the suite of applications 140 is adapted to be executed 
on a respective processor(s) 144 associated with each work 
station 13. While the entire suite of applications 140 is illus 
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trated as being stored in the workstation 13, some of these 
applications or other entities may be stored and executed in 
other workstations or computer devices within or associated 
or in communication with the system 10. Furthermore, the 
Suite of applications 140 may provide display outputs to a 
display screen 146 associated with the workstation 13 or any 
other desired display Screen or display device, including 
hand-held devices, laptops, other workstations, printers, etc. 
Likewise, the applications within the suite of applications 140 
may be broken up and executed on two or more computers or 
machines and may be configured to operate in conjunction 
with one another. 

FIG. 8 shows an exemplary workstation 13 in greater detail 
in connection with the implementation of the disclosed sys 
tem, method and model identification techniques. Specifi 
cally, the suite of applications 140 may include a number of 
applications, routines, modules, and other procedural ele 
ments directed to the implementation of model-based moni 
toring and management of the control system 10, as described 
herein. The applications, routines, modules and elements may 
be implemented via any combination of software, firmware 
and hardware and are not limited to the exemplary arrange 
ment shown in FIG.8. For instance, one or more applications 
may be integrated to any desired extent. 
The application Suite may include a historian application 

148 dedicated to supporting the recordation of process model 
data (e.g., parameters) as the models are identified via the 
above-described techniques. To this end, the historian appli 
cation 148 may communicate with the historian database 12 
or any other memory or storage mechanism. As described 
above, the process model data may be stored in connection or 
association with data chronicling the identification of the 
process model (or the collection of the data leading thereto). 
The historian application 148 may also provide analytical 
functionality Such as the calculation of totals, averages and 
other values for selected model parameters. The historian 
application 148 may facilitate the viewing of such calculated 
values, as well as the underlying stored data, via one or more 
display interfaces. 
A third-party interface application 150 may be provided to 

Support and maintain a communication link with a third-party 
or legacy process control system, as described in connection 
with FIG. 7. To that end, the application 150 may generate a 
number of display interfaces to facilitate the configuration of 
the communication link, maintain and utilize the virtual con 
troller 128, and otherwise support the interface. 

Further display interfaces may be provided by an applica 
tion 152 directed to supporting communications with the 
controller 11. Such communications may involve or include 
the configuration and maintenance of adaptive control rou 
tines executing in the controller 11. As is the case throughout 
the application Suite, the display interfaces may take any 
form, including without limitation dynamos, faceplates, 
detailed displays, dialog boxes, and windows, and may be 
configured for display on different display types. 
The application Suite may include an application 154 dedi 

cated to use of the process model information in connection 
with tuning. As a result of the above-described model identi 
fication techniques, the tuning application 154 is directed to 
improving process control performance by calculating tuning 
parameters automatically from normal day-to-day changes in 
the plant, or from on-demand tuning tests. The tuning results 
may be used for both “open-loop” tuning recommendations, 
and for “closed-loop' adaptive control. 
More specifically, the tuning application 154 may generate 

a number of display interfaces to Support the performance of 
continuous tuning calculations for all control loops in either 
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open loop or closed loop operation. The tuning calculations 
support both standard and adaptive control, on PID, fuzzy 
logic, and MPC controllers and, thus, provide tuning recom 
mendations for both feedback and feedforward control. The 
tuning application 154 may also provide on-demand tuning, 
as described above, using either a relay oscillation or other 
procedure. 
The tuning application 154 has access to the process model 

history data stored in the historian database 12 (or elsewhere, 
as desired) and, thus, may calculate optimal tuning using 
historical process model data. To that end, the display inter 
faces may provide or include tools to easily peruse the history 
to locate and select data Suitable for Such tuning calculations. 
This aspect of the display interface(s) generated by the tuning 
application 154 generally allows a user to change model 
parameters (e.g., time to steady state, event trigger threshold) 
and re-identify models, or identify models for loops that were 
not previously enabled for automatic model identification. 
The tuning application may also provide an interface to 

Support analysis of a history of tuning calculation results. 
This capability may facilitate the analysis of adaptive control 
opportunities and the improvement of adaptive control con 
figurations. 
As described above, the tuning application 154 may pro 

vide an interface to support the introduction of control “per 
turbations” that help identify controller tuning when there are 
few manual changes to the process (i.e., automatic injection 
on controller output). An option may be provided via the 
interface to disable perturbations once good tuning is calcu 
lated. If multiple control loops are being perturbed, the moves 
may be synchronized to distribute and minimize the process 
disturbance. 
The tuning application 154 may be responsive to process 

states and other status indications, such that any calculation 
results are identified accordingly. In this way, the disclosed 
system avoids the use of information calculated in the wrong 
state or with bad process data. To that end, model-related 
calculations may indicate whether the results are good, bad or 
not available, with explanations where appropriate. 
The tuning application 154 may also generate Summary 

reports to convey, among other things, tuning recommenda 
tion information and a user log that documents tuning 
changes and any adaptive control tuning analysis. 

Further details regarding the display interfaces generated 
by the tuning application 154 (either alone or in conjunction 
with other applications) are presented in connection with 
FIGS. 12-16, which generally depict the views of the process 
models and control loops provided to a user to facilitate the 
above-described functionality. 

With continued reference to FIG. 8, an application 156 is 
generally directed to automatic control performance monitor 
ing utilizing the process models identified via the disclosed 
techniques. The application 156 is more specifically directed 
to improving process control performance by facilitating or 
automatically implementing (i) the identification of opportu 
nities for control improvement, (ii) the analysis and diagnosis 
of the source of control problems, and (iii) the generation of 
meaningful performance reports for operations, control and 
maintenance personnel. To this end, the application 156 may 
generate a control performance index based on the process 
models. This “model-based index provides a better bench 
mark to identify control loops that need re-tuning. The new 
index measures the opportunity for improving control based 
on factors such as process variability, the identified process 
model, and existing controller tuning. Such performance 
monitoring may, if applicable, take into consideration unit 
states and exclude performance calculations when the loop is 
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in an inappropriate unit state, or when other status indications 
(e.g., Fieldbus status) or I/O communications are bad. Valve 
Stiction, backlash and other valve diagnostic indices may also 
be provided for all valves. 

The foregoing features and those described below are gen 
erally provided via a comparison of control performance 
done by utilizing the process models that are automatically 
created via the disclosed techniques. Through the use of the 
process models, poorly tuned control loops and changes in the 
process that impact control performance may be identified. 
Deviations in the process model from the historic values may 
be used to flag the control loop as a potential process problem. 

Again, using the process models, an oscillation index may 
also be generated by the application 156 to identify loops that 
are oscillating. More specifically, an oscillation analysis tool 
may identify other loops that have the same oscillation period 
and may be interacting with the primary loop. This informa 
tion may then be used to identify process interactions and 
possible design recommendations. 

Diagnostic information provided by the application 156 
may be accompanied by an indication of the expected cause 
of poor control performance. For example, diagnostics may 
indicate whether poor control performance is caused by 
instrumentation errors, valve stiction or backlash, process 
interactions, or controller tuning. 

Generally speaking, the control performance monitoring 
information may be provided in any desired form, including a 
number of customized display interfaces and reports. Histori 
cal performance reporting may be provided to display how a 
control loop has performed over a user-specified period of 
time. Default time periods for such reporting include last 
hour, last shift (8 hours), last day, last week, last month. The 
user may be provided an option to “drill down from sum 
mary reports to access detailed loop information. The reports 
or interfaces may be customized for management Summaries 
with, for instance, an overall weighted performance index for 
plant-wide and individual process units, trends and/or tables 
comparing the current period with prior periods, and lists of 
top priority loops with a corresponding performance mea 
Sure. Maintenance reports may present control loop perfor 
mance indices and prioritize work items based on their-rel 
evant importance to plant operations. Other reports may 
provide statistics including data for the control performance 
index, standard deviation, oscillation index, process model (if 
available), auto and cross correlation, histogram, power spec 
trum, etc. 

Further details regarding the information provided by the 
application 156 are provided via the exemplary display inter 
faces depicted in FIGS. 9-12. 
The application Suite may also include a separate control 

loop analysis application 158. In some embodiments, the 
application 158 is made available via the display interface(s) 
generated by the application 156. In any event, the application 
158 supports analysis 6f historian or real-time data collected 
in connection with the above-described model identification 
techniques. The data may be presented via an interface that 
facilitates the examination of variation in control from 
unmeasured disturbances and measurement noise. For 
example, the problems identified via the applications 154 and 
156 may be further examined using the analysis application 
158 for diagnosis. To that end, the display interface generated 
thereby may provide options for calculating power spectrum, 
autocorrelation and histogram data. 
An advisor application 160 may generally provide func 

tionality that utilizes the identified models in connection with 
diagnostics to detect abnormal conditions or opportunities to 
improve the control scheme through tuning or algorithm 
modifications. The information provided by the advisor 
application 160 may be provided in any type of display inter 
face, including a faceplate generated via the workstation 13, 
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the controller 11 or any other element in communication with 
the system 10. In one specific example, the display interface 
may have a flag for indicating the display of a new advisory 
message, such as "Check Tuning.” 
More generally, the advisor application 160 may provide 

recommendations generated as a result of analysis or diag 
nostics performed by any one of the applications in the Suite. 
Furthermore, the recommendations need not be provided by a 
display interface generated by the advisor application, but 
rather may be sent for display to any one or more of the 
applications in the Suite. Thus, recommendations and mes 
sages such as “New Tuning Available.” “Examine Process— 
significant change in process has been detected, "Check 
Valve—dead band/hysteresis large. “Check Tuning loop 
unstable.” and “Control could be improved using MPC/ 
Adapt may be generally provided via the workstations 13 or 
other devices in communication with the process control 
system 10. In addition to the display of the message or rec 
ommendation, details regarding the underlying condition 
may be stored as a history or other parameter for the control 
loop. Subsequent access or use of the data stored for the 
control loop may then cause the details or associated message 
to be displayed for a user of the advisory or other application 
in the suite. 

Other applications that also support the implementation of 
the disclosed techniques include a control studio application 
162 to facilitate navigation within the process control system 
10 and a report generation application 164 for the generation 
of the aforementioned reports. Lastly, one or more memories 
or databases 166 may also be provided as part of the applica 
tion Suite. 

FIG.9 depicts an exemplary display interface 168 that may 
be generated by the performance monitoring application 156 
(or, alternatively, any one or more of the other applications) to 
present overview information resulting from the process 
model inspection analysis. In this specific example, the dis 
play interface 168 presents information indicative of the con 
dition of the control routines or modules in the entire process 
control system 10, or any area thereof selected via a hierar 
chy-tree panel 170. The control performance may be speci 
fied and Summarizes in a chart panel 172 via categories, 
including “Incorrect Mode.” “Limited Control.” Uncertain 
Input, and "Large Variability.” The assignment or classifica 
tion of a control module, function block or routine into one of 
these categories is generally enabled by, and may be auto 
matically implemented using, the process models identified 
via the disclosed techniques. The display interface 168 also 
includes an asset alert chart panel 174 to present statistical 
information on the numbers of assets deemed to be failed, 
requiring maintenance Soon, having an advisory alert, or 
experiencing a communication failure. 

FIG. 10 depicts an exemplary display interface 176 that 
may also be generated by the performance monitoring appli 
cation 156. The display interface 176 also generally presents 
control performance information, but on a more detailed 
level. In this example, performance information is presented 
for each control loop or module in an area selected in the 
hierarchy-tree panel. Each abnormal condition detected for a 
particular control loop may be noted in a table distinguishing 
between problems associated with an abnormal mode, lim 
ited control, input status, high variability or an inactive, 
related device. A priority level may also be displayed, along 
with an indication as to whether a report has been generated 
describing the abnormal condition. 

FIG. 11 depicts an exemplary display interface 178 that 
may also be generated by the performance monitoring appli 
cation 156. The display interface 178 is similar to the inter 
face 176 of FIG. 10, and differs in the control level at which 
the performance information is presented. In this case, a 
module or loop is selected via the panel 170, and the perfor 
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mance information is presented for each function block 
thereof. Diagnostic information for a particular block may 
then be accessed by selecting (e.g., right-clicking) on the 
block name displayed in the table. 

FIG. 12 depicts an exemplary display interface 180 that 
may be generated by one or more of the applications, includ 
ing the tuning application 154 and the performance monitor 
ing application 156. Generally speaking, the display interface 
180 facilitates the examination of results of diagnostic calcu 
lations for a selected control element (e.g., PID1). Limit 
values for the statistics derived via the calculations are also 
displayed for comparison and user-modification, as desired. 
When a limit is exceeded, an alarm may indicate the associ 
ated condition. More generally, the information presented in 
the display interface 180 and the underlying calculations are 
indicative of how the stability of the control loop is continu 
ously monitored as a result of the process model identification 
techniques disclosed herein. 

FIG. 13 depicts an exemplary display interface 182 that 
facilitates the setup of a control loop for automatic process 
model identification as well as on-demand model identifica 
tion. A number of panels are provided via the interface 182 to 
specify trigger event types, trigger event levels, parameter 
change maximums, etc. In this way, the display interface 182 
enables a user to customize the process model identification 
procedure on a node-by-node, or loop-by-loop basis. 

FIG. 14 generally depicts the way in which a user may 
visualize the saved process models to, among other things, 
determine how many regions are required. More specifically, 
a display interface 184 includes a panel 186 listing process 
model history information and a model graph panel 188 that 
shows, via respective horizontal lines, the approved model 
values and, via the dots, the parameters of process models 
identified and stored in the history database. As described 
above, respective models may be approved for a number of 
regions (e.g., five), and the variance of the model parameters 
may facilitate the identification of the regions and otherwise 
help with tuning recommendations. 

FIGS. 15 and 16 depict process model information for a 
recently identified model in connection with a fuZZy logic 
control block and an MPC block, respectively. To that end, 
display interfaces 190 and 192 provide respective graphical 
representations of the process model, along with a number of 
panels 192, 194, 196 and 198 to support testing, tuning cal 
culations, controller parameter settings, tuning simulation, 
and tuning selection. 
The terms “identifying.” “identification' and any deriva 

tives thereof are used herein in a broad sense in connection 
with the use of process models to include the creation of 
generation of and other processing to arrive at, either an 
entire process model, any one or more parameters to define it, 
or any other defining characteristics thereof. 
Any of the above-described applications may be imple 

mented as routines, modules or other components of one or 
more integrated applications. The disclosed arrangement of 
application functionality is provided merely for ease in illus 
tration and is not indicative of the broad range of manners in 
which the functionality may be provided to an operator or 
other user. Furthermore, the above-described applications 
may be provided in varying form depending on user profile, 
context, and other parameters, as desired. For example, the 
display interface views generated for one user type (e.g., 
engineering) may differ in content and other ways from the 
views generated for a different user type (e.g., maintenance). 
When implemented, any of the software described herein 

may be stored in any computer readable memory such as on a 
magnetic disk, a laser disk, or other storage medium, in a 
RAM or ROM of a computer or processor, etc. Likewise, this 
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Software may be delivered to a user, a process plant or an 
operator workstation using any known or desired delivery 
method including, for example, on a computer readable disk 
or other transportable computer storage mechanism or over a 
communication channel Such as a telephone line, the Internet, 
the World WideWeb, any other local area network or wide 
area network, etc. (which delivery is viewed as being the same 
as or interchangeable with providing Such software via a 
transportable storage medium). Furthermore, this Software 
may be provided directly without modulation or encryption 
or may be modulated and/or encrypted using any Suitable 
modulation carrier wave and/or encryption technique before 
being transmitted over a communication channel. 

While the present invention has been described with refer 
ence to specific examples, which are intended to be illustra 
tive only and not to be limiting of the invention, it may be 
apparent to those of ordinary skill in the art that changes, 
additions or deletions may be made to the disclosed embodi 
ments without departing from the spirit and scope of the 
invention. 
The invention claimed is: 
1. A method of controlling a process control system having 

a plurality of control loops, the method comprising the steps 
of: 

implementing a plurality of control routines to control 
operation of the plurality of control loops, respectively, 
the plurality of control routines comprising at least one 
non-adaptive control routine; 

collecting operating condition data in connection with 
operation of each control loop of the plurality of control 
loops; and, 

identifying a respective process model for each control 
loop of the plurality of control loops from the respective 
operating condition data collected for each control loop 
of the plurality of control loops. 

2. The method of claim 1, further comprising the step of 
storing data indicative of the respective identified process 
models in a respective process model history for each control 
loop of the plurality of control loops. 

3. The method of claim 1, further comprising the steps of: 
examining the operating condition data to detect a change 

therein; and, 
triggering the process model identifying step when the 

change is detected. 
4. The method of claim 1, wherein the identifying step is 

performed in response to a user command to calculate a 
process model based on the collected operating condition 
data. 

5. The method of claim 4, wherein the collected operating 
condition data is indicative of a response to an injected 
parameter change applied as a result of the user command. 

6. The method of claim 1, wherein the operating condition 
data is indicative of on-line operation of a process controlled 
via the operation of the plurality of control loops. 

7. The method of claim 1, further comprising the step of 
monitoring the respective process model identified for each 
control loop to evaluate control loop performance. 

8. The method of claim 1, further comprising the step of 
analyzing the respective process model identified for each 
control loop to determine which control loops should utilize 
an adaptive control Scheme. 

9. The method of claim 1, further comprising the step of 
analyzing the respective process model identified for each 
control loop to diagnose control problems. 
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