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This invention relates to signaling and 
more particularly to television and high 
speed picture transmission and composite 
signal transmission. 
An object of the invention is to improve 

the utilization of the frequency transmission 
band involved in signaling for such types of 
transmission as television and high speed 
picture transmission. - 
This invention is the result of the discov 

ery that when an object or field of view is 
periodically scanned in a series of parallei 
lines and the light tone values of elemental 
areas are translated into electric current va 
riations, the energy is largely concentrated 
in a number of distinct bands of frequencies 
between which there is very little useful en 
ergy, and the position of the bands in the 
frequency spectrum is dependent upon the 
field scanning frequency and upon the line 
scanning frequency. The energy concentra 
tions resulting from scanning an ordinary 
field occur in the regions of the field scan 
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ning frequency and some of the lower har 
monics thereof and in the regions of the line 
scanning frequency and the lower harmonics 
thereof. These latter bands are made up of a 
plurality of frequencies the prominent ones 
of which differ by approximately the field 
scanning frequency. The bands may, for ex 
ample, have a band width of approximately 
20% of the line scanning frequency in which 
case the low energy intervening gaps or val 
leys have a frequency band width of ap 
proximately 80% of the line scanning fre 
quency. 
This invention provides means for utiliz 

ing the above mentioned gaps or valleys for 
other purposes such as, for example, for the 
transmission of the direct current and very low frequency components by shifting them 
by combining them with a current of con 
stant frequency to produce combination fre 
quencies which will fit into the low energy 
gaps or for the shifting of the higher fre 
quency bands of the photoelectric current to 
lower frequency bands by similarly obtain 
ing combination frequencies to fit into the 
gaps between the low frequency bands, or 
vice versa to reduce the width of the total 
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frequency band and for the transmission of 
a plurality of similar photoelectric currents 
by shifting the bands of one or more of the 
currents to fit in the gaps of the other or 
others, etc. 

In accordance with one form of this in 
vention as herein shown for multiple chan 
nel electro-optical transmission over a single 
circuit incapable of transmitting very low 
or very high frequencies means are provided 
for interweaving the respective energy con 
centration bands of a plurality of photo 
electric currents, for shifting the direct cur 
rent and very low frequency components of 
each photoelectric current upward into gaps 
in the main frequency bands, for inserting 
the synchronizing current in one of the gaps 
and for generating and transmitting com 
municating currents having frequency bands 
also occupying gaps in the photoelectric cur 
rents. Such a system is applicable to either 
one-way or two-way operation over a single 
transmission circuit or medium and the dif 
ferent photoelectric channels may obviously 
be arranged for stereoscopic operation, color 
transmission, transmission of a plurality of 
different scenes or different parts of the same 
scene or picture, etc. 
A more detailed description of the inven 

tion follows and is illustrated in the accom 
panying drawings. 

Fig. 1 is a typical current-frequency dia 
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gram of the energy concentrations resulting 
from interweaving the energy concentra 
tions of frequencies generated from scan 
ning two ordinary objects in a series of par 
allel lines each at a line scanning rate of 
approximately 1000 cycles per second and 
combining the photoelectric currents sogen 
erated with currents of constant frequency 
to produce combination frequencies which 
are shifted so that the energy concentrations 
of one photoelectric current fit into the low 
energy gaps or valleys of the other photo 
electric current and also of synchronizing or 
other signal currents having frequencies dif 
ferent from those of the energy concentra 
tion bands of the photoelectric signal cur 
rents. 

Fig. 2 is a general schematic representa 
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tion of the transmitting terminal apparatus 
of a television system arranged in accord 
ance with the invention for simultaneously 
generating and transmitting a plurality of 
television currents. 

Fig. 3 is a general schematic represental 
tion of the receiving terminal apparatus of 
a television system arranged in accordance 
with the invention for simultaneously re ceiving and translating a plurality of tele 
vision currents into images. 

Fig. 4 is a schematic arrangement of the 
circuits of a modulator for modulating an 
alternating current with direct current and 
with low frequency alternating current, 

Fig. 5 is a schematic arrangement of the 
circuits of a simple modulator, such as may 
be employed in the television transmitting 
apparatus. 

Fig. 6 is a schematic arrangement of the 
circuits of a double-balanced modulator. 

Fig. 7 is a general schematic representa 
tion of a filter network for connecting the 
apparatus at the receiving station with the 
transmission line. 

Fig. 8 is an alternative arrangement of a 
filter network for that shown in Fig. 7. 

Fig. 9 is a schematic arrangement of the 
circuits of a simple demodulator such as may 
be employed in the receiving apparatus, 

Fig. 10 is a schematic arrangement of the 
circuits of a double-balanced demodulator. 
The typical current-frequency diagram 

shown in Fig. 1 is similar in its general char 
acteristics as to energy concentrations to 
those shown in the joint copending applica 
tion of Frank Gray and J. R. Hefele, Serial 
No. 337,132, filed Feb. 2, 1929, showing typi 
cal current-frequency curves of a number of 
different objects both at rest and in motion. 
The current-frequency diagram shown here 
in indicates the position of the energy con 
centrations of the different signals at differ 
ent frequencies in the frequency band or 
spectrum over a range up to approximately 
26000 cycles per second of different photo 
electric currents and other signals. Current 
strength is indicated in the direction of the 
ordinate and frequencies along the abscissa. 
The first band of frequencies up to approxi 
mately 2700 cycles is assigned to speech or 
sound transmission; the bands in the regions 
of 3000 and the 4000 cycles are assigned to the 
transmission, by means of carrier currents, 
of the direct current components and the low 
frequency components of the two television 
signals; the range from approximately 5000 
to 24500 cycles is S.E to the transmis 
sion of television signal bands which are 
multiples of the line scanning frequencies; 
and the 25000 and the 25500 cycle bands are 
assigned to synchronization. Both of the 
television signals are generated by the same 
line scanning rate, namely 1000 cycles per 
second. The 1000, 2000, etc. to 20000 cycle 
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bands of each are combined with carrier cur 
rents to produce a frequency displacement to 
clear the frequency band or spectrum be 
tween approximately 300 to 5000 cycles and 
also for the FF of relatively displacing 
the television frequency bands which are 
multiples of the line scanning frequencies to 
produce combination frequencies which may 
be interwoven into the low energy gaps or 
valleys of each other. A carrier frequenc 
of 25000 cycles and another of 25500 cycles 
may be modulated by the two respective tele 
vision currents to produce the desired dis 
placement of their frequency bands. Syn 
chronization is secured by combining the 
25000 and the 25500 cycle carrier current to 
produce a 500 cycle synchronizing current. 
The 1000 cycle harmonic thereof might also 
be used for synchronizing. To clear the 
frequency region below approximately 300 
cycles the direct current components and the 
low frequency components in the region of 
the picture Scanning frequency are combined 
with a 3000 cycle and a 4000 cycle carrier 
current, respectively, for transmitting these 
components of the two photoelectric currents 
which results in comparatively narrow fre 
quency bands in the regions of these carrier 
frequencies. r 

The television transmitting station shown 
in Fig. 2 in general comprises terminal ap 
paratus consisting of television scanning ap 
paratus, current amplifying apparatus, filter 
networks, carrier current generators, and modulating apparatus for two complete 
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photoelectric transmitting units, arranged 
for each to operate at the same scanning rate; 
and also terminal apparatus for two-way tele 
phone communication. The photoelectric 
currents generated by the transmitting units 
are transmitted by means of carrier currents, 
which properly, displace and interweave the 
photoelectric energy concentration bands for 
transmission without interference over a sin 
gle circuit or medium. The frequency dis 
tribution of the energy concentrations are 
arranged as already described and shown in 
the current-frequency diagram, Fig. 1. 
An object 10 whose image is to be transmitted 
is periodically scanned in a series of parallel 
lines by the scanning apparatus 20. An 
image of the object is focused upon the view 
ing field of the scanning apparatus by means 
of a suitable objective lens system li and 
light from elemental areas of the image 
formed is directed by means of the lens sys 
tem 12 upon the light sensitive cell 30. The 
scanning arrangement may comprise any 
suitable device such as a rotating scanning 
disc 21 having a row of apertures spirally ar 
ranged. An opaque member having an aper 
ture 13 is positioned between the lens 11 and 
the scanning disc and limits the size of the 
image field upon the scanning disc so that just 
one aperture in the scanning disc is exposed 
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at any instant, the angular width of the aper 
ture 13 being equal to the angular pitch of 
the apertures in the scanning disc. The 
scanning disc is driven at suitable speed by 
means of a driving motor 22. A synchro 
nous alternator 23 mounted on the same shaft with the scanning disc 21 and the driving 
motor 22 is employed to maintain synchro 
nism between the transmitting and the re 
ceiving scanning apparatus. The photo 
electric current generated in the light sensi 
tive element 30 is amplified by suitable vac 
uum tube amplifiers 40, 50, and 70. The ar 
rangement here shown amplifies both the di 
rect and the alternating current components. 
The output circuit of the light sensitive cell 
30 contains a battery 31 and a resistance 33. 
The battery causes a current to flow through 
the resistance 33 which is varied by the chang 
ing excitation of the light sensitive cell. 
This results in a varying potential across the 
resistance 33, one side of which is connected 
through the biasing battery 42 to the grid and 
the other to the filament of the vacuum tube 
of the amplifier 40. The output of amplifier 
40 is impressed on the intermediate amplifier 
50 whose output is in turn impressed upon 
succeeding amplifiers. Battery 41 supplies 
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space current for amplifier 40. Any suitable 
number of stages of amplification may be 
employed. The amplified photoelectric cur 
rent, whose intensity is controlled by any 
suitable arrangement such as the poten 
tiometer 63, on passing through the last am 

5 plifier stage 70 which is supplied with space 
current by the battery 71 is impressed across 
the resistance 73. A circuit containing the 
adjusting battery 74, taken from the termi 
nals of the resistance 73, leads to the low-pass 
filter 80 and the high-pass filter 90. A con 
denser 75 in series with the circuit carrying 
the high frequency currents to the high-pass 
filter 90 blocks the passage of the direct cur 
rent to this filter. The direct current and 
low frequency components up to about 300 
cycles are transmitted by the low-pass filter 
80 and are combined in the modulator 81 with 
a carrier current of about 3000 cycles gener 
ated by the oscillator 82. The carrier cur 
rent and the upper and lower side bands of 
the modulated signal current are passed by 
the band-pass filter 83 having cut-off fre 
quencies of 2700 and 3300 cycles to the re 
peating coil 84 and therethrough to the trans 
mission line 200. The higher frequencies of 
the signal current above 800 cycles are passed 
by the high-pass filter 90 and combined in the 
modulator 91 with a carrier current of 25000 
cycles generated by the oscillator 92. The 
carrier and the modulated signal current 
above 800 cycles are passed by the low-pass 
filter 93 having a cut-off frequency of 25200 
cycles to the repeating coil 94 and there 
through to the transmission line 200. By 
means of these carrier currents the low fre 

and 3300 cycles. 
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quency photoelectric currents below 300 
cycles are positioned for transmission in the 
Early band between 2700 and 3300 cycles, 
while the energy concentration bands in the 
photoelectric signal spectrum above 800 cycles 
are positioned g transmission in frequency 
bands in the regions of 5000 cycles, 6000 
cycles, etc. up to 24000 cycles. The 24000 
cycle signal band results from modulation of 
the 25000 cycle carrier current by the 1000 
cycle photoelectric signal band, while the 
5000 cycle signal band results from modu 
lation by the 20000 cycle signal band. The 
total photoelectric energy concentrations 
spaced about 1000 cycles apart in the regions 
of multiples of 1000 cycles may thus be trans 
mitted by a carrier current and the signal 
bands positioned in the frequency spectrum 
beginning at 24000 cycles and ending at 5000 
cycles when, for example, 20 bands are con 
sidered. 
The second television transmitting unit 

shown in the lower half of Fig. 2 is a dupli 
cate of that shown in the upper half of this 
figure and just described with the exception 
that the frequency of the two carrier cur 
rents is different from that used in the first 
transmitting unit so as to interweave the 
energy concentration bands of the two tele 
vision currents when they are impressed upon 
the common transmission line 200. The os 
cillator 182 generates a carrier current of 
4000 cycles. This carrier current is modu 
lated by the low frequency components of the 
second television current below 300 cycles 
and the upper and lower side bands thereof 
fall between 3700 and 4300 cycles, while the 
low frequency components of the first tele 
vision transmitting unit fall between 2700 

The photo-electric current 
above 800 cycles modulates a 25500 cycle car 
rier current generated by oscillator 192. As 
the energy concentrations band of the photo 
electric current occur in the regions of 1000 
cycles and multiples thereof, the modulated 
bands are also spaced 1000 cycles apart but 
at positions which are odd multiples of 500, 
thus separating the second set of television 
current bands from the bands of the first set 
by 500 cycles, the former being positioned 
at multiples of 500. The energy concentra 
tion bands of the two television signal cur 
rents are thus interwoven before being im 
pressed upon the common transmission line 
200. The transmission line or circuit 200 
may contain suitable amplifying apparatus 
and repeaters though they are not shown in 
the drawing. 
A synchronizing current may be produced 

by combining the 25000 and the 25500 cycle 
carrier currents in modulator 96 to produce a 
current of 500 cycles. The low-pass filter 97 
having a cut-off frequency of 800 cycles trans 
mits the synchronizing current of 500 cycles 
through each of the amplifiers. 24 and 124 
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to each of the alternators 23 and 123 asso 
ciated with the scanning device of each of the 
two transmitting television units. As here 
tofore stated, the 25000 and the 25500 cycle 
carrier currents are impressed upon and 
transmitted by the transmission line 200, so 
that they are available for generating a 500 
cycle synchronizing current at each of the re 
ceiving television units. 
A two-way communication channel is pro 

vided in the form of a telephone system. A 
telephone transmitter 500 and a telephone 
receiver, such as a loud speaker 510, may be 
connected through suitable terminal circuits 
to the transmission circuit 200. A low-pass 
filter 520 having a cut-off frequency of 2700 
cycles is connected in circuit between the tele 
phone terminal apparatus and the transmis 
sion line. A frequency range from 0 to 2700 
cycles has been chosen as it is sufficient for 
transmitting conversations. A switch 501 
may be placed in the telephone transmitting 
local circuit so that the microphone may be 
disconnected. When such disconnection is 
made the switch connects the balancing re 
sistance 502 in the local circuit so as to main 
tain unchanged the circuit characteristics 
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and thus avoid any disturbance of the opera 
tion of the receiver. Suitable amplifying ap 
paratus 511 may be employed in the local 
telephone circuit. 
The television receiving station shown in 

Fig. 3 in general comprises terminal appara 
tus consisting of filtering networks for sepa 
rating and routing the several received signal 
currents, remodulating apparatus, current 
amplifying apparatus and synchronously op 
erated television receiving apparatus for two 
complete receiving units arranged for each 
to operate at the same scanning rate; and also 
terminal appartaus for two-way telephone 
communication. The two receiving units are 
connected with the transmission line 200 by 
the repeating coil 300. The television signal 
and the carrier currents are passed by the 
high-pass filter 301 having a cut-off fre 
quency of 2700 cycles to the two television 
receiving units, while the communication 
current below 2700 cycles is passed by the 
low-pass filter 302 also having a cut-off fre 
quency of about 2700 cycles to the telephone 
terminal apparatus. Suitable amplifying 
apparatus 310 is employed in the television 
circuit. The incoming television signals are 
separated and routed to the proper receiving 
apparatus by means of the filter network 330. 

() 

The direct current and low frequency tele 
vision components transmitted by carrier 
current having a modulated frequency range 
between 2700 and 3300 cycles are passed by 
the filter network 330 to the rectifier 340 
which demodulates the carrier current and 
restores the direct current and low frequency 
components of the original signal and the re 
sulting signal current thus has a frequency 
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band between zero and 300 cycles. This cur 
rent is next passed through a low-pass filter 
350 having a cut-off of 300 cycles and then 
through suitable amplifying and control cir 
cuits to the television receiving lamp 39). 
The television energy concentration signal bands spaced 1000 cycles apart and occurring 
at even multiples of 500 cycles, commencing 
at 5000 cycles and extending to 24000 cycles, 
or in other words 4000+ (nx 1000)-106 cycles, n being any whole number from one 
to twenty, and also the 25000 cycle carrier 
current is transmitted by the filter network 
830, to the demodulator 341 which restores 
this part of the television signal to its orig 

70 

inal frequencies. The demodulated signalis. 
next passed through the low-pass filter 351 
having a cut-off frequency of about 20300 
cycles and through suitable amplifying and 
control apparatus to the television receivin 
lamp 390. By means of the filter E 
and these two local receiving circuits all of 
the signal components of the television cur 
rent transmitted on the 3000 and the 25000 
cycle carrier currents are combined and im 
pressed upon the common receiving lamp 390. 
Part of the 25000 cycle and the 25500 cycle 
carrier currents are transmitted by the filter 
network 342 to the demodulatór 352, wherein 
these currents are combined and a 500 cycle local synchronizing current produced. This 
500 cycle current is transmitted through the 
low-pass filter 352 having a cut-off frequency 
of 800 cycles and through suitable amplifiers 
to the synchronous motor of each television 
receiving unit. 
The television receiving unit in the lower 

half of Fig. 3 is arranged for receiving the 
second television signal. It is substantially 
the same as that in the upper half of this 
figure with the exception that the crcuits are 
arranged for television current transmitted 
by a 4000 and a 25500 cycle carrier current. 
The direct current and low frequency tele 
vision components transmitted by carrier 
current having a modulated frequency range 
between 3700 and 4300 cycles are passed by 
the filter network 330 to the rectifier 440 
which demodulates the carrier current and 
restores the direct current and low frequency 
components of the original signal and the 
resulting signal current thus has a frequency 
band between zero and 300 cycles. This cur 
rent is next passed through the low-pass filter 
450 having a cut-off frequency of 300 cycles 
and then through suitable amplifying and 
control circuits to the television receiving 
lamp. 490. The television energy concentra 
tion bands spaced 1000 cycles apart and oc 
curring above 1000 cycles at the odd multi 
ples of 500 cycles, commencing at 5500 cycles 
and extending to 24500 cycles, or in other 
words 4500+ (nx 1000) -- 100 cycles, n, being 
any whole number from one to twenty, and 
also the 25500 cycle carrier current is trans 
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mitted by the filter network 330 to the de 
modulator 441, which restores this part of the 
television signal to its original frequencies. 
The demodulated signal is next passed 

is through the low-pass filter 451 having a cut 
off frequency of 20300 cycles and through 
suitable amplifying and control apparatus to 
the television receiving lamp 490. By means 
of the filter network and these two local re 

10 ceiving circuits all of the signal components 
of the television current transmitted on the 
4000 and the 25500 cycle carrier currents are 
combined and impressed upon the common 
receiving lamp 490 of the second television 

15 receiving unit, the same as with the first tele 
vision receiving unit shown in the top half 
of this Fig. 3. The two sets of local circuits 
transmitting the demodulated or restored 
television signal currents to the respective 

20 receiving lamps contain certain control de 
vices which will now be described. Refer 
ring to the television receiving unit in the 
upper half of Fig. 3 the direct current and 
the low. frequency components of the tele. 

25 vision signal are impressed upon the circuit connecting with the translating apparatus' 
through the potentiometer 360 arranged for 
regulating the intensity of this part of the 
television signal. This signal current is am 

80 plified by the amplifier 370. The teleyision 
signal current in which the energy concen 
trations occur in the regions of 1000 cycles 
and multiples thereof is impressed upon the 
circuit connecting with the translating appa 

35 ratus through the potentiometer 361 arranged 
for regulating the intensity of this part of 
the television signal. This signal current is 
amplified by the amplifier 371. Both the 
lower frequency and the higher frequency 
signal components are next impressed upon 
the control amplifier 380 and network con 
necting with the receiving lamp 390. The 
current through the flow discharge receiving 
lamp should at all times be proportional to 
the illumination at the transmitting station 
since a well established linear relation exists 
between the intensity of the illumination re 
suting from the glow discharge and the cur 
rent. The circuit of the amplifier 380 pro 
vides means for making necessary adjust 
ments. The incoming photoelectric' or tele 
vision signal current whose intensity is gen 
erally adjusted by means of the potentiom 
eters 360, and 361 is impressed upon the 
vacuum tube of the amplifier 380. The space 
current which is provided by the battery 381 
is adjusted by the grid biasing voltage of 
the battery 382 and by means of this adjust 
ment the current flowing through the glow 
discharge receiving lamp is so adjusted that 
practically no light is emitted for black por 
tions of the object. Instead of connecting 
the glow discharge lamp and the vacuum 
tube directly in series a resistance 383 is 

65 shunted across the output of the circuit of 
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rent impressed upon the receiving ER 

switch 551. The receiver 560 is shown as the 

5 

the vacuum tube across which is set up a 
potential proportional to the current through 
the resistance. The receiving lamp 390 is 
shunted across this resistance. In order to 
confine the operation of the vacuum tube of 
the amplifier 370 to the linear part of its 
characteristic the biasing battery391 is con 
nected in series with the lamp so that current 
through the lamp will go to substantially zero 
even when a finite current is flowing through 
the vacuum tube of the amplifier 380 and it 
is still on the linear part of its character 
istic. 
The viewing field in front of the receiving 

lamp is defined by the aperture 313 in an 
opaque plate positioned in front of the scan 
ning disc 321 and in line with the receiving 
lamp 390. The annular width of the aperture 
313 is such that the area of just one aperture 
in the scanning disc appears at any instant, 
the annular width of this aperture being equal 
to the annular pitch of the apertures in the 
scanning disc. The scanning disc at the trans 
mitting and the receiving stations are driven 
by direct current motors and held in synchro 
nism and in phase by synchronous motors con 
trolled by a synchronizing current in accord 
ance with well established practice. Atypical 
synchronizing arrangement is shown in the 
patent of H.M. Stoller et al., No. 1763,909, 95 issued June 17, 1930. The synchronizing cur 
rent of 500 cycles is produced by combining 
the incoming 25000 and 25500 cycle carrier 
currents and it is impressed upon the syn 
chronous motor 323 associated with the re- on 
ceiving apparatus 320. The energy for driv 
ing the scanning disc is applied by the driv 
ing motor 322. The terminal circuits for am plifying and controlling the television o 
of the second television receiving unit shown 
in the lower half of Fig. 3 are identical with 
those just described for the first television 
receiving unit in the upper half of this 
figure and further description is unnecessary. 
The communication apparatus shown in 
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Fig. 3 is similar to that shown at the other 
terminal in Fig. 2. The transmitter 550 may 
be cut into fout of circuit by means of the 

5 
loud speaker. The low-pass filter 302 trans 
mits frequencies up to 2700 cycles. 
In Figs. 4 to 10 further details of the mod 

ulators, demodulators, and filter networks 
used in the terminal apparatus just described 
are shown. 
A simple circuit for the modulator 81 of 

Fig. 2 is shown in Fig. 4. This is a modulator 
for the direct current and the low frequency 
components of the photoelectric current. It 
comprises vacuum tube elements 600 and 610. 
The carrier current supplied by the oscillator 
82 is impressed upon the modulator through 
the transformer 605. A suitable polarizing 
potential is applied to the vacuum tube 610 130 
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by means of the grid biasing battery 602. The 
resistance 604 may be connected across this 
transformer to more nearly match the imped 
ances of the modulator tube and the oscillator 

5 circuit. 
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Details of a modulator, for the higher fre 
quency photoelectric current which is com 
bined with a carrier current having a fre 
uency of the order of 25000 cycles, suitable 
or the modulator 91 shown in Fig.2 may be 
a simple modulator such as shown in Fig. 5 or 
a double-balanced modulator such as shown 
in Fig. 6. The simple modulator shown in 
Fig. 5 comprises the vacuum tube elements 620 
and 630 connected in push-pull arrangement. 
The incoming photoelectric signal current is 
impressed upon the grids of these tubes by 
means of the transformers 621 and 622 while 
the carrier current is impressed through the 
transformer 625. The modulated outgoing 
current is transmitted through the trans 
formers 631 and 632. The double-balanced 
modulator shown in Fig. 6 comprises two 
units similar to those shown in Fig. 5 con 
nécted in parallel. Either type of modulator 
may be used but the double-balanced modul 
lator has the advantage of cutting out more 
of the extraneous frequencies produced in 
modulation. 
The filter network 330 employed in the 

receiving terminal of Fig. 3 is shown more 
in detail in Fig. 7 and an alternative ar 
rangement is shown in Fig. 8. The filternet 
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work shown in Fig. 7 consists of a set of fil 
ters all connected in multiple with the in 
coming signal circuit. Band-pass filter 700 
having cut-off frequencies of 2700 and 3300 
cycles transmits the 3000 cycle carrier cur 
rent and the upper and lower sidebands 
thereof resulting from its modulation at the 
transmitting station by the direct current 
and low frequency components of the tele 
vision current below 300 cycles generated by 
the first transmitting unit shown in Fig. 2. 
Band-pass filter 701 having cut-off frequen 
cies of 4800 and 5200 cycles transmits the 
signal energy concentration band as modu 
lated in the region of 5000 cycles. Band 
pass filter 702 having cut-off frequencies of 
5800 and 6200 cycles transmits the signal cur 
rent concentration band as modulated in the 
region of 6000 cycles. Similar band-pass fil 
ters are employed for each signal energy con 
centration band as modulated up to that in 
the region of 24000 cycles which is trans 
mitted by band-pass filter 720 having cut-off 
frequencies of 23800 and 24200 cycles. The 
output circuits of all of these filters are con 
nected in multiple to the demodulator 341 
shown in Fig. 3. The high-pass filter 725 
transmits frequencies above 24800 cycles. 
This filter passes the carrier currents of 25000 
and 25500 cycles. The 25000 cycle carrier 
current is transmitted by the band-pass filter 
724 to the demodulator 341 thus providing 
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carrier current for demodulating the televis 
ion signal current impressed upon this de 
modulator. Band-pass filter 730 having cut 
off frequencies of 3700 and 4300 cycles trans 
mits the 4000 cycle carrier current and the 
upper and lower sidebands thereof resulting 
from its modulation at the transmitting sta 
tion by the direct current and the low fre 
quency components below 300 cycles gener 
ated by the second transmitting unit shown 
in Fig. 2. These currents are impressed upon 
the rectifier 440. Band-pass filter 731 having 
cut-off frequencies of 5300 and 5700 cycles 
transmits the signal energy concentration 
band as modulated in the region of 5500 cy cles. Band-pass filter 732 having cut-off fre 
quencies of 6300 and 6700 gycles transmits 
the signal energy concentration band as mod 
ulated in the region of 6500 cycles. Similar 
band-pass filters are employed for each sig 
nal energy concentration band as modulated 
up to that in the region of 24500 cycles which 
is transmitted by band-pass filter 740 having 
cut-off frequencies of 24300 and 24700 cycles. 
As many such band-pass filters as there are 
energy concentrations in the television sig 
nal are employed and all are connected in 
multiple to the demodulator 441 shown in 
Fig. 3. The 25500 cycle carrier current is 
transmitted through the band-pass filter 726 
to the demodulator 441 thus providing car 
rier current for demodulating the television 
signal current impressed upon this demodul 
lator. 
An alternative filter network is shown in 

Fig. 8. The band-pass filter 760 having cut 
off frequencies of 2700 and 3300 cycles trans 
mits the 3000 cycle carrier current and side 
bands resulting from modulation by the di 
rect current and the low frequency compo 
nents of the first television signal current to 
the rectifier 340. Band-pass filter 761 having 
cut-off frequencies 3700 and 4300 cycles trans 
mits the 4000 cycle carrier current and the 
sidebands resulting from modulation by the 
direct current and low frequency components 
of the second television signal current to the 
rectifier 440. High-pass filter 762 having a 
cut-off frequency of 4500 cycles transmits 
all signal currents above this frequency to 
multiple-pass band-pass filters 763 and 764. 
Multiple-pass band-pass filter 763 transmits 
all signal energy concentration bands having 
a band width of about 200 cycles in the region 
of 1000 cycles and in multiples of 1000 cycles, 
(n,x 1000) +100, or in other words in the rel 
gions of the even multiples of 500 cycles, to 
the demodulator 341. Multiple-pass band 
pass filter 764 transmits all signal energy con 
centration bands having a band width of 
about 200 cycles in the region of 1500 cycles 
and above in multiples of 1000 cycles plus 
500 cycles, 500 + (in X 1000) -100, or in other 
words in the regions of the odd multiples of 
500 cycles, to the demodulator A4i. High 
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in Fig. 3 are shown in Fig. 9 and Fig. 10, 
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pass filter,765 having a cut-off frequency of 
24800 cycles transmits a part of the 25000 
and 25500 cycle, carrier currents to the de 
modulator 342. . . 
The circuit arrangements of a simple de 

modulator and a double-balanced demodu 
lator for use in the receiving circuits shown 
respectively. In Fig. 3 demodulator 342 may 
be a simple demodulator and demodulators 
34t and 441 are preferably the double-bal 
anced type. The single demodulator com 
prises the vacuum tube-elements 770 and 780 
connected in push-pull arrangement. The 
input circuit is connected through the trans 
formers 771 and 772 and the output circuit 
through the transformers 781 and 782. The 
double-balanced demodulator comprises two 
units similar to those shown in Fig. 9 con 
nected in parallel. An advantage of the 
double-balanced demodulator is that it elimi 
nates more of the extraneous frequencies than 
the simple demodulator and it is therefore 
preferable in circuits demodulating televi 
sion currents. 
The different frequencies used in describ 

ing this system as arranged for simultaneous 
transmission of two television signals are 
typical and are used primarily to facilitate 
the description. Obviously different scan 
ning rates may be 'selected which would 
cause the energy concentrations to occur at 
different frequency positions in the television 
current spectrum. For example, the field of 

40 

view might be scanned in 50 lines at the 
rate of 40 times a second which would pro 
duce picture scanning frequencies of 40 cycles 
and line scanning frequencies of 2000 cycles 
and resulting energy concentrations at mul 
tiples thereof. The same line scanning fre 
quency, 2000 cycles, and the same positioning 
of the energy concentrations occurring at 
multiples of the line scanning frequency 
would result if the field of view were scanned 
in 100 lines at the rate of 20 times a second, 
but the picture scanning frequency would 
be one half or 20 cycles. Various other com 
binations of picture and line scanning rates 
and the different frequency positioning of the 
resultant energy concentrations are obvious. 
Other systems of scanning than those em 
ploying a scanning disc may be used to gen 

5 5 
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erate equivalent photoelectric currents. Also 
the range of the frequency band of the tele 
vision spectrum is not limited to approxi 
mately 20,000 cycles, the figure used in the 
description of the apparatus. Different fre 
quencies from those mentioned may also be 
used for synchronization and for communi 
cation. Further, different carrier current 
frequencies may be used for transmitting the 
various signals. Preferably only one side 
band of the resultant modulations produced 
by the energy concentrations of each photo 
electric current is transmitted in order that 

the frequency width of the total currents 
transmitted maybe held as narrow as possible. 

7 

A plurality of television signals greater than . 
the two mentioned in describing the system 
may be used thus increasing the number of 
television signals which may be transmitted 
over the same circuit, the number of such 
signals being primarily limited by the num 
ber of the energy concentration bands which 
may be interwoven and at the same time sufi ciently separated to permit separation of the 
other television signal currents at the re 
ceiving station. In other words, the energy 
concentrations of the different transmitted 
signal currents must occur at substantially 
mutually exclusive frequency positions. 
The operation of each of the principal ele. 
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ments of the system has been described in 
more or less detail in the foregoing descrip 
tion of the apparatus. In the general opera 
tion of the system as a whole, the light tone 
values of line series of elemental areas of 
the objects or fields of view are translated 
into different and distinct photoelectric cur 
rents, each having energy concentrations in 
narrow frequency, bands at predetermined 
separated frequency positions in the photo 
electric current spectrum. A plurality of 
such photoelectric currents have their energy 
concentration bands displaced by combining 
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95 
with carrier currents of such frequency that 
the energy concentrations of the different signal currents resulting from modulation 
occur at mutually exclusive frequency posi 
tions for each photoelectric current and the 
several resulting photoelectric television sig 
nal currents may thus be transmitted over a 
single circuit without interference. A tele vision signal current may have its frequency 
spectrum compressed or narrowed by trans 
posing its energy concentration bands into 
closer positions to each other by means of 
carrier currents. Other signals than tele 
vision, such as communication and synchro 
nization may also be transmitted over the 
same transmission circuit without interfer 
ence. All of the different signals at the trans 
mitting station are impressed upon a common 
transmission circuit. These signals are sep 
arated at the receiving station by filter net 
works and directed to their respective trans 
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lating devices with the result that each en 
ergy concentration band of each signal acts as if it had been kept separate throughout 
its transmission. In the system illustrated 120 
herein the direct current and very low fre 

rier current for transmission the same as higher frequency components. 
This invention in general utilizes the low 

energy gaps or valleys in the photoelectric 
signal current and makes possible the utiliza 
tion of the transmission medium to the fullest 
possible extent and also makes possible the 
transmission of all signal currents necessary 

the 
quency components are combined with a car 
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for the operation of a plurality of photoelec 
tric current transmissions over a single trans 
mission circuit. As heretofore mentioned the 
television transmission may be from a plu rality of scannings of different objects or 
different portions of the same object at the 
same station or from different objects from 
different stations and the transmission may 
be in the same direction or in opposite direc 

10 tions all over the same transmission circuit. 
Obviously stereoscopic transmission, multiple 
channel transmission or color transmission 
where suitable filters or selective elements are 
used with a plurality of channels at both the 

ls transmitting and receiving stations may be 
accomplished with this system. . 
Simultaneous two-way operation over the 

same transmission medium for both television 
and communication may be carried on by 

20 modifying the arrangement shown in Fig. 2 
and Fig. 3 for television transmission of two. 
images in opposite directions. It is obvious 
that one of the transmitting units in Fig. 2 
might be interchanged with one of the re 

25 ceiving units including the necessary filter 
ing network in Fig. 3 and simultaneous two 
way television transmission carried on be 
tween each terminal station at the same time 
that two-way telephonic communication is in 

80 progress. This invention, making possible 
simultaneous two-way television and teleph 
ony over a single circuit, may be adapted 
to a combined television and telephone central 
office exchange system operating between sub 

85 scribers' stations. In such a system the tele 
vision frequency spectrums may be both com 
pressed and interwoven by using suitable 
carrier currents so as to occupy as narrow a 
total frequency range as possible thus mak 

to ing the total frequency band fall within the 
comparatively narrow frequency limitations 
of intercommunicating circuits. A combined 
intercommunicating telephone and television 
system operating through a central office ex 

as change is disclosed in the patent application 
of H. E. Ives, Serial No. 138,845, filed Octo 
ber 1, 1926, which requires several circuits for 
interconnecting subscribers' stations, while 
the arrangement disclosed in this invention 

50 requires only one circuit. 
What is claimed is: 
1. The method of transmission which com 

prises generating and transmitting a plurali 
ty of image currents each representing the 
tone values of elemental areas of a picture or 
other object and having spaced energy con 
centrations occurring at mutually exclusive 
frequency positions, and concurrently trans 
mitting said currents over the same transmis 

Osion medium all within a frequency range of 
substantially the same width as that of one 
of the said image currents. - 

2. A method of transmission which com 
prises successively scanning a plurality of 
fields of view having different tone values, 
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producing from said scannings a correspond 
ing plurality of composite electric currents 
containing one or more groups of frequency components of large amplitude, combining 
said currents with carrier currents of such 
frequencies that the essential frequency com 
ponents in the resultant currents occupy sub 
stantially mutually exclusive frequency po 
sitions with respect to each other, utilizing a 
frequency range outside of said resultant cur 
rents for the transmission of separately gen 
erated currents, and transmitting all of said 
currents over the same transmission medium. 

3. A transmission system comprising 
means for generating a plurality of image 
currents each corresponding to the tone values 
of elemental areas of a field of view and hav 
ing spaced energy concentrations occurring 
at mutually exclusive frequency positions the 
essential frequency components of each of said 
currents being distributed over a wide band, 
means for impressing upon a transmitting 
medium said essential frequency components 
of all of said image currents, and means for separately and concurrently impressing upon 
said transmitting medium current having 
compunents different from said essential fre 
quencles. 
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4. A transmission receiving system com 
prising means for concurrently receiving a 
plurality of image currents each having 
spaced energy concentrations occurring at 
mutually exclusive frequency positions and 
representing the tone values of elemental 
areas of a picture or other object and occu 
pying a wide band of frequencies, and non 
image currents having frequency components 
different from those of said image currents, 
means for separating said image currents 
from each other and from said non-image 
currents, and means for separately utiliz 
ing said currents. 

5. A television receiving system compris 
ing means for concurrently receiving a plu 
rality of television image currents having mu 
tually exclusive energy components and ex 
tending over a wide band of frequencies, and 
synchronizing current having frequency dif 
ferent from that of said components, means 
for separating said image currents from each 
other and from said synchronizing current, 
image producing means for utilizing said 
image currents in the production of tele 
vision images, and means for utilizing said 
synchronizing current to control said image 
producing apparatus. 

6. A transmission receiving system com 
prising means for concurrently receiving a 
plurality of image currents each having 
spaced energy concentrations occurring at 
mutually exclusive frequency positions and 
representing the tone value of elemental areas 
of a picture or other object and extending 
over a wide band of frequencies and non 
image currents respectively occupying ex 
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clusive frequency bands within a frequency 
range having a width of the order of said 
wide band of image currents, and means for 
selecting and directing each of said currents 
into a separate channel. 

7. The combination with a scanning field 
of means for simultaneously and repeatedly 
scanning a plurality of line series of ele 
mental areas of said field in substantially 
parallel lines, light sensitive means for sep 
arately receiving light from each scanning of 
said field as it is scanned and a source of cur 
rent for said light sensitive means whereby a 
plurality of photoelectric currents are gen 
erated each having a plurality of frequency 
components, means for electrically shifting 
the frequency of said components, filtering 
means for selecting frequency components 
from within the range of frequencies thus 
generated, and image producing means for 
utilizing the said currents. 

8. The method of transmission which com 
prises scanning a plurality of fields of view 
having different tone values, producing from 
said scannings a corresponding plurality of 
electric signaling currents containing one or 
more groups of frequency components of 
large amplitude, positioning the essential fre 
quency components of said currents in sub 
stantially non-interfering frequency posi 
tions, generating synchronizing current of 
a frequency outside of said groups, generat 
ing a telephone current having a frequency 
range outside of said groups and of said 
synchronizing current, and simultaneously 
transmitting all of said signaling currents 
over the same transmission medium. 

40 

45 

50 

55 

60 

9. The method of signaling which com 
prises successively scanning a field of view 
having different tone values, producing from 
said scanning a composite electric signaling 
current containing one or more groups of fre 
quency components of large amplitude, Sep 
arately generating a second composite sig 
naling current, and electrically shifting the 
frequencies of the components of one of said 
signaling currents to fit its components in 
between the components of the other of said signals. 

10. The method of signaling which com 
prises successively scanning a field of view 
having different tone values, producing from 
said scanning a composite electric signal 
ing current containing one or more groups of 
frequency components of large amplitude, 
separately generating a similar composite 
signaling current the frequency components 
of which substantially coincide in position 
with those of the first said composite elec 
tric signaling current, and electrically shift 
ing the frequencies of the components of one 

35 

of said signaling currents to fit its E. 
nents in between the components of the other 
of said signals. 

9 

11. The method of signaling which com prises successively scanning a portion of a 
field of view having different tone values, producing from said scanning a composite 
electric signaling current containing one or 
more groups of frequency components of 
large amplitude, separately generating a sec 
Ond composite signaling current by scanning 
another portion of said field, and electrically 
shifting the frequencies of the components 
of one of said signaling currents to fit its 
components into frequency positions in be-, 
tween the components of the other of said 
signaling currents. 

12. The method of signaling which com 
prises successively scanning a portion of a 
field of view having different tone values, producing from said Scanning a composite 
electric signaling current containing one or 
more groups of frequency components of 
large amplitude, separately generating a 
similar composite signaling current by scan 
ning another portion of said field the fre 
quency components of which substantially 
coincide in position with those of the first 
said composite electric signaling current, 
and electrically shifting the frequencies of 
the components of one of said signaling cur 
rents to fit its components into frequency po 
sitions in between the components of the 
other of said signaling current. 

13. The method of signaling which com 
prises successively scanning for a given color 
a field of view having different tone values, 
producing from said scanning a composite 
electric signaling current having one or more 
groups of frequency components of large 
amplitude, separately generating a second 
composite signaling current by successively 
scanning for another color the said field, and electrically shifting the frequency compo 
nents of one of said signaling currents to fit 
its components into frequency positions in 
between the components of the other of said 
signaling current. 

14. The method of signaling which com 
prises successively scanning for a given color 
a field of view having different tone values, 
producing from said scanning a composite 
electric signaling current having one or more 
groups of frequency components of large 
amplitude, separately generating a similar 
composite signaling current by successively 
scanning for another color the said field the 
frequency components of which substantial 
ly coincide in position with those of the 
first said composite-electric signaling cur 
rent, and electrically shifting the frequency 
components of one of said signaling currents 
to fit its components into the frequency po 
sitions in between the components of the 
other of said signaling current. 

15. The method of signaling which com 
prises a plurality of simultaneous successive 
scannings of line series of elemental areas 
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1o 
of a field of view having different tone. 
values, producing from said scannings a cor 
responding plurality of composite electric 
signaling currents each containing one or 

s more groups of s". components of large amplitude, and electrically shifting 
the uencies of the components of the said 
plurality of signaling currents so as to fit the 
components of each one of the said signaling 
currents into frequency positions in between 
the components of each of the other of the 
said signals. 

16. In an electro-optical system, the 
method of increasing the signal capacity of 

is the transmission medium' which tomprises 
generating a plurality of energy concentra: 
tions separated by substantially empty fre 
quency regions, and displacing, said energy 
concentrations of each of said signals by 

ae combining with carrier currents of suitable 
frequency to produce combination frequency 
bands for all of said signals which occupy 
substantially tly exclusive frequency 
positions in the combined frequency spec 

as trum of all signals. ' \ 17. In an electro-optical system, the 
method of substantially removing the elec 
trical energy from certain frequency regions 
which comprises' generating a plurality of 

so fundamental signal frequencies having a 
plurality of energy concentrations at sub stantially uniformly spaced frequency posi 
tions, displacing said energy concentrations 
of each of said signals by combining with 

as carrier currents of suitable frequency to pro 
duce combination frequency bands for all 
of said signals, and employing the substan 
tially vacated frequency regions for the 
transmission of other signals. 

18. In combination, means for scanning a 
plurality of fields of view and generating a 

of different photoelectric currents 
having energy concentrations occurring at 
the scanning frequency and multiples there 

is of, means for generating, carrier currents, means for combining said photoelectric cur 
rents with the said carrier currents having frequencies arranged for displacing the en 
ergy concentrations of the different signals 

is after modulation of the said carrier currents 
to substantially mutually exclusive fre 
quency positions in the combined spectrum 
of all of the said modulated. signals, and 
means for impressing the modulated cur 

(.56 rents upon a single transmission circuit. 
19. In combination, means for scanning a 

plurality of fields of view and generating a 
prig of different television currents hav energy concentrations occurring at the 
E.E. and multiples thereof, means for generating carrier currents, means 

for modulating with said television currents 
the said carrier currents having frequencies 

inged for displacing the energy concen 
Strations of the different signals to substan. 
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tially mutually exclusive frequency positions 
in the combined spectrum of all of the result 
ant modulated signals, means for impressing 
the resultant modulated currents upon a sin 
gle transmission circuit, means for transmit- ro 
ting said modulated currents, means for sep 
arating and demodulating each of said mod 
ulated signal currents, and scanning means 
for translating each of said demodulated 
television signal currents into images. 

20. In combination, a television and a tele hone system simultaneously transmitting 
oth television signals and telephonic signals 

in mutually exclusive frequency positions 
over a single transmission medium, compris 
ing means for scanning a plurality of fields 
of view and generating a corresponding plu 
rality of television currents having energy 
concentrations occurring at Scanning fre 
quencies and multiples thereof, means for 
enerating carrier currents, means for com 
ining said television currents with said car 

rier currents having frequencies arranged 
for displacing the energy concentrations of 
the different signals, after modulation of said 
carrier currents, to substantially mutually 
exclusive frequency positions in the combined 
spectrum of all of the resultant modulated signals, and means for generating telephonic 
signals having a frequency range occupying 9a 
a frequency position different from that oc 
cupied by the television signals, means for 
impressing said telephonic signals upon the 
said transmission medium over which the 
television signals are transmitted, and image 
and sound producing means for utilizing the 
said currents. 

In witness whereof, I hereunto subscribe 
my name this 18th day of April, 1929. 

FRANK GRAY. 
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