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This invention relates to a new and im proved cigarette holder having for its ob. ject, among other things, the production of 
an article of this character wherein tine 
draft, upon the cigarette is controlled as well 
as the volume of smoke and nicotine there 
from. Thus, a medium smoke may be had 
with the absolute minimum of nicotine pass 
ing into the mouth of the smoker. The details and arrangement of parts will 
be apparent from an inspection of the ac 
companying drawings, in connection with the description hereinafter contained, and 
wherein a preferred embodiment of the in 
vention is disclosed for the FEEE of im parting an understanding of the same. 

Referring to the drawings, in which like 
numerals of reference designate like parts 
in the several figures, O . Figure 1 is alongitudinal sectional view 
of my improved cigarette holder; . 

Figure 2 is an end view; 
Figure 3 is a plan view; and Figure 4 is an enlarged plan view of the 

sleeve member. - In the practice of my inyention I provide 
a member 10, which is held in the mouth of the smoker as is usual, and provided with a 
head portion 11 within the bore of which is 
fixed a plate 12 having an opening or orifice 
13therethrough. . . . . . . . This plate is shown as being held within 
the bore by projecting into an annular groove. Inassembly, the disk which is sufi 
ciently flexible, is passed into the bore from 
the outer end thereof, and Snaps into place when it registers with the groove. This ar 
rangement of the disk results in the product 
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tion of the chamber 16 upon one side thereof 
and a chamber 14 upon the other side of the 
disk, into which opens the orifice 15 through 
the member 10. Through the outer wall of the head port 
tion 11 are the ports1 and 18 arranged upon opposite sides of the plate 12. Slid 
ably, and rotatably mounted upon this head 
portion is the sleeve 25 which is limited in its outward movement by the engagement of 
the head 19 thereon with the shoulder 20. 
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Through the wall of the sleeve 25 area. plurality of ports severally designated 21, 
22 and 23. The ports 21 and 22 are in the 
same axial line and the same distance apart -as the ports 17 and 18, and the port 23 is in 
the same peripheral line as the port 22, so 

upon the cigarette contains a sufficient gian 

1925, serial No. 27,187. 
that a slight rotation of the sleeve upon the 
head portion will cause the ports 21 and 22 
to register with the ports 17 and 
port 23 with the port 18. 
In use a cigarette illustrated in the draw 
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the plate 12 is of such size that it will per 
mit a draft upon the cigarette of sufficient . 65 strength to smoke the same at a moderate 
speed and also limit both the speed and vol 
ume of smoke that will pass therethrough. 
If the ports 17 and 18 are covered by the 

sleeve 25the smoke from the cigarette will 
carry the nicotine with it into the mouth of 
the Smoker as is usual. The volume of 
smoke that will pass through the orifice 15 may be very materially reduced and the 
volume of the nicotine almost entirely elimi nated by permitting oxygen from the air to 
enter into either one or both of the cham 
bers.14 and 16. The minimum quantity of air is admitted when the port 23 registers 
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by the broken lines 24, is inserted in the 
open end of the sleeve 25. The orifice 13 in 
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with the port 18 and the maximum quantity. 
when the ports 21 and 22 register with the 
ports 17 and 18. Experimentation with the ordinary ciga 
rette holder shows that the smoke exhaled, 
from the mouth of the smoker after a puff 
tity of nicotine to noticeably discolar a 
white cloth placed over the mouth, and that with the use of the cigarette holder, herein 
shown with the ports-23 and 18 in register 
with each other this discoloration is very. materially decreased and when the smoke 
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is exhaled after using the holder with the 
ports 21 and 22 in register with the ports 17 
and 18 the discoloration is entirely absent, 
thus demonstrating that the nicotine has 
been dissipated. While I have shown my invention as ap plied to a cigarette holder, nevertheless it is 
equally as well adapted for attachment to . 
the stem of a pipe. . 
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100. 
After a cigarette has been smoked, it is 

ejected from the holder by merely sliding the 
sleeve, along the head portion 11. 
What I claim as new and desire to secure 

by Letters Patent, is:- - 1. In a device of the character described; a 
member having a bore with an annular 
groove in the wall thereof and a plurality of 
ports that open into the bore S. opposite sides of the groove; an apertured plate sepa 
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rably secured within the said groove; and a 
sleeve upon the member, having ports 
through the wall thereof which register with the ports in the member. 
2. In a device of the character described; a member having a bore; a separable plate 

within, the bore having a port therethrough 
substantially parallel with its axis, and 
whereby said bore is divided into chambers 
connected by said port; and a port through' 
the wall of the member for eagh of the chambers. 
3. In a device of the character described; a member having a bore; a separable plate 

within the bore having a port therethrough 
substantially parallel with its axis, where 
by said bore is divided into chambers con 
nected by said port, and a port through the 
wall of the member for each of the cham 
bers; and a sleeve movably mounted upon 
the member having ports therein which 
register with the first mentioned ports. 
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4. In a device of the character described; 
a member having a bore therein; and a plu 
rality of ports through the wall thereof; a 
plate having an opening therethrough and 
separably secured within the bore between 
said ports; and a sleeve with ports there 
through that register with the first men 
tioned ports, and having a longitudinal and 
rotary movement unon the member. 

5. In a device of the character described; 
a member having a bore therein and a plu 
rality of ports through the wall thereof; a 
separable plate, having an opening there 
through, within said bore between the said 
ports; and a sleeve encircling the member, 
having ports therethrough in the same axial 
line that register with said ports; and an 
other port in the same peripheral line as one of said ports. 
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In testimony whereof, I have hereunto af fixed my signature. 
CLIFFORD D. ROSAN. 


