Three or more base optical materials are selectively combined into a trans-gradient index (GRIN) optical element (e.g., a lens). A wavelength-dependent index of refraction for light propagating perpendicular to the three or more optical materials equals: a volume fraction of a first optical material multiplied by a refractive index of the first optical material, plus a volume fraction of a second optical material multiplied by a refractive index of the second optical material, plus one minus the volume fraction of the first optical material and the volume of the second optical material all multiplied by the refractive index of a third optical material. The wavelength-dependent index of refraction distribution and a refractive index dispersion through the GRIN optical element may be independently specified from one another. A local refractive index at any point in the optical element is a fixed function of a refractive index of each individual optical material.

Published:
— with international search report (Art. 21(3))
INDEPENDENT CONTROL OF BOTH INDEX AND DISPERSION IN GRADIENT INDEX OPTICS

Law Docket No. 104507-WO1

BACKGROUND

Government Interest

The embodiments herein may be manufactured, used, and/or licensed by or for the United States Government without the payment of royalties thereon.

Cross Reference to Related Application

This application claims the benefit of U.S. Provisional Patent Application No. 62/408,099 filed on October 14, 2016.

Technical Field

The embodiments herein generally relate to optics, and more particularly to gradient index optics.

Description of the Related Art

Engineering a gradient index (GRIN) distribution in a lens is a known potential benefit to optical design. In a GRIN lens, the material is not a constant throughout the lens, whereby light rays bend within the lens as well as at the surface. Primary, seminal works on GRIN optics concentrated on descriptions of the refractive index distribution within a lens as a mathematical construct as has been described by Sands, P. J., "Inhomogeneous lenses II. Chromatic paraxial aberrations," J. Opt. Soc. Am. 61(6) 777-783 (1971). The
research is based on an extension of third-order aberration theory in optics, which treats the behavior of light rays as a combination of perfect behavior plus aberrations, where different aberrations are defined according to algebraic expressions which have different contributions from each lens element in an optical system. An algebraic description of these light rays required a similarly algebraic description of the index function and its variation with color. To be compatible with the treatment, the index function and its variation with color was simply assigned a multi-order polynomial expansion function, as further described by Krishna, K. S. R. et al., "Chromatic aberrations of radial gradient-index lenses. 1. Theory," Appl. Opt. 35(7) 1032-6 (1996). A GRIN lens may be approximated this way, after the fact. However, what is missing is how to predict what those properties would be for a lens, because in such a treatment there is no connection to the materials which make up the GRIN.

SUMMARY

In view of the foregoing, an embodiment herein provides a method comprising providing three or more base optical materials comprising a first base optical material, a second base optical material, and a third base optical material; selectively combining the three or more base optical materials into a set of trans-GRIN materials; and using the set of trans-GRIN materials to independently control both an index of refraction distribution and an optical dispersion distribution through a GRIN optical element. A wavelength-dependent index of refraction for light propagating perpendicular to the three or more base optical materials may equal: a volume fraction of the first base optical material multiplied by a refractive index of the first base optical material, plus a volume fraction of the second base optical material multiplied by a refractive index of the second base optical material,
plus one minus the volume fraction of the first base optical material and the volume of the
second base optical material all multiplied by the refractive index of the third base optical
material.

A local refractive index at any point in the GRIN optical element is a fixed function
of a refractive index of each individual base optical material of the three or more base
optical materials. The three or more base optical materials may comprise polymer
materials. The three or more base optical materials may comprise any of polyethylene
naphthalate, an isomer thereof, a polyalkylene terephthalate, a polyimide, a polyetherimide,
a styrenic polymer, a polycarbonate, a poly(meth)acrylate, a cellulose derivative, a
copolymer, a fluorinated polymer, a chlorinated polymer, a polysulfone, a
polyethersulfone, polyacrylonitrile, a polyamide, polyvinyl acetate, a polyether-amide, a
styrene-acrylonitrile copolymer, a styrene-ethylene copolymer, poly(ethylene-1,4-
cyclohexylenedimethylene terephthalate), an acrylic rubber, isoprene, isobutylene-
isoprene, butadiene rubber, butadiene-styrene-vinyl pyridine, butyl rubber, polyethylene,
chloroprene, epichlorohydrin rubber, ethylene-propylene, ethylene-propylene-diene,
nitrile-butadiene, polyisoprene, silicon rubber, styrene-butadiene, and urethane rubber.
The three or more base optical materials may comprise glass. The three or more base
optical materials may comprise different materials.

Another embodiment provides a trans-GRIN lens comprising a selective
combination of three or more base optical materials comprising a first base optical material,
a second base optical material, and a third base optical material, wherein a wavelength-
dependent index of refraction for light propagating perpendicular to the combined three or
more base optical materials comprises a combination of: a volume fraction of the first base
optical material combined with a refractive index of the first base optical material, a volume
fraction of the second base optical material combined with a refractive index of the second base optical material, and one minus the combined volume fraction of the first base optical material and the volume of the second base optical material all multiplied by the refractive index of the third base optical material. The wavelength-dependent index of refraction distribution and a refractive index dispersion through the GRIN lens are independently specified from one another. A local refractive index at any point in the lens is a fixed function of a refractive index of each individual base optical material of the three or more base optical materials. The three or more base optical materials may comprise polymer materials. The polymer materials may comprise thermoplastic polymeric materials. The three or more base optical materials may comprise glass. The three or more base optical materials may comprise different materials.

Another embodiment provides a system comprising a fusing device that selectively combines at least three base optical materials into one GRIN lens, and a control unit that drives the fusing device to independently control both an index of refraction distribution and an optical dispersion distribution through the GRIN lens. The at least three base optical materials comprise a first base optical material, a second base optical material, and a third base optical material, wherein the index of refraction distribution \( \eta(\lambda)^2 \) for light propagating perpendicular to the combined at least three base optical materials is represented by:

\[
\eta(\lambda)^2 = \phi_A \eta_A(\lambda)^2 + \phi_B \eta_B(\lambda)^2 + (1 - \phi_A - \phi_B) n_C(\lambda)^2, \tag{1}
\]

wherein \( \phi_A \) is a volume fraction of the first base optical material, \( \phi_B \) is a volume fraction of the second base optical material, \( \phi_C \) is a volume fraction of the third base optical material, \( \eta_A(\lambda)^2 \) is a refractive index of the first base optical material, \( \eta_B(\lambda)^2 \) is a refractive index of the second base optical material, and \( n_C(\lambda)^2 \) is a refractive index of the third base optical material. In an embodiment, \( n_A(\lambda) < n_B(\lambda) < n_C(\lambda) \), and volume fractions \( \phi_A \) and
φB may be both non-negative values whose sum is less than 1. The at least three base optical materials may comprise polymer materials. The at least three base optical materials may comprise glass.

These and other aspects of the embodiments herein will be better appreciated and understood when considered in conjunction with the following description and the accompanying drawings. It should be understood, however, that the following descriptions, while indicating preferred embodiments and numerous specific details thereof, are given by way of illustration and not of limitation. Many changes and modifications may be made within the scope of the embodiments herein without departing from the spirit thereof, and the embodiments herein include all such modifications.

BRIEF DESCRIPTION OF THE DRAWINGS

The embodiments herein will be better understood from the following detailed description with reference to the drawings, in which:

FIG. 1 is a block diagram of a system, according to an embodiment herein;

FIG. 2 is a flow diagram illustrating a method, according to an embodiment herein;

FIG. 3A is a graph illustrating a first index vs. dispersion curve, according to an embodiment herein;

FIG. 3B is a graph illustrating a second index vs. dispersion curve, according to an embodiment herein;

FIG. 3C is a graph illustrating a third index vs. dispersion curve, according to an embodiment herein;
FIG. 4A is a graph illustrating a fourth index vs. dispersion curve, according to an embodiment herein;

FIG. 4B is a graph illustrating an index slope vs. index curve, according to an embodiment herein;

FIG. 5A is a cross-sectional diagram illustrating stacked optical materials, according to an embodiment herein;

FIG. 5B is a cross-sectional diagram illustrating a ternary material, according to an embodiment herein; and

FIG. 5C is a cross-sectional diagram illustrating a material with two dopants, according to an embodiment herein.

DETAILED DESCRIPTION

The embodiments herein and the various features and advantageous details thereof are explained more fully with reference to the non-limiting embodiments that are illustrated in the accompanying drawings and detailed in the following description. Descriptions of well-known components and processing techniques are omitted so as to not unnecessarily obscure the embodiments herein. The examples used herein are intended merely to facilitate an understanding of ways in which the embodiments herein may be practiced and to further enable those of skill in the art to practice the embodiments herein. Accordingly, the examples should not be construed as limiting the scope of the embodiments herein.

An embodiment herein provides an optical lens configuration technique, enabling an optical engineer to tailor both the refractive index distribution and refractive index
dispersion within a single optical element, independently. The embodiments herein provide a
trans-GRIN lens, which uses three or more base materials, and blends them in a way that
allows for independent control of both the index and dispersion throughout the lens. The
canonical literature for GRIN lens design generally fails to connect GRIN distributions with
material distributions, which the embodiments herein overcome. Referring now to the
drawings, and more particularly to FIGS. 1 through 5C, where similar reference characters
denote corresponding features consistently throughout the figures, there are shown
exemplary embodiments.

The use of three or more base optical materials within a single optical element to
control both an index distribution and, independently, the optical dispersion distribution
throughout the element volume, as provided by the embodiments herein, is a departure from
conventional GRIN technology. Optical dispersion is the variation of the refractive index
with wavelength. All materials exhibit dispersion, which means each lens element in a
GRIN lens treats different wavelengths of light differently. Any system, GRIN or
otherwise, designed for more than one wavelength must account for this effect.

A GRIN lens comprising two materials may be designed to control the relative
concentration of the two component materials, at a length scale much smaller than the
wavelength of light. An example two component polymer GRIN lens and method of
fabrication is described in U.S. Patent No. 7,002,754, the complete disclosure of which, in
its entirety, is herein incorporated by reference. In such cases the local refractive index at
any point is some fixed function of the refractive index of each individual material. For
example, in a nanolayered system of polymers A and B, where each layer is much thinner
than the wavelength of light, the wavelength-dependent index of refraction $\eta(\lambda)$ for light propagating perpendicular to the layers is given by:

$$\eta(\lambda)^2 = \phi_A n_A(\lambda)^2 + (1 - \phi_A) n_B(\lambda)^2$$  \hspace{1cm} (1)

where $\phi_A$ is the volume fraction of polymer A, $n_A(\lambda)$ is the refractive index of polymer A, and $n_B(\lambda)$ is the refractive index of polymer B. Since $\phi_A$ is a volume fraction, its value is between 0 and 1. Moreover, a GRIN can be created by generating a position-dependent variation in the relative weight fraction $c_{pA}(r)$ of polymer A. Once defined, however, the dispersion distribution $dn(r)/dX$ of such a GRIN is fixed, because the index depends on the single position-dependent variable $c_{pA}(r)$. In other words, since the index for a GRIN blended from A and B depends on the single variable $\phi_A$ then this variable also describes all the dispersion information, as well.

With a given material pair to generate the GRIN effect, however, there is a fixed relationship between the index distribution and the distribution of dispersion. The bandwidth over which achromatic performance can be achieved is limited to the fixed relationship between the material pair and their dispersion curves.

The model given in Eq. (1) is only one of many models that can relate the volume fraction $\phi_A$ to index. Also, there are other common GRIN systems, such as ion-diffused glass systems, whose index can’t be described as a simple, linear combination of two dispersion curves. However, what most of these systems share is the single-parameter dependence of index on position, such as the relative concentration of the mobile ion in ion-diffused glasses. With only a single parameter to describe the index, the fixed relationship between index and dispersion remains.
In the trans-GRIN methodology provided by the embodiments herein, Eq. (1) is expanded to include the addition of a third constituent material. The index for a ternary material system can be described by:

$$\eta(\lambda)^2 = \phi_A n_A(X)^2 + \phi_B n_B(X)^2 + (1 - \phi_A - \phi_B) n_C(X)^2$$  \hspace{1cm} (2)

where it will be assumed that $nA(\lambda) < nB(\lambda) < nC(\lambda)$, and the volume fractions $\phi_A$ and $\phi_B$ make physical sense; i.e., that they are both non-negative values whose sum is less than 1, with the constraint that $\phi_C$ is given by $(1 - \phi_A - \phi_B)$.

A consequence of this model is that there are identical values of index achieved by a whole set of different materials. Since $nB(\lambda)$ lies between the values for A and C, for example, one can achieve $nB(\lambda)$ by constructing a pure B material ($\phi_B = 1, \phi_A = \phi_C = 0$) or by having no B material, and blending A and C in just the right amounts to average out to $nB(\lambda)$. Depending on the nature of the three pure materials, these two different choices could have vastly different dispersion values.

The freedom afforded by the third material is that, for a range of index values between the minimum $nA$ and maximum $nC$ values of index, the index $n$ and dispersion $dn/d\lambda$ may be selected independently. For example, a material with the same intermediate index $nX$ can be achieved with either a relatively A-rich or a relatively C-rich mixture. When the A material has less dispersion than the C material, the former mixture will have less dispersion than the latter, affording optical engineers a choice of dispersion values for the same index value $nX$. An immediate extension of this concept is that, should a fourth material be added, the index, the first-order dispersion, and the second-order dispersion $d^2n/d\lambda^2$ may be specified independently. For each new material added to a blend, an additional order of the dispersion may be controlled. The above process describes the
origin of material combinations which may, as a set, be used to fabricate a gradient index optical element. The processes of fabricating a GRIN optic are separate, and may include: (a) stacking, molding, and shaping a multilayered polymer lens, (b) cutting and polishing ion-exchanged glass blanks (rods, flats, or slumped flats) containing multi-component diffused species, (c) additive manufacturing techniques, such as ink-jet printing, which might start with print heads that contain (i) pre-mixed trans-GRIN materials, or (ii) base materials, to form trans-GRIN materials simultaneously during the printing of the GRIN element, or (d) any other process which leverages the combination of three or more materials to provide independent control of both index and dispersion distributions throughout a GRIN optic.

FIG. 1 is a block diagram of a system 10, according to an embodiment herein. The system 10 comprises a fusing device 15 that selectively combines at least three base optical materials 25 into one trans-GRIN lens 30. The fusing device 15 receives each of the base optical materials 25, which may be configured as composite films comprising raw (pure) materials A, B, and C. Each composite film comprises a different refractive index. An ordered set of these multilayered composite films are assembled into a hierarchical multilayered composite GRIN sheet 26 with the desired index gradient. An example of a GRIN sheet 26 arranged in a composite stack 70 is shown in FIG. 5A. These multilayered composite GRIN sheets 26 are shaped into a lens 30. Sheet 26 may comprise a whole set of different materials, each with its own ratio of $A_x:B_y:C_z:<<D>\text{etc.}>$, which are combined into a GRIN lens 30. Each multilayered polymer composite film may comprise up to 500,000 layers alternating between at least three types of materials: A, B, and C.

A control unit 20 drives the fusing device 15 to independently control both an index of refraction distribution and an optical dispersion distribution through the GRIN lens 30.
The at least three base optical materials 25 comprise a first base optical material A, a second
base optical material B, and a third base optical material C, wherein the index of refraction
distribution \( \eta(\lambda) \) for light propagating perpendicular to the combined at least three base
optical materials is represented by Eq. (2). Intervening components, devices, and sub-
systems may be included in between the various components and devices shown in FIG. 1, but are not depicted for the sake of clarity.

FIG. 2, with reference to FIG. 1, is a flow diagram illustrating a method 50 comprising providing (52) three or more base optical materials 25 comprising a first base optical material A, a second base optical material B, and a third base optical material C. The method 50 may further comprise selectively combining (54) the three or more base optical materials 25 into a set of trans-GRIN materials 26, wherein a wavelength-dependent index of refraction for light propagating perpendicular to the three or more base optical materials 25 is represented by Eq. (2).

The method 50 may further comprise using (56) the trans-GRIN materials 26 to independently control both an index of refraction distribution and an optical dispersion
distribution through a GRIN optical element (e.g., GRIN lens 30). A local refractive index at any point in the GRIN optical element (e.g., GRIN lens 30) is a fixed function of a refractive index of each individual base optical material of the three or more base optical materials 25. The three or more base optical materials 25 may comprise glass, in one example. The three or more base optical materials 25 may comprise different materials, in another example. The three or more base optical materials 25 may include blends of two or more polymers or copolymers, and may comprise components that are substantially miscible, thus not affecting the transparency of the blend. Example polymeric materials
include a poly(vinylidene fluoride) (PVDF) and copolymers thereof, a poly(methyl methacrylate), a poly(ethylene naphthalate) (PEN), and a polycarbonate.

The three or more base optical materials 25 may comprise polymer materials, in an example. As used herein, the term "polymer" may refer to a material having a weight average molecular weight (Mw) of at least 5,000. In another example, the polymer comprises an organic polymer material. In an embodiment, the polymer materials may comprise thermoplastic polymeric materials, such as glassy, crystalline, or elastomeric materials.

Furthermore, in another example, the three or more base optical materials 25 may comprise any of polyethylene naphthalate, an isomer thereof, a polyalkylene terephthalate, a polyimide, a polyetherimide, a styrenic polymer, a polycarbonate, a poly(meth)acrylate, a cellulose derivative, a polyalkylene polymer, a fluorinated polymer, a chlorinated polymer, a polysulfone, a polyethersulfone, polyacrylonitrile, a polyamide, polyvinyl acetate, a polyether-amide, a styrene-acrylonitrile copolymer, a styrene-ethylene copolymer, poly(ethylene-1,4-cyclohexylenedioxy-methylene terephthalate), an acrylic rubber, isoprene, isobutylene-isoprene, butadiene rubber, butadiene-styrene-vinyl pyridine, butyl rubber, polyethylene, chloroprene, epichlorohydrin rubber, ethylene-propylene, ethylene-propylene-diene, nitrile-butadiene, polyisoprene, silicon rubber, styrene-butadiene, and urethane rubber.

FIGS. 3A through 3C, with reference to FIGS. 1 and 2, are graphs illustrating index vs. dispersion curves, according to the embodiments herein. FIG. 3A shows bolded curves 60a, 60b which represent the dispersion functions of two base materials which may be combined to form a set of materials with index curves that lie between them. While these
particular curves correspond to the optical polymers styrene acrylonitrile (SAN) and poly(methyl methacrylate) (PMMA), it is understood that the concept is generalized to any two materials which may be combined to form a gradient index optical element. The intermediate, thinner curve 60c in FIG. 3A represents one particular blend of SAN and PMMA, with -54% SAN. FIG. 3B contains the same three curves 60a, 60b, 60c as depicted in FIG. 3A with the addition of a third bold curve 60d representing a third optical polymer, TOPAS® material. TOPAS® material has an index of refraction equal to that of the intermediate curve 60c at a wavelength of approximately 0.5 μm. TOPAS® material, however, is less dispersive. In other words, the slope of the TOPAS® material dispersion curve 60d is shallower than the slope of the 54% SAN:PMMA dispersion curve 60c. FIG. 3C illustrates, as thin lines, the dispersion curves 60e for a family of materials which would be generated if one were to blend TOPAS and 54% SAN:PMMA together, in analogy to the way in which SAN and PMMA are blended together in FIG. 3A. All the intermediate materials have identical index values at the wavelength of approximately 0.5 μm, but each has a different dispersion.

FIGS. 4A and 4B, with reference to FIGS. 1 through 3C, represent the broader range of materials offered by a ternary material combination, according to an embodiment herein. FIG. 4A depicts the dispersion curves 61a, 61b, 61c of materials A, B, and C (which for the sake of illustrative values represent PMMA, SAN, and TOPAS® material in these curves, respectively). Also depicted by tangent lines 62a, 62b, 62c are the slopes of these curves 61a, 61b, 61c, respectively, at a specific, design wavelength of approximately 0.5 μm. In FIG. 4B, the shaded area 65 represents the combinations of index and dispersion available to a ternary blend of optical materials 25 provided by the embodiments herein. Each vertex (denoted by a triangle, circle, and square) of the shaded area 65 represents one of the three,
base materials, as given by the values of FIG. 4A. Each edge of the polygon (which, strictly speaking, would be slightly curved) represents the possible binary combinations of the two base materials which they connect. For example, the longest edge between material A (triangle) and material B (square) represents the all values accessed by a binary combination of A and B. By adding the third material C, however, one adds not just the two extra edges on this plot - it opens up the entire space bounded between them. The greater the separation between the original vertices, the greater the area afforded by a ternary mixture among them, and the greater choice of material values afforded to an optical design engineer. The family of curves illustrated in FIG. 3C are represented on FIG. 4B as the vertical line which connects vertex C (TOPAS® material) to the AB edge. All the materials along this line have the same index value at approximately 0.5μm but different dispersion values, which demonstrates the ability to independently control both index and dispersion throughout a GRIN optical element, in accordance with the embodiments herein.

FIGS. 5A through 5C, with reference to FIGS. 1 through 4B, illustrate several cross-sectional diagrams illustrating base optical materials A, B, and C arranged in different ways to form an A:B:C ternary blend 70 according to an embodiment herein. In FIG. 5A, for example, materials A, B, and C are layered with a period small enough (<λ/10) that the composite blend 70 acts as an effective medium. The composite blend 70 may be formed by extruding and layering materials A, B, and C. The multilayered polymer composite films may be fabricated with a range of refractive indexes and an arbitrarily small index difference between them. In one example, this may be accomplished by altering the relative thicknesses of the A, B, and C layers. Similarly, FIG. 5B shows another embodiment of a ternary material - subwavelength doping of materials B and C into a host A, in such a way that local volumes (< (λ/10)³) have controlled volume fractions of B and C. FIG. 5C
represents a material with two dopants which could be co-diffused into a host to control its optical properties. In each of FIGS. 5A through 5C, the diagrams represent a single ternary combination. A trans-GRIN lens would be fabricated through the assembly of a whole set of these combinations, utilizing the independent control of index and dispersion to meet optical design goals.

The embodiments herein combine three or more base materials 25 into a single trans-GRIN lens 30. While a two-material GRIN blend may provide flexibility in designing a customizable refractive index profile inside a lens, a three-material (or higher) GRIN lens 30, as provided by the embodiments herein, provides the degrees of freedom necessary to independently specify the dispersion profile inside the lens 30.

The foregoing description of the specific embodiments will so fully reveal the general nature of the embodiments herein that others may, by applying current knowledge, readily modify and/or adapt for various applications such specific embodiments without departing from the generic concept, and, therefore, such adaptations and modifications should and are intended to be comprehended within the meaning and range of equivalents of the disclosed embodiments. It is to be understood that the phraseology or terminology employed herein is for the purpose of description and not of limitation. Therefore, while the embodiments herein have been described in terms of preferred embodiments, those skilled in the art will recognize that the embodiments herein may be practiced with modification within the spirit and scope of the appended claims.
CLAIMS

What is claimed is:

1. A method comprising:
   providing three or more base optical materials comprising a first base optical material, a second base optical material, and a third base optical material;
   selectively combining the three or more base optical materials into a set of trans-gradient index (GRIN) materials; and
   using the set of trans-GRIN materials to independently control both an index of refraction distribution and an optical dispersion distribution through a GRIN optical element.

2. The method of claim 1, wherein a wavelength-dependent index of refraction for light propagating perpendicular to the three or more base optical materials equals:
   a volume fraction of the first base optical material multiplied by a refractive index of the first base optical material, plus
   a volume fraction of the second base optical material multiplied by a refractive index of the second base optical material, plus
   one minus the volume fraction of the first base optical material and the volume of the second base optical material all multiplied by the refractive index of the third base optical material.
3. The method of claim 1, wherein a local refractive index at any point in the GRIN optical element is a fixed function of a refractive index of each individual base optical material of the three or more base optical materials.

4. The method of claim 1, wherein the three or more base optical materials comprise polymer materials.

5. The method of claim 1, wherein the three or more base optical materials comprise any of polyethylene naphthalate, an isomer thereof, a polyalkylene terephthalate, a polyimide, a polyetherimide, a styrenic polymer, a polycarbonate, a poly(meth)acrylate, a cellulose derivative, a polyalkylene polymer, a fluorinated polymer, a chlorinated polymer, a polysulfone, a polyethersulfone, polyacrylonitrile, a polyamide, polyvinyl acetate, a polyether-amine, a styrene-acrylonitrile copolymer, a styrene-ethylene copolymer, poly(ethylene-1,4-cyclohexylenedimethylene terephthalate), an acrylic rubber, isoprene, isobutylene-isoprene, butadiene rubber, butadiene-styrene-vinyl pyridine, butyl rubber, polyethylene, chloroprene, epichlorohydrin rubber, ethylene-propylene, ethylene-propylene-diene, nitrile-butadiene, polyisoprene, silicon rubber, styrene-butadiene, and urethane rubber.

6. The method of claim 1, wherein the three or more base optical materials comprise glass.

7. The method of claim 1, wherein the three or more base optical materials comprise different materials.
8. A trans-gradient index (GRIN) lens comprising:

   a selective combination of three or more base optical materials comprising a first base optical material, a second base optical material, and a third base optical material,

   wherein a wavelength-dependent index of refraction for light propagating perpendicular to the combined three or more base optical materials comprises a combination of:

   a volume fraction of the first base optical material combined with a refractive index of the first base optical material,

   a volume fraction of the second base optical material combined with a refractive index of the second base optical material, and

   one minus the combined volume fraction of the first base optical material and the volume of the second base optical material all multiplied by the refractive index of the third base optical material.

9. The GRIN lens of claim 8, wherein the wavelength-dependent index of refraction distribution and a refractive index dispersion through the GRIN lens are independently specified from one another.

10. The GRIN lens of claim 8, wherein a local refractive index at any point in the lens is a fixed function of a refractive index of each individual optical material of the three or more base optical materials.
11. The GRIN lens of claim 8, wherein the three or more base optical materials comprise polymer materials.

12. The GRIN lens of claim 8, wherein the polymer materials comprise thermoplastic polymeric materials.

13. The GRIN lens of claim 8, wherein the three or more base optical materials comprise glass.

14. The GRIN lens of claim 8, wherein the three or more base optical materials comprise different materials.

15. A system comprising:

   a fusing device that selectively combines at least three base optical materials into one gradient index (GRIN) lens; and

   a control unit that drives the fusing device to independently control both an index of refraction distribution and an optical dispersion distribution through the GRIN lens.

16. The system of claim 15, wherein the at least three base optical materials comprise a first base optical material, a second base optical material, and a third base optical material, wherein the index of refraction distribution \( (\eta(\lambda))^2 \) for light propagating perpendicular to the combined at least three base optical materials is represented by:

\[
\eta(\lambda)^2 = \phi_A \eta_A(\lambda)^2 + \phi_B \eta_B(\lambda)^2 + (1 - \phi_A - \phi_B) \eta_C(\lambda)^2,
\]

and wherein \( \phi_A \) is a volume fraction of the first base optical material, \( \phi_B \) is a volume fraction of the second base optical material, \( \phi_C \) is a
volume fraction of the third base optical material, $\eta_\Lambda(\lambda)^2$ is a refractive index of the first base optical material, $n_B(\lambda)^2$ is a refractive index of the second base optical material, and $n_C(\lambda)^2$ is a refractive index of the third base optical material.

17. The system of claim 16, wherein $n_A(\lambda) < n_B(\lambda) < n_C(\lambda)$.

18. The system of claim 16, wherein volume fractions $\phi_A$ and $\phi_B$ are both non-negative values whose sum is less than 1.

19. The system of claim 15, wherein the at least three base optical materials comprise polymer materials.

20. The system of claim 15, wherein the at least three base optical materials comprise glass.
FIG. 2

50

52

PROVIDING THREE OR MORE BASE OPTICAL MATERIALS

54

SELECTIVELY COMBINING THE THREE OR MORE BASE MATERIALS INTO A SET OF TRANS-GRADIENT INDEX (GRIN) MATERIALS.

56

USING THE SET OF TRANS-GRIN MATERIALS TO INDEPENDENTLY CONTROL BOTH AN INDEX OF REFRACTION DISTRIBUTION AND AN OPTICAL DISPERSION DISTRIBUTION THROUGHOUT A GRIN OPTICAL ELEMENT.
INTERNATIONAL SEARCH REPORT

PCT/US2017/054829

A. CLASSIFICATION OF SUBJECT MATTER
G02B 3/00(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G02B 3/00; G02B 6/26; G02B 1/02; G02B 3/02; C03C 4/00

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords:GRIN lens, independent, equation, ternary and combine

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 7002754 B2 (BAE et al.) 21 February 2006 See column 1, lines 11-17, column 3, line 59 - column 8, line 62, column 12, lines 4-26 and figures 7-8.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2016-0238746 AI (LOCKHEED MARTIN CORPORATION et al.) 18 August 2016 See paragraphs [0028]- [0032] and figure 1.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2015-0362626 AI (PANASONIC INTELLECTUAL PROPERTY MANAGEMENT CO., LTD.) 17 December 2015 See paragraphs [0039]- [0068] and figures 1-5.</td>
<td>1-20</td>
</tr>
</tbody>
</table>

[[Further documents are listed in the continuation of Box C.]

See patent family annex.]

* Special categories of cited documents:
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search 08 January 2018 (08.01.2018)

Date of mailing of the international search report 08 January 2018 (08.01.2018)

Name and mailing address of the ISA/KR International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon, 35208, Republic of Korea

Facsimile No. +82-42-481-8578

Authorized officer
LEE, Jong Kyung

Telephone No. +82-42-481-3360

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 7002754 B2</td>
<td>21/02/2006</td>
<td>CN 100507628 C</td>
<td>01/07/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101019059 A</td>
<td>15/08/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1687664 A2</td>
<td>09/08/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1687664 A4</td>
<td>30/12/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1687664 Bl</td>
<td>29/06/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2595036 T3</td>
<td>27/12/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5052896 B2</td>
<td>17/10/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-1196081 Bl</td>
<td>01/11/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005-105191 Al</td>
<td>19/05/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005-057245 A2</td>
<td>23/06/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010-0135615 Al</td>
<td>03/06/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2015-0016775 Al</td>
<td>15/01/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2015-0219989 Al</td>
<td>06/08/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7426328 B2</td>
<td>16/09/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7643719 Bl</td>
<td>05/01/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8538208 B2</td>
<td>17/09/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8971679 B2</td>
<td>03/03/2015</td>
</tr>
<tr>
<td>US 2016-0238746 Al</td>
<td>18/08/2016</td>
<td>US 9340446 Bl</td>
<td>17/05/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103347686 A</td>
<td>09/10/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2629966 A2</td>
<td>28/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013-541738 A</td>
<td>14/11/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6110302 B2</td>
<td>05/04/2017</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2014-0060457 A</td>
<td>20/05/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-054482 A2</td>
<td>26/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-054482 A3</td>
<td>05/07/2012</td>
</tr>
</tbody>
</table>