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To all whom it may concern: 
Be it known that I, HUGH BROOM, of Cam 

bridge, in the county of Guernsey and State 
of Ohio, have invented certain new and use 
ful Improvements in Curtain - Fixtures, of 
Which the following is a specification: 
This invention relates to certain improve 

linents in that class of window-curtain fixtures 
in which the roller carrying the curtain or 
shade is suspended or hung upon the ends of 
cords, which pass over pulleys on the casing 
of the window-frame in such manner that by 
drawing or loosening such cords, the roller, 
With the shade, can be raised or lowered for 
shading or covering different parts of the 
Window. 
My invention consists in providing each 

end of the shade-roller with a bracket, to 
Which the ends of two cords are attached, the 
cords passing upward and over pulleys con 
nected With the window-casing at its top, and 
thence extending downward and around a 
barrel for winding or unwinding the cords, 
Said barrel being mounted on an axis, and 
provided with two heads, one of which has a 
stud engaging with a slot in a crank-handle, 
Which is pivoted on the axis of the barrel, 
and which handle operates in connection with 
a notched cap-plate secured to the end of the 
axis of the barrel, the crank being forced into 
engagement With ally of the notches in the 
Cap-plate by means of a suitable spring ar. 
ranged between the crank-handle and the 
head of the barrel, as will be fully hereinafter 
described. 

In the drawings, Figure I represents a front 
elevation of my invention; Fig. 2, a detached 
sectional view of the drum for raising or low 
ering the curtain-roller, and Fig. 3 a detached 
view of the pivoted arm for arresting and re 
leasing the curtain-roller. 

Referring to the drawings, A represents the 
roller, to which the shade or curtain B is at 
tached in the usual manner. C C represent 
brackets attached to the ends of the roller 
by screws a, or otherwise, and to the upper 
end of said brackets are attached the ends b 
of two cords, D D, the cord D passing up 
Ward and over a pulley, c, and thence hori 

zontally over a pulley, d, and down Wardly 
around the winding-drum, which latter Will 
be hereinafter described. The cord D' simply 
passes upward over the pulley 0, and down 
ward and around the winding-drum. 
The winding-drum E is composed of a tubu 

lar portion, e, mounted upon an axis ol' stud, 
f, attached to the window-casing F, and each 
end of the tubular portion e is provided with 
circular heads g g’, the latter or front head 
having on its face a stud or projection, h, 
which sets in a slot, i, formed in the arm k of 
the crank-handle F, the lower end of said 
handle being pivoted upon the end of the 
axis f, and between such arm lic of the handle 
and the head g of the barrel is arrallged a 
flat spring, l, which forces the arm k outward 
into engagement with any of the series of 
notches in in a cap-plate, G. This cap-plate 
is screwed into the end of the axis f, and 
not only serves as a means of holding the 
crank-handle, but also serves to conceal and 
protect the crank-handle. 

If it is necessary to raise or lower the cur 
tain-roller for shading different portions of 
the window, or for ventilation, the crank 
handle is released from engagement with the 
notched cap-plate, and turned in the proper 
direction, when the curtain-roller can be raised 
or lowered to any position desired. 
Near the upper end of the bracket C is piv 

oted a plate, B, having near its lower rear 
edge a lip, o, which engages with any of the 
notches p in the head r of a barrel, I, at 
tached to the end of the roller A. 
The lower front edge of the plate His pro 

vided with a lateral arm, J, against which 
the cord k, which winds up the curtain, is 
adapted to press for the purpose of releasing 
the lip O from engagement with the notched 
head of the barrel I, and thereby permitting 
the cord to be Wound up or unwound from the 
Culrtain-roller. 
What I claim, and desire to secure by Let 

ters Patent, is 
In combination with the curtain-roller, the 

brackets at its ends, the cords attached to 
said blackets, and the pulleys over which the 
cords pass, the drum l), mounted on the stul 
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F, the crank-handle F, pivoted on the stud In testimony that I claim the foregoing I 
f, and connected with the drum by projection have hereunto set my hand and seal in the 
h and slot i, the flat spring e between the presence of the subscribing witnesses. 
crank-handle and drum, and the cap-plate G., X HUGH BROOM. L. s. 
attached to the end of the stud, and having Witnesses: 
on its inner side the notches m, substantially J. W. WHITE, 
as and for the purpose described. J. W. CAMPBELL. 

  


