A broadcast receiving device and method are provided. The broadcast receiving device includes a receiving unit which selects a channel and receives a first broadcast signal that includes a plurality of frames, a signal processing unit which processes the first broadcast signal, a control unit which controls the receiving unit to select another channel when a channel change command is input, a communication unit which receives from an external device at least one reference frame used to decode a frame, which corresponds to a time when the channel change command was input, from among frames of a second broadcast signal received from the another channel, and a storage unit which stores the at least one reference frame. When the channel change command is input, the signal processing unit decodes the frames of the second broadcast signal by using the at least one reference frame.
FIG. 1
(RELATED ART)
FIG. 2

210  RECEIVING UNIT

240  COMMUNICATION UNIT

230  CONTROL UNIT

220  SIGNAL PROCESSING UNIT

STORAGE UNIT

FIRST STORAGE UNIT

SECOND STORAGE UNIT
FIG. 3
FIG. 4

START

S410

CHANNEL CHANGE COMMAND INFORMATION?

Y

S420

RECEIVE BROADCAST SIGNAL RELATED TO CHANNEL CHANGE COMMAND INFORMATION

N

S430

RECEIVE REFERENCE FRAME FROM EXTERNAL DEVICE

S440

DECODE FRAMES OF BROADCAST SIGNAL FROM FRAME CORRESPONDING TO TIME WHEN CHANNEL CHANGE COMMAND INFORMATION WAS RECEIVED BY USING REFERENCE FRAME

END

S450

FRAME PROVISION REQUEST INFORMATION?

Y

S460

EXTRACT REFERENCE FRAME

N

S470

TRANSMIT REFERENCE FRAME TO BROADCAST RECEIVING DEVICE THAT TRANSMITTED FRAME PROVISION REQUEST INFORMATION
FIG. 5

START

S510 ~ TRANSMIT REFERENCE FRAME REQUEST INFORMATION TO ACCESSIBLE EXTERNAL DEVICES

S520 ~ RECEIVE RESPONSE INFORMATION FROM EXTERNAL DEVICES WHICH RECEIVED REFERENCE FRAME REQUEST INFORMATION

S530 ~ SEARCH FOR EXTERNAL DEVICE WHICH CAN PROVIDE REFERENCE FRAME BASED ON RECEIVED RESPONSE INFORMATION

S540 ~ REQUEST FOUND EXTERNAL DEVICE TO PROVIDE REFERENCE FRAME AND RECEIVE REFERENCE FRAME

END
FIG. 6

START

S610 - SEARCH CHANNEL SELECTION INFORMATION PERIODICALLY RECEIVED FROM EXTERNAL DEVICES AND STORED

S620 - SEARCH FOR EXTERNAL DEVICE WHICH CAN PROVIDE REFERENCE FRAME BASED ON FOUND CHANNEL SELECTION INFORMATION

S630 - REQUEST FOUND EXTERNAL DEVICE TO PROVIDE REFERENCE FRAME AND RECEIVE REFERENCE FRAME

END
REQUEST SERVER TO PROVIDE EXTERNAL DEVICE INFORMATION

RECEIVE FROM SERVER INFORMATION ABOUT EXTERNAL DEVICE WHICH CAN PROVIDE REFERENCE FRAME

REQUEST EXTERNAL DEVICE CORRESPONDING TO RECEIVED INFORMATION TO PROVIDE REFERENCE FRAME AND RECEIVE REFERENCE FRAME
BROADCAST RECEIVING DEVICE AND METHOD

CROSS-REFERENCE TO RELATED APPLICATIONS


BACKGROUND

[0002] 1. Field
[0003] Methods and apparatuses consistent with exemplary embodiments described herein relate to a broadcast receiving device and method, and more particularly, to a broadcast receiving device and method which can be used to change channels quickly.

[0004] 2. Description of the Related Art
[0005] Generally, digital broadcast receiving devices, such as digital televisions (TVs) and Internet protocol (IP) TVs, provide better image and sound quality than analog broadcast receiving devices. However, digital broadcasting receiving devices require a longer time to change from the currently selected channel to another channel requested by a user than analog broadcast receiving devices.

[0006] When a channel change command is received from a user while a broadcast signal of a selected channel is being displayed on the screen, the time required for a radio frequency (RF) tuner to tune to a channel requested by the user is all of the time that an analog broadcast receiving device needs to change to the requested channel.

[0007] By contrast, if a broadcast signal of a selected channel is being displayed on the screen, a digital broadcast receiving device typically requires about one or two seconds more than an analog broadcast receiving device to receive a broadcast signal of a channel requested by the user and to display the received broadcast signal on the screen. Specifically, the time required by the digital broadcast receiving device to change to the channel corresponding to the channel change command received from the user includes the time required for an RF tuner to tune to the requested channel, the time required until an intra (I) picture is received after the change to the requested channel, and the time required to buffer a predetermined number of frames in a group of pictures (GOP) that includes the received I picture.

[0008] A moving image that is compressed using digital image compression technology, such as, for example, Moving Picture Experts Group 2 (MPEG2) or H.264, typically consists of a plurality of groups of pictures (GOPs), each GOP including I, predictive (P), and bidirectionally predictive (B) pictures. A digital broadcast receiving device buffers such a moving image on a GOP-by-GOP basis. After buffering all frames (i.e., pictures) in a GOP, the digital broadcast receiving device decodes the frames in the GOP, so that the frames can be displayed on the screen.

[0009] While an image of a selected channel is being displayed, if channel change command information is received from a user, the digital broadcast receiving device enters a standby mode until it receives an I picture of a channel corresponding to the channel change command information received from the user. Then, the digital broadcast receiving device buffers all frames in a GOP, including the received I picture. After buffering all frames in the GOP, the digital broadcast receiving device decodes the frames in the GOP and displays the decoded frames on the screen.

[0010] As described above, to change from a currently selected channel to another channel requested by a user, a digital broadcast receiving device requires the time that elapses until an I picture of the requested channel is received, plus the time that elapses while buffering all frames in a GOP including the I picture, plus the time that elapses while decoding the buffered frames so that the decoded frames can be displayed on the screen. Hence, the user experiences a delay, and therefore cannot watch a moving image of the requested channel immediately.

SUMMARY OF THE INVENTION

[0011] In one aspect, one or more exemplary embodiments may reduce the time required to change from a currently selected channel to another channel.

[0012] A broadcast receiving device, according to an exemplary embodiment, includes a receiving unit which selects a channel and receives a first broadcast signal that includes a plurality of frames, a signal processing unit which processes the first broadcast signal, a control unit which controls the receiving unit to select another channel when a channel change command is received, a communication unit which receives, from an external device, at least one reference frame from among frames of a second broadcast signal received from the another channel, and a storage unit which stores the received at least one reference frame. The at least one reference frame relates to a frame from the first broadcast signal that corresponds to a time when the channel change command was received. When the channel change command is received, the signal processing unit decodes the frames of the second broadcast signal by using the at least one reference frame.

[0013] The first broadcast signal may use digital image compression technology. The first broadcast signal may include a plurality of groups of pictures (GOPs), wherein each GOP includes at least one intra (I) picture, at least one predictive (P) picture, and at least one bidirectionally predictive (B) picture. When the frame corresponding to the time when the channel change command was received includes a P picture, the communication unit may receive one of an I picture and a P picture located temporally before the included P picture in a corresponding GOP and another P picture as the at least one reference frame.

[0014] When the frame corresponding to the time when the channel change command was received includes a B picture, the communication unit may receive one of an I picture and a P picture located temporally before the B picture in the corresponding GOP as the at least one reference frame.

[0015] When the frame corresponding to the time when the channel change command was received includes an I picture, the communication unit may not receive the at least one reference frame from the external device.

[0016] When the channel change command is received, the control unit may search accessible external devices to determine an external device which has selected and is playing another channel or which stores a reference frame of the other channel, and use the communication unit to request the at least one reference frame from the determined external device.

[0017] The control unit may search for and determine an external device which can provide the at least one reference
When the channel change command is received, the control unit may request information relating to an external device which can provide the reference frame of the another channel from a server, receive the requested information from the server, and use the communication unit to request the at least one reference frame from the external device corresponding to the received information.

The storage unit may include a first storage unit which stores the at least one reference frame and frames of a broadcast signal relating to the at least one reference frame, and a second storage unit which stores data processed by the signal processing unit. When a frame provision request is received from another broadcast receiving device, the control unit may control the communication unit to extract an encoded reference frame relating to the received frame provision request from the data stored in the second storage unit, and to transmit the encoded reference frame to the another broadcast receiving device.

A broadcast receiving method, according to an exemplary embodiment, includes receiving a channel change command, selecting a channel based on the received channel change command, receiving a broadcast signal that includes a plurality of frames, receiving, from an external device, at least one reference frame from among the frames of the received broadcast signal, and decoding the frames of the received broadcast signal by using the received at least one reference frame. The at least one reference frame relates to a frame included in the broadcast signal that corresponds to a time when the channel change command was received.

The broadcast signal may use digital image compression technology. The broadcast signal may include a plurality of GOPs, wherein each GOP includes at least one picture, at least one P picture, and at least one B picture. The receiving of the at least one reference frame may include searching accessible external devices to determine an external device which has selected and is playing the channel or which stores a reference frame of the channel when the channel change command is received, and requesting the at least one reference frame from the determined external device.

The receiving of the at least one reference frame may include searching for and determining an external device which can provide the at least one reference frame of the channel by checking channel selection information periodically received from external devices when the channel change command is received, and requesting the at least one reference frame from the determined external device.

The receiving of the at least one reference frame may include requesting information relating to an external device which can provide the at least one reference frame of the channel from a server when the channel change command is received, receiving the requested information from the server, and requesting the at least one reference frame from the external device corresponding to the received information.

The requesting the at least one reference frame from the determined external device may include: when the frame corresponding to the time when the channel change command was received includes a P picture, requesting one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture from the determined external device.

The requesting the at least one reference frame from the determined external device may include: when the frame corresponding to the time when the channel change command was received includes a B picture, requesting one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP from the determined external device.

The broadcast receiving method may further include extracting an encoded reference frame relating to a frame provision request from stored data when the frame provision request is received from another broadcast receiving device, and transmitting the extracted reference frame to the another broadcast receiving device.

In another aspect, there is provided a non-transitory computer-readable recording medium on which a program for executing a channel changing method for use by a broadcast receiving device is recorded, according to an exemplary embodiment. The channel changing method includes receiving a channel change command, selecting a channel based on the received channel change command, receiving a broadcast signal that includes a plurality of frames, receiving, from an external device, at least one reference frame from among the frames of the received broadcast signal, and decoding the frames of the received broadcast signal by using the received at least one reference frame. The at least one reference signal relates to a frame that corresponds to a time when the channel change command was received.

The broadcast signal may use digital image compression technology. The broadcast signal may include a plurality of GOPs, wherein each GOP includes at least one picture, at least one P picture, and at least one B picture. The channel changing method may include, when the frame corresponding to the time when the channel change command was received includes a P picture, requesting one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture from the external device, and, when the frame corresponding to the time when the channel change command was received includes a B picture, requesting one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP from the external device.

Brief Description of the Drawings

The above and/or other aspects of the present disclosure will be more apparent by describing certain exemplary embodiments with reference to the accompanying drawings, in which:

FIG. 1 is a diagram which illustrates the time taken for a conventional broadcast receiving device to change channels;

FIG. 2 is a block diagram of a broadcast receiving device according to an exemplary embodiment;

FIG. 3 is a diagram which illustrates a case in which the broadcast receiving device shown in FIG. 2 receives a reference frame relating to a frame that corresponds to a time when channel change command information was received;

FIG. 4 is a flowchart illustrating a broadcast receiving method used by a broadcast receiving device according to an exemplary embodiment;
FIG. 5 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame from a determined external device according to an exemplary embodiment; FIG. 6 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame from a determined external device according to another exemplary embodiment; and FIG. 7 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame using external device information received from a server according to another exemplary embodiment.

**DETAILED DESCRIPTION**

Certain exemplary embodiments are described in greater detail below with reference to the accompanying drawings.

Referring to FIG. 1, when a user inputs a command to change from a currently played channel to another channel, the time required for the conventional broadcast receiving device to output a broadcast signal of the another channel may be understood according to the following. For example, while a bidirectionally predictive (B) picture frame 111 from within a picture group 110 included in a broadcast signal related to a Seoul Broadcasting System (SBS) channel is being output, the user may input information for requesting a change to a Munhwa Broadcasting Corporation (MBC) channel. In this case, the conventional broadcast receiving device stands by until it receives an intra (I) picture 121 from within a picture group 120 included in a broadcast signal related to the MBC channel while discarding received picture frames related to the MBC channel.

In particular, the conventional broadcast receiving device stands by while discarding a B picture frame 122, a P picture frame 123, a B picture frame 124 and a B picture frame 125, each of which is received before receiving the I picture 121. A picture group typically consists of 12 picture frames, and each picture frame in the picture group has a duration of approximately 33.4 ms to 40 ms. Therefore, referring again to the above example and FIG. 1, if the B picture frame 122, which is related to the MBC channel, is received after the user has input the information for requesting a change to the MBC channel at a time when the B picture frame 111, which is related to the broadcast signal of the SBS channel, was being output, then the conventional broadcast receiving device may be required to wait for up to 160 ms before receiving the I picture 121 which is related to the MBC channel.

Even if the conventional broadcast receiving device receives the I picture 121 in the picture group 120 of the broadcast signal related to the MBC channel after a time period of approximately 160 ms, the conventional broadcast receiving device is still required to wait without outputting the broadcast signal of the MBC channel until the picture group 120 which includes the I picture 121 is stored. Therefore, the conventional broadcast receiving device is unable to change channels quickly when information for requesting a change from a current (i.e., first) channel to another (i.e., second) channel is received. This is because the conventional broadcast receiving device has to wait until an I picture of the second channel is received and until a picture group of the second channel is stored. Accordingly, the channel changing operation of the conventional broadcast receiving device has been described above. Hereinafter, the channel changing operation of a broadcast receiving device according to one or more exemplary embodiments will be described.

Referring to FIG. 2, the broadcast receiving device includes a receiving unit 210, a signal processing unit 220, a control unit 230, a communication unit 240, and a storage unit 250. The receiving unit 210 may be embodied, for example, as a receiver having one or more of an antenna, a digital tuner, and any hardware component or circuitry that is suitable for receiving a radio frequency (RF) signal. The signal processing unit 220 may be embodied, for example, as a circuitry, an integrated circuit, a dedicated integrated circuit, firmware, a software module that includes computer-executable instructions for performing one or more signal processing functions, or any type of hardware processor that is capable of performing one or more signal processing functions. The control unit 230 may be embodied, for example, as circuitry, an integrated circuit, a dedicated integrated circuit, firmware, a microcomputer, a central processing unit (CPU), software, or any type of controller configured to perform the control functions described herein. The communication unit 240 may be embodied as, for example, a transceiver having one or more of an antenna, a digital tuner, and any hardware component or circuitry that is suitable for transmitting and/or receiving a radio frequency (RF) signal. The storage unit 250 may be embodied, for example, as a flash memory, a read-only memory (ROM), a compact disk ROM (CD-ROM), a random access memory (RAM), an erasable programmable ROM (EPROM), an electronically erasable and programmable ROM (EEPROM), a register, a hard disk, a removable disk, a memory card, a universal serial bus (USB) memory, or any type of non-volatile memory.

The receiving unit 210 selects a channel and receives from the selected channel a broadcast signal which includes a plurality of frames. The broadcast signal may be a standard signal which uses digital image compression technology, such as, for example, Moving Picture Experts Group (MPEG) or H.264, wherein the standard signal includes a plurality of groups of pictures (GOPs), each including one or more intra (I) pictures, one or more predictive (P) pictures, and one or more bidirectionally predictive (B) pictures. The I picture is a picture that can be encoded by using pixels within the current frame, without using interframe motion-compensated predictive coding (MCP). The P picture is a unidirectionally predictive frame and can be encoded by interframe MCP with reference to a previous I picture or a previous P picture. Lastly, the B picture is a bidirectionally predictive frame and can be encoded by MCPC in a forward temporal direction, a backward temporal direction, or in both temporal directions, with reference to an I picture or a P picture located temporally before the B picture, or with reference to I pictures or P pictures located temporally before and after the B picture. Among the I, P and B pictures, the B picture represents the best compression efficiency. A GOP which includes the I, P and B pictures is a group of a plurality of frames arranged in a predetermined order, such as, for example, in an order corresponding to a temporal order of the I, P, and B pictures.

The signal processing unit 220 receives the broadcast signal from the receiving unit 210 and processes the received broadcast signal according to a control command provided by the control unit 230. In particular, the signal...
processing unit 220 demodulates and equalizes the broadcast signal encoded and received by the receiving unit 210 in order to restore the received broadcast signal to its original form. Then, the signal processing unit 220 decodes the demodulated and equalized broadcast signal such that frames of the decoded broadcast signal may be displayed on a screen. Subsequently, when a user inputs channel change command information, the communication unit 240 receives, from an external device, an encoded reference frame of a channel corresponding to the input channel change command information based on a control command provided by the control unit 230.

[0047] The encoded reference frame, which is received from the external device through the communication unit 240, is then stored in the storage unit 250, based on a control command provided by the control unit 230. The storage unit 250 that stores the encoded reference frame includes a first storage unit 251 and a second storage unit 252. In accordance with a control command of the control unit 230, the first storage unit 251 stores the reference frame and frames of a broadcast signal relating to the reference frame. According to an exemplary embodiment, the reference frame may be encoded on a GOP-GOP basis and stored in the first storage unit 251. In addition, the frames of the broadcast signal related to the reference frame may be encoded on a GOP-by-GOP basis and stored in the first storage unit 251.

[0048] In accordance with a control command provided by the control unit 230, the second storage unit 252 stores a data-related frame which is processed by the signal processing unit 220. According to an exemplary embodiment, the signal processing unit 220 may decode the encoded reference frame stored in the first storage unit 251 or an encoded frame of the broadcast signal relating to the reference frame, and store the decoded reference frame or the decoded frame of the broadcast signal in the second storage unit 252 as the data-related frame. However, the present inventive concept is not limited thereto; for example, the signal processing unit 220 may encode the decoded reference frame or encode the decoded frames of the broadcast signal relating to the reference frame on a GOP-by-GOP basis, and store the encoded frame or frames in the second storage unit 252. Therefore, depending on signal processing operations performed by the signal processing unit 220, the second storage unit 252 may store the decoded reference frame or each decoded frame of the broadcast signal relating to the reference frame. Alternatively, all frames, including the decoded reference frame, may be encoded on a GOP-by-GOP basis by the signal processing unit 220 and then stored in the second storage unit 252.

[0049] When channel change command information is received from a user, the signal processing unit 220, based on a control command provided by the control unit 230, starts to decode a broadcast signal received from another channel, beginning with a frame corresponding to a time when the channel change command information was received, by using an encoded reference frame stored in the first storage unit 251. More specifically, when channel change command information is received from a user, the receiving unit 210 receives a broadcast signal, which is provided on a channel that corresponds to the received channel change command information, and stores the received broadcast signal in the first storage unit 251 in accordance with a control command provided by the control unit 230. While the receiving unit 210 receiving the broadcast signal, the communication unit 240 receives, from an external device, at least one encoded reference frame which is used to decode a frame corresponding to a time when the channel change command information was received, and stores the received reference frame in the first storage unit 251. Accordingly, the signal processing unit 220 decodes the encoded reference frame stored in the first storage unit 251 and generates a frame corresponding to the time when the channel change command information was received by using the decoded reference frame. The signal processing unit 220 decodes the frame generated by using the reference frame, so that the generated frame can be displayed on the screen. Then, the signal processing unit 220 decodes frames of the broadcast signal received from the receiving unit 210 and stores in the first storage unit 251, so that the decoded frames can be sequentially displayed on the screen. Consequently, the user can change to a desired channel and watch the desired channel with a minimal delay.

[0050] The control unit 230 may search for an external device which stores a reference frame according to the following exemplary embodiments. In an exemplary embodiment, when channel change command information is received from a user, the control unit 230 searches accessible external devices for an external device which has selected and is playing a channel relating to the received channel change command information, or for an external device which stores a reference frame of the corresponding channel. Specifically, by using the communication unit 230, the control unit 230 transmits reference frame request information which contains the channel change command information that was received from the user to external devices that can perform data communication with the broadcast receiving device. Then, the control unit 230 receives response information from the external devices which received the reference frame request information, via the communication unit 230 and, based on the received response information, searches for and determines an external device for which a currently selected channel is a channel relating to the channel change command information or which stores a reference frame of the channel.

[0051] After determining a suitable external device, the control unit 230 may use the communication unit 240 to transmit a request for the respective reference frame to the determined external device, and also to receive the requested reference frame from the determined external device.

[0052] In another exemplary embodiment, when channel change command information is received from a user, the control unit 230 may check channel selection information of each external device by using the communication unit to periodically perform data communication with the accessible external devices, and, using the periodic communications, search for an external device which can provide a reference frame of a channel relating to the received channel change command information. Specifically, the control unit 230 obtains channel selection information from each respective external device by periodically performing data communication with the external devices via the communication unit 240, and stores the obtained channel selection information in the first storage unit 251 or the second storage unit 252. Then, when channel change command information is received from a user, the control unit 230 determines an external device which can provide a reference frame of a channel relating to the received channel change command information by referring to the channel selection information obtained from each respective external device. When a suitable external device is determined, the communication unit 240 may request the corresponding reference frame from the determined external device.
device, and receive the reference frame from the determined external device, based on a control command provided by the control unit 230.

[0053] In another exemplary embodiment, when channel change command information is received from a user, the control unit 230 uses the communication unit 240 to request information relating to an external device which can provide a reference frame of a channel corresponding to the channel change command information from a server which stores channel selection information relating to each of a plurality of external devices. Accordingly, the information relating to the suitable external device is received from the server via the communication unit 240. Then, the communication unit 240 may request the reference frame from the external device corresponding to the received information, and, in response to the request, receive the reference frame from the external device in accordance with a control command provided by the control unit 230.

[0054] The communication unit 240 may then receive a sequence of pictures from the external device, depending on a time when the channel change command information is received. Specifically, when a frame corresponding to a time when channel change command information was received from a user includes a P picture, the communication unit 240 receives, from the identified external device, one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture as a reference frame.

[0055] When the frame corresponding to the time when the channel change command information was received from the user includes a B picture, the communication unit 240 receives, from the determined external device, one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP as a reference frame. However, the present inventive concept is not limited thereto. For example, when the frame corresponding to the time when the channel change command information was received from the user includes a B picture, the communication unit 240 may receive, from the determined external device, one or more I pictures or P pictures located temporally before and after the included B picture in the corresponding GOP as reference frames.

[0056] When the frame corresponding to the time when the channel change command information was received from the user is an I picture, the communication unit 240 receives no reference frame from the determined external device.

[0057] The operation of receiving a reference frame relating to a frame corresponding to a time when channel change command information was received will now be described in greater detail with reference to FIG. 3.

[0058] FIG. 3 is a diagram illustrating a case in which the broadcast receiving device illustrated in FIG. 2 receives a reference frame relating to a frame corresponding to a time when channel change command information was received.

[0059] Referring to FIG. 3, while a decoded P picture 311 from a group of pictures 310 is being displayed on the screen, the channel change command information may be received from the user. When the channel change command information is received from the user while the decoded P picture 311 is being displayed, the receiving unit 210 receives a broadcast signal of a channel corresponding to the received channel change command information and stores the received broadcast signal based on a control command provided by the control unit 230. At the same time, the communication unit 240 requests a reference frame relating to a frame corresponding to the time when the channel change command information was received from an external device for which a currently selected channel is the channel corresponding to the received channel change command information or which stores a reference frame relating to frames of the channel. For example, when the frame corresponding to the time when the channel change command information was received is the P picture 311, the communication unit 240 requests a reference frame relating to the P picture 311 from the external device. Accordingly, the external device determines that a frame corresponding to the time of the P picture 311 is a P picture 321, and therefore transmits an I picture 322, which is a reference frame relating to the P picture 321, to the broadcast receiving device.

[0060] When the frame corresponding to the time when the channel change command information was received is a B picture 312, the communication unit 240 requests a reference frame relating to the B picture 312 from the external device. Accordingly, the external device determines that a frame corresponding to the time of the B picture 312 is a B picture 323, and therefore transmits the P picture 321, which is related to the B picture 323 and located temporally before the B picture 323, to the broadcast receiving device, or transmits P pictures 321 and 324, each of which is related to the B picture 323, and which are respectively located before and after the B picture 323, to the broadcast receiving device.

[0061] When the reference frame corresponding to the time when the channel change command information was received is the decoded frames of the broadcast signal of the channel corresponding to the channel change command information which were received through the receiving unit 210 and stored in the first storage unit 251. As described above, while a broadcast signal of a channel corresponding to channel change command information is being received, the signal processing unit 220 may decode the frames of the broadcast signal by using a reference frame received from an external device for which a channel change command information was received, so that the frames of the broadcast signal can be displayed on the screen from the frame corresponding to the time when the channel change command information received. Therefore, the time required to change channels can be reduced, and frames relating to a corresponding channel can be displayed on the screen from a time when a channel change request is received.

[0062] As described above, the second storage unit 252 stores data processed by the signal processing unit 220, that is, decoded frames, based on a control command provided by the control unit 230. In particular, the signal processing unit 220 may encode the decoded frames on a GOP-by-GOP basis and store the encoded frames in the second storage unit 252. Therefore, when frame provision request information is received from another (second) broadcast receiving device via the communication unit 240, the control unit 230 obtains, from data stored in the second storage unit 252, a frame relating to the frame provision request information received.
from the second broadcast receiving device. The obtained frame is a reference frame, and this reference frame is an encoded frame. When the encoded reference frame is obtained, the communication unit 240 may transmit the obtained reference frame to the broadcast receiving device that transmitted the frame provision request information based on a control command provided by the control unit 230.

Each element of the broadcast receiving device, according to one or more exemplary embodiments, has been described above in detail. Hereinafter, a method by which the broadcast receiving device, according to one or more exemplary embodiments, operates in response to a channel change request will be described in detail.

FIG. 4 is a flowchart illustrating a broadcast receiving method used by a broadcast receiving device according to an exemplary embodiment.

Referring to FIG. 4, while a decoded frame relating to a selected channel is being displayed on the screen, the broadcast receiving device checks whether received information includes channel change command information received from a user (operation S410). When determining that the received information includes the channel change command information received from the user, the broadcast receiving device selects a channel corresponding to the received channel change command information and receives from the selected channel a broadcast signal that includes a plurality of frames (operation S420). In particular, the broadcast signal may be a standard signal that uses digital image compression technology, such as, for example, MPEG or H.264, wherein the standard signal includes a plurality of GOPs, each GOP including at least one I picture, at least one P picture, and at least one B picture. The I picture is a picture that can be encoded using pixels within the current frame, without using interframe MCPC. The P picture is a unidirectionally predictive frame and can be encoded by interframe MCPC with reference to a previous I picture or a previous P picture. Lastly, the B picture is a bidirectionally predictive frame and can be encoded by MCPC in a forward temporal direction, a backward temporal direction, or both temporal directions with reference to an I picture or a P picture located temporally before the B picture or with reference to I pictures or P pictures respectively located temporally both before and after the B picture.

Among the I pictures, the P pictures, and the B pictures, the B picture represents the best compression efficiency. A GOP which includes at least one of each of the I, P and B pictures is a group of a plurality of frames arranged in a predetermined order, such as, for example, in an order corresponding to a temporal order of the I, P, and B pictures.

When the frames of the broadcast signal of the channel corresponding to the channel change command information received from the user are received, the broadcast receiving device stores the received frames of the broadcast signal. The broadcast receiving device then receives, from an external device, at least one reference frame which is used to decode a frame corresponding to a time when the channel change command information was received from among the received frames of the broadcast signal (operation S430).

In particular, the external device is an external device for which a currently selected channel is the channel corresponding to the channel change command information, or which has encoded the frames related to the channel on a GOP-by-GOP basis and stored the encoded frames. Therefore, the broadcast receiving device may search for and determine a suitable external device, in accordance with the above description, and receive from the determined external device a reference frame to be used for decoding the frames of the channel corresponding to the channel change command information. Methods used by the broadcast receiving device to search for and determine an external device whose currently selected channel is a channel corresponding to channel change command information or which stores frames related to the channel will be described in detail below.

When at least one reference frame is received from the determined external device in operation S430, the broadcast receiving device starts to decode the frames of the broadcast signal by using the reference frame relating to the frame corresponding to the time when the channel change command information was received (operation S440). More specifically, while the frames of the broadcast signal of the channel corresponding to the received channel change command information are being received, the broadcast receiving device receives, from the determined external device, a reference frame that is used to decode the frame corresponding to the time when the channel change command information was received. As described above, when the frame corresponding to the time when the channel change command information was received from the user includes a P picture, the broadcast receiving device receives, from the determined external device, one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture as a reference frame.

When the frame corresponding to the time when the channel change command information was received from the user includes a B picture, the broadcast receiving device receives, from the determined external device, one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP as a reference frame. However, the present inventive concept is not limited thereto. For example, when the frame corresponding to the time when the channel change command information was received from the user includes a B picture, the broadcast receiving device receives, from the determined external device, one of an I picture or P pictures located temporally both before and after the included B picture in the corresponding GOP as reference frames. When the frame corresponding to the time when the channel change command information was received from the user includes an I picture, the broadcast receiving device receives no reference frame from the determined external device.

For example, referring to FIG. 3, when the frame corresponding to the time when the channel change command information was received is the P picture 311, the broadcast receiving device requests a reference frame relating to the P picture 311 from the determined external device. Accordingly, the external device determines that a frame corresponding to the P picture 311 includes the P picture 321, and thusly transmits the I picture 322, which is a reference frame relating to the P picture 321, to the broadcast receiving device. Hence, the broadcast receiving device can receive, from the determined external device, the I picture 322, which is a reference frame corresponding to the time when the channel change command information was received.

In another example, referring to FIG. 3, when the frame corresponding to the time when the channel change command information was received is the I picture 312, the broadcast receiving device requests a reference frame relating to the B picture 312 from the deter-
mined external device. Accordingly, the external device determines that a frame corresponding to the B picture 312 includes the B picture 323, and thusly transmits the P picture 321 relating to the B picture 323 and located temporally before the B picture 323, or transmits the P pictures 321 and 324, each of which relates to the B picture 323 and which are respectively located before and after the B picture 323, to the broadcast receiving device.

[0073] A reference frame which is received from the external device to decode the frame corresponding to the time when the channel change command information was input is an encoded frame. Upon receiving the encoded reference frame, the broadcast receiving device decodes the received encoded reference frame and generates a frame corresponding to the time when the channel change command information was received by using the decoded reference frame. Then, the broadcast receiving device decodes the generated frame so that the decoded frame can be displayed on the screen. Subsequently, the broadcast receiving device decodes received and stored frames of the broadcast signal, so that the decoded frames can be sequentially displayed on the screen.

[0074] As described above, while a broadcast signal of a channel corresponding to channel change command information is being received, the broadcast receiving device decodes frames of the broadcast signal by using a reference frame received from an external device and relating to a frame corresponding to a time when the channel change command information was received, so that the decoded frames of the broadcast signal can be displayed on the screen from the frame corresponding to the time when the channel change command information was received. Therefore, the time required to change channels can be reduced, and frames relating to a corresponding channel can be displayed on the screen from a time when channel change command information is received. Hence, while watching a selected channel on the screen, a user can change to a desired channel and watch the desired channel with a minimal delay.

[0075] The broadcast receiving device may search for and determine an external device as illustrated in FIGS. 5 through 7. First, the broadcast receiving device may transmit a request, in a broadcast manner, to all external devices with which the broadcast receiving device can perform data communication to provide a reference frame, and then receive the requested reference frame.

[0076] FIG. 5 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame from a determined external device according to an exemplary embodiment.

[0077] Referring to FIG. 5, when channel change command information is received from a user, the broadcast receiving device searches accessible external devices for an external device which has selected and is playing a channel related to the channel change command information, or for an external device which stores a reference frame of the corresponding channel. Specifically, the broadcast receiving device transmits, in a broadcast manner, reference frame request information which contains the channel change command information received from the user to any accessible external devices (operation S510). Then, the broadcast receiving device receives response information from at least one of the external devices which received the reference frame request information (operation S520). When the response information is received from the at least one of the external devices which received the reference frame request information, the broadcast receiving device searches for and determines an external device which can provide a suitable reference frame based on the received response information (operation S530).

[0078] After determining the external device which can provide the reference frame, the broadcast receiving device requests the reference frame from the determined external device, and then receives the requested reference frame from the determined external device (operation S540). As described above, when an external device for which a currently selected channel is a channel related to channel change command information or which stores a reference frame of the channel is determined by using a broadcast method, the broadcast receiving device may transmit a request to the determined external device to provide the reference frame to be used for decoding a frame corresponding to a time when the channel change command information was received, and then receive the reference frame from the determined external device.

[0079] The broadcast receiving device may also request and receive a reference frame to be used for decoding a frame, which corresponds to a time when channel change command information was received, as illustrated in FIG. 6.

[0080] FIG. 6 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame from a determined external device according to another exemplary embodiment.

[0081] Referring to FIG. 6, when channel change command information is received from a user, the broadcast receiving device searches channel selection information obtained by periodically performing data communication with external devices (operation S610). Specifically, the broadcast receiving device receives and stores the channel selection information corresponding to each external device by periodically performing data communication with the respective external devices. Thus, when the channel change command information is received from the user, the broadcast receiving device may search the stored channel selection information corresponding to each external device for channel selection information related to the received channel change command information. When the channel selection information related to the channel change command information is found, the broadcast receiving device searches for and determines an external device which can provide a reference frame of a channel related to the channel change command information by referring to the found channel selection information (operation S620).

[0082] When the external device which can provide the reference frame is determined, the broadcast receiving device requests the reference frame from the determined external device, and then receives the requested reference frame from the determined external device (operation S630). As described above, the broadcast receiving device may receive and store channel selection information corresponding to each external device by periodically performing data communication with the respective external devices; search for a suitable external device, which can provide a reference frame to be used for decoding a frame corresponding to a time when channel change command information was received, by referring to the stored channel selection information; and then request and receive the reference frame from the determined external device.

[0083] As illustrated in FIG. 7, the broadcast receiving device may also receive information relating to an external device from a server, and then receive a reference frame to be
used for decoding a frame corresponding to a time when channel change command information was received from the external device corresponding to the information received from the server.

[0084] FIG. 7 is a flowchart illustrating a method by which a broadcast receiving device receives a reference frame by using external device information received from a server, according to another exemplary embodiment.

[0085] Referring to FIG. 7, when channel change command information is received from a user, the broadcast receiving device requests external device information from a server (operation S710), which server stores channel selection information corresponding to each of a plurality of external devices, and then receives the requested external device information from the server (operation S720). In particular, the broadcast receiving device requests, from the server, information relating to an external device for which a currently selected channel is a channel corresponding to the received channel change command information or which stores frames of the corresponding channel. Accordingly, the server extracts the information relating to a suitable external device from the stored channel selection information corresponding to each respective external device, and transmits the extracted information to the broadcast receiving device.

[0086] Then, the broadcast receiving device requests, from the external device corresponding to the received information, a reference frame to be used for decoding a frame corresponding to the time when the channel change command information was received, and then receives the requested reference frame from the external device (operation S730). As described above, the broadcast receiving device may receive information relating to an external device from a server which stores channel selection information corresponding to each external device, transmit a request to the external device corresponding to the received information to provide the reference frame to be used for decoding a frame corresponding to a time when channel change command information was received, and then receive the requested reference frame from the external device.

[0087] Referring again to FIG. 4, when a determination is made that the received information does not include the channel change command information in operation S410, the broadcast receiving device checks whether the received information includes frame provision request information (operation S450). When determining that the input information includes the frame provision request information, the broadcast receiving device extracts a reference frame which is usable by an external device, i.e., another broadcast receiving device, from data processed and stored in advance (operation S460). Specifically, the broadcast receiving device encodes frames, which have been decoded for display on the screen, on a GOP-by-GOP basis, and stores the encoded frames in a storage unit. In particular, frames corresponding to a channel selected by a user are encoded on a GOP-by-GOP basis and stored in the storage unit. Because the frames corresponding to the selected channel are encoded and stored in the storage unit, when frame provision request information is received from an external device, a frame corresponding to the received frame provision request information can be obtained from the storage unit. The broadcast receiving device uses the obtained frame to extract a reference frame, which is one of a frame located temporally before the obtained frame, or respective frames which are located both temporally before and after the obtained frame. Then, the broadcast receiving device transmits the extracted reference frame or frames to the external device.

[0088] Accordingly, the external device which transmitted the frame provision request information receives the reference frame from the broadcast receiving device, decodes a frame corresponding to a time when channel change command information was received from a user by using the received reference frame, and displays the decoded frame on the screen.

[0089] The above-described broadcast receiving methods according to various exemplary embodiments can be embodied as program code stored in various types of recording media and executable by a central processing unit (CPU) of various electronic devices.

[0090] Specifically, the code for executing the above-described methods may be stored in various types of terminal-readable recording media, such as, for example, random access memories (RAMs), flash memories, read-only memories (ROMs), erasable programmable ROMs (EPROMs), electronically erasable and programmable ROMs (EEROMs), registers, hard disks, removable disks, memory cards, universal serial bus (USB) memories, and compact disc ROMs (CD-ROMs).

[0091] Although a few exemplary embodiments have been shown and described, it will be appreciated by those skilled in the art that various changes in form and details may be made with respect to the exemplary embodiments without departing from the principles and spirit of the present disclosure, the scope of which is defined in the appended claims and their equivalents.

What is claimed is:

1. A broadcast receiving device comprising:
   a receiving unit which selects a channel and receives a first broadcast signal that includes a plurality of frames;
   a signal processing unit which processes the first broadcast signal;
   a control unit which controls the receiving unit to select another channel when a channel change command is received;
   a communication unit which receives, from an external device, at least one reference frame from among frames of a second broadcast signal received from the another channel, wherein the at least one reference frame relates to a frame from the first broadcast signal that corresponds to a time when the channel change command was received; and
   a storage unit which stores the received at least one reference frame, wherein when the channel change command is received, the signal processing unit decodes the frames of the second broadcast signal by using the at least one reference frame.

2. The broadcast receiving device as claimed in claim 1, wherein the first broadcast signal uses digital image compression technology and includes a plurality of groups of pictures (GOPS), wherein each GOP includes at least one intra (I) picture, at least one predictive (P) picture, and at least one bidirectionally predictive (B) picture, and wherein, when the frame corresponding to the time when the channel change command was received includes a P picture, the communication unit receives one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture as the at least one reference frame.
3. The broadcast receiving device as claimed in claim 2, wherein when the frame corresponding to the time when the channel change command was received includes a B picture, the communication unit receives one of an I picture and a P picture located temporally before the B picture in the corresponding GOP as the at least one reference frame.

4. The broadcast receiving device as claimed in claim 2, wherein when the channel change command is received, the control unit determines an external device which has selected and is playing the another channel or which stores a reference frame of the another channel, and uses the communication unit to request the at least one reference frame from the determined external device.

5. The broadcast receiving device as claimed in claim 2, wherein the control unit determines an external device which can provide the at least one reference frame of the another channel by checking channel selection information periodically received from external devices connected to the communication unit, and uses the communication unit to request the at least one reference frame from the determined external device.

6. The broadcast receiving device as claimed in claim 2, wherein when the channel change command is received, the control unit requests information relating to an external device which can provide the at least one reference frame of the another channel from a server, receives the requested information from the server, and uses the communication unit to request the at least one reference frame from the external device corresponding to the received information.

7. The broadcast receiving device as claimed in claim 1, wherein the storage unit comprises:
   a first storage unit which stores the at least one reference frame and frames of a broadcast signal relating to the at least one reference frame; and
   a second storage unit which stores data processed by the signal processing unit,

wherein, when a frame provision request is received from another broadcast receiving device, the control unit controls the communication unit to extract an encoded reference frame relating to the received frame provision request from the data stored in the second storage unit and to transmit the encoded reference frame to the another broadcast receiving device.

8. A broadcast receiving method comprising:
   receiving a channel change command;
   selecting a channel based on the received channel change command and receiving a broadcast signal that includes a plurality of frames;
   receiving, from an external device, at least one reference frame from among the frames of the received broadcast signal, wherein the at least one reference frame relates to a frame included in the broadcast signal that corresponds to a time when the channel change command was received; and
   decoding the frames of the received broadcast signal by using the received at least one reference frame.

9. The broadcast receiving method as claimed in claim 8, wherein the broadcast signal uses digital image compression technology and includes a plurality of groups of pictures (GOPs), wherein each of the plurality of GOPs includes at least one intra (I) picture, at least one predictive (P) picture, and at least one bidirectionally predictive (B) picture.

10. The broadcast receiving method as claimed in claim 9, wherein the receiving of the at least one reference frame comprises:
    determining an external device which has selected and is playing the channel or which stores a reference frame of the channel when the channel change command is received; and
    requesting the at least one reference frame from the determined external device.

11. The broadcast receiving method as claimed in claim 9, wherein the receiving of the at least one reference frame comprises:
    determining an external device which can provide the at least one reference frame of the channel by checking channel selection information periodically received from external devices when the channel change command is received; and
    requesting the at least one reference frame from the determined external device.

12. The broadcast receiving method as claimed in claim 9, wherein the receiving of the at least one reference frame comprises:
    requesting information relating to an external device which can provide the at least one reference frame of the channel from a server when the channel change command is received;
    receiving the requested information from the server; and
    requesting the at least one reference frame from the external device corresponding to the received information.

13. The broadcast receiving method as claimed in claim 10, wherein the requesting the at least one reference frame from the determined external device comprises: when the frame corresponding to the time when the channel change command was received includes a P picture, requesting one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture from the determined external device.

14. The broadcast receiving method as claimed in claim 13, wherein the requesting the at least one reference frame from the determined external device comprises: when the frame corresponding to the time when the channel change command was received includes a B picture, requesting one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP from the determined external device.

15. The broadcast receiving method as claimed in claim 9, further comprising:
    extracting an encoded reference frame relating to a frame provision request from stored data when the frame provision request is received from another broadcast receiving device; and
    transmitting the extracted reference frame to the another broadcast receiving device.

16. A non-transitory computer-readable recording medium on which a program for executing a channel changing method for use by a broadcast receiving device is recorded, wherein the channel changing method comprises:
    receiving a channel change command;
    selecting a channel based on the received channel change command;
    receiving a broadcast signal that includes a plurality of frames;
    receiving, from an external device, at least one reference frame from among the frames of the received broadcast
signal, wherein the at least one reference frame relates to a frame that corresponds to a time when the channel change command was received; and decoding the frames of the received broadcast signal by using the received at least one reference frame.

17. The recording medium as claimed in claim 16, wherein the broadcast signal uses digital image compression technology and includes a plurality of groups of pictures (GOPs), wherein each of the plurality of GOPs comprises at least one intra (I) picture and at least one predictive (P) picture and at least one bidirectionally predictive (B) picture, and wherein the channel changing method further comprises:

when the frame corresponding to the time when the channel change command was received includes a P picture, requesting one of an I picture located temporally before the included P picture in a corresponding GOP and another P picture from the external device, and, when the frame corresponding to the time when the channel change command was received includes a B picture, requesting one of an I picture and a P picture located temporally before the included B picture in the corresponding GOP from the external device.