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This invention relates generally to speaker enclosures 
for audio hi-fidelity systems. More specifically, this in 
vention relates to column speaker enclosures. 

It is generally well known to those skilled in the art that 
column speaker enclosures for the home comprise mem 
bers which are relatively tall, but which have a relatively 
small base upon which to stand, such speakers being 
usually three feet tall, or even taller, but the base thereof 
being usually a few inches in each direction. Because of 
the danger of the column speaker enclosure falling over, 
they are sometimes made to extend from floor to ceiling 
in order to prevent toppling. However, such enclosures 
have not been popular up to the present because of the 
awkward appearance of the enclosure in the home. Addi 
tionally, the column enclosure which has a height low 
enough to stand unsupported will house only a few speaker 
units therein, thereby limiting the hi-fidelity thereof. 

Accordingly, the column speaker enclosures presently 
used having the above limitations, the present invention 
will provide a column speaker enclosure which will have 
self-contained means to prevent toppling, even if it is tall 
with a narrow base. 

Another object of the present invention is to provide 
a column speaker enclosure which utilizes both the floor 
and ceiling to obtain support from each, and thereby 
prevent toppling. 

Still another object of the present invention is to pro 
vide a column speaker enclosure which is readily adjust 
able and may be accommodated in various homes where 
the ceilings are at different heights. 

Yet another object of the present invention is to provide 
a column speaker enclosure wherein the cabinet thereof 
does not necessarily need to extend to the ceiling, but 
wherein the top thereof may terminate at a point be 
tween the floor and the ceiling whereby an enclosure is 
produced which is appealing to the decor of a home, 
yet which will house a sufficient number of speaker units 
as to produce a high fidelity audio reception. 

Other objects of the invention are to provide an ad 
justable column speaker enclosure bearing the above ob 
jects in mind which is of simple construction, has a lim 
ited number of parts, is inexpensive to manufacture and 
efficient in operation and use. 

For other objects and for a better understanding of 
the invention, reference may be had to the following de 
tailed description taken in conjunction with the accom 
panying drawing, in which: 
FIGURE 1 is a perspective view of the present inven 

tion shown in operative location and secured between a 
floor and a ceiling of a room; 
FIGURE 2 is a perspective view thereof showing por 

tions thereof removed or broken away to show the in 
terior construction; 
FIGURE 3 is an enlarged cross sectional view taken 

along the lines 3-3 of FIGURE 2; 
FIGURE 4 is an enlarged perspective view of a bracket 

illustrated in FIGURE 3; and 
FIGURE 5 is a top plan view of the column speaker 

enclosure shown with the top cover thereof removed. 
Referring now to the drawing in detail, the numeral 

10 represents an adjustable column speaker enclosure ac 
cording to the present invention wherein there is a cabi 
net body 11 of generally upstanding longitudinal char 
acter having a front panel 12, rear panel 13, opposite side 
panels 14, bottom panel 15 and a cover panel 16 which 
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2 
fits upon the upper end thereof. A plurality of legs 17 
are attached to the underside of the bottom panel 15, the 
lower ends of the legs being supported upon the floor 18. 
A plurality of openings 19 are provided in the front panel 
and a paper cone-type loud speaker 20 is located within 
internal chamber 21 behind each of the openings 19 
whereby sound waves generated by the loud speaker can 
be radiated outwardly from the cabinet. A grill cloth 
22 of various types and of attractive appearance is mount 
ed upon the front side of the front panel thereby hiding 
from view the openings 19 and permitting the sound waves 
to travel therethrough. The various panels comprising 
the cabinet may be attached together by means of glue, 
wood screws 23 or other means. A U-shaped bracket 24 
is mounted within the chamber 21 by means of screws 25 
which pass through openings 26 in the bracket, the screws 
being fastened in each opposite side panel 14. A verti 
cally extending opening 27 is provided in the bracket 
and the lower end of an adjustable pole 28 is supported 
therein. The adjustable pole 28 is provided with a shoul 
der 29 which rests against the upper side of the bracket 
24. The adjustable pole is comprised of a pair of sliding 
members, one of which is a rod 30 received within a 
sleeve 31. The upper end of the rod is provided with 
a vacuum cup 32 which may be frictionally abutted against 
the ceiling 33. An opening 34 is provided in the top 
panel 16 through which the adjustable pole extends up 
wardly out of the chamber 21. The column speaker 
enclosure includes additional conventional elements, such 
as sound absorbing material 34 located upon the inner 
sides of the back and side panels. It also includes veneer 
strips 35 to hide the end grains of the wood and it is, 
of course, understood that certain of the openings 19 
may be used for a tweeter speaker 36. The sound-ab 
sorbing material may, additionally, be placed against the 
inner sides of the bottom and top panels as well. 

In operative use, the adjustable column speaker en 
closure is placed in a suitable part of the room standing 
upon its legs 17. The adjustable pole is then manipulated 
so that the rod 30 is moved longitudinally within the 
sleeve 31 until the vacuum cup 32 is in abutment with 
the ceiling 33. In this position, the rod and sleeve are 
rigidly secured together by means of a set screw 37 or 
other equivalent securing means of conventional type. 
The adjustable column speaker enclosure is now securely 
placed without the danger of falling over, as it is now 
frictionally retained between the floor and the ceiling 
of the room. 
While various changes may be made in the detail 

construction, it shall be understood that such changes 
shall be within the spirit and scope of the present invention 
as defined by the appended claims. 
What I claim as new and desire to protect by Letters 

Patent of the United States is: 
1. In an adjustable column speaker enclosure the com 

bination of a cabinet body, said cabinet body being used 
for housing audio sound equipment, said cabinet body 
having self-contained means for being frictionally sup 
ported between a floor and ceiling of a room, said cabi 
net body comprising a housing of generally longitudi 
nal character, said housing having a relatively small base, 
said housing being generally of tall, upstanding character 
and said housing carrying a pole having means for being 
frictionally engageable with the ceiling of a room, said 
cabinet body comprising a longitudinal, vertical front 
panel, rear panel and opposite side panels, bottom and 
top panels enclosing a central compartment, said front 
panel having a plurality of openings therethrough, a 
speaker mounted behind each of said openings within 
said front panel, said speakers being located within said 
central compartment, the inner sides of said panels hav 
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ing sound absorbing material mounted thereupon, the 
underside of said bottom panel having a plurality of down 
Wardly extending legs, the lower ends of said legs being 
frictionally engageable with the floor of a house or room, 
a horizontally extending bracket being mounted within 
said central compartment, said bracket having a verti 
cally extended opening therein, the lower portion of said 
pole having a shoulder, the lower end of said pole being 
supported within said opening of said bracket, said shoul 
der of said pole bearing against the opposite side of said 
bracket, said top panel of said cabinet body having an 
opening therein. and said pole extending therethrough 
upwardly out of said cabinet body central chamber. 

2. In an adjustable column speaker, the combination 
as set forth in claim 1 wherein said pole comprises a 
sleeve member and a rod member, said rod member being 
received within said sleeve member, said sleeve member 
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4. 
comprising the lower element of said pole, said rod mem 
ber comprising the upper element of said pole, the upper 
end of said rod member carrying a vacuum cup for fric 
tional engagement with a ceiling of a room and means 
for securely locking said rod relative to said sleeve in 
selected position. 
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