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To all whom, it may concern; 
Be it known that I, BERNARD J. DowD, 

a citizen of the United States, residing at 
Hartford, in the county of Hartford and 
State of Connecticut, have invented certain 
new and useful Improvements in Sound 
Muffling Pads for Typewriting Machines, 
of which the following is a specification. 
The object of this invention is to pro 

vide means for absorbing shocks and muf 
fling or deadening sounds produced by a 
typewriter machine while in operation, 
which sounds are as a rule transmitted to 
the desk or table on which the machine is 
supported and are by such machine or by 
such support increased to a very great ex 
tent. These sounds are largely produced by 
the shifting of the mechanism for upper and 
lower case printing and are also responsible 
for a large part of the noise made in the 
operation of the machine. 
According to my invention I provide a 

frame or plate, preferably metallic, which 
is adapted to be attached at its four corners 
to the feet or four corners of the typewriter 
and which supports a mat or cushion of felt 
or similar sound absorbing material. The 
frame or plate is perforated at its four cor 
ners to receive fastening devices which attach 
it to the machine and it also carries on the 
four corners cushioned feet adapted to rest 
on the desk or table which supports the ma 
chine. In order to secure the felt carrying 
frame or plate to the table or support, I 
employ fastening devices which are con 
nected with the support and engage parts 
of the felt carrying frame or plate. Other 
features of the invention will be herein 
after described. 

In the accompanying drawings:- 
Figure 1 is a side view of a part of the 

frame of a typewriting machine to which 
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the pad is attached and it also shows part 
of a desk top to which the pad is secured. 

Figure 2 is a bottom plan view of the pad plate. 

and in section on the line 3-3 of Figure 1. 
showing particularly the manner of attach 
ing the pad to the machine support. 
A part of the side frame of a Royal type 

Writer machine is indicated at A. The 
frame is formed with feet a at its corners 
and it will be observed that these feet ex 

Figure 3 is a view on an enlarged scale 
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tend for only a short distance below the 
edges of the frame. The mat B is prefer. 
ably made of felt or other similar sound 
absorbing material and it is supported in a 
fame or plate C preferably made of metal. 
This plate is of such size and shape as to 
extend across the bottom of the machine 
in rear of the keyboard, as shown in Figure 
2, and therefore does not cover the entire bottom portion of the machine. This frame 
or plate is formed with extensions a which 
lie under the machine feet and these ex 
tensions are perforated to receive screws or 
similar fastening devices D which secure 
the frame or plate C to the machine frame 
and also hold in place the cushioned feet E 
made of rubber or similar material. These 
feet are hollow, as shown, and the heads of 
the Screws D are thin or flat so that the 
rubber, feet are free to be compressed and expanded. 
The mat B is supported in the frame or 

plate C, which latter is preferably flanged 
at its outer edges as indicated at c’ to better 
hold the mat in place. This mat covers the 
entire bottom portion of the machine frame 
in the rear of the keyboard. 

In order to Secure the frame or plate to 
a desk top or other support F. I employ 
fastening devices G which extend through 
the support F and engage nuts H carried by 
the frame or plate C. As shown in the 
drawings, the nuts H are flanged ath, and 
have flattened sides h’ which engage straight 
edges c' of the holes made in the plate to 
receive the nuts. The nuts are thus D-shape 
in cross section. In this way the nuts are 
prevented from turning when the screws G 
are being applied. 
In order to strengthen or stiffen the frame 

or plate, it is formed with a bead c? and in 
order that access may be had to certain ad 
iusting devices of the machine, the frame 
or plate is bent or formed with a recess as 
indicated at X. - 
By the devices shown, the pad may be 

securely fastened to the typewriting ma 
chine and also firmly attached to the desk 
or support. The pad muffles or deadens 
sound or noise tending to emanate from the 
interior of the machine while the feet ab 
sorb noises tending to pass from the 
desk or support. The pad is of simple con 
stifliction. The frainie 6f plate C may be 
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made by a simple stamping process which 
gives it the required shape at a single opera 
tion. The nuts H may be easily applied to 
the frame and are held against turning by 
the devices before described. Experience 
has demonstrated that the mat is held in a 
substantially level or horizontal position by 
this plate, as the frame or plate C presents 
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an uninterrupted closure under the machine. 
I claim as my invention: 
1. A sound absorbing pad for typewrit 

ing machines, comprising a frame of sub 
stantially the contour of the machine base, 
a sound absorbing mat therein, feet of elas 
tic material carried by the frame, and means 
for attaching the feet to the frame and for 
attaching the pad to the machine. 

2. A sound absorbing pad for typewrit 
ing machines, comprising a frame, a Sound 
absorbing mat mounted therein, feet of elas 
tic material carried by the frame, fastening 
devices for attaching the feet and the pad 
to the machine, nuts mounted in the frame 
and held against turning, and screws engag 
ing the nuts for attaching the pad to its 
Support. 

3. A sound-absorbing pad for typewrit 
ing machines, comprising a frame of sub 
stantially the contour of the machine base, 
a sound-deadening mat thereon, feet of elas. 
tic material attached to the corners of the 
frame, and means engaging the frame for 
attaching the pad to a support. 

4. A sound-absorbing pad for typewrit 
ing machines, comprising a frame of sub 
stantially the contour of the machine base, 
a sound-deadening mat thereon, feet of elas 
tic material attached to the frame, and 
means having a threaded engagement with 
the frame for attaching the pad to a support. 

5. A sound absorbing pad for typewrit 
ing machines comprising a flanged frame 
having Substantially the contour of the ma 
chine frame in the rear of the keyboard and 
having a recess in the rear to permit access 
to parts of the machine, a sound deadening 
mat mounted in said frame, feet at the cor 
ners of the frame, means for attaching the 
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feet and frame to the machine and means for 
attaching the pad to a support. 

6. A sound absorbing pad for typewrit 
ing machines comprising a frame of sub 
stantially the contour of the machine base, 
feet of elastic material at the corners of the 
frame, means for attaching the feet to the 
frame and the frame to the machine, a sound 
deadening mat mounted in said frame, and 
devices for fastening the pad to a support, 
said devices being covered by the sound 
deadening mat. 

7. The combination of a typewriting ma 
chine and a frame adapted to be secured 
thereunder and extending between the cor 
ners thereof, a mat associated with one side 
of the frame for absorbing sounds created in 
the operation of the machine, and a plu 
rality of rubber feet associated with the 
other side of the frame for cushioning the 
typewriting machine. 

8. The combination of a typewriting ma 
chine and a frame adapted to be secured 
thereunder and extending between the cor 
ners thereof, a sound absorbing mat associ 
ated with one side of the frame, a plurality 
of cupped feet associated with the other side 
of the frame, and means for securing the 
frame, mat and feet to the machine. . 

9. The combination with the base of a 
typewriting machine of a sound muffling pad 
underlying the same, and extending between 
the corners thereof, said pad comprising a 
frame and a mat associated therewith and 
means engaging the base to draw the pad 
into close contact with the edges thereof. 

10. The combination with the base of a 
typewriting machine of a sound muffling 
pad underlying the same, and extending be 
tween the corners thereof, said pad compris 
ing a frame, a mat on one side thereof, and 
rubber feet on the other side thereof, and 
means engaging the base to hold the feet in 
place and draw the pad into close contact 
with the edges of said base. 

in testimony whereof, I have hereunto 
subscribed my name. 

BERNARD J. DOWD. 
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