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To all whom it may concern: 
Be it known that I, ANTHONY BUSENGER, of Mill Brook Depot, in the county of Augus 

ta, and State of Virginia, have invented a new 
and valuable Improvement in Cultivators; 
and I do hereby declare that the following is 
a full, clear, and exact description of the con 
struction and operation of the same, refer. 
ence being had to the annexed drawings, mak. 
ing a part of this specification, and to the let 
ters and figures of reference marked thereon. 

Figurel of the drawings is a plan view of 
my cultivator, and Fig. 2 a side elevation 
of one of the cultivator-beams with shovel at 
tached. 

This invention relates to that class of cul, 
tivators wherein several detachable plows are 
connected together and provided with means 
for expanding their diverging rear ends; and 
it consists in the construction and arrange 
ment hereinafter particularly described and 
(claimed. 

In the accompanying drawings, A desig 
nates the central plow-beam of my cultivator, 
which is provided with a standard, B, carry. 
ing a plow-point, C, and with plow-handles D 
connected by cross-piece E, which is supported 
by vertical post F. The tapering front end of 
this beam A is provided with a metal cap or 
“buck-head,” G, having a perforated draft-at 
taching front extension, g, and two rearward 
ly-extending hooks, gig'. By means of these 
hooks and the perforated extensionsh of buck 
heads or caps H two other plow-beans, I J, 
are attached one on each side of said main 
plow-beam. Beam I is provided with stand 
ard I and plow I, and beam J is provided 
with standard ) and plow-point J. Each of 
these side plow-beams has a pair of handles, 
K, connected, respectively, by cross-bars k 
that are supported by posts or uprights K. 
The converging diminished frontends of said 
handles set into eyes or loops I on the upper 
:sides of the respective beams, and the said up 
rights K are slotted on top at k, to receive the 
respective cross-barsk, a locking-pin, k, being 
passed through each cleft upper end above 
the cross-bar. After withdrawing said pinsk 

and the upright K folded down on 

the said handles may be readily removed from 
their respective plows. Uprights K are 
hinged to their respective beams at k so as to 
fold down forward out of the way after the 
plow-handles have been removed, as stated. 
The divergence of side beams I and J is reg. 
ulated by adjusting-plates MM, each of which 
has a series of perforations, in or m'. One of 
said perforations, In, of plate M, is made to 
coincide with a perforation, m', of plate M', 
and said plates are then clamped to milia 
bean. A by means of a bolt, N. Similar bolts 
N' attach the outer ends of said adjusting 
plates to the said side beams near the rear 
ends thereof. Said bolts N N also serve to 
secure to the under sides of said beans blocks 
O, which are recessed in front at 0, so as to 
partly receive and brace the backs and sides 
of the plow-standards above described. 

Said beams may be detached and used sep 
arately with their handles, standards, &c., as 
plows. The main beam may also be removed 
and the side ones used for straddling rows of 
corn. Harrow-points may be substituted for 
the plows. Additional beams may be attached, 
if desired. Various changes may be made 
Without departing from the spirit of my in 
vention. 
What I claim as new, and desire to secure 

by Letters Patent, is 
The plow-beam A, constructed as described, 

and provided with the handles D, in combi 
nation with the plow-beam J, provided with 
the eye I, perforated plate H, of plow-beam J, 
and upright K, hinged to the beam J at l', 
whereby the cultivator may be transforme? 
into a double-shovel plow with a single pair of 

its plow-beam out of the way, substantially as 
described. 

In testimony that I claim the above I have 
hereunto subscribed my name in the presence 
of two witnesses. 

m ANTEHONY BUSENGER, 
Witnesses: 

C. M. OUSEING, 
T. D. WOODWARD, 

  


