(54) Title: DEVICE FOR DIAGNOSING RAILWAY BOGIES BY APPLYING AN ENERGY-AUTONOMOUS MEASURING AND TRANSMITTING BOLT, AND CORRESPONDING CONTROL METHOD

(57) Abstract: A measuring and transmitting bolt or threaded element for a railway bogie comprises a head (9) defined in which is a seat (8), and a threaded stem (10) defined in which is a hole (11), a miniaturized vibration sensor (3), a transmitter (6), a battery (2) for supplying said MEMS vibration sensor (3) and said transmitter (6), and a miniaturized converter (5) for converting into electrical energy the mechanical energy from the vibrations in order to recharge the battery (2). In particular, the transmitter (6) and the vibration sensor (3) are housed in the seat (8), and the miniaturized converter (5) and the battery (2) are housed in the hole (11).
"DEVICE FOR DIAGNOSING RAILWAY BOGIES BY APPLYING AN ENERGY-AUTONOMOUS MEASURING AND TRANSMITTING BOLT, AND CORRESPONDING CONTROL METHOD"

5 TECHNICAL FIELD
The present invention relates to a measuring and wireless-transmitting bolt for detecting and sending data on the dynamic stress of a mechanical device, such as for example a railway bogie, and to a railway bogie comprising said assembly. The present invention moreover relates to a data-processing logic for said wireless assembly.

BACKGROUND ART
Measurement of the stresses on a railway bogie is essential for monitoring the state of wear of the rolling stock and carrying out maintenance operations only when it is necessary. In fact, maintenance operations are costly and require stoppage times that reduce the profits linked to the use of the rolling stock. However, maintenance operations are of extreme importance for preventing failure or damage when the train is in use. Consequently, it is very important to apply reliable diagnostic methods for establishing the conditions of the rolling stock and programming maintenance operations in an efficient way such as to reduce the costs of management of the rolling stock itself.

In particular, carriages of a passenger train are electrified and it is thus possible to instrument the bogie with sensors and transmitters supplied by the line current. Instead, wagons of a freight train are not connected to the electrical supply, and the on-board diagnostic instrumentation requires installation of supply and data-transmission wiring starting from the locomotive and proceeding along the entire train. Said diagnostic system is clearly costly and also requires a complex maintenance since, in the case of malfunctioning and in particular of an interruption of the electrical contact, it
is necessary to carry out testing on the wiring along the entire train.

In addition, railway trains, and in particular freight trains, are subject to severe standards, which restrict the possibilities of modifying the wagons. In particular, installation of measuring instrumentation on the bogie is normally not allowed without a rehomologation, which requires high costs of execution and long stoppage times.

From the production standpoint, the need is felt to provide a measuring bolt that can dimensionally replace current bolts present in an axle-box and having an internal structure suitable for reducing the production costs. At the same time, it is necessary to respect the stringent constraints of space imposed by the size of the bolts. In particular, it is necessary to identify an optimized position of each component in order to produce the energy sufficient for operation of the electronic and wireless-transmission devices mounted on the bolt.

DISCLOSURE OF INVENTION
The aim of the present invention is to provide a measuring and transmitting assembly for detecting dynamic and thermal stresses that will limit the drawbacks specified above and will be suited for being produced at reduced costs.

The aim of the present invention is achieved via a miniaturized measuring and transmitting assembly according to Claim 1. In particular, a miniaturized wireless system with autonomous supply by means of recovery of the energy from vibrations is provided for monitoring railway bogies and corresponding components.

BRIEF DESCRIPTION OF THE DRAWINGS
For a better understanding of the present invention, a
description thereof will be provided hereinafter with reference to the attached drawings, wherein:
- Figure 1 is a perspective view with items removed for reasons of clarity of a measuring bolt according to the present invention;
- Figure 2 is a schematic perspective view of a railway bogie on which the measuring bolt is installed;
- Figure 3 is a detailed side view of the railway bogie of Figure 2; and
- Figure 4 is a cross section.

BEST MODE FOR CARRYING OUT THE INVENTION

In Figure 1 designated as a whole by 1 is a bolt for detecting and transmitting data on dynamic stress, applied by way of non-limiting example to a railway bogie, in particular for a wagon for transporting freight.

The assembly 1 comprises an on-board central processing unit CPU, a rechargeable-battery pack 2, for example a rechargeable battery of the type normally available on the market, an inertial sensor 3, preferably of a MEMS type, a sensor for detecting a second physical quantity, such as, for example, a temperature sensor 4, at least one miniaturized mechanical-to-electrical energy converter 5 (the so-called "vibration scavenger" or "vibration harvester"), and a transmitter 6 comprising a programmable memory and provided with antenna. The CPU moreover integrates three electronic components, namely:
- a rectifier device for converting the alternating current generated by the energy converter 5;
- a device that stabilizes the voltage at output from the converter 5 at a constant nominal value. This is connected to the inertial sensor 3 and defines the level of constant voltage with respect to which the variations of voltage due to vibrations are detected; and
- a microchip device for processing the analog signals measured
by the sensors 3 and 4 possibly integrated in a chip of the transmitter 6. Preferably, processing is performed at discrete threshold levels to be transmitted.

According to the present invention, the vibration sensor 3 is of a capacitive type and is miniaturized via the use of MEMS technologies, such as silicon micromachining techniques that comprise a step of photolithography and derive from machining on integrated circuits (bulk micromachining, surface micromachining, etc.). Advantageously, the vibration sensor 3 is constituted by a plurality of uniaxial devices, arranged along orthogonal axes so as to be able to detect the vibrations at least along two axes, preferably orthogonal to one another and contained in a plane perpendicular to that of the rails, i.e. along the axis Z (vertical direction) and along the axis Y (lateral direction). The signal-processing device will enable processing of the signals of the vibration sensor 3, thus supplying at output values to be transmitted by means of the device 6 after an initial processing. Thanks to the levels of precision and reliability up to now achieved by inertial sensors of a MEMS type, it is possible to install the inertial sensor 3 on a support 7 housed in a seat 8 defined by a head 9 of the bolt 1. In particular, the support 7 is substantially plane and is perpendicular to a threaded stem 10 of the bolt 1. In addition, mounted on the support 7 are also the transmitter 6 and the on-board central processing unit CPU. Advantageously, at least the on-board central processing unit CPU and the inertial sensor 3 are entirely housed also in an axial direction in the seat 8 within the head 9.

The energy converter 5 (illustrated only schematically in the figure) is preferably of the magneto-inductive type and is configured for converting kinetic energy into electrical energy and, in particular, for charging the battery pack 2. According to a preferred embodiment, the energy converter 5 comprises a mass-spring system, in which the mass comprises a
permanent magnet. The magnetic field of the mass is concatenated with a plurality of turns, which convey an electric current if the mass is moving. In particular, the mass-spring system is sized for going into resonance in the frequency range normally detected when a railway wagon is travelling at the cruising speed.

According to the present invention, the energy converter 5 and the battery pack 2 are housed in a blind hole 11 of the stem 10. In addition, the energy converter 5 is firmly fixed to the stem so as to enable the most effective transmission of the vibrations. For example, the energy converter 5 is encapsulated in a casing and is fixed by interference fit to the stem 10 in the hole 11. Likewise, moreover, the support 7 is fixed via a polymeric resin, which, after it has hardened, transmits the mechanical vibrations from the bolt 8 to the MEMS inertial sensor 3 and can perform the action of filter for high-frequency vibrations. For example, the resin can be an epoxy-matrix resin.

Preferably, the bolt 1 is the bolt of an axle-box that radially supports the axle of the bogie of the freight wagon, and the temperature sensor 4 is set in the proximity of a bottom portion 12 of the stem 10 so as to be as close as possible to the axle-box bearing and detect the temperature thereof.

The bolt 1 forms part of a monitoring system comprising a local control unit mounted on the wagon and a main control unit mounted on the locomotive and provided with alarm and/or display devices for signalling anomalies to the driver. Each local control unit can be provided with an electrical-to-mechanical energy converter of its own that is more powerful than that of the bolt 1. Preferably, the bolt 1 and the respective local control unit, and the local control units and the main control unit communicate via wireless protocols,
advantageously of the low-energy-consumption and short-range type, such as the IEEE 802.15.4 protocol or for example the 'ZigBee' (registered trademark) protocol developed by ZigBee Alliance.

In use, the bogie is subject to dynamic stresses of various nature, for example when going round bends and/or following upon heterogeneity of the stiffness of the railway embankment and/or as a result of wear of the rails and as a result of the dynamics of the vehicle due to the wheel-rail contact. The mechanical vibrations are converted into electrical energy for charging the battery 2 via the energy converter 5.

The battery 2 supplies both the inertial sensor 2 and the temperature sensor 4. The battery 2 moreover supplies the transmitter 6, which sends the data to the control unit mounted on the wagon and/or to that present in the locomotive.

According to the present invention, the on-board central processing unit CPU is programmed for energy saving. In particular, the on-board central processing unit is programmed so as to activate detection and transmission of the signal at least when the wagon is moving. Namely, no detection or transmission is performed when the wagon is stationary. There may be programmed measurement and stand-by cycles directly controlled by the voltage thresholds generated by the miniaturized converter 6. The converter 6 will enable turning-on and transmission of data if it generates an electric power higher than a pre-set level in such a way that said threshold is lower than the level of energy generated by a non-defective bogie at the cruising speed.

The on-board data-processing logic of the bolt 1 is characterized by programmable parameters such as cycle time, activation and turning-off times, and activation and measurement thresholds. In particular, the cycle time refers
to a cycle of measurement of the level of vibrations and/or temperature. In this way, the measurement is not continuous but, rather, regulated via programming of the measurement cycle time. The activation threshold is, for example, programmed on the basis of the electric power generated by the converter (5). In particular, if the electric power generated is lower than the threshold, it is very likely that the bogie is being moved in a depot or for maintenance operations, and it is not necessary to carry out diagnostic measurements. The threshold is pre-set at a level beyond which the bogie is highly likely to be moving with a load on board. In this condition, clearly the diagnostics is useful and, in particular, at least one measurement cycle is activated.

Preferably, with reference to Figure 2, the bolt 1 can be used for fixing the bearings 19 of an axle 20 in such a way that the temperature sensor 4 is close to and preferably in contact with the axle-box of a bearing 19. In addition, the bolt 1 can be a bolt of a braking system 21 or else of a primary suspension 22 of the bogie. In railway vehicles, the primary suspensions enable mechanical connection of the railway axle with the frame of the bogie by means of elastic elements (springs) and possible damping elements (shock absorbers).

It is possible to provide a bolt 1 for each bearing 19, and each bolt 1 sends a corresponding unique identifier code in order for each bearing 19 to be associated in a biunique way to the data coming from the corresponding bolt 1.

The advantages that the bolt 1 according to the present invention affords are outlined in what follows.

Monitoring of a freight train can be executed in a reliable and precise way with zero energy consumption since all the energy required by the sensors 3, 4 is supplied by the energy converter 5. In this way, it is not necessary to require
rehomologation of the wagon. In addition, the various components are arranged within the bolt 1 so as to enable more efficient exploitation of the space available. In particular, the energy converter 5 can have relatively large dimensions and thus it is set in the stem 10 together with the battery pack 2. In this way, it is also simpler to fix the converter to the stem and enable maximum transfer of energy coming from the vibrations.

The bolt 1, which thus forms part of a diagnostic instrument for measuring and transmitting data on the railway bogie, may, for example, be directly used instead of the closing bolts on the axle-box cover (Figure 4 detail 'a') or else instead of one of the (three) bolts for closing the axle-box bearing pack (Figure 4 detail 'b'). A bolt for said uses is of a type normally comprised between M16 and M20. The programmability of an internal memory of the bolt in a wireless way, for example of the transmitter 6, will enable the diagnostic parameters of the system to be set. In particular, it should be emphasized that the measuring bolt can replace full bolts ranging between M16 and M20 for closing the axle-box cover and the axle-box bearings without it being necessary to re-adapt the threaded seat and/or to provide a dedicated threaded seat.

The MEMS sensor 3 is particularly compact and can be housed in the head 9 of the bolt 1. In addition, it is not necessary to apply instrumentation on the bogie, and the assembly can be entirely produced and tested in a remote way with respect to the workshop where maintenance of the bogie is performed. In addition, installation does not require specialized workforce for applying the dynamic-measurement instrumentation.

The temperature sensor 4 monitors a further parameter important for assessment of the wear of the components of a railway bogie, such as the supporting bearings of the axles or else the brake pads.
Detection of the RMS level of the vibrations and not the instantaneous value enables reduction of the operating energy required by the assembly 1.

The bolt 1 is programmable in wireless mode to prevent the need for dismantling to carry out reprogramming.

The control method based upon a measurement cycle instead of on a continuous measurement, and upon the fact that there exists a minimum threshold of electric power below which the sensors are not activated and do not transmit data, enables reduction of the dimensions of the battery pack 2 so as to render installation in the stem 10 simpler and so as to leave more space for installation of the miniaturized converter 5.

Finally, it is clear that modifications or variations may be made to the bolt 1 described and illustrated herein, without thereby departing from the sphere of protection as specified in the annexed claims.
CLAIMS

1. A measuring and transmitting bolt or threaded element for fixing components of a railway bogie, comprising: a head (9), defined in which is a seat (8) and which is configured for being tightened via a tool; a threaded stem (10), defined in which is a hole (11); a miniaturized vibration sensor (3); a transmitter (6); a battery (2) for supplying said vibration sensor (3) and transmitter (6); and a miniaturized converter (5) for converting into electrical energy the mechanical energy coming from the vibrations so as to recharge said battery (2), wherein said transmitter (6) and said vibration sensor (3) are housed in said seat (8); and said miniaturized mechanical-to-electrical energy converter (5) and said battery (2) are housed in said hole (11).

2. The bolt or threaded element according to Claim 1, characterized in that said miniaturized mechanical-to-electrical energy converter (5) is fixed directly to said stem (10) and converts into electrical energy the vibrations due to the motion of said railway bogie.

3. The bolt or threaded element according to any one of the preceding claims, characterized in that said vibration sensor (3) is connected to the transmitter (6), and in that it comprises a programmable central processing unit (CPU) for carrying out an initial processing of the data, comprising the step of comparing the power generated by said converter (5) with a pre-set threshold value, and the step of activating a measurement cycle if said power is higher than said threshold.

4. The bolt or threaded element according to Claim 3, characterized in that said transmitter (6) comprises said central processing unit (CPU) and a memory and is programmable.
5. The bolt or threaded element according to either of Claim 3 or Claim 4, characterized in that said central processing unit (CPU) is programmable in wireless mode.

6. The bolt or threaded element according to any one of the preceding claims, characterized in that it comprises a temperature sensor (4) set in said hole (11) at an end portion of said stem (10).

7. The bolt or threaded element according to any one of the preceding claims, characterized in that at least one between said vibration sensor (3) and said converter (5) is a MEMS.

8. A railway bogie comprising a measuring and transmitting bolt or threaded element according to any one of the preceding claims, said bolt being between M16 and M20 and being used for fixing an axle-box cover or else an axle-box bearing pack.

9. A railway wagon comprising a bolt or threaded element according to any one of Claims 1 to 7 or a bogie according to Claim 8, characterized in that it comprises a local control unit configured for being connected via a wireless communication protocol to said bolt (1) and for constituting a radio link with further control units of other wagons.

10. A method for processing data of a bolt or threaded element according to any one of Claims 1 to 7, characterized in that it comprises the step of comparing the power generated by said converter (5) with a pre-set threshold value, and the step of activating a measurement cycle if said power is higher than said threshold, a cycle time of said measurement cycle and said threshold being programmable.
**INTERNATIONAL SEARCH REPORT**

International application No

PCT/IB2011/00624

A. CLASSIFICATION OF SUBJECT MATTER

INV. G01M7/00  G01M17/10  G01M13/04

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

G01M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
<pre><code>      | f i g u r e s 1-10 c l a i m s 1-24                                                | 1-10                  |
</code></pre>
| A        | WO 01/89903 A1 (DAIMLERCHRYSLER RAII SYSTEMS [DE]; TARKPEA TAGE [SE]; UNNEBAECK
          | MICHAEL) 29 November 2001 (2001-11-29) the whole document                        | 1-10                  |
| A        | WO 00/51869 A1 (SKF IND SPA [IT]; MORETTI ROBERTO [IT]; SEMA SI LVANO [IT]; GENERO
          | MATT) 8 September 2000 (2000-09-08) abstract                                      | 1-10                  |
|          |                                                                                 |                       |

* Further documents are listed in the continuation of Box C.  
* See patent family annex.

* Special categories of cited documents:

  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier document but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
  - "A" document member of the same patent family

Date of the actual completion of the international search

20 June 2011

Date of mailing of the international search report

01/07/2011

Name and mailing address of the ISA/

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Authorized officer

Daman, Marcel
**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 95/31053 Al (GEN ELECTRIC [US]) 16 November 1995 (1995-11-16) abstract claims 1-17 figures 1-3</td>
<td>1-10</td>
</tr>
</tbody>
</table>
**INTERNATIONAL SEARCH REPORT**

Information on patent family members

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 6161962 A</td>
<td>19-12-2000</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>WO 0189903 AI</td>
<td>29-11-2001</td>
<td>AU 6094301 A</td>
<td>03-12-2001</td>
</tr>
<tr>
<td>WO 0051869 AI</td>
<td>08-09-2000</td>
<td>AU 753260 B2</td>
<td>10-10-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3283600 A</td>
<td>21-09-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2364786 AI</td>
<td>08-09-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60002450 D1</td>
<td>05-06-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60002450 T2</td>
<td>08-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1159182 AI</td>
<td>05-12-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT T0990164 AI</td>
<td>04-09-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4477242 B2</td>
<td>09-06-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002542973 T</td>
<td>17-12-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6672681 B1</td>
<td>06-01-2004</td>
</tr>
<tr>
<td>WO 9531053 AI</td>
<td>16-11-1995</td>
<td>DE 19580680 B4</td>
<td>31-12-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19580680 TO</td>
<td>26-09-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3647871 B2</td>
<td>18-05-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 9500451 T</td>
<td>14-01-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5579013 A</td>
<td>26-11-1996</td>
</tr>
</tbody>
</table>