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2 o all livion, it inval/ concern : 
Be it known that I, WILLIAM THOMAS HEN 

LEY, of Plaistow, in the county of Essex, Eng 
land, telegraph engineer, have invented new 
and useful improvements in Electric Cables 
for Telephone, and other Purposes, (for which 
I have obtained a patentin Great Britain, No. 
1, S73, bearing date the 30th day of April,1SS1,) 
of which the following is a specification. 
According to the invention I construct com 

bined conductors for telephonic, telegraphic, 
and other purposes, as hereinafter described, 
by which means I obtain additional strength 
and security, and obviate the disturbing ef. 
fects produced by induction from wire to Wire. 

material, but prefer the ozocerited india-rub 
ber, as described in the specification of my 
former patent dated April 5, 1881, No. 239,776. 
I inclose the wires by means of rollers or dies 
in the insulating material in pairs or any fur 
ther number, as shown by the accompanying 
drawings. Figure 1 shows a single pair; Fig. 
2, three pairs united, the spaces between each 
pair being greater than between the Wires of 
each pair. This is to prevent the induction 
when using the metallic circuit for telephone 
purposes, as that is found to be much better 
than using tihe earth for the return-circuit. 
The metallic circuit is found to reduce the ef. 
fects of induction considerably; but by my pres 
ent improvements it will be diminished very 
much more, and the distances capable of being 
worked very much increased, also the tensile 
strength of the ropes, bands, and cables much 
increased. To obtain the latter effect Imake 
one wire of each pair of steel, by preference 
galvanized or zinc-coated. This should be as 
much larger than the copper wire in same cir 
cuit as its electrical resistance is greater, so 
that the electrical conductivity of the pair of 
wires, steel and copper, should be as nearly as 
possible equal. 

Fig. 1 shows a pair of wires thus construct 
ed, and Fig. 3 a band of Wires similarly made, 
with wider intervals between each pair; and 
Fig. 4 shows several such bands superposed, 
with tarred felt or other suitable material be 
tween each layer to keep the Wires a suitable 
distance apart to counteract the inductive ef. 

fects. These may be deposited in an iron o!' 
Wood trough, or may be made up into a com 
bined belt to be suspended from point to point 
or laid along the roofs of houses. When laid 
underground in pipes or troughs, the wires may 55 
be all copper, as shown in Figs. 5 and 6, as so 
much tensile strength is not required. Fig. 7 
shows some of the twin circuits for the telephone 
laid up spirally round a central steel strand 
covered with yarn, and each pair is kept far- 6o 
ther apart by an intervening tarred cold. Fig. 
S shows the same with a second low or layer of 
the wires kept a certain distance from the other 
by tarred hemp or other suitable material. 
The Whole is then covered with “compounded 65 
tape or braided hemp. This furnishes a very 
strong rope, either for suspension or putting 
into pipes. These insulated wires may be sin 
gle instead of being made in pairs; but for 
telephonic purposes each two wires should be 7o 
separated by a space from the next two wires, 
as here shown. Fig. 9 shows the wires of cop 
per and steel insulated round a central core of 
hemp or other suitable material. In this case 
the insulated steel wires, while forming part of 75 
the circuit, give the necessary tensile strength 
without the central steel strand. Fig. 10 shows 
a double row according to same plan. Fig.11 
shows insulated wires laid up round a central 
cord of suitable material, with insulated steel So 
wires laid up spirally, also with tarred cords 
of hemp or other suitable material to keep the 
steel wires from injuring the cores. These 
cores and steel wires may belaid up in a double 
row, as shown. The steel wires will be found '85 
to give great strength to the rope for the pur 
poses of suspension or otherwise, and may be 
used for the return-circuit, especially for tele graph purposes. 

I claim as my invention 
1. An electric cable made as a belt, with two 

parallel metallic conductors inclosed in and in 
sulated by a web of ozocerited india-rubber, 
having a groove on each side between the coln 
ductors, substantially as and for the purposes 95 
set forth. . - 

2. An electric cable made as a belt, with 
pairs of parallel metallic conductors inclosed 
in and insulated by a web of ozocerited india 
rubber having grooves on each side between IOO 

  



the conductors, the distance between two pairs 
of such conductors being greater than the dis 
tance between the conductors of each pair, sub 
stantially as and for the purposes specified. 

3. An electric cable made as a belt, with two 
parallel conductors, one of copper and the other 
of steel having sectional areas in the inverse 
proportion of their electrical conductivity, the 
said conductors being inclosed in and insulated 
by a web of ozocerited india-rubber, having a 
groove on each side between the conductors, 
substantially as and for the purposes set forth. 

4. An electric cable made as a belt, with 
pairs of parallel conductors, one conductor in 

I5 each pair being of copper and the other of 

O 

| steel, with sectional areas in the inverse pro 
portion of their electrical conductivity, and . 
the said conductors being inclosed in and in 
sulated by a web of ozocerited india-rubber, 
having grooves on each side between the con- 20 
ductors, the distance between two pairs of 
such conductors being greater than the dis 
tance between the conductors of each pair, 
substantially as and for the purposes specified. 

London, 8th September, 1881. 
W. T. HENLEY. 

Witnesses: 
JOHN DEAN, 
H. E. DALE, - 
of 17 Gracechurch Street, London, E. C. Both 

  


