A data reader (500) and method for data reading, such as a bar code scanner, wherein the scan pattern generating optics and other features are optimized for different modes of operation. In a preferred embodiment, different patterns (512, 516) are projected from different apertures (508, 514) in the scanner housing, one scan pattern optimized for handheld operation and the other optimized for fixed operation. Other optimized features include the presence or absence of an aiming beam, which may be generated from the same laser source as the scan pattern or from another source, and enabling or disabling decoding of the signal received during a portion of a facet wheel (250) rotation. Decoding may be disabled while the scan lines for handheld use are generated unless a switch or trigger is actuated.
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GE</td>
<td>Georgia</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LJ</td>
<td>Liechtenstein</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LR</td>
<td>Liberia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LT</td>
<td>Lithuania</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
MULTIPLE APERTURE DATA READER FOR MULTI-MODE OPERATION

Background

The field of the present invention relates to data readers, such as scanners and bar code reading devices. In particular, barcode readers are described herein which may be used in both fixed and handheld scanning applications by utilizing distinct optical scan patterns for fixed operation and handheld operation. Each scan pattern is optimized for its respective mode of operation, thereby avoiding performance degrading compromises necessary when a single scan pattern is used for both modes of operation.

A barcode label comprises a series of parallel dark bars of varying widths with intervening light spaces, also of varying widths. The information encoded in the barcode is represented by the specific sequence of bar and space widths, the precise nature of this representation depending on which particular barcode symbology is in use. Typical methods for reading barcodes comprise generation of an electronic signal wherein a signal voltage alternates between two preset voltage levels, one representing a dark bar and the other representing a light space. The temporal widths of these alternating pulses of high and low voltage levels correspond to the spatial widths of the bars and spaces. It is this temporal sequence of alternating voltage pulses of varying widths which is presented to an electronic decoding apparatus for decoding.

One common type of bar code readers are spot scanners in which a source of illumination is moved (i.e., scanned) across the barcode while a photodetector monitors the reflected or backscattered light. For example, the photodetector may generate a high voltage when a large amount of light scattered from the barcode impinges on the detector, as from a light space, and likewise may produce a low voltage when a small amount of light scattered from the barcode impinges on the photodetector, as from
a dark bar. The illumination source in spot scanners is typically a laser, but may comprise a coherent light source (such as a laser or laser diode) or non-coherent light source (such as light emitting diode). A laser illumination source may offer advantages of higher intensity illumination which may allow barcodes to be read over a larger range of distances from the barcode scanner (large depth of field) and under a wider range of background illumination conditions.

The reading spot of the scanner may be manually moved across the bar code, this type of reader being typically referred to as a wand. Alternately, the spot may be automatically moved or scanned across the bar code in a controlled pattern. A scanning mechanism may comprise a rotating mirror facet wheel, an oscillating mirror, or other suitable means for repetitively moving the illumination beam. The path followed by the scanned illumination beam is referred to as a scan line. Typically, an individual scan line extends across the barcode for the barcode to be successfully read unless specialized piecing software (known as stitching) or electronics are utilized. In addition to the scan engine, a barcode scanner may also employ a set of scan pattern generating optics to produce a multiplicity of scan lines in various directions from the scanner and at varying orientations, thereby allowing barcodes to be read over a large angular field of view and over a wide range of orientations (i.e., a multi-dimensional scan pattern). The scan pattern generating optics typically comprise a set of mirrors aligned at varying angles, each of which intercepts the illumination beam during a portion of its motion and projects it into the region in front of the barcode scanner, hereinafter referred to as the scan volume. Each mirror or mirror set, in conjunction with the scanning mechanism, produces a scan line at a particular position and at a particular orientation.

Another type of data reader is an image reader, such as a CCD reader (charge coupled device), in which an entire line of the barcode image is focused onto a detector array. A CCD reader typically includes a light source to illuminate the barcode to provide the required signal response. For the purposes
of this description, the word "scanner" may refer to data readers of both the spot scanner type and the line image type. The following description will focus on barcode reading, but is generally applicable other types of symbol reading or object identification.

Operational there are generally two types of scanners are operated in one of two modes, fixed and portable. In the fixed mode of operation, the barcode scanner is fixed while barcoded objects are passed through or held within a relatively large scan volume. In the portable mode of operation, the barcode scanner is moved to the barcode label to be read.

In the fixed mode of operation, a relatively wide angular field of view is required so that a barcode label can be read from the largest possible fraction of the surface of the barcoded object. Since objects are often passed through the scan volume in random orientations, a multi-dimensional pattern is necessary to efficiently read the barcode. In addition, a high scan rate is desirable to allow successful reading of barcodes which are quickly passed through the scan volume.

A simpler scan pattern or a single scan line is often sufficient for portable operation, since the relatively small portable barcode scanner can be rotated to orient the scan line correctly across the barcode. A relatively small angular field of view and a relatively longer depth of field are desirable in this mode of operation. The longer depth of field may also allow the operator to read the barcode from a greater (or closer) distance. The reduced angular field of view reduces the likelihood of inadvertent scanning of other barcode labels, but in turn leads to tighter aiming requirements. To facilitate proper orientation of the scan line relative to the barcode and aiming of the scanner, the scan line may be made sufficiently intense to be seen by the operator. Alternatively, a portable barcode scanner may be provided with pointer illuminators to facilitate aiming of the barcode scanner.

The optimum parameters of operation for a fixed barcode scanner operation are frequently quite different from those of a portable barcode scanner. The particular parameters exhibiting
major differences include: number of scan lines, orientation and position of scan lines; angular field of view; depth of field; scan speed; and illumination intensity. However, it may be desirable to produce a barcode scanner capable of both fixed and portable modes of operation. Previously this combined operation has been accomplished by compromising among the various requirements for fixed and portable modes of operation, yielding a barcode scanner which can be used in both modes of operation but with performance inferior to barcode scanners designed for one mode of operation only. The barcode scanners currently in use project the pattern from a single aperture. In order for a user to use the device in portable mode, extensive orientation of the bar code scanner is required to aim the scan pattern at the bar code. Once the bar code has been read, further manipulation is required to return the scanner to a position suitable for fixed scanning.

Summary of the Invention

The present invention is directed to a data reader such as a barcode scanner wherein the scan pattern generating optics employed are optimized for different modes of operation. In a preferred embodiment, different patterns are projected from different apertures in the scanner housing, one scan pattern optimized for handheld operation and the other optimized for fixed operation. Alternately or in addition other features besides the scan pattern may be optimized for fixed and handheld modes. These features include, among others, the presence or absence of an aiming beam, which may be generated from the same laser source as the scan pattern (a preferred embodiment) or from another source, and enabling or disabling decoding of the signal received signal during a portion of a facet wheel rotation. In a preferred embodiment, decoding is disabled while the scan line(s) for handheld use is generated unless a switch or trigger is actuated. Alternately first one scan pattern is not generated when the scanner is in the second mode of operation.

In one embodiment of the present invention, a single set of pattern generating optics is employed to simultaneously project
a plurality of scan patterns, one scan pattern optimized for fixed and performance and one scan pattern optimized for portable performance. In another embodiment, a single set of pattern generating optics is switched between a scan pattern optimized for fixed mode reading and a scan pattern optimized for portable mode reading. In one preferred embodiment, separate and distinct scan pattern generating optics are employed, thereby allowing independent optimization of the performance characteristics of the barcode scanner for each mode of operation.

A barcode scanner incorporating the present invention offers the advantage of flexibility for the end user, in that one device can be used in multiple modes of operation without suffering from inferior performance characteristics of previously available fixed/portable barcode scanners. The device described herein exhibits performance characteristics in each mode of operation comparable to those of barcode scanners designed for only one mode of operation or the other. The multiple aperture embodiment may also minimize the manipulation of the scanner required for a user to aim the scanner when the scanner is in portable mode and allowing the user to easily return the scanner to fixed mode.

Brief Description of the Drawings

Fig. 1 illustrates a multiple window barcode reader suitable for both fixed and handheld operation;

Fig. 2 illustrates a rotating facet wheel scan engine and two sets of scan pattern generating optics;

Fig. 3 is a front left side perspective view of a bimodal scanner positioned in a base unit;

Fig. 4 is a rear right side perspective view of the scanner and base unit of Fig. 3;

Fig. 5 is an exploded view of the scanner and base unit of Fig. 3 showing the scanner removed from the base unit;

Fig. 6 is a front right side perspective view of an alternate bimodal with the second window in a top-forward position;

Fig. 7 is a rear right side perspective view of another alternate bimodal scanner with the second window in a top-
rearward position;

Fig. 8 is a front right side perspective view of another alternate bimodal scanner with the second window in a bottom-forward position;

Fig. 9 is a rear right side perspective view of another alternate bimodal scanner with the second window in a bottom-rearward position;

Fig. 10 is front right side perspective view of another alternate bimodal scanner with the second window in an inclined bottom section;

Fig. 11 illustrates a preferred scanning wheel configuration for providing an aiming beam;

Fig. 12 is a schematic of a preferred scan engine configuration;

Fig. 13 is a front right side perspective view of a preferred ergonomic bimodal scanner;

Fig. 14 is a left side elevation view of the scanner of Fig. 13;

Fig. 15 is an exploded perspective view of a base unit for the scanner of Figs. 13-14;

Fig. 16 is a top plan view of a scan engine configuration of the scanner of Figs. 13-14;

Fig. 17 is a left side elevation view of the scan engine of Fig. 16;

Fig. 18 is a diagram of the scan pattern produced by the scan engine of Figs. 16-17;

Fig. 19 is a front right side perspective view of another bimodal scanner;

Fig. 20 is a left side elevation view of the scanner of Fig. 19; and

Fig. 21 is a diagrammatic view of a bimodal scanner which employs an imaging array.

**Detailed Description of the Preferred Embodiments**

Preferred embodiments will now be described with reference to the drawings. For clarity of description, any identifying numeral representing an element in one figure will represent the
same element when used in any other figure.

Figs. 1-2 illustrate a preferred embodiment of a multiple-mode data reading device, in this embodiment a bar code scanner 100. The barcode scanner 100 includes a top portion 102 and a bottom portion 101. The scanner 100 rests on a base unit 105. A first scan window 104 is shown on the front side 103 of the barcode scanner 100 through which a first scan pattern 106 is projected into a first scan volume C in front of the first scan window 104. A second scan window 108 is positioned on the top portion 102 of the barcode scanner 100 through which a second scan pattern 110 is projected into a second scan volume D in front of the second scan window 108.

The barcode scanner 100 is placed in base unit 105 which supports the scanner for operation in the fixed mode. For operating in the fixed mode, the scan pattern 106 is optimized for fixed scanning within the scan volume C in front of scan window 104. The fixed mode scan pattern 106 preferably comprises a multi-dimensional or complex scan pattern, such as an asterisk or horse collar pattern) with a relatively large angular field of view suitable for fixed scanning applications. The scan pattern 106 is preferably sufficiently dense so as to successfully read bar codes oriented in various orientations on objects passed through or placed within the scan volume in front of the scan window 104.

When the portable mode of operation is desired, the operator may lift barcode scanner 100 from the base unit 105. The scan pattern 110 produced from scan lines passing through the second window 108 is optimized for portable operation. In portable mode operation, the operator aims the barcode scanner 100 to orient the place the scan pattern across the barcode. The portable mode scan pattern 110 preferably comprises a pattern of one or a few scan lines (e.g. two or three parallel or slightly overlapping scan lines) with a longer depth of field and smaller angular field of view relative to fixed mode scan pattern 106. The handheld mode scan pattern 110 permits the user to aim the scan pattern onto a particular bar code, such as one bar code out of several located on an object, reading only a single bar code as
desired.

The placement of the scan windows 104 and 108 may be varied considerably in keeping with desired multi-modal operational characteristics set forth herein. Alternative embodiments of barcode scanner 100 may have scan window 108 located on any of the sides of the unit, or even on the bottom of the unit. Ergonomic considerations specific to a particular device in its particular environment will determine the optimum relative placement of the scan windows 104 and 108 on the scanner 100.

A variety of methods may be used to generate the two distinct scan patterns 106 and 110. Fig. 2 illustrates one embodiment of a scan engine and optics for generating the scan patterns 106 and 110 using a moving spot generated from a laser beam. A laser diode 215 generates a laser beam 216 which is focused by focusing optics 218 to form a reading beam 202 having the desired focal properties. The reading beam 202 is directed onto a rotating facet wheel 200 which includes at least two sets of mirror facets. The mirror facets are set at two or more different angles. The first mirror facet set (having one or more facets) is aligned to direct the reading beam 202 onto steering mirror 204, which in turn directs the reading beam 202 to the first scan pattern generating optics 206, which may be comprised of for example a plurality of pattern mirrors, thereby generating first scan pattern 106 comprised of one or more scan lines. Scan pattern generating optics (diagrammatically designated by element numeral 206) may encompass the steering mirror 204.

A second mirror facet set (having one or more facets) of the facet wheel 200 is aligned so that the reading beam 202 is directed to miss the steering mirror 204 and instead hit the second scan pattern generating optics (diagrammatically designated by element numeral 210 and comprised of a plurality of pattern mirrors for example), thereby generating the second scan pattern 110. Each of the scan patterns 106 and 110 may be optimized independently for fixed or portable operation as required, since the optics 206 and 210 preferably are completely separate and distinct. Either or both of the scan pattern generating optics 206 and 210 may include additional focusing
optics to modify the depth of field, the focal distance, or the angular field of view of the scan patterns 106 and 110, respectively. The focusing optics 218 may include focusing capability, such as disclosed in Rudeen U.S. Patent No. 5,479,011 herein incorporated by reference, for focusing the reading beam at different distances depending upon the mode of operation or depending upon which window 108, 104 the beam is passing.

Alternately the facets of the facet wheel 200 may include focusing capability to provide selective focusing for different modes of operation. U.S. Patent No. 4,560,862, herein incorporated by reference, discloses using a rotating polygon having mirrors with different curvature on different facets thereof which provides scanning in different focal planes.

In a preferred configuration, the scanning wheel 200 may produce a single scan line through the top window 108 optimized for handheld scanning operation. The pattern mirrors 210 may comprise a single fold mirror or may even be omitted. In such a configuration, the facet wheel 200 may be oriented to direct a scan line from one or more facets directly out the window 108. The scan line(s) 110 directed out of window 108 may be optimized for handheld scanning operation relative to depth of field and distance for focus.

Similarly the steering mirror 204 may be omitted with one mirror facet (or multiple mirror facets) directing a scanning beams across pattern mirrors 206 and for producing scan lines 106 out window 104. The scan line(s) directed out of window 104 may be optimized for fixed mode scanning operation relative scan pattern geometry and density as well as to depth of field and focal distance.

Numerous alternative embodiments of the scan engine and optics shown in Fig. 2 may be employed without departing from the inventive concepts set forth. In the embodiment described above with reference to Fig. 2, both scan patterns 106, 110 are present in either operational mode. It is noted, that since there is only one reading beam 202 (which as a moving spot produces the scan lines), the scans are not actually simultaneous but are sequential. This means that one scan line produced by a mirror
facet may pass through the first window 104 and then a scan line produced by the next mirror facet in sequence passes through the second window 108. Because the facet wheel 200 rotates at a relatively high rate (typically in excess of about 2000 rpm), the scan patterns 106, 110 out of both windows 104, 108 are functionally operational though not technically simultaneous.

The scanner 100 may be provided with multiple reading beams such that the two scan patterns 106, 110 are actually produced simultaneously. Such multiple scan pattern generation is disclosed in U.S. Patent No. 5,475,207 to Bobba et al. herein incorporated by reference. As set forth therein, the multiple reading beams may be formed by, for example, multiple laser diodes or a single laser diode and a beam splitter. Two separate beams may then be directed onto the facet wheel enabling two scanning beams to be generated simultaneously. If desired, the separate beams may be directed simultaneously out of separate windows.

Alternative embodiments may be constructed wherein only one of the scan patterns is in operation at any given time. This design may be accomplished in a variety of ways. Several examples will now be described.

In one alternative configuration, a mechanism may be provided to selectively move the steering mirror 204 into or out of the path of illumination beam 202 as required. Such a mechanism is disclosed in U.S. Patent No. 5,128,520 which is herein incorporated by reference. Only when the mirror 204 is moved into the path of the reading beam 202 are the scanning beams of the first scan pattern passed to the optics 206, thereby generating first scan pattern 106. Alternately, a movable mirror may be positioned to enable the second scan pattern 110 only when the mirror is moved into the path of the reading beam 202.

Rather than moving a typical mirror, micro mirrors (typically used in an array) may alternately be used for providing the function of the movable mirror. Micro mirrors, such as those used in projection televisions, move by solid state means, which may be advantageous.

In another alternative configuration, the scanner is
provided with mechanically or electro-optically operated shuttering of one or both of the scan patterns 106 and 110. For example, a rotating shutter may be placed between steering mirror 204 and rotating facet wheel 200 blocking off reading beam from reaching steering mirror 204 except when desired, such as upon selective actuation of switch 120. Such a shutter mechanism is disclosed in U.S. Patent No. 5,475,207 incorporated by reference.

Beam selection may also be controlled via LCD modules providing an electronic method to redirect a polarized beam, such as the reading beam from a laser diode. A liquid crystal module and a polarizing mirror are used to redirect or not affect a beam, depending on the state of the liquid crystal module. This may be useful to change scan patterns in different modes of operation, or to produce an aiming beam in handheld mode.

An electro-optical shutter may comprise a liquid crystal module (LCM) and a polarizing mirror in a beam path to redirect a reading beam to generate one scan pattern or the other, depending upon the mode of operation. In one state of the liquid crystal module (LCM), after passing through the LCM the beam is polarized so that it passes through the polarizing mirror. In another state of the LCM liquid crystal, after passing through the LCM the beam is polarized to that it reflects off of the polarizing mirror.

An electro-optic shutter of this sort may also be used to redirect a beam to serve as an aiming beam. In one embodiment, a scan pattern suitable for fixed mode operation may be produced by two or more sources. A scan pattern for handheld use may not need the high density of scan lines generated in such a pattern, so one of the sources may be redirected to form an aiming beam.

Alternately, the beams may be controlled via acousto-optic elements.

Alternately, the scan windows themselves may comprise electro-chromatic materials or LCDs whereby scan lines could be selectively blocked from exiting (or permitted to exit) a selective one of the windows. For example, in the handheld mode the window 104 may be electronically closed off thereby preventing scan lines from exiting that window. All the scan
lines 106, 110 could be continually generated, but during portable mode operation for example, only scan lines 110 could exit the scanner 100 because only window 108 would be rendered light transmissive.

In yet another embodiment, a particular operational mode is selected by selectively turning the illumination source 215 on and off as the reading beam 202 is directed onto the facet wheel 200 such that the illumination source is only on when the reading beam 202 hits a selected one or more facets on the facet wheel 200. By such an intermittent operation, the facet wheel 200 may generate a selective one of scan patterns 106, 110.

Any of these methods may be activated manually by the operator, or may be activated automatically as the barcode scanner is picked up and replaced on the base unit 104. For automatic operation, the scanner 100 may be equipped with a motion sensor 230 which senses that the unit has been picked up by the operator. When the sensor 230 detects motion, the scanner is switched to the handheld mode of operation with the first scan pattern 110 being projected through the scan window 108. When the scanner 100 is returned to the base unit 105, and the sensor 230 senses that the scanner is no longer in motion, the scanner 100 is then switched to the fixed mode of operation for scanning with the second scan pattern 106 being projected into the second scan volume in front of the scan window 104.

In an alternative embodiment wherein the portable scan window 108 is located on the bottom of barcode scanner 100, the portable scan pattern 110 would not be usable since it would be obstructed by the base unit 105. In such a configuration, the second scan pattern 110 could nonetheless be deactivated while the scanner 100 is in the base unit 105. The scanner 100 may be provided with a contact switch which activates the second scanning mode when the scanner is removed from the base unit 105.

In another alternate embodiment, the handheld mode is actuated by a manual actuator 120 on the scanner 100 itself. The actuator 120 may require an intentional manipulation by the operator, for example, the actuator may include a slide switch or a trigger which the operator must manually actuate.
Alternately, the actuator may include an automatic actuator, such as a sensor, which actuates the handheld operation mode upon grasping of the scanner housing. Alternately, the switch 120 may comprise a sensor which senses the operator's hand contacting the scanner housing, switching the scanner 100 to handheld mode.

The scanner may include a timer for controlling the duration that the scanner switches between modes. For example, actuation of the switch 120 could switch the scanner 100 from the fixed mode to the portable mode, even though the scanner 100 remains in the base unit 105, for a given period such as 30 seconds. Upon timing out the scanner 100 then returns to fixed mode.

In another alternative embodiment, the barcode scanner 100 may include an extra mirror or hood 130 external to the barcode scanner 100 positioned to reflect the scan pattern 110 into the scan volume in front of scan window 104 when barcode scanner 100 is used in fixed mode. The mirror 130 may be attached to the base unit 105 as shown in Fig. 1 or may alternately may be mounted to the scanner 100 itself for example in a removable, pivoting or retractable form.

In the various embodiments of barcode reader 100, the illumination source intensity may be changed depending on mode of operation in use. In the portable or handheld mode of operation, it may be desired to increase the intensity to accommodate extended depth of field and/or to make the scan pattern 110 more visible for aiming. The scan speed may also be altered depending on the mode of operation, with slower scan speeds generally being more desirable for portable operation. Additional illumination sources may be added to act as pointer beams which are particularly desirable while in the portable or handheld mode. Activation and deactivation of these options may be accomplished manually or automatically, as described above. These and other mode options may be preset at manufacture, selectively activated by setting the option by the vendor or a programming technician, programmed by the operator as described in U.S. Patent Nos. 4,861,972 or 4,866,257, or set via use of a connection cable as in U.S. Patent No. 5,330,370, these patents also being incorporated by reference.
Aiming beams to assist the operator in aiming the scanner are particular useful in the portable mode where the scan pattern is preferable a single scan line and often has an extended scan range. Possible methods which may be employed for generating aiming beams are described in U.S. Patent Nos. 4,603,262, 5,296,689 and 5,146,463, herein incorporated by reference.

One preferred aiming beam generation system is illustrated in Figs. 11-12 wherein the rotating facet wheel 250 includes four scanning facets 252, 254, 256, 258 with one or more corners 260 of the facet wheel 250 being cutout to form two small facets 262, 264 arranged perpendicularly to one another. As the wheel 250 is rotated, the reading beam 251 impinging on the facets 252, 254, 256, 258 produces scanning beams as the beams are directed across the pattern mirrors as described above with respect to Figs. 1 and 2. As the beam 251 strikes the corner facets 262, 264 the beam tends not to scan, that is the outgoing beam 261 is directed along the same path for the time it takes the reading beam 251 to traverse both corner facets 262, 264. The beam reflected by the corner facets 262, 264 tends to generate a higher brightness forming a more visible spot or aiming beam.

In one aiming beam configuration, the mirror facet 508 is angled to produce the portable mode scan line 110 passing through the upper window 108. Corners 260, 270 on opposite sides of the facet 252 include corner facets 262, 264 and 271, 272. Each of the corner mirror pairs 262 & 264 and 271 & 272 each produces an aiming spot (per rotation), for example one aiming spot formed on each end of the scan line 110 produced by facet 508. The aiming spots may be formed or allowed to exit only in conjunction with the scanning beam 110 in keeping with the various embodiments described herein.

As illustrated in Figs. 11 and 12, facet wheel 250 may contain one or more corner cubes 260, 270, 280. A corner cube may be used to create an aiming beam for use in handheld mode. A corner cube includes of two facet mirrors whose intersection forms a line which is parallel to the facet wheel axis of rotation 290. Referring to Fig. 12, during a portion of a revolution in which a scanning beam 251 strikes corner cube 260,
the exiting beam 261 is parallel thereto. If the incident scanning beam 251 is in a plane substantially perpendicular to the planes of the corner cube mirror facets 262, 264 (which are substantially perpendicular to each other) then the exiting beam 261 will also be in the incident scanning beam plane. If incident scanning beam 251 is not in a plane substantially perpendicular to the planes of corner cube mirror facets 262, 264 but at an angle of incidence, then exiting beam 261 will have a substantially equal angle of reflection. Thus, the reading beam appears to be reflected back substantially along the incoming path.

The reading beam 251 generated by a light source such as a laser diode 255, is directed by a fold mirror 273 onto the facet wheel 250 striking either of the facets of the corner cube 260 which may be angled with respect to the facet wheel axis 290 so that the reflected beam 261 is directed at mirror 268, and then is reflected out scan window 108, forming a substantially stationary spot or aiming beam. In alternative embodiments mirror 268 may be eliminated. Mirror 204, as described earlier with respect to Fig. 2, alternately directs the reading beam 251 for generating the first scan pattern 106 comprised of one or more scan lines.

Referring again to Fig. 1, the base unit 105 may contain a power supply, signal processing, decoding, and/or control electronics and may be connected to the barcode scanner 100 by a hardwired connection or by a wireless connection. Wireless communications may be accomplished by suitable infrared or RF transmission. In the wireless connection embodiment, the scanner 100 will generally be battery powered in the handheld mode; the battery may be charged while in place on the base unit in similar fashion as a cordless telephone. When in place on the base unit 105, connection for both communication and power may be provided through mating electrical contacts in the base 105 and the scanner 100.

Alternatively, the power supply, signal processing, decoding, and/or control electronics may be located on board the barcode scanner 100 with the base unit 105 simply providing
mechanical support for the barcode scanner 100. In this regard, the base unit 105 may be eliminated altogether and the barcode scanner 100 may be a free standing unit, with either a hardwired or wireless connection to a terminal or host computer. The wireless communication may be accomplished by suitable infrared or RF transmission, for example. The barcode scanner 100, either with or without base unit 105, may also be mounted, suspended, or placed in arbitrary locations and at various orientations.

Ergonomics play a significant role in the design of handheld scanners. Figs. 3-5 illustrate a cordless scanner 300 resting in a base unit 325. The scanner 300 includes a scanner housing 301 which is generally rectangular in cross section with curved sides comprising plural indentations 312 to permit comfortable grasping of the unit. The scanner housing 302 includes a top housing portion 301b and a bottom housing portion 301a. The scanner 300 has two windows, one window for each of the operational modes. The front window 304 faces sidewardly outward into a scan volume beside the scanner 300, the scan volume being defined as beside the scanner when the scanner 300 is placed in its base unit 325. The first scan window 304 is generally located in the top portion 301b of the scanner housing 301.

The second window 308 is located on a top face of the scanner 300 and is used for the handheld operational mode. The scanner 300 may be readily grasped and removed from the base unit 325. The unit 300 may be switched to handheld operation mode by any one of a number of mechanisms as described above. For example, the scanner 300 is shown having a trigger switch 320 which is readily actuated by the operator merely by grasping the housing 302.

The scanner 300 may have a cable connection for providing power and communication link or the unit may be battery powered and cordless with communications accomplished by infrared or RF transmission, for example.

The base unit 325 includes a cup portion 330 into which the scanner 300 may be inserted, a main base section 326 and a swivel section 328 which would allow for some orientation of the scanner 300 during the fixed mode of operation to modify the orientation.
of the first window 304 and thereby adjust the location of the
scan volume.

Fig. 6 illustrates an alternative scanner 350 having a
housing 352 with a top portion 351 and a bottom portion 353. The
scanner 350 has a first window 354 for the fixed mode generating
a generally denser scan pattern 356 passing into the scan volume
C in front of the front face of the scanner 350. A second window
358 is positioned on the top portion 351 of the scanner inclined
between front and top surfaces of the scanner 350 whereby the
scan pattern 360 is directed generally forward and upward from
the scanner 350.

Fig. 7 is a perspective view of another scanner 370 in which
the second window 378 for the handheld mode is located on a rear-
top side of the housing 372. The scan pattern 380 generated
through the second window 378 is directed generally rearwardly
at a slightly upward angle. The first window 374 is located on
the front face (not visible but shown by the dotted lines)
through which the generally more dense scan pattern 376 passes
into the scan volume C for the fixed mode of operation.

Fig. 8 illustrates yet another alternate embodiment for a
scanner 400 having a first window 404 on the front face thereof
through which scan lines 406 generate a scan pattern into the
scan volume C for the fixed mode. Housing 402 includes a bottom
portion 401 on which the second window 408 is located. The
second window 408 is positioned between the bottom surface and
the front face which would direct a scan pattern 410 generally
downwardly and forwardly from the second window 408. Since the
scanner 400 would normally be placed in a holder during the fixed
mode, the operator may more readily grasp the top portion 403 of
the scanner in locating the second window 408 on the bottom
facilitates convenient use of the scanning beams 410 for the
handheld mode of operation. Moreover, depending upon the design
of the scanner holder (examples of which have been described in
previous embodiments), when the scanner 400 is its holder, the
second window 408 may be covered thereby blocking scan lines from
exiting during the fixed mode.

Fig. 9 illustrates yet another scanner 420 which is similar
to the scanner 400 of Fig. 8 except the second window 428 is 
located more toward the rear side of the bottom portion 421 of 
the scanner housing 420. During the handheld mode, the scan 
5 pattern 430 generated when passing through the second window 428 
is directed downwardly and rearwardly from the scanner 420. The 
front or first window 404 (not visible but shown by dashed lines) 
is located on the front face of the scanner 420. Scanning beams 
426 pass through the first window 404 and into the scan volume 
C in the fixed mode of operation.

Fig. 10 illustrates yet another alternate embodiment of a 
scanner 440 having a first window 444 on the front face of the 
scanner housing 442 through which a scan pattern 446 passes into 
the scan volume C during the fixed mode of operation. The second 
window 448 is located in a bottom portion 441 of the scanner 
10 housing 442 in an incline section 443 of the bottom housing 
portion 441.

This incline section 443 extends past the plane of the front 
face of the scanner (the first window being in the plane of the 
front face) which allows positioning of the second window 448 
such that the scan beams 450 emanating therefrom for use in the 
handheld mode also pass through the scan volume C. When 
20 operating in the fixed mode, the scan lines 450 passing through 
the second window 448 (provided the beams 540 are activated in 
the fixed mode) may provide additional scanning coverage in the 
front scan volume C. When operated in the handheld mode of 
operation, the scan pattern 446 may be discontinued if desired.

Figs. 13-15 illustrate a preferred embodiment of a multiple 
mode barcode scanner 500. The barcode scanner 500 includes a top 
portion 502, a bottom portion 504, a front portion 510 and a back 
30 portion 511. When operating in fixed mode, the scanner 500 
preferably rests in a base unit 506 which is illustrated in the 
Fig. 15 exploded view. A first scan window 508 is located on 
front portion 510, through which a first scan pattern 512 is 
projected into a first scan volume C in front of first scan 
window 508. A second scan window 514 is located on top portion 
35 502 through which a second scan pattern 516 is projected into a 
second scan volume D in front of second scan window 514.
When the barcode scanner 500 is placed in base unit 506 such as for operation in the fixed mode, the scan pattern 512 is optimized for fixed scanning within the scan volume C in front of scan window 508. The scan pattern 512 preferably comprises a multidimensional scan pattern with a relatively large angular field of view suitable for fixed scanning applications. Bar coded objects to be read are passed through the scan volume C (i.e. the sweep mode) or placed within the scan volume C (i.e. the presentation mode).

The base unit 506 contains a swivel 520 which may allow for orientation of the scanner 500 when mounted in base unit 505, which may be particularly useful during the fixed mode of operation, in order to adjust the orientation of first window 508 and thereby adjust the location of scan volume C. The scanner 500 preferably has a low center of gravity providing stability even when tilted at a wide range of angles when resting in the base unit 506, which may be facilitated by placing heavier internal components and/or weights in the bottom portion 504.

When the handheld mode of operation is desired, an operator may lift the barcode scanner 500 from base unit 506. The scan pattern 516, which is optimized for handheld operation, may be directed or aimed toward a barcode to be read thereby putting said bar code within scan volume D in front of scan window 514. An aiming beam may be provided to facilitate handheld use. The scan pattern 516 preferably comprises a pattern of at least one scan line with a longer depth of field and a smaller angular field of view relative to scan pattern 512.

Ergonomics plays an significant role in the industrial design of handheld scanners. The scanner 500 preferably may have substantially symmetrical curvilinear surfaces on front and back portions 510 and 511 whereby a horizontal cross-section A-A in Fig. 14 renders a substantial ellipsoidal shape, thereby providing a convex shape to fit the concave shape created by an operator opening their hand/palm yet curving the ends of their fingers and thumb. Preferably, back portion 511, and in part front portion 510, includes a plurality of grip-strips 524, which are preferably co-molded to permit comfortable, firm, and safe
ergonomic grasping of the unit. Co-molded grip-strips 524 may facilitate manufacturing and reduce the cost of scanner housing manufacturing. The bottom portion 504 preferably is tapered, allowing scanner 500 to be easily placed into and removed from concave portion 526 of the base unit 506.

The scanner 500 is depicted with a triggering means shown as a manually-actuated switch 528, which may be used to: activate an aiming beam; activate the scan pattern 516; enable decoding during the time scan pattern 516 is generated; disable the scan pattern 512; and/or disable decoding during the time scan pattern 512 is generated. In a preferred embodiment, both scan patterns 512 and 516 are always enabled, and the switch 528 is used to activate an aiming beam and only enable decoding during the period in which scan pattern 516 is generated.

A preferred embodiment scan engine for producing fixed and handheld patterns sequentially during each rotation of the mirrored polygon is shown in Figs. 16-17. The scan engine mirror basket contains a pair of split pattern mirrors which produce substantially parallel scan lines that cross at different distances from the scan window and exit the scan window at different angles. This provides good performance in both sweep and presentation modes. The scan engine 560 is housed within the top portion 502 of barcode scanner 500 including optical elements for generating scan patterns 512 and 516 from a moving spot generated from a laser scanning beam 556 generated by visible laser diode module (VLDM) 554 which is direct to rotating facet wheel 558. Fig. 16 is a front view of scan engine 560 as if looking through scan window 508 of scanner 500, and Fig. 17 is a side view thereof. A laser diode 550 generates a laser beam which is focused by focusing optics within VLDM 554 to form scanning beam 556 having the desired optical properties for barcode scanning which are well known in the art. Scanning beam 556 preferably is directed to a small insert mirror 561 in a collection mirror 562 toward facet wheel 558. The facet wheel 558 preferably includes two or more mirror facets set at two or more different angles. As facet wheel 558 rotates, scanning beam 556 reflected from any one facet mirror may be sequentially swept
across one or more of the pattern mirrors 564, 565, 566, 580, 581, 582 and 583. As scanning beam 556 is swept across any of the pattern mirrors, a scan line is reflected through scan window 508 into scan volume C. One or more of the facet mirrors may be set at an angle so that for at least a portion of a single revolution of facet wheel 558 the reflected beam misses pattern mirrors 564, 565, 566, 580, 581, 582 and 583, which reflect the beam through scan window 508, allowing scanning beam 556 to be directed through scan window 514. In the embodiment illustrated in Figs. 16 and 17, pattern mirror 566 is shortened, so the beam reflected from one or more of the wheel facets preferably may reflect off of mirror 568 and be directed to the alternate scan window 514.

The scan pattern which is projected through scan window 508 may have characteristics which increase first pass read rates for two types of fixed scanner use; presentation mode (wherein a barcoded object is brought toward the scanner in a path substantially perpendicular to the scanner window) and sweep mode (wherein a barcoded object is moved past the scanner window in a path substantially parallel to the scanner window). The scan pattern 512 generated by the embodiment illustrated in Figs. 16-17 is depicted in Fig. 18, shown at the scan window 508. As illustrated, the pattern comprises a number of lines at a wide range of orientations (their angle and location) which are projected at a small angle from perpendicular to scan window 508, crossing relatively far from scan window 508, which increases first pass read rates when objects with barcodes thereon are presented to scan window 508, preferably mounted in base unit 506. Vertical scan lines are in two groups, the lines 570 produced by inner pattern mirrors 580, and the lines 572 produced by outer pattern mirrors 582. The lines 582 are projected at a relatively large angle from perpendicular to the scan window 508, crossing relatively close to the scan window 508, which increases first pass read rate when objects with barcodes thereon are swept pass scan window 508.

In this embodiment the split pattern mirrors 580 and 582 are producing substantially vertical scan lines and project scan
lines at different angles in a substantially horizontal plane, which may not increase the number of scan lines but may increase the number of orientations (angle and/or location) of the scan lines. Alternative embodiments may split different pattern mirrors and/or different sets of pattern mirrors.

Alternately, the scan generation method which include two reading beams (for example two beams created by two VLDM's or a by single VLDM and a beam splitter), two collection mirrors, and two detectors. The arrangement is bilaterally symmetric. A laser beam emerges from a hole in a collection mirror, strikes a rotating polygon facet wheel, reflects off of a pattern mirror, and then through a scan window for fixed mode use. During a portion of a revolution the facet wheel directs the beam in such a way that it does not strike a pattern mirror, and instead the beam exits directly through a different scan window for handheld use.

Numerous alternative embodiments of the scan engine and optics shown in Figs. 16-17 may be employed. In order to form a denser pattern of scan lines without increasing the scanning speed, two or more laser sources may be employed. Since a return path of light reflected or back scattered from a barcode may be along the outgoing path of the reading beam, although widened considerably, it may be useful to employ a detector for each source.

The scanner may be equipped with a mechanism for producing a signal which is synchronized with the facet wheel rotation. The signal, in conjunction with timers, may be used to control various scanner functions which relate to the facet wheel position such that the scanner functions are optimal for either handheld or fixed scanning. These functions may include scan pattern generation, decoding, and aiming beam generation. In one embodiment, the synchronization signal may be used to disable an aiming beam produced by a corner cube on the facet wheel unless a button is actuated. The synchronization signal may also be also used to disable decoding when a scan line emerges from the scan window for handheld use unless the button is actuated.

There are a number of scanner functions which relate to
facet wheel rotation/location for which it may be useful to
control according to whether the scanner is in fixed or handheld
operation. These functions may include scan pattern generation,
aiming beam function, and decoding. In order to control
operation of these functions, a signal which is synchronized to
the facet wheel rotation, herein referred to as an electrical
glitch, may be generated. This electrical glitch may be used to
control timers which enable and disable various functions during
a certain portion of a revolution. In the embodiment depicted
in Figs. 16-18, for example, generation of an aiming beam, which
is preferable in handheld operation, by a corner cube may be
disabled unless a switch or trigger is actuated. This disabling
is accomplished by turning off the laser diode 550 whenever the
scanning beam 556 would strike a corner cube, which happens
during a fixed portion of each revolution of facet wheel 558.

The electrical glitch may be generated in many ways. A
number of these methods use a laser diode already present for
scan pattern generation, and may use a photo detector already
present for data capture or alternatively a dedicated photo
detector. A preferred embodiment uses a dedicated detector,
which may capture an optical signal, herein referred to as an
optical glitch, by directing the reading beam toward the detector
only when the facet wheel is in a particular orientation, so that
one electrical pulse is generated by the detector for each facet
wheel revolution. The beam is directed toward the dedicated
detector by an optical glitch mirror, wherein the scanning beam
will reflect onto the dedicated detector once every revolution.
The optical glitch mirror may direct the beam directly toward the
dedicated detector, or it may be designed to direct the beam
toward any of the mirrors already present which are designed to
reflect the beam to the dedicated detector or the existing
detector used to detect collected light from a bar code to be
read. Alternatively, one or more additional mirrors may be
employed separately or in conjunction with pattern mirrors
already present, or functional equivalents, allowing the detector
to be placed in any convenient location within the scanner.

A number of other means, also using the scanning beam and
a dedicated optical glitch detector or alternatively the existing detector, may be used to generate the electrical glitch. Rather than a separate optical glitch mirror, reflective tape or a mirror insert may be placed on any portion of the facet wheel which the scanning beam may strike, the reflective tape or mirror insert may then direct the "glitch" beam toward a detector in a path that may be direct or may involve one or more mirrors or their functional equivalent. An alternative to a mirror may involve a scan window, especially if the beam is perpendicular to the window. Alternatively, a beam splitter may be used to direct the glitch beam to a detector, wherein the remaining beam may be used, for example, as the pointer.

Alternatively, the optical glitch mirror may not be on the facet wheel, but at any position within the scanner toward which the scanning beam is reflected by the facet wheel once per revolution, such as corner cube 590. However, this may be located on a pattern mirror, between pattern mirrors, or where a pattern mirror directs the beam. At any one of these locations, the detector may be placed, or a mirror or a functional equivalent may be placed which directs the glitch beam, either directly or after one or more reflections, to a detector. Another alternative to the optical glitch mirror on the facet wheel is simply a hole through the facet wheel, through which the reading beam may proceed toward the detector, either directly or after one or more reflections.

Rather than using a dedicated detector, the electrical glitch may be generated by directing the glitch beam on the detector already present for the purpose of bar code data capture. So that the optical glitch is not confused with bar code data, it may be brighter than any other signal that may be expected during data capture. Any of the methods described supra for use with a dedicated detector may be employed, provided that the path from the optical glitch mirror equivalent leads back to the bar code data detector and provides an optical signal distinguishable from bar code data.

Other alternative embodiments for producing the electrical glitch may employ a light source other than the laser diode which
generates the scanning beam. Possible sources include a laser diode or a LED. This second source may be employed with a dedicated detector or with the data detector, in any of the embodiments described above.

If the data detector is used to detect the optical glitch, a stray optical signal may inadvertently be interpreted as the optical glitch. To avoid this problem, it may be useful to capture the optical glitch only once during a startup phase and count motor revolutions to remain synchronized thereafter. Typically, the facet wheel is rotated by a DC brushless motor which produces a Hall output pulse six times for each motor revolution. A divide by six counter may generate a single pulse for each motor revolution. This pulse may be synchronized once to a known facet wheel position by an optical glitch method described supra, after which the Hall pulses may accurately maintain synchronization to facet wheel motion. This embodiment may require accurate orientation of the facet wheel on the motor shaft to ensure the Hall pulses coincide with a known facet wheel orientation. To avoid the requirement for accurate facet wheel orientation while mounting the facet wheel on the motor shaft, it may be useful to employ a phase locked loop multiplier to produce 6N pulses per revolution from the six Hall pulses, and then to employ a divide by 6N counter to produce one pulse per revolution. This may allow the electrical glitch to be accurately synchronized to the facet wheel position within 1/6N of a revolution.

Other alternative methods to produce the electrical glitch may not involve an optical glitch at all. A piece of material or a circuit rotating with the facet wheel may generate a signal in a fixed circuit as the rotating material or circuit passes the fixed circuit. For example, a magnet or a circuit with a current which produces a magnetic field may be on the facet wheel, and a circuit which is sensitive to changes in magnetic field, such as a Hall sensor, may produce the electrical glitch as the magnet or circuit on the facet wheel passes the fixed circuit. For example, a piece of material with high magnetic permeability may be on the facet wheel, and a circuit sensitive to its proximity
may produce the electrical glitch. Alternatively, a circuit which is sensitive to changes in electric field may produce an electrical glitch as a piece of charged material, such as an electret, passes the fixed circuit. A piece of material with high permittivity may be sensed capacitively, or a capacitor could be split with one portion moving with the facet wheel so that the electrical glitch is produced as it passes the fixed portion of the capacitor. Alternatively, the sensing circuit may be rotated with the facet wheel and the material or other circuit may be fixed.

Once the electrical glitch is generated, a timing means may be used to produce signals to control various scanner functions. The timing means may consist of one or more one shot timers or a microprocessor which may generate timing signals. The timing means and motor may be synchronized during portions of a revolution of the facet wheel by using pulses from one to control the other. The timer signals may be used to control any function which relates to the facet wheel rotation and which may be different in fixed mode or handheld mode. For example, the scan pattern is different in the two modes, and the read rate when the scanner is in one mode of operation may not benefit at all if the other scan pattern is active (e.g. in the preferred embodiment, the read rate would not improve if the fixed scan pattern was active when the scanner was in the handheld mode of operation).

A timing signal may be used to turn the scanning beam light source, preferably a visible laser diode, off whenever the facet wheel is aligned to produce a scan line which is not needed in the current mode of operation. This may reduce power consumption, decrease inadvertent reads, extend the life of the light source, reduce servicing, and reduce the likelihood of laser related injuries.

Other functions may be controlled with the electrical glitch synchronized timing signals. Signal processing and or decoding may be disabled whenever the facet wheel is aligned to produce a scan line which is not needed in one mode of operation. This too will reduce power consumption, decrease inadvertent reads, reduce servicing, and inhibit inadvertent reads.
An aiming beam may also be controlled by timing signals, as in a preferred embodiment wherein, during fixed mode use, the laser is turned off whenever the scanning beam would strike a corner cube and produce an aiming beam.

Alternatively, shutting the light source off during a portion of a facet mirror rotation if necessary. Alternatively, micro mirrors or acousto-optic means could be used to redirect the scanning beam to achieve performance discussed above.

Figs. 19-20 illustrate yet another scanner 700 comprising of a spherical head portion 712, with one or more windows 712, 714. The head portion 710 rests on a pedestal 720 from which the spherical head portion 710 may be removed for handheld use. The scanner 700 may rest on the pedestal 720 in nearly any orientation. Any of the internals of a scanner described herein may be housed in such an embodiment.

The pedestal 700 may house much of the electronics. The head portion 710 may contain the scan engine for generating scan patterns for both fixed and handheld use, as well as a wireless connection to the pedestal 720. The head portion 710 may also include indentations 716 on its sides to readily enable grasping. The head portion 710 may rest on the pedestal 720 in nearly any orientation, and may be secured in a particular orientation by hook and loop fabric or other suitable mechanical or magnetically releasable retention mechanism. The pedestal portion 720 may include or be supported by a base portion 722 with electrical connection to the host or terminal provided by a suitable cable 724 or wireless connection.

Fig. 21 illustrates another alternative embodiment, a multi-window data capture device 800 which employs an imaging array 810. The optics 808 which create an image on the array 800 with light from an object in front of window 806 is optimized for fixed mode operation, providing a wide field of view. The optics 804 which create an image on the array 800 with light from an object in front of window 802 is optimized for handheld mode of operation, providing a large depth of field. This may be accomplished by using a Sheimpflug arrangement, such as described in U.S. patent 4,978,860, which is herein incorporated by
reference. The Sheimpflug arrangement allows the aperture of lens 804 to be as large as desired, to maximize resolution, without substantially affecting the depth of field, since the depth of field is provided primarily by the range of lens to imager distances available because the planes of the imager and the lens are not parallel.

The relative configuration of windows 802 and 806 may be changed by employing mirrors. This may allow many of the configurations described herein which employ a flying spot means to be used with the imaging array of Fig. 21. An alternative embodiment may enable or disable one or the other of the optical paths, depending on the mode of operation. This may be accomplished with a mechanical shutter or with a LCD shutter as described herein. Rather than a shutter and a lens for each mode of operation, a single lens may be used and simply moved from the position of lens 808 to the position of lens 804. This would effectively disable one mode when the other mode is operational. Illumination may be provided by the data capture device, which may be especially useful for handheld operation. Typically, a sheet of light generated by a laser is used for illumination in a Sheimpflug arrangement, and this illumination may also function as an aiming beam. Other specific arrangements for imaging array mechanism are disclosed in allowed U.S. application Ser. No. 08/363,258, which is herein incorporated by reference.

The present invention has been set forth in the form of its preferred embodiments. It is nevertheless intended that modifications to the disclosed barcode readers may be made by those skilled in the art without departing from inventive concepts set forth herein.
Claims:

1. A data reading device comprising
   a housing;
   a first window disposed on a first side of the housing;
   a second window disposed on a second side of the housing;
   a beam scanning mechanism within the housing;
   a light source producing at least one reading beam directed
   onto the beam scanning mechanism;
   first generating optics for generating a first scan pattern
   passing through the first window;
   second generating optics for generating a second scan
   pattern passing through the second window,
   wherein the first scan pattern is optimized for fixed mode
   scanning and the second scan pattern is optimized for portable
   mode scanning.

2. A data reading device according to Claim 1 wherein the
   beam scanning mechanism comprises a rotating mirror facet wheel.

3. A data reading device according to Claim 1 wherein the
   second scan pattern comprises a single scan line and the first
   scan pattern comprises a relatively complex multiple line scan
   pattern.

4. A data reading device according to Claim 1 wherein the
   first scan pattern optimized for fixed mode is operable for both
   sweep and presentation modes of scanning.

5. A data reading device according to Claim 1 further
   comprising a switch for switching the data reading device between
   a first mode generating the first scan pattern and a second mode
   generating the second scan pattern.

6. A data reading device according to Claim 5 wherein the
   switch comprises a manually-actuated switch.

7. A data reading device according to Claim 5 wherein the
switch comprises a sensor which detects grasping of the device.

8. A data reading device according to Claim 5 wherein in the handheld mode of operation, the data reading device is enabled to read objects with the second scan pattern.

9. A data reading device according to Claim 1 further comprising means for switching the data reading device between a first mode of operation wherein both data reading device is enable to read using both the first and second scan patterns and a second mode of operation wherein the data reading device is enabled to read using only one of the first and second scan patterns.

10. A data reading device according to Claim 1 further comprising a motion sensor which, upon sensing motion of the device, switches the data reading device to a handheld mode of operation.

11. A data reading device according to Claim 1 wherein the rotating facet wheel includes at least one corner cube containing two facets disposed perpendicularly for generating an aiming beam.

12. A data reading device according to Claim 2 further comprising electronics for turning off the light source whenever the reading beam would strike a selected portion of the facet wheel.

13. A method for data reading comprising the steps of providing a housing having at least one opening; providing the data reader with a first mode of operation and a second mode of operation; optimizing the first mode of operation for a first type of scanning; optimizing the second mode of operation for a second type of scanning.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
   IPC(6) : Please See Extra Sheet.
   US CL : Please See Extra Sheet.
   According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
   Minimum documentation searched (classification system followed by classification symbols)
   U.S. : 235/472, 462, 454, 467

   Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
   N/A

   Electronic database consulted during the international search (name of data base and, where practicable, search terms used)
   APS
   search terms: bar code, rotat?, hand held, portable, fixed

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 5,468,951 A (KNOWLES ET AL) 21 November 1995 (21/11/95), col 3, lines 1-5, col 7, lines 51-60, abstract, figures 3a, 16, 17a, 17b.</td>
<td>13-16</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,146,463 A (RANODON) 08 September 1992 (08/09/92), col 10, lines 16-42, figure 19.</td>
<td>17</td>
</tr>
<tr>
<td>A</td>
<td>US 5,314,631 A (KATOI ET AL) 24 May 1994 (24/05/94), see entire reference.</td>
<td>1-17</td>
</tr>
<tr>
<td>A</td>
<td>US 5,073,702 A (SCHUHMACHER) 17 December 1991 (17/12/91), see entire reference.</td>
<td>1-17</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C.  ☐ See patent family annex.

* Special categories of cited documents:
   "T" late document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
   "A" document defining the general state of the art which is not considered to be of particular relevance
   "E" earlier document published on or after the international filing date
   "L" document which may throw doubts on priority claims(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
   "O" document referring to an oral disclosure, use, exhibition or other means
   "P" document published prior to the international filing date but later than the priority date claimed
   "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
   "Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

Date of the actual completion of the international search
02 MAY 1997

Date of mailing of the international search report
2 2 MAY 1997

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-5230

Authorized officer
KARL D FRECH
Telephone No. (703) 305-3491

Form PCT/ISA/210 (second sheet) (July 1992)
A. CLASSIFICATION OF SUBJECT MATTER:
IPC (6):
G06K 7/10

A. CLASSIFICATION OF SUBJECT MATTER:
US CL :
235/472, 462