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1 
The present invention relates to new and use 

ful improvements in foldable table and seat 
Structure, foldable as a unit under the table top 
and constructing the table top to provide a carry 
ing case for the folded device. 
An important object of the invention is to pro 

wide a foldable table having legs foldable under 
the top thereof and also providing a foldable seat 
Structure connected to and foldable with the legs. 
Another object of the invention is to provide 

an individual seat structure including foldable 
legS Supporting the Outer edge of the seat and a 
rigid arm Supported on a foldable table leg and 
SWingable into a folded position with the leg 
under the table top. 
A still further object is to provide a device of 

this character of simple and practical construc 
tion, strong and durable, neat and attractive in 
appearance, relatively inexpensive to manufac 
ture and otherwise Well adapted for the purposes 
for Which the same is intended. 
Other objects and advantages reside in the de 

tails of construction and Operation as more fully 
hereinafter described and claimed, reference 
being had to the accompanying drawings forming 
part hereof, wherein like numerals refer to like 
parts throughout, and in which: 

Figure is a perspective view of the table top 
in closed position to provide a carrying case; 

Figure 2 is a perspective view showing the table 
and seat structures in open position; 

Figure 3 is a bottom plan view of one section of 
the table top showing one of the table legs and 
seat units folded thereunder and with the other 
table leg and Seat unit in Open position; 

Figure 4 is a vertical sectional view taken on a 
line 4-4 of Figure 3; and 

Figure 5 is a fragmentary perspective view of 
one of the foldable table legs and foldable seat 
structures with the latter in position for folding 
under the table top with the table leg. 

Referring now to the drawings in detail, where 
in for the purpose of illustration I have disclosed 
a preferred embodiment of the invention, the nu 
meral 5 designates a table top composed of a pair 
of rectangular shaped sections 6 and which may 
be constructed of sheet metal or other Suitable 
material and formed with skirted portions 8 at 
each edge of each table top section. The table top 
sections 6 and 7 are connected to each other along 
One longitudinal edge of their skirted portions 8 
by a conventional type of piano hinge 9 to fold 
the sections 6 and 7 downwardly with their lower 
skirted edges abutting to provide a carrying 
case. O. 
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2 . . . . 
One of the table top sections is provided with a 

handle and the sections are secured in folded 
position by catches 2 of the conventional type. 
A table leg 13 also of sheet metal or other suit 

able construction is connected at its upper edge 
to the inside of the skirted portion 8 at each end 
of each table top section 6 and 7 by conventional 
piano type hinges f4 for folding the legs 3 up 
wardly under the table top. The legs are held in 
open position by foldable braces. 5 of a conven 
tional type which are foldable upwardly under 
the table top together with the legs 3. . . . . 
The side edges of the legs 3 are formed with 

inwardly extending flanges 6 to eliminate sharp 
edges on the legs and the flange at the outer edge 
of each leg is formed with a notch Tin which a 
channel member 8 is welded or otherwise suit 
ably secured in a horizontal position on the in 
side of the leg With the open side of the channel 
member facing inwardly with respect to the leg. 
A bracket, 9 which may be of either L-shape 

or U-shape construction is suitably secured in 
the channel member 8 and on which an arm 20 
is swingably supported at its inner end by means 
of an eye 2 whereby the arm may be supported 
in the channel member in an outwardly projected 
position with respect to the table leg 3 or the 
arm may swing into a position parallel with the 
leg 3 in the manner as shown in Figure 5 of the 
dra Wings. A notch 22 is formed in the lower 
flange of channel member 8 to accommodate the 
arm 20 when in its folded position. 
A Seat 23 is rigidly secured to the outer end of 

arm. 20 in a position with the arm riveted or 
otherwise Suitably secured under the seat ad 
jacent one side edge thereof. The seat may also 
be of sheet metal or other suitable construction 
and formed at its side edges with downwardly 
extending flanges or skirts 24 to eliminate sharp 
edgeS. On the Seat. 
An inverted U-shaped leg 25 is hinged at its 

upper edge behind the outermost flange 24 of the 
Seat by a conventional piano type hinge 26 for 
folding the leg 25 upwardly under the seat 23 and 
the leg 25 is held in its open position by a foldable 
brace 27 of a conventional type. 
The arm 20 of each seat 23 is locked in its out 

Wardly projecting horizontal position in channel 
18 by a Swinging catch 28 fixed to a thumb screw 
29 threaded into a socket 30 which is secured to 
the inside of leg 3, the catch being swingable 
upWardly at the open side of channel 8 to hold 
the arm therein. 
The front and rear edges of the section of the 

55 top which is provided with the handle are also 
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formed with offset flanges 3 to project inwardly 
of the other section of the top, when closed, to 
mutually support each other and relieve the hinge 
9 and catches 2 of the weight of the top Sections. 

In the operation of the device, the table legs 
f3 are opened by swinging the same downwardly 
individually and braces 5 lock the legs in Open 
position. Seats 23 are then opened by Swing 
ing arms 20 upwardly and then Swinging the arms 
outwardly at the side of the table to place the 
arms in channel supports 8 and locked therein 
by the catches 28. The legs 25 for the seats are 
then swung downwardly and locked by braces 27. 
The seats and table are folded by reversing 

the above procedure. 
In view of the foregoing description taken in 

conjunction with the accompanying drawings it 
is believed that a clear understanding of the de 
vice will be quite apparent to those skilled in 
this art. A more detailed description is accord 
ingly deemed unnecessary. 

It is to be understood, however, that even 
though there is herein shown and described a 
preferred embodiment of the invention the same 
is Susceptible to certain changes fully compre 
hended by the spirit of the invention as herein 
described and the Scope of the appended claims. 

Having described the invention, what is claimed 
aS new is: 

1. A foldable table and seat unit comprising a 
table top formed of a pair of foldable sections 
adapted for folding one against the other to 
form a carrying case, a foldable leg hinged to 
each end of each Section, a seat having a rigid 
arm, and means carried by the leg adapted to 
receive the arm for rigidly supporting the arm 
and seat in an outwardly extending open position, 
and means Swingably connecting the arm to the 
leg, Said arm and Seat being foldable against the 
leg for folding therewith under the top. 

2. A foldable table and Seat unit comprising a 
table top formed of a pair of foldable sections 
adapted for folding one against the other to form 
a carrying case, a foldable leg hinged to each 
end of each section, a seat having a rigid arm, a 
Support for the arm carried by the leg and in 
which the arm is received to rigidly support the 
arm thereon to hold the seat in an open position, 
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and means Swingably connecting the arm to the 
Support for folding movement of the arm against 
the leg for folding therewith under the top. 

3. A foldable table and Seat unit comprising a 
table top formed of a pair of foldable sections 
adapted for folding one against the other to 
form a carrying case, a foldable leg hinged to 
each end of each Section, a Seat having a rigid 
arm, and a channel member carried by the leg 
and to which the arm is Swingably connected and 
adapted for receiving the arm to rigidly support 
the arm in Said channel member, and Said arm 
and Seat being foldable as a unit against the leg 
for folding therewith under the top. 

4. A foldable table comprising a table top, legs 
Swingably connected to the top for folding there 
under, a channel member carried by each leg, a 
Seat having a rigid arm, means swingably con 
necting the arm to the channel member for rigidly 
supporting the arm therein, said arm being swing 
able outwardly of Said member into a position 
for permitting folding of the arm and seat as 
a unit against the leg and for folding with the 
leg under the top, and means locking the arm 
in Said channel member. 

5. A foldable table comprising a table top, legs 
Swingably connected to the top for folding there 
under, a channel member carried by each leg, a 
Seat having a rigid arm, means Swingably con 
necting the arm to the channel member for rigidly 
Supporting the arm therein, said arm being swing 
able outwardly of Said member into a position 
for permitting folding of the arm and seat as a 
unit against the leg and for folding with the leg 
under the top, means locking the arm in said 
channel member and a leg swingably connected 
to the seat for folding thereunder. 
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