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Description

FIELD

[0001] The present invention relates to a technical field of air conditioners, and particularly to a heat pump system
and an air conditioner having the same.

BACKGROUND

[0002] When the heat pump system is in the heating mode, the refrigerant absorbs heat from the outdoor side through
the outdoor heat exchanger, then increases its pressure and temperature through the compressor, and discharges the
heat from the outdoor side into the room to achieve a heating effect. However, in winter, the outdoor temperature is low,
the refrigerant in the outdoor heat exchanger needs to have a temperature lower than the temperature of the outdoor
air so as to absorb the heat of the outdoor air, such that the outdoor heat exchanger will frost in the heating mode, and
the defrosting is required after frosting, so as to ensure that the system can run safely and efficiently.
[0003] The existing heat pump system needs to absorb heat from the indoor side during the defrosting process, such
that the indoor temperature decreases, and the indoor unit cannot heat normally. Further, when the outdoor unit resumes
the heating mode, it takes a while to switch and start the compressor to heat the refrigerant system gradually, thus
reducing the operating energy efficiency.
[0004] In addition, when the outdoor temperature is low, the refrigeration oil discharged from the compressor and the
liquid refrigerant are highly soluble with each other. After being separated by the oil separator, most of the refrigeration
oil returned to the compressor is the liquid refrigerant, and thus the concentration of the refrigeration oil in the compressor
cannot reach a safe concentration quickly. In order to ensure the system reliability, the existing heat pump system needs
to operate at low frequency for a long time, so as to vaporize the liquid refrigerant in the compressor, reduce the refrigerant
content in the refrigeration oil returned by the oil separator, and hence increase the content of the refrigeration oil in the
compressor to the safe concentration. After the content of the refrigeration oil reaches the safe concentration, the heat
pump system can operate normally. This process lasts for a long time. Thus, the indoor unit still has not blown out hot
air even ten minutes after the start-up, and hence the start-up speed is slow.
[0005] CN 105865073 A discloses an air conditioning system according to the preamble of claim 1; and a control
method thereof. The air conditioning system comprises a compressor, a reversing assembly, an outdoor heat exchanger,
an indoor heat exchanger, a heat storage tank, a heat pipe, a first valve body, a second valve body, a first branch, a
second branch, a third valve body and a fourth valve body, wherein the heat storage tank is used for storing headheat;
one end of the heat pipe is arranged on a position close to the compressor, and the other end of the heat pipe extends
into the heat storage tank; the first valve body is arranged between the outdoor heat exchanger and a second valve port
and the second valve body; the second valve body is arranged between the indoor heat exchanger and the third valve
body a third valve port; the first branch is connected in parallel with the first valve body, and a part of the first branch is
located in the heat storage tank; the second branch is connected in parallel with the second valve body, and a part of
the second branch is located in the heat storage tank; the third valve body is used for controlling the connection/discon-
nection of the first branch; and the fourth valve body is used for controlling the connection/disconnection of the second
branch.

SUMMARY

[0006] The main objective of the present disclosure is to provide a heat pump system, which is intended to achieve a
defrosting without stopping an indoor unit, so as to improve the operating energy efficiency and the indoor heating
comfort, while ensuring the normal heating of the indoor unit. During the low temperature start-up process, heat is
supplied to the low-temperature gas-liquid mixed refrigerant discharged from the compressor, and the liquid refrigerant
contained in the refrigeration oil discharged from the compressor is evaporated as soon as possible, so as to rapidly
reduce the refrigerant content in the refrigeration oil returned by the oil separator, so that the concentration of the
refrigeration oil in the compressor is quickly increased to a safe level, thus reducing the time from the start-up to the
high frequency operation of the compressor and increasing the start-up speed of the system.
[0007] In order to achieve the above objective, the present invention provides a heat pump system as defined in
independent claim 1.
[0008] According to the invention, the switching device includes a first four-way valve and a second four-way valve
connected in series, the first four-way valve includes first to fourth valve ports, the second four-way valve includes fifth
to eighth valve ports, the compressor assembly is communicated with the first valve port, the outdoor heat exchanger
is communicated with the eighth valve port, the heating and heat accumulation device has a first end communicated
with the fourth valve port and a second end communicated with the fifth valve port, the indoor heat exchanger is com-
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municated with the second valve port and the sixth valve port, the third valve port and the seventh valve port are both
communicated with a suction end of the compressor assembly. In the first heating mode, the first valve port of the first
four-way valve is communicated with the fourth valve port of the first four-way valve, and the fifth valve port of the second
four-way valve is communicated with the sixth valve port, the seventh valve port and the eighth valve port of the second
four-way valve, respectively. In the second heating mode, the first valve port of the first four-way valve is communicated
with the second valve port of the first four-way valve, and the seventh valve port of the second four-way valve is com-
municated with the eighth valve port of the second four-way valve. In the defrosting mode, the first valve port of the first
four-way valve is communicated with the second valve port, the third valve port and the fourth valve port of the first four-
way valve, respectively, and the fifth valve port of the second four-way valve is communicated with the eighth valve port
of the second four-way valve.
[0009] Further, according to the invention, the switching device also includes a first solenoid valve, and the first solenoid
valve is arranged between the sixth valve port and the indoor heat exchanger.
[0010] Further, the heat pump system also includes a first check valve, and the first check valve is connected between
the outdoor heat exchanger and the heating and heat accumulation device.
[0011] Further, the heat pump system also includes a throttling device, and the throttling device has a first end com-
municated with the heating and heat accumulation device and a second end communicated with the fifth valve port and
the first check valve.
[0012] Further, according to the invention, the heat pump system also includes a second check valve, and the second
check valve is connected between the second valve port and the indoor heat exchanger.
[0013] Further, the heat pump system also has a refrigeration mode under the switch of the switching device, and in
the refrigeration mode, the first valve port of the first four-way valve is communicated with the fourth valve port of the
first four-way valve, the fifth valve port of the second four-way valve is communicated with the eighth valve port, the sixth
valve port and the seventh valve port of the second four-way valve, respectively.
[0014] Further, the heating and heat accumulation device includes a second solenoid valve and a heat exchanger,
and the heat exchanger is connected in series with the second solenoid valve and communicated with the switching
device. The heating and heat accumulation device further includes a heating assembly and/or a heat accumulation
assembly arranged to an outer wall of the heat exchanger.
[0015] Further, the heating assembly is configured as an exogenous heater; and/or the heat accumulation assembly
is configured as a heat accumulator.
[0016] The present disclosure also provides an air conditioner, which includes a heat pump system. The heat pump
system includes a compressor assembly, an outdoor heat exchanger and an indoor heat exchanger. The heat pump
system further includes a heating and heat accumulation device and a switching device. The compressor assembly, the
switching device, the outdoor heat exchanger and the indoor heat exchanger are connected in sequence to form a
refrigerating circuit. The heating and heat accumulation device is connected in series with the switching device. The
heat pump system has a first heating mode, a second heating mode and a defrosting mode under the switch of the
switching device. In the first heating mode, a refrigerant discharged out of the compressor assembly enters the indoor
heat exchanger and the outdoor heat exchanger in sequence after passing through the switching device and the heating
and heat accumulation device, and flows back to the compressor assembly. In the second heating mode, the refrigerant
discharged out of the compressor assembly enters the indoor heat exchanger and the outdoor heat exchanger in se-
quence after passing through the switching device, and flows back to the compressor assembly. In the defrosting mode,
the refrigerant discharged out of the compressor assembly enters the indoor heat exchanger and the outdoor heat
exchanger in sequence after passing through the switching device, and the refrigerant flowing out of the outdoor heat
exchanger flows back to the compressor assembly after passing through the heating and heat accumulation device.
[0017] When the heat pump system in the technical solution of the present invention in the first heating mode, the
refrigerant discharged out of the compressor assembly enters the indoor heat exchanger and the outdoor heat exchanger
in sequence after passing through the switching device and the heating and heat accumulation device, and flows back
to the compressor assembly. In this process, since the refrigerant is heated by the heating and heat accumulation device,
the operating energy efficiency of the whole heat pump system is improved, and the start-up speed is increased. When
the heat pump system starts up and operates normally, the heat pump system can be switched between the first heating
mode and the second heating mode. In the second heating mode, the refrigerant discharged out of the compressor
assembly enters the indoor heat exchanger and the outdoor heat exchanger in sequence after passing through the
switching device, and flows back to the compressor assemble. In this process, the normal heating of the heat pump
system is ensured.
[0018] Further, when the heat pump system defrosts in the defrosting mode, the refrigerant with a high temperature
and a high pressure discharged out of the compressor assembly is partially condensed in the indoor heat exchanger,
and then flows to the outdoor heat exchanger to defrost the outdoor heat exchanger. The refrigerant flowing out of the
outdoor heat exchanger absorbs heat and evaporates through the heating and heat accumulation device, and flows
back to the compressor assembly, thus achieving the defrosting without stopping the heating. During the defrosting, the
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indoor temperature keeps not to be reduced, thus improving the operating energy efficiency and the heating comfort of
the heat pump system. The heat pump system provided by the present disclosure uses the switching device to switch
the different modes of the refrigerant discharged out of the compressor assembly. Also, the heating and heat accumulation
device is used to allow the heat pump system to realize the defrosting without stopping the heating while heating, thus
improving the operating energy efficiency and the heating comfort of the heat pump system.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] To describe technical solutions in embodiments of the present disclosure more clearly, the following will briefly
introduce the accompanying drawings required for the description of the embodiments. Obviously, the accompanying
drawings described below show some embodiments of the present disclosure, and those skilled in the art can obtain
other drawings based on these drawings without paying creative efforts.

Fig. 1 is a schematic view illustrating a flow direction of a refrigerant in a heat pump system in a first heating mode
of the present invention.
Fig. 2 is a schematic view illustrating a flow direction of a refrigerant in a heat pump system in a second heating
mode of the present invention.
Fig. 3 is a schematic view illustrating a flow direction of a refrigerant in a heat pump system in a defrosting mode of
the present invention.
Fig. 4 is a schematic view illustrating a flow direction of a refrigerant in a heat pump system in a refrigeration mode
of the present invention.

[0020] The realization of the object, the function features and the advantages of the present disclosure will be further
described in combination with the embodiments with reference to the accompanying drawings.

DETAILED DESCRIPTION

[0021] Technical solutions in embodiments of the present disclosure will be clearly and completely described below
with reference to the accompanying drawings in the embodiments of the present disclosure.
[0022] It should be noted that all directional indications (such as up, down, left, right, front, back, ...) in the embodiments
of the present disclosure are only used to explain relative position relationships and motion situations between compo-
nents in a specific posture (as illustrated in the drawings). If the specific posture changes, the directional indication also
changes accordingly.
[0023] In addition, terms such as "first" and "second" are used herein for purposes of description and are not intended

Reference numerals:

Reference numeral Name Reference numeral Name

100 heat pump system D1 fourth valve port

10 compressor assembly 42 second four-way valve

11 compressor A2 fifth valve port

111 exhaust port B2 sixth valve port

112 liquid returning port C2 seventh valve port

12 liquid separator D2 eighth valve port

20 outdoor heat exchanger 43 first solenoid valve

30 indoor heat exchanger 50 heating and heat accumulation device

40 switching device 51 heating assembly

41 first four-way valve 52 heat exchanger

A1 first valve port 60 first check valve

B1 second valve port 70 throttling device

C1 third valve port 80 second check valve
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to indicate or imply relative importance or significance or to imply the number of indicated technical features. Thus, the
feature defined with "first" and "second" may indicate or imply to comprise one or more of this feature. In addition, the
technical solutions of the various embodiments may be combined with one another, but must be based on that those
skilled in the art can achieve the combination. When the combination of the technical solutions is contradictory or
impossible to implement, it should be considered that the combination of the technical solutions does not exist, and is
not covered by the protection scope of the present disclosure.
[0024] The present invention provides a heat pump system 100.
[0025] As illustrated in Fig. 1 to Fig. 4, in embodiments of the present invention, the heat pump system 100 includes
a compressor assembly 10, an outdoor heat exchanger 20, an indoor heat exchanger 30, a heating and heat accumulation
device 50 and a switching device 40. The compressor assembly 10, the switching device 40, the outdoor heat exchanger
20 and the indoor heat exchanger 30 are connected in sequence to form a refrigerating circuit. The heating and heat
accumulation device 50 and the switching device 40 are arranged in series.
[0026] The heat pump system 100 has a first heating mode, a second heating mode and a defrosting mode under
switching of the switching device 40. In the first heating mode, the refrigerant discharged from the compressor assembly
10 enters the indoor heat exchanger 30 and the outdoor heat exchanger 20 in sequence via passing through the witching
device 40 and the heating and heat accumulation device 50, and flows back to the compressor assembly 10. In the
second heating mode, the refrigerant discharged from the compressor assembly 10 enters the indoor heat exchanger
30 and the outdoor heat exchanger 20 in sequence via passing through the switching device 40, and flows back to the
compressor assembly. In the defrosting mode, the refrigerant discharged from the compressor assembly 10 enters the
indoor heat exchanger 30 and the outdoor heat exchanger 20 in sequence via passing through the switching device 40,
and the refrigerant flowing out of the outdoor heat exchanger 20 flows back to the compressor assembly 10 via passing
through the heating and heat accumulation device 50.
[0027] Specifically, the compressor assembly 10 includes a compressor 11 and a liquid separator 12 connected in
series, the compressor assembly 10 has an exhaust port 111 and a liquid returning port 112, the exhaust port 111 is
provided to the compressor 11, the liquid returning port 112 is provided to the liquid separator 12, and the exhaust port
111 of the compressor 11 is connected with the switching device 40 for discharging a superheated steam with a high
temperature and a high pressure.
[0028] In the embodiments, the heat pump system 100 includes the first heating mode, the second heating mode and
the defrosting mode under the switching of the switching device 40. It can be understood that, when the heat pump
system 100 is in the first heating mode, the refrigerant is discharged out of the exhaust port 111 of the compressor 11,
passes through the switching device 40 and the heating and heat accumulation device 50, enters the indoor heat
exchanger 30 and the outdoor heat exchanger 20 in sequence, flows back to the liquid separator 12 through the liquid
returning port 112, and flows into the compressor 11 again. In this process, the refrigerant is further heated by the heating
and heat accumulation device 50, such that the refrigerant still has a high temperature after releasing heat in the indoor
heat exchanger 30, and allows the outdoor heat exchanger 20 not to be frosted when absorbing heat in the outdoor heat
exchanger 20, thus improving an operating energy efficiency of the whole heat pump system 100, and increasing a start-
up speed.
[0029] After being normally started up to operate, the heat pump system 100 is switched by the switching device 40
to the second heating mode, and the second heating mode is a normal heating mode. When the heat pump system 100
is in the second heating mode, the refrigerant is discharged out of the exhaust port 111 of the compressor 11, enters
the indoor heat exchanger 30 and the outdoor heat exchanger 20 in sequence via passing through the switching device
40, flows back to the liquid separator 12 through the liquid returning port 112, and flows into the compressor 11 again.
In this process, the refrigerant with the high temperature and the high pressure discharged out of the exhaust port 111
of the compressor 11 releases heat in the indoor heat exchanger 30, so as to increase a temperature of an indoor
environment, and absorbs heat in the outdoor heat exchanger 20, so as to realize a normal pure heating mode. It can
be understood that, after being normally started up to operate, the heat pump system 100 may also be switched between
the first heating mode and the second heating mode.
[0030] When the heat pump system 100 defrosts in the defrosting mode, the refrigerant is discharged out of the exhaust
port 111 of the compressor 11, further partially condensed in the indoor heat exchanger 30, and then flows to the outdoor
heat exchanger 20 to defrost the outdoor heat exchanger 20. The refrigerant flowing out of the outdoor heat exchanger
20 absorbs heat and evaporates through heating and heat accumulation device 40, further flows back to the liquid
separator 12 through the liquid returning port 112, and flows into the compressor 11 again, so as to realize the defrosting
without stopping the heating. Thus, during the defrosting, the indoor temperature keeps not to be decreased, so as to
improve the operating energy efficiency and the heating comfort of the heat pump system 100.
[0031] The heat pump system 100 according to embodiments of the present invention, the switching device 40 is used
to switch different modes of the refrigerant discharged from the compressor assembly 10, and the heating and heat
accumulation device 40 allows the heat pump system 100 to defrost without stopping the heating while heating, thus
improving the operating energy efficiency and the heating comfort of the system.
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[0032] Further, as illustrated in Fig. 1 to Fig. 3, in the embodiment, the switching device 40 includes a first four-way
valve 41 and a second four-way valve 42 connected in series. The first four-way valve 41 has a first valve port A1, a
second valve port B1, a third valve port C1 and a fourth valve port D1. The second four-way valve 42 has a fifth valve
port A2, a sixth valve port B2, a seventh valve port C2 and an eighth valve port D2.
[0033] Specifically, the compressor assembly 10 is communicated with the first valve port A1, the outdoor heat ex-
changer 20 is communicated with the eighth valve port D2, the heating and heat accumulation device 50 has a first end
communicated with the fourth valve port D1 and a second end communicated with the fifth valve port A2, the indoor
heat exchanger 30 is communicated with the second valve port B1 and the sixth valve port B2, and the third valve port
C1 and the seventh valve port C2 are both communicated with a suction end of the compressor assembly 10. It can be
understood that the heat pump system 100 of the present disclosure can achieve the switch of different modes by
switching the valve ports of the first four-way valve 41 and the second four-way valve 42, and also the heating and heat
accumulation device 50 is used to cooperate with the different modes, such that the heat pump system 100 can achieve
the quick start-up, the normal heating, the defrosting without stopping the heating, and other functions, thus improving
the operating energy efficiency and the heating comfort of the system.
[0034] In the embodiment, when the heat pump system 100 is in the first heating mode, the first valve port A1 of the
first four-way valve 41 is communicated with the fourth valve port D1 of the first four-way valve 41, and the fifth valve
port A2 of the second four-way valve 42 is communicated with the sixth valve port B2, the seventh valve port C2 and
the eighth valve port D2 of the second four-way valve 42, respectively. The refrigerant discharged out of the exhaust
port 111 of the compressor 11 passes through the first valve port A1 and the fourth valve port D1 of the first four-way
valve 41, then is further heated by the heating and heat accumulation device 50, and enters the indoor heat exchanger
30 to release heat after passing through the fifth valve port A2 and the sixth valve port B2 of the second four-way valve
42. In this case, the refrigerant still has a high temperature, and absorbs heat in the outdoor heat exchanger 20. Then,
the refrigerant flows out of the eighth valve port D2 and the seventh valve port C2 of the second four-way valve 42,
further flows back to the liquid separator 12 through the liquid returning port 112, and flows into the compressor 11 again.
Since the refrigerant of the high temperature absorbs heat in the outdoor heat exchanger 20, the outdoor heat exchanger
20 will not be frosted, thus improving the operating energy efficiency of the whole heat pump system 100, and increasing
the start-up speed.
[0035] When the heat pump system 100 is in the second heating mode, the first valve port A1 of the first four-way
valve 41 is communicated with the second valve port B1 of the first four-way valve 41, and the seventh valve port C2 of
the second four-way valve 42 is communicated with the eighth valve port D2 of the second four-way valve 42. The
refrigerant discharged out of the exhaust port 111 of the compressor 11 passes through the first valve port A1 and the
second valve port B1 of the first four-way valve 41, enters the indoor heat exchanger 30 to release heat, so as to increase
a temperature in an indoor environment, further absorbs heat in the outdoor heat exchanger 20, then flows out of the
eighth valve port D2 and the seventh valve port C2 of the second four-way valve 42, back to the liquid separator 12
through the liquid returning port 112, and further into the compressor 11 again, thus realizing the normal pure heating
mode.
[0036] When the heat pump system 100 is in the defrosting mode, the first valve port A1 of the first four-way valve 41
is communicated with the second valve port B1, the third valve port C1 and the fourth valve port D1 of the first four-way
valve 41, and the fifth valve port A2 of the second four-way valve 42 is communicated with the eighth valve port D2 of
the second four-way valve 42. The refrigerant discharged out of the exhaust port 111 of the compressor 11 passes
through the first valve port A1 and the second valve port B1 of the first four-way valve 41, enters the indoor heat exchanger
30 to release heat, so as to increase the temperature in the indoor environment, further absorbs heat in the outdoor heat
exchanger 20, then flows out of the eighth valve port D2 and the fifth valve port A2 of the second four-way valve 42,
further absorbs heat and evaporates through the heating and heat accumulation device 40, and flows back to the liquid
separator 12 through the liquid returning port 112, and further into the compressor 11 again. In this process, the heat
pump system 100 achieves the defrosting without stopping the heating, such that the indoor temperature keeps not to
be decreased during the defrosting, thus improving the operating energy efficiency and the heating comfort of the heat
pump system 100.
[0037] Further, as illustrated in Fig. 4, the heat pump system 100 also has a refrigeration mode under the switch of
the switching device 40, i.e. a normal refrigeration mode of the heat pump system 100. When the heat pump system
100 is in the refrigeration mode, the first valve port A1 of the first four-way valve 41 is communicated with the fourth
valve port D1 of the first four-way valve 41, and the fifth valve port A2 of the second four-way valve 42 is communicated
with the eighth valve port D2, the sixth valve port B2 and the seventh valve port C2 of the second four-way valve 42,
respectively. The refrigerant discharged out of the exhaust port 111 of the compressor 11 passes through the first valve
port A1 and the fourth valve port D1 of the first four-way valve 41, and further through the heating and heat accumulation
device 40. In this case, the heating and heat accumulation device 40 absorbs and stores a part of heat of the refrigerant
with the high temperature and the high pressure. The refrigerant further flows into the outdoor heat exchanger 20 to
release heat through the fifth valve port A2 and the eighth valve port D2 of the second four-way valve 42, also absorbs
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heat in the indoor heat exchanger 30, so as to reduce the temperature in the indoor environment, and flows out of the
sixth valve port B2 and the seventh valve port C2 of the second four-way valve 42, back to the liquid separator 12 through
the liquid returning port 112, and into the compressor 11 again.
[0038] Further, as illustrated in Fig. 1 to Fig. 4, in the embodiments, the switching device 40 further includes a first
solenoid valve 43, and the first solenoid valve 43 is arranged between the sixth valve port B2 and the indoor heat
exchanger 30. It can be understood that, by providing the first solenoid valve 43, it is convenient for the first solenoid
valve 43 to cooperate with the second four-way valve 42 when the switching device 40 switches the different modes,
thus realizing the direct switch of the different modes smoothly.
[0039] Further, as illustrated in Fig. 1 to Fig. 4, in the embodiments, the heat pump system 100 further includes a
throttling device 70 and a first check valve 60, the first check valve 60 is connected between the outdoor heat exchanger
20 and the heating and heat accumulation device 50, the throttling device 70 has a first end communicated with the
heating and heat accumulation device 50, and a second end communicated with the fifth valve port A2 and the first
check valve 60. It can be understood that the throttling device 70 is an electronic expansion valve or an capillary tube.
[0040] Further, as illustrated in Fig. 1 to Fig. 4, in the embodiments, the heat pump system 100 further includes a
second check valve 80, and the second check valve 80 is connected between the second valve port B1 and the indoor
heat exchanger 30.
[0041] Specifically, when the heat pump system 100 is in the first heating mode, the throttling device 70 and the first
solenoid valve 43 are open, the first check valve 60 and the second check valve 80 are closed, the first valve port A1
and the fourth valve port D1 of the first four-way valve 41 communicates the exhaust port 111 of the compressor 11 with
the heating and heat accumulation device 50, the fifth valve port A2 and the sixth valve port B2 of the second four-way
valve 42 communicates the heating and heat accumulation device 50 with the first solenoid valve 43 and the indoor heat
exchanger 30. The gaseous refrigerant with the high pressure discharged out of the exhaust port 111 of the compressor
11 is heated in the heating and heat accumulation device 50 (or is condensed to release a part of heat to the heating
and heat accumulation device 50), and then is carried to the indoor heat exchanger 30 to release heat through the first
solenoid valve 43. The liquid refrigerant flowing out of the indoor heat exchanger 30 absorbs heat and evaporates into
the gaseous refrigerant in the outdoor heat exchanger 20, and flows out of the eighth valve port D2 and the seventh
valve port C2 of the second four-way valve 42, back to the liquid separator 12 through the liquid returning port 112, and
further into the compressor 11 again.
[0042] When the heat pump system 100 is in the second heating mode, the throttling device 70, the first solenoid valve
43 and the first check valve 60 are closed, the second check valve 80 is open, and the first valve port A1 and the second
valve port B1 of the first four-way valve 41 communicate the exhaust port 111 of the compressor 11 with the second
check valve 80 and the indoor heat exchanger 30. The gaseous refrigerant with the high pressure discharged out of the
exhaust port 111 of the compressor 11 flows to the indoor heat exchanger 30 to release heat through the first four-way
valve 41 and the second check valve 80, so as to increase the temperature in the indoor environment. The liquid
refrigerant with the high pressure absorbs heat and evaporates into the gaseous refrigerant in the outdoor heat exchanger
20, and flows out of the eighth valve port D2 and the seventh valve port C2 of the second four-way valve 42, back to
the liquid separator 12 through the liquid returning port 112, and into the compressor 11 again, thus achieving the normal
pure heating mode.
[0043] When the heat pump system 100 is in the defrosting mode, the throttling device 70, the first check valve 60
and the second check valve 80 are open, the first solenoid valve 43 is closed, and the first valve port A1 and the second
valve port B1 of the first four-way valve 41 communicate the exhaust port 111 of the compressor 11 with the second
check valve 80 and the indoor heat exchanger 30. The gaseous refrigerant with the high pressure discharged out of the
exhaust port 111 of the compressor 11 flows to the indoor heat exchanger 30 to release heat through the first four-way
valve 41 and the second check valve 80, so as to increase the temperature in the indoor environment. The refrigerant
continues to be condensed to release heat in the outdoor heat exchanger 20, so as to allow the frost formed on the
outdoor heat exchanger 20 to thaw. The generated liquid refrigerant passes through the first check valve 60 and the
throttling device 70, absorbs heat and evaporates while passing through the heating and heat accumulation device 40,
and flows back to the liquid separator 12 through the liquid returning port 112 after passing through the fourth valve port
D1 and the third valve port C1 of the first four-way valve 41, and further into the compressor 11 again, such that the heat
pump system 100 achieves the defrosting without stopping the heating. During the defrosting, the indoor temperature
keeps not to be decreased, thus improving the operating energy efficiency and the heating comfort of the heat pump
system 100.
[0044] It can be understood that, in the defrosting mode, the refrigerant flows from the outdoor heat exchanger 20 to
the heating and heat accumulation device 40 via two flow paths. In a first one of the two flow paths, the refrigerant flows
from the outdoor heat exchanger 20 to the heating and heat accumulation device 40 via the first check valve 60 and the
throttling device 70. In a second one of the two flow paths, the refrigerant flows from the outdoor heat exchanger 20 to
the heating and heat accumulation device 40 via the eighth valve port D2 and the fifth valve port A2 of the second four-
way valve 42, and the throttling device 70. In this process, due to influences on the two flow paths by the pressure, the
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refrigerant generally flows to the heating and heat accumulation device 40 in the first path, while the second four-way
valve 42 is out of action temporarily.
[0045] When the heat pump system 100 is in the refrigeration mode, the throttling device 70 and the first check valve
60 are open, the first check valve 60 and the second check valve 80 are closed, the first valve port A1 and the fourth
valve port D1 of the first four-way valve 41 communicate the exhaust port 111 of the compressor 11 with the heating
and heat accumulation device 50, the fifth valve port A2 and the eighth valve port D2 of the second four-way valve 42
communicate the heating and heat accumulation device 50 with the outdoor heat exchanger 20, and the sixth valve port
B2 and the seventh valve port C2 of the second four-way valve 42 communicate the indoor heat exchanger 30 with the
liquid returning port 112 of the liquid separator 12. The gaseous refrigerant with the high pressure discharged out of the
exhaust port 111 of the compressor 11 passes through the first four-way valve 41, the throttling device 70 and the second
four-way valve 42, then flows into the outdoor heat exchanger 20 to be condensed into the liquid refrigerant with the
high pressure, further flows into the indoor heat exchanger 30 to be throttled and evaporated into the gaseous refrigerant
with the low pressure, and flows out of the sixth valve port B2 and the seventh valve port C2 of the second four-way
valve 42, back to the liquid separator 12 through the liquid returning port 112, and into the compressor 11 again, thus
reducing the temperature in the indoor environment.
[0046] Further, as illustrated in Fig. 1 to Fig. 4, in an embodiment, the heating and heat accumulation device 50 includes
a second solenoid valve, a heat exchanger 52 and a heating assembly 51, the heating assembly 51 is arranged to an
outer wall of the heat exchanger 52, and the heat exchanger 52 is connected in series with the second solenoid valve
and communicated with the switching device 40. It can be understood that the second solenoid valve is configured to
control operations states of the heat exchanger and the heating assembly 51. The heating assembly 51 may be an
exogenous heater, and the exogenous heater may be an electric heating member or a gas heating member.
[0047] In the embodiments, the heating assembly 51 is preferably configured as the electric heating member, and the
electric heating member is attached to the outer wall of the heat exchanger 52. The electric heating member is controlled
by the second solenoid valve, so as to heat the outer wall of the heat exchanger 52, such that the refrigerant can achieve
a heat exchange by the heat exchanger 52 when passing through the heat exchanger 52.
[0048] In another embodiment, the heating and heat accumulation device 50 includes a second solenoid valve, a heat
exchanger 52 and a heat accumulation assembly (not illustrated), the heat accumulation assembly may be arranged to
an outer wall of the heat exchanger 52, and the heat exchanger 52 is connected in series with the second solenoid valve
and communicated with the switching device 40. It can be understood that the second solenoid valve is configured to
control an operation state of the heat exchanger, and the heat accumulation assembly may be a heat accumulator. The
heat accumulator may use heat accumulation materials for heat exchange. Preferably, the accumulation materials may
be phase-change materials or sensible heat and heat accumulation materials, which is not limited herein. The heat
accumulation assembly preferably uses a heat accumulation sheet made of the heat accumulation materials, and the
heat accumulation sheet is arranged to the outer wall of the heat exchanger 52. When the refrigerant with the high
temperature has the heat exchange by the heat exchanger 52, the heat accumulation sheet accumulates heat by the
heat exchanger 52. The heat accumulated in the heat accumulation sheet is used to evaporate the liquid refrigerant with
the low temperature when the liquid refrigerant with the low temperature returns to the compressor, so as to reduce the
refrigerant content in the refrigeration oil returned from the liquid separator 12, and hence to increase the refrigeration
oil content in the compressor to a safe concentration, thereby achieving a normal operation. Thus, the time from the
start-up to the high-frequency operation of the compressor is reduced, and the start-up speed of the system is increased.
[0049] In a third embodiment, as illustrated in Fig. 1 to Fig. 4, the heating and heat accumulation device 50 includes
a second solenoid valve, a heat exchanger 52, a heating assembly 51 and a heat accumulation assembly (not illustrated),
the heating assembly 51 and the heat accumulation assembly are arranged to an outer wall of the heat exchanger 52
and spaced apart from each other, and the heat exchanger 52 is connected in series with the second solenoid valve
and communicated with the switching device 40.
[0050] Specifically, the second solenoid valve is configured to control operation states of the heat exchanger and the
heating assembly 51. The heating assembly 51 may be an exogenous heater, and the exogenous heater may be an
electric heating member or a gas heating member. The heat accumulation assembly may be a heat accumulator. The
heat accumulator may use heat accumulation materials for heat exchange. Preferably, the accumulation materials may
be phase-change materials or sensible heat and heat accumulation materials, which is not limited herein. In the embod-
iment, the heating assembly 51 is preferably configured as the electric heating member, and the electric heating member
is attached to the outer wall of the heat exchanger 52. The electric heating member is controlled by the second solenoid
valve, so as to heat the outer wall of the heat exchanger 52, such that the refrigerant can achieve a heat exchange by
the heat exchanger 52 when passing through the heat exchanger 52. The heat accumulation assembly preferably uses
a heat accumulation sheet made of the heat accumulation materials, and the heat accumulation sheet is arranged to
the outer wall of the heat exchanger 52. When the heating assembly 51 heats the outer wall of the heat exchanger 52,
and the refrigerant has the heat exchange while passing through the heat exchanger 52, the heat accumulation sheet
also accumulates heat by the heat exchanger 52. Or, when the refrigerant with the high temperature has the heat
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exchange by the heat exchanger 52, the heat accumulation sheet also accumulates heat by the heat exchanger 52. The
heat accumulated in the heat accumulation sheet is used to evaporate the liquid refrigerant with the low temperature
when the liquid refrigerant with the low temperature returns to the compressor, so as to reduce the refrigerant content
in the refrigeration oil returned from the liquid separator 12, and hence to increase the refrigeration oil content in the
compressor to a safe concentration, thereby achieving a normal operation. Thus, the time from the start-up to the high-
frequency operation of the compressor is reduced, and the start-up speed of the system is increased.
[0051] The present invention also provides an air conditioner, and the air conditioner includes a heat pump system
100. Specific structures of the heat pump system can refer to the above embodiments. Since a control method not
according to the invention for the heat pump system uses all the technical solutions of all the above embodiments, the
control method for the heat pump system at least has all the significant effects resulted from the technical solutions of
the above embodiments, which thus will not be repeated herein.
[0052] The air conditioner of the present invention includes the heat pump system 100. The heat pump system 100
uses the switching device 40 to switch the different modes of the refrigerant discharged from the compressor assembly
10, and also uses the heating and heat accumulation device 50 to cooperate with the switching device 40, such that the
heat pump system 100 can achieve the defrosting without stopping the heating while heating, thus improving the operating
energy efficiency and the heating comfort of the air conditioner.

Claims

1. A heat pump system (100), comprising a compressor assembly (10), an outdoor heat exchanger (20) and an indoor
heat exchanger (30), wherein the heat pump system further comprises a heating and heat accumulation device (50)
and a switching device (40), the compressor assembly (10), the switching device (40), the outdoor heat exchanger
(20) and the indoor heat exchanger (30) are connected in sequence to form a refrigerating circuit, and the heating
and heat accumulation device (50) is connected in series with the switching device (40),

wherein the heat pump system has a first heating mode, a second heating mode and a defrosting mode under
the switch of the switching device; wherein the heat pump system is configured such that during operation in
the first heating mode, a refrigerant discharged out of the compressor assembly (10) enters the indoor heat
exchanger (30) and the outdoor heat exchanger (20) in sequence after passing through the switching device
(40) and the heating and heat accumulation device (50), and flows back to the compressor assembly (10); in
the second heating mode, the refrigerant discharged out of the compressor assembly (10) enters the indoor
heat exchanger (30) and the outdoor heat exchanger (20) in sequence after passing through the switching
device (40), and flows back to the compressor assembly (10); in the defrosting mode, the refrigerant discharged
out of the compressor assembly (10) enters the indoor heat exchanger (30) and the outdoor heat exchanger
(20) in sequence after passing through the switching device (40), and the refrigerant flowing out from the outdoor
heat exchanger (20) flows back to the compressor assembly (10) after passing through the heating and heat
accumulation device (50),
characterised in that the switching device (40) comprises a first four-way valve (41) and a second four-way
valve (42) connected in series, the first four-way valve (41) comprises first to fourth valve ports (A1, B1, C1,
D1), the second four-way valve (42) comprises fifth to eighth valve ports (A2, B2, C2, D2), the compressor
assembly (10) is communicated with the first valve port (A1), the outdoor heat exchanger (20) is communicated
with the eighth valve port (D2), the heating and heat accumulation device (50) has a first end communicated
with the fourth valve port (D1) and a second end communicated with the fifth valve port (A2), the indoor heat
exchanger (30) has a first end communicated with the second valve port (B1) and the sixth valve port (B2) and
a second end communicated with the outdoor heat exchanger (20), the third valve port (C1) and the seventh
valve port (C2) are both communicated with a suction end of the compressor assembly (10);
wherein the switching device (40) is configured such that during operation in the first heating mode, the first
valve port (A1) of the first four-way valve (41) is communicated with the fourth valve port (D1) of the first four-
way valve (41), and the fifth valve port (A2) of the second four-way valve (42) is communicated with the sixth
valve port (B2), the seventh valve port (C2) is communicated with the eighth valve port (D2) of the second four-
way valve (42), respectively;
in the second heating mode, the first valve port (A1) of the first four-way valve (41) is communicated with the
second valve port (B1) of the first four-way valve (41), and the seventh valve port (C2) of the second four-way
valve (42) is communicated with the eighth valve port (D2) of the second four-way valve (42);
in the defrosting mode, the first valve port (A1) of the first four-way valve (41) is communicated with the second
valve port (B1), the third valve port (C1) is communicated with the fourth valve port (D1) of the first four-way
valve (41), respectively, and the fifth valve port (A2) of the second four-way valve (42) is communicated with
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the eighth valve port (D2) of the second four-way valve (42),
wherein the switching device (40) further comprises a first solenoid valve (43), and the first solenoid valve (43)
is arranged between the sixth valve port (B2) and that side of the indoor heat exchanger (30) which is connected
to the second valve port (B1),
wherein the heat pump system further comprises a second check valve (80), and the second check valve (80)
is connected between the second valve port (B1) and the indoor heat exchanger (30).

2. The heat pump system according to any one of claim 1, wherein the heat pump system further comprises a first
check valve (60), and the first check valve (60) is connected between the outdoor heat exchanger (20) and the
heating and heat accumulation device (50).

3. The heat pump system according to claims 2, wherein the heat pump system further comprises a throttling device
(70), and the throttling device (70) has a first end communicated with the heating and heat accumulation device
(50) and a second end communicated with the fifth valve port (A2) and the first check valve (60).

4. The heat pump system according to any one of claims 1 to 3, wherein the heat pump system further has a refrigeration
mode by switching the switching device (40), and wherein the switching device (40) is configured such that during
operation in the refrigeration mode, the first valve port (A1) of the first four-way valve (41) is communicated with the
fourth valve port (D1) of the first four-way valve (41), the fifth valve port (A2) of the second four-way valve (42) is
communicated with the eighth valve port (D2), and the sixth valve port (B2) is communicated with the seventh valve
port (C2) of the second four-way valve (42), respectively.

5. The heat pump system according to any one of claims 1 to 4, wherein the heating and heat accumulation device
(50) comprises a second solenoid valve and a heat exchanger (52), and the heat exchanger (52) is connected in
series with the second solenoid valve and communicated with the switching device (40);
the heating and heat accumulation device (50) further comprises a heating assembly (51) and/or a heat accumulation
assembly arranged on an outer wall of the heat exchanger (52).

6. The heat pump system according to claim 5, wherein the heating assembly (51) is configured as an exogenous
heater; and/or
the heat accumulation assembly is configured as a heat accumulator.

7. An air conditioner, comprising a heat pump system (100) according to any one of claims 1 to 6.

Patentansprüche

1. Wärmepumpensystem (100), umfassend eine Kompressoranordnung (10), einen Außenwärmetauscher (20) und
einen Innenwärmetauscher (30), wobei das Wärmepumpensystem ferner eine Heiz- und Wärmespeichervorrichtung
(50) und eine Schaltvorrichtung (40) umfasst, die Kompressoranordnung (10), die Schaltvorrichtung (40), der Au-
ßenwärmetauscher (20) und der Innenwärmetauscher (30) nacheinander verbunden sind, um einen Kältekreislauf
zu bilden, und die Heiz- und Wärmespeichervorrichtung (50) in Reihe mit der Schaltvorrichtung (40) verbunden ist,

wobei das Wärmepumpensystem einen ersten Heizmodus, einen zweiten Heizmodus und einen Abtaumodus
unter der Schaltung der Schaltvorrichtung aufweist; wobei das Wärmepumpensystem so konfiguriert ist, dass
während des Betriebs in dem ersten Heizmodus ein aus der Kompressoranordnung (10) ausgestoßenes Käl-
temittel nacheinander in den Innenwärmetauscher (30) und den Außenwärmetauscher (20) eintritt, nachdem
es die Schaltvorrichtung (40) und die Heiz- und Wärmespeichervorrichtung (50) passiert hat, und zurück zu der
Kompressoranordnung (10) strömt; in dem zweiten Heizmodus tritt das aus der Kompressoranordnung (10)
ausgestoßene Kältemittel nacheinander in den Innenwärmetauscher (30) und den Außenwärmetauscher (20)
ein, nachdem es die Schaltvorrichtung (40) passiert hat, und strömt zurück zu der Kompressoranordnung (10);
in dem Abtaumodus tritt das aus der Kompressoranordnung (10) ausgestoßene Kältemittel nacheinander in
den Innenwärmetauscher (30) und den Außenwärmetauscher (20) ein, nachdem es die Schaltvorrichtung (40)
passiert hat, und das aus dem Außenwärmetauscher (20) strömende Kältemittel strömt zurück zur Kompres-
soranordnung (10), nachdem es die Heiz- und Wärmespeichervorrichtung (50) passiert hat,
dadurch gekennzeichnet, dass die Schaltvorrichtung (40) ein erstes Vierwegeventil (41) und ein zweites
Vierwegeventil (42) umfasst, die in Reihe geschaltet sind, das erste Vierwegeventil (41) erste bis vierte Venti-
löffnungen (A1, B1, C1, D1) umfasst, das zweite Vierwegeventil (42) fünfte bis achte Ventilöffnungen (A2, B2,
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C2, D2) umfasst, die Kompressoranordnung (10) mit der ersten Ventilöffnung (A1) in Verbindung steht, der
Außenwärmetauscher (20) mit der achten Ventilöffnung (D2) in Verbindung steht, die Heiz- und Wärmespei-
chervorrichtung (50) ein erstes Ende, das mit der vierten Ventilöffnung (D1) in Verbindung steht, und ein zweites
Ende, das mit der fünften Ventilöffnung (A2) in Verbindung steht, aufweist, der Innenwärmetauscher (30) ein
erstes Ende, das mit der zweiten Ventilöffnung (B1) und der sechsten Ventilöffnung (B2) in Verbindung steht,
und ein zweites Ende, das mit dem Außenwärmetauscher (20) in Verbindung steht, aufweist, die dritte Ventil-
öffnung (C1) und die siebte Ventilöffnung (C2) beide mit einem Ansaugende der Kompressoranordnung (10)
in Verbindung stehen;
wobei die Schaltvorrichtung (40) so konfiguriert ist, dass während des Betriebs in dem ersten Heizmodus die
erste Ventilöffnung (A1) des ersten Vierwegeventils (41) mit der vierten Ventilöffnung (D1) des ersten Vierwe-
geventils (41) in Verbindung steht, und die fünfte Ventilöffnung (A2) des zweiten Vierwegeventils (42) mit der
sechsten Ventilöffnung (B2) in Verbindung steht, bzw. die siebte Ventilöffnung (C2) mit der achten Ventilöffnung
(D2) des zweiten Vierwegeventils (42) in Verbindung steht;
im zweiten Heizmodus die erste Ventilöffnung (A1) des ersten Vierwegeventils (41) mit der zweiten Ventilöffnung
(B1) des ersten Vierwegeventils (41) in Verbindung steht, und die siebte Ventilöffnung (C2) des zweiten Vier-
wegeventils (42) mit der achten Ventilöffnung (D2) des zweiten Vierwegeventils (42) in Verbindung steht;
im Abtaumodus die erste Ventilöffnung (A1) des ersten Vierwegeventils (41) mit der zweiten Ventilöffnung (B1)
in Verbindung steht, bzw. die dritte Ventilöffnung (C1) mit der vierten Ventilöffnung (D1) des ersten Vierwege-
ventils (41) in Verbindung steht, und die fünfte Ventilöffnung (A2) des zweiten Vierwegeventils (42) mit der
achten Ventilöffnung (D2) des zweiten Vierwegeventils (42) in Verbindung steht,
wobei die Schaltvorrichtung (40) ferner ein erstes Magnetventil (43) umfasst und das erste Magnetventil (43)
zwischen dem sechsten Ventilanschluss (B2) und der Seite des Innenraumwärmetauschers (30) angeordnet
ist, die mit dem zweiten Ventilanschluss (B1) verbunden ist;
wobei das Wärmepumpensystem ferner ein zweites Rückschlagventil (80) umfasst und das zweite Rückschlag-
ventil zwischen dem zweiten Ventilanschluss (B1) und dem Innenraumwärmetauscher (30) verbunden ist.

2. Wärmepumpensystem gemäß Anspruch 1, wobei das Wärmepumpensystem ferner ein erstes Rückschlagventil
(60) umfasst und das erste Rückschlagventil (60) zwischen dem Außenwärmetauscher (20) und der Heiz- und
Wärmespeichervorrichtung (50) verbunden ist.

3. Wärmepumpensystem nach Anspruch 2, wobei das Wärmepumpensystem ferner eine Drosselvorrichtung (70)
umfasst und die Drosselvorrichtung (70) ein erstes Ende, das mit der Heiz- und Wärmespeichervorrichtung (50) in
Verbindung steht, und ein zweites Ende, das mit dem fünften Ventilanschluss (A2) und dem ersten Rückschlagventil
(60) in Verbindung steht, aufweist.

4. Wärmepumpensystem gemäß einer der Ansprüche 1 bis 3, wobei das Wärmepumpensystem ferner einen Kühlm-
odus durch Schalten der Schaltvorrichtung (40) aufweist, und wobei die Schaltvorrichtung (40) so konfiguriert ist,
dass während des Betriebs in dem Kühlmodus die erste Ventilöffnung (A1) des ersten Vierwegeventils (41) mit der
vierten Ventilöffnung (D1) des ersten Vierwegeventils (41) in Verbindung steht, die fünfte Ventilöffnung (A2) des
zweiten Vierwegeventils (42) mit der achten Ventilöffnung (D2) in Verbindung steht, bzw. die sechste Ventilöffnung
(B2) mit der siebten Ventilöffnung (C2) des zweiten Vierwegeventils (42) in Verbindung steht.

5. Wärmepumpensystem gemäß einem der Ansprüche 1 bis 4, wobei die Heiz- und Wärmespeichervorrichtung (50)
ein zweites Magnetventil und einen Wärmetauscher (52) umfasst und der Wärmetauscher (52) in Reihe mit dem
zweiten Magnetventil verbunden ist und mit der Schaltvorrichtung (40) in Verbindung steht;
die Heiz- und Wärmespeichervorrichtung (50) ferner eine Heizanordnung (51) und/oder eine Wärmespeicheran-
ordnung umfasst, die an einer Außenwand des Wärmetauschers (52) angeordnet ist.

6. Wärmepumpensystem gemäß Anspruch 5, wobei die Heizanordnung (51) als exogene Heizung konfiguriert ist;
und/oder
die Wärmespeicheranordnung als Wärmespeicher konfiguriert ist.

7. Klimaanlage, umfassend ein Wärmepumpensystem (100) gemäß einem der Ansprüche 1 bis 6.

Revendications

1. Système de pompe à chaleur (100) comprenant un ensemble de compresseur (10), un échangeur de chaleur externe
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(20) et un échangeur de chaleur interne (30), dans lequel le système de pompe à chaleur comprend en outre un
dispositif de chauffage et d’accumulation de chaleur (50) ainsi qu’un dispositif de commutation (40), l’ensemble de
compresseur (10), le dispositif de commutation (40), l’échangeur de chaleur externe (20) et l’échangeur de chaleur
interne (30) sont raccordés en séquence pour former un circuit réfrigérant, et le dispositif de chauffage et d’accu-
mulation de chaleur (50) est raccordé en série au dispositif de commutation (40),

dans lequel le système de pompe à chaleur présente un premier mode de chauffage, un deuxième mode de
chauffage et un mode de dégivrage commutés par le dispositif de commutation ;
dans lequel le système de pompe à chaleur est configuré de telle façon que pendant le fonctionnement dans
le premier mode de chauffage, un réfrigérant déchargé hors de l’ensemble de compresseur (10) entre dans
l’échangeur de chaleur interne (30) et l’échangeur de chaleur externe (20) en séquence après avoir traversé
le dispositif de commutation (40) et le dispositif de chauffage et d’accumulation de chaleur (50), et revient vers
l’ensemble de compresseur (10) ; dans le deuxième mode de chauffage, le réfrigérant déchargé hors de l’en-
semble de compresseur (10) entre dans l’échangeur de chaleur interne (30) et l’échangeur de chaleur externe
(20) en séquence après avoir traversé le dispositif de commutation (40), et revient vers l’ensemble de com-
presseur (10) ; dans le mode de dégivrage, le réfrigérant déchargé hors de l’ensemble de compresseur (10)
entre dans l’échangeur de chaleur interne (30) et l’échangeur de chaleur externe (20) en séquence après avoir
traversé le dispositif de commutation (40), et le réfrigérant s’écoulant hors de l’échangeur de chaleur externe
(20) revient vers l’ensemble de compresseur (10) après avoir traversé le dispositif de chauffage et d’accumulation
de chaleur (50),
caractérisé en ce que le dispositif de commutation (40) comprend une première soupape à quatre voies (41)
et une deuxième soupape à quatre voies (42) raccordées en série, la première soupape à quatre voies (41)
comprend des premier à quatrième orifices de soupape (A1, B1, C1, D1), la deuxième soupape à quatre voies
(42) comprend des cinquième à huitième orifices de soupape (A2, B2, C2, D2), l’ensemble de compresseur
(10) est en communication avec le premier orifice de soupape (A1), l’échangeur de chaleur externe (20) est en
communication avec le huitième orifice de soupape (D2), le dispositif de chauffage et d’accumulation de chaleur
(50) présente une première extrémité en communication avec le quatrième orifice de soupape (D1) et une
deuxième extrémité en communication avec le cinquième orifice de soupape (A2), l’échangeur de chaleur
interne (30) présente une première extrémité en communication avec le deuxième orifice de soupape (B1) et
le sixième orifice de soupape (B2) et une deuxième extrémité en communication avec l’échangeur de chaleur
externe (20), le troisième orifice de soupape (C1) et le septième orifice de soupape (C2) sont tous deux en
communication avec une extrémité d’aspiration de l’ensemble de compresseur (10) ;
dans lequel le dispositif de commutation (40) est configuré de telle façon que pendant le fonctionnement dans
le premier mode de chauffage, le premier orifice de soupape (A1) de la première soupape à quatre voies (41)
est en communication avec le quatrième orifice de soupape (D1) de la première soupape à quatre voies (41),
et le cinquième orifice de soupape (A2) de la deuxième soupape à quatre voies (42) est en communication
avec le sixième orifice de soupape (B2), le septième orifice de soupape (C2) est en communication avec le
huitième orifice de soupape (D2) de la deuxième soupape à quatre voies (42), respectivement ;
dans le deuxième mode de chauffage, le premier orifice de soupape (A1) de la première soupape à quatre
voies (41) est en communication avec le deuxième orifice de soupape (B1) de la première soupape à quatre
voies (41), et le septième orifice de soupape (C2) de la deuxième soupape à quatre voies (42) est en commu-
nication avec le huitième orifice de soupape (D2) de la deuxième soupape à quatre voies (42), respectivement ;
dans le mode de dégivrage, le premier orifice de soupape (A1) de la première soupape à quatre voies (41) est
en communication avec le deuxième orifice de soupape (B1), le troisième orifice de soupape (C1) est en
communication avec le quatrième orifice de soupape (D1) de la première soupape à quatre voies (41), respec-
tivement, et le cinquième orifice de soupape (A2) de la deuxième soupape à quatre voies (42) est en commu-
nication avec le huitième orifice de soupape (D2) de la deuxième soupape à quatre voies (42),
dans lequel le dispositif de commutation (40) comprend en outre une première soupape solénoïde (43), et la
première soupape solénoïde (43) est disposée entre le sixième orifice de soupape (B2) et le côté de l’échangeur
de chaleur interne (30) raccordé au deuxième orifice de soupape (B1),
dans lequel le système de pompe à chaleur comprend en outre une deuxième soupape de retenue (80), et la
deuxième soupape de retenue (80) est raccordée entre le deuxième orifice de soupape (B1) et l’échangeur de
chaleur interne (30).

2. Système de pompe à chaleur selon la revendication 1, dans lequel le système de pompe à chaleur comprend en
outre une première soupape de retenue (60), et la première soupape de retenue (60) est raccordée entre l’échangeur
de chaleur externe (20) et le dispositif de chauffage et d’accumulation de chaleur (50).
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3. Système de pompe à chaleur selon la revendication 2, dans lequel le système de pompe à chaleur comprend en
outre un dispositif d’étranglement (70), et le dispositif d’étranglement (70) présente une première extrémité en
communication avec le dispositif de chauffage et d’accumulation de chaleur (50) et une deuxième extrémité en
communication avec le cinquième orifice de soupape (A2) et la première soupape de retenue (60).

4. Système de pompe à chaleur selon l’une quelconque des revendications 1 à 3, dans lequel le système de pompe
à chaleur présente en outre un mode de réfrigération commuté par le dispositif de commutation (40), et
dans lequel le dispositif de commutation (40) est configuré de telle façon que pendant le fonctionnement dans le
mode de réfrigération, le premier orifice de soupape (A1) de la première soupape à quatre voies (41) est en com-
munication avec le quatrième orifice de soupape (D1) de la première soupape à quatre voies (41), le cinquième
orifice de soupape (A2) de la deuxième soupape à quatre voies (42) est en communication avec le huitième orifice
de soupape (D2), et le sixième orifice de soupape (B2) est en communication avec le septième orifice de soupape
(C2) de la deuxième soupape à quatre voies (42), respectivement.

5. Système de pompe à chaleur selon l’une quelconque des revendications 1 à 4, dans lequel le dispositif de chauffage
et d’accumulation de chaleur (50) comprend une deuxième soupape solénoïde et un échangeur de chaleur (52), et
l’échangeur de chaleur (52) est raccordé en série à la deuxième soupape solénoïde et en communication avec le
dispositif de commutation (40) ;
le dispositif de chauffage et d’accumulation de chaleur (50) comprend en outre un ensemble de chauffage (51) et/ou
un ensemble d’accumulation de chaleur disposé(s) sur une paroi extérieure de l’échangeur de chaleur (52).

6. Système de pompe à chaleur selon la revendication 5, dans lequel l’ensemble de chauffage (51) est configuré
comme un chauffage exogène ; et/ou
l’ensemble d’accumulation de chaleur est configuré comme un accumulateur de chaleur.

7. Climatisation comprenant un système de pompe à chaleur (100) selon l’une quelconque des revendications 1 à 6.
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