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(57) ABSTRACT 
The invention relates to a mixer insert having a Support rod 
element and at least one Vortexing element and a rotary drive 
connection structure, wherein the mixer insert, for insertion 
into a tubular passage element, and together therewith, is 
adapted to a device for mixing at least two fluid components 
to be placeable by means of the rotary-drive connection struc 
ture in drive connection with a driveshaft of the device, when 
the mixer insert is inserted into the passage element and the 
passage element is placed in fluid-tight flow connection with 
at least two component feed lines of the device, characterized 
in that the rotary-drive connection structure has a bore hole 
having a bore hole wall which are adapted to a thread on the 
driveshaft in such a manner that the bore hole, for producing 
the drive connection, can be screwed onto the thread, wherein 
the bore hole wall is shaped by the thread. The invention also 
relates to such a device for mixing and also to a system of such 
a device and Such a mixer insert. 
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DEVICE FOR MIXING AT LEAST TWO 
FLUID COMPONENTS, ROTARY-DRIVEN 
MIXER INSERT THEREFOR, AND SYSTEM 

OF THE TWO 

0001. The present invention relates to a device for mixing 
at least two fluid components, as well as a mixer insert for 
Such a device and a system of such a device and such a mixer 
insert. More precisely, the present invention relates to a mixer 
insert with a support rod element and at least one vortexing 
element and a rotary-drive connection structure, wherein the 
mixer insert, for insertion into a tubular passage element, and 
together therewith, is adapted to a device for mixing at least 
two fluid components, to be placeable by means of the rotary 
drive connection structure in drive connection with a drive 
shaft of the device, when the mixer insert is inserted into the 
passage element and the passage element is placed in fluid 
tight flow connection with at least two component feed lines 
of the device, as well as such a device for mixing at least two 
fluid components with at least two component feed lines and 
a rotary-drive with a driveshaft, wherein the device is adapted 
to place a tubular passage element in a fluid-tight connection 
with the component feedlines, and by means of a rotary-drive 
connection structure of a mixer insert, which has one support 
rod element and at least one vortexing element and which is 
adapted for insertion in the passage element, for placement 
with the mixer insert into a rotary-drive connection, when the 
mixer insert is inserted into the passage element and the 
passage element is placed in flow connection with the com 
ponent feed lines. 
0002 For producing plastics, for example before passing 
the plastic into the sprue of a mold, at least two fluid compo 
nents are mixed with one another in the case of some plastics, 
So that the resulting fluid or pasty mixture cross-links and 
(optionally in the mold) "cures”. Passing the plastic into the 
mold or, for example, also applying it onto a crossply lami 
nate or fibrous tissue for producing GRP or CRP takes place 
spread through a tubular passage element (mixer) with form 
elements (Vortexing elements) in the interior thereof, which 
deflect, divert, locally dam, produce turbulences and/or vor 
tex differently and thus thoroughly mix the liquid flowing 
through. As is well known, feed lines, especially in the num 
ber corresponding to the fluid components, of which the 
plastic is mixed, lead into this mixer. 
0003. Accordingly, mixing the components as late as pos 
sible, for example, before the plastic is passed into the moldor 
applied on the mat or fabric. For example, this also makes it 
possible to use a plastic with a short pot life, that is, a plastic, 
which crosslinks already shortly after being mixed and, as a 
result, quickly loses its rheological properties (viscosity), 
which it needs, for example, for filling the mold completely or 
impregnating the mat or fabric completely. 
0004 For mixing the components as uniformly and com 
pletely as possible, it has proven to be advantageous and 
become established to configure the vortexing elements so 
that they rotate in the tubular passage element. 
0005 Known devices for mixing at least two fluid com 
ponents then have at least two component feed lines and a 
rotary-drive with a driveshaft, The device is then adapted for 
connecting a tubular passage element in a fluid-tight connec 
tion with the component feed lines and, by means of a rotary 
drive connection structure of a mixer insert, (which has a 
Support rod element with at least one vortexing element and 
which is adapted for insertion in the passage element) is 
placed in a rotary-drive connection with the mixer insert 
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when the mixer insert is inserted into the passage element and 
the passage element is placed in flow connection with the 
component feed lines. Forknown mixer inserts, such a rotary 
drive connection structure, in all likelihood, is an opening, 
which lies substantially radially to the axis of rotation and into 
which a hook at the end of the driveshaft is hooked, in order 
to bring about the drive connection. The mixer insert and the 
passage element may (also accordance to the invention) be 
single-use or disposable articles. 
0006. It is an object of the present invention to create a 
mixing device with a rotary-drive and a mixing insert there 
for, as well as a system of the two, the handling of which is 
simplified. 
10007. This objective is accomplished by a mixer insert 
with the features of claim 1 or by a device for mixing with the 
features of claim 2 or by as system with the features of claim 
2. Preferred developments are given in the dependent claims. 
0008. A mixer insert according to the invention has a sup 
port rod element with at least one vortexing element. Prefer 
ably, the support rod element is elongated and/or straight, 
especially cylindrical. Preferably, several vortexing elements 
are disposed around the preferably elongated support rod 
element. The mixer insert according to the invention is 
adapted for insertion in a tubular passage element of a mixing 
device, which is connected with at least two component feed 
lines in some indirect or direct line connection. In each case 
one fluid component can be passed through the component 
feed lines into and then through the tubular passage element. 
The mixer insert according to the invention is, for example, 
adapted so that, with its Vortexing elements, it crosses at least 
one cross-section of the passage element (through which the 
component is flowing) or, with its vortexing elements, pro 
trudes at least into one such cross-section of the passage 
element, when it is inserted into the latter. The flow of the 
fluids, flowing through there, is then diverted, deflected and/ 
or locally dammed and turbulences are produced in the fluids, 
which are vortexed and, with that, thoroughly mixed. The 
support rod element functions preferably exclusively for the 
purpose of combining the Vortexing elements into one com 
ponent of the mixer insert and therefore need not necessarily, 
accordance to the invention, be “rod”-shaped, let alone cylin 
drical. In areas, where the Vortexing elements adjoin one 
another directly, a support rod element need not even be 
identifiable at all, because the vortexing elements themselves 
can go over into one another directly. Accordingly, the con 
cept of “support rod element is to be understood in the widest 
sense accordance to the invention as any connecting element 
(or any connecting elements), even for transferring rotational 
movement, between the vortexing elements. 
0009 Moreover, in the sense according to the invention, 
fluids are defined as any flowable material in the widest sense, 
that is, not only as a liquid and/or gaseous material, but also as 
a grainy material, such as sand, or even a mixture, which is 
inhomogeneous with respect to particle size and/or material. 
Extremely viscous, “pasty liquids are also fluids in the sense 
according to the invention. For this purpose also, devices are 
available, which can be used with the invention and produce 
flowing, highly viscous fluid, for example, by a suitably high 
pressure. It is also within the sense of the invention to mix 
fluids, which are not only of different materials, with the 
mixer insert. The at least two components may also be pair 
ings of any of the different fluid natures described here, such 
as pairings of a liquid and a grainy component. From this, it 
also becomes clear that the mixer insert according to the 
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invention can be used not only for mixing components for the 
production of plastics, but also for mixing any of the types of 
fluids defined here for any industrial purpose. 
0010 Moreover, the mixer insert according to the inven 
tion is adapted for being attachable to a rotary-drive of the 
mixing device. For this purpose, the mixer insert has a rotary 
drive connection structure. Together with a tubular passage 
element, the mixer insert is then adapted to the device, 
namely, so as to be connectable, in a driving connection, by 
means of the rotary-drive connection structure with a drive 
shaft of a rotary-drive device of the device for mixing, when 
the mixer insert is inserted into the passage element and the 
passage element is placed in a fluid-tight connection with at 
least two components feed lines of the device. The mixer 
insert is then rotatable in the passage element and rotated by 
means of the driveshaft. 
0011. In turn, the device for mixing according to the inven 
tion is adapted to the insert of a so far described mixer insert 
also by using a so far described tubular passage element, in 
order to mix at least two fluid components by means of the 
device. 
0012. According to the invention, the rotary-drive connec 
tion structure of the mixer insert according to the invention 
has a borehole having aborehole wall, which are adapted to a 
thread on the driveshaft of the device for mixing, in such a 
manner that the borehole for producing the driving connec 
tion, can be screwed onto the thread, wherein the wall of the 
borehole is shaped by the thread. 
0013 In turn, according to the invention, the device for 
mixing according to the invention has on its driveshaft a 
thread, which is adapted to the rotary-drive connection struc 
ture of a mixer insert in the form of a borehole with a wall in 
Such a manner, that the thread for producing the driving 
connection, can be screwed into the borehole, wherein the 
wall of the borehole is shaped by the thread. 
0014. In this connection, the axis of the borehole lies (at 
least substantially) in the direction of the intended axis of 
rotation of the mixer insert. Preferably, the thread is conical, 
for example, with an external diameter of 6 mm, correspond 
ing with this diameter at least to the transition into the drive 
shaft, and of 3 mm at the driveshaft end, which is to be 
screwed into the borehole. These two diameters are, only for 
example, at a distance of 6 mm to 10 mm from one another. 
Preferably, the threads are adapted especially with respect to 
their cross-section, but also with respect to the depth and/or 
pitch of the threads, so that the thread is pressed and/or 
penetrates into the wall of the borehole, preferably, however, 
without cutting, that is, especially without removing material 
from the wall of the borehole. 

0.015 Like the shaft, the thread moreover is made of metal, 
for example, of stainless steel, the borehole wall and, in 
particular, the whole of the mixer insert are, for example, 
made of polyoxymethylene (POM), but also from other plas 
tics, which are suitable for the preferred production of the 
mixer insert by injection molding. Only for example, accord 
ing to the invention, the thread can be screwed into the bore 
hole by means of 2 to 3 rotations, either until, but also without 
the end of the thread finally coming up against a base of the 
borehole. Preferably, the thread and the rotary-drive of the 
device for mixing are adapted to one another so that the thread 
is screwed into the borehole in the same direction of rotation, 
in which the rotary-drive drives the mixer insert. 
0016. The handling, which this product according to the 
invention makes possible, speeds up not only the installation, 
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but in particular also the dismantling of the mixer insert and of 
the passage element by hand. A mixing device according to 
the invention with a mixer insert according to the invention 
can be handled roboticly and CNC-controlled without addi 
tional, expensive tool-changing equipment. After all, the 
installation advantageously requires only the flush alignment 
of the axes of the driveshaft and of the borehole and then a 
rotational driving in the screwing-in direction with the num 
ber of rotations required for Screwing in. The dismantling also 
advantageously requires a rotational driving, only in the 
direction opposite to the screwing-in direction with the same 
number of rotations required for the screwing in (or, in this 
case, even more rotations). In this way, plastic, which has 
hardened already around the mixer insert, is additionally and 
advantageously, possibly simply “blasted away' or torn off. 
Being a single-use or disposable parts, the mixer insert and 
the passage element can then be disposed of quickly. 
0017. The mixer insert according to the invention may 
have at least one section of the Support rod element (prefer 
ably a longitudinal section in a longitudinal extension of the 
mixer insert or of the support rod element) without vortexing 
elements. This has turned out to be particularly effective for 
the thorough mixing of the components. 
0018 Preferably, the mixer insert according to the inven 
tion has at least one Vortexing element, which is constructed 
as a fluid guide vane. The latter is then preferably shaped 
and/or aligned, so that it acts on the direction of flow of a fluid 
flowing by, so that at least one finite element of the flow flows 
spirally along the Support rod element or around the Support 
rod element. 
0019 Preferably, in the case of the mixer insert according 
to the invention (especially in an axial direction of the Support 
rod element), respectively a section with guide vanes adjoins 
two mutually opposite sides of a section without guide vanes, 
the guide vanes being aligned to pass the fluid spirally in 
mutually opposite directions of rotation along the Support rod 
element. Such two sections with guide Vanes may also adjoin 
one another directly at the mixer insert according to the inven 
tion without there being a section without guide vanes in 
between. 
0020 Preferably, the mixer insert according to the inven 
tion is constructed with at least one section with Vortexing 
elements, the section having at least two Vortexing elements, 
which, protruding from the Support rod element, are distrib 
uted uniformly on a periphery around the Support rod ele 
ment. If these are guide vanes, which are aligned for guiding 
fluid spirally along the Support rod element, these at least two 
guide vanes may act on the flow in the same or in different 
spiral directions. 
0021. These and further advantages and features of the 
invention are described further by means of the following 
drawings of examples of the invention. In the drawings, 
0022 FIG. 1 shows a spatial view of a mixer insert accord 
ing to the invention, 
0023 FIG. 2 shows a side view of the mixer insert accord 
ing to the invention of FIG. 1, 
0024 FIG.3 shows a side view of the mixer insert accord 
ing to the invention of FIGS. 1 and 2, which, in comparison to 
FIG. 2, is rotated by 90° around the longitudinal axis of the 
mixer insert and 
0025 FIG. 4 shows a partially sectional view, in which the 
mixer insert according to the invention of FIGS. 1, 2 and 3 is 
inserted in a passage element of a mixer device according to 
the invention. 



US 2015/O 182925 A1 

0026 FIGS. 1 to 3 show a mixer insert 2. It has a support 
rod element 4 with Vortexing elements 6 to 10, which are 
fastened firmly to the support rod element 4. The support rod 
element 4 and the vortexing elements 6 to 10 are constructed 
in one piece by an injection molding method, for example, 
from POM. The function of the support rod element 4 is to 
combine the vortexing elements 6 to 10 into the one compo 
nent of the mixer insert 2. Actually, the support rod element 4 
is not “rod' shaped. The support rod element 4 cannot even be 
recognized at all as a body, because the Vortexing elements 6 
to 10 themselves change over into one another directly. 
Accordingly, the concept of “support rod element' is to be 
understood as the structure 4, which functions as the connec 
tion for transferring the rotational movement between the 
vortexing elements 6 to 10. 
0027. The support rod element is elongated and straight 
and circularly cylindrical around an axis of rotation 20. 
0028. The vortexing elements 6 to 10 are disposed around 
the support rod element 4 in eight sections 6 to 10 in the axial 
direction (along the axis 20) of the support rod element 4. 
Each of the eight sections 6 to 10 has two vortexing elements, 
which, protruding in pairs from the Support rod element 4, are 
distributed uniformly on the respective periphery around the 
support rod element (namely, twisted by 180° to one another 
around the axis 20). 
0029. The vortexing elements 6 to 10 are each constructed 
as a fluid guide vane. They are thus shaped and aligned so that 
they have a guiding effect on the direction of flow of the fluid 
flowing by and, moreover, in the example shown, so that 
stream filaments elements (not shown) of fluid flowing by 
(not shown) would be directed substantially spirallyaround 
the axis of rotation 20 along the support rod element 4. 
0030) If the mixer insert 2 would not be inserted (as 
described later in connection with FIG. 4) as a rotationally 
driven mixer (and, instead, were fastened in a stationary man 
ner in a mixing device (not shown), past which then the fluid 
components, which are to be mixed, flow in the direction, in 
which the Support rod element 4 extends), the guide Vane 
elements 6 to 10 would bring about, in the manner just 
described, a spiral-shaped “twist direction” in the fluid of the 
components flowing by. In the following, the concept of 
“twisting direction' also refers to this spiral-shaped guid 
aCC. 

0031 However, according to the invention, the mixer 
insert 2 itself is also caused to rotate in the mixing device 30 
(FIG. 4) around the direction, in which the support rod ele 
ment 4 extends the vortexing elements 6 to 10 then acting less 
as guiding elements, as has been described up to now, and 
more as Vane elements, which comb through the fluid com 
ponents flowing by like turbine Vanes. 
0032. The guide vanes vortexing elements of each of the 
eight sections 6 to 10, protruding in pairs from the Support rod 
element 4, are both aligned so that they act together as a pair 
on the flow in the same spiral-shaped direction of twisting 
around the axis of rotation 20. 

0033. In FIGS. 1 to 3, in each case from top to bottom, the 
uppermost pair of guide Vanes 6 guides the flow, arriving from 
above (not shown) initially in the upper guide Vane-like sec 
tion of a rotary-drive connection structure 12, extending par 
allel to the axis 20, straight ahead in the direction of the axis 
20. Then, somewhat further below, the guide vanes 6 follow, 
so that they act together as a pair on the flow in the same 
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spiral-shaped twisting direction (namely, viewed from above 
in FIGS. 1 to 3, counterclockwise) around the axis of rotation 
20. 
0034 Below the uppermost pair of guide vanes 6, at the 
mixer insert 2 in FIGS. 1 to 3, viewed in each case from the top 
to the bottom, pairs of guide vanes 6 and 8 adjoin one another 
(in each case twisted by 90° relative to one another around the 
axis 20) and are aligned so that (when the mixer insert 2 (as 
described later on in connection with FIG. 4) is inserted as a 
“static' mixer) they would guide the fluid components flow 
ing by in the direction of the support rod element 4 alternately 
clockwise (guide Vanes 8) or counterclockwise (guide Vanes 
6) spirally around the Support rod element 4. 
0035. The mixer insert 2 of FIGS. 1 to 3, due to its circular 
cylindrical outer contour, which is formed by the radial outer 
contours of the pairs of guide vanes 6 to 10, is adapted, 
according to FIG. 4, so that it can be inserted into a circular, 
cylindrical, tubular passage element 28 of a mixing device 30, 
which is in line connection with two component feed lines 
(each of which is shown diagrammatically only by its center 
lines 32). In each case one fluid component can be passed 
through the component feed lines 32 into the tubular passage 
element and then through this by means of a pump, which is 
not shown. The mixer insert 2 is adapted so that, along its 
longitudinal extent in the direction of the axis 20 in the section 
in each case of one of the guide vane pairs 6 to 10, it traverses 
(more precisely crosses—and, with these Vortexing elements 
6 to 10 in each case also protrudes into one Such cross-section 
of the passage element) in each case a cross-section (through 
which the components flow) of the passage element with its 
vortexing elements 6 to 10. The fluids, flowing through there, 
are then diverted, deflected and/or locally dammed and tur 
bulences are produced in the fluids, which are vortexed and, 
with that, thoroughly mixed. 
0036 Metal elements (not shown), which rotate along the 
outer wall of the tubular passage element 28 and so, by mag 
netic inquiry, enable the rpm and/or the rotation to be con 
trolled, are pressed radially to the outside in the guide vane 
pair 10 into two small openings 35, which are oriented at 90° 
to the longitudinal axis 20. 
0037 According to FIG. 4, the mixer insert 2 is moreover 
also adapted, through a borehole 24 with a smooth wall 24 in 
the form of a circular cylinder, to be attachable in the passage 
element at a rotary-drive 36 (namely to be screwed onto a 
conical thread 34 at the lower end of a driveshaft 36), which 
drives the mixer insert 2 rotationally around the axis of rota 
tion 20. The threads of the conical thread 34 are adapted 
especially in their cross section, but also in the depth and pitch 
of the thread, so that the thread 34 is impressed and or pen 
etrates into the smooth wall of the borehole, without, at the 
same time cutting, that is, especially, without removing mate 
rial from the borehole wall. The function of this is to produce 
the drive connection between the rotary-drive 36 of the mix 
ing device 30 and the mixer insert 2. 
0038. The rotary-drive is thus prepared for driving the 
mixer insert around an axis of rotation 20, which extends in 
the longitudinal direction of the Support rod element 4 and in 
the longitudinal direction of the support rod element in the 
support rod element. The rotational movement of the mixer 
insert 2 in the passage element intensifies the mixing addi 
tionally. In the case of “static' mixing (without rotational 
movement of the mixer insert 2), the guide vane-like vortex 
ing elements 6 to 10 guide the fluid components flowing by 
(not shown) in the direction in which the support rod element 
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4 extends, clockwise or counterclockwise, spirally around the 
Support rod element 4, Vortexing them especially due to this 
change in direction. However, when they are driven rotation 
ally as blade elements, they comb through the fluid compo 
nents flowing through like turbine blades. Depending on the 
direction of inclination (clockwise or counterclockwise), 
they “transport the fluid components further in the direction 
of flow, due to the propeller affect, through the tubular pas 
sage element 28 or act as a 'damming element against the 
direction of flow. In this way, mixing results at the Vortexing 
blades 6 to 10 due to “pushing or "damming”. 
0039. The borehole axis 40 lies in the direction of the 
intended axis of rotation 20 of the mixer insert 2 and the 
driveshaft 36. 

1. A mixer insert with a Support rod element and at least one 
Vortexing element and a rotary-drive connection structure, 
wherein the mixer insert, for insertion into a tubular passage 
element, and together therewith, is adapted to a device for 
mixing at least two fluid components, by means of which the 
rotary-drive connection structure can be placed in a drive 
connection with a driveshaft of the device, when the mixer 
insert is inserted into the passage element and the passage 
element is placed in fluid-tight connection with at least two 
component feed lines of the device, characterized in that the 
rotary-drive connection structure has a borehole with a bore 
hole wall, which are adapted to a thread on the driveshaft, 
such that the borehole can be screwed onto the thread for 
producing the driving connection, wherein the borehole wall 
is shaped by the thread. 

2. A device for mixing at least two fluid components with at 
least two component feed lines and a rotary-drive with a 
driveshaft, wherein the device is adapted to place a tubular 
passage element in a fluid-tight connection with the compo 
nent feed lines, and by means of a rotary-drive connection 
structure of a mixer insert, which has one Support rod element 
and at least one Vortexing element and which is adapted for 
insertion in the passage element, for placement with the mixer 
insert into a rotary-drive connection, when the mixer insert is 
inserted into the passage element and the passage element is 
placed in flow connection with the component feed lines, 
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characterized in that the driveshaft has a thread, which is 
adapted to the rotary-drive connecting structure in the form of 
a borehole with a wall, such that the thread can be screwed 
into the borehole for producing the driving connection, 
wherein the borehole wall is shaped by the thread. 

3. The system of the device and the mixer insert according 
to one or both of the preceding claims. 

4. The device according to claim 1 or the mixer insert 
according to claim 2 or the system according to claim 3, 
characterized in that the thread is conical. 

5. The device according to one of the preceding claims, 
characterized in that the thread is adapted for pushing into, 
imprinting and/or impressing the borehole wall. 

6. The mixer insert according to one of the preceding 
claims, characterized in that the Support rod element is lon 
gitudinal and/or straight at and/or that several Vortexing ele 
ments are disposed around the Support rod element. 

7. The mixer insert according to claim 6, characterized in 
that the support rod element is elongated and that the drive 
shaft is adapted to drive the mixer insert rotationally around 
an axis of rotation, which extends in the longitudinal direction 
of the Support rod element and/or in the longitudinal direction 
of the Support rod element in the Support rod element. 

8. The mixer insert according to one of the preceding 
claims, characterized in that at least one of the Vortexing 
elements is a fluid guide vane, which is aligned so as to guide 
the fluid spirally around the support rod element. 

9. The mixer insert according to claim 8, characterized in 
that, in the axial direction of the support rod element at a 
section without guide Vanes, two sections with at least one 
guide vane each adjoin, which are aligned for guiding fluid 
spirally in mutually opposite directions around the Support 
rod element. 

10. The mixer insert according to claim 8 or 9, character 
ized in that, in the axial direction of the support rod element, 
two sections with at least one guide vane each adjoin one 
another directly and are aligned for guiding fluid spirally in 
mutually opposite directions around the Support rod element. 
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