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To all, whon, it may concern. 
Beit known that I, HEINRICHARLD, manu 

facturer, of Nuremberg, in the Kingdom of 
Bavaria and Empire of Germany, and a sub 

5 ject of the Emperor of Germany, have in 
vented new and useful Improvements in Ter 
minals, (for which I have obtained patents 
in the following countries: in Germany, No. 
51,706, dated August 11, 1889; in France, No. 

to 202,021, dated November 19, 1889; in Belgium, 
No. 89,319, dated January 28, 1890; in Italy, 
No. 27,227, dated April 28, 1890; in Austria 
IIungary, No. 5,150 and No. 16,865, dated 
April 27, 1890, and in Switzerland, No. 1,966, 

15 dated March S, 1890,) of which the following 
is a specification. 
This invention relates to improvements in 

terminals or binding-posts for electric circuits; 
and the object of my invention is to provide 

2o a terminal or binding-post by means of which 
currents can readily be conducted into or from 
any number of wires into another, or vice 
WGS8. 

In the accompanying drawings, Figure 1 is 
25 an end view of my improved terminal or bind 

ing-post, SOme of the conductors being shown 
in section. Fig. 2 is a side view of the same, 
and Fig. 3 is a plan view. 

Similar letters of reference indicate corre 
3O sponding parts. 

The terminal is composed of the tapering 
socket C, provided with a series of apertures 
d d", ee', and fif’ in one side, through which 
apertures the ends of the wires are passed. 

35 If the wires are of different sizes, the thinner 
wires are placed into the bottom apertures f 
f. A tapering or Wedge-shaped plug b is 
placed in the socket and drawn downward by 
means of a nut c, screwed on the screw-spin 

4o dle c', projecting from the bottom of the plug 
b and passing through an aperture in the bot 
tom of the Socket; The socket is provided 
with a recess i for receiving one of the con 

ductors, and the plug b is provided in its top 
with a recess k, into which said conductor is 
also placed, so that when the plug b is drawn 
down by turning the nut c the wire is held 
firmly in the recessed parts of the socket C. 
and plug lo. For example, the main wire may 
be held in the recesses ik of the socket C and 
plug b and the terminals may be passed 
through the apertures d d", ee', and if f' and 
held in the socket with the plug. A screwg, 
projecting from the side of the socket, serves 
for fastening the binding-post or terminal to 
any desired object. 
Having thus described my invention, I 

claim as new and desire to secure by Letters 
Patent-- - 

1. In a terminal or binding-post, the com 
bination, with a socket having apertures 
through which wires can be passed, of a ta 
pering plugin said Socket and means for draw 
ing said plug into the socket, substantially 
as set forth. 

2. In a terminal or binding-post, the com 
bination, with a tapering Socket having ap 
ertures through which wires can be passed, 
of a tapering plug in said Socket, a Screw pro 
jecting from the bottom of said plug through 
the bottom of the socket, and a nut on said 
Screw, Substantially as set forth. 

3. In a terminal or binding-post, the com 
bination, with a tapering socket provided with 
apertures and a top recess for receiving wires, 
of a tapering plug in Said socket, which plug 
is also provided with a top recess, and means 
for drawing the plug into the Socket, substan 
tially as set forth. 

In testimony that I claim the foregoing as 
my invention I have signed my name in pres 
ence of two subscribing witnesses. 

HENRICH ARID, 
Witnesses: 

ALEX. WILLY, 
H. DE SOTO, 
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