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To all, whom, it may concern: 
Beit known that I, PERRY A. A. KILLAM, 

a citizen of the United States, residing at 
Ellsworth, in the county of Hancock and 
State of Maine, have invented a new and use 
ful Nursing-Bottle Holder, of which the foll 
lowing is a specification. 

This invention relates to an improved 
holder for nursing-bottles, and has for its ob 
ject to provide a simple, inexpensive, and ef 
ficient device of this character by means of 
which a bottle containing milk or similar liq 
uid food may be supported in a convenient 
position for use by an infant while the latter 
is in a reclining position. 
A further object of the invention is to pro 

vide a holder having a plurality of SE 
ing members pivoted to the base thereof 
whereby said holder may be tilted both lon 
gitudinally and laterally to support the bot 
tle at the proper angle or inclination to per 
mit the contents thereof to readily flow to 
the mouth or nipple of the bottle for con 
sumption by the infant, invalid, or other 
perSQn. 
A still further object is to provide means 

for preventing accidental displacement of 
the bottle and means whereby the holder 
may be tilted in either direction, so as to 
typt the device for use on either side of the 
O 

With these and other objects in view the 
invention consists in the construction and 
novel combination and arrangement of parts 
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hereinafter fully described, illustrated in the 
accompanying drawings, and pointed out in 
the claims hereto appended, it being under 
stood that various changes in form, propor 
tions, and minor details of construction may 
be resorted to without departing from the 
principle or sacrificing any of the advantages 
of this invention. 

In the accompanying drawings, forming a 
part of this specification, Figure 1 is a per 
spective view of my improved holder, show 
ing the same in use. Fig. 2 is a transverse 
sectional view of the same, and Fig. 3 is a 
side elevation partly in perspective. 

Similar numerals of reference indicate cor 
responding parts in all the figures of the 
drawings. 
The improved holder, which may be con 

structed of wood or other suitable material, 
is particularly designed for supporting a 
nursery-bottle on the bedclothing of a cradle 
or crib either on the right or left hand side 

of the infant, so that the latter may conven 
iently partake of the contents of the bottle 
without requiring the attention of a nurse or 
similar attendant. 
The device comprises a flat base or body 

portion 5, one end of which is reduced to 
form a handle 6, while the side walls of the 
opposite end thereof are preferably inclined 
or beveled, as indicated at 7. 

Secured to the relatively wide interme 
diate portion of the base is a strip of molding 
8, defining a box-like transverse compart 
ment 8" for the reception of the nursery-bot 
tle or other liquid-containing receptacle 9, 
said bottle being retained in position by 
means of an elastic band 10, passing through 
eyes or loops 11, secured to the opposite side 
walls of said compartment, as shown. The 
sections of molding forming one of the side 
walls of the compartment are preferably ar 
ranged at an angle to each other and to the 
adjacent side wall, as indicated at 12, so as 
to adapt the device for holding or supporting 
bottles of different shapes and sizes. Pivot 
ally mounted on the bottom of the base 5, as 
by a screw or similar fastening device 13, is a 
reversible wedge-shaped supporting member 
14, and pivotally mounted on the inclined 
face 15 of said member at a point adjacent its 
reduced end is a similar supporting member 
16, the two members being connected to 
ether by a screw 17, the head of which may 
E. countersunk, as shown at 18, to prevent 
tearing or otherwise injuring the bedcloth 
ing. The member 14 is somewhat larger 
than the member 16, the former being adapt 
ed to give the proper lateral tilt to the base 5, 
while the latter is designed to tilt the base 
longitudinally, whereby the bottle may be 
supported at the proper angle or inclination 
to permit the contents thereof to readily 
flow to the mouth of the receptacle. It will 
thus be seen that by adjusting the members 
14 and 16 the nursing-bottle may be sup 
ported at any desired angle or inclination, 
while by rotating the member 14 until the 
enlarged end 19 thereof registers with the 
opposite end wall of the compartment 8 the 
base 5 may be tilted in the opposite direction 
to adapt the device for use on the opposite 
side of the crib or cradle. 

In operation the nursing-bottle is intro 
duced into the compartment 8 by inserting 
the same beneath the elastic retaining-band, 
after which the device is placed in position 
on the bedclothing at either side of the in 
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fant and the supporting members adjusted by 
rotating the same until the bottle assumes 
the proper inclination for the delivery of the 
milk. When it is desired to use the holder 
On the opposite side of the bed, it is only nec 
essary to reverse the positions of the support 
ing members, as before stated. Attention is 
here called to the fact that, by reason of the 
shape of the Supporting members and the 
manner of securing them to the base and to 
each other, any desired longitudinal and lat 
eral tilt may be given to the bottle, so that 
the infant may partake of the entire con 
tents of the bottle without liability of the lat 
ter slipping beyond its reach and without 
requiring attention on the part of a nurse or 
other attendant. 
From the foregoing description it will be 

seen that there is provided an extremely sim 
ple and efficient device admirably adapted 
for the attainment of the ends in view. 

Having thus described the invention, what 
is claimed is— 

1. A device of the class described com 
E. a base, means carried by the base for 
olding a bottle, and means pivotally mount 

ed on said base for tilting the latter. 
2. A device of the class described com 

prising a base, and means pivotally mounted 
on the base for tilting the same both longitu 
dinally and laterally. 

3. A device of the class described com 
prising a base, Supporting members pivot 
ally mounted on the base, and means carried 
by the latter for holding a bottle. 

4. A device of the class described com 
prising a base and a reversible supporting 
member pivotally associated with the base 
for tilting the later. 

5. A device of the class described com 
prising a base, means carried by the base for 
holding a bottle, and a plurality of wedge 
shaped supporting members pivotally mount 
ed on the base for tilting the said base both 
longitudinally and laterally. 

6. A device of the class described com 
E. a base, means carried by the base for olding a bottle, and a plurality of support 
ing members pivotally mounted on the base 
and pivotally connected to each other. 

7. A device of the class described com 
prising a base, means carried by the base for 
holding a bottle, and a plurality of support 
ing members pivotally mounted on the base 
and having different centers of movement. 

8. A device of the class described com 
prising a base, and a plurality of independ 
ently-movable Supporting members pivot 
ally mounted on the base and having differ 
ent centers of movement. 

9. A device of the class described com 
prising a base, and a wedge-shaped support 
ing member pivotally mounted on the base 
for tilting the latter. 
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10. A device of the class described com- 65 
prising a base, and means pivotally mounted 
on the base for tilting the same both longitudi 
nally and laterally, said means being reversi 
ble to tilt the base either to the right or left. 

11. A device of the class described com 
prising a base provided with a transversely 
disposed bottle-receiving compartment, and 
means carried by the base for tilting the same 
both longitudinally and laterally. 

12. A device of the class described com 
prising a base provided with a transverse 
ly-disposed bottle-receiving compartment, 
means for retaining the bottle in said com 
partment, and means secured to the bottom 
of the base for tilting the same both longitudi 
nally and laterally. 

13. A device of the class described com 
prising a base provided with a bottle-receiv 
ing compartment, a strap extending across 
the compartment for retaining the bottle 
therein, and supporting members pivotally 
mounted on the bottom of the base for tilt 
E. said base both longitudinally and later 
ally. 

14. A device of the class described com 
prising a base having one end thereof reduced 
to form a handle and provided with a bottle 
receiving compartment, means for retaining 
the bottle in said compartment, and a E. 
rality of wedge-shaped supporting members 
pivotally mounted on the bottom of said 
base and pivotally connected to each other. 

15. A device of the class described com 
prising a base, a strap secured to the top of 
the base and defining a bottle-receiving com 
partment, an elastic strap extending across 
said compartment for retaining the bottle 
therein, and means for tilting said base both 
longitudinally and laterally. 

16. A device of the class described com 
prising a base provided with a bottle-receiv 
ing compartment one wall of which is ar 
ranged at an angle to the other, means for re 
taining the bottle in said compartment, and 
means for tilting the base both longitudi 
nally and laterally. 

17. A device of the class described com 
prising a base provided with a bottle-receiv 
ing compartment, and means pivotally 
mounted on the base for tilting the latter. 

18. A device of the class described com 
prising a base, means carried by the base for 
holding a bottle, and a plurality of independ 
ently-movable supporting members pivot 
ally mounted on the base for tilting the same 
both longitudinally and laterally. 

In testimony that I claim the foregoing as 
my own. I have hereto affixed my signature 
in the presence of two witnesses. 

PERRY A. A. KILLAM. 
Witnesses: 

HARRY L. BLAISDELL, 
H. L. CRABTREE. 
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