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My invention relates to a brassière, and it is an 
object of the same to provide a garment of this 
character which shall be of improved shape for 
easy and comfortable fit, while also being un 
usually durable though of light weight. - . 
Another object is to provide a brassière that 

can be adjusted readily and conveniently to fit 
the figure. 

Still another object of the invention is to pro 
vide a construction that shall offer a naturally 
balanced uplift for any type of brassière, or any 
size thereof. 

Referring to the drawings, which are made a 
part of this application and in which similar ref 
erence characters indicate similar parts: 

Fig. 1 is a perspective of the garment of my 
invention, showing the front of the same, 

Fig. 2, a section on line 2-2 of Fig. 1, looking 
in the direction of the arrows, and 

Fig. 3, a rear perspective. 
In the drawings, reference characters to and 
indicate a pair of pockets, i. e., breast covering 

and uplifting members that are connected to the 
inner body member 2 of the garment by means 
of seams 3, 3, 4, f4. These seams 3, 3 define 
the inner boundaries of a pair of Spaced-apart 
breast supporting pockets whose outer limits are 
at the seams 4, 4, the inner and upper margins 
being shown in Fig. 2, where the upper margins 
are marked 5, 15. The part of the garment 
between the diverging seams 3, 3 fits closely 
against the wearer's body and serves effectively 
to separate the breasts and to emphasize them, 
in connection with the bulging pockets. Said 
pockets extend downward to a hem fs' which 
may consist of a folded and stitched marginal 
area of the body and covering members, Or may 
comprise a binding tape or bias fold, as herein 
shown, which covers the lower edge parts of the 
members 2, fi and 0, or may be formed in 
other ways so as to constitute a marginal portion 
that is stronger and more resistant to Wear than 
other parts, while leaving no raw edges of cloth. 
The part 5' constitutes a waistband that fits 
closely about the body of the wearer, as does also 
the front body member 2 from the waistband 
upward to the margins 5, 5thereof. 
The outer covering members 0, are pro 

vided with darts, as at 6, for giving them a 
narrowed effect below the breasts for supporting 
their weight directly from below while leaving 
sufficient fullness above the ends of the darts, and 
making them somewhat bulged or puckered at 
the nipple-engaging parts, as at , all as indi 
cated in Fig. 3, wherein the shape of a breast is 
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outlined. It will be seen that part 2 may lie 
against the body of the user, leaving the breast 
loose and free. Side panels 8, 8 are connected 
to outer ends of the parts D, if and 2 by means 
of the seams 4, 4 and are so shaped that their 
upper edges merge with those of the parts 0 and 
it in smooth and even curves under the arms of 
the wearer. These panels extend about the sides 
of the wearer to points at the rear of the shoal 
ders approximately below the shoulder blades to 
fit closely against the body. The upper margins 
of the garment and the rear ends of the panels 
are finished in similar manner with reinforcing 
hens. 
Shoulder straps 2, 22 are attached to the upper 

points of the breast covering parts, these parts 
being preferably tapered upwardly for good ap 
pearance, and preferably also in such manner 
that the points lie directly above the ends of the 
darts 6. Each strap is made in two parts, the 
short front end 23 being Sewed to a member to 
or and carrying a clasp 24. The main portion 
of ribbon constituting the shoulder strap is 
threaded at its front free end through a clasp 24 
as shown in Fig. 2, and so provides for adjust 
ment of the straps in length. Each main ribbon 
is affixed to a side panel at the upper edge of the 
same and about two or three inches from the rear 
end of said panel, back of the shoulder of the 
user. In this way the weight of the brassiere is 
distributed evenly and the weight of the breasts 
is supported so as to be nicely distributed over 
the shoulders and to hold them in a natural 
position, all as especially desirable in the case of 
overlarge or sagging breasts. 
At a distance beyond the end of each shoulder 

strap, as above stated, there is attached to each 
panel 8 a bust strap consisting of a tape or band 
25 that is preferably secured to the Iower part of 
a relatively wide rear end of the panel, said panel 
terminating in a vertical hem and the edge being 
considerably wider than the tape but fitting 
closely against the side of the wearer. The bust 
straps are each provided with a hook 26 at their 
free ends, said hook being adapted to engage in 
any one of a Series of holes arranged along a 
strip of tape 27 or the like that is secured to the 
hem 5 below the middle of the breast pocket, 
and said holes being provided by eyelets 28 in 
said tape, this method of attachment serving to 
separate the breasts and provide the desired 
'new look.' 

It will be evident that my construction of the 
garment enables the wearer to adjust the bust 
straps 25, 25 so as to vary the circumferential 
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size of the same according to need or preference; 
she can also adjust the length of the shoulder 
Straps, and both adjustments can be made at the 
front of the body, without assistance and without 
the usual contortions or change of position of the 
garment after adjustment of the same. Further 
more, She can adjust the One shoulder strap or 
bust strap independently of its mate, either to 
the same extent or differently, as in the case 
Where One shoulder is lower than the other or 
One breast is larger than the other, etc., as such 
conditions are of common occurrence. 
providing pockets for Supporting the weight of 
the breasts, which pockets are Supported in bal 
anced relation by the shoulders, the garment 
offers peculiar ease and comfort to the wearer. 

It will be obvious to those skilled in the art 
that many changes can be made in the device 
herein disclosed, all without departing from the 
Spirit of the invention; and therefore I do not 
limit myself to what is shown in the drawings 
and described in the Specification, but only as 
indicated in the appended claims. 

Having thus fully described my invention, 
What I claim is: 

i. A brassiere comprising a Waistband en 
circling the body, a body-fitted front portion 
fixed to the Waistband and extending upward 
therefron, pocketS each attached at its lower 
end to the waistband and at its opposite sides 30 
to said body portion, the adjacent edges of the 
pocketS being Spaced apart along diverging lines, 
said pockets being shaped to bulge forward 
from Said Waistband and from the Sides toward 
the middle, So as to be capable of covering and 
Sustaining the breasts without compressing them, 

And by 

4. 
and Spaced-apart means below said pockets for 
attaching the free ends of the waistband of the 
garment to the front of the Same. 

2. A device as in claim 1, wherein said pockets 
5 are Widest at the level of the upper front margin 

of Said body-fitting member and taper upwardly 
from Said level, and shoulder Straps connecting 
the upper ends of said pockets to rear portions 
of the garment, whereby adjustment of a 

10 Shoulder strap may lift the breast contained 
therein. 

3. A device as in claim , wherein said pockets 
are attached to said front portion along their 
Outer side edges and d adjacent the upper ends 

5 of said diverging lines, and the upper margin 
of the front portion adjacent each pocket defines 
a segment of a circle between the points of Such 
attachment. 
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