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METHOD AND APPARATUS FOR PRODUCTION 
OF METAL FILM OR THE LIKE 

0001. This application is a Divisional of co-pending 
application Ser. No. 10/384,932, filed on Mar. 7, 2003, and 
for which priority is claimed under 35 U.S.C. S 120; and this 
application claims priority of Application Nos. 2002 
063063, 2002-063064, and 2002-229413 filed in Japan on 
Mar. 8, 2002; Mar. 8, 2002; and Aug. 7, 2002; respectively, 
under 35 U.S.C. S 119; the entire contents of all are hereby 
incorporated by reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. This invention relates to a method and an apparatus 
for production of a metal film or the like. More particularly, 
the invention relates to the method and the apparatus useful 
when applied in producing a film of a high vapor preSSure 
halide-forming metal by etching an etched member formed 
from the metal with a halogen-containing Source gas plasma 
under predetermined conditions, and in forming an inter 
connection Structure comprising the film of the metal. 
0004. The present invention further relates to the method 
and the apparatus useful when applied in producing a film of 
a composite metal by etching an etched member having a 
plurality of metals with a Source gas plasma containing a 
halogen, in particular. 

0005 2. Description of the Related Art 
0006. In producing a metal film, for example, a thin film 
of copper, by vapor phase deposition, it has been common 
practice to use an organometallic complex of a liquid, for 
example, copper-hexafluoroacetylacetonato-trimethylvinyl 
Silane, as a starting material, dissolve the Solid Starting 
material in a Solvent, and vaporize the Solution by use of a 
thermal reaction to form a film on a Substrate. 

0007 High speed semiconductor devices have increas 
ingly used copper, instead of a conventional aluminum alloy, 
as a material for their interconnection in order to increase the 
Speed of Switching, decrease transmission losses, and 
achieve a high density. In this case, a predetermined inter 
connection Structure is formed by performing vapor phase 
deposition or plating on an insulating Substrate (e.g., SiO2) 
having depressions for interconnection, Such as trenches or 
holes (via holes), on its Surface, thereby adhering copper 
onto the Surface of the Substrate, including the depressions. 
0008. In producing a thin film of copper by vapor phase 
deposition, it has been common practice to use an organo 
metallic complex of a liquid, for example, copper-hexafluo 
roacetylacetonato-trimethylvinylsilane, as a Starting mate 
rial, dissolve the Solid Starting material in a Solvent, and 
Vaporize the Solution by use of a thermal reaction to form a 
film on the Substrate. 

0009. The damascene method is frequently used in form 
ing a predetermined copper interconnection Structure by 
burying copper in the depressions of the Substrate. The 
damascene method is a technique which cuts trenches in an 
insulating film, buries copper, an interconnection material, 
in the So formed trenches by use of vapor phase deposition 
or plating, and removes a Surplus thin copper film outside 
the trenches by CMP (chemical and mechanical polishing) to 
obtain a predetermined interconnection Structure. 
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0010 With the above-mentioned earlier film formation 
technologies, it has been difficult to increase the Speed of 
film formation, because the film is formed with the use of a 
thermal reaction. Moreover, the metal complex as the Start 
ing material is expensive. In addition, hexafluoroacetylac 
etonato and trimethylvinylsilane accompanying copper 
remain as impurities in the thin film of copper, presenting 
difficulty in improving the quality of the film. 

0011. On the other hand, the above-described intercon 
nection Structure obtained by the earlier technologies is 
formed by adhesion of a thin copper film on the surface of 
the Substrate, thus posing the problem that the burial char 
acteristics of copper are poor. In recent years, the width of 
the interconnection has tended to become Smaller. In 
response, the holes need to be decreased in diameter. AS a 
result, the aspect ratio, the ratio of the depth to the diameter 
of the hole, must be minimized. For this purpose as well, it 
is an urgent task to improve the burial characteristics. 
0012 Moreover, the interconnection structure obtained 
by the earlier technologies comprises relatively Small copper 
crystal grains, So that many grain boundaries exist among 
the grains. Thus, electromigration is liable to cause a local 
high-resistance portion in the grain boundary or the defec 
tive site, and in the worst case, poses the problem that this 
portion is broken by Joule's heat. At the same time, StreSS 
migration due to residual StreSS produced during burial of 
the copper film in the depression may lead to physical 
breakage. 
0013 With the above-mentioned vapor phase deposition 
method, moreover, it has been difficult to increase the Speed 
of film formation, because the film is formed with the use of 
a thermal reaction. Besides, the metal complex as the 
Starting material is expensive. In addition, hexafluoroacety 
lacetonato and trimethylvinylsilane accompanying copper 
remain as impurities in the thin film of copper, making it 
difficult to improve the quality of the film. 
0014. In forming the interconnection by the damascene 
method, there is also the problem that the CMP step is 
absolutely necessary, requiring a long time for the formation 
of the interconnection Structure. This is a major drawback 
with a multilayer interconnection Structure which has tended 
to be increasingly used in recent years. The reason is that a 
Single-layer interconnection Structure can be formed by the 
Single damascene method, while a two-layer interconnection 
Structure can only be formed by the double damascene 
method requiring the Same procedure to be performed twice, 
meaning that as the number of the layers increases, the 
number of the CMP steps performed increases proportion 
ally. 

SUMMARY OF THE INVENTION 

0015 The present invention has been accomplished in the 
light of the earlier technologies. It is a first object of the 
invention to provide a metal film production method and a 
metal film production apparatus which have a high film 
formation Speed, which can use an inexpensive Starting 
material, and which can minimize impurities remaining in 
the film. 

0016 A second object of the present invention is to 
provide an interconnection Structure, and a method and an 
apparatus for its formation, which have a high film forma 
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tion Speed, which can use an inexpensive Starting material, 
which can minimize impurities remaining in the film, which 
ensure Satisfactory burial in the depression, which can afford 
Satisfactory electrical characteristics Stable for a long term, 
and which can minimize the Steps for production of the 
interconnection Structure by a metal film. 
0.017. The present inventors obtained the following find 
ings: A chlorine gas is Supplied into a vacuum chamber 
accommodating a Substrate. The chlorine gas is converted 
into a plasma by plasma generation means, and an etched 
member comprising a copper plate disposed within the 
chamber is etched with the chlorine gas plasma. By appro 
priately controlling the relation between the temperatures of 
the copper plate and the Substrate, the etched copper is 
deposited on the Substrate, whereby a thin film of copper can 
be formed. That is, the thin copper film can be formed on the 
Substrate by imparting a high temperature (e.g., 300 C. to 
400° C.) to the copper plate, the etched member, and 
imparting a low temperature (about 200° C) to the substrate. 
0.018 Hence, the copper plate is disposed so as to face the 
chlorine gas plasma forming a relatively high temperature 
atmosphere, while the Substrate is disposed in a relatively 
low temperature atmosphere opposed to the copper plate, 
with the plasma atmosphere being interposed between the 
Substrate and the copper plate. Also, the temperatures of the 
copper plate and the Substrate are controlled appropriately. 
By taking these measures, a production apparatus for a thin 
Cu film can be easily provided. 
0.019 AS the etched member, not only Cu, but also a 
metal forming a high vapor preSSure halide, Such as Ta, Ti, 
W, Zn, In or Cd, can be used generally. A composite metal 
containing a plurality of these metals, Such as an alloy of In 
and Cu, can also be used as the etched member. Moreover, 
a composite metal containing a nonmetallic element, Such as 
S or Se, in addition to the above metal, for example, an alloy 
Such as CuInSea, CdS, or ZnSe, may also be used as the 
etched member. AS the Source gas, any halogen gas can be 
used generally, in addition to Cl. 
0020. In the above-described production apparatus for 
the thin Cu film, the following reactions are assumed to 
OCCU 

Dissociation reaction of plasma: Cl- >2Cl* 
Etching reaction: Cu+Cl*->CuCl(g) 
Adsorption to substrate: CuCl(g)->CuCl(ad) 
Film formation reaction: CuCl(ad)+Cl*->Cu+Clf (1) 

0021 Here, Cl* represents radicals of Cl, (g) represents 
a gaseous State, and (ad) represents an adsorbed State. 
0022. In the equation (1), if Cl* exists amply, the reaction 
proceeds to the right, whereupon the Cu film can be depos 
ited satisfactorily. However, Cland Cl" are present mixedly 
in the Cl gas plasma, and Cl* does not occur preferentially. 
Thus, only the reaction of the equation (1) does not proceed, 
but a reaction proceeding to the left occurs at the Same time. 
Furthermore, the Cu film, once formed, may be etched. 
0023. In addition, C1 cannot be withdrawn sufficiently 
from CuCl(ad), So that the following reaction may develop: 

0024. That is, CuClin solid form is formed. This CuCl(s) 
is an insulator. Thus, the presence of CuCl(s) in the Cu film 
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constitutes the cause of decreasing the electrical conductiv 
ity of the resulting Cu film, deteriorating the quality of the 
film. 

0025 Under these circumstances, it is necessary to real 
ize the metal film production method based on the afore 
mentioned findings Satisfactorily, improve the quality of the 
film, and increase the film formation Speed at the Same time. 
For these purposes, the first measure to be taken is to 
replenish Cl* separately so that there will be an ample 
amount of Cl* within the chamber. This can be done by 
generating a high density of Cl* in a Separate Space of a 
Smaller Volume than the chamber, and Supplying it into the 
chamber. This is because the Space of a Smaller Volume 
makes it easy to control plasma conditions So that Cl* will 
be generated. 

0026. Another film formation reaction, expressed by the 
following equation (2), may be taking place: 

0027. The equation (2) represents a reaction in which 
CuCl(ad) receives thermal energy to deposit Cu and release 
a Clgas. This is a reversible reaction which is possible from 
the aspect of thermal equilibrium. In the equation (2), if the 
amount of Cl is decreased, the reaction proceeds rightward. 
For this purpose, dissociation of the Cl gas Suffices. 

0028 Under these circumstances, a second measure can 
be taken to Satisfactorily realize the metal film production 
method based on the aforementioned findings, further 
improve the quality of the film, and further increase the film 
formation Speed at the same time. The Second measure is to 
increase the dissociation rate of the Cl gas So that the 
amount of the Cl gas occurring in accordance with the film 
formation reaction will be decreased. This can be accom 
plished basically by adjusting the plasma conditions. 

0029. A first metal film production method according to 
the present invention focuses on the film formation reaction 
of the aforementioned equation (1), and attains the objects of 
the invention by utilizing an etching phenomenon under 
predetermined temperature control based on the aforesaid 
findings, while making the effects of the invention more 
remarkable by Supplying Separately formed radicals of the 
Source gas. The first metal film production method is char 
acterized by the following features: 

0030) 1) A metal film production method which com 
prises disposing an etched member, formed from a metal 
forming a high vapor pressure halide, in a chamber accom 
modating a Substrate in an interior thereof, etching the 
etched member with a Source gas plasma containing a 
halogen within the chamber to form a precursor comprising 
a metallic component and a Source gas, and controlling the 
temperatures of the etched member and the Substrate So as 
to be predetermined temperatures and So as to provide a 
predetermined temperature difference between the tempera 
tures, thereby depositing the metallic component of the 
precursor on the Substrate to perform predetermined film 
formation, 

0031 the metal film production method further 
comprising: 

0032 Separately generating radicals of the Source 
gas, and 
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0033 replenishing the interior of the chamber with 
the Source gas radicals to extract the Source gas from 
the precursor adsorbed onto the Substrate, thereby 
depositing the metallic component on the Substrate 
for performing the predetermined film formation. 

0034. Thus, the following basic actions and effects are 
obtained: The use of the Source gas plasma results in a 
markedly increased reaction efficiency and a fast film for 
mation Speed. Since the halogen gas is used as the Source 
gas, moreover, the cost can be markedly decreased. Further 
more, the desired film formation can be carried out under 
temperature control. Thus, the amounts of impurities, Such 
as chlorine, remaining in the thin metal film can be 
decreased, So that a high quality thin metal film can be 
produced. 

0.035 Besides, film formation can be promoted by the 
action of Separately formed radicals of the Source gas, 
whereby the film formation Speed can be increased. 

0036 2) In the metal film production method described in 
1), the radicals of the Source gas may be obtained by 
applying a high frequency electric field to the Source gas 
flowing through a tubular passage communicating with the 
interior of the chamber to convert the Source gas into a 
plasma. Thus, the effects of the feature described in 1) can 
be obtained by a simple apparatus. 

0037 3) In the metal film production method described in 
1), the radicals of the Source gas may be obtained by 
Supplying microwaves to the Source gas flowing through a 
tubular passage communicating with the interior of the 
chamber to convert the Source gas into a plasma. Thus, 
electromagnetic waves of a higher frequency than in the 
feature described in 2) can be used. The Source gas radicals 
can be obtained with higher density and higher efficiency 
accordingly. 

0038 4) In the metal film production method described in 
1), the radicals of the Source gas may be obtained by heating 
the Source gas flowing through a tubular passage commu 
nicating with the interior of the chamber to dissociate the 
Source gas thermally. Thus, the effects of the feature 
described in 1) can be obtained at the lowest cost. 
0039, 5) In the metal film production method described in 
1), the radicals of the Source gas may be obtained by 
Supplying electromagnetic waves, Such as laser light or 
electron beams, to the Source gas flowing through a tubular 
passage communicating with the interior of the chamber to 
dissociate the Source gas. Thus, desired radicals can be 
obtained Selectively with high efficiency by Selecting and 
fixing the wavelength of the electromagnetic waves. Con 
Sequently, the effects of the feature described in 1) can be 
rendered remarkable. 

0040. A second metal film production method according 
to the present invention focuses on the film formation 
reaction of the aforementioned equation (2), and attains the 
objects of the invention by utilizing an etching phenomenon 
under predetermined temperature control based on the afore 
Said findings, while making the effects of the invention more 
remarkable by increasing the dissociation rate of the Source 
gas adsorbed onto the Substrate. The Second metal film 
production method is characterized by the following fea 
tureS: 
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0041) 6) A metal film production method which com 
prises disposing an etched member, formed from a metal 
forming a high vapor pressure halide, in a chamber accom 
modating a Substrate in an interior thereof, etching the 
etched member with a Source gas plasma containing a 
halogen within the chamber to form a precursor comprising 
a metallic component and a Source gas, and controlling the 
temperatures of the etched member and the Substrate So as 
to be predetermined temperatures and So as to provide a 
predetermined temperature difference between the tempera 
tures, thereby depositing the metallic component of the 
precursor on the Substrate to perform predetermined film 
formation, 

0042 the metal film production method further 
comprising: 

0043 controlling plasma conditions such that the 
dissociation rate of the Source gas occurring accord 
ing to a film formation reaction increases. 

0044) Thus, in addition to the same basic actions and 
effects as in the feature described in 1), the increase in the 
dissociation rate of the Source gas can promote film forma 
tion, increasing its Speed. 
0045 7) In the metal film production method described in 
6), control of the plasma conditions may be realized by 
decreasing the amount of the Source gas Supplied. Thus, the 
effects of the feature described in 6) can be achieved most 
easily. 

0046) 8) In the metal film production method described in 
6), control of the plasma conditions may be realized by 
increasing the amount of a high frequency electric power for 
forming the Source gas plasma. Thus, the effects of the 
feature described in 6) can be achieved easily without 
decreasing the film formation rate. 
0047 9). In the metal film production method described in 
6), control of the plasma conditions may be realized by 
Supplying a rare gas, having a mass equal to or larger than 
the mass of Ne, into the chamber in addition to the Source 
gas. Thus, the rare gas functions as a catalyst for increasing 
the dissociation rate, and thus can easily increase the dis 
Sociability of the Source gas. 
0048 10) In the metal film production method described 
in 6), control of the plasma conditions may be realized by 
Supplying electromagnetic waves into the chamber to dis 
Sociate the Source gas Supplied into the chamber. Thus, the 
dissociation of the Source gas can be performed with high 
efficiency by the energy of electromagnetic waves. 
0049. A first metal film production apparatus for realizing 
the aforementioned first metal film production method is 
characterized by the following features: 
0050. 11) A metal film production apparatus, comprising: 

0051 a cylindrical chamber accommodating a sub 
Strate, 

0052 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0053 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the Substrate and the etched mem 
ber; 
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0054 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0055 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0056 source gas radical replenishment means for 
replenishing the interior of the chamber with radicals 
of the Source gas. 

0057 Thus, the following basic actions and effects are 
obtained: The use of the Source gas plasma results in a 
markedly increased reaction efficiency and a fast film for 
mation Speed. Since the halogen gas is used as the Source 
gas, moreover, the cost can be markedly decreased. Further 
more, the desired film formation can be carried out under 
temperature control. Thus, the amounts of impurities, Such 
as chlorine, remaining in the thin metal film can be 
decreased, So that a high quality thin metal film can be 
produced. Moreover, these actions and effects can be 
obtained by a So-called inductively coupled apparatus. 
0.058 Besides, film formation can be promoted by the 
action of Separately formed radicals of the Source gas, 
whereby the film formation Speed can be increased. 
0059) 12) A metal film production apparatus, comprising: 

0060 a cylindrical chamber accommodating a sub 
Strate, 

0061 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0062 Source gas plasma Supply means for forming 
a Source gas plasma containing a halogen outside the 
chamber, and Supplying the Source gas plasma to an 
interior of the chamber between the Substrate and the 
etched member; 

0063 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0064 source gas radical replenishment means for 
replenishing the interior of the chamber with radicals 
of the Source gas. 

0065 Thus, the same actions and effects as in the feature 
described in 11) can be achieved by a so-called remote 
plasma apparatus designed to Supply a remotely formed 
plasma into the chamber. 
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0066 13) A metal film production apparatus, comprising: 
0067 

Strate, 

0068 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position other than a 
position opposed to the Substrate, 

0069 a shielding plate disposed within the chamber 
between the Substrate and the etched member and 
having a hole directed toward the Substrate; 

0070 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the etched member and the shield 
ing plate; 

a cylindrical chamber accommodating a Sub 

0071 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0072 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0073 source gas radical replenishment means for 
replenishing the interior of the chamber with radicals 
of the Source gas. 

0074 Thus, the same effects as in the feature described in 
11) are produced. Furthermore, particles, which are peeled 
from the etched member after etching and fall, are prevented 
from adhering onto the Substrate, and the predetermined 
precursor can be Supplied to the Space above the Substrate. 
The precursor can easily pass through the hole of the 
Shielding plate, while a low proportion of the radicals 
formed in the space between the etched member and the 
Shielding plate pass through the hole and arrive at the Space 
above the substrate. In this view, the contribution of replen 
ishment of the radicals to the promotion of the film forma 
tion reaction can be rendered remarkable. 

0075) 14) In the metal film production apparatus 
described in any one of 11), 12) and 13), the Source gas 
radical replenishment means may Supply a high frequency 
electric current to a coil wound round a tubular passage 
communicating with the interior of the chamber for flowing 
the Source gas, and convert the Source gas into a plasma by 
the action of an electric field formed by Supply of the high 
frequency electric current. Thus, the Source gas radical 
replenishment means of the features described in 11) to 13) 
can be accomplished by a simple construction. 
0076) 15) In the metal film production apparatus 
described in any one of 11), 12) and 13), the Source gas 
radical replenishment means may have microwave Supply 
means in a tubular passage communicating with the interior 
of the chamber for flowing the Source gas, and convert the 
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Source gas into a plasma by the action of microwaves 
generated by the microwave Supply means. Thus, the Source 
gas radical replenishment means of the features described in 
11) to 13) can show a higher efficiency than in the feature 
described in 14). 
0077. 16) In the metal film production apparatus 
described in any one of 11), 12) and 13), the Source gas 
radical replenishment means may have heating means for 
heating the Source gas flowing through a tubular passage 
communicating with the interior of the chamber to dissociate 
the Source gas thermally. Thus, the Source gas radical 
replenishment means of the features described in 11) to 13) 
can be constructed at the lowest cost. 

0078 17) In the metal film production apparatus 
described in any one of 11), 12) and 13), the Source gas 
radical replenishment means may have electromagnetic 
wave generation means for Supplying electromagnetic 
waves, Such as laser light or electron beams, to the Source 
gas flowing through a tubular passage communicating with 
the interior of the chamber to dissociate the Source gas. 
Thus, the Source gas radical replenishment means of the 
features described in 11) to 13) can be constructed as an 
apparatus capable of forming desired radicals Selectively 
with high efficiency. 
0079 A second metal film production apparatus for real 
izing the aforementioned Second metal film production 
method is characterized by the following features: 
0080 18) A metal film production apparatus, comprising: 

0081) 
Strate, 

0082 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0083 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the Substrate and the etched mem 
ber; 

a cylindrical chamber accommodating a Sub 

0084 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0085 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0086 rare gas Supply means for Supplying a rare 
gas, which has a mass equal to or larger than the 
mass of Ne, into the chamber in addition to the 
Source gas. 

0.087 Thus, in a so-called inductively coupled apparatus, 
the catalytic function of the rare gas for the dissociation rate 
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of the Source gas can Satisfactorily increase the dissociation 
rate, promoting the film formation reaction. 
0088) 19) A metal film production apparatus, comprising: 

0089) 
Strate, 

0090 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0091 Source gas plasma Supply means for forming 
a Source gas plasma containing a halogen outside the 
chamber, and Supplying the Source gas plasma to an 
interior of the chamber between the Substrate and the 
etched member; 

0092 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0093 rare gas Supply means for Supplying a rare 
gas, which has a mass equal to or larger than the 
mass of Ne, into the chamber in addition to the 
Source gas. 

a cylindrical chamber accommodating a Sub 

0094. Thus, in a so-called remote plasma apparatus, the 
catalytic function of the rare gas for the dissociation rate of 
the Source gas can Satisfactorily increase the dissociation 
rate, promoting the film formation reaction. 
0.095 20) A metal film production apparatus, comprising: 

0096) 
Strate, 

0097 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position other than a 
position opposed to the Substrate, 

0098 a shielding plate disposed within the chamber 
between the Substrate and the etched member and 
having a hole directed toward the Substrate; 

0099 source gas supply means for supplying a 
Source gas containing a halogen to an interior of the 
chamber between the etched member and the shield 
ing plate; 

a cylindrical chamber accommodating a Sub 

0100 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0101 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
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result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0102 rare gas Supply means for Supplying a rare 
gas, which has a mass equal to or larger than the 
mass of Ne, into the chamber in addition to the 
Source gas. 

0103) Thus, in the same apparatus as described in 13) 
designed to prevent particles of the etched member from 
falling onto the Substrate, the catalytic function of the rare 
gas for the dissociation rate of the Source gas can Satisfac 
torily increase the dissociation rate, promoting the film 
formation reaction. 

0.104) 21) A metal film production apparatus, comprising: 
01.05 

Strate, 

0106 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0107 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the Substrate and the etched mem 
ber; 

a cylindrical chamber accommodating a Sub 

0108 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0109) temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0110 electromagnetic wave generation means for 
Supplying electromagnetic waves into the chamber 
to dissociate the Source gas generated in accordance 
with a film formation reaction. 

0111. Thus, in a so-called inductively coupled apparatus, 
the Source gas occurring in accordance with the film forma 
tion reaction is dissociated by electromagnetic waves, 
whereby the film formation reaction can be promoted. 
0112 22) A metal film production apparatus, comprising: 

0113) 
Strate, 

0114 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position opposed to 
the Substrate; 

0115 Source gas plasma Supply means for forming a 
Source gas plasma containing a halogen outside the 

a cylindrical chamber accommodating a Sub 
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chamber, and Supplying the Source gas plasma to an 
interior of the chamber between the Substrate and the 
etched member; 

0116 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0117 electromagnetic wave generation means for 
Supplying electromagnetic waves into the chamber 
to dissociate the Source gas generated in accordance 
with a film formation reaction. 

0118. Thus, in a so-called remote plasma apparatus, the 
Source gas occurring in accordance with the film formation 
reaction is dissociated by electromagnetic waves, whereby 
the film formation reaction can be promoted. 
0119) 23) A metal film production apparatus, comprising: 

0120 a cylindrical chamber accommodating a sub 
Strate, 

0121 an etched member formed from a metal, 
which forms a high vapor pressure halide, and dis 
posed within the chamber at a position other than a 
position opposed to the Substrate, 

0.122 a shielding plate disposed within the chamber 
between the Substrate and the etched member and 
having a hole directed toward the Substrate; 

0123 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the etched member and the shield 
ing plate; 

0.124 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; 

0.125 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit a metallic component on 
the Substrate from a precursor comprising the metal 
lic component and the Source gas and obtained as a 
result of etching of the etched member by the source 
gas plasma, thereby performing predetermined film 
formation; and 

0.126 electromagnetic wave generation means for 
Supplying electromagnetic waves into the chamber 
to dissociate the Source gas generated in accordance 
with a film formation reaction. 

0127 Thus, in the same apparatus as described in 13) 
designed to prevent particles of the etched member from 
falling onto the Substrate, the Source gas occurring in accor 
dance with the film formation reaction is dissociated, 
whereby the film formation reaction can be promoted. 
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0128. A third metal film production method is character 
ized by the following feature: 

0129 24) A metal film production method compris 
ing: 

0.130 disposing an etched member, formed from a 
composite metal comprising a plurality of metallic 
components forming high vapor pressure halides, in 
a chamber accommodating a Substrate in an interior 
thereof; 

0131 etching the etched member with a source gas 
plasma containing a halogen within the chamber to 
form a plurality of precursors comprising the metal 
lic components and a Source gas, and 

0132) controlling the temperatures of the etched 
member and the Substrate So as to be predetermined 
temperatures and So as to provide a predetermined 
temperature difference between the temperatures, 
thereby depositing the metallic components of the 
plurality of precursors on the Substrate to perform 
predetermined film formation. 

0.133 Thus, various thin films adapted for applications 
can be prepared, and this method can be used as a metal film 
production method of great versatility. 
0134. A fourth metal film production method is charac 
terized by the following feature: 
0135 25) A metal film production method comprising: 

0.136 disposing an etched member, formed from a 
composite metal comprising one or more metallic 
components and one or more nonmetallic compo 
nents forming high vapor pressure halides, in a 
chamber accommodating a Substrate in an interior 
thereof; 

0.137 etching the etched member with a source gas 
plasma containing a halogen within the chamber to 
form one or more precursors comprising the metallic 
components and a Source gas and one or more 
precursors comprising the nonmetallic components 
and the Source gas, and 

0.138 controlling the temperatures of the etched 
member and the Substrate So as to be predetermined 
temperatures and So as to provide a predetermined 
temperature difference between the temperatures, 
thereby depositing the metallic components and the 
nonmetallic components simultaneously on the Sub 
Strate to perform predetermined film formation. 

0.139. Thus, various thin films adapted for applications 
can be prepared, and this method can be used as a metal film 
production method of great versatility. 
0140. A third metal film production apparatus for realiz 
ing the aforementioned third metal film production method 
is characterized by the following features: 
0141 26) A metal film production apparatus, comprising: 

0.142 a cylindrical chamber accommodating a Sub 
Strate, 

0.143 an etched member formed from a composite 
metal, which comprises a plurality of metallic com 
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ponents forming high vapor pressure halides, and 
disposed within the chamber at a position opposed to 
the Substrate; 

0144 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the Substrate and the etched mem 
ber; 

0145 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; and 

0146 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit the plurality of metallic 
components on the Substrate from a plurality of 
precursors comprising the metallic components and 
the Source gas and obtained as a result of etching of 
the etched member by the Source gas plasma, thereby 
performing predetermined film formation. 

0147 Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 
0148 27) A metal film production apparatus, comprising: 

0149) 
Strate, 

0150 an etched member formed from a composite 
metal, which comprises a plurality of metallic com 
ponents forming high vapor pressure halides, and 
disposed within the chamber at a position opposed to 
the Substrate; 

0151 Source gas plasma Supply means for forming 
a Source gas plasma containing a halogen outside the 
chamber, and Supplying the Source gas plasma to an 
interior of the chamber between the Substrate and the 
etched member; and 

0152 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit the plurality of metallic 
components on the Substrate from a plurality of 
precursors comprising the metallic components and 
a Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation. 

a cylindrical chamber accommodating a Sub 

0153. Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 

0154) A fourth metal film production apparatus for real 
izing the aforementioned fourth metal film production 
method is characterized by the following features: 
0155 28) A metal film production apparatus, comprising: 

0156) 
Strate, 

a cylindrical chamber accommodating a Sub 
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O157 an etched member formed from a composite 
metal, which comprises one or more metallic com 
ponents and one or more nonmetallic components 
forming high vapor pressure halides, and disposed 
within the chamber at a position opposed to the 
Substrate; 

0158 Source gas Supply means for Supplying a 
Source gas containing a halogen to an interior of the 
chamber between the Substrate and the etched mem 
ber; 

0159 film forming plasma generation means which 
converts the Source gas, which has been Supplied to 
the interior of the chamber, into a plasma upon 
Supply of a high frequency electric power to form a 
Source gas plasma within the chamber in order to 
etch the etched member; and 

0160 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit the metallic components 
and the nonmetallic components simultaneously on 
the Substrate from one or more precursors compris 
ing the metallic components and the Source gas and 
one or more precursors comprising the nonmetallic 
components and the Source gas obtained as a result 
of etching of the etched member by the Source gas 
plasma, thereby performing predetermined film for 
mation. 

0.161 Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 
0162 29) A metal film production apparatus, comprising: 

0163 a cylindrical chamber accommodating a sub 
Strate, 

0.164 an etched member formed from a composite 
metal, which comprises one or more metallic com 
ponents and one or more nonmetallic components 
forming high vapor pressure halides, and disposed 
within the chamber at a position opposed to the 
Substrate; 

0.165 Source gas plasma Supply means for forming 
a Source gas plasma containing a halogen outside the 
chamber, and Supplying the Source gas plasma to an 
interior of the chamber between the Substrate and the 
etched member; and 

0166 temperature control means for controlling the 
temperature of the Substrate to a predetermined tem 
perature, which is lower than the temperature of the 
etched member, to deposit the metallic components 
and the nonmetallic components simultaneously on 
the Substrate from one or more precursors compris 
ing the metallic components and a Source gas and 
one or more precursors comprising the nonmetallic 
components and the Source gas obtained as a result 
of etching of the etched member by the Source gas 
plasma, thereby performing predetermined film for 
mation. 

0167 Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 
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0168 A fifth metal film production method, which 
applies the aforementioned first or Second metal film pro 
duction method to achieve the production of a thin film of a 
composite metal, is characterized by the following feature: 

0169. 30) In the metal film production method described 
in any one of 1) to 10), 

0170 the etched member formed from the metal 
may be formed from a composite metal comprising 
a plurality of metallic components, and 

0171 the predetermined film formation may be per 
formed by depositing the plurality of metallic com 
ponents on the Substrate from a plurality of the 
precursors comprising the metallic components and 
the Source gas which have been obtained as a result 
of etching of the etched member by the Source gas 
plasma. 

0172 Thus, this method can prepare various thin films 
adapted for applications, and can be used as a metal film 
production method of great versatility. 

0173 A fifth metal film production apparatus for realiz 
ing the aforementioned fifth metal film production method is 
characterized by the following feature: 
0174 31) In the metal film production apparatus 
described in any one of 11) to 23), 

0175 the etched member formed from the metal 
may be formed from a composite metal comprising 
a plurality of metallic components, and 

0176 the predetermined film formation may be per 
formed by depositing the plurality of metallic com 
ponents on the Substrate from a plurality of the 
precursors comprising the metallic components and 
the Source gas which have been obtained as a result 
of etching of the etched member by the Source gas 
plasma. 

0177 Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 

0.178 A sixth metal film production method, which 
applies the aforementioned first or Second metal film pro 
duction method to achieve the production of a thin film of a 
composite metal, is characterized by the following feature: 

0179 32) In the metal film production method described 
in any one of 1) to 10), 

0180 the etched member formed from the metal 
may be formed from a composite metal comprising 
one or more metallic components and one or more 
nonmetallic components, and 

0181 the predetermined film formation may be per 
formed by depositing the metallic components and 
the nonmetallic components simultaneously on the 
Substrate from one or more of the precursors com 
prising the metallic components and the Source gas 
and one or more of the precursors comprising the 
nonmetallic components and the Source gas which 
have been obtained as a result of etching of the 
etched member by the Source gas plasma. 



US 2005/0217579 A1 

0182. Thus, this method can prepare various thin films 
adapted for applications, and can be used as a metal film 
production method of great versatility. 
0183) A sixth metal film production apparatus for realiz 
ing the aforementioned sixth metal film production method 
is characterized by the following feature: 
0184 33) In the metal film production apparatus 
described in any one of 11) to 23), 

0185 the etched member formed from the metal 
may be formed from a composite metal comprising 
one or more metallic components and one or more 
nonmetallic components, and 

0186 the predetermined film formation may be per 
formed by depositing the metallic components and 
the nonmetallic components simultaneously on the 
Substrate from one or more of the precursors com 
prising the metallic components and the Source gas 
and one or more of the precursors comprising the 
nonmetallic components and the Source gas which 
have been obtained as a result of etching of the 
etched member by the Source gas plasma. 

0187 Thus, this apparatus can prepare various thin films 
adapted for applications, and can be used as a metal film 
production apparatus of great versatility. 

0188 During the film formation reaction shown in the 
aforementioned equation (1), as stated earlier, an etching 
reaction for the deposited Cu film by means of Cl* simul 
taneously occurs, in addition to this film formation reaction. 
That is, if a proper amount of Cl* acts on CuCl(ad), the Cu 
film is deposited by the film formation reaction shown in the 
equation (1). In an atmosphere in which Cl* is present at a 
high density, the etching of the deposited Cu film with Cl* 
is predominant, making growth of the Cu film impossible. 
This means that control of the amount of Cl* enables either 
the film formation reaction or the etching reaction to be 
Selected. Thus, if it is possible to create an atmosphere in 
which the speed of the film formation reaction is slightly 
higher than the Speed of the etching reaction, it may be 
considered to work out a film formation method in which the 
Cu film is deposited by the film formation reaction, and 
simultaneously the surface of the Cu film is etched, while the 
film thickneSS is gradually increased. That is, even if the 
depression of the Substrate is a via hole with a very Small 
diameter, Cu can be sequentially Stacked, starting at its 
bottom, to form the Cu film. At this time, the Surface of the 
stacked Cu film is etched with Cl*. Thus, stacking of the Cu 
film proceeds, with the intrinsic surface of the Cu film being 
always exposed, and with the crystal directions being unified 
into a single direction. The Cu film, which is formed in the 
depression of the Substrate by film formation in this copres 
ence of the film formation reaction and the etching reaction, 
is satisfactory in the adhesion of the film itself. Also, this Cu 
film comprises a Single crystal, or a crystal composed of 
large crystal grains bound together which is regarded as 
equivalent to a single crystal (both types of crystals are 
collectively called a single crystal-like crystal). Such a 
Single crystal-like crystal has no grain boundaries, or has 
Several grain boundaries, if any. Thus, the Cu film is not 
affected by electromigration or StreSS migration, but can be 
expected to Show Stable electrical characteristics for a long 
period. 
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0189 The interconnection structure according to the 
present invention, accomplished based on the foregoing 
findings, is characterized by the following: 
0190 34) An interconnection structure formed by bury 
ing a metal film in a depression, Such as a trench or a hole, 
formed in a Substrate, 

0191) 
0.192 making a film formation reaction and an etch 
ing reaction coexistent, the film formation reaction 
being a reaction in which a precursor comprising a 
metallic component and a Source gas is adsorbed 
onto the Substrate, and then the metallic component 
is deposited to form a metal film of a metal of the 
metallic component, and the etching reaction being a 
reaction in which the metal film formed by the film 
formation reaction is etched with a plasma of the 
Source gas, and 

0193 exercising control such that the speed of the 
film formation reaction is higher than the Speed of 
the etching reaction, thereby Stacking the metal film 
in the depression Sequentially, Starting at a bottom of 
the depression. 

the interconnection Structure being formed by: 

0194 Hence, simultaneously with the deposition of the 
metal film by the film formation reaction, the surface of the 
metal film is etched, and the film thickneSS is gradually 
increased, with the result that the interconnection Structure 
is formed. That is, even if the depression of the substrate is 
a via hole with a very Small diameter, for example, the metal 
can be sequentially Stacked, Starting at its bottom, to form 
the metal film. At this time, the Surface of the stacked metal 
film is etched with the Source gas plasma. Thus, Stacking of 
the metal film proceeds, with the intrinsic Surface of the 
metal film being always exposed, and with the crystal 
directions being unified into a single direction. 
0.195 Thus, the resulting interconnection structure has by 
far better burial characteristics than the interconnection 
Structures formed by vapor phase deposition and plating 
according to the earlier technologies. The metal film itself is 
Satisfactory in adhesion, and also comprises a Single crystal, 
or a single crystal-like crystal composed of large crystal 
grains bound together which can be regarded as equivalent 
to a single crystal. Such a single crystal-like crystal has no 
grain boundaries, or has Several grain boundaries, if any. 
Thus, the interconnection Structure is not affected by elec 
tromigration or StreSS migration, but can maintain stable 
electrical characteristics for a long period. 
0196) 35) A multilayer interconnection structure formed 
by burying a metal film in a depression, Such as a trench or 
a hole, in multiple layers formed in a Substrate for formation 
of the multilayer interconnection Structure, 

0.197 the multilayer interconnection structure being 
integrally formed by: 

0198 making a film formation reaction and an etch 
ing reaction coexistent, the film formation reaction 
being a reaction in which a precursor comprising a 
metallic component and a Source gas is adsorbed 
onto the Substrate, and then the metallic component 
is deposited to form a metal film of a metal of the 
metallic component, and the etching reaction being a 
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reaction in which the metal film formed by the film 
formation reaction is etched with a plasma of the 
Source gas, and 

0199 exercising control such that the speed of the 
film formation reaction is higher than the Speed of 
the etching reaction, thereby Stacking the metal film 
in the depression Sequentially, Starting at a bottom of 
the depression. 

0200 Thus, the multilayer interconnection structure can 
be formed as an integrally continued single crystal-like 
crystal of the metal. Consequently, the actions and effects 
described in 34) above are even more remarkable than in the 
earlier technologies. 

0201 36) In the multilayer interconnection structure 
described in 35), a barrier metal layer may be formed on the 
Surface of the depression of the Substrate. 

0202) Thus, the multilayer interconnection structure can 
be formed as an integrally continued single crystal-like 
crystal of the metal, and the barrier metal layer necessarily 
formed between the interconnection Structures of the respec 
tive layers in the earlier technologies can be removed. 
Consequently, the metals forming the interconnection Struc 
tures of the respective layers are not divided by the barrier 
metal layer, and a rise in resistivity at this site can be 
eliminated. Thus, the electrical characteristics of the inter 
connection Structure can be improved accordingly. 

0203 37) In the multilayer interconnection structure 
described in any one of 34) to 36), the metal film may be 
formed by a metal film production apparatus, which dis 
poses an etched member, formed from a metal forming a 
high vapor pressure halide, in a chamber accommodating the 
Substrate in an interior thereof, etches the etched member 
with a Source gas plasma containing a halogen within the 
chamber to form the precursor comprising the metallic 
component and the Source gas, and controls the temperatures 
of the etched member and the Substrate So as to be prede 
termined temperatures and So as to provide a predetermined 
temperature difference between the temperatures, thereby 
depositing the metallic component of the precursor on the 
Substrate to perform predetermined film formation. 

0204 Thus, the interconnection structure described in 34) 
to 36) can be formed easily and reliably. 
0205 The interconnection structure forming method 
according the present invention, based on the aforemen 
tioned findings, is characterized by the following: 

0206 38) An interconnection structure forming method 
for forming an interconnection by burying a metal film in a 
depression, Such as a trench or a hole, formed in a Substrate, 
comprising: making a film formation reaction and an etching 
reaction coexistent, the film formation reaction being a 
reaction in which a precursor comprising a metallic com 
ponent and a Source gas is adsorbed onto the Substrate, and 
then the metallic component is deposited to form a metal 
film of a metal of the metallic component, and the etching 
reaction being a reaction in which the metal film formed by 
the film formation reaction is etched with a plasma of the 
Source gas, and exercising control Such that the Speed of the 
film formation reaction is higher than the Speed of the 
etching reaction, thereby Stacking the metal film in the 
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depression Sequentially, Starting at a bottom of the depres 
Sion, to form a predetermined interconnection. 

0207 Thus, the interconnection structure described in 34) 
can be formed easily and reliably. In forming it, the relation 
between the film formation Speed and the etching Speed is 
controlled, thereby obviating the CMP step, the essential 
Step in the damascene method according to the earlier 
technologies. In this case, the manufacturing cost and time 
can be dramatically reduced. 

0208 39) A multilayer interconnection structure forming 
method for forming an interconnection by burying a metal 
film in a depression, Such as a trench or a hole, in multiple 
layers formed in a substrate for formation of the multilayer 
interconnection Structure, comprising: making a film forma 
tion reaction and an etching reaction coexistent, the film 
formation reaction being a reaction in which a precursor 
comprising a metallic component and a Source gas is 
adsorbed onto the Substrate, and then the metallic compo 
nent is deposited to form a metal film of a metal of the 
metallic component, and the etching reaction being a reac 
tion in which the metal film formed by the film formation 
reaction is etched with a plasma of the Source gas, and 
exercising control Such that the Speed of the film formation 
reaction is higher than the Speed of the etching reaction, 
thereby Stacking the metal film in the depression Sequen 
tially, Starting at a bottom of the depression, to form the 
multilayer interconnection Structure integrally. 

0209 Thus, the effects described in 38) can be rendered 
further remarkable, because the metal film is Stacked and 
buried at a time in the depressions continued to each other 
that are formed in the multilayer substrate, whereby the 
desired interconnection Structure can be formed. Also, as the 
number of the layers increases in the conventional multi 
layer structure, the number of the CMP step also increases. 
With the present invention, by contrast, these StepS can all be 
eliminated. 

0210) 40) The multilayer interconnection structure form 
ing method described in 39) may further comprise forming 
a barrier metal layer on a Surface of the depression of the 
substrate prior to formation of the metal film with electrical 
conductivity. 

0211 Thus, in addition to the effects of the feature 
described in 39), the multilayer interconnection structure 
can be formed as an integrally continued Single crystal-like 
crystal of the metal, and the barrier metal layer necessarily 
formed between the interconnection Structures of the respec 
tive layers in the earlier technologies can be removed. 
Consequently, the metals forming the interconnection Struc 
tures of the respective layers are not divided by the barrier 
metal layer, and a rise in resistivity at this site can be 
eliminated. Thus, the electrical characteristics of the inter 
connection Structure can be improved accordingly. More 
over, the barrier metal layer, which was formed for each of 
the layers in the earlier technologies, can be formed at a 
time. In this respect as well, the multilayer interconnection 
Structure can provide the overall decrease in the working 
StepS. 

0212 41) In the interconnection structure forming 
method described in any one of 38) to 40), the metal film 
may be formed by a metal film production apparatus, which 
disposes an etched member, formed from a metal forming a 
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high vapor pressure halide, in a chamber accommodating the 
Substrate in an interior thereof, etches the etched member 
with a Source gas plasma containing a halogen within the 
chamber to form the precursor comprising the metallic 
component and the Source gas, and controls the temperatures 
of the etched member and the Substrate So as to be prede 
termined temperatures and So as to provide a predetermined 
temperature difference between the temperatures, thereby 
depositing the metallic component of the precursor on the 
Substrate to perform predetermined film formation. 

0213 Thus, the interconnection structure described in 34) 
to 37) can be formed satisfactorily by controlling the amount 
of the Source gas plasma within the chamber. 
0214) The interconnection structure forming apparatus 
according to the present invention, based on the aforemen 
tioned findings, is characterized by the following feature: 
0215 42) An interconnection structure forming apparatus 
for forming a predetermined interconnection Structure in a 
depression, Such as a trench or a hole, formed in a Substrate, 
by disposing an etched member, formed from a metal 
forming a high vapor pressure halide, in a chamber accom 
modating the Substrate in an interior thereof, etching the 
etched member with a Source gas plasma containing a 
halogen within the chamber to form a precursor comprising 
a metallic component and a Source gas, and controlling the 
temperatures of the etched member and the Substrate So as 
to be predetermined temperatures and So as to provide a 
predetermined temperature difference between the tempera 
tures, thereby depositing the metallic component of the 
precursor on the Substrate to perform film formation, 

0216 the apparatus permitting the coexistence of a 
film formation reaction for forming the film of the 
metal, and an etching reaction for etching the metal 
film, formed by the film formation reaction, with a 
plasma of the Source gas, and having control means 
for exercising control Such that the Speed of the film 
formation reaction is higher than the Speed of the 
etching reaction, thereby Stacking the metal film in 
the depression Sequentially, Starting at a bottom of 
the depression, to form the predetermined intercon 
nection Structure. 

0217 Thus, the interconnection structure described in 34) 
to 37) can be formed satisfactorily by controlling the amount 
of the Source gas plasma within the chamber. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0218. The present invention will become more fully 
understood from the detailed description given hereinbelow 
and the accompanying drawings which are given by way of 
illustration only, and thus are not limitative of the present 
invention, and wherein: 

0219 FIG. 1 is a schematic side view of a metal film 
production apparatus according to a first embodiment of the 
present invention; 

0220 FIG. 2 is a schematic side view of a metal film 
production apparatus according to a Second embodiment of 
the present invention; 

0221) 
FIG. 2; 

FIG. 3 is a view taken along the arrowed line I-I of 
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0222 FIG. 4 is a view taken along the arrowed line II-II 
of FIG. 3; 

0223 FIG. 5 is a schematic side view of a metal film 
production apparatus according to a third embodiment of the 
present invention; 
0224 FIG. 6 is a schematic side view of a metal film 
production apparatus according to a fourth embodiment of 
the present invention; 
0225 FIG. 7 is a schematic side view of a metal film 
production apparatus according to a fifth embodiment of the 
present invention; 
0226 FIG. 8 is a schematic side view of a metal film 
production apparatus according to a sixth embodiment of the 
present invention; 
0227 FIG. 9 is a schematic side view of a metal film 
production apparatus according to a Seventh embodiment of 
the present invention; 
0228 FIG. 10 is a view taken along the arrowed line I-I 
of FIG. 9; 
0229 FIG. 11 is a schematic side view of a metal film 
production apparatus according to an eighth embodiment of 
the present invention; 
0230 FIG. 12 is a schematic side view of a metal film 
production apparatus according to a ninth embodiment of 
the present invention; 
0231 FIG. 13 is a schematic side view of an intercon 
nection Structure forming apparatus according to a tenth 
embodiment of the present invention; 
0232 FIGS. 14(a) to 14(c) are cross-sectional views 
showing the process of formation of an interconnection 
structure formed by the apparatus illustrated in FIG. 13, and 
FIG. 14(d) is a cross-sectional view showing an intercon 
nection Structure formed by an earlier technology; 
0233 FIG. 15 is a characteristic diagram showing the 
general density characteristics of Cl, relative to the depth 
direction of a depression 203a of a substrate 203 in the 
apparatus illustrated in FIG. 13, in depth position relation 
ship with the depression 203a of the substrate 203; 
0234 FIGS. 16(a) and 16(b) are cross-sectional views 
showing a multilayer (two-layer in this embodiment) inter 
connection structure formed by the apparatus of FIG. 13; 
and 

0235 FIGS. 17(a) to 17(f) are cross-sectional views 
showing an interconnection Structure in each of Steps for 
forming a multilayer interconnection Structure by the double 
damascene method according to the earlier technology. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0236 Preferred embodiments of the present invention 
will now be described in detail with reference to the accom 
panying drawings, which in no way limit the invention. 

First Embodiment 

0237 FIG. 1 is a schematic side view of a metal film 
production apparatus according to a first embodiment of the 
present invention. As shown in FIG. 1, a support platform 
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2 is provided near the bottom of a cylindrical chamber 1 
made of, say, a ceramic (an insulating material), and a 
Substrate 3 is placed on the Support platform 2. Temperature 
control means 6 equipped with a heater 4 and refrigerant 
flow-through means 5 is provided in the Support platform 2 
So that the Support platform 2 is controlled to a predeter 
mined temperature (for example, a temperature at which the 
substrate 3 is maintained at 100 to 200° C) by the tempera 
ture control means 6. 

0238 An upper surface of the chamber 1 is an opening, 
which is closed with a copper plate member 7, as an etched 
member made of a metal. The interior of the chamber 1 
closed with the copper plate member 7 is maintained at a 
predetermined pressure by a vacuum device 8. 
0239). A coiled film forming plasma antenna 9 is disposed 
around a cylindrical portion of the chamber 1 beside the 
copper plate member 7 in Such a manner as to be wound in 
the axial direction of the chamber 1. A matching instrument 
10 and a power source 11 are connected to the film forming 
plasma antenna 9 to Supply power. Film forming plasma 
generation means is constituted by the film forming plasma 
antenna 9, matching instrument 10 and power Source 11. 
0240 Slit-shaped opening portions 23 are formed at 
positions obliquely upward of the substrate 3 in the cylin 
drical portion of the chamber 1, and one end of a tubular 
passage 24 is fixed to each of the opening portions 23. A 
tubular excitation chamber 25 made of an insulator is 
provided halfway through the passage 24, and a coiled 
plasma antenna 26 is wound round the excitation chamber 
25. The plasma antenna 26 is connected to a matching 
instrument 27 and a power source 28 to receive power. The 
opening portion 23, and the associated passage 24 and 
excitation chamber 25 are at the same height position of the 
chamber 1, and a combination of these members is disposed 
at each of four locations (only two locations are shown in the 
drawing) around the chamber 1. A flow controller 29 is 
connected to the other end of the passage 24, and a Cl gas 
for obtaining Cl* is Supplied into the passage 24 via the flow 
controller 29. The plasma antenna 26, matching instrument 
27, power source 28 and flow controller 29 constitute source 
gas radical Supply means. 
0241. In the source gas radical supply means, Cl* is 
formed by shooting electromagnetic waves from the plasma 
antenna 26 into the excitation chamber 25, while Supplying 
a Cl gas into the excitation chamber 25 via the flow 
controller 29. On this occasion, plasma conditions are 
adjusted so that Cl* can be formed at a high density within 
the excitation chamber 25. The so formed Cl* is supplied 
into the chamber 1 through the passage 24 at the time of film 
formation. This Cl* dissociates a Cl gas from CuCl(ad) 
adsorbed onto the substrate 3 to promote the film formation 
reaction. That is, the film formation reaction shown in the 
equation (1) is promoted. 
0242 Nozzles 12 for Supplying a Source gas (a Cl gas 
diluted with He to a chlorine concentration of <50%, pref 
erably about 10%), containing chlorine, to the interior of the 
chamber 1 are connected to the cylindrical portion of the 
chamber 1 above the support platform 2. The nozzle 12 is 
open toward the copper plate member 7, and the nozzle 12 
is fed with the source gas via a flow controller 13. The 
Source gas is conveyed from beside the Substrate 3 toward 
the copper plate member 7 along the wall Surface within the 
chamber at the time of film formation. 
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0243 Nozzles 30 for supplying a rare gas, such as an Ar 
gas, into the chamber 1 are connected to an upper Site of the 
cylindrical portion of the chamber 1. The rare gas, Such as 
an Argas, has its flow rate controlled by a flow controller 31, 
and is adapted to increase the dissociation rate of the Cl gas 
in the film formation reaction indicated by the equation (2), 
thereby promoting the film formation reaction. Thus, a rare 
gas having a mass equal to or larger than that of Ne, with the 
exception of the He gas contained as a diluent gas in the 
Source gas, can be used as a gas for increasing the disso 
ciation rate of the Cl gas to promote the film formation 
reaction. However, in consideration of the function of the 
rare gas, So to Speak, as a catalyst for increasing the 
dissociation rate, an Argas or a Kr gas is preferred, and an 
Argas is optimal in terms of the cost. 

0244. A mode of film formation in the foregoing metal 
film production apparatus is as described below. For film 
formation, the film forming plasma antenna 9, and the 
plasma antenna 26 are energized. 
0245 While the source gas is supplied through the 
nozzles 12 into the chamber 1, electromagnetic waves are 
shot from the film forming plasma antenna 9 into the 
chamber 1, whereby the Cl gas is ionized to generate a Cl 
gas plasma (Source gas plasma) 14. The Cl gas plasma 14 
is formed in Spaces adjacent to the film forming plasma 
antenna 9 in the interior of the chamber 1, namely, in Spaces 
beside the copper plate member 7 (upper portion) within the 
chamber 1. 

0246 The Cl gas plasma 14 causes an etching reaction 
to the copper plate member 7, forming a precursor (CuCl) 
15. At this time, the copper plate member 7 is maintained by 
the Cl gas plasma 14 at a predetermined temperature (e.g., 
200 to 400° C.) which is higher than the temperature of the 
Substrate 3. 

0247) The precursor (Cu,Cl) 15 formed within the 
chamber 1 is transported to the Substrate 3 controlled to a 
lower temperature than the temperature of the copper plate 
member 7. The precursor (CuCl) 15 transported to and 
adsorbed onto the Substrate 3 deposits Cu on the substrate 3 
in accordance with the reactions of the aforementioned 
equations (1) and (2) representing the film formation reac 
tion. As a result, a thin Cu film 16 is formed on the Surface 
of the Substrate 3. 

0248. At this time, Cl* is formed with a high efficiency 
in the excitation chamber 25, and Supplied into the chamber 
1 for replenishment to dissociate Cl in the equation (1), 
promoting the film formation reaction. On the other hand, 
the Argas is Supplied into the chamber 1 through the nozzles 
30 to dissociate the Cl gas in the equation (2), promoting 
the film formation reaction. 

0249 Since the metal film production apparatus con 
Structed as above uses the Cl gas plasma (Source gas 
plasma) 14, the reaction efficiency is markedly increased, 
and the Speed of film formation is fast. Since the Cl gas is 
used as the Source gas, moreover, the cost can be markedly 
decreased. Furthermore, the Substrate 3 is controlled to a 
lower temperature than the temperature of the copper plate 
member 7 by use of the temperature control means 6. Thus, 
the amounts of impurities, Such as chlorine, remaining in the 
thin Cu film 16 can be decreased, So that a high quality thin 
Cu film 16 can be produced. 
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Second Embodiment 

0250 FIG. 2 is a schematic side view of a metal film 
production apparatus according to a Second embodiment of 
the present invention. As shown in FIG. 2, the metal film 
production apparatus according to the present embodiment 
is different in the construction of the plasma antenna and in 
the constructions of the associated portions, but is of the 
Same construction in many portions, as compared with the 
first embodiment shown in FIG. 1. Thus, the same portions 
as in FIG. 1 are assigned the same numerals, and duplicate 
explanations are omitted. 
0251 AS shown in FIG. 2, a chamber 41 is a cylindrical 
member made of a metal (for example, aluminum). An upper 
Surface of the chamber 41 is an opening, which is closed 
with a disk-shaped ceiling board 47, an insulating member 
(for example, made of a ceramic). An etched member 58 
made of copper, which comprises a ring portion 59 and 
protrusions 60, is disposed at a position opposed to a 
substrate 3 within the chamber 41, and is provided so as to 
be divided by the protrusions 60 into a plurality of portions 
in the circumferential direction. The protrusions 60, the 
respective divisional portions, protrude from the inner 
peripheral Surface of the chamber 41 toward the center of the 
chamber 41. Details of the etched member 58 will be 
described later on based on FIG. 3. A film forming plasma 
antenna 49 is in a spiral form and is disposed outwardly of 
the ceiling board 47. The plasma antenna 49 receives an 
electric current Supplied from a power Source 51 via a 
matching instrument 50 to form an electric field. By the 
action of the electric field, a Cl gas, a Source gas Supplied 
into the chamber 41, is converted into a plasma in a Space 
beside the etched member 58 (upper portion) within the 
chamber 41 to form a Cl gas plasma 14. That is, the film 
forming plasma antenna 49, matching instrument 50 and 
power Source 51 constitute film forming plasma generation 
CS. 

0252) As illustrated in detail in FIG. 3, a plurality of (12 
in the illustrated embodiment) the protrusions 60, which 
extend close to the center in the diametrical direction of the 
chamber 41 (see FIG. 2) and have the same width, are 
provided in the circumferential direction on the inner periph 
ery of the ring portion 59 of the etched member 58. The 
protrusions 60 are integrally or removably attached to the 
ring portion 59. Notches (spaces) 67 formed between the 
protrusions 60 are present between the ceiling board 47 (see 
FIG. 2) and the interior of the chamber 41. The ring portion 
59 is earthed, and the plural protrusions 60 are electrically 
connected together by the ring portion 59, and maintained at 
the same potential. 
0253) At the time of film formation in the above-de 
Scribed metal film production apparatus, the film forming 
plasma antenna 49 and the plasma antenna 26 are energized. 
AS a result, electromagnetic waves are shot from the film 
forming plasma antenna 49 into the chamber 41. Conse 
quently, the Cl2 gas is ionized to generate a Cl2 gas plasma 
(Source gas plasma) 14, So that a thin Cu film 16 is formed 
in the same mode as in the aforementioned first embodiment. 

0254. However, the mode of formation of a film forming 
plasma in the present embodiment is slightly different from 
that in the metal film production apparatus shown in FIG. 1. 
This mode will be explained based on FIG. 4. As shown in 
FIG. 4, when the Cl gas plasma 14 (see FIG. 2) is 
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generated below the etched member 58, the direction A of an 
electric current in the film forming plasma antenna 49 
crosses the protrusions 60. AS a result, an induced current B 
flowing in the direction shown in FIG. 4 occurs on the 
surface of the protrusion 60 opposed to the film forming 
plasma antenna 49. Since the notches (spaces) 67 are present 
in the etched member 58, the induced current B flows on the 
lower surface of each protrusion 60 in the same direction a 
as the direction A of the electric current in the film forming 
plasma antenna 49. When the etched member 58 is viewed 
from the Substrate 3, therefore, there is no electric current in 
a direction in which the electric current in the film forming 
plasma antenna 49 is effectively canceled out, even when the 
protrusions 60, electric conductors, are present below the 
film forming plasma antenna 49, i.e., on the Side of the 
substrate 3. Thus, an alternating electric field by the film 
forming plasma antenna 49 can be formed below the pro 
trusions 60. Furthermore, the ring portion 59 is earthed, and 
the protrusions 60 are maintained at the same potential. 
Thus, even though the etched member 58, an electric con 
ductor, exists, electromagnetic waves are reliably thrown 
from the film forming plasma antenna 49 into the chamber 
1. Consequently, the Cl gas plasma 14 can be stably 
generated below the etched member 58. 
0255 In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
Supplied into the chamber 41 for replenishment to dissociate 
Cl in the equation (1), promoting the film formation reac 
tion. On the other hand, the Ar gas is Supplied into the 
chamber 41 through the nozzles 30 to dissociate the Cl gas 
in the equation (2), promoting the film formation reaction. 
0256 In the present embodiment, it is also possible to 
eliminate instability of the plasma due to a difference in 
potential by controlling the Supply of the Source gas, without 
connecting the protrusions 60 to the ring portion 59. 

Third Embodiment 

0257 As shown in FIG. 5, the present embodiment is an 
embodiment in which the film forming plasma antenna 9 in 
the first embodiment of FIG. 1 has been removed, and 
instead the copper plate member 7, the etched member, 
concurrently performs the function of a film forming plasma 
antenna. Thus, a high frequency power from the power 
Source 11 is Supplied to the copper plate member 7 via the 
matching instrument 10, and the Support platform 2, an 
electrically conductive member, is grounded. That is, the 
copper plate member 7 and the Support platform 2 Serve as 
both electrodes to generate a Cl gas plasma 14 therebe 
tween within the chamber 1. 

0258. The other constructions in the metal film produc 
tion apparatus according to the present embodiment are the 
Same as in FIG. 1. Thus, the same portions are assigned the 
Same numerals, and duplicate explanations are omitted. 
0259. In the present embodiment, while the source gas is 
Supplied through the nozzles 12 into the chamber 1, elec 
tromagnetic waves are shot from the copper plate member 7 
into the chamber 1, whereby the Cl gas is ionized to 
generate a Cl gas plasma (Source gas plasma) 14. The Cl 
gas plasma 14 causes an etching reaction to the copper plate 
member 7, forming a precursor (CuCl) 15. At this time, the 
copper plate member 7 is maintained by temperature control 
means 6 at a predetermined temperature (e.g., 200 to 400 
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C.) which is higher than the temperature of the substrate 3. 
Thus, a thin Cu film 16 is formed on the Surface of the 
substrate 3 in exactly the same mode as in the first embodi 
ment. 

0260. In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
Supplied for replenishment into the chamber 1 to dissociate 
Cl in the equation (1), promoting the film formation reac 
tion. On the other hand, the Ar gas is Supplied into the 
chamber 1 through the nozzles 30 to dissociate the Cl gas 
in the equation (2), promoting the film formation reaction. 

Fourth Embodiment 

0261. As shown in FIG. 6, the present embodiment can 
be positioned as a modification of the third embodiment 
shown in FIG. 5. In this modified embodiment, a copper 
plate member 72, an etched member, is disposed at a 
position which is not a position opposed to the Substrate 3 
within a chamber 71. At the same time, a shielding plate 73 
of a ground potential, which Serve as a counter electrode, is 
disposed. A high frequency power from the power Source 11 
is Supplied to the copper plate member 72 via the matching 
instrument 10. Also, a Source gas is Supplied between the 
copper plate member 72 and the shielding plate 73 within the 
chamber 71 through the nozzles 12. Thus, a plasma of the 
Source gas is generated. Many holes 73a are formed in the 
shielding plate 73, and a precursor 15 formed between the 
copper plate member 72 and the shielding plate 73 passes 
through the holes 73a, arriving at a Space above the Substrate 
3 within the chamber 71. The copper plate member 72 is a 
hollow member in the shape of a truncated cone, and the 
Shielding plate 73 is composed of a hollow, truncated conical 
member Similar in shape to the copper plate member 72. 
Thus, the surfaces of the copper plate member 72 and the 
Shielding plate 73 opposed to each other are parallel, and 
inclined to the Substrate 3. Because of this arrangement, 
particles peeled from the etched copper plate member 72 and 
falling are prevented from adhering onto the Substrate 3, and 
the predetermined precursor 15 can be Supplied to the Space 
above the substrate 3. This is because the particles are 
blocked by the shielding plate 73 and have a low possibility 
to arrive at the space above the substrate 3, while the 
precursor 15 can easily pass through the holes 73a. 

0262 The other constructions in the metal film produc 
tion apparatus according to the present embodiment are the 
Same as in FIG. 5. Thus, the same portions are assigned the 
Same numerals, and duplicate explanations are omitted. 

0263. In the present embodiment, while the source gas is 
supplied through the nozzles 12 into the chamber 71, elec 
tromagnetic waves are shot from the copper plate member 
72 into the chamber 71, whereby the Cl gas is ionized to 
generate a Cl gas plasma (Source gas plasma) 14. The Cl 
gas plasma 14 causes an etching reaction to the copper plate 
member 72, forming a precursor (CuCl) 15. The precursor 
(CuCl) 15 arrives at the space above the substrate 3 within 
the chamber 71 through the holes 73a of the shielding plate 
73. At this time, the copper plate member 72 is maintained 
by temperature control means 6 at a temperature (e.g., 200 
to 400° C.) which is higher than the temperature of the 
Substrate 3. Thus, a thin Cu film 16 is formed on the Surface 
of the substrate 3 in exactly the same mode as in the first 
embodiment. 
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0264. The precursor (Cu,Cl) 15 easily passes through 
the holes 73a, but only a tiny portion of Cl* formed between 
the copper plate member 72 and the shielding plate 73 can 
pass through the holes 73a and arrive at the Space above the 
substrate 3. The reason is that Cl* colliding with the 
shielding plate 73 combines with another Cl* colliding with 
the shielding plate 73 to become a Clgas. That is, a reaction 
expressed by Cl* +Cl*->Cl occurs, so that Cl* vanishes. 
0265. In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
supplied for replenishment into the chamber 71 to dissociate 
Cl in the equation (1), promoting the film formation reac 
tion. In the present embodiment, most of Cl* formed in the 
Space between the copper plate member 72 and the shielding 
plate 73 vanishes, as stated above. In this embodiment at 
Such a disadvantage, the Supply of Cl* for replenishment is 
more meaningful, and its contribution to the promotion of 
the film formation reaction is particularly remarkable. 
0266. In the present embodiment as well, the Argas is 
supplied into the chamber 71 through the nozzles 30 to 
dissociate the Cl gas in the equation (2), promoting the film 
formation reaction. 

Fifth Embodiment 

0267 In the respective embodiments, the source gas is 
Supplied into the chamber 1 or the like, and converted into 
a plasma. However, a Source gas plasma may be directly 
supplied into the chamber. A metal film production appara 
tus having such a feature will be described in detail with 
reference to FIG. 7. As shown in FIG. 7, the metal film 
production apparatus according to the present embodiment 
is greatly different from the metal film production apparatus 
according to the first embodiment, etc. shown in FIG. 1, etc. 
in that it does not have the film forming plasma antenna 9, 
etc. However, the metal film production apparatus according 
to the present embodiment has many constituent elements in 
common with the metal film production apparatus according 
to the first embodiment, etc. Thus, the same portions as in 
FIG. 1, etc. are assigned the same numerals, and duplicate 
explanations are omitted. 
0268 As shown in FIG. 7, an upper surface of a cylin 
drical chamber 81 made of, for example, a ceramic (an 
insulating material) is an opening, and the opening is closed 
with a ceiling board 100, for example, made of a ceramic (an 
insulating material). An etched member 88 made of a metal 
(copper, Cu) is provided on a lower Surface of the ceiling 
board 100, and the etched member 88 is of a pyramidal 
shape. Slit-shaped opening portions 89 are formed at four 
locations (only two locations are shown in the drawing) in 
the periphery of an upper part of the cylindrical portion of 
the chamber 81, and one end of a tubular passage 90 is fixed 
to each of the opening portions 89. A tubular excitation 
chamber 95 made of an insulator is provided halfway 
through the passage 90, and a coiled plasma antenna 91 is 
provided around the excitation chamber 95. The plasma 
antenna 91 is connected to a matching instrument 92 and a 
power source 93 to receive power. The plasma antenna 91, 
the matching instrument 92 and the power source 93 con 
Stitute plasma generation means. 
0269. A flow controller 94 is connected to the other end 
of the passage 90, and a Source gas containing chlorine as a 
halogen (a Cl gas diluted with He to a chlorine concentra 
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tion of s50%, preferably about 10%) is supplied into the 
passage 90 via the flow controller 94. By shooting electro 
magnetic waves from the plasma antenna 91 into the exci 
tation chamber 95, the Cl gas is ionized to generate a Cl 
gas plasma (Source gas plasma) 96. This means the con 
Struction of excitation means by which the Source gas 
containing chlorine is excited in the excitation chamber 95 
isolated from the chamber 81. Because of the generation of 
the Cl gas plasma 96, excited chlorine is fed toward the 
etched member 88 (upper portion) within the chamber 81 
through the opening portions 89, whereupon the etched 
member 88 is etched with excited chlorine. 

0270. At the time of film formation in the above-de 
Scribed metal film production apparatus, the Cl gas plasma 
96 is generated in the excitation chamber 95, and the Cl gas 
plasma 96 is introduced through the opening portions 89 into 
the chamber 81 in which the temperature conditions for the 
etched member 88 and the substrate 3 have been adjusted as 
predetermined. Thus, the etched member 88 is etched in the 
Same manner as for the metal film production apparatus 
shown in FIG. 1, etc., whereby a thin Cu film 16 can be 
formed on the Substrate 3. 

0271 In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
supplied for replenishment into the chamber 81 to dissociate 
Cl in the equation (1), promoting the film formation reac 
tion. On the other hand, the Ar gas is Supplied into the 
chamber 81 through the nozzles 30 to dissociate the Cl gas 
in the equation (2), promoting the film formation reaction. 
0272. Next, an explanation will be offered for a case in 
which the etched member is made of a composite metal 
comprising, for example, In and Cu, or a composite metal 
such as CuInSea, CdS, or ZnSe, and a thin film of the 
composite metal is produced. 

0273) Not only in the above-described production of the 
thin Cu film, but also in the production of a thin film of the 
composite metal (e.g., a thin InCu film), the following 
reactions are assumed to occur: 

Dissociation reaction of plasma: Cl- >2Cl* 
Etching reaction: Cu+Cl*->CuCl(g) 

Adsorption to substrate: CuCl(g)->CuCl(ad) 
InCl(g)->InCl(ad) 

Film formation reaction: CuCl(ad)+Cl*->Cu+Clf (3) 
InCl(ad)+Cl*In+Clf (4) 

0274. Here, Cl* represents radicals of Cl, (g) represents 
a gaseous State, and (ad) represents an adsorbed State. 
0275 Another film formation reaction as indicated below 
is expected to be Similarly taking place in correspondence 
with the equation (2) predicted for the production of the thin 
Cu film: 

0276 Besides, in the case of the composite metal, such as 
CuInSea, CdS, or ZnSe, which contains a nonmetallic ele 
ment, the nonmetallic element in the composite metal is 
assumed to be chlorinated with Cl*. That is, upon etching 
with Cl*, the nonmetallic element, Such as Se or S, forms a 
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chloride and becomes a precursor. The precursor is trans 
ported onto the Substrate to turn into a constituent element 
of the thin film. 

Sixth Embodiment 

0277 FIG. 8 is a schematic side view of a metal film 
production apparatus according to a sixth embodiment of the 
present invention. As shown in FIG. 8, a support platform 
2 is provided near the bottom of a cylindrical chamber 1 
made of, say, a ceramic (an insulating material), and a 
Substrate 3 is placed on the Support platform 2. Temperature 
control means 6 equipped with a heater 4 and refrigerant 
flow-through means 5 is provided in the Support platform 2 
So that the Support platform 2 is controlled to a predeter 
mined temperature (for example, a temperature at which the 
substrate 3 is maintained at 100 to 200° C) by the tempera 
ture control means 6. 

0278 An upper surface of the chamber 1 is an opening, 
which is closed with a composite metal plate member 101, 
as an etched member, made of a composite metal consisting 
of In and Cu. The composite metal plate member 101 is 
prepared by mixing. In and Cu uniformly at a ratio of 1:1, and 
then preSS molding the mixture into a plate. According to 
this method of preparation, the composite metal plate mem 
ber 101 can be easily produced. Alternatively, the composite 
metal plate member 101 may be formed as a split type in 
which its right half is formed from In, and its left half is 
formed from Cu. According to this method of preparation, it 
is easy to control the composition of the thin film formed. 
The interior of the chamber 1 closed with the composite 
metal plate member 101 is maintained at a predetermined 
preSSure by a vacuum device 8. 
0279 A coiled film forming plasma antenna 9 is disposed 
around a cylindrical portion of the chamber 1 beside the 
composite metal plate member 101 in Such a manner as to 
be wound in the axial direction of the chamber 1. A matching 
instrument 10 and a power Source 11 are connected to the 
film forming plasma antenna 9 to Supply power. Film 
forming plasma generation means is constituted by the film 
forming plasma antenna 9, matching instrument 10 and 
power Source 11. 
0280 Slit-shaped opening portions 23 are formed at 
positions obliquely upward of the substrate 3 in the cylin 
drical portion of the chamber 1, and one end of a tubular 
passage 24 is fixed to each of the opening portions 23. A 
tubular excitation chamber 25 made of an insulator is 
provided halfway through the passage 24, and a coiled 
plasma antenna 26 is wound round the excitation chamber 
25. The plasma antenna 26 is connected to a matching 
instrument 27 and a power source 28 to receive power. The 
opening portion 23, and the associated passage 24 and 
excitation chamber 25 are at the same height position of the 
chamber 1, and a combination of these members is disposed 
at each of four locations (only two locations are shown in the 
drawing) around the chamber 1. A flow controller 29 is 
connected to the other end of the passage 24, and a Cl gas 
for obtaining Cl* is Supplied into the passage 24 via the flow 
controller 29. The plasma antenna 26, matching instrument 
27, power source 28 and flow controller 29 constitute source 
gas radical Supply means. 
0281. In the source gas radical supply means, Cl* is 
formed by shooting electromagnetic waves from the plasma 
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antenna 26 into the excitation chamber 25, while Supplying 
a Cl gas into the excitation chamber 25 via the flow 
controller 29. On this occasion, plasma conditions are 
adjusted within the excitation chamber 25 so that Cl* can be 
formed at a high density within it. The so formed Cl* is 
Supplied into the chamber 1 through the passage 24 at the 
time of film formation. This Cl* dissociates a Clgas from 
metal chlorides (CuCl, InCl) adsorbed onto the substrate 3 
to promote the film formation reaction. That is, the film 
formation reaction shown in the equations (3) and (4) is 
promoted. 

0282 Nozzles 12 for Supplying a Source gas containing 
chlorine (a Cl gas diluted with He to a chlorine concentra 
tion of s50%, preferably about 10%) to the interior of the 
chamber 1 are connected to the cylindrical portion of the 
chamber 1 above the support platform 2. The nozzle 12 is 
open toward the composite metal plate member 101, and the 
nozzle 12 is fed with the source gas via a flow controller 13. 
The source gas is conveyed from beside the substrate 3 
toward the composite metal plate member 101 along the 
wall Surface within the chamber 1 at the time of film 
formation. 

0283 Nozzles 30 for supplying a rare gas, such as an Ar 
gas, into the chamber 1 are connected to an upper Site of the 
cylindrical portion of the chamber 1. The rare gas, Such as 
an Argas, has its flow rate controlled by a flow controller 31, 
and is adapted to increase the dissociation rate of the C gas 
in the film formation reaction indicated by the equations (5) 
and (6), thereby promoting the film formation reaction. 
Thus, a rare gas having a mass equal to or larger than that 
of Ne, with the exception of the He gas contained as a 
diluent gas in the Source gas, can be used as a gas for 
increasing the dissociation rate of the Cl gas to promote the 
film formation reaction. However, in consideration of the 
function of the rare gas, So to Speak, as a catalyst for 
increasing the dissociation rate, an Argas or a Kr gas is 
preferred, and an Argas is optimal in terms of the cost. 

0284. A mode of film formation in the foregoing metal 
film production apparatus is as described below. During film 
formation, the film forming plasma antenna 9, and the 
plasma antenna 26 are energized. 

0285 While the source gas is supplied from the nozzles 
12 into the chamber 1, electromagnetic waves are shot from 
the film forming plasma antenna 9 into the chamber 1, 
whereby the Cl gas is ionized to generate a Cl gas plasma 
(Source gas plasma) 14. The Cl gas plasma 14 is formed in 
Spaces adjacent to the film forming plasma antenna 9 in the 
interior of the chamber 1, namely, in Spaces beside the 
composite metal plate member 101 (upper portion) within 
the chamber 1. 

0286 The Cl gas plasma 14 causes an etching reaction 
to the composite metal plate member 101, forming a pre 
cursor 102. At this time, the composite metal plate member 
101 is maintained by the Cl gas plasma 14 at a predeter 
mined temperature (e.g., 200 to 400° C.) which is higher 
than the temperature of the Substrate 3. The precursor 102 
consists of Cu Cl and In2Cl2. 
0287. The precursor 102 formed within the chamber 1 is 
transported to the Substrate 3 controlled to a lower tempera 
ture than the temperature of the composite metal plate 
member 101. The precursor 102 transported to and adsorbed 
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onto the substrate 3 deposits Cu and In on the substrate 3 in 
accordance with the reactions of the aforementioned equa 
tions (3) to (6) representing the film formation reaction. AS 
a result, a thin composite metal film 103 composed of Cu 
and In is formed on the Surface of the Substrate 3. 

0288 At this time, Cl* is formed with a high efficiency 
in the excitation chamber 25, and Supplied for replenishment 
into the chamber 1 to dissociate Cl in the equations (3) and 
(4), promoting the film formation reaction. On the other 
hand, the Argas is Supplied into the chamber 1 through the 
nozzles 30 to dissociate the Cl gas in the equations (5) and 
(6), promoting the film formation reaction. 
0289 Since the metal film production apparatus con 
Structed as above uses the Cl gas plasma (Source gas 
plasma) 14, the reaction efficiency is markedly increased, 
and the Speed of film formation is fast. Since the Cl gas is 
used as the Source gas, moreover, the cost can be markedly 
decreased. Furthermore, the Substrate 3 is controlled to a 
lower temperature than the temperature of the composite 
metal plate member 101 by use of the temperature control 
means 6. Thus, the amounts of impurities, Such as chlorine, 
remaining in the thin composite metal film 103 can be 
decreased, So that a high quality thin composite metal film 
103 can be produced. 
0290. With the metal film production apparatus according 
to the present embodiment, moreover, the composite metal 
plate member 101 may be produced from a composite metal 
Such as CulnSea, CdS or ZnSe. Thus, a thin film of any of 
these composite metals can be prepared. 

Seventh Embodiment 

0291 FIG. 9 is a schematic side view of a metal film 
production apparatus according to a Seventh embodiment of 
the present invention. As shown in FIG. 9, the metal film 
production apparatus according to the present embodiment 
is different in the construction of the plasma antenna and in 
the constructions of the associated portions, but is of the 
Same construction in many portions, as compared with the 
sixth embodiment shown in FIG.8. Thus, the same portions 
as in FIG. 8 are assigned the same numerals, and duplicate 
explanations are omitted. 
0292. As shown in FIG. 9, a chamber 41 is a cylindrical 
member made of a metal (for example, aluminum). An upper 
Surface of the chamber 41 is an opening, which is closed 
with a disk-shaped ceiling board 47, an insulating member 
(for example, made of a ceramic). A composite metal 
member 105, which comprises a ring portion 106 and 
protrusions 107, is disposed at a position opposed to a 
substrate 3 within the chamber 41, and is provided so as to 
be divided by the protrusions 107 into a plurality of portions 
in the circumferential direction. The protrusions 107, the 
respective divisional portions, protrude from the inner 
peripheral surface of the chamber 41 toward the center of the 
chamber 41. Details of the composite metal member 105 
will be described later on based on FIG. 10. A film forming 
plasma antenna 49 is in a spiral form and is disposed 
outwardly of the ceiling board 47. The film forming plasma 
antenna 49 receives an electric current Supplied from a 
power source 51 via a matching instrument 50 to form an 
electric field. By the action of the electric field, a Cl gas, a 
Source gas Supplied into the chamber 41, is converted into a 
plasma in a Space beside the composite metal member 105 



US 2005/0217579 A1 

(upper portion) within the chamber 41 to form a Cl gas 
plasma 14. That is, the film forming plasma antenna 49, 
matching instrument 50 and power source 51 constitute film 
forming plasma generation means. 
0293 As illustrated in detail in FIG. 10, a plurality of (12 
in the illustrated embodiment) protrusions 107a to 1071, 
which extend close to the center in the diametrical direction 
of the chamber 41 (see FIG.9) and have the same width, are 
provided in the circumferential direction on the inner periph 
ery of the ring portion 106 of the composite metal member 
105. The protrusions 107a to 1071 are integrally or remov 
ably attached to the ring portion 106. The protrusions 107a, 
107e and 107i are made of Cu (copper), the protrusions 
107c, 107g and 107k are made of In (indium), and the 
protrusions 107b, 107d, 107f, 107h, 107i and 1071 are made 
of Se (selenium). That is, the respective protrusions are 
formed in conformity with the proportions of the elements in 
the composition of CuInSea. Notches (spaces) 67 formed 
between the protrusions 107a to 1071 are present between 
the ceiling board 47 (see FIG. 9) and the interior of the 
chamber 41. The ring portion 106 is earthed, and the plural 
protrusions 107a to 1071 are electrically connected together 
by the ring portion 106, and maintained at the same poten 
tial. 

0294. At the time of film formation in the above-de 
Scribed metal film production apparatus, the film forming 
plasma antenna 49 and the plasma antenna 26 are energized. 
AS a result, electromagnetic waves are shot from the film 
forming plasma antenna 49 into the chamber 41. Conse 
quently, the Cl2 gas is ionized to generate a Cl2 gas plasma 
(Source gas plasma) 14, So that a thin composite metal film 
103 is formed in the same mode as in the aforementioned 
sixth embodiment. 

0295) The thin composite metal film 103 in the present 
embodiment is a thin film of a composite metal comprising 
CuInSea containing a nonmetallic element, but is assumed to 
have been formed by the same mechanism of action as for 
the formation of the composite metal film consisting only of 
metallic elements that is shown in the aforementioned sixth 
embodiment. That is, not only the metallic elements Cu and 
In, but also the nonmetallic element Se may also be chlo 
rinated with Cl* to form a chloride as a precursor. The 
precursor may be transported to the Substrate, forming a thin 
film. 

0296. In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
Supplied for replenishment into the chamber 41 to dissociate 
Cl in the equations (3) and (4), promoting the film formation 
reaction. Moreover, the chlorinated Se adsorbed onto the 
Substrate is also assumed to dissociate Cl, promoting the film 
formation reaction. On the other hand, the Argas is Supplied 
into the chamber 41 through the nozzles 30 to dissociate the 
Cl gas in the equations (5) and (6), promoting the film 
formation reaction. 

0297 With the metal film production apparatus according 
to the present embodiment, moreover, the composite metal 
member 105 may be produced from a composite metal such 
as CdS, ZnSe or InCu. Thus, a thin film of any of these 
composite metals can be prepared. 

Eighth Embodiment 
0298 As shown in FIG. 11, the present embodiment is an 
embodiment in which the film forming plasma antenna 9 in 

Oct. 6, 2005 

the sixth embodiment shown in FIG. 8 has been removed, 
and instead the composite metal plate member 101, the 
etched member, concurrently performs the function of a film 
forming plasma antenna. Thus, a high frequency power from 
the power Source 11 is Supplied to the composite metal plate 
member 101 via the matching instrument 10, and the Support 
platform 2, an electrically conductive member, is grounded. 
That is, the composite metal plate member 101 and the 
Support platform 2 Serve as both electrodes to generate a Cl 
gas plasma 14 therebetween within the chamber 1. The 
composite metal plate member 101 is formed from a com 
posite metal consisting of In and Cu. 
0299 The other constructions in the metal film produc 
tion apparatus according to the present embodiment are the 
Same as in FIG. 8. Thus, the same portions are assigned the 
Same numerals, and duplicate explanations are omitted. 
0300. In the present embodiment, while the source gas is 
Supplied through the nozzles 12 into the chamber 1, elec 
tromagnetic waves are shot from the composite metal plate 
member 101 into the chamber 1, whereby the Cl gas is 
ionized to generate a Cl2 gas plasma (Source gas plasma) 14. 
The Cl gas plasma 14 causes an etching reaction to the 
composite metal plate member 101, forming a precursor 
102. The precursor 102 comprises Cu Cl and InCl2. At 
this time, the composite metal plate member 101 is main 
tained by temperature control means 6 at a temperature (e.g., 
200 to 400° C.) which is higher than the temperature of the 
substrate 3. Thus, a thin composite metal film 103 compris 
ing Cu and In is formed on the Surface of the substrate 3 in 
exactly the same mode as in the Sixth embodiment. 
0301 In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
Supplied for replenishment into the chamber 1 to dissociate 
Cl in the equations (3) and (4), promoting the film formation 
reaction. On the other hand, the Argas is Supplied into the 
chamber 1 through the nozzles 30 to dissociate the Cl gas 
in the equations (5) and (6), promoting the film formation 
reaction. 

0302 With the metal film production apparatus according 
to the present embodiment, moreover, the composite metal 
plate member 101 may be produced from a composite metal 
such as CuInSea, CdS or ZnSe. Thus, a thin film of any of 
these composite metals can be prepared. 

Ninth Embodiment 

0303. In the above sixth to eighth embodiments, the 
Source gas is Supplied into the chamber 1 or the like, and 
converted into a plasma. However, a Source gas plasma may 
be directly Supplied into the chamber. A metal film produc 
tion apparatus having Such a feature will be described in 
detail with reference to FIG. 12. As shown in FIG. 12, the 
metal film production apparatus according to the present 
embodiment is greatly different from the metal film produc 
tion apparatus according to the Sixth embodiment, etc. 
shown in FIG. 8, etc. in that it does not have the film 
forming plasma antenna 9, etc. However, the metal film 
production apparatus according to the present embodiment 
has many constituent portions in common with the metal 
film production apparatus according to the Sixth embodi 
ment, etc. Thus, the same portions as in FIG. 8, etc. are 
assigned the Same numerals, and duplicate explanations are 
omitted. 
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0304. As shown in FIG. 12, an upper surface of a 
cylindrical chamber 81 made of, for example, a ceramic (an 
insulating material) is an opening, and the opening is closed 
with a ceiling board 100, for example, made of a ceramic (an 
insulating material). A composite metal plate member 101 is 
provided on a lower surface of the ceiling board 100, and the 
composite metal plate member 101 is of a pyramidal shape. 
The composite metal plate member 101 is formed from a 
composite metal composed of In and Cu. 
0305 Slit-shaped opening portions 89 are formed at four 
locations (only two locations are shown in the drawing) in 
the periphery of an upper part of the cylindrical portion of 
the chamber 81, and one end of a tubular passage 90 is fixed 
to each of the opening portions 89. A tubular excitation 
chamber 95 made of an insulator is provided halfway 
through the passage 90, and a coiled plasma antenna 91 is 
provided around the excitation chamber 95. The plasma 
antenna 91 is connected to a matching instrument 92 and a 
power source 93 to receive power. The plasma antenna 91, 
the matching instrument 92 and the power source 93 con 
Stitute plasma generation means. 
0306 A flow controller 94 is connected to the other end 
of the passage 90, and a Source gas containing chlorine as a 
halogen (a Cl gas diluted with He to a chlorine concentra 
tion of s50%, preferably about 10%) is supplied into the 
passage 90 via the flow controller 94. By shooting electro 
magnetic waves from the plasma antenna 91 into the exci 
tation chamber 95, the Cl gas is ionized to generate a Cl 
gas plasma (source gas plasma) 96. This means the con 
Struction of excitation means by which the Source gas 
containing chlorine is excited in the excitation chamber 95 
isolated from the chamber 81. Because of the generation of 
the Cl gas plasma 96, excited chlorine is fed toward the 
composite metal plate member 101 (upper portion) within 
the chamber 81 through the opening portions 89, whereupon 
the composite metal plate member 101 is etched with 
excited chlorine. 

0307 At the time of film formation in the above-de 
Scribed metal film production apparatus, the Cl gas plasma 
96 is generated in the excitation chamber 95, and the Clgas 
plasma 96 is introduced through the opening portions 89 into 
the chamber 81 in which the temperature conditions for the 
composite metal plate member 101 and the substrate 3 have 
been adjusted as predetermined. Thus, the composite metal 
plate member 101 is etched in the same manner as for the 
metal film production apparatus shown in FIG. 8, etc., 
whereby a thin composite metal film 103 consisting of Cu 
and In can be formed on the Surface of the Substrate 3. 

0308. In the present embodiment as well, Cl* is formed 
with a high efficiency in the excitation chamber 25, and 
supplied for replenishment into the chamber 81 to dissociate 
Cl in the equations (3) and (4), promoting the film formation 
reaction. On the other hand, the Argas is Supplied into the 
chamber 81 through the nozzles 30 to dissociate the Cl gas 
in the equations (5) and (6), promoting the film formation 
reaction. 

0309 With the metal film production apparatus according 
to the present embodiment, moreover, the composite metal 
plate member 101 may be produced from a composite metal 
such as CuInSea, CdS or ZnSe. Thus, a thin film of any of 
these composite metals can be prepared. 
0310. The source gas radical supply means in each of the 
embodiments is the coiled plasma antenna 26 wound round 
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the tubular excitation chamber 25, Cl* is formed within the 
excitation chamber 25, and the Cl* is supplied for replen 
ishment into the chamber 1 or the like. However, the Source 
gas radical Supply means is not limited to this construction. 
It suffices that radicals (e.g. Cl) of the Source gas (e.g. Cl 
gas) can be separately formed, and Supplied for replenish 
ment into the chamber. For example, the Source gas radical 
Supply means of the following constructions can be con 
ceived: 

0311 1) A construction which has microwave supply 
means in the tubular passage communicating with the inte 
rior of the chamber for flowing the Source gas, and which 
converts the Source gas into a plasma by microwaves 
generated by the microwave Supply means. This construc 
tion can be easily achieved by using, for example, a mag 
netron. In this case, a frequency of about 2.45 (GHz) can be 
used. Incidentally, the frequency Supplied to the plasma 
antenna 26 in each of the embodiments is 13.56 (MHz). 
Thus, the use of microwaves enables Source gas radicals of 
a higher density to be formed. 

0312 2) A construction which has heating means for 
heating the Source gas flowing through the tubular passage 
communicating with the interior of the chamber to dissociate 
the Source gas thermally. A heater formed from a filament 
can be thought of as the heating means, and Such a heater 
easily obtains a temperature of 1,500 C. or higher which is 
necessary for thermal dissociation. Thus, Source gas radical 
replenishment means can be constructed most inexpen 
sively. 

0313 3) A construction which has electromagnetic wave 
generation means for Supplying electromagnetic waves, 
Such as laser light or electron beams, to the Source gas 
flowing through the tubular passage communicating with the 
interior of the chamber to dissociate the Source gas. The 
electromagnetic wave generation means can fix the wave 
length of laser light or electron beams at a specific value, 
thereby generating the desired radicals (e.g. Cl) at a high 
efficiency, namely Selectively generating the desired radicals 
at a high efficiency. 

0314. In the respective embodiments, the rare gas supply 
means is provided, as means for increasing the dissociation 
rate of the Cl gas, in order to promote the film formation 
reaction expressed by the equations (2), (5) and (6). Instead, 
however, electromagnetic waves may be Supplied into the 
chamber 1 or the like to dissociate the Cl gas. That is, 
electromagnetic waves of Such a wavelength as to dissociate 
the Source gas (e.g., Clgas), for example, laser light at 200 
nm to 350 nm, may be supplied above the substrate 3. This 
feature can be easily achieved by utilizing a laser oscillator 
for emitting laser light in the ultraViolet region, Such as an 
excimer laser or a YAG laser. 

0315 Furthermore, to increase the dissociation rate in an 
attempt to promote the film formation reaction expressed by 
the equations (2), (5) and (6), it is effective to control the 
plasma conditions in the following manner: 

0316 1) To decrease the amount of the source gas (e.g. 
Clgas) supplied. In this case, the amount of its precursor is 
also decreased, thus making it necessary to Sacrifice the film 
formation rate Somewhat. However, this type of control is 
theoretically possible. If the respective embodiments are 
taken as examples, a decrease of about 10% from the 
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Standard amount of Supply is appropriate in View of the film 
formation rate. That is, if the Standard amount of Supply of 
a Cl gas is 50 (Scem), a decrease to about 45 (ccm) is 
appropriate. 
0317 2) To increase the amount of a high frequency 
power to the film forming plasma antenna for generating a 
plasma within the chamber 1 or the like. If the standard 
power is 22 (W/cm'), for example, it is increased to 30 
(W/cm). 
0318. The metal film production apparatus according to 
each of the embodiments has been described as an apparatus 
which fulfills both the requirements for promoting the film 
formation reaction in the equations (1), (3) and (4) and the 
requirements for promoting the film formation reaction in 
the equations (2), (5) and (6). Needless to say, however, it 
may be constructed as an apparatus for promoting one of the 
film formation reactions. Moreover, an Argas is separately 
Supplied in order to increase the dissociation rate for pro 
moting the film formation reaction according to the equa 
tions (2), (5) and (6). However, if an He gas is used as a 
diluent gas for the Source gas (e.g. Cl2 gas), the Argas may 
replace the He gas. In this case, the Ar gas concurrently 
Serves the function of a diluent gas for the Source gas, and 
the function of a film formation promoting gas for increasing 
the dissociation rate. 

03.19. In the respective embodiments, the source gas has 
been described, with the Cl gas diluted with He taken as an 
example. However, the Clgas can be used alone, or an HCl 
gas can also be applied. When the HCl gas is applied, an HCl 
gas plasma is generated as the Source gas plasma. In this 
case, a precursor formed by etching of an etched member 
made of copper is CuCly. In the case of the etched member 
comprising a composite metal, on the other hand, the 
precursor is CuCl4, In-Clys, or a chloride of Se or S. 
Thus, the Source gas may be any gas containing chlorine, 
and a gas mixture of an HCl gas and a Clgas is also usable. 
Generally, chlorine is not restrictive, and any halogen gas 
can be used as the Source gas in the present invention. 
0320 Moreover, the material for the etched member is 
not limited to copper. For example, a metal forming a high 
Vapor pressure halide, Such as Ta, Ti, W, Zn, In or Cd, can 
be similarly used. In this case, the precursor is a chloride 
(halide) of Ta, Ti, W, Zn, In or Cd, and a thin film formed 
on the Surface of the Substrate 3 is that of Ta, Ti, W, Zn, In 
or Cd. 

0321) Furthermore, a composite metal containing a plu 
rality of these metals, for example, an alloy of In and Cu, can 
be used as the etched member. Besides, a composite metal 
containing a nonmetallic element, Such as S or Se, in 
addition to any of the above metals, for example, an alloy 
such as CuInSea, CdS or ZnSe, can be used as the etched 
member. In this case, the resulting precursor is composed of 
a metal chloride and a chloride of the nonmetallic element, 
and a thin film of the composite metal is formed on the 
Surface of the Substrate 3. 

0322. In all of the embodiments, the Supply of Source gas 
radicals for replenishment has been described. However, 
radicals of the Source gas need not always be Supplied for 
replenishment depending on the film formation conditions, 
etc. Nevertheless, the Supply of Separately formed radicals 
of the Source gas can result in an increased film formation 
Speed and an improved film quality. 
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Tenth Embodiment 

0323 FIG. 13 is a schematic side view of an intercon 
nection Structure forming apparatus according to a tenth 
embodiment of the present invention. As shown in FIG. 13, 
a Support platform 202 is provided near the bottom of a 
cylindrical chamber 201 made of, say, a ceramic (an insu 
lating material), and a Substrate 203 is placed on the Support 
platform 202. Depressions 203a, comprising trenches or 
holes, are formed in the Substrate 203. A Cu film is stacked 
in each of the depressions to form a predetermined inter 
connection Structure. 

0324) Temperature control means 206 equipped with a 
heater 204 and refrigerant flow-through means 205 is pro 
vided in the support platform 202 so that the Support 
platform 202 is controlled to a predetermined temperature 
by the temperature control means 206. 
0325 An upper surface of the chamber 201 is an opening, 
which is closed with a copper plate member 207, as an 
etched member made of a metal. The interior of the chamber 
201 closed with the copper plate member 207 is maintained 
at a predetermined vacuum pressure by a vacuum device 
208. 

0326. A film forming plasma antenna 209 of a coiled 
shape is disposed around a cylindrical portion of the cham 
ber 201 beside the copper plate member 207 in such a 
manner as to be wound in the axial direction of the chamber 
201. A matching instrument 210 and a power Source 211 are 
connected to the film forming plasma antenna 209 to Supply 
power. Film forming plasma generation means is constituted 
by the film forming plasma antenna 209, matching instru 
ment 210 and power source 211. 
0327 Nozzles 212 for Supplying a Source gas containing 
chlorine (a Clgas diluted with He to a chlorine concentra 
tion of s50%, preferably about 10%) are disposed in the 
interior of the chamber 201 above the Support platform 202. 
The nozzle 212 is open toward the copper plate member 207, 
and the nozzle 212 is fed with the source gas via a flow 
controller 213. The source gas is conveyed from beside the 
substrate 203 toward the copper plate member 207 along the 
wall Surface within the chamber 201 at the time of film 
formation. The amount of the Cl gas Supplied into the 
chamber 201 is controlled by the flow controller 213. 
0328. A mode of film formation in the foregoing inter 
connection Structure forming apparatus is as described 
below. 

0329. While the source gas is supplied through the 
nozzles 212 into the chamber 201, electromagnetic waves 
are shot from the film forming plasma antenna 209 into the 
chamber 201, whereby the Cl gas is ionized to generate a 
Cl, gas plasma (Source gas plasma) 214. The Clgas plasma 
214 is formed in a Space adjacent to the film forming plasma 
antenna 209 in the interior of the chamber 201, namely, in 
a space beside the copper plate member 207 (upper portion) 
within the chamber 201. On this occasion, Cl* also occurs. 

0330. The Cl gas plasma 214 causes an etching reaction 
to the copper plate member 207, forming a precursor (Cu 
Cl) 215. At this time, the copper plate member 207 is 
maintained by the Cl gas plasma 214 at a predetermined 
temperature (e.g., 200 to 400° C.) which is higher than the 
temperature of the substrate 203. 
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0331) The precursor (Cu,Cl) 215 formed within the 
chamber 201 is transported to the substrate 203 controlled to 
a lower temperature than the temperature of the copper plate 
member 207. The precursor (Cu,Cl) 215 transported to and 
adsorbed onto the substrate 203 deposits Cu on the substrate 
203 in accordance with the reaction of the aforementioned 
equation (1) representing the film formation reaction. As a 
result, a thin Cu film (not shown) is formed on the surface 
of the Substrate 203. The thin Cu film formed on the Surface 
of the substrate 203 is simultaneously etched with Cl*. The 
intensity of this etching reaction depends on the density of 
Cl*. In the present embodiment, therefore, the amount of 
Cl* is appropriately controlled, thereby creating an atmo 
Sphere in which the Speed of the film formation reaction is 
Slightly higher than the Speed of the etching reaction. By this 
means, the Cu film is deposited by the film formation 
reaction, and Simultaneously the Surface of the Cu film is 
etched, while the film thickneSS is gradually increased to 
bury the Cu film in the depressions 203a. Control of the 
density of Cl* can be easily exercised by controlling the flow 
controller 213 to regulate the amount of the Cl gas Supplied 
into the chamber 201 through the nozzles 212. 
0332 Consequently, in the interconnection structure 
formed by the apparatus according to the present embodi 
ment, even if the depression 203a of the substrate 203 is a 
via hole with a very Small diameter, for example, Cu can be 
Sequentially Stacked, starting at its bottom, to form the Cu 
film. At this time, the Surface of the stacked Cu film is etched 
with Cl*. Thus, stacking of the Cu film proceeds, with the 
intrinsic Surface of the Cu film being always exposed, and 
with the crystal directions being unified into a single direc 
tion. 

0333 Hence, the Cu film, which is buried in the depres 
sions 203a by film formation in the copresence of the film 
formation reaction and the etching reaction, is Satisfactory in 
the adhesion of the film itself, and also comprises a Single 
crystal-like crystal. Such a Single crystal-like crystal has no 
grain boundaries, or has Several grain boundaries, if any. 
Thus, the Cu film is not affected by electromigration or 
StreSS migration, but can maintain Stable electrical charac 
teristics for a long period. 

0334] As shown in FIGS. 14(a) to 14(c) as cross-sec 
tional views of the process for formation of the Cu film, this 
process begins with the initial state shown in FIG. 14(a). 
Then, a Cu film 216 is gradually Stacked, Staring at the 
bottom of the depression203a, toward an opening (upward), 
whereby an interconnection Structure comprising the Cu film 
216 as the single crystal-like crystal is formed. FIG. 14(d) 
is a cross-sectional view Schematically showing an inter 
connection Structure obtained by the earlier technology. AS 
shown in this drawing, a Cu film 216" comprises small 
crystal grains, and thus has many grain boundaries 216'a. 

0335 The film formation conditions in this process are, 
for example, as follows: The temperature of the Substrate 
203 is 160 to 200° C. If the temperature is lower than 160° 
C., a Cu film cannot be deposited. At a temperature higher 
than 200 C., the etching reaction is predominant, and no Cu 
film is deposited. The power density supplied to the film 
forming plasma antenna 209 is 22 (W/cm). The flow rate of 
the Clgas Supplied is 50 to 120 (Scem). Control is exercised 
So that the film formation reaction Speed>the etching reac 
tion speed in view of the depth of the depression 203. 
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0336 AS described above, the creation of an atmosphere 
in which the speed of the film formation reaction is slightly 
higher than the Speed of the etching reaction can be easily 
achieved by utilizing the following phenomenon which 
occurs in the apparatus shown in FIG. 13. 
0337 FIG. 15 is a characteristic diagram showing the 
general density characteristics (a curve indicated by a Solid 
line in FIG. 15) of Cl*, relative to the depth direction of the 
depression 203a of the substrate 203 in the apparatus 
illustrated in FIG. 13, in depth position relationship with the 
depression 203a of the Substrate 203. As shown in the 
drawing, the density of Cl* decreases with increasing depth 
of the depression 203a toward its bottom. The reason is that 
Cl*, which has entered the depression 203a, collides with 
the surface of the depression 203a and vanishes by the time 
when it arrives at the bottom of the depression203a. That is, 
the closer to the bottom of the depression 203a Cl* comes, 
the higher the probability that the reaction expressed by 
Cl*+Cl*->Cl, occurs. Thus, Cl* vanishes accordingly, mak 
ing the density of Cllower. On the other hand, the precursor 
(Cu,Cl) 215 can easily arrive at the bottom of the depres 
sion203a. Thus, it can be generally said that the closer to the 
bottom the site is, the more predominant the film formation 
reaction becomes. That is, if the film formation conditions, 
Such as the concentration of the Cl gas, are appropriately 
controlled, the boundary between the film formation reac 
tion region and the etching reaction region gradually ascends 
toward the opening of the depression 203a. Thus, the Cu 
film 216 can be stacked, with the intrinsic Surface being 
always exposed. 

0338 FIGS. 16(a) and 16(b) are cross-sectional views 
showing a multilayer (two-layer in this embodiment) inter 
connection Structure formed by controlling the film forma 
tion Speed and the etching Speed as described above in the 
apparatus of FIG. 13. As shown in FIG. 16(a), this multi 
layer interconnection Structure comprises a Substrate I com 
prising a Substrate 223 of an insulator (e.g., SiO) having a 
depression 223a, for example, a via hole, formed therein, 
another Substrate 224 laminated on the Substrate 223, and a 
depression 224a, a trench for interconnection, formed in the 
substrate 224. On the surface of the substrate I, a commonly 
used barrier metal layer 225 is formed for satisfactorily 
ensuring adhesion to an interconnection material (Cu). The 
material for the barrier metal layer 225 is, for example, TaN. 

0339 When the above substrate I is accommodated in the 
apparatus shown in FIG. 13 and the apparatus is driven 
under the above-mentioned conditions, a Cu film 226 is 
gradually Stacked at the bottom of a depression 223a Shown 
in FIG. 16(a) under the conditions such that the film 
formation reaction Speed>the etching reaction Speed. AS a 
result, an interconnection Structure reaching the depression 
224a is integrally formed. That is, an integral interconnec 
tion structure as shown in FIG. 16(b) can be formed. Cu, 
forming Such an interconnection Structure, is a Single crys 
tal-like crystal ranging from the depression 223a to the 
depression 224a. 

0340. At a time when the depression 224a is completely 
filled with the Cu film 226 upon burial, the amount of the Cl 
gas Supplied is increased to render the etching reaction 
predominant. By this means, the CMP step in the damascene 
method concerned with the earlier technology can be omit 
ted, because the predominance of the etching reaction pre 
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cludes the formation of the Cu film 226 on the Surface of the 
substrate 224 (to be exact, the surface of the barrier metal 
layer 225). 
0341 Such a desired multilayer interconnection structure 
can be formed in a very short time with a dramatically 
decreased number of the production Steps as compared with 
the conventional method. For comparison, an explanation 
will be offered for the steps of forming the multilayer 
interconnection structure shown in FIG.16(b) by the double 
damascene method according to the earlier technology. 
0342 1) Prepare a substrate 233 having a barrier metal 
layer 235, as well as a depression 233a, formed therein (see 
FIG. 17(a)). 
0343 2) Form a Cu film 236 on the surface of the 
Substrate 233, including the depression 233a, by vapor phase 
deposition or plating (see FIG. 17(b)). 
0344) 3) Remove the Cu film 236, except that in the 
depression 233a, by CMP (see FIG. 17(c)). 
0345 4) Form a substrate 234, another insulating layer, 
and process it to form a depression 234a Such as an 
interconnection trench (see FIG. 17(d)). 
0346 5) Form a barrier metal layer 237 on the surface of 
the substrate 234, including the depression 234a (see FIG. 
17(e)). 
0347 6) Form a Cu film 238 on the surface of the 
Substrate 234, including the depression 234a, by vapor phase 
deposition or plating (see FIG. 17(f)). 
0348 7) Then, remove the Cu film 238, except that in the 
depression 234a, by CMP. 
0349 According to the earlier technology, the above 
described many steps 1) to 7) are required. With the afore 
mentioned embodiment of the present invention, on the 
other hand, after the substrate I of the multilayer structure 
having the barrier metal layer 225 formed therein, as shown 
in FIG. 16(a), is formed, the desired multilayer intercon 
nection Structure can be formed in one Step. In this respect 
alone, the production time can be reduced dramatically. 
0350. In forming the single-layer interconnection struc 
ture by the Single damascene method, the earlier technology 
requires the StepS 1) to 3) of the above-described steps. In 
other words, the CMP step needs to be performed once. 
According to the present embodiment, on the other hand, 
even when the Single-layer interconnection Structure is to be 
formed, the CMP step can be omitted as stated earlier to 
Shorten the production time. 
0351. In the aforementioned multilayer interconnection 
Structure according to the present embodiment, moreover, 
the Cu film 226 buried in the depression 223a and the Cu 
film 226 buried in the depression 224a are not separated 
from each other by the barrier metal layer 225. In the 
multilayer Structure according to the earlier technology 
shown in FIGS. 17(a) to 17(f), by contrast, the barrier metal 
layer 237 is formed on the upper surface of the Cu film 236, 
which has been buried in the depression 233a, by the step 
shown in FIG. 17(e). Unless this barrier metal layer 237 is 
removed separately, the barrier metal layer 237 exists 
between the Cu film 236 buried in the depression 233a and 
the Cu film 238 buried in the depression 234a. Usually, the 
barrier metal layer 237 is formed from a high resistor, such 
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as TaN, having resistivity about two orders of magnitude 
greater than Cu. With the conventional structure, therefore, 
the low-resistance Cu films 236 and 238 are connected by 
the high-resistance barrier metal layer 237. As a result, the 
electrical performance of the multilayer interconnection 
structure is deteriorated. This problem can be solved at the 
Same time by the multilayer interconnection Structure 
according to the present embodiment. 
0352. It goes without saying that the interconnection 
Structure forming apparatus, which forms the interconnec 
tion Structure according to the present invention or finds use 
in the method for forming the interconnection Structure, is 
not limited to the interconnection Structure forming appa 
ratus according to the embodiment shown in FIG. 13. The 
apparatus may be any apparatus which etches the etched 
member formed from a copper plate or the like with a Source 
gas plasma within the chamber to form a precursor com 
prising a metallic element and a Source gas, and controls the 
temperatures of the etched member and the Substrate So as 
to be predetermined temperatures and to have a temperature 
difference therebetween, thereby depositing the metallic 
element of the precursor on the substrate to form a film. The 
reason is that a metal film can be Stacked in a depression of 
the Substrate, Starting at its bottom, under the conditions 
Such that the film formation reaction Speed>the etching 
reaction Speed. Thus, the apparatus may be not only an 
apparatus which Supplies the Source gas into the chamber 
and forms a plasma within the chamber, but also an appa 
ratus which Supplies a separately formed Source gas plasma 
into the chamber. 

0353. In the respective embodiments, the source gas has 
been described, with the Cl gas diluted with He taken as an 
example. However, the Cl gas can be used alone, or an HCl 
gas can also be applied. When the HCl gas is applied, an HCl 
gas plasma is generated as the Source gas plasma. In this 
case, a precursor formed by etching of the etched member 
made of copper is CuCly. Thus, the Source gas may be any 
gas containing chlorine, and a gas mixture of an HCl gas and 
a Clgas is also usable. Generally, chlorine is not restrictive, 
and any halogen gas can be used as the Source gas in the 
present invention. 
0354 Moreover, the material for the etched member is 
not limited to copper. For example, a metal forming a high 
Vapor pressure halide, Such as Ta, Ti or W, can be similarly 
used. In this case, the precursor is a chloride (halide) of Ta, 
Ti or W, and a thin film formed on the Surface of the 
Substrate 203 is that of Ta, Ti or W. 
0355 While the present invention has been described in 
the foregoing fashion, it is to be understood that the inven 
tion is not limited thereby, but may be varied in many other 
wayS. Such variations are not to be regarded as a departure 
from the Spirit and Scope of the invention, and all Such 
modifications as would be obvious to one skilled in the art 
are intended to be included within the Scope of the appended 
claims. 

What is claimed is: 
1. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 
an etched member formed from a metal, which forms a 

high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 
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Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the Substrate and the etched member; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

Source gas radical replenishment means for replenishing 
the interior of the chamber with radicals of the Source 
gaS. 

2. A metal film production apparatus, comprising: 

a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas plasma Supply means for forming a Source gas 
plasma containing a halogen outside the chamber, and 
Supplying the Source gas plasma to an interior of the 
chamber between the Substrate and the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

Source gas radical replenishment means for replenishing 
the interior of the chamber with radicals of the Source 
gaS. 

3. A metal film production apparatus, comprising: 

a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position other than a position opposed to 
the Substrate; 

a Shielding plate disposed within the chamber between the 
Substrate and the etched member and having a hole 
directed toward the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the etched member and the Shielding plate; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 
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temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

Source gas radical replenishment means for replenishing 
the interior of the chamber with radicals of the Source 
gaS. 

4. The metal film production apparatus according to any 
one of claims 1, 2 and 3, wherein the Source gas radical 
replenishment means Supplies a high frequency electric 
current to a coil wound round a tubular passage communi 
cating with the interior of the chamber for flowing the Source 
gas, and converts the Source gas into a plasma by an action 
of an electric field formed by Supply of the high frequency 
electric current. 

5. The metal film production apparatus according to any 
one of claims 1, 2 and 3, wherein the Source gas radical 
replenishment means has microwave Supply means in a 
tubular passage communicating with the interior of the 
chamber for flowing the Source gas, and converts the Source 
gas into a plasma by an action of microwaves generated by 
the microwave Supply means. 

6. The metal film production apparatus according to any 
one of claims 1, 2 and 3, wherein the Source gas radical 
replenishment means has heating means for heating the 
Source gas flowing through a tubular passage communicat 
ing with the interior of the chamber to dissociate the Source 
gas thermally. 

7. The metal film production apparatus according to any 
one of claims 1, 2 and 3, wherein the Source gas radical 
replenishment means has electromagnetic wave generation 
means for Supplying electromagnetic waves, Such as laser 
light or electron beams, to the Source gas flowing through a 
tubular passage communicating with the interior of the 
chamber to dissociate the Source gas. 

8. A metal film production apparatus, comprising: 

a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the Substrate and the etched member; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 
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rare gas Supply means for Supplying a rare gas, which has 
a mass equal to or larger than a mass of Ne, into the 
chamber in addition to the Source gas. 

9. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas plasma Supply means for forming a Source gas 
plasma containing a halogen outside the chamber, and 
Supplying the Source gas plasma to an interior of the 
chamber between the Substrate and the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

rare gas Supply means for Supplying a rare gas, which has 
a mass equal to or larger than a mass of Ne, into the 
chamber in addition to the Source gas. 

10. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position other than a position opposed to 
the Substrate; 

a Shielding plate disposed within the chamber between the 
Substrate and the etched member and having a hole 
directed toward the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the etched member and the Shielding plate; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

rare gas Supply means for Supplying a rare gas, which has 
a mass equal to or larger than a mass of Ne, into the 
chamber in addition to the Source gas. 

11. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 

an etched member formed from a metal, which forms a 
high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 
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Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the Substrate and the etched member; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

electromagnetic wave generation means for Supplying 
electromagnetic waves into the chamber to dissociate 
the Source gas generated in accordance with a film 
formation reaction. 

12. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 
an etched member formed from a metal, which forms a 

high vapor pressure halide, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas plasma Supply means for forming a Source gas 
plasma containing a halogen outside the chamber, and 
Supplying the Source gas plasma to an interior of the 
chamber between the Substrate and the etched member; 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

electromagnetic wave generation means for Supplying 
electromagnetic waves into the chamber to dissociate 
the Source gas generated in accordance with a film 
formation reaction. 

13. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 
an etched member formed from a metal, which forms a 

high vapor pressure halide, and disposed within the 
chamber at a position other than a position opposed to 
the Substrate; 

a Shielding plate disposed within the chamber between the 
Substrate and the etched member and having a hole 
directed toward the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the etched member and the shielding plate; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 
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temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit a metallic component on the Substrate from a 
precursor comprising the metallic component and the 
Source gas and obtained as a result of etching of the 
etched member by the Source gas plasma, thereby 
performing predetermined film formation; and 

electromagnetic wave generation means for Supplying 
electromagnetic waves into the chamber to dissociate 
the Source gas generated in accordance with a film 
formation reaction. 

14. A metal film production apparatus, comprising: 

a cylindrical chamber accommodating a Substrate; 

an etched member formed from a composite metal, which 
comprises a plurality of metallic components forming 
high vapor pressure halides, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the Substrate and the etched member; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 
and 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit the plurality of metallic components on the 
Substrate from a plurality of precursors comprising the 
metallic components and the Source gas and obtained as 
a result of etching of the etched member by the Source 
gas plasma, thereby performing predetermined film 
formation. 

15. A metal film production apparatus, comprising: 

a cylindrical chamber accommodating a Substrate; 

an etched member formed from a composite metal, which 
comprises a plurality of metallic components forming 
high vapor pressure halides, and disposed within the 
chamber at a position opposed to the Substrate; 

Source gas plasma Supply means for forming a Source gas 
plasma containing a halogen outside the chamber, and 
Supplying the Source gas plasma to an interior of the 
chamber between the Substrate and the etched member; 
and 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit the plurality of metallic components on the 
Substrate from a plurality of precursors comprising the 
metallic components and a Source gas and obtained as 
a result of etching of the etched member by the Source 
gas plasma, thereby performing predetermined film 
formation. 
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16. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 
an etched member formed from a composite metal, which 

comprises one or more metallic components and one or 
more nonmetallic components forming high vapor 
preSSure halides, and disposed within the chamber at a 
position opposed to the Substrate; 

Source gas Supply means for Supplying a Source gas 
containing a halogen to an interior of the chamber 
between the Substrate and the etched member; 

film forming plasma generation means which converts the 
Source gas, which has been Supplied to the interior of 
the chamber, into a plasma upon Supply of a high 
frequency electric power to form a Source gas plasma 
within the chamber in order to etch the etched member; 
and 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit the metallic components and the nonmetallic 
components simultaneously on the Substrate from one 
or more precursors comprising the metallic compo 
nents and the Source gas and one or more precursors 
comprising the nonmetallic components and the Source 
gas obtained as a result of etching of the etched member 
by the Source gas plasma, thereby performing prede 
termined film formation. 

17. A metal film production apparatus, comprising: 
a cylindrical chamber accommodating a Substrate; 
an etched member formed from a composite metal, which 

comprises one or more metallic components and one or 
more nonmetallic components forming high vapor 
preSSure halides, and disposed within the chamber at a 
position opposed to the Substrate; 

Source gas plasma Supply means for forming a Source gas 
plasma containing a halogen outside the chamber, and 
Supplying the Source gas plasma to an interior of the 
chamber between the Substrate and the etched member; 
and 

temperature control means for controlling a temperature 
of the Substrate to a predetermined temperature, which 
is lower than a temperature of the etched member, to 
deposit the metallic components and the nonmetallic 
components simultaneously on the Substrate from one 
or more precursors comprising the metallic compo 
nents and a Source gas and one or more precursors 
comprising the nonmetallic components and the Source 
gas obtained as a result of etching of the etched member 
by the Source gas plasma, thereby performing prede 
termined film formation. 

18. The metal film production apparatus according to any 
one of claims 1-3 and 8-13, wherein 

the etched member formed from the metal is formed from 
a composite metal comprising a plurality of metallic 
components, and 

the predetermined film formation is performed by depos 
iting the plurality of metallic components on the Sub 
Strate from a plurality of the precursors comprising the 
metallic components and the Source gas which have 
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been obtained as a result of etching of the etched 
member by the Source gas plasma. 

19. The metal film production apparatus according to any 
one of claims 1-3 and 8-13, wherein 

the etched member formed from the metal is formed from 
a composite metal comprising one or more metallic 
components and one or more nonmetallic components, 
and 

the predetermined film formation is performed by depos 
iting the metallic components and the nonmetallic 
components simultaneously on the Substrate from one 
or more of the precursors comprising the metallic 
components and the Source gas and one or more of the 
precursors comprising the nonmetallic components and 
the Source gas which have been obtained as a result of 
etching of the etched member by the Source gas plasma. 

20. An interconnection Structure forming apparatus for 
forming a predetermined interconnection Structure in a 
depression, Such as a trench or a hole, formed in a Substrate, 
by disposing an etched member, formed from a metal 
forming a high vapor pressure halide, in a chamber accom 
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modating the Substrate in an interior thereof, etching the 
etched member with a Source gas plasma containing a 
halogen within the chamber to form a precursor comprising 
a metallic component and a Source gas, and controlling 
temperatures of the etched member and the Substrate So as 
to be predetermined temperatures and So as to provide a 
predetermined temperature difference between the tempera 
tures, thereby depositing the metallic component of the 
precursor on the Substrate to perform film formation, 

Said apparatus permitting coexistence of a film formation 
reaction for forming the film of the metal, and an 
etching reaction for etching the metal film, formed by 
the film formation reaction, with a plasma of the Source 
gas, and having control means for exercising control 
Such that a Speed of the film formation reaction is 
higher than a Speed of the etching reaction, thereby 
Stacking the metal film in the depression Sequentially, 
Starting at a bottom of the depression, to form the 
predetermined interconnection Structure. 


