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To all ac/i??, it may concern. : 
Be it known that I, GEORGE A. REYNOLDs, 

of Rochester, in the county of Monroe and 
State of New York, have invented a new and 
useful Self-Sealing Fruit-Jar; and I do here 
by declare that the following is a full, clear, 
and exact description thereof, reference be 
ing had to the accompanying drawings, mak 
ing part of this specification, in which-— 

Figure 1 is an elevation of a fruitjar having 
my invention attached, a portion of the top of 
the jar being broken away, and the conical 
cover C shown in central section. Fig. 2 is a 
top view of the packing and clamping flange 
or ring of the top of the jar. Fig. 3 is a 
transverse central section of the clamping-bar 
B, as indicated by the red line o in Fig. 1. 

Like letters indicate corresponding parts in 
all the figures. 
This invention relates to that class of self 

sealing jars which have metallic covers and 
clamping-bars; and it consists in providing a 
small vent-hole at the top or apex of the cone, 
to permit the escape of the hot air from the 
filled jaar after the cover is placed in position, 
and previous to the application of the clamp 
ing-bars, which is provided with a suitable 
packing-button, to seal this vent-hole. 
To enable others to make and use my inven 

tion, I will describe its construction and oper 
ation. 
The top of the jar J is provided with a shoul 

der, 8, for the annular packing to rest upon, 
and a projecting rim or flange, ', portions of 
which are broken away, as shown at (, Fig. 2, 
to receive the hooks c of the clamping-bar B; 
or, instead of the ring, there may be two ob 
long or oval-shaped lugs arranged on opposite 
sides of the top. 
The ends of the clamping-bar should be 

made quite broad, so that the inclined planes 
which constitute the hooks c shall afford the 
desired draft without being too steep. 
The bar is provided in the center with a 

recess, (shown at n, Fig. 3,) into which the rub 
ber packing-button t is inserted. 

The metal tops or covers C may be punched 
out and struck up with dies, and they should 
be provided with a small orifice at the center 
or apex, and the edge should be contracted 
Somewhat as shown in Fig. 1, so that it should 
rest upon the annular packing i, nearly at 
right angles with the plane of the top. 

After the jar is filled, the ring i is placed 
on the top of it and the cover C adjusted. 
The clamping-bar B should not be applied un 
der a few seconds, until the hot air and gases 
have time to escape without straining the 
packing, &c., and as soon as the escape ceases, 
or even before, with this arrangement the 
clamp is placed with the packing-button t upon 
the opening in the cover, and then turned so 
as to effectually close that joint and the one 
at the edge of the cover at the same time. 
Great difficulty has been experienced in pre 

venting the covers of the self-sealing jars from 
being loosened by the outward pressure be 
fore the temperature of the contents should 
become sufficiently reduced to cause the at 
mospheric pressure to counterbalance it, Va.- 
rious plans have been proposed, all of them 
more or less intricate, to obviate this difficulty. 
The object seems to be fully and effectually 
accomplished in this invention, which is ex 
tremely simple and cheap. 
The covers may be made splierical instead 

of conical, if desired, and also of glass. 
What I claim as my invention, and desire to 

Secure by Letters Patent, is 
The arrangement of the clamping-bar B, 

having the inclined planes or hooks c formed 
upon its ends, and provided in the center with 
a fixed elastic packing, t, for the vent formed 
in the apex of the cover in this class of self 
sealing cans or jars, as and for the purpose 
shown and described. 

GEORGE A, REYNOLDS, 

Witnesses: 
WM. S. LOUGHBOROUGE, 
CLIFT ON C. GIFFORD. 

  


