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2,749,967 
BOOKCASE WANG MACHINE 

Emmon Bach, deceased, late of Briarcliff Manor, N. Y., 
by Dorothy E. H. Bach, administratrix, Briarchiff 
Manor, N. Y., and Edwin W. Goodwin, New Rocheie, 
N. Y., assignors to Dexter Folder Company, Pear 
River, N. Y., a corporation of New York 
Application December 6, 1952, Serial No. 324,588 

32 Claimis. (CI. 154-1.8) 

This invention relates generally to bookbinding ma 
chinery, and more particularly to machines for making 
cases or covers for books, said cases generally compris 
ing two spaced stiffening panels and an intermediate 
back-lining strip adhesively secured to one surface of a 
main or cover sheet of paper, cloth, leather, or other 
flexible material customarily used for this purpose, said 
cover sheet having side flap portions and end flap por 
tions folded over and adhesively secured to said panels. 
One of the objects of the present invention is to pro 

vide an improved machine which will produce book 
cases of the above character at a comparatively high rate 
of speed and in an efficient manner. 

Another object of the invention is to provide an im 
proved book-case making machine wherein successive 
unfinished book-case units are caused to travel continu 
ously through said machine, and folding of the side and 
end flap portions of the cover sheet of each unit against 
the adjacent edges of the stiffening panels and over and 
onto said panels is accomplished in a positive, reliable 
and accurate manner while the units are in motion. 
Another object is to provide a book-case making ma 

chine having coordinated folding mechanisms of novel 
construction for effectively folding the side and end flap 
portions of the cover sheet of successive book-case units 
while the latter are in motion and without changing the 
direction of travel thereof. 
Another object is to provide a book-case making ma 

chine wherein successive unfinished book-case units are 
advanced continuously and edgewise in horizontal posi 
tion along a rectilineal path, and having novel folding 
mechanisms arranged at opposite sides of said path and 
movable bodily with each book-case unit for simulta 
neously folding the side flap portions of the cover sheet 
of said unit against the adjacent edges of the stiffening 
panels and over and onto said panels. 
A further object is to provide a book-case making 

machine wherein successive unfinished book-case units 
are advanced continuously and edgewise in horizontal 
position along a rectilineal path, and having novel sim 
plified folding mechanism disposed in and fixed at one 
locality of said path for effectively folding the front 
or leading flap portion of the cover sheet of each book 
case unit against the adjacent edges of the stiffening 
panels and over and onto said panels while the book 
case units are in motion and continue to travel to a 
further locality of said path. 

Still another object is to provide a book-case making 
machine wherein successive unfinished book-case units 
are advanced continuously and edgewise in horizontal 
position along a rectilineal path, and having novel fold 
ing mechanism which, through movement thereof with 
and at a surface speed in excess of the surface speed of 
the book-case units, will effectively fold the rear or trail 
ing flap portion of the cover sheet of each unit against 
the adjacent edges of the stiffening panels and over and 
onto said panels. 
The above and further objects and novel features of 
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the invention will more fully appear from the following 
detail description when the same is read in connection 
with the accompanying drawings. It is to be expressly 
understood, however, that the drawings are for the pur 
pose of illustration only and are not intended as a defi 
nition of the limits of the invention. 

In the drawings, wherein like reference characters re 
fer to like parts throughout the several views, 

Fig. 1 is a vertical longitudinal sectional view of a 
portion of a book-case making machine embodying fold 
ing mechanisms constructed, arranged and operated in 
accordance with the present invention, said view being 
taken inside of and close to the near side frame member 
of said machine; 

Fig. 2 is a side elevational view on an enlarged scale, 
partly in section, of the cover sheet side flap folding 
mechanism located at the far side of the machine; 

Fig. 3 is a fragmentary side elevational view on an 
enlarged scale, partly in section, showing the operating 
mechanism for the cover sheet side flap folding mecha 
nisms; 

Fig. 4 is a fragmentary end elevational view on an 
enlarged scale, partly in section, looking from the right of 
Fig. 1, showing the driving means for the operating 
mechanism of the cover sheet side flap folders; 

Fig. 5 is a fragmentary end elevational view on an 
enlarged scale, partly in section, looking from the left 
of Fig. 1, showing the primary book-case unit conveyor 
and the cover sheet side flap folding mechanism at the 
near side of the machine; 

Fig. 6 is a vertical transverse sectional view on a 
still larger scale through one of the cover sheet side 
flap folding mechanisms illustrating the same in its in 
operative condition; 

Fig. 7 is a view similar to Fig. 6 but showing the side 
flap folding mechanism in its operative condition; 

Fig. 8 is a top plan view on an enlarged scale, partly 
in section, of the secondary book-case unit conveyor; 

Fig. 9 is a top plan view on an enlarged scale of 
the cover sheet end flap folding mechanisms, including 
conveyor pressure elements cooperating with the Second 
ary conveyor, certain of the parts having portions thereof 
broken away for purposes of clear illustration; 

Fig. 10 is a vertical longitudinal sectional view on a 
still larger scale through the cover sheet front flap fold 
ing mechanism; 

Fig. 11 is a fragmentary rear elevational view of the 
cover sheet front flap folding mechanism shown in Fig. 
10; 

Fig. 12 is a bottom plan view of the portion of the 
front flap folding mechanism shown in Fig. 11, with 
portions of certain of the parts broken away and in 
section for purposes of clearer illustration; 

Fig. 13 is a detail side elevational view on a still 
larger scale of the cover sheet rear flap folding mecha 
mism; 

Fig. 14 is a fragmentary top plan view of the rear flap 
folding mechanism shown in Fig. 13, certain of the parts 
having portions thereof broken away and in section for 
purposes of clearer illustration; 

Fig. 15 is a rear elevational view of the portion of 
the rear flap folding mechanism shown in Fig. 14, with 
portions of certain of the parts broken away and in 
section for purposes of clearer illustration; 

Fig. 6 is a detail side elevational view on an enlarged 
scale, partly in section, of the rear flap folding mecha 
nism, and including a portion of the book-case unit 
hold-back mechanism cooperating with said folding 
mechanism; 

Fig. 17 is a face view of a book-case unit in the con 
dition prior to folding of the side, front and rear flaps 
of the cover sheet of said unit; and 
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Figs. 18, 19 and 20 are face views of the book-case 
unit in various stages of the folding of the side, front 
and rear fiaps of the cover sheet of said unit. 

Referring first particularly to Figure 17 of the draw 
ings, there is shown a book-case unit, designated general 
ly at 25, of the general type in its unfinished stage prior 
to folding of the side, front and rear flap portions of 
the cover sheet against the adiacent edges of the stiffen 
ing panels and over and onto said panels to produce 
the finished book-case, as shown in Figure 20. As shown, 
the book-case unit 25 comprises a main or cover sheet 26 
of paper, cloth, leather, or other flexible material cus 
tomarily used for this purpose, two stiffening panels 27 
of cardboard or similar stiff material, and a back-lining 
strip 28 of stiff paper, cloth thin cardboard, or the like. 
in the production of the book-case unit 25, the cover 
sheet 26 provided with angular corners is overall coated 
on its inner face with a Jayer of adhesive material by a 
suitable gluing mechanism, and thereafter the panels 27 
and strip 25 are applied to said face in side by side rela 
tion by suitable feeding mechanism such that the strip 
28 is disposed between and spaced from the panels 27, 
and that side, front and rear marginal portions of the 
cover sheet 26 project beyond said panels and strip and 
thereby provide side, front and rear flaps 29, 39 and 3, 
respectively. The gluing and feeding mechanisms form 
a part of the present machine, but for present purposes 
it is unnecessary to illustrate or describe the same since 
they form no part of the present invention which relates 
particularly to the manner in which the flaps 29, 3 and 
3 are folded over and onto the panels 27 and strip 28 
to produce the finished book-case as shown in Figure 20. 

After assembling of the cover sheet 26, panels 27 and 
strip 28, the book-case unit 25, while the adhesive on 
the flaps 29, 30 and 35 is still tacky, passes between co 
operating feed and pressure rollers 32 and 33, respec 
tively, which serve to advance said book-case unit farther 
into the machine for the performance of the folding 
operations on said flaps in a manner and by folding 
mechanisms now to be described. 
As herein shown, the various movable parts, as well 

as certain stationary parts, of the novel folding mecha 
nisins and associated conveyors are all mounted on the 
main frame of the case making machine, said frame com 
prising two transversely spaced side frame members 35 
(Figs. 1 and 5) which rest on the machine foundation 
and are connected together by a number of cross beams, 
two only of said cross beams being shown and indicated 
at 36 and 37. The various movable parts of the fold 
ing mechanisims and associated conveyors may be driven 
by any suitable means which may comprise a chain 38 
driven from any suitable source of power (not shown) 
and passing around a sprocket 39 which is fixed on 
shaft 40 that extends transversely of the machine and 
is journalled in Suitable bearings on the side frame mem 
bers 35. The shaft 40 is driven continuously and makes 
one complete revolution for each cycle of operation of 
the machine. 
From the feed and pressure rolliers 32, 33, the book 

case units 25 pass in Succession and in timed relation 
to primary conveying means which serve to continue the 
forward movement of said units in a rectilineal path 
through the machine, and to also firmly hold each unit 
against any dispiacement relative to said conveying means 
for the accurate performance of folding operations on 
the side flaps 29, 29 of the cover sheet 26, as hereinafter 
described, during such movement of the book-case unit. 
As herein shown, said primary conveying means is pref 
erably operated and comprised by the following instru 
mentalities. 

Fixed on the driven single revolution shaft 40 is a 
Sprocket 4 (Fig. 1) around which passes a chain 42 
which also passes around and drives a smaller diam 
eter Sprocket 43. This sprocket 43 is fixed on and ad 
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4. 
jacent one end of a shaft 44 which extends transversely 
of the machine and is disposed below the plane of the 
feed roller 32. The shaft 44 is journalied at opposite 
ends thereof in suitable bearings provided on two side 
bars 45 disposed at opposite sides and extending longi 
tudinally of the machine, one only of Said side bars be 
ing shown in Figure 5 of the drawings. The side bars 
45 are bolted or otherwise Suitably secured at their for 
ward ends to upright brackets 46, and adjacent their rear 
ends to similar upright brackets 47 (Figs. , 3, 4 and 5). 
The brackets 46 and 47 are bolted or otherwise Suitably 
secured to cross bars 43 and 49, respectively, which Test 
on and are bolted or otherwise suitably Sectired to the 
side frame members 35. The chain 42 also passes over 
an idler sprocket S62 which is adjustably Secured to i: 
bracket 5 so that slack in said chain may be taken up as 
desired, said bracket being bolted or otherwise Suitably 
Secured to the cross bar 43. 

Spaced along and slidably mounted on the shaft 44 
are two sprockets 52, one only being seen in Figure 
of the drawings, which are symmetrically disposed on 
opposite sides of the longitudinal center line of the fn2 
chine and are drivably contected with said shaft by at 
key and keyway connection. Passing around aid driven 
by the sprockets 52 are lower endless conveyor chai i2S 
53 (Figs. 1 and 5) which extend in a horizontal planc 
rearwardly from said sprockets and pass around simi 
lar idler sprockets 54. Each chain 53 is providicd at 
spaced intervals therealong with groups of Special links 
to which are suitably secured rubber covered book-case 
unit engaging pads 55. The chains 53 2 Fe arranged 
about the sprockets 52 and 54 so that the groups of pads 
55 are in tranverse alignment. The Spirockcts 52 and 
54 are suitably connected to and rotatably carried by 
longitudinally extending carriers 55 to enable titlStrinciat 
of the chains 53 laterally of the machine toward or away 
from each other to accommodate book-case units 25 of 
different sizes. For this purpose, the carriers 56 are slid 
ably mounted on spaced parallel cross shafts 57 which 
are suitably secured at their opposite ends to th: Side 
bars 45. Adjustment of the carriers 56 toward or a 'V' 
from each other along the shafts 44 and 57 is accorn 
plished by two spaced parallel screw shafts 53 which 
are rotatably carried by the side bars 45 and are Siiitab's 
formed at one end thereof to receive a crank to facili 
tate turning of said shafts. The shafts 33 are provided 
with right and left-hand threaded poitiois Wiigi ai': 
threaded through internally threaded bushings 53 ( : 
5) fixed in the carriers 56. Rotation of the shafts 33 
in the proper direction vill thuis effect litera! FINGvernicit:3 
of the carriers 56 simultaneously toward or away frin 
each other equal amounts and theireby it part like now C 
ments to the conveyor chains 33 anci sprockets 32, 3 iš 
without disturbing the driving connections battiec thc 
sprockets 52 and shaft 44. If desired, the screw shafi's 
58 may be coupied together in a well known i3ainier, as 
by a chain and spirockets, whereby rotation of otic shaft 
will effect simultaneous rotation of the other shaft. 
The rear end portions of the carriers 56 receiving the 

Sprockets 54 are made as separate adjustable Sections So 
that slack in the conveyor chai::S 53 mì&y bc tai.c:0 tu4) 
as desired. The upper reaches of the conveyor chains 
53 are supported and guided for straight-iine horizont: 
movement by rail-bars 6 (Figs. and 5) which are 
bolted or otherwise suitably secured to tha caricts 56, 
and similar rail-bars 6 are bolted or otherwisc Suitably 
secured to said carriers for guiding the lowe; reach:3 
of said chains. 

Disposed directly above and cooperatig with the cin 
veyor chains 53 are upper eindless pressure chains 62 
(Figs. 1 and 5) provided at correspondingly spaced inte 
vals therealong with corresponding groups of special links 
to which are suitably secured rubber covered pressure pads 
63. These pads 63 cooperate with the pads 55 on the 
conveyor chains 53 to insure positive movement of the 
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successive book-case units 25 along the conveyor and to 
firmly hold said units against any displacement relatively 
to the conveyor 53 during such movement. The front 
portions of the pressure chains 62 pass around sprockets 
64 which are slidably mounted on a shaft 65 and are 
drivably connected with said shaft by a key and keyway 
connection. The shaft 65 extends transversely of the 
machine and is journalled at opposite ends thereof in 
suitable bearings provided on two side bars 66 which are 
bolted or otherwise suitably secured to the upright brackets 
46 and 47. The rear portions of the pressure chains 62 
pass around idler sprockets 67 which are suitably con 
nected to and rotatably carried by longitudinally extend 
ing, laterally adjustable carriers 68. The front sprockets 
64 are also suitably connected to and rotatably carried by 
the carriers 68, and said carriers are slidably mounted on 
spaced parallel cross shafts 69 which are suitably secured 
at their opposite ends to the side bars 66. The pressure 
chains 62 are continuously driven in unison with the con 
veyor chains 53 by a spur gear 70 (Fig. 1) which is fixed 
on the driven shaft 44 and meshes with a similar gear 7 
that is fixed on the shaft 65. 

Adjustment of the carriers 68 toward or away from 
each other to accommodate book-case units 25 of differ 
ent sizes is accomplished by two spaced parallel screw 
shafts 72 (Figs. 1 and 5) which are rotatably carried by 
the side bars 66 and are suitably formed at one end 
thereof to receive a crank to facilitate turning of said 
shafts. The shafts 72 are provided with right and left 
hand threaded portions which are threaded through inter 
nally threaded bushings 73 fixed in the carriers 68. Ro 
tation of the shafts 72 in the proper direction will thus 
effect lateral movements of the carriers 68 simultaneously 
toward or away from each other equal amounts along the 
shafts 65, 69 and thereby impart like movements to the 
pressure chains 62 and sprockets 64, 67 without disturbing 
the driving connections between the sprockets 64 and 
shaft 65. If desired, the screw shafts 72 may be coupled 
together in a well known manner, as by a chain and 
sprockets, whereby rotation of one shaft will cause simul 
taneous rotation of the other shaft. 
The rear end portions of the carriers 68 receiving the 

Sprockets 67 are made as separate adjustable sections so 
that slack in the pressure chains 62 may be taken up as 
desired. The lower reaches of the pressure chains 62 are 
guided by rail-bars 74 (Figs. 1 and 5) for straight-line 
horizontal movement parallel to the upper reaches of the 
conveyor chains 53, said bars preventing upward displace 
ment of the lower reaches of the chains 62 and being 
bolted or otherwise Suitably secured to the carriers 68. 
The upper reaches of the pressure chains 62 are supported 
and guided by rail-bars 75 which are also bolted or other 
wise suitably secured to the carriers 68. 

It will thus be apparent that the book-case units 25 will 
be delivered by the rollers 32, 33 successively to and be 
tween the continuously driven conveyor chains 53 and 
pressure chains 62, and through engagement of successive 
groups of pads 55, 63 with the lower and upper surfaces, 
respectively, of successive book-case units, said units will 
be positively advanced edgewise and in spaced relation 
along a rectilineal path and will be firmly held against 
any displacement relatively to the chains 53, 62 during 
such movement by said chains. The chains 53, 62 are so 
laterally adjusted in accordance with the size of the book 
case units 25 being handled that the pads 55, 63 engage 
each book-case unit inwardly of the outer edges of the 
panels 27 and substantially in the center of said panels, 
whereby side edge portions of the book-case unit are free 
for accurate folding of the side flaps 29, 29 of the cover 
sheet 26 over and onto the panels 27, 27 in a manner and 
by folding mechanisms to be presently described. 
As each book-case unit 25 is advanced by the primary 

conveyor comprising the chains 53 and 62, the side flaps 
29, 29 of the cover sheet 26 of said unit are folded over 
and onto the panels 27, 27 by novel folding mechanisms 
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6 
while the book-case unit is in motion and without inter 
rupting the travel thereof. These flap folding mecha 
nisms, indicated generally at 76 and 77 (Figs. 1, 2, 5, 6 
and 7), are arranged at opposite sides of the path of travel 
of the book-case units 25 along the conveyor 53, 62 and 
are constructed one right-hand and the other left-hand, 
and since said mechanisms are otherwise identical in con 
struction, mounting and operation, a description of one 
mechanism will suffice for both. 
As shown particularly in Figures 1, 2 and 5 of the draw 

ings, the flap folding mechanisms 76 and 77 are mounted 
on a common carriage 78 which extends transversely of 
the machine beneath the primary conveyor 53, 62. The 
carriage 78 is supported and guided for straight-line re 
ciprocating movement longitudinally of the machine by 
means of brackets 79 which are bolted or otherwise suit 
ably secured to said carriage at the front and rear thereof 
and are slidably engaged over two transversely spaced 
longitudinally extending parallel shafts 80. The shafts 
80 are secured in any suitable manner at their rear ends 
in brackets 81 which are bolted or otherwise suitably se 
cured to the cross beam 36, and said shafts are secured in 
any suitable manner adjacent their front ends in brackets 
82 which are bolted or otherwise suitably secured to the 
underside of the cross bar 48. 
The carriage 73 is positively reciprocated longitudinally 

of the machine to impart like positive movement simul 
taneously to the flap folding mechanisms 76 and 77, and 
this operation is so timed and controlled that it occurs 
once during each cycle of operation of the machine and 
in synchronism with the delivery of the book-case units 
25 to the primary conveyor 53, 62, and that during fold 
ing of the side flaps 29, 29 of each book-case unit said 
mechanisms travel in unison with the book-case unit at 
substantially the same surface speed as said unit. For 
this purpose, the carriage 78 has suitably journalled 
thereon a roller 83 (Figs. 1 and 3) which is engaged in 
the cam groove 84 of a barrel cam 85 that is pinned or 
otherwise suitably secured to a short longitudinally ex 
tending shaft 86. The shaft 86 is journalled at the rear 
end thereof in a suitable bearing provided in a bracket 
87, and said shaft is journalled at the front end thereof 
in suitable bearings provided in brackets 83 and 39 (Figs. 
3 and 4), the brackets 87, 83 being fixedly clamped to 
the shafts 80, and the bracket 89 being bolted or other 
wise suitably secured to the bracket 88 and being pro 
vided with transversely spaced forwardly extending arms 
90. 

Fixed on the forwardly projecting end of the shaft 
86 is a bevel gear 91 (Fig. 4) which meshes with a 
similar gear 92 of the same size which is disposed be 
tween the arms 90 of bracket 89 and is fixed on and 
adjacent one end of a shaft 93 that is journalled at said 
end in Suitable bearings provided in said arms. The 
shaft 93 extends transversely of the machine and is sup 
ported and journalled at its other end in a suitable bear 
ing provided in a bracket 94 which is bolted or other 
wise suitably secured to the adjacent side frame mem 
ber 35. Fixed on the shaft 93 is a spur gear 95 (Figs. 
1, 3 and 4) which meshes with a similar gear 96 which, 
in turn, meshes with a similar gear 97 that is fixed 
on the main single revolution shaft 40. The gears 95, 
96 and 97 are of the same size, and gear 96 is fixed on 
a shaft 98 which extends transversely of the machine and 
is journalled at its opposite ends in suitable bearings pro 
vided in brackets (not shown) which are similar to the 
bracket 94. It will thus be apparent that shafts 93 and 
98, through the described driving means therefor, will 
be driven continuously from the shaft 49 and wiil, like 
the latter shaft, make one complete revolution for each 
cycle of operation of the machine. Accordingly, the 
barrel cam 85 will likewise make one complete revolution 
for each cycle of operation of the machine to impart a 
positive forward movement and a positive return move 
ment to the carriage 78 in said cycle, the shape of the 
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cam groove 84 being so chosen that during a portion of 
the forward movement of the carriage 78 the folding 
mechanisms 76 and 77 will travel in unison with and 
substantially at the same surface speed as the primary 
conveyor 53, 62. The shaft 93 has loosely mounted 
thereon an idler sprocket 99 (Fig. 4) which is engaged 
by the primary-conveyor-driving chain 42 to hold the 
return reach of said chain out of rubbing contact with 
said shaft. 

Referring now to Figures 1, 2, 5, 6 and 7 of the draw 
ings, the flap folding mechanism 76 is disposed at Cie 
side of the path of movement of the book-case units 25 
along the conveyor 53, 62 and extends longitudinally of 
said conveyor, and the flap folding mechanism 77 is dis 
posed at the opposite side of said path and likewise ex 
tends longitudinally of said conveyor. As hereill shot:5'i. 
each folding mechanism 76 and 77 comprisics an upright 
brackct {}{} which rests cºn and is bolted or othejºvisiº 
suitably secured to a horizontal plate 81 that is sistably 
mounted on the carriage 73 to enable adjustincmt of each 
folding mechanism transversely of the machine to accoin 
modate book-case units 25 of different widths. The plate 
Egg is confined between front and rear shoulders 82 
formed on the carriage i8, and is held against upward 
displacement from said carriage by bars {23 which over 
lap said plate and are bolted or otherwise suitably Se 
cured to the carriage. 
The bracket 190 of each folding mechanism 76 and 

77 has bolted or otherwise suitably secured to the upper 
Surface thereof a horizontal plate (4 which extends koji 
gitudinally of the primary conveyor 53, 62. Secured in 
any suitable manner to the upper surface of the plate 
84 is a spacer-bar 105 having secured thereto in any 

suitable manner a horizontal bar 106 which extends the 
full length of the plate 94 and projects beyond the front 
and rear ends of said plate. The bar 86 is so located 
vertically that the upper surface thereof is substantially 
in the plane of the upper reaches of the conveyor chains 
53 including the pads 55 thereon. The flap folding mech 
anisms 76 and 77 are so adjusted transversely of the 
machine that the respective bars 1-6 operate to effectively 
support the opposite free overhanging side portions of 
the advancing bookcase unit 25 during folding of the 
side flaps 29, 29 thereof. The rear ends of the bars 35 
are suitably rounded or tapered so as to guide the Suc 
cessive book-case inits over and onto Said bars. 
The bar 36 of each flap folding mechanisin 76 and 

77 has bolted or otherwise suitably secured thereto on 
the outer side and at the rear end thereof a relatively 
short vertically disposed flap folding blade 87 (Figs. 
1, 2 and 5) having an inclined upper edge which begins 
substantially at the rear end and upper Siliface of Said 
bar and terminates a short distance abeye said surface. 
in the adjusting of the folding mechanisms 76 and 77 
transversely of the machine for the size of book-case unit 
25 to be handled, said mechanisms are Symmetrically 
located on opposite sides of the longitudinal center line 
of the nachine such that the distance between the respec 
tive folding blades 97 is substantially equal to the over 
all width of both book-case panels 27, 27 plus twice the 
thickness of the cover sheet 26. Accordingly, as the ad 
vancing book-case unit 25 travels a long the primary con 
veyor 53, 62 and relatively to the bars 66, the side flaps 
29, 29 of said unit will be initially bent or foided by the 
blades 197 upwardly and sharply about the lower edges 
of the respective panels 27, 27 to a vertical position at 
right angles to and square with said panels, as shown 
in Figure 6 of the drawings. This initial folding of the 
side flaps 29, 29 of the book-case unit 25 by the blades 
i{}i is preferably, but not necessarily, effected during the 
rearward movement or return stroke of the folding mech 
anisms 76 and 77 effected by the carriage 73 through ro 
tation of the cam 85. In this manner, the folding mech 
anisms 76 and 77 meet the advancing book-case unit 25 
and through relative movements of Said unit and the 
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folding blades 107 in opposite directions, respectively, the 
initial folding of the side flaps 29, 29 is quickly accom 
plished and completed prior to the forward movement of 
said folding mechanisms. 

Secured in any suitable manner in the bracket 100 of 
cach flap folding mechanism 76 and 77 are two axially 
aligned tubular shafts 03 (Figs. 2, 6 and 7) which extend 
in spaced relation longitudinally of the bracket and pro 
ject beyond the front and rear ends of said bracket. 
The shafts 143 provide suitable bearings for a rock 
shaft 63 cxtending therethrough and projecting beyond 
the outcr ends thereof. Secured in any suitable manner 
to the projecting opposite ends of the rock shaft 109 
are arms 10 which project upwardly from said shaft 
beyond the plate 104 through suitable clearance open 
igs in said plate. Pivotally connected as at 11 to the 
Ipper ends of the arms i8 are other arms 112 which 
project inwardly from the arms 13 over the plate 04. 
Connected as at 13 to the arms 12 are corresponding 
ends of coil extension springs 14 the opposite ends of 
which are connected to pins 15 which are secured in 
any suitable manner in the opposite ends of the rock 
shaft 109. These springs 14 serve to yieldingly urge 
the arms 2 downwardly toward the plate 104, and to 
continuously apply a yielding pressure on said arms for 
a purpose to appear hereinafter. The arms 2 have 
journaled thereon as at 116 rollers 17 which normally 
engage the upper surfaces of short guide bars 118 for 
normally holding said arms against downward pivotal 
movement by the springs 4 beyond a predetermined 
elevation with respect to the plate 104 and bar (26. The 
guide bars : 8 are bolted or otherwise suitably secured 
to brackets 29 which, in turn, ai'e bolted or otherwise 
suitably secured to the plate 104. 

Extending longitudinally between the arms 1:2 of each 
of the flap folding mechanisms 76 and 77 in a relatively 
long flap folding roll 429 (Figs. 1, 2, 6 and 7) which is 
journalled at opposite ends thereof in suitable bearings 
provided in the lower portions of said arms. The fold 
ing roll 1420) is so located on the arms 12 that when said 
arms are in their outermost retracted positions and with 
the rollers 7 on said arms in engagement with the guide 
bars 13, as shown in Figure 6, said folding roll is dis 
posed outwardly and clear of the adjacent initially folded 
upstanding side flap 29 of the book-case unit 25 resting 
on the bar 06, and the lower part of said folding roll 
extends a slight distance below the plane of the upper 
surfaces of the panels 27 of said unit. It will thus be 
apparent that when the spring-pressed folding roll 29 
of each folding mechanism 76 and 77 is moved inward 
ly from the normal position thereof shown in Figure 6 
to the position shown in Figure 7, through rocking mo 
tion of the arms 9 and resulting inward movement 
of the arms i12, said folding roll will engage the adja 
cent upstanding side flap 23 of the book-case unit 25 
and further fold the same inwardly over tha adjacent 
panel 27 of said unit and into intimate adhering contact 
with said panel, at the same time tightly drawing said 
side flap against and around the outer side edge of the 
panel. After the side flaps 29, 29 have been folded over 
by the roils 28 in the manner just described, said rolls 
are moved outwardly and returned to their original posi 
tions, said rolls rolling over said flaps aid out of engage 
mient with the book-case unit 25. 

In the operation of the flap folding mechanisms 76 
and 77, the folding rolls 23 thereof are simultaneously 
moved inwardly towards each other and then outwardly 
away from each other once during each cycle of opera 
tion of the machine, and these movements are so timed 
that they occur during the forward movement of said 
mechanisms and while the latter are travelling in unison 
with the advancing book-case unit 25 and substantially 
at the same surface speed as that of said unit. As herein 
shown, said inward and outward movements are imparted 
to the folding rolls 128 by mechanism preferably con 
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structed, mounted and operated as follows. Fixed on the 
single revolution shaft 93 is a cam 121 which engages a 
roller 22 journalled on a vertically disposed arm 23 
intermediate the ends of said arm (Figs. 3 and 4). This 
arm 123 is fixed at its lower end on a shaft 124 which 
extends transversely of the machine and is journalled at 
its opposite ends in suitable bearings provided on the 
side frame members 35. Pivotally connected as at 125 
to the arm 23 is one end of a horizontal spring-pressed 
rod 26 the opposite end of which is guided in a suit 
able opening formed in the cross beam 36. The spring 
127 for the rod 126 is mounted thereon between the cross 
beam 36 and a collar 128 adjustably secured on said rod. 
The arm 123 is thus cam operated in one direction by 
the cam 121 and is spring operated in the opposite di 
rection by the spring 127 through the rod 26, said 
spring also serving to maintain the roller 122 in engage 
ment with said cam. 
The arm 123 has pivotally connected to the upper end 

thereof the forward end of an adjustable connecting link 
129 (Figs. 3 and 4). The rear end of link 129 is pivotally 
connected to the lower end of an arm 130 which is fixed 
at its upper end on a rock shaft 131 at one end thereof. 
This shaft 131 extends transversely of the machine be 
neath the primary conveyor 53, 62 and is journalled 
in suitable bearings in brackets 132 which are bolted or 
otherwise suitably secured to the upright brackets 46. 
Pivotally connected as at 133 to the arm 130 is the for 
ward end of an adjustable connecting rod 134 the rear 
end of which is pivotally connected to the lower end of 
an arm 35 which is disposed parallel to the arm 130 
and is fixed at its upper end to a rock shaft 136. The 
shaft 136 extends transversely of the machine and is 
journalled in suitable bearings in brackets 137 which are 
bolted or otherwise suitably secured to the upright brack 
ets 47. Secured in parallel relation to the parallel shafts 
131 and 36 substantially in the center thereof are two 
identical arms 38 and 39, respectively, having pivotally 
connected thereto at the upper ends thereof the front 
and rear ends, respectively, of a horizontal bar 140. This 
bar 48 bears against a roller 141 which is disposed be 
neath said bar and is journalled on the free end of an 
arm 142 which is pinned or otherwise suitably secured 
to a rock shaft 143. This shaft 43 extends transversely 
of the machine and is journalled in suitable bearings in 
the brackets 100 of the folding mechanisms 76 and 77. 
The shaft 143 is further journalled centrally thereof in 
a suitable bearing in a center bracket 144 (Fig. 5) which 
is bolted or otherwise suitably secured to the carriage 
78, said bracket and the arm 142 serving to hold said 
shaft against axial shifting movement in opposite direc 
tions for a purpose to appear hereafter. 
Keyed to the shaft 143 and slidable therealong with 

the brackets 100 of the folding mechanisms 76 and 77 
are two identical arms 145 (Figs. 2 and 5) having piv 
otally connected thereto at 146 the lower ends of adjust 
able connecting rods 147. The upper ends of these rods 
47 are pivotally connected with the free ends of two 

identical arms 148 one of which is pinned or otherwise 
suitably secured to the rock shaft 109 of the folding mech 
anism 76 and the other of which is pinned or otherwise 
Suitably secured to the rock shaft 109 of the folding 
mechanism 77, said arms being located in the spaces 
between the tubular shafts 108 of said mechanisms. The 
arms i45 have connected thereto at 149 corresponding 
ends of coil eXtension springs 150 the opposite ends of 
which are connected at 151 to the plates 104 of the fold. 
ing mechanisms 76 and 77. 

it will thus appear that when the roller .22 on arm 
123 is engaged in the low part of the cam 21 through 
rotation of said cam and the yielding action of the spring 
pressed rod i26, the bar i40 will, through the described 
connections therefor with said arm, be lowered. Under 
these conditions, the shaft 143 and arms 45 thereon will, 
through engagement of the bar 40 with the roller 141 
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and downward movement of the arm 142 by said bar, be 
simultaneously rocked in a clockwise direction, as viewed 
in Figure 2, against the opposition of the springs 150, 
whereupon the folding rolls 120 of the folding mechanisms 
76 and 77 will, through the described connections be 
tween said rolls and the rock shafts i09 and between the 
latter shafts and the arms 145, be simultaneously rocked 
inwardly towards each other to flap folding positions. 
When the roller 122 on arm 123 is thereafter engaged by 
the high part of the cam 121 through continued rotation 
of said cam, the bar 140 will be raised, whereupon the 
arm 142 will be released and the folding rolls 120 will be 
simultaneously moved outwardly to their original posi 
tions by the contracting action of the springs 150 on the 
arms 145 and the resulting movement of said arms in a 
counterclockwise direction. It will also appear that by 
virtue of the bar i40 and the described mounting of the 
arm 142, shaft 143 and arms 145 on the reciprocating 
folding mechanisms 76 and 77, the described inward and 
outward movements of the folding rolls 120 will be 
effected during bodily movement of said folding mecha 
nisms longitudinally of the machine and in the direction 
of travel of the book-case units 25. 
Movable with the folding mechanisms 76 and 77 are 

top rods 152 (Figs. 2, 5, 6 and 7) for holding the free 
overhanging side portions of the advancing book-case unit 
25 against upward displacement during the initial fold 
ing of the side flaps 29 by the blades 107. The top rods 
152 are secured at 153 to the arms 12 for relative verti 
cal adjustment and for inward and outward movements 
with said arms and the folding rolls 120. When the 
folding rolls 120 are in their outermost retracted posi 
tions, the top rods 152 are operatively located close 
to the outer side edges of the panels 27, 27 of the ad 
vancing book-case unit 25, as shown in Figure 6. When 
the folding rolls 120 are moved inwardly, the top rods 
152 are likewise moved inwardly and hence, inoperatively 
located clear of the panels 27, 27 so as not to interfere 
with the folding of the side flaps 29, 29 by said rolls, 
as shown in Figure 7. 

It will be noted in Figure 17 that for the purpose of 
facilitating the formation of neatly formed square corners 
on the book-cases, the cover sheets 26 are customarily 
provided with bevelled corners the edges of which are 
at an angle of about forty-five degrees to the adjacent 
straight edges of the otherwise rectangular cover sheets. 
It will also be noted in Figure 18 that when the side flaps 
29, 29 of the cover sheet 26 are folded over and onto 
the panels 27, 27, the opposite ends of said flaps extend 
beyond the front and rear edges of said panels and 
overlap the unfolded front and rear flaps 30 and 31 of 
said cover sheet, resulting in two thicknesses of the 
cover sheet at the four corners of the book-case unit. In 
Subsequently folding the front and rear flaps 30 and 31 
of the cover sheet 26 to complete the book-case, the 
projecting loose ends of the folded over side flaps 29, 29 
are liable to buckle and, hence, cause the completely 
folded cover sheet to be somewhat bunchy at the corners. 
In order to obviate this undesirable result, and to in 
Sure the formation of neatly formed square corners on 
the finished book-cases, the folding mechanisms 76 and 
77 are each provided with two so-called "tuckers' 134 
(Figs. 2, 6 and 7) which are moved inwardly and out 
Wardly with the respective folding rolls 120 and serve 
during inward movement thereof to break or crease the 
projecting free ends of the folded over side flaps 22, 
29 against the front and rear edges of the respective 
panels 27, 27 and to firmly press said ends into intimate 
adhering contact with the underlying front and rear 
flaps 30 and 31 of the cover sheet 26, as shown in Fig 
ures 7 and 18. 
As shown in Figures 2, 6 and 7, the tuckers 54 for 

each folding mechanism are pivotally mounted at 155 on 
brackets 156 which are releasably clamped to two par 
allel rods 157 for adjustment along said rods to ac 
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commodate book-case units 25 of different lengths. The 
reds 57 extend longitudinally between the arms 2 
and arc secured in any suitable manner at the opposite 
ends thereof to said arms. Each tucker is 4 is provided 
in the upper Surface thereof with an annular recess with 
in which is slidably mounted a spring-pressed plunger 53 
which engages the bracket i56 and through such engage 
Inent yieldingly urges the tucker downwardy about its 
pivot 55 and yieldingly resists upward movement of said 
tickei during action of the same on the book-case unit 
25. Downward movement of the tucker 5-5 by its 
purger 58 is limited by an abutment member 255 in the 
form cf a screw which is adjustably threaded through 
the end of said tucker and engages the bracket i56, said 
abutinent member being also utilized to adjust the tucker 
to a desired level for proper action on the leeck-case unit 
2$? 
The tuckers 54 are adjusted along the recis 57 such 

that thc dist:}}}ce from the inner vertical face of cine 
íUcker to the inter vertical face of the other tycker is 
eqtal to the icngth of the panes 27, 27 of the hoal:- 
case unit 25, and that said tucker faces are exactly in 
lite with the front and rear edges of said pancis when 
the cidig of the side panels 29, 29 of the book-case unit 
is effected. Jider these conditions, when the folding rolls 
; 23 of the folding mechanisms 76 and 77 are ing'yed in 
5'ardly and tie side flaps 29, 29 of the advancing book 
case unit 25 are folded over and onto the panels 27, 27 
by said rolls as above described, the tuckers 54, through 
inward moveEnent thereef with the folding rolls 28, will 
yieidingly engage the projecting opposite free ends of 
the foldied over side flaps 29, 25, break the same against 
the frajit and rear edges of the respective parsels 27, 27, 
and firmiy press said ends against the underlying front 
aid rear fiaps 38 and 3i, respectively, of the cover sheet 
25. 

After the side flaps 29, 29 of the advancing book-case 
init 25 have been folded over and on to the panels 27, 27 
by the folding rolls 20, and the projecting ends of said 
fias have been pressed into intimate adhering coatact 
with the front and rear flaps 30 and 3, respectively, of 
the cover sheet 25 by the tuckers i54 as above described, c 

Said rolls and therewith said tuckers are moved outwardly 
ai}ct returned to their original positions clear of the ad 
vaincing book-case unit while the folding mechanisins 76 
and 77 are stili travelling in unison with said book-case 
tilitatici at Substantially the same surface speed thereof. 
i herefter the folding mechanisms 76 and 77 idly com 
plete their forward strokes and immediately nove rear 
wai'ily to meet the next or succeeding bookcase unit 25 
and effect folding of the side fiaps 29, 29 of said unit in 
the nanier above described. 

i hic Successive book-case ulimits 2š are presented to the 
primary conveyor 53, 62 such that they are located cen 
trally between the side frame members 35 of the ma 
chine. Accordingly, the folding mechanisms 76 and 77 
are disposed symmetrically on opposite sides of the longi 
tudinal center line of the machine and are arranged for 
adjustment simultaneously toward or away from each 
other equal amounts to accommodate book-case units 25 
of different widths. This adjustment of the folding mech 
anisms 76 and 77 is accomplished by two Jongitudinally 
Spaced parallel screw shafts 60 (Figs. 1, 2 and 5) which 
extend transversely of said folding mechanisms and are 
journalled at corresponding ends thereof in suitable bear 
iiigs in brackets 6i bolted or otherwise suitably se 
cured to the carriage 78 at one side thereof, said shafts 
being held against axial movement in any suitable main 
her anci by any Suitable means and being suitably formed 
at said ends to receive a crank to facilitate turning of 
the sane. The shafts 60 are provided with right and 
isft-iand threaded portions which are threaded through 
internaily threaded bushings ió2 and 163 secured in any 
suitable manner is brackets i64, two of said brackets re 
ceiving the bushings 62 and being bolted or otherwise 
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12 
suitably secured to the underside of the plate 101 of the 
folding mechanism 76, and two of said brackets carry 
ing the bushings 63 and being bolted or otherwise suit 
ably secured to the underside of the plate 8 of the 
folding mechanism 77. Rotation of the shafts 369 in 
the proper direction will thus effect lateral adjustment 
of the folding mechanisms 76 and 77 simultaneously to 
ward or away from each other equal amounts. If de 
sired, the shafts 60 may be coupled together in a well 
known manner, as by a chain and sprockets, whereby 
rotation of cine shaft will effect simultaneous rotation 
of the other shaft. 

After the side flaps 29, 29 of the advancing book-case 
unit 25 have been folded over and onto the panels 27, 
27 by the folding rolls 29 and said rolls have been 
returned to their original positions clear of the book 
case linit, said book-case unit is further advanced and 
transferred by the primary conveyor 53, 62 to a sec 
Gildary conveyor comprising a plurality of transversely 
spaced endless tapes or belts 65 (Figs. 1, 8 and 10) 
which serve to advance the book-case unit 25 in the 
plane thereof and in a rectilineal path further through 
the machine. The secondary conveyor connprising the 
tapes ió5 is located close to and substantially in the 
plane of the upper reaches of the chains 53 of the pri 
mary conveyor to receive the successive book-case units 
25 directly from said primary conveyor. 
As shown particularly in Figures 1 and 8, the rear 

portions of the tapes 265 pass around an idler roller 
E66 which extends transversely of the machine and is 
journalled at opposite ends thereof in suitable bearings 
in brackets 67 which are bolted or otherwise suitably 
secured to side bars 168 and 169 disposed horizontally 
in parallel relation and extending longitudinally of the 
machine. The side bars i53, 69 are bolted or other 
wise suitably secured to front upright brackets 76 and 
to rear upright brackets $74. The brackets 70 and 
17 are bolted or otherwise suitably secured to cross 
bars 72 and 173, respectively, which rest on and are 
bolted or otherwise suitably secured to the side frame 
members 35. From the idler roller 66, the tapes 165 
extend forwardly and pass around front idler roilers 
i74, then downwardly and around a driven roller 75, 
then upwardly under tape tightening rollers 76 and over 
idier rollers 77, then rearwardly over idler rollers 178 
ad under an idler roller 79. The idler rollers í 74 
and 77 are journalled in any suitable manner on brackets 
£80 which are bolted or otherwise suitably secured to 
a bar 8. The bar 13 extends transversely of the 
machine and is boited or otherwise suitably sccured at 
its opposite ends to brackets 82 which, in turn, are 
bcited or otherwise suitably secured to the side bars 63 
Gigi i 63. he driven roller 75 extends transversely of 
the inachine and is journailed at its opp.)site ends in suit 
able bearings provided in vertical plates 33 which are 
boited cr otherwise suitably secured to the side frame 
members 35. The tape tightening rollers 176 are jour 
falled on arms 184 which are adjustably secured to a 
stay shaft 35 that extends transversey of the machine 
and is secured in any suitable manncr on the plates 33. 
The idler rollers 73 are journalled in any suitable man 
her on brackets 86 which are bolted or otherwise suit 
ably secured to a bar 587. The bar 187 extends trans 
versely of the machine and is boited or otherwise Suit 
ably secured at its opposite ends to brackets 188 which, 
is turn, are bolted or otherwise Suitably Secured to the 
side bars 6S and 69. The ider roller 79 extends 
transversely of the machine and is journailed at its op 
posite ends in suitable bearings in brackets 83 which 
are bolted or otherwise suitably secured to the side bars 
68 and 69. 
The upper reaches of the tapes i55 are supported by 

relatively short bars or slats 298 (Figs. 8 and 10) dis 
posed between the idler rollers 266 and 79, and by 
relatively long bars or slats 191 (Figs. 1 and 16) which 
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are disposed between the idler rollers 177 and 178 and 
are secured in any suitable manner to the brackets 180 
and 186. The short bars 190 are secured in any Suit 
able manner to brackets 192 which are bolted or other 
wise suitably secured to a cross bar 193. The bar 193 
is bolted or otherwise suitably secured at its opposite 
ends to brackets 194 which, in turn, are bolted or other 
wise suitably secured to the side bars 168 and 169. 
The bars 181, 87 and 193 also serve to connect the 
side bars 163 and 169 together, and said side bars are 
further connected together at their forward ends by a 
tie-shaft 95 secured in any suitable manner thereto. 

Disposed directly above the idler rollers 166 and 179 
are sets of rubber-covered presser rollers 196 and 197, 
respectively, which cooperate with the tapes 165 to in 
sure feeding of the bookcase units 25 by Said tapes for 
wardly through the machine (Figs. 1, 9 and 10). The 
presser rollers 196 are secured in spaced relation to, and 
adjustable along, a shaft 198 which extends transversely 
of the machine and is journalled at its opposite ends in 
bearings which are yieldably and adjustably mounted 
on brackets 1499 whereby the rollers 196 may yield rela 
tive to the tapes 165 and be adjusted vertically with re 
spect thereto. The brackets 199 are bolted or other 
wise suitably secured to side bars 200 which are spaced 
directly above the side bars 168, 169 and are bolted or 
otherwise suitably secured to the upright brackets. 170 
and 17. The side bars 200 are connected together ad 
jacent their front and rear ends by tie-shafts 201 secured 
in any suitable manner thereto. The presser rollers 197 
are secured in spaced relation to, and adjustable along, 
a shaft 202 which extends transversely of the machine 
and is journalled at its opposite ends in yieldable and 
adjustable bearings which are mounted on brackets 203 
and which enable the rollers 197 to yield relative to 
the tapes 65 and be adjusted vertically with respect 
thereto. The brackets 203 are bolted or otherwise Suit 
ably secured to the side bars 200. The presser rollers 
196 and 197 are so adjusted along their respective shafts 
198 and 292, in accordance with the size of the book 
case unit 25 being handled, that the inner rollers are 
located on opposite sides of the back-lining strip 28 of 
the advancing book-case unit, and that the outermost 
rollers engage the folded-over side flaps 29, 29 of Said 
unit whereby further pressure is applied by Said rollers 
on said flaps and a firm adhesive bond between the same 
and the panels 27, 27 is further assured. 

Disposed above the front portions of the tapes 165 is a 
set of relatively short endless tapes or belts 204 (Figs. 
1 and 9) which cooperate with the tapes 165 to insure 
feeding of the finished book-cases by said latter tapes 
forwardly from the machine, as will be hereinafter de 
scribed. The front and rear ends of the tapes 204 pass 
around idler rollers 205 which are journalled in any 
suitable manner on bars 206 disposed horizontally in 
parallel relation and extending longitudinally of the ma 
chine. The bars 206 are releasably clamped in spaced 
relation to, and adjustable along, a shaft 207 which ex 
tends transversely of the machine and is fixed in any suit 
able manner at its opposite ends on the side bars 200. 
The lower reaches of the tapes 204 are yieldingly pressed 
against the upper reaches of the tapes 165 by a plurality 
of rollers 208 which are journalled on the lower ends of 
arms 209. These arms 209 are pivotally mounted on 
the bars 205 by pins 210 which are secured in the upper 
ends of said arms and are loosely engaged in Suitable 
openings formed in said bars. Suitable resilient means 
such as, for example, spiral springs 211, act on the pins 
210 to yieldingly urge the arms 209 and rollers 208 down 
wardly. 
The tapes or belts 165 are continuously driven at the 

same surface speed as that of the primary conveyor com 
prising the chains 53 and 62, and for this purpose the 
driven single revolution shaft 40 has fixed thereon a 
sprocket 212 (Fig. 1) around which passes a chain 213 
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(Figs. 1 and 8) which also passes around and drives a 
smaller diameter sprocket 214. This sprocket 214 is 
located exteriorly of the side bar 169 and is fixed on the 
outwardly projecting end of a shaft 215 which is thus 
driven by the chain 213. The shaft 215 extends trans 
versely of the machine beneath the horizontal portions of 
the tapes 165 and is journalled at opposite ends thereof 
in suitable bearings in the side bars 168, 69 and in the 
upright brackets 70. The chain 253 also passes under 
an idler sprocket 216 which is adjustably and rotatably 
carried by a bracket 217 so that slack in said chain may 
be taken up as desired, said bracket being bolted or other 
wise suitably secured to the side bar i69. 

Fixed on the shaft 215 adjacent to and interiorly of the 
side bar 69 and driven by said shaft is a sprocket 23 
(Fig. 8) around which passes a chain 219 (Figs. 1 and 
8). From the sprocket 218 the chain 219 passes for 
wardly over a sprocket 220 and over and around a 
sprocket 22d, and then downwardly over an idler sprocket 
222 and around a sprocket 223. The sprockets 218 and 
223 are of the same size, and the sprockets 220 and 22 
are of the same size but smaller than the sprockets 218 
and 223. The sprocket 223 is fixed on one end of the 
tape roller 175 which is thus driven by the chain 219 to 
impart continuous movement to the tapes 165 at the 
same surface speed as that of the primary conveyor 53, 
62. The sprocket 220 is fixed on one end of a shaft 
224 which extends transversely of the machine and is 
journalled in suitable bearings in brackets 225 which are 
bolted or otherwise suitably secured to the side bars 168 
and 69. Fixed on the shaft 224 and located centrally 
of the tapes 165 is a delivery roller 226 which by virtue 
of the smaller diameter sprocket 220 is thus continuously 
driven by the chain 219 at a surface speed in excess of the 
surface speed of the tapes 165. The sprocket 22i is fixed 
on one end of a delivery roller 227 which extends trans 
versely of the machine and is journalled in suitable bear 
ings in brackets 228 which are bolted or otherwise suitably 
secured to the side bars i68 and 169. By virtue of the 
smaller diameter sprocket 221, the delivery roller 227 
is continuously driven by the chain 29 at the same ex 
cess surface speed as that of the delivery roller 226. 
The delivery rollers 226 and 227 operate to receive the 
finished book-cases successively from the tapes 65 and 
rapidly discharge the same from the machine into a 
receptacle (not shown) or onto a conveyor or other 
well-known receiving means. For this purpose, the de 
livery rollers 226 and 227 are so located that the tops 
thereof are substantially in the plane of the tapes 165. 
The Sprocket 222 provides for taking up of any slack in 
the chain 219, and is adjustably and rotatably carried 
by a bracket (not shown) which is the same as the bracket 
217 and is bolted or otherwise suitably secured to ad 
jacent side frame member 35. • 

It will thus be apparent that with the construction thus 
far described, the book-case units 25 successively pre 
sented to the primary conveyor 53, 62 in the form there 
of shown in Figure 17, are continuously advanced by said 
primary conveyor in the plane thereof and in a rectilineal 
path and during such advancing movement the side flaps 
29, 29 of each book-case unit are effectively folded over 
and onto the panels 27, 27 by the folding mechanisms 76 
and 77 without stopping or in any way retarding the 
forward movement of the book-case unit. From the 
primary conveyor 53, 62, each book-case unit 25 passes, 
in the form thereof shown in Figure 18, directly onto 
the tapes 165 and is further advanced continuously by said 
tapes and the cooperating presser rollers 96 and 197 in 
the plane thereof and in the same rectilineal path. It is 
during this continued movement of each book-case unit 
25 by and along the tapes 165 that the front and rear 
flaps 30 and 31, respectively, of each book-case unit are 
Successively folded over and onto the panels 27, 27 by 
novel front flap folding mechanism, indicated generally 
at 230, and by novel rear flap folding mechanism, indi 
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cated generally at 231 (Fig. 1), to be presently described, 
said folding of said front and rear flaps being also effected 
without stopping the book-case unit or in any way retard 
ing the forward movement thereof. 
As shown in Figures 1, 9, 10, 11 and 12, the front flap 

folding nechanism 230 is disposed above the rear por 
tions of the tapes 65 and between the presser rollers 
;S6 and 97, and is preferably operated and comprised 
by the following instrumentalities. Extending trans 
versely of the tapes 65 is a shaft 232 which is preferably, 
but not necessarily, tubular and has fixedly clamped 
thereto in axial spaced relation two identical brackets 
233. The brackets 233 are symmetrically disposed at 
opposite sides of the longitudinal center line of the ma 
chine and are spaced apart a distance sufficient to accom 
modate the book-case units 25 of varying sizes capable of 
being handled in the machine. Extending transversely 
of the tapes 65 and disposed below and rearwardly of 
the shaft 232 is a shaft 234 which is preferably, but not 
necessarily, tubular and is provided at opposite ends 
thereof with stub shafts 235 secured therein in any suitable 
Fianner and which are rotatably mounted in suitable bear 
ings provided in the brackets 233. Disposed inwardly of 
and close to the brackets 233 are two identical horizontal 
arms 236 which are fixedly clamped at their rear ends 
to the stub shafts 235 of the shaft 234. 

Extending transversely of the tapes 65 and disposed 
below and forwardly of the shaft 232 is a roller 237 
(Figs. 9, 10, 11 and 12) which is preferably, but not 
necessarily, tubular and is preferably journalled on needle 
bearings 233 disposed in opposite ends of said roller 
and irou inted on Studs 239 which are secured in any 
suitable rnainner in the front ends of the arms 236. Ex 
tending transversely of the tapes 165 and disposed below 
the shaft 232 and between the shaft 234 and roller 237 is 
a shaft 248 which is preferably journalled for rocking 
movement on needle bearings 241 disposed in the oppo 
site ends of said shaft and mounted on studs 242 which 
are secured in any suitable manner in the arms 236. It 
will be noted that the axes of the roller 237 and shafts 
234, 249 are all in the same plane (Fig. 10), and that the 
roiler 237 and shaft 240 are carried by the arms 236. 
it will also be noted that the arms 236, roller 237 and 
shaft 24) are capable of pivotal movement as a unit about 
the axis of the shaft 234 relative to the end-brackets 233, 
and that tile roller 237 is of a diameter larger than that 
of the shaft 234. 

Fixedly clamped to the shaft 246 centrally thereof is 
an abutment block 243 (Figs. 10, 11 and 12) which is 
adapted to normally engage a sleeve 234 of rubber or 
other suitable shock absorbing material, said sleeve being 
disposed forwardly of said block and being engaged over 
a lug 245 forfired integrally with a bracket 246 which is 
fixedly clamped to the shaft 232. Fixedly clamped to the 
shaft 248 and Spaced substantially along the entire length 
of Said shaft is a set of flap folding fingers 247 which 
are transversely aligned and so rotatably positioned on 
said shaft that when the abutment block 243 is in en 
gagenheit with the sleeve 244, said fingers normally ex 
tend downwardly and rearwardly at a desired angle, pref 
crably forty-five degrees, from said shaft. Surrounding 
opposite ends of the shaft 240 are torsion springs 248 
having corresponding ends thereof suitably connected 
to the adjacent outermost fingers 247 and the opposite 
ends suitably connected to the adjacent studs 242. The 
springs 248 operate to yieldingly urge the fingers 247 
in a clockwise direction, as viewed in Figure 10, to the 
normal position thereof shown in said figure determined 
through engagement of the block 243 with the sleeve 244, 
and to yieldingly resist rocking movement of said fingers 
in a counter-clockwise direction from said position under 
certain conditions, as will be hereinafter described. 
The forward ends of the arms 236 have pivotally con 

nected therewith, as at 249, rods 250 (Fig. 10) which 
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extend upwardly through suitable clearance openings in 
brackets 251 which are disposed directly above the arms 
236 and are fixedly clamped to the shaft 232. Surround 
ing the rods 250 between the arms 236 and brackcts 25, 
are coil compression springs 252 having the lower ends 
thereof engaging against said arms and the tipper ends 
engaging against said brackets. Threaded on the upper 
ends of the rods 250 are adjusting nuts 253 cngageable 
with the brackets 25. The springs 252 operate to yield 
ingly urge the arms 236 and parts carried thereby down 
Wardly relative to the end-brackets 233, and to continu 
ously apply a yielding pressure on said arms. The ad 
justing nuts 253 operate to hold the arms 236 and parts 
carried thereby against downward movement by the 
springs 252 when the folding mechanism 239 is in its 
raised inoperative position shown in Figure 1, and said 
nuts are utilized to adjust the level of said arms and 
parts with respect to the tapes i65 when said folding 
mechanism is in its lowered operative position shown in 
Figure 10. 
The front flap folding mechanism 230 is normally dis 

posed in its raised position show in Figure 1, and is 
lowered and raised once during each cycle of operation 
of the machine in timed relation with the delivery of 
each book-case unit 25 to the secondary tape conveyor 
165 by the primary chain conveyor 53, 62. For this 
purpose, the shaft 232 of the folding mechanism 230 is 
extended beyond the side bars 209 through suitable 
elongated angularly disposed openings 254 formed in said 
bars (Figs. 9 and 10). Secured to the opposife ends of 
the shaft 232 are corresponding ends of identical artins 
255 which are pivotally mounted at the opposite ends 
thereof on studs 256 secured in any suitable ranner in 
brackets 257 which are bolted or otherwise suitably 
secured to the side bars 209 (Figs. 1, 9 and 11). The 
arms 255 are formed with depending arms 258 to the 
free ends of which are pivotally connected the upper ends 
of adjustable connecting rods 259. The lower ends of 
the connecting rods 259 are pivotally connected to the 
free rear ends of identical arms 269. These arms 260 
are secured at their front ends to a rock shaft 252 which 
extends transversely of the machine and is journalled at 
opposite ends thereof in suitable bearings on the side 
frame members 35. Fixed on the shaft 26 and extend 
ing upwardly therefrom is an arm 262 having journalled 
thereon at the upper end thereof a roller 263 which en 
gages a cam 264 that is fixed on the driven single revolu 
tion shaft 40. The roller 263 is maintained in engage 
ment with the cam 264 by a spring-pressed rod 265 
one end of which is pivotally connected to the arm 262 
and the opposite end of which extends through a suit 
able clearance opening in a plate 266 bolted or otherwise 
suitably secured to the cross beam 37. The spring 267 
for rod 265 is mounted thereon rearwardly of the plate 
266 and between the latter and a collar 268 adjustably 
secured on said rod. It will thus appear that the arm 
262 is cam operated in one direction by cam 264 and 
spring operated in the opposite direction by Spring 267 
through rod 265 under the control of said can, which 
causes rocking movement of the shaft 26i and raising 
and lowering of the front flap folding mechanism 239 
through the described operating connections therefor with 
said shaft. 

In the make-ready of the machine for handling book 
case units 25 of a particular size and thickness, the roller 
263 on arm 262 is engaged with the low part of can 
264, thus lowering the front flap folding mechanism 233 
to its operative position, such engagement limiting the 
downward movement of said folding mechanism and de 
:ermining the operative position thereof. De?pending from 
the thickness of the book-case units 25 that are to be 
handled, the folding mechanism 230 is then appropriately 
adjusted with respect to the upper surfaces of the tapes 
165 so that the arms 236 are substantially parallel to said 
tapes and that the roller 237 either just contacts said 
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tape surfacés or is spaced therefrom a distance substan 
tially equal to one-half the thickness of the book-case 
unit, such adjustment being made by increasing or de 
creasing the length of the connecting rod 259 and by 
rotating the adjusting nuts 253 in the proper direction. 
In this manner sufficient pressure will be applied by the 
roller 237 on the folded over front flap 30 of each 
book-case unit 25 to insure a firm adhesive bond be 
tween said flap and the panels 27, 27 and excessive crowd 
ing of each advancing book-case unit between the roller 
237 and tapes 165 and possible buckling of said book 
case unit and bouncing of said roller resulting therefrom 
is completely avoided. It is to be noted that when the 
folding mechanism 230 is in its lowered operative position 
shown in Figure 10, the flap folding fingers 247 extend 
downwardly and rearwardly at an angle between the tapes 
165 and into the path of the advancing book-case unit 25. 

In operation, while the side flaps 29, 29 of the advanc 
ing book-case unit 25 are being folded over and onto 
the panels 27, 27 by the side flap folding mechanisms 
76 and 77 as above described, the front flap folding mech 
anism 230 is disposed in its raised inoperative position 
shown in Figure 1. As the book-case unit 25 now in 
the form thereof shown in Figure 18 is delivered by the 
primary conveyor 53, 62 to the tapes 165 and between the 
latter and the first set of presser rollers i96, or just 
prior to such delivery, the front flap folding mechanism 
230 is lowered to its operative position shown in Figure 
10. Under these conditions, the front or leading flap 
30 of the book-case unit 25, through continued forward 
movement of said unit by the tapes i65 and presser rollers 
196, will engage and ride up and along the inclined 
fingers 247 and thus will be bent or partly folded upward 
ly about the leading or front edges of the panels 27, 27. 
As the book-case unit 25 continues to move forwardly 
by the action of the tapes 165 and presser rollers 196 
thereon, the fingers 247, through such continued forward 
movement and engagement of the book-case unit there 
with, are swung by said book-case unit in a counter 
clockwise direction (Fig. 10) against the tension of the 

: springs 248 to a position such that they extend downward 
ly and forwardly in the direction of travel of the book 
case unit, whereupon the front or leading flap 30 of said 
book-case unit is tightly drawn against the front or lead 
ing edges of the panels 27, 27 and is further folded up 
wardly and rearwardly over and onto said panels by the 

: spring-tensioned fingers 247 as the book-case unit passes 
beneath the same. It will be noted that the shaft 234 
has an axial portion thereof removed, as indicated at 269, 
to provide sufficient clearance space for the described 
forward swinging movement of the fingers 247. From 

: the fingers 247 the advancing book-case unit 25 passes 
; beneath the spring-pressed roller 237 which operates to 
: firmly press the folded-over front flap 30 into intimate 
: adhering contact with the panels 27, 27 and the folded 
over side flaps 29, 29. 
Immediately after the front flap 30 of the book-case 

F unit 25 has been folded over and pressed onto the panels 
27, 27 by the fingers 247 and roller 237 as described, 

, the folding mechanism 230 is raised to its inoperative 
position, as shown in Figure 1, sufficiently to move the 
fingers 247 and roller 237 out of engagement with the 
passing book-case unit, whereby contact of said fingers 
and roller with the adhesive coated rear or trailing flap 
31 of the book-case unit and transfer of adhesive from 
said flap to the fingers and roller is completely avoided. 
Upon raising of the folding mechanism 230 and disen 
gagement of the fingers 247 from the advancing book 
case unit 25 as described, said fingers are swung rear 
wardly or clockwise (Fig. 10) relative to said book-case 
unit and returned to their original position by the action 
of the springs 248 in readiness to act on the next or suc 
ceeding book-case unit during the next cycle of opera 
tion of the machine when the folding mechanism 230 is 
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again lowered and the above described operations are re 
peated. - 

After the front flap 30 of the book-case unit 25 has 
been folded over and pressed onto the panels 27, 27 
by the fingers 247 and roller 237 as described, said book 
case unit passes from the first set of presser rollers 196 
to and beneath the second set of presser rollers 197 
which cooperate with the tapes 165 to insure continued 
forward movement of the book-case unit 25, which is now 
in the form thereof shown in Figure 19, beyond the 
front flap foiding mechanism 230. From the presser 
rollers 297 the book-case unit 25 is further advanced by 
the tapes 165 to the delivery rollers 226 and 227, and it 
is during this further movement of said book-case unit 
that the rear or trailing flap 31 thereof is folded over 
and onto the panels 27, 27 by the folding mechanism 
23 as the final step in the making of a finished book-case 
as shown in Figure 20, said folding of the rear flap 31 
being also effected without stopping the book-case unit 
or in any way retarding the movement thereof. As shown 
in Figures 1, 9, 13, 14, 15 and 16, the rear flap folding 
mechanism 231 is disposed above the tapes 165 and be 
tween the presser rollers 197 and the delivery roller 226, 
and is preferably operated and comprised by the follow 
ing instrumentalities. - 

Fixed on the driven single revolution shaft 98 is a 
sprocket 270 (Fig. 1) around which passes a chain 271 
which also passes around and drives a smaller diameter 
sprocket 272 (Figs. 1 and 9). This sprocket 272 is dis 
posed exteriorly of one of the side bars 200 and is fixed on 
the outwardly projecting end of a shaft 273 which is thus 
driven continuously by the chain. 27. The shaft 273 ex 
tends transversely of the machine and is journalled in suit 
able bearings in brackets 274 which are bolted or otherwise 
suitably secured to the side bars 200. The chain 271 
also passes over an idler sprocket 275 which serves to 
hold said chain out of rubbing contact with the cross bar 
i73 and is adjustably carried by one of the side frame 
members 35 so that slack in the chain may be taken 
up as desired. Fixed on the shaft 273 interiorly of and 
adjacent to the side bars 200 are identical sprockets 276 
of a larger diameter around which pass endless chains 277 
which also pass around rear sprockets 278 which are 
similarly located and are of the same size as the sprockets 
276. The sprockets 278 are fixed on a shaft 279 which 
extends transversely of the machine and is journalled in 
suitable bearings in brackets 280 which are bolted or 
otherwise suitably secured to the side bars 200. The 
sizes of the sprockets 270, 272 and 276 are so chosen 
that the chains 277 are driven at a surface speed faster 
than the surface speed of the tapes 165 for a purpose 
to appear hereinafter. In the illustrated embodiment 
the chains 277 are driven at a surface speed approxi 
mately twice that of the tapes 165. 
The rear flap folding mechanism 231 is connected to 

the chains 277 in a manner and by means to be pres 
ently described, and it will thus be apparent that by virtue 
of the described arrangement of the chains 277, the fold 
ing mechanism 23 will be moved bodily by said chains 
in a closed or circulatory path lying in a vertical plane 
and defined by an active lower outgoing straight course, 
an idle upper return straight course, and semi-circular 
courses connecting said straight courses and leading from 
one to the other. In this manner the rear or trailing flap 
31 of the book-case unit 25 will be accurately and advan 
tageously folded by the folding mechanism 231 while 
said book-case unit is in motion, and said folding mecha 
nism will be quickly returned to active position clear of 
the book-case unit acted upon and clear of the succeeding 
book-case unit, thus presenting no interference to the 
continued forward movement of said book-case units. 
As shown in Figures 9, 13, 14, 15 and 16, the rear flap 

folding mechanism 231 comprises a transversely extending 
shaft 281 which is preferably, but not necessarily, tubular 
and is disposed between the chains 277. Fixedly clamped 



2,749,967 
19 

to opposite ends of the shaft 23 are identical brackets 
282 which project downwardly from said shaft. Disposed 
below and forwardly of the shaft 28 is a transversely 
extending shaft 283 which is preferably, but not neces 
sarily, tubular and is provided in the opposite ends thereof 
with stub shafts 284 which are rotatably mounted in and 
project through and beyond suitable bearings provided in 
and at the front ends of the brackets 282. Projecting out 
wardly beyond the brackets 282 and secured in any stit 
able manner in and at the rear ends of said brackets are 
stub shafts 285 the axes of which are in the same plane 
as the axes of the stub shafts 284. The stub shafts 
284 are provided in the outer ends thereof with axially 
extending annular recesses 286 in which are engaged 
extended pins 287 which project inwardly from the adja 
cent chains 277 and serve to connect corresponding links 
of said chains, 

Disposed outwardly of and parallel to the brackets 232 
are horizontal blocks 288 which are engaged over the 
projecting ends of the adjacent stub shafts 284, 285 
and are provided in the outer faces and at the rear ends 
thereof with recesses 289 which are disposed at right 
angles to the axes of the stub shafts 285 and extend sym 
metrically above and below said axes. Slidably mounted 
in the recesses 289 in blocks 288 are bearing blocks 290 
provided with annular transverse openings 29 in which 
are engaged extended pins 292 which project inwardly 
from the adjacent chains 277 and serve to connect other 
corresponding links of said chains. Thus, the rear flap 
folding mechanism 231 is drivably connected to the 
chains 277 through engagement of the respective pins 287 
and 292 with the respective stub shafts 284 and bearing 
blocks 290, and mounting of said stub shafts and bearing 
blocks on the end-brackets 282 of said folding mechanism. 
The yieldable connections afforded by the slidable bear 
ing blocks 290 allows for the shortening of the center 
distance between the pins 287, 292 of the respective chains 
277 which occurs as the folding mechanism 232 travels 
around the sprockets 276, 278 at which times the corre 
sponding flexible chain sections between said pins are 
curved about said sprockets. Thus, the chains 277 may 
effectively follow the contour of the sprockets 276 and 
278, and a smooth and uniform movement of said chains 
and the folding mechanism 231 is thereby obtained. 
The rear flap folding mechanism 235 is supported and 

guided for straight-line forward movement parallel to the 
upper surfaces of the tapes 65 by two long lower track 
bars 293 and two companion shorter upper track bars 
294 (Figs. 1, 9, 13 and 15) which are disposed inwardly 
of and parallel to the chains 277 and are arranged to 
receive therebetween flanged rollers 295 (Figs. 9, 13, 14 
and 15) which are journalled on the stub shafts 234 and 
285 and are preferably, but not necessarily, provided 
with anti-friction bearings 296. The rollers 295 contact 
the upper and lower surfaces respectively of the bars 293, 
294 and substantially contact the inner surfaces of said 
bars, except for running clearance, thus holding the fold 
ing mechanism 23i against upward, downward and out 
ward dispacement during forward movement thereof by 
the chains 277. The lower track bars 293 are bolted or 
otherwise suitably secured at their rear ends to the brackets 
257, and at their front ends to other brackets 297 which 
are bolted or otherwise suitably secured to the side bars 
200. The upper track bars 294 are bolted or otherwise 
Suitably secured adjacent their opposite ends to brackets 
298 secured to parallel stay shafts 299 which extend 
transversely of the machine and are secured in any suit 
able manner at their opposite ends to the side bars 290. 
The folding mechanism 231 is supported and guided for 
Straight-line return movement by two short lower track 
bars 300 which are engaged by the rollers 295 and are 
bolted or otherwise suitably secured to the brackets 298. 

Disposed inwardly of and close to the end-brackets 
282 of the rear flap folding mechanism 231 are two iden 
tical horizontal arms 301 (Figs. 9, 13, 14, 15 and 16) 
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which are fixedly clamped at their front ends to the stub 
shafts 284 of the shaft 283. Extending transversely of 
the tapes 165 and disposed below and rearwardly of the 
shaft 281 is a roller 302 which is preferably, but not 
necessarily, tubular and is preferably journalled on needle 
bearings 393 disposed in opposite ends thereof and 
mounted on studs 304 which are secured in any suitable 
manner in the rear ends of the arms 301. Extending 
transversely of the tapes 165 and disposed between the 
shaft 283 and roller 362 is a shaft 305 which is pref 
erably journalied for rocking movement on needle bear 
ings (not shown) disposed in the opposite ends thereof 
and mounted on studs 306 which are secured in any suit 
able manner in the arms 36. It is to be noted that the 
axes of the roller 302 and shafts 283, 305 are all in the 
same plane, and that the roller 302 and shaft 305 are 
carried by the arms 301. It is also to be noted that the 
arms 36, roller 302 and shaft 305 are capable of pivotal 
movement as a unit about the axis of the shaft 283 rela 
tive to the end-brackets 282, and that the roller 302 is of 
a diameter larger than that of the shaft 283. 

Fixedly clamped to the shaft 305 centrally thereof is 
an abutment block 307 (Figs. 9, 13 and 16) which is 
adapted to normally engage a sleeve 308 of rubber or 
other suitable shock absorbing material, said sleeve being 
disposed rearwardly of said block and being engaged over 
a lug 309 formed integrally with a bracket 310 which is 
fixedly clamped to the shaft 283. Fixedly clamped to 
the shaft 305 and spaced substantially along the entire 
length of said shaft is a set of flap folding fingers 311 
which are transversely aligned and so rotatably posi 
tioned on said shaft that when the abutment block 307 
is in engagement with the sleeve 303, said fingers nor 
mally extend downwardly and forwardly at a desired 
angle, preferably forty-five degrees, from said shaft. Sur 
rounding opposite ends of the shaft 305 are torsion springs 
3i2 having corresponding ends thereof suitably connected 
to the adjacent outermost fingers 311 and the opposite 
ends suitably connected to the adjacent studs 306. The 
springs 312 operate to yieldingly urge the fingers 311 in 
a counter-clockwise direction, as viewed in Figures 13 
and 16, to their normal position shown in said figures 
determined through engagement of the block 307 with 
the sleeve 308, and to yieldingly resist rocking move 
ment of Said fingers in a clockwise direction from said 
position under certain conditions, as will be hereinafter 
described. 
The rear ends of the arms 30 have pivotally connected 

therewith, as at 313, rods 314 (Figs. 13, 14, 15 and 16) 
which extend upwardly through suitable clearance open 
ings in brackets 35 which are disposed directly above 
the arms 301 and are fixedly clamped to the shaft 281. 
Surrounding the rods 314 between the arms 301 and 
brackets 315 are coil compression springs 316 having the 
lower ends thereof engaging against said arms and the 
upper ends engaging against said brackets. Threaded on 
the upper ends of the rods 314 are adjusting nuts 317 en 
gageable with the brackets 315. The springs 316 operate 
to yieldingly urge the arms 301 and parts carried thereby 
downwardly relative to the end-brackets 282, and to 
continuously apply a yielding pressure on said arms. The 
adjusting nuts 317 are utilized to adjust the level of the 
arms 301 with respect to the tapes 165 when the folding 
mechanism 231 is in its operative position shown in Fig 
ure 16, Said adjustment being such that said arms are 
substantially parallel to the tapes 165, and depending on 
the thickness of the book-case units 25 that are to be 
handled, that the roller 302 either just contacts said tapes 
or is spaced therefrom a distance substantially equal to 
one-half the thickness of the book-case unit. It is to be 
noted that when the folding mechanism 231 is in its 
operative position, the flap folding fingers 311 extend 
downwardly and forwardly at an angle between and below 
the upper surfaces of the tapes. 165. 
The rear flap folding mechanism 231 is moved into 
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operative position and forwardly along the tapes 165 
once during each cycle of operation of the machine, and 
said operation is so timed that said folding mechanism 
moves into said position after the book-case unit 25 has 
been advanced by the tapes 165 sufficiently to bring the 
rear edge of said book-case unit a short distance beyond 
said position. Accordingly, the folding mechanism 231 
initially travels behind the advancing book-case unit 25 
and then, due to the increased surface speed thereof, over 
takes said book-case unit and moves beyond the rear 
edge thereof. Thereupon the folding fingers 315 engage 
the rear flap 31 of the advancing book-case unit 25 be 
neath the same and bend or partly fold said flap upwardly 
and forwardly about the rear edges of the panels 27, 27, 
said book-case unit at this time being held square and 
against forward sliding movement relative to the tapes 165 
by novel travelling front stop means, indicated generally 
at 320 (Fig. 16), to be hereinafter described. The rear 
flap 31 of the advancing book-case unit 25 is bent or folded 
upwardly by the travelling folding fingers 311 as de 
scribed until the relative forward movement of the fold 
ing mechanism 231 is resisted by said book-case unit, 
whereupon the fingers 311, through engagement thereof 
with the book-case unit and continued relative forward 
movement of said folding mechanism, are caused to 
swing rearwardly or in a clockwise direction (Fig. 16) 
against the tension of the springs.312 to a position such 
that they extend downwardly and rearwardly opposite 
to the direction of travel of the said book-case unit, thus 
tightly drawing the rear flap 31 of the book-case unit 
against the rear edges of the panels 27, 27 and folding said 
flap further upwardly and forwardly over and into con 
tact with said panels as said fingers sweep over said book 
case unit. It will be noted that the shaft 283 has an axial 
portion thereof removed, as indicated at 318, to provide 
sufficient clearance space for the described rearward swing 
ing movement of the fingers 311. 
As the folding mechanism 231 continues to move for 

wardly relate to the advancing book-case unit 25 after 
folding of the rear flap 31 of said book-case unit onto 
the panels 27, 27 by the fingers 31, the spring-pressed 
roller 302 passes over said rear flap and thereby firmly 
presses the same into intimate adhering contact with the 
panels 27, 27 and the folded-over side flaps 29, 29. 
Shortly after the rear flap 31 has been folded over and 
pressed onto the panels 27, 27 by the fingers 311 and 
roller 302, the folding mechanism 231 travels upwardly 
and rearwardly around the front sprockets 276 and out 
of engagement with the advancing book-case unit 25 
acted upon, at which time the fingers 311 are swung for 
wardly and returned to their original position by the 
action of the springs 312, and the folding mechanism 23 
is returned to operative position rearwardly of the next 
or succeeding book-case unit to act on the latter unit 
during the next cycle of operation of the machine. 
As shown in Figures 1, 8 and 16, the novel front stop 

means 320 for holding the successive book-case units 25 
against sliding forward movement relative to the tapes 
165 during performance of the folding operations on said 
book-case units by the rear flap folding mechanism 231, 
comprises a plurality of transversely aligned fingers 321, 
four being shown, which are spaced transversely of the 
machine and project upwardly between certain of the 
tapes 165 into the path of forward movement of the ad 
vancing book-case unit. These fingers 321 are pivotally 
mounted intermediate the ends thereof, as at 322, on 
special links 323 of endless chains 324 which extend 
longitudinally of the machine parallel to the tapes 165 
and are disposed below the horizontal portions of said 
tapes and between the idler return tape rollers 177 and 
178. The front portions of the chains 324 pass around 
sprockets. 325 which are fixed on the shaft 215 which, 
as hereinbefore described, is driven by the chain 213 and 
drives the tapes 165. The rear portions of the chains 
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324 pass around sprockets 326 which are fixed on a shaft 
327 which extends transversely of the machine and is 
journalled in suitable bearings in brackets 328 bolted 
or otherwise suitably secured to the side bars 168, 169. 
The chains 324 are continuously driven in the same direc 
tion as the tapes 165, and the sprockets 325 and 326 are 
all of the same size which is so chosen that said chains 
and the fingers 32 thereon are driven at the same surface 
speed as that of said tapes. The upper reaches of the 
chains 324 are supported and guided for straight-line hori 
zontal movement by track-bars 329 which are bolted or 
otherwise suitably secured at opposite ends thereof to 
brackets 339 which are, in turn, secured to parallel stay 
shafts 331. The stay shafts 331 extend transversely of 
the machine and are secured in any suitable manner on 
the side bars 168, 169. 
The chains 324 are provided at intervals therealong 

with a plurality of the fingers 321, three being shown, 
which are spaced apart a predetermined distance so that 
for each cycle of operation of the machine and for each 
book-case unit 25 passed through said machine a set of 
transversely aligned fingers will be in proper position to 
receive the book-case units. Each finger 321 has pivot 
ally connected to the lower end thereof as at 332 the 
rear end of a link 333 the front end of which is pivotally 
connected as at 334 with another special link 335 on the 
respective chain 324. It will thus be apparent that when 
the fingers 321 pass from the straight upper outgoing 
course of the chains 324 downwardly around the semi 
circular course defined by the front sprockets 325, the 
links 323 and 335 of said chains will be curved about said 
sprockets. Accordingly, the center distance between the 
pivot points 322 and 334 will be naturally shortened with 
the result that the fingers 321 will be rapidly swung for 
wardly about their pivots 322 by the links 333 relative 
to the chains 324 out of engagement with and out of the 
path of the advancing book-case unit 25. This occurs 
after the rear flap 3E of the advancing book-case unit 25. 
has been folded over and pressed onto the panels 27, 27 
by the folding fingers 311 and roller 302, and after the 
rear flap folding mechanism 231 has passed out of opera 
tive engagement with said book-case unit. It will also 
be apparent that when the fingers 321 pass from the semi 
circular course defined by the rear sprockets 326 and enter 
the upper straight outgoing course of the chains 324, the 
links 323 and 335 of said chains will be straightened. 
Accordingly, the center distance between the pivot points 
322 and 334 will be naturally increased with the result 
that the fingers 32 will be rapidly swung rearwardly 
about their pivots 322 by the links 333 relative to the 
chains 324 to a straight upright position perpendicular to 
said chains and projected into the path of travel of the 
book-case unit 25 on the conveyor tapes 165. This oper 
ation is so timed that when the fingers 321 are projected 
into the path of the advancing book-case unit 25, said 
book-case unit is spaced a short distance rearwardly from 
said fingers, whereby “fouling” of the fingers on the book 
case unit and resulting displacement of said book-case 
unit is completely avoided. The fingers 32 and book 
case unit 25 then travel forwardly in unison in such 
spaced relation until said book-case unit is engaged at 
the rear or trailing edge thereof by the folding fingers 
311 of the overtravelling folding mechanism 231 and 
moved by said folding fingers relative to the tapes 165 
into engagement with the fingers 321 and straightened 
thereagainst prior to the folding of the rear flap 31 of 
the book-case unit by the fingers 311 as hereinbefore 
described. 
The described folding and pressing operations effected 

by the folding mechanism 231 on the rear flap 31 of the 
advancing book-case unit 25 are the final operations per 
formed on said book-case unit to produce the finished. 
book-case shown in Figure 20. The book-case unit 25. 
in its finished form is then further advanced by the tapes 
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165 and transferred to the continuously driven delivery 
rollers 226, 227 for discharge thereby from the machine 
into a receptacle or onto a stacking conveyor or other 
well-known receiving means (not shown). To insure 
discharge of the successive finished book-cases from the 
machine, a relatively long presser roller 336 (Figs. i 
and 9) is provided which is disposed directly above the 
delivery roller 227 and is journaled at its opposite ends 
in bearings which are yieldably and adjustably mounted 
on brackets 337 whereby the roller 336 may yield relative 
to the roller 227 and be adjusted vertically with respect 
thereto. The brackets 337 are bolted or otherwise Suit 
ably secured to the side bars 200. 
The operation of the book-case making machine con 

structed in accordance with the present invention will be 
clearly understood from the foregoing description, and 
although only a single embodiment of the invention has 
been illustrated in the accompanying drawings and de 
scribed in the foregoing specification, it is to be expressly 
understood that said invention is not limited to said em 
bodiment. Various changes may be made therein, par 
ticularly in the design and arrangement of the parts ilius 
trated, as well as in the mode of operation, assembly 
and manner of use, without departing from the Spirit 
and scope of the invention, as will now be clear to those 
skilled in the art. 
What is claimed is: 
1. In apparatus of the class described, continuously 

driven conveyor means for supporting and continuously 
advancing a book-case unit in horizontal position along a 
substantially straight path, said book-case unit comprising 
a cover sheet and two transversely spaced panels on said 
cover sheet leaving edge portions of the cover sheet 
projecting to form front, rear and side flaps, operative 
folding means disposed at opposite sides of said path for 
folding the side fiaps of the cover sheet around the adja 
cent lateral edges of the panels and over and onto said 
panels, means for moving said folding means bodily in 
unison in the same direction as the advancing book-case 
unit and at a surface speed the same as that of Said 
book-case unit whereby the latter and said folding means 
are in effect stationary with relation to each other during 
said folding operation, means for operating said folding 
means transversely of said path in unison during such 
movement to simultaneously engage said side flaps and 
effect said folding thereof, and clamp means movable in 
unison with said conveyor means and engaging said book 
case unit for holding the latter against movement relative 
to said conveyor means during advancing movement 
thereof and during folding of said side flaps. 

2. Apparatus as defined in claim 1, comprising tucker 
means movable longitudinally and transversely of said 
path with the folding means and disposed laterally and 
outwardly of said folding means for pressing the free ends 
of the folded-over side flaps of the cover sheet against 
the unfolded front and rear flaps of said cover sheet con 
currently with the folding of said side flaps. 

3. in apparatus of the character described, a con 
tinuously driven conveyor for advancing a book-case 
cover sheet in a unidirectional path, operative folding 
means for folding a side edge portion of the cover sheet 
over the body of said cover sheet, means for operating 
said folding means, and means for moving said folding 
means bodily in the same direction as the advancing cover 
sheet and at a surface speed the same as that of said cover 
sheet while the folding operation is being performed. 

4. in apparatus of the character described, a con 
tinuously driven conveyor for advancing a book-case 
cover sheet in a unidirectional path, and folding mech 
anism along said path and having a rectilinear reciprocat 
ing movement in line with the direction of movement 
of the cover sheet and acting in unison with the move 
ment of said cover sheet for folding an edge portion of 
the cover sheet over the body of said cover sheet. 
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5. In apparatus of the class described, continuously 

driven conveyor means for supporting and continuously 
advancing a book-case unit in horizontal position along a 
rectilinea path, said book-case unit comprising a cover 
sheet and panel means on a surface of said cover sheet 
leaving edge portions of the cover sheet projecting to form 
front, rear and side flaps, folding means disposed along 
and at opposite sides of said path and having a rectilinear 
reciprocating movement longitudinally of said conveyor 
means and acting in unison with the movement of the 
book-case unit for simultaneously folding the side flaps 
of the cover sheet around the adjacent edges of the 
panel means and over and onto said panel means while 
the book-case unit is being advanced by said conveyor 
means, and clamp means movable in unison with said 
conveyor means and engaging said book-case unit for 
holding the latter against movement relative to said con 
veyor means during advancing movement thereof and 
during folding of said side flaps. 

6. Apparatus as defined in claim 5, comprising tucker 
means reciprocal with the folding means and disposed 
laterally and outwardly of said folding means for pressing 
the free ends of the folded-over side flaps of the cover 
sheet against the unfolded front and rear flaps of said 
cover sheet immediately following the folding of said 
side flaps. 

7. In apparatus of the class described, continuously 
driven conveyor means for advancing a book-case unit 
continuously in horizontal position along a rectilineal 
path, said book-case unit comprising a cover sheet and 
panel means on said cover sheet and spaced inwardly of 
the edges thereof, folding means for folding a projecting 
side flap portion of the cover sheet around the adjacent 
lateral edge of the panel means and over and onto said 
panel means, and means for imparting to said folding 
means rectilineal movement longitudinally of said con 
veyor means in unison with the advancing book-case unit 
and movement in a path transverse to said rectilineal 
movement during said latter movement to cause the same 
to engage said side flap portion and effect said folding 
thereof, said conveyor means including clamp means 
engaged with the book-case unit for holding the latter 
against movement relative to said conveyor means during 
movement thereof and during folding of said side flap 
portion. 

8. In apparatus of the class described, continuously 
driven conveyor means for advancing a book-case unit 
continuously along a rectilineal path, said book-case unit 
comprising a cover sheet and panel means on the upper 
surface of said cover sheet leaving edge portions of the 
cover sheet projecting to form front, rear and side flaps, 
folding mechanisms disposed along and at opposite sides 
of said path and having rectilinear forward and return 
movements in unison longitudinally of said conveyor 
means, means for imparting to said folding mechanisms 
Said forward movement in unison with the movement of 
the book-case unit, said folding mechanisms each com 
prising a first folding element for initially deflecting the 
adjacent side flap of the cover sheet upwardly out of 
the line of travel of the advancing book-case unit, and a 
second folding element movable transversely of said path 
and operable during the forward movement of the folding 
mechanism for further folding said side flap around the 
adjacent side edge of the panel means and over and onto 
Said panel means, and means for so moving the second 
folding elements of both said folding mechanisms in 
liSO. 

9. Apparatus as defined in claim 8, wherein said fold 
ing mechanisms include tucker members movable trans 
versely of Said path in unison with said second folding 
elements and acting to press the opposite free ends of 
the folded-over side flaps of the cover sheet against the 
???ying unfolded front and rear flaps of said cover 
Sheet. 

10. Apparatus as defined in claim 8, wherein said 
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folding mechanisms include hold-down members movable 
transversely of said path in unison with said second fold 
ing elements and acting to hold the advancing book-case 
unit against upward displacement during the initial fold 
ing of the side flaps of said book-case unit by the first 
folding elements. 

11. Apparatus as defined in claim 8, wherein said first 
folding element of each folding mechanism is in the 
form of a relatively fixed vertically disposed blade-like 
member extending parallel to the path of travel of the 
advancing book-case unit, said blade-like member being 
so shaped and positioned that, through advancing move 
ment of the book-case unit relative thereto, the adjacent 
side flap of said book-case unit is bent upwardly thereby 
about the adjacent side edge of the panel means to a sub 
stantially vertical position, and said second folding elle 
ment of each folding mechanism is in the form of a 
roller rotatable about an axis extending parallel to said 
path and normally spaced laterally from the advancing 
book-case unit with its lower part extending slightly below 
the plane of the upper surface of said book-case unit. 

12. Apparatus as defined in claim 11, wherein said 
folding roller is mounted for yielding movement vertically 
relative to the advancing book-case unit, and comprising 
resilient means operatively connected to said roller for 
yieldingly urging the same downwardly and for applying 
a yielding pressure thereon. 

13. In apparatus of the class described, a pair of 
opposed continuously driven endless conveyors engage 
able with opposite faces of a book-case unit inwardly of 
the side edges thereof for advancing said book-case unit 
continuously in horizontal position along a straight path, 
said book-case unit comprising a cover sheet and panel 
Imeans on the upper surface of said cover sheet leaving 
edge portions of the cover sheet projecting to form front, 
rear and side flaps, a carriage disposed beneath and 
extending transversely of said path, means supporting said 
carriage for straight-line reciprocating movement longi 
tudinally of said path, means for imparting to said car 
riage forward movement in-unison with the movement of 
the book-case unit, folding mechanisms on said carriage 
and disposed at opposite sides of said path, said folding 
mechanisms each comprising a fixed blade-like member 
extending parallel to said path and so shaped and arranged 
that prior to said forward movement of said carriage the 
adjacent side flap of the cover sheet is folded upwardly 
by said member about the adjacent side edge of the panel 
means to a substantially vertical position through for 
ward movement of the book-case unit relative to said 
member, a folding roller disposed forwardly of said blade 
like member and extending parallel to said path, means 
mounting said roller for pivotal movement about a 
horizontal axis and for movement transversely of said 
path inwardly and outwardly to engage said side flap 
and further fold the same tightly around said side edge 
of the panel means and over and onto said panel means 
and then to release the advancing book-case unit, resilient 
means operatively connected to said roller mounting 
CalS for yieldingly urging said roller downwardly, and 

for applying a yielding pressure thereon, and means for 
imparting said inward and outward movements to the 
folding rollers of both said folding mechanisms in unison 
and during said forward movement of said carriage. 

14. In apparatus of the class described, continuously 
driven conveyor means for advancing along a rectilineal 
path a book-case unit comprising panel means and a cover 
sheet having the front or leading edge portion thereof. 
projecting beyond said panel means and forming a front 
flap, folding means disposed above said conveyor, means 
for folding said front flap upwardly and rearwardly 
around the front edge of the panel means and over and 
onto said panel means while the book-case unit is traveling 
along said path, said folding means comprising a plu 
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at a downward and rearward inclination into the path of 
the advancing book-case unit to cause the front flap of 
the cover sheet to ride up and along the same thereby 
deflecting said flap upwardly out of the line of travel of 
said book-case unit, means mounting said fingers for 
bodily movement downwardly and upwardly to operative 
and inoperative positions, respectively, means for moving 
said fingers downwardly to said operative position in 
timed relation with the movement of the book-case unit 
along the conveyor means, means mounting said fingers 
for pivotal movement about a horizontal transverse axis 
to a downwardly and forwardly inclined position by the 
advancing book-case unit when said front flap is extended 
over said fingers, whereby said front flap is folded rear 
wardly around the front edge of the panel means and 
over and onto said panel means by said fingers through 
continued advancing movement of said book-case unit, 
spring means operatively connected to said fingers for 
yieldingly resisting movement thereof by the book-case 
unit, and means operative following the folding of said 
front flap for moving said fingers upwardly to inoperative 
position clear of the advancing book-case unit. 

15. Apparatus as defined in claim 14, comprising 
presser means disposed forwardly of said fingers for 
pressing the folded-over front flap of the cover sheet 
against the panel means as the advancing book-case unit 
travels beneath the same. 

16. Apparatus as defined in claim 14, comprising 
presser means disposed forwardly of said fingers and 
movable downwardly and upwardly in unison with said 
fingers for pressing the folded-over front flap of the cover 
sheet against the panel means as the advancing book-case 
unit travels beneath the same. 

17. In apparatus of the class described, continuously 
driven conveyor means for advancing along a rectilineal 
path a book-case unit comprising panel means and a 
cover sheet having the front or leading edge portion 
thereof projecting beyond said panel means and forming 
a front flap, folding means disposed above said conveyor 
means for folding said front flap upwardly and rearwardly 
around the front edge of the panel means and over and 
onto said panel means while the book-case unit is traveling 
along said path, said folding means comprising a plu 
rality of transversely spaced and aligned fingers extending 
at a downward and rearward inclination into the path 
of the advancing book-case unit to cause the front flap 
of the cover sheet to ride up and along the same thereby 
deflecting said flap upwardly out of the line of travel of 
said book-case unit, means mounting said fingers for 
pivotal movement about a horizontal transverse axis to 
a downwardly and forwardly inclined position by the 
advancing book-case unit when said front flap is extended 
over said fingers, whereby said front flap is folded rear 
wardly around the front edge of the panel means and over 
and onto said panel means by said fingers through con 
tinued advancing movement of said book-case unit, spring 
means operatively connected to said fingers for yieldingly 
resisting movement thereof by the book-case unit, roller 
means disposed forwardly of said fingers for pressing the 
folded-over front flap against the panel means as the 
advancing book-case unit travels beneath the same, means 
mounting said fingers and said roller means for bodily 
movement in unison downwardly and upwardly to oper 
ative and inoperative positions, respectively, means mount 
ing said fingers and said roller means for adjustment as 
a unit with respect to the level of the book-case unit, 
means for moving said fingers and said roller means 
downwardly to said operative position in timed relation 
with the movement of the book-case unit along the con 
veyor means, and means operative following the folding 
and pressing operations on said front flap for moving said 
fingers and said roller means upwardly to inoperative 
position clear of the advancing book-case unit. 

18. In apparatus of the class described, continuously rality of transversely spaced and aligned fingers extending 75 driven conveyor means for advancing along a rectilineal 
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path a book-case unit comprising panel means and a cover 
sheet having the rear or trailing edge portion thereof pro 
jecting beyond said panel means and forming a rear flap, 
and folding means wholly disposed above and extending 
transversely of said conveyor means and traveling in the 
same direction as and relative to said book-case unit for 
folding said rear flap upwardly and forwardly around the 
rear edge of the panel means and over and onto said panel 
means while the book-case unit is being advanced by said 
conveyor means. 

19. in apparatus of the class described, conveyor means 
for advancing along a rectilineal path a book-case unit 
comprising panel means and a cover sheet having the rear 
or trailing edge portion thereof projecting beyond said 
panel means and forming a rear flap, means for driving 
said conveyor means continuously and at a predetermined 
uniform Surface speed, folding means wholly disposed 
above and extending transversely of said conveyor means 
for folding said rear flap upwardly and forwardly around 
the rear edge of the panel means and over and onto said 
panel means while the book-case unit is being advanced by 
said conveyor means, and means for moving said folding 
means bodily in the same direction as the advancing book 
case unit and at a uniform surface speed in excess of the 
Surface speed of said book-case unit so as to engage said 
rear flap beneath the same and effect said folding thereof. 

20. Apparatus as defined in claim 19, comprising means 
engaged by the advancing book-case unit and traveling in 
the same direction and at the same surface speed as that 
of the book-case unit for holding said book-case unit 
against forward movement relative to the conveyor means 
while the folding of the rear flap is being performed by 
the folding means. 

21. Apparatus as defined in claim 19, comprising 
presser means disposed rearwardly of the folding means 
and traveling in unison with said folding means for press 
ing the folded-over rear flap of the cover sheet against the 
panel means as said presser means travels over and rela 
tive to the advancing book-case unit. 

22. In apparatus of the class described, conveyor means 
for advancing along a rectilineal path a book-case unit 
comprising panel means and a cover sheet having the rear 
or trailing edge portion thereof projecting beyond said 
panel means and forming a rear flap, means for driving 
said conveyor means continuously and at a predetermined 
uniform surface speed, folding means wholly disposed 
above and extending transversely of said conveyor means 
for folding said rear flap upwardly and forwardly around 
the rear edge of the panel means and over and onto said 
panel means while the book-case unit is being advanced 
by said conveyor means, and means for moving said fold 
ing means bodily in a closed or circulatory path disposed 
in a vertical plane and at a uniform surface speed in excess 
of the surface speed of said book-case unit so as to engage 
said rear flap beneath the same and effect said folding 
thereof. 

23. În apparatus of the class described, a conveyor in 
cluding a plurality of transversely spaced endless tapes for 
advancing along a straight path and in horizontal position 
a book-case unit comprising panel means and a cover sheet 
having the rear or trailing edge portion thereof projecting 
beyond Said panel means and forming a rear flap, means 
for driving said tapes continuously and at a predeter 
mined uniform surface speed, a pair of transversely spaced 
endless chains disposed above and extending along said 
tapes, means for driving said chains continuously at a sur 
face Speed in excess of the Surface speed of said tapes and 
in a direction such that the lower reaches thereof travel in 
the same direction as the advancing book-case unit, a 
folding mechanism disposed between and connected to 
said chains for bodily movement thereby, said folding 
mechanism comprising a plurality of transversely spaced 
and aligned fingei's extending at a downward and forward 
inclination between and below said tapes so as to engage 
said rear flap beneath the same and thereby initially deflect 
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said rear flap upwardly out of the line of travel of the 
book-case unit, means mounting said fingers for pivotal 
movement about a horizontal axis, said fingers after said 
rear flap is so initially deflected thereby being swung to a 
downwardly and rearwardly inclined position through en 
gagement thereof with the advancing book-case unit and 
continued forward movement relative to said book-case 
unit, whereby said rear flap is folded by said fingers 
upwardly and forwardly around the rear edge of the panel 
means and over and onto said panel means, and spring 
means operatively connected to said fingers for yieldingly 
resisting pivotal movement thereof to said downwardly 
and rearwardly inclined position, and means engaged by 
the advancing book-case unit and traveling in the same 
direction and at the same surface speed as that of said 
tapes for holding said book-case unit against forward slid 
ing movement relative to said tapes while the folding of 
said rear flap is being performed by said fingers. 

24. Apparatus as defined in claim 23, wherein said 
book-case-unit holding means comprises a plurality of 
transversely spaced chains disposed below and extending 
along the tapes, a plurality of book-case-unit engaging 
members carried by said chains at corresponding positions 
thereon and spaced a predetermined distance apart along 
said chains, said members projecting upwardly from said 
chains into the path of travel of the advancing book-case 
unit, and means for driving said chains at the same surface 
speed as that of the tapes and in timed relation with the 
movement of the book-case unit whereby said book-case 
unit is moved by the folding fingers relative to the tapes 
into engagement with corresponding members on said 
chains. 

25. Apparatus as defined in claim 23, comprising roller 
means disposed rearwardly of the flap folding fingers and 
movable in unison with said fingers by the chains for 
pressing the folded-over rear flap of the cover sheet against 
the panel means as said roller means passes over and rela 
tive to the advancing book-case unit. 

26. Apparatus as defined in claim 23, wherein said 
book-case-unit holding means comprises a plurality of 
transversely spaced endless chains disposed below and ex 
tending along the tapes, front sprockets around which said 
chains pass, rear sprockets around which said chains pass, 
a plurality of stop-fingers pivotally mounted on corre 
sponding links of said chains and spaced a predetermined 
distance apart along said chains, means for Swinging said 
stop-fingers upwardly and rearwardly relative to said 
chains to a substantially vertical position into the path of 
travel of the advancing book-case unit prior to engage 
ment of the rear flap of the cover sheet by the folding 
fingers and for swinging said stop-fingers forwardly and 
downwardly relative to said chains out of said path after 
said rear flap has been folded by said folding fingers, and 
means for driving said chains at the same surface speed 
as that of the tapes and in timed relation with the move 
ment of the book-case unit whereby said book-case unit 
is moved by said folding fingers relative to said tapes into 
engagement with corresponding stop-fingers on said chains. 

27. Apparatus as defined in claim 26, wherein the move 
ment of the stop-fingers into the path of travel of the 
book-case unit occurs as said stop-fingers pass from the 
rear sprockets into the straight upper runs of the chains, 
and the movement of the stop-fingers out of said path oc 
curs as said stop-fingers pass from said straight runs 
around the front sprockets, and said movements are effect 
ed by connecting links pivotally connected to said stop 
fingers and to other corresponding links of said chains. 

28. In apparatus of the class described, continuously 
driven conveyor means for advancing successive book 
case units continuously in horizontal position along a uni 
directional path, each of said book-case units comprising a 
cover sheet and panel means on the upper surface of said 
cover sheet leaving edge portions of the cover sheet pro 
jecting to form front, rear and side flaps, folding means 
disposed at opposite sides of said conveyor means and at 
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one locality of said path for simultaneously folding said 
side flaps of the cover sheet of each book-case unit in 
turn upwardly and inwardly around the adjacent side 
edges of the panel means and over and onto said panel 
means while said unit is traveling along said path, folding 
means wholly disposed above and extending transversely 
of said conveyor means and disposed at a further locality 
of said path for folding said front flap of the cover sheet 
of each book-case unit in turn upwardly and rearwardly 
around the front edge of the panel means and over and 
onto said panel means while said unit is travelling along 
said path, and folding means wholly disposed above and 
extending transversely of said conveyor means and dis 
posed at a locality beyond said further locality for fold 
ing said rear flap of the cover sheet of each book-case unit 
in turn upwardly and forwardly around the rear edge of 
the panel means and over and onto said panel means 
while said unit is traveling along said path. 

29. In apparatus of the class described, conveyor means 
for advancing a book-case unit in horizontal position along 
a unidirectional path, said book-case unit comprising a 
cover sheet and panel means on the upper surface of said 
cover sheet leaving edge portions of the cover sheet pro 
jecting to form front, rear and side flaps, means for driv 
ing said conveyor means continuously at a predetermined 
uniform surface speed, folding devices disposed at oppo 
side sides of said conveyor means at one locality of said 
path for simultaneously folding said side flaps around the 
adjacent side edges of the panel means and over and onto 
said panel means, means for moving said folding devices 
in unison transversely of said path to effect said folding of 
said side flaps, means for moving said folding devices in 
unison along said path in unison with the advancing book 
case unit during the folding operation, a second folding 
device extending transversely of said conveyor means 
above the same and disposed in and at a further locality of 
said path to be engaged by the advancing book-case unit 
and through movement of said book-case unit relative 
thereto for folding said front flap around the front edge of 
the panel means and over and onto said panel means, 
means mounting said second folding device for yielding 
pivotal movement by the advancing book-case unit to ef 
fect said folding of said front flap, a third folding device 
extending transversely of said conveyor means above the 
same and disposed at a locality beyond said further lo 
cality for folding said rear flap around the rear edge of the 
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panel means and over and onto said panel means, and 
means for moving said third folding device in the same 
direction as the advancing book-case unit and at surface 
speed in excess of the surface speed of said book-case unit 
to effect said folding of said rear flap through movement 
of said third folding device relative to the advancing book 
case unit. 

30. Apparatus as defined in claim 29, wherein said first 
named folding devices include tucker elements movable in 
unison with said devices for pressing the free ends of the 
folded-over side flaps against the underlying unfolded 
front and rear flaps concurrently with the folding of said 
side flaps. 

31. Apparatus as defined in claim 29, comprising a 
presser device disposed forwardly of the second folding de 
vice for pressing the folded-over front flap against the 
panel means as the advancing book-case unit travels be 
neath the same, and a presser device disposed rearwardly 
of the third folding device and travelling in unison with 
said third folding device for pressing the folded-over rear 
flap against said panel means as the same travels over and 
relative to said book-case unit. 

32. Apparatus as defined in claim 29, comprising means 
movable in unison with the advancing book-case unit for 
holding said book-case unit against upward displacement 
from the conveyor means while the folding of the side 
flaps is being performed by the first-named folding de 
vices, and means engageable by the advancing book-case 
unit and traveling in the same direction and at the same 
Surface speed as that of said conveyor means for holding 
said book-case unit against sliding forward movement rela 
tive to the conveyor means while the folding of the rear 
flap is being performed by the third folding device. 
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