The present invention relates to a method of manufacturing a fibrous, oxygen barrier film by casting a suspension comprising microfibrillated cellulose onto a non-porous substrate in a number of subsequent steps with intermediate drying. The invention enables an efficient method to manufacture an MFC film by casting technology without the problems of cracks or voids formed in the film. By applying the MFC in several layers, with in-between drying, the distance the water has to diffuse through is shorter, whereby the evaporation is more efficient and the film properties are not negatively affected by the drying.
Method of manufacturing a film comprising microfibrillated cellulose

Field of invention

The present invention relates to a method of manufacturing a fibrous-based oxygen barrier film. The invention further covers films made by the method and uses thereof.

Background of the invention

An effective gas and/or aroma barrier and particularly oxygen barrier is required in packaging industry for shielding products that are oxygen-sensitive, thereby extending their shelf-life. These include many food products, in particular, but also pharmaceutical products and in electronic industry products. Known packaging materials with oxygen barrier properties may be comprised of one or several polymer films or of a fibrous paper or board coated with one or several layers of an oxygen barrier polymer, usually as part of a multilayer coating structure.

More recently, microfibrillated cellulose (MFC) films, in which defibrillated cellulosic fibrils have been suspended e.g. in water, re-organized and rebonded together forming a film that is predominantly continuous good gas barrier properties have been developed.

Such films may be made by applying an MFC suspension on a porous substrate forming a web followed by dewatering of the web by draining water through the substrate for forming the film. This can be accomplished e.g. by use of a paper- or paperboard machine type of process. US2012298319A teaches a method of manufacturing of an MFC film by applying a furnish comprising MFC directly on porous substrate thus allowing the MFC to be dewatered and filtered.

Alternatively, the film can be made by use of casting technologies, including applying an MFC dispersion onto a non-porous cast substrate, such as a polymeric or metal substrate, and drying said film by evaporation. The
advantages of this technology include uniform thickness distribution and smoother surface of the film. The publication EP 2771390 A4 describes preparation of MFC films, in which an aqueous cellulose nanofiber dispersion is coated on a paper or polymeric substrate, dried and finally peeled off as a nanofiber film sheet.

One problem connected with the cast process is that when the film is forming in the drying step, the slow diffusion of water restricts the drying rate. The diffusion of water vapor through the film is a slow process which has a negative impact on the process efficiency. If the drying speed is increased, voids or even cracks may be formed in the film deteriorating its properties. A further problem with the cast process is the formation of shrink tensions in the formed film which may have a negative impact on its strength properties, such as strain at break or tensile strength.

Films made from MFC further need to comprise quite a large amount of plasticizers in order to exhibit the required stretchability. There is a need to limit the amount of plasticizers, especially in films to be used in connection with food packages in order to comply with stipulated laws and regulations.

Moreover, a high amount of plasticizers may deteriorate the mechanical and barrier properties of the film.

Summary of the invention

It is an object of the present disclosure to enable the manufacturing of a thin MFC film with high strength and barrier properties and an improved stretchability, while avoiding the aforementioned problems connected to the drying of the film and the use of a large amount of plasticizers. It is a further object of the invention to provide a more cost efficient method of manufacturing such a thin MFC film.

These objects, and further advantages, are wholly or partially achieved by the suggested method, the film and the use thereof according to the appended independent claims. Embodiments are set forth in the appended dependent claims, and in the following description.
The method of the invention relates to a method of manufacturing a fibrous, oxygen barrier film comprising the steps of:

- providing at least a first and a second suspension each comprising microfibrillated cellulose (MFC) in an amount of at least 50 weight % (wt%) calculated on the total solids content of said suspension,
- applying said first suspension on a non-porous substrate to form a first web,
- drying said first web to a solids content of at least 50 wt% (calculated on the total weight of said web) in an intermediate drying step,
- applying said second suspension comprising microfibrillated cellulose (MFC) onto the surface of said dried first web to form a second web,
- drying the web, comprising said first and second web, in a final drying step to form a film having a basis weight of less than 40 g/m² and an Oxygen Transmission Rate (OTR) value of below 10 ml/m²/24h at 50% RH, preferably below 5 ml/m²/24h at 50% RH or even below 2 ml/m²/24h at 50% RH.

The invention enables an efficient method to manufacture an MFC film by casting technology without the problems of cracks or voids formed in the film. By applying the MFC in several layers, with in-between drying, the distance the water has to diffuse through the film is shorter, whereby the evaporation is more efficient and the film properties are not negatively affected by the drying process. In this way, the drying rate can be increased which further improves the production efficiency. The method may further comprise a step of drying said second web in a second intermediate drying step and a step of applying a third suspension, comprising microfibrillated cellulose (MFC) in an amount of at least 50 wt% calculated on the total solids content of said suspension, onto said dried second web prior to the final drying step. The method may comprise applying a predetermined number of suspensions comprising microfibrillated cellulose in an amount of at least 50 weight % onto a substrate in at least four, or at least five, or at least six subsequent steps, preferably at least 8 subsequent steps, with intermediate drying steps, prior to the final drying step. The higher number of layers applied to build up the desired thickness, the
more even the thickness of the film will be. This has a positive impact on the barrier properties of the film.

In one embodiment, the web is dried to a solids content of between 50 - 95 wt%, preferably between 50 - 75 wt%, most preferably between 60 - 70 wt%, in the intermediate drying step/s prior to the step of applying a subsequent suspension onto the web. Thus, the first web is dried to such solids content before the application of a second web, and the potential first and second web is dried to such solids content before the application of a third web etc.

The drying of the web in the intermediate drying step/s, e.g. the first web, before the application of a subsequent web may be performed by use of drying methods well known in the art, e.g. by use of hot air, IR, microwaves, roll drying or by thermal heating of the substrate.

The total drying time, including intermediate and final drying steps, is preferably less than 5 minutes, more preferably less than 3 minutes, which renders the method efficient.

The suspensions, i.e. the first and second suspension or the pre-determined number of suspensions, preferably have a dry content of at least 3.5 wt%, more preferably at least 5 wt%, or at least 15 wt%, most preferably between 15 - 30 wt% or between 15 -25 wt%. The method of the invention makes it possible to use such high dry contents, which involves savings in terms of energy consumption and enables even higher drying rates.

The suspensions, i.e. the first and the second suspension or the pre-determined number of suspensions, are preferably applied on the substrate by use of a non-impact coating technology, such as spraying or curtain coating. However, the most preferred application method is spray coating, since this application method efficiently avoids destruction of a previous formed layer and enables the use of high dry contents.

In one preferred embodiment of the invention at least one of the suspensions, i.e. the first and/or second suspension or one or several of the number of suspensions, comprises a plasticizer in an amount of less than 30wt%, preferably less than 15wt%, or less than 10wt%, 5 wt%, 1 wt% or even less than 0.1 wt%, all percentages calculated on the total amount of solids in the suspension. In one embodiment, all of the suspensions forming the film
comprise plasticizer in an amount of less than 30wt%, preferably less than 15wt%, or less than 10wt%, 5 wt%, 1 wt% or even less than 0.1 wt%, all percentages calculated on the total amount of solids in the suspension. The suspensions forming the film may comprise no plasticizers at all.

In one embodiment, at least one of the suspensions comprises chemically modified microfibrillated cellulose.

In a second aspect the invention relates to a fibrous-based oxygen barrier film, preferably made by the method according to the invention, which film comprises plasticizers in an amount of less than 10 wt%, preferably less than 5 wt% or less than 0.1 wt%, all wt% calculated on the total weight of said dried film. Said film further exhibits:

- a basis weight of less than 40 g/m², preferably less than 35 g/m²,
- an Oxygen Transmission Rate (OTR) value of below 10, preferably below 5 or even below 2 ml/m²/24h at 50% RH and
- a strain at break value of at least 3.5%, preferably at least 4%

Said film provides extraordinary oxygen barrier and strength properties.

The film may further be characterized by features appearing in the embodiments related to the first aspect.

In a third aspect, the invention relates to the use of the film in food or liquid packaging applications.

Detailed description

Microfibrillated cellulose (MFC) shall in the context of the patent application mean a nano scale cellulose particle fiber or fibril with at least one dimension less than 100 nm. MFC comprises partly or totally fibrillated cellulose or lignocellulose fibers. The liberated fibrils have a diameter less than 100 nm, whereas the actual fibril diameter or particle size distribution and/or aspect ratio (length/width) depends on the source and the manufacturing methods.

The smallest fibril is called elementary fibril and has a diameter of approximately 2-4 nm (see e.g. Chinga-Carrasco, G., Cellulose fibres,
nanofibrils and microfibrils: The morphological sequence of MFC components from a plant physiology and fibre technology point of view, Nanoscale research letters 2011, 6:417), while it is common that the aggregated form of the elementary fibrils, also defined as microfibril (Fengel, D., Ultrastructural behavior of cell wall polysaccharides, Tappi J., March 1970, Vol 53, No. 3.), is the main product that is obtained when making MFC e.g. by using an extended refining process or pressure-drop disintegration process. Depending on the source and the manufacturing process, the length of the fibrils can vary from around 1 to more than 10 micrometers. A coarse MFC grade might contain a substantial fraction of fibrillated fibers, i.e. protruding fibrils from the tracheid (cellulose fiber), and with a certain amount of fibrils liberated from the tracheid (cellulose fiber).

There are different acronyms for MFC such as cellulose microfibrils, fibrillated cellulose, nanofibrillated cellulose, fibril aggregates, nanoscale cellulose fibrils, cellulose nanofibers, cellulose nanofibrils, cellulose microfibers, cellulose fibrils, microfibrillar cellulose, microfibril aggregates and cellulose microfibril aggregates. MFC can also be characterized by various physical or physical-chemical properties such as large surface area or its ability to form a gel-like material at low solids (1-5 wt%) when dispersed in water.

The cellulose fiber is preferably fibrillated to such an extent that the final specific surface area of the formed MFC is from about 1 to about 300 m²/g, such as from 1 to 200 m²/g or more preferably 50-200 m²/g when determined for a freeze-dried material with the BET method.

Various methods exist to make MFC, such as single or multiple pass refining, pre-hydrolysis followed by refining or high shear disintegration or liberation of fibrils. One or several pre-treatment step is usually required in order to make MFC manufacturing both energy efficient and sustainable. The cellulose fibers of the pulp to be supplied may thus be pre-treated enzymatically or chemically. The cellulose fibers may be chemically modified before fibrillation, wherein the cellulose molecules contain functional groups other (or more) than found in the original cellulose. Such groups include, among others, carboxymethyl (CMC), aldehyde and/or carboxyl groups (cellulose obtained by N-oxyl mediated oxidation, for example "TEMPO"), or quaternary ammonium (cationic cellulose). After being modified or oxidized in one of the above-described
methods, it is easier to disintegrate the fibers into MFC or nanofibrillar size or NFC.

The nanofibrillar cellulose may contain some hemicelluloses; the amount is dependent on the plant source. Mechanical disintegration of the pre-treated fibers, e.g. hydrolysed, pre-swelled, or oxidized cellulose raw material is carried out with suitable equipment such as a refiner, grinder, homogenizer, colloidor, friction grinder, ultrasound sonicator, fluidizer such as microfluidizer, macrofluidizer or fluidizer-type homogenizer. Depending on the MFC manufacturing method, the product might also contain fines, or nanocrystalline cellulose or e.g. other chemicals present in wood fibers or in papermaking process. The product might also contain various amounts of micron size fiber particles that have not been efficiently fibrillated.

MFC is produced from wood cellulose fibers, both from hardwood or softwood fibers. It can also be made from microbial sources, agricultural fibers such as wheat straw pulp, bamboo, bagasse, or other non-wood fiber sources. It is preferably made from pulp including pulp from virgin fiber, e.g. mechanical, chemical and/or thermomechanical pulps. It can also be made from broke or recycled paper.

The above described definition of MFC includes, but is not limited to, the new proposed TAPPI standard W 13021 on cellulose nanofibril (CNF) defining a cellulose nanofibre material containing multiple elementary fibrils with both crystalline and amorphous regions, having a high aspect ratio with width of 5-30nm and aspect ratio usually greater than 50.

The oxygen transmission rate (OTR) as used in the patent claims and in the description is measured in accordance with (ASTM D 3985-05), in 24 hours at 23⁰C, 50% RH.

Tensile tests of the MFC films were conducted using an MTS tensile tester with a Teststar II S controller (MTS, USA). The tensile tester was equipped with a 500 N load cell. At test, the cross head speed was 5 mm/min. Measurements were made at 23°C and 50% RH on films conditioned at least 48 hours prior to testing. At least 7 samples were cut out of each film and tested. During testing the sample clamping length and width was 30 mm and 6.1 mm, respectively. Special attention was paid to ensure that the samples did not slip in the clamps during testing. Mechanical properties such as strength index, stiffness index
and strain at break (as used throughout the description and in the claims) were
determined from the measured stress-strain curves.

The term "plasticizers" as used herein is meant additives that increase the
plasticity of the film. Plasticizers used in the process of the invention can e.g.
be chosen from the group of sugar alcohols such as sorbitol, polyols, such as
glycerol, polyethers, such as polyethylene glycol (PEG), cellulose derivatives,
such as carboxy methyl cellulose (CMC), or a combination of any of these.

The invention discloses a method of manufacturing MFC films by subsequently
applying a number of suspensions comprising microfibrillated cellulose as the
main component onto a non-porous substrate. The film is thus built up by
several webs/layers of MFC. The suspensions comprises at least 50 wt% MFC
calculated on the total solids content of the suspensions, the remainder being
conventional additives such as e.g. longer fibers, fillers (such as clay), binders,
such as PVOH or PVAC, dispersing agents or softeners etc. The suspensions
building up the film preferably are applied at a consistency of at least 5 wt%,
preferably at least 15 wt%, preferably at least 20 wt%, or between 15 - 30 wt%
or between 15 - 25 wt%. Each suspension is preferably applied in an amount
to form a web of between 3 - 6 gsm, preferably 4 - 5 gsm. The non-porous
substrate on which the film is formed has a smooth surface and may, e.g. be a
metal belt or a polymer substrate. The method further comprise drying of each
applied web before the application of a subsequent web. Each web is dried to
a dry content of at least 50 wt%, preferably between 50 - 95 or between 50 -
75 wt%, most preferably between 60 - 70 wt% before the application of a
subsequent web. After the application of the last layer/web, the web is dried to
a final moisture content preferably of between 0.1 - 20wt% to form said film.
The drying of the film, both in-between the application of subsequent webs and
the final drying, may be accomplished by non-contact drying using e.g. hot air,
IR or microwaves.

The invention provides an efficient method to produce an MFC film by cast
coating technologies without the problems with cracks or voids formed in the
film connected to prior art methods. Furthermore, it has surprisingly been
found that an MFC film with required stretchability may be formed with only a
limited amount (such as less than 10wt% based on total solid amount), or no
addition of plasticizers.
The method of the invention enables the use of different kind of fibers in different layers, which opens up the possibility to build up an optimized barrier structure. In one embodiment, at least one of the suspensions comprises chemically modified microfibrillated cellulose. The film may e.g. be built up by at least one layer (e.g. a first web) comprising one type of modified MFC and another layer (e.g. a second web) comprising another type or non-modified MFC.

The MFC film formed by the method described has preferably a basis weight of 10 - 40 g/m², or 20 - 40 g/m², or 20 - 30 g/m² and a thickness preferably of below 50 µm or below 40 µm, preferably in the range of 20 - 40 µm. In one preferred embodiment, the basis weight of the film is between 10 -20 g/m². It has been shown that by use of the method of the invention, such thin films can be produced which films still exhibit high oxygen barrier properties.

According to one embodiment of the invention, the density of the film may be in the range of from 750 kg/m³ to 1550 kg/m³. According to one embodiment the density is higher than 750 kg/m³, according to an alternative the density is higher than 950 kg/m³, and according to yet another embodiment the density is higher than 1050 kg/m³. The film may thus be a so called dense film.

The film as described above is as such useful for packaging foods or liquids.

The film may alternatively be used as an MFC film layer in a multilayer laminate. Thus, the film may be applied onto a fibrous base, such as a paper, paperboard or cardboard made of chemical or (chemi-) mechanical pulp.

Preferably the fibrous base is paperboard of a weight of 130 to 250 g/m², preferably of 200 to 250 g/m², or paper of a weight of 40 to 130 g/m². The laminate may further comprise polymer layers, e.g. of polyethylene, or further barrier layers. Such laminates are useful e.g. for is useful e.g. for heat-sealable packages of food or liquids.

Example

In a first test series, four (4) MFC films were produced, each comprising ten (10) layers. Said films were formed by airless spraying technology from aqueous suspensions, each comprising 100 wt% MFC as calculated on the
5 total solids content of said suspension. The total solids content in each aqueous suspension was 3.5 wt%. Said suspensions were casted by the use of airless spraying on a non-porous stainless steel substrate in ten (10) subsequent steps. In each step, a layer was formed, whereafter said layer was dried by evaporation to a dry content of around 90% by weight before a subsequent layer was applied onto the surface of said dried, previous layer. After the application of the last layer, the web was dried to a final dry content of 95 wt%. In addition, three reference films were formed by casting only one layer of MFC at 3.5% solids content by weight in a single step onto said non-porous substrate, followed by drying to a final dry content of 95 wt%. The grammage of each of the 7 films produced were 30 gsm after drying.

Fig. 1 shows the evaporation rate of water vs. temperature for each film. As can be seen in the figure, the total evaporation rate is dramatically increased when applying ten (10) layers instead of one (1), to achieve a grammage of total 30 gsm after drying.

In addition, the strain at break was highly improved when casting several layers in accordance with the method of the invention.

A second test was performed where films were formed by multiple 4 to 19 layers of different thicknesses to a total grammage of 40 gsm. This second test was performed in accordance with the method described above in connection with the first test series, with the difference that the solids content of each aqueous suspension was 5.4 wt%. An increased number of layers significantly increased the strain at break as shown in fig. 2.

In a third test, a first, a second and a third MFC film were produced in accordance with the method described in connection with the first test series, with the difference that the solids contents of the suspensions used to form the films were varied. The solids content of the suspension to form the first film was 1.6 wt%, the solids content of the suspension to form the second film was 3.20 wt% and the solids content of the suspension to form the third film was 5.30 wt%.

Fig. 3 shows the amount of water evaporated from 1 kg film after drying the films to a final dry content of around 95 wt% in accordance with the invention. As can be seen in the figure, films made from suspensions of higher solids contents need much less drying (less amount of water evaporated) to achieve the final solids content. Fig. 4 shows the strain at break for said first, second
and third MFC film. As can be seen in fig. 4, the strain at break is surprisingly unaffected by the solids content of the suspensions used to form the films.
Claims

1. A method of manufacturing a fibrous, oxygen barrier film comprising the steps of:
   - providing at least a first and a second suspension each comprising microfibrillated cellulose (MFC) in an amount of at least 50 wt% calculated on the total solids content of said suspension,
   - applying said first suspension on a non-porous substrate to form a first web,
   - drying said first web to a solids content of at least 50 wt% in an intermediate drying step,
   - applying said second suspension comprising microfibrillated cellulose (MFC) onto the surface of said dried first web to form a second web,
   - drying the web, comprising said first and second web, in a final drying step to form a film having a basis weight of less than 40 g/m² and an Oxygen Transmission Rate (OTR) value of below 10 ml/m²·per 24h at 50% RH.

2. A method according to any one of the above claims further comprising drying said second web in a second intermediate drying step and applying a third suspension, comprising microfibrillated cellulose (MFC) in an amount of at least 50 wt% calculated on the total solids content of said suspension, onto said dried second web prior to the final drying step.

3. A method according to any one of the above claims wherein the method comprises applying a predetermined number of suspensions comprising microfibrillated cellulose in an amount of at least 50 wt% onto a substrate in at least six subsequent steps, with intermediate drying steps, prior to the final drying step.

4. A method according to any one of the above claims, wherein the web is dried to a solids content of between 50 - 95 wt%, preferably between 50 - 75 wt%, most preferably between 60 - 70 wt%, in the intermediate...
drying step/s prior to the step of applying a subsequent suspension onto
the web

5. A method according to any one of the above claims, wherein the total
drying time, including intermediate and final drying steps, is less than 5
minutes, preferably less than 3 minutes.

6. A method according to any one of the above claims, wherein each
suspension has a solids content of at least 5 wt%, preferably at least 15
wt%.

7. A method according to any one of the above claims, wherein each
suspension has a solids content of between 15 - 30 wt%, preferably
between 15 - 25 wt%.

8. A method according to any one of the above claims, wherein the
suspensions are applied by use of a non-impact coating technology,
such as spraying or curtain coating.

9. A method according to any one of the above claims, wherein at least
one of the suspensions comprises plasticizer in an amount of less than
30 wt%, preferably less than 15 wt%, most preferably less than 10 wt%,
all percentages calculated on the total amount of solids in the
suspension.

10. A method according to any one of the above claims, wherein at least
one of the suspensions comprises chemically modified microfibrillated
cellulose, such as a microfibrillated cellulose derivative or oxidized
microfibrillated cellulose.

11. A fibrous-based oxygen barrier film, made by the method according to
any one of the claims 1 - 10, wherein said film comprises plasticizers in
an amount of less than 10 wt%, preferably less than 5 wt%, as
calculated on the total weight of said dried film, and which film exhibits:

- a basis weight of less than 40 g/m²,
- an Oxygen Transmission Rate (OTR) value of below 10
  ml/m²²/per 24h at 50% RH and
- a strain at break value of at least 3.5%, preferably at least 4%

12. A fibrous-based oxygen barrier film comprising at least 50wt% microfibrillated cellulose (MFC) calculated on the total solids content of the film, wherein said film comprises plasticizers in an amount of less than 10%, preferably less than 5% and exhibits:
   - a basis weight of less than 40 g/m²
   - an Oxygen Transmission Rate (OTR) value of below 10 ml/m²/per 24h at 50% RH and
   - a strain at break of at least 3.5%, preferably at least 4%

13. Use of the film according to any one of claims 11 - 12 in food or liquid packaging applications.
Fig. 1

Fig. 2
**INTERNATIONAL SEARCH REPORT**

**International application No**
PCT/IB2018/050551

**A. CLASSIFICATION OF SUBJECT MATTER**
INV. D21H11/18 B32B29/00 D21H23/50 D21H25/14 D21H27/30
D21H21/14

**ADD.**
According to International Patent Classification (IPC) into both national classification and IPC

**B. FIELDS SEARCHED**

<table>
<thead>
<tr>
<th>Minimum documentation searched (classification system followed by classification symbols)</th>
<th>D21H B32B</th>
</tr>
</thead>
<tbody>
<tr>
<td>Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched</td>
<td></td>
</tr>
</tbody>
</table>

**Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)**

**EPO-Internal**

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 2 771 390 A2 (TEKNOLOGIAN TUTKIMUSKESKUS VTT [FI]; UNIV AALTO FOUNDATION [FI]) 3 September 2014 (2014-09-03) cited in the application on the whole document</td>
<td>1-13</td>
</tr>
<tr>
<td>A</td>
<td>&amp; Wo 2013/060934 A2 (TEKNOLOGIAN TUTKIMUSKESKUS VTT [FI]; UNIV AALTO FOUNDATION [FI]) 2 May 2013 (2013-05-02) the whole document</td>
<td>1-13</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier application or patent but published on or after the international filing date
- **L** document which may throw doubts on priority claim(s) on which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to an oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed
- **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- **A** document member of the same patent family

**Date of the actual completion of the international search**

9 April 2018

**Date of mailing of the international search report**

24/04/2018

**Name and mailing address of the ISA**
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

**Authorized officer**
Naestd und, Per
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2012298319 A1</td>
<td>29-11-2012</td>
<td>CN 102741477 A</td>
<td>17-10-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2532782 A1</td>
<td>12-12-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5642094 B2</td>
<td>17-12-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP WO2011093510 A1</td>
<td>06-06-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012298319 A1</td>
<td>29-11-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011093510 A1</td>
<td>04-08-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2771390 A2</td>
<td>03-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2853200 A1</td>
<td>02-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2771390 A2</td>
<td>03-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FI 20116048 A</td>
<td>25-04-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6169089 B2</td>
<td>26-07-2017</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2015502835 A</td>
<td>29-01-2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140084256 A</td>
<td>04-07-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014255688 A1</td>
<td>11-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013060934 A2</td>
<td>02-05-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014044870 A1</td>
<td>27-03-2014</td>
</tr>
</tbody>
</table>