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To all whon, it may concern. 
Be it known that I, CARL KOFFINKE, of 

Hopedale, in the county of Worcester and 
State of Massachusetts, have invented cer 
tain new and useful Improvements in Thread 
Guides, of which the following is a description 
sufficiently full, clear, and exact to enable 
those skilled in the art to which it appertains 
Or with which it is most nearly connected to 
Imake and use the same. 
My invention consists of a new and im 

proved yarn guide and clearer, and has for 
its principal objects to provide a cheap and 
simple device which is capable of easy and 
accurate adjustment and which can be 
cleaned with ease and without injury to the 
parts of the guide itself. 

It consists in its essential features of a fixed 
jaW, a movable jaw pivoted thereto, and a 
means for holding it securely to the guide 
rod by which it is carried. 
Yarn-guides as at present made are cleaned 

by inserting a thin piece of metal between 
the jaws and Scraping them with it, which 
resultsin rapidly wearing away and roughen 
ing the faces of the jaws, so that they soon 
become worn out and have to be replaced. 
Furthermore, in the yarn-guides commonly 
in use at the present time the means for ad 
justing the jaws is so arranged that there is 
a tendency to loosen the clamping part by 
turning the adjusting-screw, whereby the 
guide is caused to slip from its proper posi 
tion on the guide-rod, thus rendering it nec 
essary to call a skilled Workman to restore it 
to the exact position which it should occupy. 
My invention is devised for the purpose of 

overcoming these difficulties. . 
Referring now to the drawings, Figure 1 

represents a side elevation of my improved 
yarn-guide. Fig. 2 is a plan view thereof ap 
plied to the rod which carries the guide. 
Fig. 3 is a vertical section taken upon the sec 
tional plane acac of Fig. 1. Fig. 4 is an ele 
vation of the upper or pivoted jaw. Fig. 5 is 
a plan view of the same in section. Fig. 6 is 
an elevation of the lower or fixed jaw. Fig. 
7 is a plan view of the same. Fig. 8 is a plan 
view of the key which locks the adjusting 
screw in place. 
My device comprises a fixed jaw A, provided 

with a flat face O and With a projection p, 
which is properly recessed to receive the 

guide-rod D. I preferably provide this jaw 
with an inclined portion terminating in a 
shoulder or knob l, the knob serving as a 
stop to prevent the yarn from slipping off 
the jaw, when it is allowed to snap into place. 
I connect with this fixed jaw A a clamping 
jaW B by means of a set-screw a. The mov 
able jaw C is pivoted to the said jaw A by 
means of an adjusting-screw b. The adjust 
ing-screw is formed with a suitable head, with 
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a shoulder c, at which point the threaded 
portion terminates, and a plain portion c'. 
The lower end of the screw is notched to re 
ceive the key d, which is formed with suit 
able jaws, the space between which is a little 
narrower near the periphery of the key than 
at the center thereof to more firmly grip the 
screw, as shown at d. 
The jaw Cisformed with a shoulder?, which 

abuts against a similar shoulder on the fixed 
jaw A. The end of the jaw C projects some 
what beyond the block or shoulder if and is 
preferably provided with a projectiong, which 
is intended to prevent the spring h from slip 
ping out of place. The spring h is also 
seated in a recess i', formed in the block or 
shoulder i. This spring serves to keep the 
flat face of the jaw C in alinement with the 
corresponding face O of the jaw A. 
The shoulders f and serve as stops to pre 

vent the springh from pressing the part Cout 
of alinement. The upper part of the jaw C 
may be continued to form a small handle e, 
by pressing against which the jaw C may be 
opened. 

I vary the space between the jaws, accord 
ing to the size of the thread, by means of the 
adjusting-screw b. Since the set-screw is held 
from longitudinally moving by the shoulder 
c and the key d, when it is turned the jaw C 
must ride up or down thereon, thus varying 
the space between the faces of the two jaws. 
It will be noticed that this is done without 
disturbing in the least the clamp which holds 
the entire device in position. 
When it is desired to clean the faces of the 

jaws, it is only necessary to press the jaw C 
out of allinement with the opposing jaw, when 
both jaws can be quickly and easily wiped off 
with a cloth or piece of Waste. 
Upon removing the hand therefrom the 

spring h causes the pivoted jaw to spring 
back to its proper position. 
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I have shown at S in Figs. 2, 4, and 5 a. 
shoulder on the jaw C, which serves to limit 
the outward movement of the jaw. 
The advantages which I secure by my im 

proved construction are numerous. By it I 
am enabled to quickly and easily wipe accu 
mulations of lint and the like from the jaws, 
as above described, without roughening the 
same by scraping, and can accomplish this 
without in any way interfering with the ad 
justment of the jaws with the clamp which 
fastens it to the rod. I am also enabled to 
change the adjustment without in any way 
interfering with the clamp. 
Another important advantage of my con 

struction is that it renders impossible the 
changing of the vertical distance between 
the planes of the opposing faces of the jaws 
by the insertion of a match or other foreign 
substance, which is often done by the opera 
tive in order that the knots may run through 
clear without breaking the thread or yarn, 
while it does at the same time permit the op 
erative to move the pivoted jaw sufficiently 
to keep the faces clean and smooth. 
Having thus explained the nature of the 

invention and described a way of construct 
ing and using the same, though without at 
tempting to set forth all of the forms in which 
it may be made or all of the modes of its use, 
it is declared that what is claimed is 

1. In a yarn-guide the combination of a 
fixed jaw; of a movable jaw pivoted thereto 
by means of a screw, said screw serving also 
to adjust the pivoted jaw with relation to the 
fixed jaw. 

2. In a yarn-guide the combination of a 
fixed jaw; of an adjusting-screw provided 
with a shoulder; of a key coöperating with 
the shoulder to prevent longitudinal move 
ment of said screw; and of a movable jaw 
pivoted on said screw. 
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3. In a yarn-guide the combination of a 
fixed jaw having an inclined portion, provided 
with a stop or shoulder; of a movable jaw ad 
justably pivoted to said fixed jaw; of a spring 
for keeping the jaws in alinement; and of 
means to prevent said spring from slipping 
out of position. 

4. In a yarn-guide the combination of a 
fixed jaw; of a movable jaw pivoted to move 
transversely thereto, the movable jaw having 
a shoulder to limit its outward movement; of 
a spring to keep the jaws normally in a line 
ment with each other. 

5. In a yarn-guide the combination of a 
fixed jaw, an opposing jaw movable into or 
out of alinement with said fixed jaw, and 
means for normally holding said movable jaw 
in a linement with said fixed jaw. 

6. In a yarn-guide the combination of a 
fixed jaw, a movable jaw, said jaws having op 
posing parallel faces, a pivot-pin upon which 
said movable jaw is pivoted said pivot-pin be 
ing perpendicular to the planes of said faces, 
whereby the face of the movable jaw is al 
ways maintained in substantially the same 
plane. 

7. In a yarn-guide the combination of a 
fixed jaw, of an opposing jaw adapted to be 
moved transversely to said fixed jaw, and an 
adjusting device for varying the distance be 
tween said jaws in a plane substantially per 
pendicular to the plane of said transverse 
In OWellent. 
In testimony whereof I have signed my 

name to this specification, in the presence of 
two subscribing witnesses, this 29th day of 
April, A. D. 1897. 

CARI, KOF FINKE. 
Witnesses: 

GEO. II. IIAYWARD, 
GEO. N. GODDARI). 
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