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23, the latter being housed in the central opening of the 
shear plate it. The radial grooves 19 are provided in legs radially pro 
jecting from the support 15, said legs bearing the reference 
numeral 24; the upper sides 25 of said legs are projected 
over a given distance above the top surface 20 of the sup 
port 15. On either side of the cutter these sides are 
bevelled in upward direction, so that the sloping faces 26 
and 27 are formed. The cut hairs can therefore be read 
ily conducted away between the legs 24 towards the hair 
chamber below the support 15. 
From the cutter shown separately in FIG. 3 it will be 

seen that the web 16 of each cutter is provided with open 
ings 28 and 29 so that in the pressure or spray casting 
process for the cutter head support 5 a material connec 
tion is obtained between the sides of the grooves across said 
openings. The manufacture may be carried out by means 
of an extrusion process and the casting may consist of 
so-called sprayed aluminum. The central pin 21 may 
be made of steel and may be cast at the same time of a 
sleeve of steel or brass which may be slipped onto an 
aluminum pin which is integral with the support 15. 

In FIG. 3, the broken lines indicate in the separate cut 
ter 16 that the legs of the U-shaped cutter may be bent 
over to one side, so that a sharp cutting angle is obtained 
after horizontal grinding. 
What is claimed is: 
1. A shaving head for use in a dry shaver comprising 

an inverted cup-shaped, apertured shear plate having con 
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centric annular grooves therein and a central bore, a 30 
rotary cutter support having at least two concentric rings 
of cutter blades, each of said blades being rotatable in 
the grooves of said shear plate adjacent to said apertures, 
the thickness of the lateral walls of the shear plate sur 

4. 
rounding said grooves being more than twice the thick 
ness of the portions of the shear plate directly above said 
grooves, said rotary cutter support being provided with 
an upwardly projecting centering pin fitted in said central 
bore, and a plurality of additional grooves extending ra 
dially from said rotary cutter support and each adapted 
to have Secured therein at least one of said cutter blades. 

2. A shaving head for use with a dry shaver as claimed 
in claim 1 wherein said cutter blades are U-shaped, with 
the ends of said legs forming the cutting surfaces. 

3. A shaving head for use with a dry shaver as claimed 
in claim 1 further comprising bevelled side portions ad 
jacent to each of said additional grooves for permitting 
the cut hair which accumulates thereon to further fall by 
gravity away from said rotary cutter support. 
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