A method for manufacturing the combination may include forming the package as one single piece by injection moulding.

---

**Title:** MALE INCONTINENCE PRODUCT AND PACKAGE THEREOF

**Abstract:** In a combination of a male incontinence product (100) and a package (200; 600; 700; 800; 900; 1000) accommodating the incontinence product, the incontinence product comprises a penile sheath, which is rolled-up to form a collar portion (110). The incontinence product, external catheter or uridom, also includes a drainage tube for connecting it to a urine collecting bag. In the package, the incontinence product is collapsed. To provide a compact package, the combination comprises at least one retention element (204; 206; 246; 604; 704; 804; 904; 1004) retaining the incontinence product in the collapsed state when the package is closed. A method for manufacturing the combination may include forming the package as one single piece by injection moulding.
MALE INCONTINENCE PRODUCT AND PACKAGE THEREFOR

Technical field

The present invention relates to a male incontinence product and a package therefor. The incontinence product comprises a penile sheath which is rolled up to form a collar portion, when the product is in the package. The incontinence product further comprises a drainage portion for connecting a cavity of the sheath to a urine-collecting bag. In literature, male incontinence products of the present type may also be referred to as external catheters, uridoms or urisheaths.

Background of the invention

WO 91/17728 discloses a male incontinence product of the above-mentioned type. The incontinence product comprises a penile sheath, or "body portion", which is delivered to the user in a rolled-up configuration, in which the penile sheath is rolled-up to form a proximal collar portion. During use, the sheath forms a tight fit around the user's penis. Optionally, an adhesive is provided on an inner surface of the sheath. The cavity formed by the sheath communicates with a distal drainage portion, or "drainage tube", of the incontinence product to allow urine to flow into a urine collecting bag. Compared to the penile sheath, at least a distal tubular part of the drainage portion has a relatively large wall thickness, so as to enable connection thereof to the urine collecting bag. The drainage portion may comprise a funnel-like part forming a transition between the sheath and the distal tubular part of the drainage portion. The urine collecting bag does not normally form an integral part of the incontinence product and is usually provided as a separate entity to the user. During use, the urine collecting bag may conveniently be fastened to one of the user's legs.

Fig. 1 illustrates a male incontinence product 100 of the above type, arranged in a prior art package 102. The package comprises two foils of a plastics material, which are torn apart at one of two end zones 104 when the package is to be opened. In the package, the incontinence product is stored in a ready-to-use configuration with a distal tubular end portion 106 coextending with a bellow-shaped connecting portion 108 and with the penile sheath rolled up to form a proximal collar portion 110. It will hence be understood that the drainage portion comprises the distal tubular portion 106 and the bellow-shaped connecting portion 108. The package may be generally opaque, as illustrated in Fig. 1, with a transparent window 112, through which the incontinence product 100 is visible from the outside. The dimensions of the package of Fig. 1 may vary with the specific dimensions of the product accommodated in the package. Generally, the package measures 8 - 10 cm by 10 - 15 cm and has a thickness of 3 - 5 cm.
The prior art package of Fig. 1 is rather space consuming, as the incontinence product, unlike a contraceptive, features the above-mentioned longitudinally extending drainage portion. Additionally, the package has a tendency to crackle when handled or even when simply accommodated in a user's pocket. For these reasons, the package of Fig. 1 is not as discrete as sometimes desirable. It is therefore an object of embodiments of the present invention to provide a combination of a male incontinence product and a package therefor which is discrete, and which occupies less space than prior art packages. It is a further object of embodiments of the present invention to provide such a combination, which is convenient in use, and which may be manufactured at reasonable costs. It is a still further object of embodiments of the present invention to provide a method for manufacturing a combination of a male incontinence product and a package therefor, which method allows for automated and cost-efficient packaging, and which results in a combination of an incontinence product and a package overcoming at least some of the disadvantages of prior art packages.

Summary of the invention

In a first aspect, the invention provides a combination of a male incontinence product and a package accommodating the incontinence product in a rolled-up configuration thereof, the incontinence product comprising:
- a penile sheath, which during use is unrolled to define a cavity for a length of the user's penis, and which, in the rolled-up configuration of the incontinence product, is rolled up to form a proximal collar portion of the incontinence product; and
- a drainage portion for connecting the cavity of the sheath to a urine-collecting device, e.g. a urine collecting bag;
whereby at least one of the penile sheath and the drainage portion is sufficiently flexible to allow collapsing of the incontinence product when in its rolled-up configuration;
the combination further comprising at least one retention element, which retains the rolled-up incontinence product in a collapsed state.

It will be appreciated that the present combination allows for compact storage of the incontinence product, as the retention element ensures that the product is retained in its collapsed state in the package, typically when the package is closed. In one embodiment, the incontinence product may be collapsed by simple compression or flattening of the collar portion to reduce the transverse extent of the incontinence product, i.e. pressing the collar sides against each other. In other embodiments, the drainage portion may alternatively or additionally be bent away from its initial position, i.e. such that a centre axis of the drainage portion, or a centre axis of a part of the drainage portion, does not co-extended with a centre axis of the rolled-up sheath. Thereby the longitudinal extent of the incontinence product is reduced. For example, a funnel-like proximal part of the drainage portion may be bent or folded in the collapsed state, or the drainage portion may be bent at a transition between a
distal tubular part of the drainage portion and the funnel-like proximal part. The funnel-like part may e.g. be bellows-shaped to achieve mechanical stability and improved bending capabilities. In this case the collapsed state may be achieved by folding-up of the bellows-shaped interconnecting portion, whereby the longitudinal extent of the incontinence product is reduced without bending the distal tubular part of the drainage portion away from its initial position. It is also contemplated that the distal tubular part itself may be bellows-shaped or capable of being rolled up to allow an even more compact collapsed configuration.

The penile sheath and the drainage portion may be made from a latex material as elaborated in WO 91/17728. Typically the material of the sheath and the drainage portion is chosen from the groups of cross-linked elastomers or thermoplastic elastomers. Cross-linked elastomers can for example be latex and silicones, and thermoplastic elastomers can for example be SEBS (styrene-ethylene-butylenestyrene). Thus, in other embodiments, the sheath and drainage portion are made from a silicone material or alternatively a SEBS material, which has the advantage over latex that essentially no permanent deformation of the material occurs, even if the incontinence product has been stored in the collapsed state for a long period of time, such as e.g. one year.

In embodiments of the present invention, the retention element may be integral with a wall of the package, such that when the package is opened and/or when the incontinence product is removed from the package, the product undergoes a transformation from its collapsed state to its ready-to-use, non-collapsed state. For example, the retention element may be constituted by a portion of the package. Alternatively, the retention element may be tied around the incontinence product in the collapsed configuration and the retention element may for example comprise a flexible element, rubber band or a strip. In the latter embodiment, the package may, in addition to the strip, comprise a bag or pouch made from e.g. a plastics foil to prevent contamination of the incontinence product. The strip may be connected to the bag or pouch, or it may be a separate entity connected only to the incontinence product. The retention element may furthermore be provided with two grips, for example formed as a part of the strip. When the grips are pulled apart the strip is torn or otherwise opened allowing the incontinence product to enter its non-collapsed state.

The package may comprise an upper and a lower substantially rigid package portion manufactured e.g. by injection moulding of a plastics material. In the present context, "substantially rigid" is intended to mean that the package portions feature sufficient rigidity to prevent the incontinence product from unfolding when it is accommodated in the package. Preferably the shape and dimensions of each package portion are substantially non-transformable by hand. In one embodiment, the upper package portion may form a screw cap for the lower package portion. Alternatively, the upper and lower package portions may be secured by a frictional interconnection, by a snap interconnection or by a strip. In yet
another alternative, only the lower package portion is rigid, whereas the upper package portion comprises a foil to be peeled off the lower package portion. A still further alternative is to provide a sliding interconnection, i.e. to provide the upper package portion in the form of a sliding lid. Finally, as described in further detail below, the upper and lower package portions may be hinged at a hinge element provided at an edge portion of the package. Conveniently, a protrusion for engaging the collar portion as described in more detail below may be integral with the hinge element.

In order to at least partially retain the incontinence product relative to the package, a protrusion may be provided in the package, which engages the collar portion. The protrusion may e.g. extend from the hinge element or from a side wall of one of the package portions. As an alternative or further measure, there may be provided one or more protrusions extending centrally with respect to the collar portion and/or the drainage portion, either at an inside thereof or at an outer surface thereof.

Handling of the present combination may be facilitated if the incontinence product biases one of the package portions away from the other. In such embodiments, the package may comprise a closing element retaining the upper and lower package portions in a closed configuration. Thus, when the closing element is released to open the package, the incontinence product assists in opening the package. Preferably, the package allows the incontinence product to unfold to its non-collapsed, ready-to-use configuration upon opening of the package without any need for handling of the incontinence product. Thus, user-handling of the incontinence product is limited to removal of the product from the package and subsequent application. The closure element retaining the upper and lower package portions in the closed package configuration may comprise a jaw element, which is hinged to one of the lower and upper package portions, and which is arranged to releasably engage the other one of the package portions. Such releasable engagement may e.g. be achieved by a notch-protrusion interconnection. The required releasability may conveniently be achieved by the elasticity of the material(s) from which the package portion concerned and the jaw element is/are made. In order to provide a secure grip for the user, the jaw element may extend the entire width or length of the package, and an end portion of the jaw may form a gripping edge. It has been found that the package may be held securely in its closed configuration if a first portion of the jaw element forms a continuation of that one of the package portions, to which it is hinged. For example, if the jaw element is hinged to the lower package portion, the first portion of the jaw element may form an extension of, or part of, a lower surface of the package, rather than simply being hinged to a far end edge of the lower surface. Likewise, a second portion of the jaw element may overlap at least a portion of that other package portion, to which the first jaw portion is not hinged. For example, the second portion of the jaw element may overlap the upper package portion when the package is closed. Conveniently, the jaw element is provided at an edge of the package, which is
opposite to that edge, at which the hinge element interconnects the upper and lower package portions.

It will be appreciated that storage of the incontinence product in the collapsed state in the package confers the possibility of a compact package design. In embodiments of the present invention, the package is relatively flat when closed, i.e. such that a height of the package is at most 1/3 of a width or diameter of the package, such as at most 1/4 or 1/5 of the width or diameter. The width or diameter of the package is typically in the range of 30 - 80 mm, such as 30 - 70 mm, such as 30 - 60 mm, such as 35 - 60 mm. In the present context, the term "width or diameter" is to be understood as the largest cross-sectional dimension of the package in a plane projection. The height of the package is typically in the range of 5 - 20 mm, such as 5 - 15 mm, such as 7 - 13 mm, such as 8 - 12 mm. The height need not be constant throughout the entire width of the package. If, for example, the drainage portion of the incontinence product is bent or folded away from its initial position in the collapsed state, the drainage portion will normally extend beyond the periphery of the collar portion. If a distal end of the drainage portion may be compressed to a height smaller than the height of remaining portions of the collapsed incontinence product, then that portion of the package, which accommodates the distal end of the drainage portion, may likewise have a smaller height than remaining portions of the package. It is preferable that a lower surface of the package is essentially planar to achieve a stable support on a planar surface, e.g. a desk.

At least one of the upper and lower package portions may have a thickened portion. The thickened portion may e.g. be provided for purposes of reinforcement. However, the thickened portion may also be provided in order to optimize manufacture of the package, e.g. by injection moulding. If, for example, the package is manufactured by injection moulding as one single element, transport of liquefied plastics material from an inlet of a mould to remote zones of the mould is aided by the presence of a groove or trail in the mould, which results in the aforementioned thickened portion in the package. By optimising the manufacture as described a lightweight package can furthermore be provided as the remaining material can be formed relatively thin compared to the thickened portion.

As previously discussed, the package may comprise upper and lower package portions, which are mutually hinged by a hinge element. In one embodiment, the hinge element may be hinged to the lower package portion at a bottom surface of the lower package portion, and likewise it may be hinged to the upper package portion at a top surface of the upper package portion. Thus, in a closed configuration of the package, the hinge element forms part of an end wall of the package, whereby a height of the hinge element is essentially equal to the height of the package. At least one of the upper and lower package portions, and preferably both package portions, may define an upright edge wall to keep the package portions at a controlled mutual distance when the package is closed and to prevent contaminants from
entering the package. The edge walls and the hinge element may be arranged such that at least one of the edge walls and the hinge element comprises a protrusion allowing the edge wall and the hinge element to enter (or "click") into mutual engagement. In one embodiment, each of the free ends of the hinge element comprises such a protrusion, which may releasably click the hinge element into engagement with the edge wall of the lower package portion. The edge walls of the upper and lower package portions may be shaped to constitute mutual guides to ensure proper alignment of the package portions when the package is being closed and to contribute to mechanical stability of the package.

In a second aspect the present invention provides method for manufacturing a combination of a male incontinence product and a package therefor, wherein the male incontinence product comprises:
- a penile sheath, which is rolled up to form a proximal collar portion of the incontinence product, and a drainage portion for connecting a cavity of the sheath to a urine-collecting bag, whereby at least one of the penile sheath and the drainage portion is sufficiently flexible to allow collapsing of the incontinence product when in its rolled-up configuration;
the method comprising the steps of:
- providing the package in an open state thereof;
- placing the incontinence product in the package;
- collapsing the incontinence product; and
- closing the package in such a way that the incontinence product is retained in its collapsed state in the closed package.

Accordingly, a combination of an incontinence product and a package featuring the benefits and advantages described above in connection with the first aspect of the invention may be manufactured by embodiments of the present method. It will be appreciated that the method may be performed in an automated manner at low cost. It should be noticed that the steps not necessarily occur in the order mentioned, for example in one presently preferred embodiment, the steps of collapsing and closing occur essentially simultaneously.

One embodiment of the present method is for the manufacture of a combination, of which the package comprises an upper and a lower substantially rigid package portion, and a hinge element which is hinged to the lower package portion at a bottom surface of the lower package portion, and which is hinged to the upper package portion to a top surface of the upper package portion. Thus, the package may initially be provided in a configuration, in which the hinge element essentially coextends with the aforementioned bottom and top surfaces. In this configuration, the incontinence product may be placed at the bottom surface of the lower package portion, and subsequently the hinge element may be entered into engagement with an upright edge wall defined by one of the upper and lower package portions. Such engagement may be achieved by protrusions at the hinge element as
discussed in above in connection with the first aspect of the invention. This design of the package and the assembling process made possible thereby confer further advantages with respect to achieving a cost-efficient, automated method of assembling.

The step of providing the package may comprise casting at least a portion of the package by injection moulding. Preferably, the entire package is injection moulded in one single piece.

The package can be made of many different types of materials. Typically plastics, such as polypropylene, are used. Alternatively, as the package is usually disposed after the incontinence product has been used, the product can advantageously be made of a biodegradable material, such a paper mixed with a soluble starch or a biodegradable plastic.

The method of the second aspect of the invention may further comprise appropriate steps for arriving at those features and characteristics of the combination of the first aspect of the invention, which are described herein.

**Brief description of the drawings**

Embodiments of the present combination of a male incontinence product and package therefor as well as of the present method will hereinafter be described with reference to the drawings, in which:

Fig. 1 illustrates a prior art combination of a male incontinence product and package;

Figs. 2-5 illustrate a first embodiment of the combination of the present invention;

Figs. 6-10 illustrate further embodiments of the combination of the present invention.

**Detailed description of the drawings**

The prior art package of Fig. 1 is described in connection with the background of the invention above.

In the embodiment of Figs. 2-5, the package 200 is shown in its closed configuration in Fig. 2, accommodating a male incontinence product. The package includes a lower package portion 202 and an upper package portion 204, which are permanently interconnected by means of a hinge as illustrated in Figs. 3 and 4. A closure element is provided in the form of a jaw element 206 formed integrally with the lower package portion 202 via a hinge connection allowing the jaw element to pivot away from its position of Fig. 2, in which it
engages the upper package portion 204 to keep the package closed, to the position of Figs. 3-5, in which it does not engage the upper package portion. The jaw element 206 has a first, lower portion 208, which in the closed configuration of Fig. 2 coextends with and forms an extension of a lower surface of the lower package portion 202. A second portion 210 of the jaw element 206 overlaps and engages and end section of the upper package portion 204. To facilitate the user’s handling of the jaw element 206 to open the package, a gripping section 214 is formed at the jaw element, and a step 212 is formed at the upper package portion 204 to provide space for one or more of the user’s finger tips. The user may conveniently open the package by placing his thumb parallel with the gripping section 214 and by then engaging the gripping section with his thumb.

Once the package has been manufactured, preferably by injection moulding thereof, the package is initially provided in the configuration of Fig. 3, in which a hinge element 216 interconnecting the upper and lower package portions essentially coextends with a bottom surface of the lower package portion 202 and with a top surface of the upper package portion 204, which in the configuration of Fig. 3 faces downwardly. In this configuration, an incontinence product 100 (cf. Fig. 4) is placed in the package with its collar portion 110 supported by the lower package portion 202. Subsequently, the upper package portion 204 is pivoted towards the lower package portion 202 around the hinge element 216, the hinge element being connected to the upper and lower package portions along hinge lines 218 and 220 of reduced wall thickness. During the transition from the configuration of Fig. 3 to the configuration of Fig. 4, protrusions 222 and 224 of the hinge element 216 click into engagement with upright edge walls 226 and 228 of the lower package portion, whereby the hinge element is no longer free to pivot around hinge line 218. Only the upper package portion may now pivot around hinge line 220.

Fig. 3 further illustrates upright edge walls 230 and 232 of the upper package portion. The edge walls 230 and 232 are arranged such that they, upon closing of the package, engage the edge walls 226 and 228 of the lower package portion. The edge walls 226 and 228 form guides 234 and 236 for mating guides or rails 238 and 240 of the upper edge walls 230 and 232. The jaw element 206 forms side walls 242 and 244 which in the closed configuration of Fig. 2 coextend with the upright edge walls 226, 228, 230 and 232. Additionally, to reduce the risk of contamination of the incontinence product in the package, a free end portion of the upper package portion 204 is provided with a wall element 246.

The hinge element 216 includes a further protrusion 248, which in the configuration of Fig. 4 faces inwardly, i.e. towards the incontinence product in the package. The protrusion 248 overlaps and engages the collar portion 110 of the incontinence product, so as to retain it relative to the lower package portion. Preferably, the upright distance between the protrusion
248 in the configuration of Fig. 4 is slightly smaller than the height of the collar portion 110, e.g. 0.5 mm smaller to provide a firm, but yet easily releasable grip on the collar portion.

Fig. 3 further illustrates a thickened portion 250 in a bottom surface of the lower package portion 202, formed by a groove in a mould of an injection moulding machine, in which the package is preferably formed in one single piece. The groove in the mould and thus the thickened portion 250 extend from the hinge element 216, at which an injection inlet may be provided, so as to aid liquefied plastics material to distribute evenly in the lower package portion. Fig. 3 additionally shows a hinge line 252, at which the jaw element 206 is pivotally connected to the lower package portion 202.

Following placement of the incontinence product in the lower package portion and transition of the upper package portion to the configuration of Fig. 4, the upper package portion is moved further towards the lower package portion by pivoting around hinge line 220. Thereby an inwardly facing portion of the wall element 246 (cf. Fig. 3) engages a tip of a distal tubular part 106 of the drainage portion of the incontinence product. As the upper package portion is pivoted further towards the lower package portion, the upper package portion causes the drainage portion 206 to kink at a transition between the distal tubular part 106 of the drainage portion and a below-shaped proximal part 108 of the drainage section. At the same time, a distal portion of the below-shaped part 108 bends with the distal tubular part 106, whereas the remainder of the below-shaped part 108 is being compressed as the upper package portion moves closer to the lower package portion. Fig. 5 shows an intermediate configuration of the package accommodating the incontinence product immediately prior to the totally closed configuration of Fig. 2. Fig. 5 shows that a protrusion 254 is provided at the upper package portion 204. In the closed configuration of Fig. 2, the protrusion 254 engages a mating notch in a downwardly facing surface of the second portion 210 of the jaw element 206 (cf. Fig. 2). This notch-protrusion connection provides a secure, releasable and re-closable fit between the jaw element 206 and the upper package portion to keep the package closed. The fit should be strong enough to counteract that force, which the collapsed incontinence product in the package provides, as it is biased towards its initial non-collapsed state of Fig. 4. It has been found that stability of the jaw closure mechanism is improved by letting the first portion 208 of the jaw element form an extension of the lower surface of the lower package portion. Likewise, the overlap of the upper portion 210 of the jaw element improves stability of the package.

When the package is to be opened, the jaw element 206 is released from the upper package portion, and the biasing force of the incontinence product causes the upper package portion to pivot around hinge line 220 (cf. Fig. 4) to the position of Fig. 4. The user can then place the package on a surface, such as on a sink, where it will rest with minimal risk of
contamination while he cleans himself. The user may then remove the incontinence product from the package and apply it.

In the embodiment of Fig. 6, the package 600 comprises a lower package portion 602 and an upper package portion in the form of a screw cap 604. Fig. 7 illustrates a further embodiment, in which the package 700 includes a lower package portion 702 and a lid 704 with a downwardly facing rim portion intended to frictionally engage a cylindrical wall of the lower package portion 702. A strip 706 interconnecting the lid and the lower package portion is provided to prevent the lid from being lost. Fig. 8 illustrates a yet further embodiment of a package 800, in which the incontinence product is accommodated in a lower package portion 802 closed by a peelable foil 804. In the package 900 of Fig. 9, the upper and lower package portions 902 and 904 have a rectangular shape allowing the upper package portion to slide relative to the lower package portion as indicated by arrow 908. A depression 906 is provided in the upper package portion for facilitating opening of the package. In the embodiment of Fig. 10, the package 1000 comprises a lower package portion 1002 accommodating at least a portion of the incontinence product. A strip 1004 is tied around the lower package portion 1002 and the incontinence product to retain the incontinence product in its collapsed state. The package 1000 may further include a pouch or bag (not shown) to protect the incontinence product from contamination. In an alternative embodiment (not shown) resembling that of Fig. 10 the lower package portion 1002 is not provided and only the strip 1004 retain the incontinence product in its collapsed state.

In the above embodiments of Figs. 2-9, the retention element, which retains the rolled-up incontinence product in its collapsed state when the package is closed, generally comprises the respective upper package portions and their interconnections to the respective lower package portions. Thus, in the embodiment of Figs. 2-5, the retention element comprises the upper package portion 204 and the jaw element 206. In the embodiment of Fig. 6, the retention element comprises the screw cap 604 with its inner threads as well as the outer threads provided at the lower package portion 602. In the embodiment of Fig. 7, the retention element includes the lid 704 with its peripheral rim, which frictionally engages the lower package portion 702. In Fig. 8, the retention element includes the peelable lid 804 and its adhering connection to the lower package portion 802. In the embodiment of Fig. 9, the retention element includes the slidable lid 904 and its engagement with the lower package portion 902. Finally, in Fig. 10, the retention element comprises the strip 1004 and its interconnection with the lower package portion 1002.

In all of the above embodiments, a seal may be provided which is irreversibly broken when the package is opened for the first time. Accordingly, the user may verify that the package has not been opened previously.
The dimensions of the packages of Figs. 2-10 may vary with the dimensions of the specific incontinence products accommodated thereby. Generally, the dimensions of the packages are about 4-6 cm by 5-7 cm, and the height of the packages when closed is about 8-12 mm.

Using the packaging disclosed it is furthermore possible to save considerable space during transport of the incontinence product. For example a box packed with thirty pieces of incontinence products packed in the packaging illustrated in Figs. 2-5 have a volume of 1500 cm³. Compared to a box packed with thirty pieces of incontinence products packed in the prior art package as shown in Fig. 1, which has a volume of 6800 cm³, a box packed with the packages illustrated in Figs. 2-5 takes up less than one fourth the space. Such a reduction in space not only provides for cheaper transport and storage costs, but also creates more freedom for the user as he can carry a larger number of products or alternatively store a few products more discreetly than before.
Claims

1. A combination of a male incontinence product and a package accommodating the incontinence product in a rolled-up configuration thereof, the incontinence product comprising:
   - a penile sheath, which during use is unrolled to define a cavity for a length of the user's penis, and which, in the rolled-up configuration of the incontinence product, is rolled up to form a proximal collar portion of the incontinence product; and
   - a drainage portion for connecting the cavity of the sheath to a urine-collecting device; whereby at least one of the penile sheath and the drainage portion is sufficiently flexible to allow collapsing of the incontinence product when in its rolled-up configuration;
the combination further comprising at least one retention element, which retains the rolled-up incontinence product in a collapsed state when the package is closed.

2. The combination of claim 1, wherein a longitudinal extent of the incontinence product is smaller in said collapsed state than in a non-collapsed state.

3. The combination of claim 2, wherein, in the collapsed state, an axis defined by the drainage portion extends in a direction different from a centre axis of the sheath.

4. The combination of any of the preceding claims, wherein a transverse extent of the incontinence product is smaller in said collapsed state than in a non-collapsed state.

5. The combination of any of the preceding claims, wherein the retention element is integral with a wall of the package.

6. The combination of any of the preceding claims, wherein the retention element comprises a strip, which is tied around the incontinence product in the collapsed configuration.

7. The combination of any of the preceding claims, wherein the drainage portion is folded in the collapsed state of the rolled-up incontinence product.

8. The combination of any of the preceding claims, wherein the collar portion is folded in the collapsed state of the rolled-up incontinence product.

9. The combination of any of the preceding claims, wherein the package comprises an upper and a lower substantially rigid package portion.
10. The combination of claim 9, wherein the upper and lower package portions are hinged at
a hinge element provided at an edge portion of the package.

11. The combination of claim 9 or 10, wherein the package comprises a protrusion engaging
the collar portion, so as to retain the incontinence product relative to the package.

12. The combination of claim 10 or 11, wherein the incontinence product biases one of the
package portions away from the other, and wherein the package comprises a closing element
for retaining the upper and lower package portions in a closed configuration.

13. The combination of claim 12, wherein the closure element comprises a jaw element,
which is hinged to one of the lower and upper package portions, and which is arranged to
releasably engage the other one of the package portions.

14. The combination of claim 13, wherein, at least in a closed configuration of the package, a
first portion of the jaw element forms a continuation of that one of the package portions, to
which it is hinged.

15. The combination of claim 13 or 14, wherein a second portion of the jaw element overlaps
at least a portion of said other package portion.

16. The combination of any of claims 11-15, wherein the protrusion is integral with the hinge
element.

17. The combination of claim 9, wherein the upper and lower package portions are
interconnected by means of a sliding connection.

18. The combination of any of claims 9-17, wherein the upper and lower package portions
define an open and a closed configuration of the package, and wherein, in the closed
configuration of the package, a height of the package is at most 1/3 of a width of the
package, and wherein said width is at most 80 mm.

19. The combination of any of claims 9-18, wherein at least one of the upper and lower
package portions has a thickened portion.

20. The combination of any of claims 10-19, wherein the hinge element is hinged to the
lower package portion at a bottom surface of the lower package portion, and wherein the
hinge element is hinged to the upper package portion at a top surface of the upper package.
portion, whereby, in a closed configuration of the package, the hinge element forms part of an end wall of the package.

21. The combination of claim 20, wherein at least one of the upper and lower package portions defines an upright edge wall, and wherein the at least one of said edge walls and said hinge element comprises a protrusion allowing the edge wall and the hinge element to enter into a mutual engagement.

22. The combination of any of the preceding claims, wherein the package is provided as one single injection moulded element.

23. A method for manufacturing a combination of male incontinence product and a package therefor, wherein the male incontinence product comprises:
- a penile sheath, which is rolled up to form a proximal collar portion of the incontinence product, and a drainage portion for connecting a cavity of the sheath to a urine-collecting bag, whereby at least one of the penile sheath and the drainage portion is sufficiently flexible to allow collapsing of the incontinence product when in its rolled-up configuration;
the method comprising the steps of:
- providing the package in an open state thereof;
- placing the incontinence product in the package;
- collapsing the incontinence product; and
- closing the package in such a way that the incontinence product is retained in its collapsed state in the closed package.

24. The method of claim 23, wherein the steps of collapsing and closing occur essentially simultaneously.

25. The method of claim 24, wherein the package comprises an upper and a lower substantially rigid package portion, and a hinge element which is hinged to the lower package portion at a bottom surface of the lower package portion, and which is hinged to the upper package portion at a top surface of the upper package portion, wherein, at said step of providing the package, the hinge element essentially coextends with said bottom surface and said top surface, the method comprising the further step of:
- entering the hinge element into engagement with an upright edge wall defined by one of the upper and lower package portions, the step of entering occurring subsequent to the step of placing the incontinence product in the package.

26. The method of any of claims 23-25, wherein the step of providing the package comprises casting at least a portion of the package by injection moulding.
27. The method of claim 26, wherein the upper and lower package portions and the hinge element are provided as one single, injection moulded element.
### INTERNATIONAL SEARCH REPORT

**PCT/EP2005/054976**

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. A61M25/00 A61F5/453 A61F6/04

According to International Patent Classification (IPC) onto both national classification and IPG.

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

A61M A61F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic data base consulted during the international search (name of data base and where practical search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>US 4 972 850 A (BROAD JR. ET AL) 27 November 1990 (1990-11-27) column 3, line 7 - line 18; figures 4-6</td>
<td>1-5, 7, 8, 23, 24</td>
</tr>
<tr>
<td>Y</td>
<td>US 6 929 118 B1 (IZZ NOFEL) 16 August 2005 (2005-08-16) abstract; figures 1-3, 9, 10</td>
<td>6</td>
</tr>
</tbody>
</table>

- Further documents are listed in the continuation of Box C

- Special categories of cited documents
  - 'A' document defining the general state of the art which is not considered to be of particular relevance
  - 'E' earlier document but published on or after the international filing date
  - 'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - 'O' document referring to an oral disclosure, use, exhibition or other means
  - 'P' document published prior to the international filing date but later than the priority date claimed

- 'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- 'X' document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- 'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- 'Z' document member of the same patent family

**Date of the actual completion of the international search**

10 August 2006

**Date of mailing of the international search report**

04/09/2006

Name and mailing address of the ISA/

European Patent Office, P B 5818 Patentlaan 2 NL-2280 HV Rijswijk
Tel (+31-70) 340-2040, Tx 31 651 epo nl
Fax (+31-70) 340-3016

Authorized officer

Arjona Lopez, G
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>EP 0 505 050 A (JONES, KEITH GRAHAM; LRC PRODUCTS LIMITED) 23 September 1992 (1992-09-23)</td>
<td>1-5, 9, 10, 17-19, 22-24, 26, 27</td>
</tr>
<tr>
<td></td>
<td>column 5, line 19 - line 37 column 6, line 1 - line 2; figures 1-3, 9, 10</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>WO 02/069861 A (VAN RENSBURG, WILLEM, NICOLAAS) 12 September 2002 (2002-09-12) page 5, paragraph 2; figures 1-3</td>
<td>11</td>
</tr>
<tr>
<td>A</td>
<td>WO 86/00816 A (COLOPLAST A/S) 13 February 1986 (1986-02-13) page 5, line 29 - page 6, line 4 page 6, line 28 - line 31 page 9, line 33 - line 36; figures 1-3</td>
<td>1, 23</td>
</tr>
<tr>
<td>A</td>
<td>US 4 846 909 A (Klug ET AL) 11 July 1989 (1989-07-11) column 3, line 32 - line 50; figures 1, 4</td>
<td>1, 23</td>
</tr>
</tbody>
</table>
### Box II Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This International Search Report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. Claims Nos.:
   - because they relate to subject matter not required to be searched by this Authority, namely:

2. Claims Nos.:
   - because they relate to parts of the International Application that do not comply with the prescribed requirements to such an extent that no meaningful International Search can be carried out, specifically:

3. Claims Nos.:
   - because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

### Box III Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

- see additional sheet

1. Y
   - As all required additional search fees were timely paid by the applicant, this International Search Report covers all searchable claims.

2. 
   - As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3. 
   - As only some of the required additional search fees were timely paid by the applicant, this International Search Report covers only those claims for which fees were paid, specifically claims Nos.:

4. 
   - No required additional search fees were timely paid by the applicant. Consequently, this International Search Report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

Remark on Protest

- X The additional search fees were accompanied by the applicant’s protest.
- No protest accompanied the payment of additional search fees.
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-19, 22-24, 26, 27

A combination of a male incontinence product and a package accommodating the incontinence product in a rolled-up configuration thereof, the incontinence product being collapsed in a particular manner and the package being made of an upper and lower part having closure means in the form of a jaw element as defined in claim 13. A method for manufacturing a combination of male incontinence product and a package therefor according to claim 23.

2. claims: 20, 21, 25

A combination of a male incontinence product and a package accommodating the incontinence product in a rolled-up configuration thereof, the incontinence product being collapsed in a particular manner and the package being made of an upper and lower part being hinged as defined in claim 20. A method for manufacturing a combination of male incontinence product and a package therefor according to claim 25.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 3520305</td>
<td>14-07-1970</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 4972850</td>
<td>27-11-1990</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 6929118</td>
<td>16-08-2005</td>
<td>wo 2006021089 AI</td>
<td>02-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 651776 B2</td>
<td>28-07-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1140692 A</td>
<td>10-09-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2062148 A</td>
<td>06-09-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69228329 Di</td>
<td>18-03-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69228329 T2</td>
<td>26-08-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2126585 T3</td>
<td>01-04-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2253352 A</td>
<td>09-09-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6014952 A</td>
<td>25-01-1994</td>
</tr>
<tr>
<td>WO 02069861</td>
<td>12-09-2002</td>
<td>AT 326931 T</td>
<td>15-06-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2440029 AI</td>
<td>12-09-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1496242 A</td>
<td>12-05-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1377242 AI</td>
<td>07-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004522543 T</td>
<td>29-07-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 527654 A</td>
<td>25-06-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004103901 AI</td>
<td>03-06-2004</td>
</tr>
<tr>
<td>US 2004255991</td>
<td>23-12-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>WO 8600816</td>
<td>13-02-1986</td>
<td>AU 4673885 A</td>
<td>25-02-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3572769 DI</td>
<td>12-10-1989</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 8590100 UI</td>
<td>31-07-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 359884 A</td>
<td>24-01-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0187846 AI</td>
<td>23-07-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 8700061 AI</td>
<td>01-01-1987</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2176111 A</td>
<td>17-12-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4885049 A</td>
<td>05-12-1989</td>
</tr>
<tr>
<td>US 4846909</td>
<td>11-07-1989</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>