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An object of my invention is to provide a 
handle for keys, screwdrivers, small tools 
and the like, the handle being of simple, 
durable and comparatively inexpensive con 
struction from a manufacturing standpoint. 
More particularly, it is my object to pro 

vide a handle formed of a strip of metal with 
a transparent member held on the strip by 
edges of the strip being bent over edges of 
the transparent member with printed mate 
rial such as advertising between the trans 
parent member and the strip of metal and ex 
osed to view through the transparent mem 
e. 

A further object is to provide means for supporting keys and the like pivotally with 
respect to the handle so that they can be 
swung to an extended position or to a pro 
tected position within the handle. 

Still a further object is to provide friction 
means to prevent easy swinging of the key 
or other article with respect to the handle. 
With these and other objects in view my 

invention consists in the construction, ar 
rangement and combination of the various 
parts of my device, whereby the objects con 
templated are attained, as hereinafter more 
fully set forth, pointed out in my claims, and 
illustrated in the accompanying drawings, 
in which: - 
Figure 1 is a perspective view of the handle showing a pair of keys associated therewith 

one being extended and the other protected 
within the handle. 

Figure 2 is a layout view of the metal strip 
forming the handle showing printed matter 
applied thereto. e igure 3 is a similar view showing a strip 
of transparent material covering the printed 

ct; to 
the metal strip by edges of the metal strip 
being bent over edges of the transparent 
leiei. 
Figure 4 is an enlarged sectional view on 

the line 4-4 of Figure showing the manner 
of holding the key or other articles with re 
spect to the handle. 

Figure 5 is an enlarged sectional view on their of Figure 1 taken through the 
handle. 

handle. 

Figure 6 is a 
of metal strip. plan view of a modified form 
Figure 7 is a side elevation of two of the 

strips shown in Figure 6 assembled together 
and holding a key and 55 

Figure 8 is another modified form of metal 
strip, two of which may be used to form a 
On the accompanying drawings I have 

used the reference numeral 10 to indicate a 
metal strip for forming the handle. Printed 
matter indicated at 12 may be applied to the 
metal strip by direct printing thereon or in 
the form of printed paper or the like. The 
ends of the strip 10 are provided with per 
forated ears 14. 
As shown in Figure 3, the transparent 

member 16 of less width than the width of 
the metal strip 10 is laid over the printed 
matter 12 and held in position by flanges 
18 at the side edges of the metal strip 10 
being bent over the transparent member 16. 
The transparent member may be of celluloid 
or other bendable material. 
The flanges 18 may be pressed down to 

tightly engage the transparent member 16 
or may be made loose enough to allow its 
withdrawal if desired. The metal strip. 10 
with the transparent member 16 is then 
doubled as shown in Figure 1, which in the 
event of the flanges 18 being loose will pre 
vent removal of the transparent member 16. 
The metal strip i0 is bent to position with 
its perforated ends 14 registering with each 
other and the two halves of the strip 10 
substantially parallel with each other. 
Keys 20 may be supported relative to thc 

handle by means of a telescoping type screw 
and headed sleeve 22 and 24, as best shown 
in Figure 4. Friction washers 26 are inter 
posed between the keys 20 and between the 
keys and the metal strip to prevent easy 
swinging of the keys relative to the handle. 
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Small screw drivers and other small tools 
or theike can be used with the handle instead 
of keys if so desired. 
In Figure 6 a modified form of strip is 

provided, two of which may be used as in 
Figure with a spacer 28 for forming a hol 
low handle to receive the key or other arti 

95 

00 



0. 

5 

20 

2 

cle when in protected position. Parts in these 
figures are given similar reference numerals 
with the addition of “a'. in Figure 8 another strip 10b is shown 
in which the flanges 18l extend around the 
ends of the perforated ends 14b as indicated 
at 30. From the foregoing description of my 
handle it will be seen that a handle for keys 
and the like in which the keys may be pro 
tected when the handle is placed in a per 
son's pocket is inexpensively made so that 
it can be especially given away as an ad 
vertising novelty. The printed matter 12 
can be substituted if desired with printing 
on the back side of the transparent member 
16 in reverse order so that it can be seen cor 
rectly from the outside of the transparent 
e)e. - Some changes may be made in the con 

struction and arrangement of the parts of my 
device without departing from the real spirit 
and purpose of my invention, and it is my in 
tention to cover by my claims, any modified 
forms of structure or use of mechanical equiv 
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alents, which may be reasonably included 
within their scope. 

I claim as my invention: 1. A handle comprising a strip of metal 
having similarly shaped and perforated ends, 
printed material lying upon said metal strip, 
a strip of transparent cover over said printed 
matter, the edges of said metal strip being 
folded to overlie the edges of said printed 
material and transparent covering, where 
by the whole becomes a unit, said unit being 
bent upon itself with open registered ends, 
a threaded member through the perforations 
and adapted to extend through an article 
located between said ends, whereby the han 
dle and article are held in close relationship. 

2. A handle comprising a strip of metal 
having perforated ends, a transparent mem 
ber on said strip and held by edges of the 
strip bent over the same, printed matter be 
low and discernible thru said transparent 
member, said strip and transparent member 
being bent double whereby the perforated 
ends register with each other, a pintle thru 
said perforations, an article, on said pintle between said perforated ends and friction 
washers between the article and said ends. 

3. A handle comprising a strip of metal 
having perforated ends, a transparent mem 
ber on said strip and held by edges of the 
strip bent over the same, printed matter 
below and discernible thru said transparent 
member, said strip and transparent member 
bent double whereby the perforated ends 
register with each other, a pintle thru said 
perforations, an article on said pintle between 
said perforated ends and fibrous friction 
washers between the article and said ends. 4. A handle comprising a single, Ushaped 
strip of metal having perforated ends, a 
Ushaped transparent member overlying said 

i,795,29. 

strip, and held in position by edges of the strip bent over edges of the transparent mem. 
ber, and printed matter between the strip and 
the transparent member and discernible thru 
the latter. 5. A handle comprising a U shaped strip of metal having perforated ends, a similarly Ushaped transparent member overlying said 
strip and held in position by edges of the strip bent over edges of the transparent mem. 
ber, printed matter between the strip and the 
transparent member and discernible thru the 
latter and means to pivotally connect an 
article with said strip. 6. A handle comprising a strip of metal having perforated ends, a transparent mem. 
ber overlying said strip and held in position 
by edges of the strip bent over edges of the 
tlansparent member, printed matter between the strip, and the transparent member and 
discernible thru the latter and means to piv 
otally connect an article with said Strip, said means extending thru the article and thru one 
of the perforations in the strip and includ 
ing a fibrous friction washer between the ar. 
ticle and the strip. Des Moines, Iowa, January 23, 1930, WILLIAM G. DUNN. 
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