
Nov. 16, 1926. 1,607,132 
S. KUNO 

CIGAR AND CIGARETTE HOLDER 
Filed May 17, 1926 

r 2 

2 4. –34 - 73 17 
2xski SSS 2 &NSèSXSNSN K4East:1erers 

7 
7----- Z&SS7&s 2 - “SysNSY 4 NyxSNSNSS 

    

  

  

  



Patented Nov. 16, 1926. 

UNITED STATES PATENT office. 
7.1: : %. 3. 3. 

SHICHIGoRo KUNO, or og BEN, UTAH. 
CIGAR AND CIGARETTE HOLDER. 

Application filed May 17, 1926. Serial No. 109.512. 
This invention relates to improvements in 

cigar and cigarette holders. . . . . . . 
It is the object of this invention to pro 

duce a holder suitable for use in connection 
5 with cigars and cigarettes which shall be of 

a novel and ornamental appearance and 
which shall also be so constructed that it will 
filter the Smoke and separate the nicotine 
therefrom as well as removing any liquid 

10 that may condense from the smoke. . 
It is well known to those that smoke 

cigars and cigarettes that the Smoke as it 
emerges from these is permeated with 
chemicals which are injurious to the mucous, 

5 membranes and which have often been sus 
pected of causing cancer or other less malig 
nant sores. . . . . . 
My invention briefly described consists in 

a cigarette holder having an opening 
extending longitudinally, therethrough: 
formed integral with the holder is a portion 
extending longitudinally thereof and which 
is provided with an opening parallel with 
the first named opening. This second open 
ing or by-passis connected to the main open 2 5 

ings at both ends. A removable portion . 
having a part formed of parallel spaced bars 
extends inwardly into the main opening in 
the holder and is adapted to hold the filter 

8 ing material. When the holder is used for smoking the Smoke, or the greatest portion 
of it, will pass through the filtering ma 
terial and any liquid that condenses will 
pass into the by-pass opening which serves 
as a reservoir. . . . . 

Having now briefly described the inven 
tion I will proceed to describe the same in 
detail and reference for this purpose will be had to the accompanying drawing in 

: which the preferred embodiment thereof has 
been illustrated and in which: a Figure 1 is a perspective view of my lim 
proved cigar and cigarette holder; 
Figure 2 is a longitudinal vertical section 

of the holder; 
Figure 3 is a transverse section, taken on 

line 3-3, Figure 2; 
Figure 4 is a side elevation of the remov 

able portion of the holder; and 

4. 5 

56 Figure 5 is a view showing the end por 
tion of the holder partly in section and is in 
tended to show how it is used in connection 
with cigars. - 
This holder comprises a body portion 

5 5 

shown in Figure 2. The outer end of the 

the opening 9 is of sufficient size to receive 75 
the end of a cigar 10, otherwise the parts. 

is wrapped around these rods in the 

flow through the holder. 

which may be formed of bakelite, hard rub 
ber or any other suitable material. One end 

of the holder has a mouthpiece 2 of the ordinally size and shape. Extending longi 
tudinally of the holder along one side there 
of is a projecting portion 3. Extending in- 60. 
wardly from the end of the holder is an 
opening 4 which is of considerable length 
and has its inner end connecting with the 
Opening 5 in the mouthpiece, in the manner 

65. 

Opening 4 is internally threaded in the man 
e indicated by numeral 6 and is adapted to 

receive the plug 7. This plug has a rear Wardly extending cylindrical part 8 pro 
vided with an opening 9 of sufficient size to 7{ 

receive the end of the cigarette 10. In Fig 
ure 5 I have shown the end portion 8 of a 
Somewhat larger diameter than the cor 
responding portion in Figures 1 and 2 and 

shown in Figure 5 are the same as those 
in the other view. Extending inwardly through the projecting part 3 is a by-pass 
opening 11 which is of a smaller diameter 
than the opening 4 and extends parallel with 
the latter. The outer end of the by-pass is 
closed by means of a plug 12 which can be 
readily removed for the purpose of empty 
ing any liquid that may have accumulated 
in the by-pass. Openings 13 and 14 connect 
the Outer and inner ends respectively of the 
by-pass 11 with the opening 4. . . . . . 

Referring now to Figure 4 it will be 
noticed that the plug portion 7 is provided ${i} 

85 

with a plurality of rod-like members 15 
whose ends are connected by the ring 16, 
which has a central opening 17. The fune 
tion performed by the rods 15 is to serve as 

is . a support for the filtering material 18, which 
manner 

shown in Figures 2 and 3. 
Let us now assume that the holder is used 

in the Smoking of a cigarette or cigar and 
that the suction is applied to the mouthpiece 100 . . 
2 for the purpose of causing the smoke to 

As the Smoke 
enters through the small opening 19 in the 
plug. 7 it passes into the space between the 
rods 15 and comes into contact with the filter- 105 
ing material, which serves to absorb any 
nicotine or other injurious chemical that 
may be carried by the Smoke. As the by 
pass 11 has its ends in communication with 
the opening 4, there is a tendency for smoke 18 to enter through, the opening 13, pass, along 
the by-pass opening and through opening 14. 
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tering material may be replaced as often as 
may be found desirable, and in this manner 

into the opening 5. This diversion of a por 
tion of the Smoke has a tendency to cause the 
condensates to pass downwardly and into 
the by-pass opening where they are trapped 
and from which they may be removed by 'e- 
moving the plug 12. It will be noticed that 
the ring 16 has been shown with a central 
opening 17. This is not necessary as the ring 
16 may extend entirely across and be sub 
stantially the same diameter as the interior 
of the opening 4 leaving only sufficient space 
to permit the Snroke to pass between it and 
the walls of opening 4. When the opening 
17 is dispensed with, it is apparent that all 
of the Smoke must pass through the filter ma 
terial, and therefore a more thorough filt i'a- 
tion will be obtained. w 
From the above it will be apparent that 

have provided a simple holder that is well 
adapted for use in connection with the Smok 
ing of cigarettes and cigars and which is so 
constructed that it will filter the Smoke and 
remove the impurities therefrom, thereby 
producing a Smoke that is harmless and 
which has a soothing action that is absent 
from cigar and cigarette Smoke that has not 
been filtered in tilis manner. 

I want to call particular attention to the 
construction embodying the by-pass 11 as 
this is considered to be of great importance 
in this combination. It is apparent from the 
drawing that the by-pass opening forms a 
trap or reservoir in which all liquids will ac 
cumulate and which can easily be cleaned by 
the simple expedient of removing the plug 12. 
Another feature of the construction to 

which I desire to direct attention is the 'e- 
movable plug member shown in Figure 4, 
which serves to hold the filter material in 
centered position within the opening 4. This 
member is readily removable so that the fil 
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the holder will always be clean and will 
therefore not contaminate the Smoke by add 
ing foul odors thereto. 

45 

I want to call attention at this point to the 
fact that it is my intention to Saturate the 
filter material 18 with Water or other suit 
able liquid and this will give off vapors 
which have a tendency to cool the Smoke and 
to modify it to such an extent that the sharp 
biting effects will be removed. In this way 
the same beneficial effects can be produced 
as are produced by the very elaborate water 
purifying pipes such as are employed by the 
Turkish Smokers. 

Having described my invention what 
claimed as new is: . 
A cigarette holder comprising in combina 

tion an elongated body member, having a 
portion thereof of reduced cross section and 
adapted to serve as a mouthpiece, an open 
ing of Small diameter extending through said 
reduced portion, another opening of larger 

is 

diameter extending inwardly from the outer 
end of the holder and having its interior 
in communication with the opening in the 
mouthpiece, a removable plug threadedly 
connected to the Outer end of the larger 
opening, said plug having a plurality of 
spaced bars extending inwardly and adapted 
to serve as a support for filtering material, 
Said body member having a by-pass opening 
extending inwardly from the outer end there 
of in a direction parallel With the larger 
opening, said by-pass opening having its ends 
in communication with the lairger opening 
and a plug threadedly connected to the outer 

- end of said by-pass opening and adapted to 
be removed so as to permit the by-pass open 
ing to be emptied and cleaned. 

In testimony whereof i affix my signa 
ture. - . . . . . 

SHICHIGORO KUNO. 
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