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(54) Method of manufacturing semiconductor device

(57) A non-volatile memory cell and a high voltage
MOS transistor on the same semiconductor chip without
changing the characteristic of the non-volatile memory
cell. A gate insulating film of a MOS transistor is formed
using the steps of forming an oxide film 12 formed on a
floating gate 14 of a split-gate type non-volatile memory
cell and of forming a tunneling insulating film 16 formed

on the floating gate 14 and the oxide film 12. The gate
insulating film 13 of the MOS transistor is formed by a
stacked layer of the oxide film 12 and tunneling insulat-
ing film 16. Thus, the quantity of heat treatment in the
entire production process undergoes no change, and
the optimized characteristic of the non-volatile memory
undergoes no change.
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Description

BACKGROUND OF THE INVENTION

[0001] This invention relates to a method of manufac-
turing a semiconductor device having a non-volatile
memory cell transistor with an insulated floating gate
and a control gate and a MOS transistor with a single
insulated gate on the same semiconductor substrate,
and more particularly to a method of manufacturing a
semiconductor device in which high (or high withstand)
voltage MOS transistors can be integrated on the same
semiconductor substrate without changing the charac-
teristic of a non-volatile memory cell transistor.
[0002] Previously known LSI memories are non-vola-
tile semiconductor memories such as a mask ROM,
PROM (Programmable ROM), EPROM (Erasable and
Programmable ROM), EEPROM (Electrical Erasable
and Programmable ROM), etc.
[0003] Particularly, in the EPROM or EPROM, data
storage is carried out in such a manner that charges are
accumulated on the floating gate and a change in a
threshold voltage due to the presence or absence of the,
charges is detected by the control gate. The EEPROM
includes a flash EEPROM (that is also referred to a flash
memory) in which data are erased for the whole memory
chip or for each of some blocks into which an non-vola-
tile semiconductor memory cell array are divided.
[0004] The non-volatile memory cells which constitute
the flash EEPROM are roughly classified into a split gate
type and stack gate type. The split gate type flash EEP-
ROM is disclosed in WO92/18980 (G11C13/00). Fig. 12
shows a sectional structure of a split gate type non-vol-
atile semiconductor memory cell 101 described in the
publication WO92/18980.
[0005] For example, an N type source S and an N type
drain D are formed on a P type single-crystal silicon (Si)
substrate 102. A floating gate FG is formed through a
first insulating film 103 on a channel CH formed between
the source S and drain D. A control gate CG is formed
through a second insulating gate 104 on the floating
gate FG.
[0006] The control gate CG is partially arranged
through the first insulating film on the channel CH so as
to constitute a selecting gate 105. Storage of data is car-
ried out in such a manner that hot electrons are injected
into the floating gate FG encircled by the second insu-
lating film ("tunneling insulating film").
[0007] On the other hand, the data accumulated in the
floating gate are erased in such a manner that a pre-
scribed voltage is applied to the control gate CG so as
to cause a tunneling current to flow from the floating gate
FG through the second insulating gate 104.
[0008] Meanwhile, in recent years, a system in which
the above flash EEPROM is mounted on the logic IC or
microcomputer has been developed rapidly. In such a
system LSI, e.g. microcomputer operating at 5 V, there
is a case where an external signal of 10 V is applied to

its I/O circuit. This required a high withstand voltage to
be newly added.
[0009] The high voltage MOS transistor has a higher
gate withstand voltage than a conventional type MOS
transistor formed on the same chip.
[0010] Further, it has been investigated to incorporate
a circuit which has another function and operates at a
high supply voltage in the microcomputer with the flash
EEPROM mounted. For example, in the system for a
portable telephone, a control circuit for a lithium battery
is mounted a one-chip microcomputer. In this control cir-
cuit, a high voltage of about 30 V is applied to the MOS
transistor constituting the control circuit so that the high
voltage MOS transistor with a further improved with-
stand voltage (gate withstand voltage, source-drain
withstand voltage) must be integrated on the same chip.
[0011] The high voltage MOS transistor (withstand
voltage of e.g. 30 V) , in which a high voltage is applied
to the gate electrode, must have a thicker gate insulating
film than that of the conventional type MOS transistor
(withstand voltage of e.g. 5 V) which constitutes the logic
circuit of the microcomputer.
[0012] However, addition of a step of gate oxidation
dedicated to the high voltage MOS transistor gives rise
to a problem of increasing the amount of heat treatment
in the manufacturing process to change the character-
istic of a non-volatile memory cell, e.g. the threshold
voltage or the current value of the memory cell.

SUMMARY OF THE INVENTION

[0013] Therefore, an object of this invention is to pro-
vide a method of manufacturing a non-volatile memory
cell and a high voltage MOS transistor on the same sem-
iconductor chip without changing the characteristic of a
non-volatile memory cell.
[0014] Another object of this invention is to provide a
method of manufacturing a non-volatile memory cell and
a high voltage MOS transistor on the same semiconduc-
tor chip without increasing the number of man-hours of
manufacturing.
[0015] This invention basically intends to form a gate
insulating film of a high voltage MOS transistor using an
oxidation step (including CVD step) inherently included
in the step of manufacturing a non-volatile memory.
[0016] The gate insulating film of the high voltage
MOS transistor must be formed thick according to a re-
quired withstand voltage. Therefore, this invention in-
tends to form the gate insulating film of the MOS tran-
sistor simultaneously using the step of forming an oxide
film formed on the floating gate of a split type non-vola-
tile memory cell and the step of forming a tunnel insu-
lating film formed on the floating gate and the oxide film.
[0017] Thus, the gate insulating film of the MOS tran-
sistor is formed by a stacked film of the oxide film and
tunnel insulating film. On the basis of the investigation
by the inventors of this invention, this gate insulating film
is enough to realize the withstand voltage of about 30
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V. The oxidation film for forming the gate insulating film
of the MOS transistor is inherently included in the step
of forming the non-volatile memory cell. For this reason,
the quantity of heat treatment in the entire production
process undergoes no change, and the optimized char-
acteristic of the non-volatile memory undergoes no
change.
[0018] Further, by selectively removing the tunneling
insulating film as the need arises, the gate insulating film
of the MOS transistor can be formed only by the oxide
film. Therefore, the gate insulating film of the MOS tran-
sistor is formed thin by the degree of the tunneling insu-
lating film. Namely, two choices s can be prepared for
the thickness of the gate insulating film of the MOS tran-
sistor according to the withstand voltage characteristic
as required.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019]

Fig. 1 is a sectional view showing a method of man-
ufacturing a semiconductor device according to a
first embodiment of this invention;
Fig. 2 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
first embodiment of this invention;
Fig. 3 is a sectional view showing amethodof manuf
acturing a semiconductor device according to the
first embodiment of this invention;
Fig. 4 is a sectional view showing amethod ofman-
ufacturLng a semiconductor device according to the
first embodiment of this invention;
Fig. 5 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
first embodiment of this invention;
Fig. 6 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
first embodiment of this invention;
Fig. 7 is a sectional view showing a method of man-
ufacturing a semiconductor device according to a
second embodiment of this invention;
Fig. 8 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
second embodiment of this invention;
Fig. 9 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
second embodiment of this invention;
Fig. 10 is a sectional view showing a method of
manufacturing a semiconductor device according
to the second embodiment of this invention;
Fig. 11 is a sectional view showing a method of man-
ufacturing a semiconductor device according to the
second embodiment of this invention; and
Fig. 12 is a sectional view showing a split gate type
non-volatile semiconductor memory cell.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

(First Embodiment)

[0020] Now referring to the drawings, an explanation
will be given of a method of manufacturing a semicon-
ductor device according to a first embodiment of this in-
vention. Figs. 1 to 6 are sectional views of the semicon-
ductor device in respective steps.
[0021] Fig. 1 shows the region at a left part where a
high voltage MOS transistor is to be formed and the re-
gion at a right part where a memory cell is to be formed
(this also applies to Figs. 2 to 6).
[0022] Specifically, an n- type source layer 2 and an
n- type drain layer 3 are formed apart from each other
on the surface of a p type silicon (Si) substrate 1. The
surface of the p type Si substrate between the n- type
source layer 2 and the n- type drain layer 3 constitute a
channel region 4.
[0023] The n- type source layer 2 and n- type drain
layer 3, although not particularly limited, are formed to
have a depth of about 3 µm by ion-implanting phospho-
rous with a dose of 1 x 1013/cm2 in the p type Si sub-
strate 1, and thereafter thermally diffusing the implanted
ions for about 3 hours at a temperature of 1000 °C.
[0024] Thereafter, field oxide films 5 and 6 are formed
by the selective oxidation method. These films are gen-
erally called "LOCOS". The field oxide films 5 and 6 have
a thickness of about 400 nm. The field oxide film 5 is the
LOCOS included in the region of the n- type source layer
2 and n- type drain layer 3 to improve the withstand volt-
age between the gate and source and that between the
gate and drain. The field oxide film 6 is the LOCOS for
element isolation.
[0025] Thereafter, a thin gate insulating film 7 having
a thickness of about 8 nm is formed on the entire surface
inclusive of the memory cell region by thermal oxidation.
Further, a poly-Si layer 8 having a thickness of about
200 nm and doped with phosphorous is formed on the
entire surface by the LPCVD method. An amorphous sil-
icon (Si) may be substituted for the poly-Si layer 8.
[0026] By the photolithography technique, a photore-
sist layer 9 having an opening 9A is formed in the region
where the gate insulating film of the high voltage MOS
transistor is to be formed. Using the photoresist layer 9
as a mask, the poly-Si layer 8 on the region where the
gate insulating layer is to be formed is etched away.
[0027] As seen from Fig. 2, after the photoresist layer
9 has been removed, by the LPCVD method, a silicon
nitride (Si3N4) film 10 having a thickness of about 20 nm
is deposited on the entire surface. At this time, the side
8A of the poly-Si layer 8 subjected to etching is covered
with the silicon nitride film 10. The silicon nitride film 10
serves as an oxidation-resistant film in a thermal oxida-
tion step described later.
[0028] As seen from Fig. 3, by photolithography, a
photoresist layer 11 having an opening in the region
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where the gate insulating film is to be formed and an-
other opening in the region where a floating gate to be
formed is formed. Using the photoresist film 11 as a
mask, the silicon nitride film 10 is etched away. Thereby,
a silicon nitride film 10 on the region where the gate in-
sulating film is to be formed and on the region where the
floating gate is to be formed is selectively removed. In
this case, the position of the edge of the opening of the
photoresist layer 11 is adjusted so that the state where
the side 8A of the poly-Si layer 8 is covered with the
silicon nitride film 10 is maintained.
[0029] As seen from Fig. 4, after the photoresist layer
11 has been removed, by the thermal oxidation, an oxide
(SiO2) film 12 in a LOCOS shape is formed on the region
where a floating gate is to formed. As described later,
the oxide film 12 is formed thick in order to weaken the
capacitive coupling between a control gate 17 and a
floating gate 14.
[0030] Further, the oxidizing condition (temperature,
time) of the oxide film 12 is adjusted to be provide a
thickness of about 150 nm. Specifically, the oxide film
12 is formed by the "selective oxidation" using the silicon
nitride film 10 as an oxidation resisting film. During this
thermal oxidation step, a thick gate insulating film 13
having a thickness of about 150 nm is also formed in the
region where the high voltage MOS transistor is to be
formed.
[0031] In this case, since the side 8A of the polysilicon
layer 8 is covered with the silicon nitride film 10, oxida-
tion of this side 8A is prevented. If the side 8A of the
polysilicon layer 8 is oxidized, a piece of the oxide film
will remain in the removal of the polysilicon layer 8 in a
later step. Peeling-off of the piece of the oxide film will
generate dust. Because the side 8A of the polysilicon
layer 8 is covered with the silicon nitride film 10, its ox-
idation is prevented.
[0032] After the silicon nitride film 10 has been re-
moved, as seen from Fig. 5, using the oxidation film 12
in the LOCOS shape as a mask, the poly-Si layer 8 is
etched so that the floating gate 14 is formed beneath
the oxide film 12 in the LOCOS shape. The poly-Si layer
8 is preferably etched by e.g. completer anisotropic
etching to provide high etching accuracy. In this case, a
mixed gas of e.g. HBr and Cl2 is used as an etching gas.
[0033] As a result, the corner 14A of the floating gate
14 is processed into an acute shape. Hence, a tunneling
current becomes likely to flow the floating gate to the
control gate.
[0034] Next, as seen from Fig. 6, an n+ source dif-
fused layer 15 is formed at the one end of the floating
gate 14 by ion-implanting boron and thermally diffusing
the implantedions. Further, a tunneling insulating film 16
having a thickness of about 20 nm is formed to cover
the floating gate 14 and oxide film 12 of the non-volatile
memory cell. The tunneling insulating film 16 can be
formed by thermal oxidation and CVD technique.
[0035] Thus, the upper surface and side surface of the
floating gate 14 are covered with the tunneling insulating

film 16. The tunneling insulating film 16 is formed on the
entire surface of the substrate 1. Therefore, the tun-
neling Insulating film 16 is superposed on the thick gate
insulating film 13 of the high voltage MOS transistor.
Correspondingly, the effective film thickness of the gate
insulating film of the high voltage MOS transistor can be
increased.
[0036] By selectively etching the tunnel insulating film
16 formed on the thick gate insulating film 13, the thick-
ness of the gate insulating film of the high voltage MOS
transistor can be made equal to that of the thick gate
insulating film 13.
[0037] It should be noted that the conventional type
MOS transistor is also formed on the same Si substrate
1. The above thin gate insulating film 7 is used as the
gate insulating film of the conventional type MOS tran-
sistor. Therefore, the tunneling insulating film 16 super-
posed on the thin gate insulating film 7 is selectively
etched away. This etching step can be executed simul-
taneously with the step of selectively etching the tun-
neling insulating film 16 formed on the above thick gate
insulating film 13.
[0038] Thereafter, the surface of the Si substrate 1 is
cleaned by the ordinary technique. A poly-Si layer hav-
ing a thickness of about 200 nm and doped with phos-
phorous is formed on the entire surface of the substrate
by the LPCVD method.
[0039] The poly-Si layer is selectively etched by the
photolithography technique so that a control gate 17 of
the non-volatile memory cell and the gate 18 of the high
voltage MOS transistor are formed. In this case, the con-
trol gate 17 of the non-volatile memory cell is formed
over the area extending from the floating gate 14 to the
p type Si substrate 1.
[0040] Thereafter, by ion-implanting arsenic, formed
are an n+ type drain region 19 of the non-volatile mem-
ory cell and an n+ type source diffused layer 20 and an
n+ type drain diffused layer 21 of the high voltage MOS
transistor.
[0041] Through the manufacturing process described
above, the non-volatile memory cell and high voltage
MOS transistor can be formed on the same Si substrate
1. A brief explanation will be given of the operation of
the non-volatile memory cell.
[0042] In the write of data in the non-volatile memory
cell, for example, a voltage of about 2 volt is applied to
the control gate 17 and higher voltage of about 12 volt
is applied to the n+ type source diffused layer 15. Since
the n+ type source diffused layer 15 and floating gate 14
are strongly capacitive-coupled with each other, chan-
nel hot electrons flowed from the n+ type drain diffused
layer 19 are injected into the floating gate 14.
[0043] In the erasure of data, with the n+ source dif-
fused layer 15 and n+ drain diffused layer 19 connected
to ground, a high voltage of about 15 volt is applied to
the control gate 17. Therefore, the electrons in the float-
ing gate 14 provide a tunneling current passing through
the tunneling insulating film 16 which flows into the con-
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trol gate 17. In this case, since the corner 14A of the
floating gate 14 is processed into the acute shape, the
tunneling current is apt to flow, thereby enhancing the
efficiency of erasure.
[0044] The oxide film 12 serves to weaken the capac-
itive coupling between the control gate 17 and the float-
ing gate 14. Thus, the capacitive coupling between the
floating gate 14 and the n+ type source diffused layer
15 is relatively strengthened. Therefore, in the write of
data, when the high voltage is applied to the n+ source
diffused layer 15, the potential of the floating gate 14 is
enhanced by capacitive coupling. Accordingly, the effi-
ciency of the hot electrons into the floating gate 14 is
enhanced.
[0045] On the other hand, in the erasure of data, when
the high voltage is applied to the control gate 14, the
potential of the floating gate 14 approaches the potential
of the n+ source diffused layer 15. Thus, a high electric
field is generated between the control gate 17 and the
floating gate 14. Therefore, a large tunneling current
flows from the floating gate 14 to the control gate 17 so
that the efficiency of erasure of data is improved.
[0046] In this way, the non-volatile memory cell stores
a binary (multi-level) data of 1 or 0 on the basis of the
change in the channel conductivity corresponding to the
accumulated state of electrons in the floating gate 14,
and can erase these data.
[0047] On the other hand, in the high voltage MOS
transistor, the gate insulating film 13 is as thick as about
150 nm. In addition, the thick LOCOS layer 5 exists be-
tween the n+ type source diffused layer 20/n+ drain dif-
fused layer 21 and the gate electrode 18. Further, the
n+ source diffused layer 20 and n+ type drain diffused
layer 21 are formed within the lightly-doped n- type
source layer 2 and n- type drain layer 3, respectively.
Because of such a configuration, the high voltage of
about 30 V is applied to any terminal of source, drain
and gate, these terminals can endure such a voltage.
[0048] Further, since the gate insulating film 13 is
formed using the thermal oxidation step of forming the
oxide film 12, the quantity of heat treatment optimized
to form the non-volatile memory cell does not vary. This
prevents the characteristic of the non-volatile memory
cell from being varied.
[0049] Further, in the step of the thermal oxidation, the
side 8A of the poly-Si layer 8 is covered with the silicon
nitride film so that oxidation of the side 8A is prevented.
This prevents the oxide film at the side wall from remain-
ing on the LOCOS film 5 to generate dust, or the flatness
of an interlayer insulating film formed as an overlying
layer from being impaired.

(Second Embodiment)

[0050] Now referring to the drawings, an explanation
will be given of a method of manufacturing a semicon-
ductor device according to the second embodiment of
this invent-ion. Figs. 7 to 11 are sectional views of the

semiconductor device in respective steps.
[0051] Fig. 7 shows the region at a left part where a
high voltage MOS transistor is to be formed and the re-
gion at a right part where a memory cell is to be formed
(this also applies to Figs. 8 to 11).
[0052] Specifically, an n- type source layer 2 and an
n- type drain layer 3 are formed apart from each other
on the surface of a p type silicon (Si) substrate 1. The
surface of the p type Si substrate between the n- type
source layer 2 and the n- type drain layer 3 constitutes
a channel region 4.
[0053] The n- type source layer 2 and n- type drain
layer 3 are formed to have a depth of about 3 µm by ion-
implanting phosphorous with a dose of 1 x 1013/cm2 in
the p type Si substrate 1, and thereafter thermally dif-
fusing the implanted ions for about 3 hours at a temper-
ature of 1000 °C.
[0054] Thereafter, field oxide films 5 and 6 are formed
by the selective oxidation method. These films are gen-
erally called "LOCOS". The field oxide films 5 and 6 have
a thickness of about 400 nm. The field oxide film 5 is the
LOCOS included in the region of the n- type source layer
2 and n- type drain layer 3 to improve the withstand volt-
age between the gate and source and that between the
gate and drain. The field oxide film 6 is the LOCOS for
element isolation.
[0055] Thereafter, in this embodiment, a silicon nitride
film SN having a thickness of about 20 nm is formed on
the poly-Si layer 8. By the photolithography technique,
a photoresist layer PR1 with an exposed region of the
non-volatile memory cell where a floating gate is to be
formed is formed, and the silicon nitride film SN on this
region is removed by etching.
[0056] Next, as seen from Fig. 8, after the photoresist
layer PR1 has been removed, a photoresist layer PR2
having an opening PRH in the region where a high volt-
age MOS transistor is to be formed is formed, and the
poly-Si layer 8 and the silicon nitride, film SN in the re-
gion where the high voltage MOS transistor is to be
formed are removed.
[0057] As seen from Fig. 9, after the photoresist layer
PR2 has been removed, by thermal oxidation, an oxide
film 12 having a thickness of about 150 nm in a LOCOS
shape is formed on the region where a floating gate is
to formed. Specifically, the oxide film 12 is formed by the
"selective oxidation" using the silicon nitride film 10 as
an oxidation-resistant film.
[0058] During this thermal oxidation step, a thick gate
insulating film 13 having a thickness of about 150 nm is
also formed in the region where the high voltage MOS
transistor is to be formed. In this case, the side 8A of
the polysilicon layer is oxidized so that an oxide film
piece OH is formed.
[0059] Next, the silicon nitride film SN is removed us-
ing hot phosphoric acid. Further, when the polysilicon
layer 8 is etched using as a mask the oxide film 12 in
the LOS shape as shown in Fig. 10, a floating gate 14
is formed beneath the oxide film 12 in the LOCOS
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shape.
[0060] As a result, the corner 14A of the floating gate
14 is processed into an acute shape. Hence, as de-
scribed later, the tunneling current becomes likely to
flow the floating gate to the control gate. In this embod-
iment, it should be noted that the oxide film OH remains
on the LOCOS film 5.
[0061] Next, as seen from Fig. 11, a self-aligned n+

source diffused layer 15 is formed at the one end on the
source side of the floating gate 14 by ion-implanting bo-
ron and thermally diffusing the implanted ions. Further,
a tunneling insulating film 16 having a thickness of about
20 nm is formed to cover the floating gate 14 and oxide
film 12 of the non-volatile memory cell. The tunneling
insulating film 16 can be formed by thermal oxidation
and CVD technique.
[0062] Thus, the upper surface and side surface of the
floating gate 14 are covered with the tunneling insulating
film 16. The tunneling insulating film 16 is formed on the
entire surface of the substrate 1. Therefore, the tun-
neling insulating film 16 is superposed on the thick gate
insulating film 13 of the high voltage MOS transistor.
Correspondingly, the effective film thickness of the gate
insulating film of the high voltage MOS transistor can be
increased.
[0063] By selectively etching the tunnel insulating film
16 formed on the thick gate insulating film 13, the thick-
ness of the gate insulating film of the high voltage MOS
transistor can be made equal to that of the thick gate
insulating film 13.
[0064] It should be noted that the conventional type
MOS transistor is also formed on the same Si substrate
1. The above thin gate insulating film 7 is used as the
gate insulating film of the conventional type MOS tran-
sistor. Therefore, the tunneling insulating film 16 super-
posed on the thin gate insulating film 7 is selectively
etched away. This etching step can be executed simul-
taneously with the step of selectively etching the tunnel
insulating film 16 formed on the above thick gate insu-
lating film 13.
[0065] Thereafter, the surface of the Si substrate 1 is
cleaned by the ordinary technique. A poly-Si layer hav-
ing a thickness of about 200 nm and doped with phos-
phorous is formed on the entire surface of the substrate
by the LPCVD method.
[0066] The poly-Si layer is selectively etched by the
photolithography technique so that a control gate 17 of
the non-volatile memory cell and the gate electrode 18
of the high voltage MOS transistor are formed.
[0067] Now, the gate electrode 18 of the high voltage
MOS transistor is formed so that it resides on the gate
insulating film 13 and a part of the LOCOS film 5 so as
to cover the oxide film OH on the LOCOS film 5. Cover-
ing the oxide film piece OH with the gate electrode 18
prevents dust from being generated due to peeling-off
of the oxide film piece OH.
[0068] The control gate 17 of the non-volatile memory
cell is formed over the area extending from the floating

gate 14 to the p type Si substrate 1. Thereafter, by ion-
implanting arsenic, formed are an n+ type drain region
19 of the non-volatile memory cell and an n+ type source
diffused layer 20 and an n+ type drain diffused layer 21
of the high voltage MOS transistor.
[0069] In this embodiment, after the silicon nitride film
SN has been stacked on the poly-Si layer 8, the poly-Si
layer 8 on the region of the high voltage MOS transistor
where the gate insulating film is to be formed is etched
away. This embodiment is different from the first embod-
iment in this point. Therefore, during the subsequent
thermal oxidation, as a result of oxidation of the side of
the poly-Si layer 8, the oxide film piece OH remains on
the LOCOS film. 5. The remaining oxide film piece OH
is apt to peel off, thus generating dust. In order to obviate
such an inconvenience, the oxide film piece OH is cov-
ered with the gate electrode 18, thereby preventing the
oxide film piece from peeling off.
[0070] The operation and the non-volatile memory
cell and the withstand characteristic of the high voltage
MOS transistor, which are the same as in the first em-
bodiment, are not explained here.
[0071] In this way, in accordance with this invention,
the non-volatile memory cell and high voltage MOS tran-
sistor can be formed on the same Si chip. A brief expla-
nation will be given of the operation of the non-volatile
memory cell.
[0072] With the side of the first Si layer covered with
the oxidation resistant film, the oxide film in the LOCOS
shape is formed by thermal oxidation in the region where
the floating gate is formed, and the gate insulating film
is also formed in the region where the MOS transistor is
to be formed. For this reason, the side of the first Si layer
is not oxidized. This prevents the oxide film at the side
wall from remaining on the LOCOS film 5 to generate
dust, or prevents the flatness of an interlayer insulating
film formed as an overlying layer from being impaired.
[0073] With the side of the first Si layer not covered
with the oxidation-resistant film, the oxide film in the LO-
COS shape is formed by thermal oxidation in the region
where the floating gate is to be formed and the gate in-
sulating film is also formed in the region where the MOS
transistor is to be formed. In this case, since the side
wall of the first Si layer is oxidized. In the subsequent
step of forming the control gate, the control gate is
formed to cover the oxide film piece, thereby preventing
the oxide film piece from peeling off.

Claims

1. A method of manufacturing a semiconductor device
having a non-volatile memory cell transistor with a
control gate stacked on a floating gate through an
oxide film and a MOS transistor on the same sem-
iconductor substrate, said method comprising the
steps of:

simultaneously forming the oxide film on the
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floating gate of the said non-volatile memory cell
transistor and a gate insulating film of the MOS tran-
sistor in a single thermal oxidation step.

2. A method of manufacturing a semiconductor device
having a non-volatile memory cell transistor with a
control gate stacked on a floating gate through an
oxide film and a MOS transistor on the same sem-
iconductor substrate, said method comprising the
steps of:

forming a silicon (Si) layer on the semiconduc-
tor substrate;
removing said Si layer on a region of said MOS
transistor gate where a gate insulating film is to
be formed;
forming an oxidation-resistant film on a region
of said semiconductor substrate except the re-
gions where the control gate of said non-vola-
tile memory cell transistor is to be formed and
where the gate insulating film of said MOS tran-
sistor is to be formed;
forming the oxide film by thermal oxidation on
the region where the floating gate is to be
formed; and
removing the remaining oxidation-resistant
film,
whereby the oxide film on the floating gate of
the said non-volatile memory cell transistor and
the gate insulating film of said MOS transistor
are simultaneously formed.

3. A method of manufacturing a semiconductor device
according to claim 2, wherein said oxidation-resist-
ant film is a silicon nitride film.

4. A method of manufacturing a semiconductor device
having a non-volatile memory cell transistor with a
control gate stacked on a floating gate through an
oxide film and a MOS transistor on the same sem-
iconductor substrate, comprising the steps of:

forming a first silicon (Si) layer on the semicon-
ductor substrate;
selectively etching said first Si layer formed on
a region where the gate insulating film of said
MOS transistor is to be formed, thereby remov-
ing it;
covering an entire surface of the semiconductor
substrate, inclusive of a side of said first Si layer
exposed by the selective etching, with an oxi-
dation-resistant film;
selectively removing said oxidation-resistant
film on a region where the gate insulating film
of said MOS transistor is to be formed and se-
lectively removing said oxidation-resistant film
on a region where the floating gate of said non-
volatile memory transistor is to be formed;

forming the oxide film by thermal oxidation on
the region where said floating gate is to be
formed and forming the gate insulating film on
a region where said MOS transistor is to be
formed;
removing the remaining oxidation-resistant
film;
removing the remaining first Si layer using said
oxide film as a mask, thereby forming the float-
ing gate of said non-volatile memory cell tran-
sistor;
forming a tunneling insulating film of said non-
volatile memory cell on the entire surface of the
semiconductor substrate inclusive of the sur-
face of the gate insulating film on the region
where said MOS transistor is to be formed;
-forming a second Si layer on the entire surface
of said semiconductor substrate; and
selectively etching said second Si layer so that
the control gate of said non-volatile memory
cell and the gate of said MOS transistor are si-
multaneously formed.

5. A method of manufacturing a semiconductor device
according to claim 4, further comprising the step of
selectively removing said tunneling insulating film
formed on the gate insulating film on the region
where said MOS transistor is to be formed.

6. A method of manufacturing a semiconductor device
according to claim 4 or 5, wherein said oxidation-
resistant film is a silicon nitride film.

7. A method of manufacturing a semiconductor device
having a non-volatile memory cell transistor with a
control gate stacked on a floating gate through an
oxide film and a MOS transistor on the same sem-
iconductor substrate, said method comprising the
steps of:

forming a first silicon (Si) layer on the semicon-
ductor substrate;
forming an oxidation-resistant oxide film on
said first Si layer;
selectively removing the oxidation-resistant
film on a region where said floating gate is to
be formed;
selectively etching said first Si layer of said
MOS transistor on a region where a gate insu-
lating film is to be formed, thereby removing it;
forming the oxide film by thermal oxidation on
the region where the floating gate is to be
formed, the gate insulating film on the region
where said MOS transistor is to be formed and
an oxide film piece on the side of said first Si
layer;
removing the remaining oxidation-resistant
film;
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removing said remaining first Si layer using said
oxide film as a mask, thereby forming the float-
ing gate of said non-volatile memory cell tran-
sistor;
forming a tunneling insulating film of said non-
volatile memory cell on the entire surface of the
semiconductor substrate inclusive of the sur-
face of the gate insulating film on the region
where said MOS transistor is to be formed;
forming a second Si layer on the entire surface
of said semiconductor substrate; and
selectively etching said second Si layer so that
the control gate of said non-volatile memory
cell and the gate of said MOS transistor are si-
multaneously formed.

8. A method of manufacturing a semiconductor device
according to claim 7, wherein a gate of said MOS
transistor is formed to cover said oxide film piece.

9. A method of manufacturing a semiconductor device
according to claim 7, further comprising the step of
selectively removing said tunneling insulating film
formed on the gate insulating film on the region
where said MOS transistor is to be formed.

10. A method of manufacturing a semiconductor device
according to claim 7, 8 or 9, wherein said oxidation-
resistant film is a silicon nitride film.
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