Abstract: The system according to the invention comprises a plurality of sensors (10), (20) arranged to measure an ambient condition of a person. A movement of the person is being detected by the movement sensor (20) included in the system. The system further comprises interpretation means (110) arranged for interpreting a plurality of first output signals (100) and a second output signal (200). The plurality of first output signals (100) is provided by the ambient sensors (10) and the second output signal (200) is provided by the movement sensor (20). The interpretation means (110) are further arranged to determine an activity of daily living of said person. The interpretation means may provide an alarm signal (120) indicating that the person may need direct assistance and a warning signal (130) indicating a potential deteriorating health condition of the person.

FIG. 1
A system and method for detecting activities of daily living of a person

FIELD OF THE INVENTION

This invention relates to a system and method for detecting activities of daily living of a person.

BACKGROUND OF THE INVENTION

Current demographics show a rise in the number of seniors. There is further a trend that these seniors want to stay living independently in their own home. For their children this can become a worry, and especially when children do not live close to their parents it is difficult for them to monitor their wellbeing. There is therefore a need for a system that assists these remote living children to monitor the well being of their parents while maintaining the privacy of said parents.

US20070069900A1 discloses a system and method for monitoring one or more humans while maintaining the privacy of those individuals. The system includes one or more activity pickups that create one or more information outputs. A computer system monitors one or more of the information outputs and processes the information outputs to determine when one or more types of inactivity of the human in an area exceeds one or more threshold of inactivity. Alarms and/or indications activate when one or more of the thresholds of inactivity is exceeded. Various types of thresholds of inactivity are disclosed.

A disadvantage is that the information provided by the system is limited to potential hazardous situations that are characterized by an amount of a type of inactivity that has been taken place over time.

SUMMARY OF THE INVENTION

It is therefore an object of the invention to provide a system for non intrusive monitoring of a person that provides more information on the person being monitored.

The object is achieved with a system for non intrusive monitoring of a person that comprises at least one ambient sensor arranged for measuring an ambient condition of said person, a movement sensor arranged for detecting a movement of said person and interpretation means arranged for interpreting a first output signal provided by the at least one
ambient sensor and a second output signal provided by the movement sensor to determine an activity of daily living of said person.

The invention is based on the insight that for the person being monitored the absence of a camera will make the monitoring acceptable. Non intrusive monitoring may be realized with relative simple sensors that provide data on specific ambient conditions, such as for example temperature or humidity, and a movement sensor. These simple sensors are considered as less privacy intruding and therefore more easily accepted. On the other hand with the data provided by these sensors activities of daily living may be determined and provide more information on the person being monitored. Activities of daily living concern basic activities that a person executes on a regular basis. Examples of activities of daily living are bathing, dressing, eating, toilet use, etc. The system that uses the at least one ambient sensor and the movement sensor thus provides information on the activity of the person in a non intrusive way, thereby achieving the object of the invention. A further advantage of the system is that these sensors for measuring an ambient condition are cheap compared to a camera. Also a movement sensor is a cheap component. An example of a movement sensor is a PIR (Passive Infra Red) sensor.

For example with a humidity sensor and a movement sensor in the bathroom it may be determined that the person is taking a shower. In a further example with a temperature sensor and a movement sensor in the kitchen it may be determined that the person is preparing a hot meal. It is a further advantage that the ambient sensor for measuring an ambient condition and the movement sensor may be stationary sensors that are located for example in the bathroom and in the kitchen. This makes it unnecessary for the person to wear a device.

In a further embodiment the interpretation means are arranged for providing a timestamp to the first output signal of the at least one ambient sensor in dependence of a detected movement as indicated by the second output signal. In yet a further embodiment interpretation means are further arranged for calculating a time difference between two timestamps. By adding time information to the measured ambient condition the time spent that an activity takes place may be determined. In a further embodiment the interpretation means are arranged to determine the activity in dependence of a comparison of the first output signal with a threshold. For example to determine whether the activity is 'taking a hot shower' the humidity condition in the bathroom must pass a threshold.

In a further embodiment the interpretation means are arranged to determine the activity of daily living in dependence of a comparison of the first output signal with a
threshold and are the interpretation means further arranged for generating an alarm signal dependent on the determined activity of said person and the time difference. This provides the advantage that for example an alarm may be given if the person stays too long in the bathroom with the hot shower running indicating that for example the person has become unwell in the bathroom.

In a further embodiment of the system the interpretation means are further arranged to store the determined activity of said person in an activity profile of said person. This provides the advantage that the behavioral pattern of activities of the person is stored. Shifts in this pattern may indicate that the person is in need of help. For example the person may start forgetting to take a regular shower. Or in a further example the person is taking less frequently a hot meal because he is feeling depressed.

In a further embodiment the interpretation means are further arranged to detect an irregularity in the activity profile. By adding time information to the measured ambient condition the time spent between the activities may be determined. With the time information the frequency of the activity may be determined. For example the frequency of the determined activity 'preparing a hot meal' may be 'once a day', or '5 times a week'. An irregularity in the activity profile may for example be that the time spent between the determined activities of 'preparing a hot meal' has increased. For example the average time spent may be determined using the data from the activity profile. When the time spent between two successive determined activities of 'preparing a hot meal' is larger than for example 1.5 times the average time spent this indicates an irregularity.

In a further embodiment the interpretation means are further arranged for generating a warning signal in response to the detected irregularity. The irregularity may indicate that the person is in need of help. In a further example a family member or close relative may be advised by the system (using the warning signal) to pay a visit to the person.

In a further embodiment the warning signal is given to the person himself. In this embodiment the warning signal is a feedback signal advising the person for example to take a shower.

The invention further provides a method for non intrusive monitoring of a person characterized in comprising the steps of
- measuring an ambient condition of said person
- detecting a movement of said person;
- interpreting said measured ambient condition and said movement to determine an activity of daily living of said person
The non intrusive character of the monitoring is in the method realized by measuring at least one ambient condition of the person rather than by for example surveillance by camera of the person. Further the movement of the person is detected with for example a PIR sensor. Movement sensors are for example used to switch on lighting and people are familiar with their usage. Therefore monitoring by measuring one or more ambient conditions of the person and by detecting the movement of said person will be experienced as non intrusive.

In a further embodiment of the method the determined activity of said person is timestamped and stored in an activity profile. The stored activities of the person form a behavioral pattern that characterizes said person. Deviations in the monitored activities of the person may be used as an indicator of the well being of the person. For example elderly people that start suffering from dementia will show shifts in their behavioral pattern. They will start to forget to take a shower and loose the feeling of time. Therefore in a further embodiment of the method the activity profile of the person is analyzed for irregularities or shifts in the behavioral patterns.

BRIEF DESCRIPTION OF THE DRAWINGS
The invention will now be described, by way of example only, with reference to the following drawings, in which:

Fig. 1 shows an embodiment of the system according to the invention;
Fig. 2 shows a graph with a first output signal and a second output signal;
Fig. 3 shows a further embodiment of the system according the invention;
Fig. 4 shows a graph with signals in the system of Fig. 3;
Fig. 5 shows a further graph with a first output signal and a second output signal;

DETAILED DESCRIPTION OF THE EMBODIMENTS
Fig. 1 shows an embodiment of the system according to the invention comprising a plurality of sensors 10, 20 arranged to measure an ambient condition of a person. A movement of the person that is monitored is being detected by the movement sensor 20 included in the system. The system further comprises interpretation means 110 arranged for interpreting a plurality of first output signals 100 and a second output signal 200. The plurality of first output signals 100 is provided by the ambient sensors 10 and the second output signal 200 is provided by the movement sensor 20. The interpretation means 110 are
further arranged to determine an activity of daily living of said person. The interpretation means may provide an alarm signal 120 indicating that the person may need direct assistance and a warning signal 130 indicating a potential deteriorating health condition of the person.

In a further embodiment the system may comprise a plurality of movement sensors 20 providing a plurality of second output signals 200. For example the home of the person being monitored may comprise two or more rooms, each one of these rooms comprising at least one movement sensor.

Fig. 2 shows a first output signal 100 provided by a humidity sensor 10 and a second output signal 200 provided by a movement sensor 20 over a time of approximately 4 days. The movement sensor is realized by a Passive IR (PIR) detector that is focused on the shower area. The humidity sensor is mounted in the bathroom near the shower. In the graph of Fig. 2 three peaks of various sizes are observed indicating shower usage of different length using water of different temperatures (e.g. hot and cold shower). Next to the three peaks that characterize fast changes in humidity also a slow change in humidity is seen; this slow change is caused by the changing weather conditions and air-conditioning systems that were operating in the room where the measurements shown in the graph of Fig. 2 were made.

Fig. 3 shows an embodiment of the interpretation means 110 in the system according to the invention. The interpretation means are arranged to interpret the first and second output signal 100, 200 and to provide output data 330 on the activity of daily living of the person. The first output signal 100 and the second output signal 200 are sampled and timestamped. With timestamped is meant that time information is added to the sampled first output signal. This time information may also comprise data information. The timestamp is generated when a movement is detected as indicated by a change in the second output signal 200. In a further embodiment with time stamping the time information is also added to the second output signal. The system further comprises filter means 310, 320. With a low pass filter 310 the average value of the sampled humidity signal is determined. With the high pass filter 320 the fast changes in the humidity are taken out of the sampled humidity signal. The difference 340 between the output of the high pass filter and the low pass filter provides data 350 on fast changes in the humidity compensated for slow changes caused by air conditioning or changing weather conditions. Said data 350 on fast changes provides therefore information on changes in humidity caused by actual water usage of the person.

Said data 350 on fast changes is compared with three humidity levels in the module referred to as threshold detector 360 to provide a third output signal 370 indicating whether no water is used, cold water is used or hot water is used. By combining the third output signal 370 with
the sampled second output signal of the PIR detector the module referred to as Reasoner 380 provides information on whether the person has taken a hot shower, a cold shower or no shower at all.

Using the timestamps and collecting the information provided by the Reasoner 380 in a personal profile the output data 330 of the interpretation means may further comprise data on the periods of cleansing, the regularity on these periods, Hot / Cold water usage. The output data 330 may further comprise data on periods of inactivity in the shower with no exit which may indicate a potential hazardous situation such as a fall. By collating the information provided by the Reasoner 380 over time the pattern / regularity of cleansing of the person may be monitored.

Fig. 4 shows a graph with the first output signal 100 of the humidity sensor. Fig. 4 further shows the data 350 on fast changes in the humidity compensated for slow changes caused by air conditioning or changing weather conditions and said data provides therefore information on changes in humidity caused by actual water usage of the person.

Fig. 4 further shows the output data 330 of the interpretation means providing data on the activity of daily living of the person.

Fig. 5 shows output signals 100, 200 from sensors 10, 20 used in a further embodiment of the system. The first output signal 100 is provided by a temperature sensor. The second output signal comprises the output signals 200 of two movement sensors. A first movement sensor detects movements of the person in the vicinity of the stove (indicated by 200a), the second movement sensor detects movements of the person close to the kitchen table (indicated by 200b).

In Fig. 5 three points are identified. Point 1 indicates the movement of the person in the vicinity of the stove. Point 2 also indicates movement of the person in the vicinity of the stove accompanied by a temperature rise. Point 1 and 2 indicate the activity of the preparation of a hot meal. Point 3 indicates a drop in temperature coinciding with no movement registered in the area of the stove plus movement captured from the person close to the kitchen table. This indicates that the person sat down and is eating his hot meal.

By further careful interpretation of the output signals 100, 200 of the sensors 10, 20 the Reasoner 380 may provide output data 330 on: periods of cooking, regularity of the preparation of hot food on a stove, times that hot food preparation takes place, the probable consumption of food. By collating the data over time in a personal profile the pattern / regularity of hot food preparation and inferred consumption may be monitored.
In a further embodiment the interpretation means 110 may be implemented with a processing unit. The first and second output signal 100, 200 may be converted to the digital domain using an analogue to digital converter. The digital representation of the first and second output signal 100, 200 is further analyzed by the processing unit. The processing unit may add timing information to the digital representation of the first and second output signal upon detecting a change in the digital representation of the second output signal, said change resulting from a movement of the person. The interpretation means 110 may further comprise a memory storing code that is being used to interpret the digital representation of the first and second output signal is further analyzed by the processing unit. For example with the code the step of comparing of the measured ambient condition with a threshold may be programmed. The processing unit is arranged to execute the code. The result of the execution of the code provides data on the activity of the person. Said activity may be stored in the memory, together with the timing information for that activity, thereby creating an activity profile for that person. The activity profile may be consulted by a family member that provides said family member peace of mind as the pattern indicates that 'mum is doing well'.

The system may for example have an internet access allowing the caregiver to access the memory comprising the personal profile. The caregiver may use the activity profile to determine the mental ability of the person.
CLAIMS:

1. A system for non intrusive monitoring of a person characterized in that the system comprises
   - at least one ambient sensor (10) arranged for measuring an ambient condition of said person;
   - a movement sensor (20) arranged for detecting a movement of said person;
   - interpretation means (110) arranged for interpreting a first output signal (100) provided by the at least one ambient sensor (10) and a second output signal (200) provided by the movement sensor (20) to determine an activity of daily living of said person.

2. A system according to claim 1 wherein the interpretation means (110) are arranged for providing a timestamp to the first output signal (100) of the at least one ambient sensor (10) in dependence of a detected movement as indicated by the second output signal (120).

3. A system according to claim 2 wherein the interpretation means (110) are further arranged for calculating a time difference between two timestamps.

4. A system according to any one of claims 1 to 3 wherein the interpretation means (110) are arranged to determine the activity in dependence of a comparison of the first output signal (100) with a threshold.

5. A system according to claim 3 wherein the interpretation means (110) are arranged to determine the activity in dependence of a comparison of the first output signal (100) with a threshold and wherein the interpretation means are further arranged for generating an alarm signal (120) dependent on the determined activity of said person and the time difference.

6. A system according to any one of claims 1 - 5 wherein the determined activity of said person is taken from a group comprising eating, cooking, and washing.
7. A system according to any one of claims 1-6 wherein the interpretation means (110) are further arranged to store the determined activity of said person in an activity profile of said person.

8. A system according to claim 7 wherein the interpretation means (110) are further arranged to detect an irregularity in the activity profile, and wherein the interpretation means are further arranged for generating a warning signal (130) in response to the detected irregularity.

9. A system according to claim 8 wherein the interpretation means (110) are further arranged to determine a frequency of the activity in the activity profile, the detected irregularity being dependent on a change in the frequency.

10. A system according to claim 8 or 9 wherein the system is arranged to provide the generated warning signal (130) to the person or a caregiver.

11. A method for non intrusive monitoring of a person characterized in comprising the steps of
    - measuring an ambient condition of said person
    - detecting a movement of said person;
    - interpreting said measured ambient condition and said movement to determine an activity of daily living of said person.

12. A method according to claim 10 wherein the step of interpreting said measured ambient condition and said movement to determine an activity of daily living of said person comprises the step of providing a timestamp to the measured ambient condition in dependence of the detected movement.

13. The method according to claim 12 wherein the step of interpreting said measured ambient condition and said movement comprises the steps of
    - calculating a time difference between two timestamps;
    - generating an alarm signal (120) dependent on the determined activity of said person and the time difference.
14. A method according to any one of claims 11 to 13 wherein the step of interpreting said measured ambient condition and said movement is further arranged to store the determined activity of said person in an activity profile of said person.

15. A method according to claim 14 wherein the step of interpreting said measured ambient condition and said movement further comprises the steps of:
- detecting an irregularity in the activity profile;
- generating a warning signal (130) in response to the detected irregularity.
FIG. 2

Humidity & Movement in Carelab Bathroom @ 04-040-2008 16:00:00

Humidity

Time in Minutes

Humidity
FIG. 3

Humidity data entered into a sampled data component (310). Running average humidity data is calculated. Low pass filter (340) and high pass filter (320) are applied to the sampled data. The difference between the low pass and high pass filtered data is calculated in the difference component (350). The threshold detector (360) determines if there is no water usage (370), cold water usage, or hot water usage.

Time stamp data is also input into the sampled data component (200). PIR data is also input into the sampled data component (200). Movement is identified by the movement detector (380). The reasoner (380) determines if there is no movement and if there is no movement, it proceeds to decide if there is no showering, cold showering, or hot showering. The timer is set for the time 'tshower'.

Output:
- No water usage
- Cold water usage
- Hot water usage
- No movement

Input:
- Humidity data
- Running average humidity data
- Low pass filter data
- High pass filter data
- Difference data
- Threshold detector data
- Time stamp data
- PIR data
- Movement data
- PIR data
**A. CLASSIFICATION OF SUBJECT MATTER**

INV. G06B21/04

According to International Patent Classification (IPC) or to both national classification and IPC.

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

G06B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

Y

paragraph [0011]
paragraph [0021] - paragraph [0022]
paragraph [0023]
paragraph [0025]
paragraph [0033]
paragraph [0035]
paragraph [0036]
paragraph [0037]

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search

5 August 2009

Date of mailing of the international search report

12/08/2009

Name and mailing address of the ISA/

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel: (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer

Wright, Jonathan
**INTERNATIONAL SEARCH REPORT**

**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 93/16636 A1 (MYLLYMAEKI MATTI [FI]) 2 September 1993 (1993-09-02)</td>
<td>1,4,7-8, 10-11, 14-15</td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td>2-3,12</td>
</tr>
<tr>
<td></td>
<td>page 3, line 5 - page 5, last line</td>
<td></td>
</tr>
<tr>
<td></td>
<td>monitors movement of a person and parameters of the person such as temperature,</td>
<td></td>
</tr>
<tr>
<td></td>
<td>generating an event recording eg an alarm. The thresholds slide in accordance</td>
<td></td>
</tr>
<tr>
<td></td>
<td>with the recorded movement. claims 1,2; figures 1-5</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>US 6 002 994 A (LANE STEPHEN S [US] ET AL) 14 December 1999 (1999-12-14)</td>
<td>1,4, 6-11, 14-15</td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figures 1-20</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 1, line 20 - column 1, line 48</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 3, line 66 - column 4, line 30</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 7, line 36 - column 7, line 52</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 9, line 35 - column 9, line 59</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 12, line 15 - column 12, line 34</td>
<td></td>
</tr>
<tr>
<td></td>
<td>environment monitor including sensor for monitoring water use and food use eg</td>
<td></td>
</tr>
<tr>
<td></td>
<td>toasters indicating cooking and activity by motion sensors. claims 1-5,19,20</td>
<td></td>
</tr>
</tbody>
</table>

Forni PCT/IBA/210 (continuation of second sheet) (April 2006)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2005079150 A2</td>
<td>01-09-2005</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

WO 9316636 A1 02-09-1993

AT 181492 T 15-07-1999
AU 3502093 A 13-09-1993
DE 69325445 D1 29-07-1999
DE 69325445 T2 23-12-1999
DK 630208 T3 27-12-1999
EP 0630208 A1 28-12-1994
ES 2134838 T3 16-10-1999
FI 920896 A 29-08-1993
JP 7504102 T 11-05-1995
NO 943160 A 26-10-1994
US 5515858 A 14-05-1996

US 6002994 A 14-12-1999 NONE