(54) Title: A METHOD AND SYSTEM FOR EXTRACTING/STORING SPECIFIC PROGRAM FROM MPEG MULTIPLE PROGRAM TRANSPORT STREAM

(57) Abstract: This invention provides an improved method for storing/replaying a specific program from a MPEG-2 multiple program transport stream. When storing, the method discards a related transport packet of the non-user-selected program and inserts a null packet at the corresponding discarding position, and the effective load of this null packet contains a number which indicates the number of continuously discarded packets at this position; when replaying, if the effective load of a null packet contains a specific numerical value, the method adds some null packets beside this null packet, the number of the added null packets being equal to that the specific numerical value minus one.
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, TM, TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, ZW.

(84) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HU, IE, IS, IT, LU, MC, NL, PL, PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).


Published: with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
A METHOD AND SYSTEM FOR EXTRACTING/STORING SPECIFIC PROGRAM FROM MPEG MULTIPLE PROGRAM TRANSPORT STREAM

Background Art

The present invention relates to an MPEG (Motion Picture Expert Group) transport stream, particularly to a method and system for extracting/storing specific program from MPEG-2 multiple program transport stream.

MPEG-2 standard (ISO/IEC 13818-1) is a standard for providing digital data stream to digital devices, such as Set Top Box (STB), digital TV (DTV), interactive devices, etc.

Fig. 1 is a conventional process of generating multiple program MPEG-2 transport stream. The video signal and audio signal of each program are respectively compressed into video elementary stream (ES) and audio elementary stream (ES) according to preset algorithm after being received by video encoder 112 and audio encoder 114; these elementary streams and data like Teletext, close caption, etc. are respectively converted into video PES( packetized elementary stream), audio PES and data PES by the packetizer 118 under the control of the Program Clock Reference (PCR) sent by the clock means 130; these PES and private sections compose all the contents of said program. The content groups of a plurality of programs and the program specific information sections (PSI) are input into a multiplexer 140 to be multiplexed and then a standard multiple program
MPEG-2 transport stream (TS) is output, which is composed of a number of transport packets. The PSI section may include program associated table (PAT) and program mapping table (PMT), etc.

Fig. 2 is a schematic drawing of the flow of converting an elementary stream into TS packets. The elementary stream 210 is decomposed into a group of PES payload 224 by the packetizer, and a PES header 222 is added before each payload to form a group of PES packets 220. The combination of payloads of said group of PES packets corresponds to an elementary stream.

After being processed by the multiplexer, each PES packet 220 turns to be a TS packet 230 of 188 bytes, which conforms to the MPEG standard, and each TS packet includes a TS header 232 (TS Header) of four bytes and a TS payload 234 of 184 bytes. The combination of said group of transport packets corresponds to a PES packet 220. If the TS header contains program transport stream, first, at stage one, find the PAT from the payload of the TS packet whose packet identification (PID) equals to 0x0000 (step S310); second, the packet identification PMT PID of the transport packet which includes the program mapping table (step S320) is acquired from the program associated table PAT, according to the program selecting information (i.e., program identification) sent by the user; subsequently, at stage two, it finds the transport packets containing program mapping table according to the PMT PID, so as to obtain the program mapping table PMT (step S330); then the packet identification of the transport packet associated with the selected program is obtained from the program mapping table
PMT and the special packet identification prescribed by standard (step S340), including the PID of the transport packet containing the elementary stream content, the PID of the transport packet containing the program specific information/service information (PSI/SI) of specific program, and the PID of the transport packet containing the program clock reference (PCR); finally, at stage three, comparing the received PID value of the transport packet with the above-mentioned PID values, if it is one of said PID values, it will be sent to the next step to be processed; otherwise, said transport packet will be discarded (step S350).

There are mainly the following two kinds of methods of extracting/storing specific program from MPEG-2 multiple program transport stream currently:

In the first one, the bit rate of the transport packet processed by the flow as shown in Fig. 3 is adjusted by the transcoder, and then re-multiplexed to obtain a new transport stream containing specific program that conforms to MPEG-2 standard for further process, such as transferring or storing. The defect of said method is that transcoding/re-multiplexing will increase the cost.

In the second one, an arrive time clock (ATC) tag is added to the transport packet obtained from the flow in Fig. 3 to generate a partial transport stream, then further process, such as transferring or storing, is performed during replay, by using the arrive time clock as reference, all the transport packets are provided according to their arrive time for further process. The defect of said method is that the process of replay is complex, in addition, since the arrive time clock ATC tag is not a part of MPEG-2 standard, further processing, such as edit, to said stream files becomes complex.
Meanwhile, the partial transport stream generated by said method only includes the selection information table (SIT) and the discontinuity information table (DIT), while according to its grammar, other service tables (SI table), which are necessary for the interactive TV, will not be provided any more.

The transport stream compatible with MHP (Multimedia Home Platform) standard is a transport stream, which is based on the MPEG-2 standard but has more robust functions. If a transport compatible with MHP standard is processed in accordance with the above-mentioned two methods, the new program transport stream generated will not conform to MHP standard.

Therefore, there is a need to provide a method for extracting/storing specific program from an MPEG-2 multiple program transport stream, which method may ensure that the newly generated program transport stream may maintain the bit rate during transportation and may still be compatible with the MPEG-2 standard during replay.

Content of Invention

The present invention provides an improved method for extracting specific program from an MPEG-2 multiple program transport stream, and the packet identification (PID) value of the transport packet in the program transport stream is significant to the present invention. After receiving a multiple program transport stream and the user selecting information for the specific program, all the packet
identifications (PIIDs) of the transport packets associated with the selected program are obtained from the program associated table (PAT) of the specific program selected by the user, then the packet identifications of each transport packet received are compared with the above-mentioned packet identifications, if they are consistent, said transport packet will not be processed and will be directly transported to the newly generated program transport stream; if they are inconsistent, the packet identification (PID) of said transport packet will be set as 0x1FFF, and then be transported to the newly generated program transport stream.

The program transport stream generated by said method conforms to the MPEG-2 standard and may keep the bit rate unchanged during transportation. If the original transport stream conforms to the MHP standard, the new transport stream still conforms to MHP standard. In addition, this method requires no additional transcoder and remultiplexer, that is, it does not need additional processes of transcoding and re-multiplexing.

The present invention also provides an improved method for storing/replaying specific program from a MPEG-2 multiple program transport stream. During storing, after a multiple program transport stream and the user selecting information for the specific program are received, all the packet identifications (PID) of the transport packets associated with the selected program are obtained from the program associated table (PAT) of the specific program selected by the user, then the packet identification of each transport packet received are compared with the above-mentioned packet identifications. If they are consistent, said transport packet will not be processed and will be stored into a
specified medium; if they are inconsistent, said transport packet will be discarded and a null packet is stored at said discarding position, the payload of the null packet contains numerical value 1; if a plurality of packets are discarded continuously, only one null packet is stored, whose payload contains the number of transport packets that are continuously discarded at said position; finally, a mark of discarding packet is stored in a program information file on said storage medium, said mark is used to indicate that packet discarding has been carried out on said program.

During replay, first the program information file stored on said storage medium is read out, and it is determined that if said program information file has packet discarding mark; if it has, read all the transport packets of said program from said storage medium and judge the packet identification (PID) of each transport packet; if the PID does not equal to 0x1FF, send said transport packet to the next step of processing; if the PID equals to 0x1FF, said transport packet is null packet and then a value is obtained from the payload of said null packet and the null packets of the number of said numerical value minus 1 are added beside said null packet, subsequently, said null packets are sent to the next step of processing.

Said method of storing/replaying specific program may save a great amount of storage space during storing; and during replay, the program is read and processed but still conforms to the MPEG-2 standard; besides, if the original transport stream satisfies MHP standard, the new transport stream that is read out still conforms to MHP standard. In addition, the present method does not need any
additional transcoder and re-multiplexer, that is, it does not need additional processes of transcoding and re-multiplexing.

Other objects and advantages together with a further understanding of the invention will become apparent and appreciated by referring to the following description and claims taken in conjunction with the accompanying drawings.

Description of Figures

The present invention is explained in detail with reference to the figures by way of embodiments, wherein,

10 Fig. 1 is a conventional process of generating multiple program MPEG-2 transport stream;

Fig. 2 is a schematic drawing of the flow of converting an elementary stream ES into transport packet (TS packet);

Fig. 3 is a schematic drawing of the flow of identifying specific program from a program transport stream;

Fig. 4 is a schematic drawing of the system of extracting specific program from an MPEG-2 multiple program transport stream according to an embodiment of the present invention;
Fig. 5 is a schematic drawing of the flow of extracting specific program from an MPEG-2 multiple program transport stream according to an embodiment of the present invention;

Fig. 6 is a schematic drawing of the system of storing/replaying specific program from an MPEG-2 multiple program transport stream according to another embodiment of the present invention;

Fig. 7 is a schematic drawing of the flow of storing specific program from an MPEG-2 multiple program transport stream according to another embodiment of the present invention;

Fig. 8 is a schematic drawing of the flow of replaying the specific program stored according to the present invention according to another embodiment of the present invention;

In all the figures, the same reference numerals indicate the same or similar features and functions.

Specific Embodiments

Fig. 4 is a schematic drawing of the system of extracting specific program from an MPEG-2 multiple program transport stream according to an embodiment of the present invention. Said system may be used as a part of the program receiving means of the user, such as the set top box. A receiving means 410, such as a high frequency header and demodulator, as shown in the figure is used to
receive an input signal and output a digital program transport stream, which is a multiple program transport stream. If a multiple program transport stream is provided thereto directly, said high frequency header and demodulator 410 will not be needed any more.

The user sends a signal for selecting specific program to the stream stuffer 420 through the user controller 470, the packet identification of the transport packet associated to the non-user-selected program is set by the stream stuffer 420 as 0x1FF and is then output together with the transport packets associated with the program selected by the user, as the stuffed transport stream. If there is one specific program selected by the user, the corresponding stuffed transport stream is a single program transport stream; if there are a plurality of programs selected by the user, the corresponding stuffed transport stream is a multiple program transport stream. The specific stuffing process of the stream stuffer will be described later.

Said stream stuffer 420 comprises a program stream receiving means 421, for receiving a multiple program transport stream from the high frequency header and the demodulator 410, said transport stream comprises transport packets; a user information receiving means 423 for receiving the user selecting information for the specific program contained in said multiple program transport stream by the user controller 470; a transport packet identifying means 422 for finding the transport packet of programs that are not selected by the user from said multiple program transport stream, according to the user selecting information for said specific program; and a null packet setting means 425, for setting the packet identification (PID) of the transport packet of the non-user-selected program to be
a specific numerical value, such as 0x1FF and said specific numerical value is a null packet identification, meanwhile, the set transport packet together with the transport packet of the program selected by the user are sent to the next step of processing in the order of original transport stream.

Said transport packet identifying means 422 further comprises a program finding means 424 for finding the packet identification (PID) of the associated transport packet from the program associated table (PAT), according to the user selecting information for the specific program, the payload of said transport packet includes the program mapping table (PMT) of the selected program; a packet identification finding means 426 for finding the packet identification (PID) of the transport packet associated with the selected program from the program associated table (PAT) and creating a packet identification list of the program selected by the user; and a packet identification comparing means 428 for comparing the packet identification (PID) of the received transport packet with the packet identification (PID) in the packet identification list of the program selected by the user, to find the transport packet of the non-user-selected program and send the transport packet of program that is selected by the user to the next step of processing. Said three means connected together may implement the processing flow as shown in Fig. 3.

Said stream stuffer 420 may further comprise an information amending means 429 for amending the program relation list of said multiple program transport stream according to the user selecting information for specific program.
Said stuffed transport stream conforms to the MPEG-2 standard and may be used in further processing, such as transferring, storing and playing, and may keep the bit rate unchanged during transferring; if the original transport stream conforms to the MHP standard, the new transport stream still conforms to the MHP standard. Said stuffing function allows the user to extract programs that he likes from the multiple program stream conveniently, and transfer it to share with others without the remultiplexer. When the others receive said stuffed stream, they may play it with the current media player.

If said stuffed transport stream is used for play, the subsequent play process would be the same as that of the prior art. The stuffed transport stream is sent to the de-multiplexer and decrypter 450, and one of the functions of said de-multiplexer and decrypter 450 is to demultiplex the transport stream into the program elementary stream. If the transport stream is a multiple program transport stream, a program transport stream will be selected and de-multiplexed into program elementary stream, according to the program selection control signal sent from the user through the user controller 470. Said program elementary stream is decoded by the audio/video decoder 460 to become audio/video signal for playing. Another function of said de-multiplexer and decrypter 450 is to decrypt the program according to the storage control signal sent from the conditional access controller 480, to be processed by the audio/video decoder 460.
Fig. 5 is a schematic drawing of the flow of extracting specific program from an MPEG-2 multiple program transport stream according to an embodiment of the present invention. Said flow is the specific stuffing flow of the stream stuffer 420 as shown in Fig. 4. Firstly, it starts to receive a multiple program transport stream (step S510), the program associated table (PAT) is analyzed (step S512), the information of the user's selection of specific program is received and found (step S514), according to said selection information, the packet identifications of all the transport packet associated with said specific program are obtained from the program mapping table (PMT) and standard prescribed special PID numerical value, so as to create a packet identification list of the program selected by the user, namely, the useful packet identification list (step S518). Meanwhile, it may be decided if the program associated table should be modified according to the user's selection (step S526); if it is amended (step S527), set parameter PR=1; if it is not amended (step S528), set parameter PR=0. However, said step may not be carried out, and accordingly, the following described step S524 will also not exist.

Said useful packet identification list corresponds to the transport packet including all of the program specific information/service information table (PSI/SI) with the specific program selected by the user, to all the transport packet containing the audio/video elementary stream data of the specific program selected by the user, and to all the transport packet of the program clock reference containing the specific program selected by the user. In MPEG-2 standard, PSI/SI table includes the program associated table (PAT), program mapping table (PMT), network information table (NIT), conditional access table (CAT), service
description table (SDT), discontinuity information table (DIT) and event information table (EIT).

Said list may also correspond to the transport packet including the information tables conforming to the MHP standard, and these special information tables include running status table (RST), time offset table (TOT), stuffing table (ST) and a bouquet information table (BAT), etc.

Then it starts to receive the transport packet (step S532). If the program transport stream has been adjusted during transportation, such as changing from four-program transport stream into three-program transport stream, the useful packet identification list will have to be updated (step S534); if the program transport stream has not been adjusted during transportation, said step may be omitted.

If the packet identification of the received transport packet equals to 0x1111, then said transport packet includes program associated table (PAT) (step S540), next, it is further judged that if parameter PR equals to 1 (step S542), if parameter PR equals to 1, an information amending means will amend the program associated table in the payload of said transport packet according to the user selecting information for specific program (step S544), so that the transport stream of the generated new program transport steam may only reflect the selected specific program, and said amending process is illustrated in the following; send the amended transport packet to the output buffer (step S5460) to detect if there is another transport packet to be processed (step S590). If the
parameter PR does not equal to 1, it is judged that if there is another transport packet to be processed (step S590) after directly sending said transport packet to the output buffer (step S546), and under such circumstance, when displaying said program transport stream, the color of the title of the un-selectable program may be set to be dark color at the application level, so as to enable the user to learn that the original program transport stream contains said un-selectable program.

If the packet identification of the received transport packet does not equal to 0x0000 (step S540), it is further judged that if the packet identification of said transport packet is in the useful packet identification list (step S550); if it is, it is judged that if there is another transport packet to be processed (step S590) after sending said transport packet to the output buffer (step S552); if not, the packet identification of said transport packet is set to be 0x1FFF, so that it is considered as a null packet (step S554); then after sending said null packet to the output buffer (step S556), it is judged that if there is another transport packet to be processed (step S590). Step S554 may also replace the relevant transport packet of program not selected by the user with a standard null packet, and then send said standard null packet to the output buffer.

Finally, if the judging result of said step S590 is that there is another transport packet to be processed, it returns to step S532 to repeat the above-mentioned loop, until there is no new transport packet to be processed, and then this flow ends.

The program associated table amendment in step S544 generally includes the following:
if the length of PAT changes, the "section length" field should be updated;

if the PAT table changes, the "CRC" field should be updated;

the entrance of the program not selected by the user should be canceled.

A specific example is provided in the following to illustrate how the program associated table is amended.

The original program associated table is as shown in Table 1. The length of the program associated table is 24 bytes and said table contains the program specific information of three programs, the "program_number" field is 0x0001, i.e., the PMT PID of program 1 is 0xA1; "program_number" field is 0x0002, i.e., the PMT PID of program 2 is 0xA2; "program_number" field is 0x0003, i.e., the PMT PID of program 2 is 0xA3. The content of the "section_length" field is 21. The cyclic redundacy check (CRC) field is calculated according to affix B of ISO/IEC13818-1 of MPEG-2 standard.

If the user selects program 1, the program associated table will be modified accordingly, the modified PAT is as shown in Table 2:

the fields of "program_number", "reserved", "program_map_Pld" of program 2 and program 3 should be canceled;

the content of "section_length" field should be modified to be 13;

the cyclic redundacy check (CRC) field is re-calculated on the basis of the modified PAT contents.
Table 1: PAT before amending

<table>
<thead>
<tr>
<th>Syntax</th>
<th>No. of bits</th>
<th>Mnemonics</th>
</tr>
</thead>
<tbody>
<tr>
<td>program_association_section()</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Table_id(0x00)</td>
<td>8</td>
<td>uimsbf</td>
</tr>
<tr>
<td>section_syntax_indication</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>or</td>
<td></td>
<td></td>
</tr>
<tr>
<td>'0'</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
<td>bslbf</td>
</tr>
<tr>
<td>section_length(0x15)</td>
<td>21</td>
<td>uimsbf</td>
</tr>
<tr>
<td>transport_stream_id(0x1F)</td>
<td>16</td>
<td>uimsbf</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
<td>bslbf</td>
</tr>
<tr>
<td>version_number(0x00)</td>
<td>5</td>
<td>uimsbf</td>
</tr>
<tr>
<td>current_next_indicator</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>Section_number</td>
<td>8</td>
<td>uimsbf</td>
</tr>
</tbody>
</table>
last_section_number 8  uimsbf

16  uimsbf

Program_number(0x0001)

Reserved 3  bslbf

program_map_PID(0xA1) 13  uimsbf

16  uimsbf

program_number(0x0002)

reserved 3  bslbf

program_map_PID(0xA2)  uimsbf

16  uimsbf

program_number(0x0003)

reserved 3  bslbf

program_map_PID(0xA3)  uimsbf

}

CRC_32 32  rphof

}
Table 2: PAT after amending

<table>
<thead>
<tr>
<th>Syntax</th>
<th>No. of bits</th>
<th>Mnemo</th>
</tr>
</thead>
<tbody>
<tr>
<td>program_association_section() {</td>
<td></td>
<td></td>
</tr>
<tr>
<td>table_id(0x00)</td>
<td>8</td>
<td>uimsbf</td>
</tr>
<tr>
<td>section_syntax_indicator</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>'0'</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
<td>bslbf</td>
</tr>
<tr>
<td>section_length(0x0D hex)</td>
<td>13</td>
<td>uimsbf</td>
</tr>
<tr>
<td>transport_stream_id (0x1F)</td>
<td>16</td>
<td>uimsbf</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
<td>bslbf</td>
</tr>
<tr>
<td>version_number(0x00)</td>
<td>5</td>
<td>uimsbf</td>
</tr>
<tr>
<td>current_next_indicator</td>
<td>1</td>
<td>bslbf</td>
</tr>
<tr>
<td>section_number</td>
<td>8</td>
<td>uimsbf</td>
</tr>
<tr>
<td>last_section_number</td>
<td>8</td>
<td>uimsbf</td>
</tr>
<tr>
<td>program_number(0x0001)</td>
<td>16</td>
<td>uimsbf</td>
</tr>
</tbody>
</table>
Fig. 6 is a schematic drawing of the system of storing/replaying specific program from an MPEG-2 multiple program transport stream according to another embodiment of the present invention. Said system of storing/replaying specific program differs from the system of extracting specific program of Fig. 4 by using a stream modifier 430, a recording means 439 and a stream de-modifier to replace the stream stuffer 420.

The stream modifier 430 comprises a program stream receiving means 431 for receiving a multiple program transport stream which comprises transport packets; a user information receiving means 432 for receiving the user selecting information for the specific program included in said multiple program transport stream; a packet discarding means 433 for discarding the transport packet of the non-user-selected program according to user selecting information for the specific program, and storing a null packet at said discarding position, the payload of said null packet contains a numerical value which may reflect the number of transport
packets that are continuously discarded at said discarding position; and an information file generating means 434 for generating a program information file, which includes a packet discarding mark, said packet discarding mark is used to indicate that said program has been processed by packet discarding.

The stream modifier may also comprise an information amending means 435 for amending the program associated table of said program transport stream according to the user selecting information for specific program, and for storing a mark in a program information file at the same time, and said mark is used to indicate that the program associated table of said program has been amended.

The recording means 439 comprises a program storing means for storing all the un-discarded transport packets and said null packets and for storing said program information file.

The stream de-modifier 440 comprises a program stream receiving means 442 for reading each transport packet; a program information judging means 444 for reading the program information file stored in said storage medium and for judging if said program information file has packet discarding mark, and if it has, obtaining a numerical value in the payload of each null packet; a null packet adding means 446 for adding null packets with the number of said numerical value minus 1 beside said null packet. Said stream de-modifier 440 may also comprises
a null packet judging means for judging if there is a numerical value in the payload of each null packet, if there is, obtaining said numerical value. Said null packet judging means may be included in said stream de-modifier 440 together with the program information judging means 444, or it may be used as substitution of the program information judging means 444 and included in said stream de-modifier 440 independently. In this case, the stream de-modifier 440 will no longer read the packet discarding mark from the program information file, but will directly judge each null packet to determine if the payloads thereof contain a numerical value.

When a multiple program transport stream is sent to the stream modifier 430, the program receiving means 431 thereof receives the transport packet in said transport stream, and the user information receiving means 432 thereof receives the control information for selecting specific program sent from the user controller 470 by the user, and based on said control information, the packet discarding means 433 thereof directly sends out the related transport packet of the program selected by the user; and discards the related transport packet of the non-user-selected program and add a null packet at each discarding position. The payload of said null packet contains numerical value 1, if a plurality of transport packets are discarded continuously, only one null packet needs to be added at said position, and the payload of said null packet contains a numerical value that may reflect the number of transport packets that are discarded continuously. These null packets as well as the transport packets that are not discarded in the original transport stream are outputted as modified stream. In addition, said information file generating means 434 may also generate a program information
file, which contains a packet discarding mark for user in re-playing, and said packet discarding mark is used to indicate that packet discarding has been carried out in said program.

If there is one specific program selected by the user, the corresponding modified transport stream is a single program transport stream; if there are a plurality of specific programs selected by the user, the corresponding modified transport stream is a multiple program transport stream. The specific operation of said stream modifier 430 is described in the following.

The modified transport stream and program information file are recorded on the specified storage medium by the recording means 439. Said recording means may be a hard disc drive (HDD), an optical disc drive (CD or DVD), a magnetic tape drive or the other types of magnetic/optical storage.

When replaying the above recorded program, the user sends control information through the user controller 470, and the modified transport stream is read from the recording means 439 by the program receiving means of the stream de-modifier. The null packet judging means of the stream de-modifier 440 detects and judges each null packet, if the payload of said null packet contains a numerical value, said numerical value is obtained and null packets of the number of said numerical value minus 1 are added beside said null packet by the null packet
adding means 446, and these null packets together with the non-null packets that are read out are send to the next step of processing, such as transferring or playing, as a transport stream in the order of reading and inserting. Said transport stream is a program transport stream conforming to MPEG-2 standard. Said processing will be described in detail below.

The above-mentioned transport stream is sent to the de-multiplexer and decrypter 450, and is decrypted and de-multiplexed into program elementary stream, such as audio elementary stream and video elementary stream, under the control of the user controller 470 and conditional access control 480, and said program elementary stream is further decoded by the audio/video decoder 460 into audio/video signal for play.

The user may also read out a program information file from the recording means 439, through the program information reading means 444 in the stream de-modifier 440, and the judging means judges that if said program information file has a packet discarding mark. If it has, the numerical value in the payload of the null packet is obtained to be processed by the null packet adding means 446.

Fig. 7 is a schematic drawing of the flow of storing specific program from an MPEG-2 multiple program transport stream according to another embodiment of the present invention. Said flow is the specific operation process of the stream
modifier 430 of Fig. 6. The steps before step S534 are substantially the same as
the flow in Fig. 5, so they will not be repeated for the sake of conciseness. The
difference is the addition of the step of setting the parameter TSSP to be 1 (step
S520), setting parameter NCUP to be 0 (step S524), and storing program
information file (step S529). Said parameter NCUP is used to mark the number of
transport packets that are discarded continuously.

The program information file stored in step S529 includes at least one packet
discarding mark TSSP, for example, when TSSP equals to 1, said stored program
stream has performed the packet discarding process. Said program information
file may further include the program name and the modified stream recorded on
the start and end positions, etc. of the storage medium. Said program information
file may be stored at a predefined position of the storage medium. Likewise, the
PR numerical value of the mark of amending the program associated table may
also be stored in the program information file.

If the packet identification of the transport packet received in step S532
equals to 0x0000 (step S540), said transport packet contains the program
associated table (PAT). It is judged that if the program associated table should be
modified, according to whether PR equals to 1 (step S542), so that the generated
new program transport stream may only reflect the selected specific program.
If PR equals to 1, the program associated table contained in said transport table (step S544) is amended as described previously, and it is judged that if there is another transport packet to be processed (step S590) after the modified transport packet is stored to the specified storage medium (step S548). If PR does not equal to 1, it is judged that if there is another transport packet to be processed (step S590), after said transport packet is directly stored into the specified storage medium (step S548). In this case, when displaying the program transport stream, the color of the title of the un-selectable program is set to be dark color at the application level, so as to allow the user to learn that the original program transport stream contains said un-selectable program.

If the packet identification of the transport packet received in step S532 does not equal to 0x0000 (step S540), it is further judged that if the packet identification of said transport packet is in the useful packet identification list (step S550). If it is, it is judged that if NCUP equals to 0 (step S561); if it does, said transport packet is stored into the specified storage medium (step S563); if not, a null packet is stored into the specified storage medium (step S565) and NCUP is set as 0 at the same time (step S567). The payload of said null packet contains a numerical value that may reflect the number of null packets that are discarded continuously, and then said transport packet is stored into the specified storage medium (step 563). In step S550, if the packet identification of said transport packet is not in the list of useful packet identification list, discarding said transport packet (step S572) and adding 1 to NCUP (step S574).
After finishing the above-mentioned process of storing or discarding, it is judged that if there is another transport packet to be processed (step S590). If there is another transport packet to be processed, return to step S532 to repeat the loop until there is no new transport packet to be processed, and then the process ends.

In the above step S565, a null packet is added at each of the discontinuous packet discarding position, whose payload contains a numerical value 1. If a plurality of transport packets are discarded continuously, only one null packet has to be added at said position, whose payload contains a numerical value which may reflect the number of the transport packets that are discarded continuously.

When storing the stuffed stream generated in the flow of Fig. 5, it is also feasible to discard all the null packets and store a null packet at the corresponding position of discarding. If only one null packet is discarded, the payload of the stored null packet contains a numerical value 1; if a plurality of transport packets are discarded continuously, only one null packet is stored, whose payload contains the number of transport packets that are continuously discarded at said position. Finally, a packet discarding mark is stored in a program information file on said storage medium, which mark indicates that packet discarding has been carried out in said program.
Fig. 8 is a schematic drawing of the flow of replaying the specific program stored in the present invention according to another embodiment of the present invention. This flow is the embodiment of the detailed process of the stream demodifier 440 of Fig. 6 converting the received program stream into program transport stream compatible with MPEG-2 standard. First, the control information for selecting and replaying specific program sent by the user through the user controller 470 is received (step S810), the program information file is read out from the storage medium (step S820), the next step is decided on the basis that if the packet discarding mark TSSP of said program information file equals to 1 (step S822), the program transport stream on the storage medium is directly read out, to send it to the next step of processing, if TSSP does not equals to 1; and if TSSP equals to 1, it indicates that packet discarding has been carried out in said transport stream, thus each transport packet of the program stream on the storage medium is read out, to be processed by the steps described below (step S830).

If the packet identification PID of the transport packet read out equals to 0x1FFF (step S840), the NCUP numerical value is read from the payload of said transport packet (step S842), and NCUP minus 1 standard null packets are added beside said transport packet (step S844), and the word "beside" refers to the position of the previous or next position that is adjacent to said transport packet, then these null packets are sent to the next step of processing (step S850), such as playing or transferring. If the packet identification PID of the transport packet
read out does not equal to 0x1FF (step S840), said transport packet is directly sent to the next step of processing (step S850), such as playing or transferring. After finishing said sending step, it is judged that if there is another transport packet to be processed (step S860). and if there is, return to step S830 to repeat said loop until there is no new transport packet to be processed and then finish said flow.

In the above-described flow, steps S820, S822 and S824 may also be omitted, and a detecting and judging step may be added between step S840 and step S842, which detects and judges if the payload of the null packet has a numerical value; if there is, step S842 and step S844 will be carried out and then go to step S850; if not, directly jump to step S850.

In addition, the stream de-modifier 440 may also amend the program associated table (PAT) of the sent transport stream, so as to reflect the program content that may be selected actually in said program transport steam.

While the invention has been described in conjunction with specific embodiments, it is evident that many alternatives, amendments and variations will be apparent to those skilled in the art in light of the foregoing description. Accordingly, it is intended to embrace all such alternatives, amendments and variations that fall into the spirit and scope of the appended claims.
Although the present invention has been described in combination with a particular embodiment, according to the previous description, however, various alternatives, modifications and changes will be apparent for those skilled in the art. Therefore, the present invention will include all the alternatives, modifications and changes falling within the spirit and scope of appended claims.
What is claimed is:

1. A method for selecting a specific program from a MPEG multiple program transport stream, comprising:

   a. receiving a multiple program transport stream which includes the transport packet;

   b. receiving the user selecting information for the specific program contained in the multiple program transport stream;

   c. finding the transport packet of the non-user-selected program from the multiple program transport stream according to the user selecting information for the specific program;

   d. setting the packet identification (PID) of the transport packet of the non-user-selected program into a specific value, which being a null packet identification.

2. The method according to claim 1, wherein said specific value as the null packet identification being 0x1FFF (hexadecimal).

3. The method according to claim 1, wherein step c comprises:

   finding the packet identification of the related transport packet from the program associated table according to the user selecting information for the specific program, the transport packet contains the program mapping list for the selected program;
finding the packet identification of the transport packet related to the selected program from said program mapping list, and creating a packet identification list of the user selected program; and

comparing the received packet identification of the transport packet with the packet identification in the packet identification list of the user selected program, to find out the transport packet of the non-user-selected program.

4. The method according to claim 1, further comprises:

e. amending the program associated table of the multiple program transport stream according to the user selecting information for the specific program.

5. A system for selecting a specific program from a MPEG multiple program transport stream, comprising:

a program stream receiving means for receiving a multiple program transport stream which includes the transfer packet;

a user information receiving means for receiving the user selecting information for the specific program contained in the multiple program transport stream;

a transport packet identifying means for finding out the transport packet of the non-user-selected program from the multiple program transport stream according to the user selecting information for the specific program;
a null packet setting means for setting the packet identification (PID) of the transport packet of the non-user-selected program into a specific value, which is a null packet identification.

6. The system according to claim 5, wherein the specific value as the null packet identification is 0x1FF (hexadecimal).

7. The system according to the 5, wherein the transport packet identifying means comprises:

   a program finding means for finding the packet identification of the related transport packet from the program associated table according to the user selecting information for the specific program; the transport packet contains the program mapping list of the selected program;

   a packet identification finding means for finding the packet identification of the transport packet related to the selected program from said program mapping list, and creating a packet identification list of the user selected program;

   a packet identification comparing means for comparing the received packet identification of the transport packet with the packet identification in said packet identification list of the user selected program, to find out the transport packet of the non-user-selected program.

8. The system according to claim 5, further comprises:
an information amending means for amending the program associated table
of the multiple program transport stream according to the user selecting
information for the specific program.

9. A method for storing a specific program from a MPEG multiple program
transport stream to a storage medium, comprising:

a. receiving a multiple program transport stream which includes the
transport packet;

b. receiving the user selecting information for the specific program
contained in the multiple program transport stream;

c. discarding the transport packet of the non-user-selected program
according to the user selecting information for the specific program;

d. storing all the non-discarded transport packet and storing a null packet at
the corresponding discarding position, the effective load of the null packet contains
a numerical value which indicates the number of the transport packets
continuously discarded at the discarding position.

10. The method according to claim 9, further comprises:

e. storing a mark in a program information file, the mark indicates that the
packet discarding has been carried out in the program transport stream.

11. The method according to claim 9, further comprises:
f. amending the program associated table of the multiple program transport stream according to the user selecting information for the specific program.

12. A system for storing a specific program from a MPEG multiple program transport stream to a storage medium, comprising:

a program receiving means for receiving a multiple program transport stream which includes the transfer packet;

a user information receiving means for receiving the user selecting information for the specific program contained in the multiple program transport stream;

a packet discarding means for discarding the transport packet of the non-user-selected program according to the user selecting information for the specific program, and inserting a null packet at the corresponding discarding position, the effective load of the null packet contains a numerical value which indicates the number of the transport packets continuously discarded at the discarding position;

a program storing means for storing said non-discarded transport packet and the inserted null packets.

13. The system according to claim 12, further comprises:

a information file creating means for creating a program information file, the file includes a packet discarding mark, the mark indicates that the packet discarding has been carried out in the program transport stream.

14. The system according to claim 12, further comprises:
a information amending means for amending the program associated table of the multiple program transport stream according to the user selecting information for the specific program and storing a mark in a program information file, the mark indicates that the program associated table of the program has been amended.

15. A method for replaying a specific MPEG transport stream from a storage medium, comprising:

reading each transport packet; and

judging whether the effective load of each null packet contains a numerical value, and acquiring the numerical value if it does;

adding some null packets beside this null packet, the number of the added null packets being equal to that said numerical value minus one.

16. A method for replaying a specific MPEG transport stream from a storage medium, comprising:

reading each transport packet; and

judging whether the program information file of the transport stream contains a packet discarding mark, and acquiring a numerical value in the effective load of each null packet if it does; and

adding some null packets beside this null packet, the number of the added null packets being equal to that said numerical value minus one.
17. A system for replaying a specific MPEG transport stream from a storage medium, comprising:

    a program stream receiving means for reading each transport packet;

    a null packet judging means for judging whether the effective load of each null packet contains a numerical value, and acquiring the value if it does; and

    a null packet adding means for adding some null packets beside this null packet, the number of the added null packets being equal to that said numerical value minus one.

18. A system for replaying a specific MPEG transport stream from a storage medium, comprising:

    a program stream receiving means for reading each transport packet;

    a program information judging means for judging whether the program information file contains a packet discarding mark, and acquiring a numerical value in the effective load of each null packet if it does; and

    a null packet adding means for adding some null packets beside this null packet, the number of the added null packets being equal to that said numerical value minus one

    a searching module for searching the URL corresponding to the information which is not downloaded according to the searching command; and
a network management apparatus for downloading the information required in the normal status utilizing the searched URL corresponding to the information which is not downloaded while the player being in the abnormal status.
Receive user selecting information of the program

Read program information file

TSSP=1?

Yes

Read the first/next transport packet

PID=0x1FFF?

Yes

Read NCUP value from the payload of said transport packet

No

Add NCUP-1 standard null packets after said transport packet

Transmit the transport packet

Another transport packet?

Yes

No

End

S810

S820

S822

S824

S830

S840

S842

S844

S850

S860
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 H04N7/24 H04N9/804

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 7 H04N

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2001/053282 A1 (MIO TAKESHI ET AL) 20 December 2001 (2001-12-20) the whole document</td>
<td>1-18</td>
</tr>
<tr>
<td></td>
<td>DE 100 35 707 A1 (SCM MICROSYSTEMS GMBH) 31 January 2002 (2002-01-31) the whole document</td>
<td>1-18</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**8** document member of the same patent family

Date of the actual completion of the international search
9 February 2005

Date of mailing of the international search report
17/02/2005

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel: (+31-70) 340-2040, Tx: 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer
Luckett, P
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CN 1335711 A</td>
<td>13-02-2002</td>
</tr>
<tr>
<td>DE 10035707 A1</td>
<td>31-01-2002</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 11055315 A</td>
<td>26-02-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9706363 A</td>
<td>26-06-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1449138 A</td>
<td>15-10-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1195253 A ,C</td>
<td>07-10-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0849958 A2</td>
<td>24-06-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002159485 A1</td>
<td>31-10-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6185228 B1</td>
<td>06-02-2001</td>
</tr>
</tbody>
</table>