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3 Claims. 

My invention relates to orchestral musical in 
struments, and especially to trap supporting de 
Vices therefor. 
The various traps supporting devices, includ 

ing the cymbals, are generally carried by the or 
chestral bass drum and are usually mounted on 
the bass drum hoop. 
The principal object of my invention is to pro 

Wide a holder for any of the various kinds of 
traps for drums and which is provided with im 
proved means for clamping the holder to the 
drum hoop. 
Another object of the invention is to provide 

an improved cymbal holder having improved jaw 
clamping means for Securing the holder to a 
drun hoop. 
A third object is to provide a trap or cymbal 

holder Which is provided with a tiltable clamp 
ing jaw for securing the holder to a drum hoop. 
Other and more specific objects of the inven 

tion are mentioned and described herein. 
The preferred embodiment of my invention is 

illustrated in the accompanying drawing, wherein 
Figure 1 illustrates a side elevational view of 

the trap Ol' cymbal holder; 
Figure 2 is a front elevational view thereof; 
Figure 3 is a fragmentary Sectional Side ele 

vational view similar to Fig. 1; 
Figure 4 illustrates two views of the movable 

jaw and hinge stud; and 
Figure 5 illustrates an end view of the holder 

body alone as viewed on line 5-5 of Fig. 3. 
Similar numerals of reference indicate like 

parts throughout the several views on the draw 
ling. i. 

Referring now to the details of the drawing 
the numeral 1 indicates generally a substantially 
L. Shaped holder bracket which may comprise the 
upright leg 2 and the substantially horizontal 
leg 3, the latter of which functions as the sta 
tionary jaw of the holder, as hereinafter de 
scribed. The outer end of the jaw portion 3 may 
be provided with an integral hook section 4 up 
wardly bent and in which the upright cymbal 
Supporting post 5 is rigidly mounted. The cym 
ball referred to is not shown in the drawing as 
its structure is well known, and any suitable 
means for removably connecting same, or any 
other trap, with the post 5 may be resorted to. 
The numeral 6 indicates generally the mov 

able jaw member of the holder clamping means 
and which is adapted to coact with the station 
ary jaw 3 to clamp the holder to the drum hoop 7. 
The movable jaw 6 may be substantially L shaped 
in formation and may comprise the lever arm 
portion 8 and the jaw head 9, said jaw head pref 
erably extending laterally on both sides of the 
jaw to effect the maximum area of contact with 
the inside Surface of the drum hoop 7 when se 
cured thereto. 

(C. 248-20) 

The jaw 6 is hingedly and tiltably connected 
with the holder leg 2 by a stud 10, one end of 
Said stud being rigidly fixed in the portion 8 of 
said jaw at 11, the other end of said stud being 
tiltably and nonrotatably connected with the 
holder leg 2 in a Suitable bearing aperture 12 
formed therein, there being sufficient clearance 
around said stud within said bearing aperture to 
permit said stud to SWing slightly in a vertical 
plane when force is applied to the jaw arm 8. 
The jaw hinge stud 10 may be provided with 

a head 13 at its outer end which head engages 
in a countersink 14 formed in the holder leg 2 
to prevent axial displacement of the stud from 
its bearing aperture, and preferably the bearing 
aperture 12 may have its side wall or walls flat 
tened at 15 to correspond with the flattened sides 
16 of the stud 10, with clearance therebetween, 
Whereby said stud and the jaw 6 are held against 
rotation in said bearing aperture. 
The numeral 17 indicates a Wing Screw which 

is Suitably screw threaded through the holder leg 
2 to place the Screw point in operative relation, 
or contact, with the jaw arm 8, whereby rotation 
of Said Screw will cause the jaw to tilt, thereby 
projecting the jaw head 9 upward into clamping 
engagement with the under or inside surface of 
the drum hoop 7, whereby said drum hoop is 
rigidly clamped between the stationary jaw 3 and 
Said movable jaw and maintained therebetween 
by Said Wing Screw. 

I claim: 
1. A musical trap holder comprising an angu 

lar bracket member, one leg thereof providing a 
Stationary jaw, a movable jaw member, stud 
means tiltably connecting said movable jaw with 
Said bracket member, and means for tilting said 
nowable jaw. 

2. A musical trap holder comprising an angu 
lar bracket member, one leg thereof providing a 
Stationary jaw, a movable jaw member adapted 
to coact with said stationary jaw, stud means 
tiltably connecting said movable jaw with said 
bracket member, and screw means for tilting said 
movable jaw. 

3. A musical trap holder comprising an angu 
lar bracket member, one leg thereof providing a 
Stationary jaw, an angular tiltable jaw member 
adapted to coact with said stationary jaw, stud 
means tiltably connecting said movable jaw with 
Said bracket member, and screw means mounted 
in One leg of Said bracket member and engage 
able with one leg to said jaw member for tilting 
the latter'. 

LELAND B. GREENLEAF. 
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