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This invention relates to a bottle holder and 
has for an object to provide a device adapted to 
be easily attached and removed from the lower 
Wall of the window opening of an automobile door 
for supporting a soft drink bottle or other bottle 
inside the car. So as to be within convenient reach 
of the driver or passenger. 
A further object is to provide a device of this 

character which may be folded into a Small con 
pact unit, When not in use. 
A further object is to provide apparatus of this 

character which will be formed of a few strong, 
simple and durable parts, which will be inex 
pensive to manufacture, and which will not easily 
get out of Order. 
With the above and other objects in view the 

invention consists of certain novel details of con 
struction and combinations of parts hereinafter 
fully described and claimed, it being understood 
that various modifications may be resorted to 
within the scope of the appended claims With 
out departing from the Spirit or sacrificing any 
of the advantages of the invention. 

In the accompanying drawing forming a part 
of this specification: 

Figure 1 is a perspective view of a bottle holder 
constructed in accordance with the invention. 

Figure 2 is a side elevation of the bottle holder 
in folded condition. 

Figure 3 is a plan view shown in Figure i. 
Figure 4 is an exploded perspective view show 

ing the hinges of the spring clip and Of the upper 
and lower members of the bottle holder. 

Figure 5 is a detail plan view of a modified 
form of Spring clip. 

Figure 6 is a fragmentary perspective view of 
a modified form of frame in which the upper 
member is a single hook. 

Figure 7 is a perspective view of the upper 
frame member showing a vacuum cup instead of 
a hook for securing the bottle in operative posi 
tion. 

Referring now to the drawing in which like 
characters of reference designate similar parts 
in the various views, the bottle holder comprises 
a frame including upper and lower members 0 
and it, preferably formed of resilient strap 
metal, the upper member being of V form and 
the lower member being of inverted V form. 
The upper member is provided at the upper ends 
of its branches with spring hooks 2 which pref 
erably are covered with fabric or other sleeves 3 
to prevent marring of the finish of the automo 
bile. The hooks are adapted to engage the lower 
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door between the inner side of the door and the 
glass panel, see Figure 1. 
A Substantially semi-circular skeleton base 5 

is formed integral with the lower member 
Of the frame and extends at a right angle thereto 
for Supportal, a soft drink bottle 6 or other 
bottle, in upright position of the frame. 
The members 0 and of the frame are piv 

otally connected together so as to permit them 
to be arranged in extended, or in folded relation. 
For this purpose an offset 7 is formed at the 
bottom of the upper member 10, see Figure 4. 
The offset is bifurcated at the bottom and the 
branches of the offset are rolled to provide hinge 
eyes 8. The upper end of the lower member fi 
is provided with a single hinge eye 9 adapted to 
be received by the hinge eyes 8 of the upper 
member. A pivot pin 20 is engaged through the 
interdigitating hinge eyes 8 and 9. The lower 
member may be folded upwardly against the rear 
side of the upper member until the base 5 en 
gages the hooks 2, see Figure 2. The purpose 
of the offset T is to permit the upper member 
and lower member to extend in a common ver 
tical plane so as to lie flat against the inner face 
of the car door When the device is in use. 
A spring clip 2, is preferably formed of two 

arcuate resilient arms. Each arm is bent out 
Wardly and rearwardly at the front end to pro 
vide a cam 22 to permit easy insertion of the 
bottle between the spaced free ends of the arms. 
The opposite ends of the arms are bent to pro 
vide hinge eyes 23, see Figure 4. The hinge eyes 
23 are received between the hinge eyes 25 formed 
on a substantially rectangular bracket 26 which 
is snugly fitted on the offset 7. A pivot pin 27 
is passed through the eyes 25 of the bracket and 
the eyes 23 of the spring clip. The spring clip 
may be folded forwardly and upwardly toward 
the front side of the upper member O of the 
devices when the lower member of the frame 
is folded rearwardly against the rear side of the 
upper member 0 to permit the device to be 
folded into a small compact unit. 
The spring clip may be formed of a single strap 

of resilient metal as shown at 28 in Figure 5. The 
free ends of the clip are spaced apart and are 
folded back upon themselves to provide spring 
coils 29 which form cams to spread the arms of 
the clip when the bottle is to be inserted or 
removed. The hinge eye 30 at the rear portion of 
the clip is formed by looping the metal of the 
clip upon itself. 
The upper member 3 of the frame may be 

wall 4 of the window opening of an automobile 55 formed of a single rectilinear arm as shown in 
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Figure 6. The arm terminates in the hook 27 
which is covered with a sleeve 28 of fabric or 
other metal to hook over the automobile door 
between the inner side of the door and the glass 
panel without marring the finish, 
The upper member 32 may be equipped. With a 

suction cup 33 in lieu of a hook to support the 
bottle holder on the car door, glass panel or 
other part of the vehicle. 
To reduce the expense to manufacture, the 

device may be simplified by forming it of only 
tWo pieces, the upper member 0, lower men 
ber f, branches 2, and base 5 may be formed 
of a single integral piece, and the clip 2 may 
constitute the other piece. The clip 2 may be 
secured in any preferred manner to the one piece 
frame just described, either rigidly, or through 
the medium of a hinge to permit the clip to fold 
against the frame member. Also the base 5 
may be hingedly connected to the frame member 
if desired so that the device may be permanently 
left attached to the motor vehicle With the base 
5 and clip 2 folded up out of the way. 
Since the operation of the parts has been de 

scribed as the description of the parts progressed, 
it is thought that the invention will be fully 
understood Without further explanation. 
What is claimed is: 
1. A bottle holder comprising upper and lower 

members, Securing means at the upper end of the 
upper member, a hinge connecting the lower 
member to the upper member permitting the 
members to be arranged in extended or in folded 
relation, a base secured to the lower end of the 
lower member extending at Substantially a right 
angle to the lower member for supporting a bottle 
in upright position, and a spring clip hinged to 
the upper member for movement to extended po 
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to be folded against the upper member in release 
position. 

2. A bottle holder comprising an upper member 
of substantially V form, a lower member of in 
Verted V form, resilient hooks on the upper ends 
of the branches of the upper member adapted to 
engage the lower Wall of the WindoW opening of 
an automobile door between the inner side of 
the door and the glass panel thereof, means piv 
otally connecting the upper member to the lower 
member to permit the members to be arranged in 
extended or in folded relation, a base secured to 
the lower member extending perpendicular to 
the member, and a spring clippivotally connected 
to one of the members to be extended parallel 
with said base or to be folded against the upper 
member in released position. 

3. A bottle holder comprising upper and lower 
members, the upper member being provided with 
an offset terminating in hinge eyes, the lower 
member being provided With a hinge eye coact 
ing With the first named hinge eyes, said offset 
disposing both members in aligned position when 
the members are extended, a hinge pin engaged 
through said eyes permitting the lower member 
to be folded against one side of the upper mem 
ber, a bottle support on the lower member, and 
resilient arms hinged to the upper member adapt 
ed to coact With the bottle support in support 
ing a bottle in upright position on the members, 
said resilient arms being SWingable against the 
other side of the upper member When the lower 
member is folded against the rear side of the 
upper member to form a small compact unit. 

sition to engage the sides of a bottle and is 
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