METHOD AND APPARATUS OF MAINTAINING AN OPEN COMMUNICATIONS CHANNEL BETWEEN A CELLULAR TERMINAL AND AN ASSOCIATED CELLULAR RADIO NETWORK

A cellular radio communications system includes a cellular radio network for establishing communications, a communications link, with a cellular terminal and open communications link maintaining means for maintaining the communications link in an open state for a predetermined time period following termination of the communications with the cellular terminal. Accordingly, the user of the cellular terminal may continue to access the cellular radio network within the predetermined time period via the open communications link. The cellular radio communications system may also include a feature node for providing predetermined functions to the cellular terminals associated with the cellular radio network. The open communications link maintaining means typically includes a timer and related controller for initiating and monitoring the predetermined time period. In addition, either the cellular terminals, themselves, or a feature node associated with the cellular radio network may include the communications link maintaining means.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AT</th>
<th>Austria</th>
<th>GB</th>
<th>United Kingdom</th>
</tr>
</thead>
<tbody>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KZ</td>
<td>Kazakstan</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>NE</td>
<td>Niger</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
METHOD AND APPARATUS OF MAINTAINING AN OPEN
COMMUNICATIONS CHANNEL BETWEEN A CELLULAR
TERMINAL AND AN ASSOCIATED CELLULAR RADIO NETWORK

Field of the Invention

The present invention relates generally to
communications systems and, more specifically, to
cellular radio communications systems.

Background of the Invention

Cellular communications systems are commonly
employed to provide voice and data communications to a
plurality of mobile units or subscribers. Analog
cellular systems, such as designated AMPS, TACS, E-
TACS, NMT-450, NMT-900, CP1, CP2 and Telepoint have
been deployed successfully throughout the world. More
recently, digital cellular systems, such as designated
IS-54B in North America and the pan-European GSM system
as well as ADC, JDC, DE and DCT cellular systems, have
been introduced. These systems, and others, are
described, for example, in the book titled Cellular
Radio Systems by Balston, et al., published by Artech

A cellular radio communications system
generally includes one or more stations or units,
typically referred to as cellular terminals, one or
more base stations and a mobile telephone switching
office. A typical cellular radio communications system
may include hundreds of base stations, thousands of
 cellular terminals and more than one mobile telephone
switching office. The mobile telephone switching
office and the plurality of base stations associated therewith generally define the cellular radio network.

The cellular radio network is typically divided into cells which include one base station and the cellular terminals with which the base station is in communication. Each cell will have allocated to it one or more voice channels and, if the cellular radio network is digital, one or more dedicated control channels. For example, a typical cell of a digital cellular radio network has one control channel and 21 voice/data or traffic, channels. The control channel is a dedicated channel for transmitting cell identification and paging information while the voice channels carry the voice and the data information, such as, for example, via a Dual Tone Multi Frequency tone signalling scheme. Note that "channel" may refer to a specific carrier frequency in an analog system or to a specific carrier/slot combination in a hybrid TDMA/FDMA system, such as IS-45 or in GSM.

The mobile telephone switching office is a central coordinating element of the overall cellular radio network. The mobile telephone switching office typically includes a cellular processor and a cellular switch which provides the interface to an associated public switched telephone network. The mobile telephone switching office also generally includes a Home Location Register. The Home Location Register includes a memory device for storing data relating to the subscribers to the cellular system. This data may include the location of the subscriber as well as any specific services requested by the subscriber, such as call waiting or call hold.

Each base station of a cellular radio network generally includes a control unit and an antenna tower. The control unit comprises the base station electronics including the radio control group, the exchange radio interface, a primary power supply for converting
electric power from the AC grid to power the individual components within the base station and a backup power supply.

The exchange radio interface of the control unit of the base station electronics provides signals between the mobile telephone switching office and the base station. For example, the exchange radio interface receives data from the radio channel group and transfers the data to the mobile telephone switching office via a dedicated communications link. In the reverse direction, the exchange radio interface receives data from the mobile telephone switching office into the radio channel group for subsequent transmission to a cellular terminal.

The radio control group includes the electronic equipment necessary to effect radio communications. A radio control group typically includes one transmit/receive module for each voice and control channel as well as one signal strength receiver. Each transmit/receive module includes a transmitter, receiver and control unit. The transmit/receive modules are not typically frequency agile and operate, instead, on only one predetermined channel. Control signals from the exchange radio interface are received by the individual control units of the transmit/receive modules. In addition, voice and data traffic signals from the transmit/receive modules are routed over separate interfaces to the exchange radio interface.

Thereafter, each individual transmitter for control and voice signals is connected to a transmit combiner. The transmit combiner combines all of the input signals onto a signal output coupled through a coaxial cable to the transmit antenna. On the receive side, each of two receive antennas is coupled to a respective receive combiner where the signals received are separated according to frequency and passed on to
the individual receivers in each of the
transmit/receive modules.

The base station handles the radio
communication with the cellular terminals. In this
capacity, the base station functions chiefly as a relay
station for data and voice signals. The base station
also supervises the quality of the communications link
and monitors or receives signals from the cellular
terminals. A typical base station is Model No. RBS882
manufactured by Ericsson Telecom AB Stockholm, Sweden
for the CMS8800 Cellular Mobile Telephone System. A
full description of this analog cellular network is
provided in Publication No. EN/LZT 101 908 R2B,
published by Ericsson Telecom AB.

Through the cellular radio network, a duplex
radio communications signal or link may be established
between two cellular terminals or, between a cellular
terminal and a landline telephone terminal. In
particular, a communications link is established by a

cellular radio communication system, in part, via a
voice channel which is established between a cellular
terminal and the cellular radio network. The
communications link may be completed by the
interconnection of the open voice channel to a second
voice channel between the cellular radio network and
another cellular terminal serviced by the cellular
radio network. Alternatively, the communications link
may be completed by interconnection of the open voice
channel with a voice channel established between the
cellular radio network and the public switched
telephone network and, in turn, with a terminal
associated with the public switched telephone network,
such as a landline telephone terminal.

A feature node may also be associated with

the mobile telephone switching office of the cellular
radio communications system or with another
communications network, such as a public switched
telephone network. For example, the feature node may be incorporated within or associated with the Home Location Register of the mobile telephone switching office. The feature node provides predetermined functions to the cellular terminals or to the terminals associated with the public switched telephone network, such as, for example, establishing an efficient communications link between terminals, such as via intermediate base stations, or providing voice-control speech information and number translation services as well as facilitating the establishment of conference telephone calls. Still further, a feature node may provide paging services for the user of a cellular terminal and may facilitate the establishment of alternative communications links if the primary communications link is unavailable. For example, a feature node is described in more detail in U.S. Patent Application Serial No. 018,268 entitled "A Method of Establishing Cooperation With a Functionality" and U.S. Patent Application Serial No. 018,223 entitled "A Method of Organizing Communication", both of which were filed on February 16, 1993 and both of which are incorporated herein by reference.

Typically, the voice channels which establish the communications link between the cellular terminal and the cellular radio network are disconnected upon the termination of the communications. For example, the voice channel between a cellular terminal and a cellular radio network and, in particular, the voice channel between the cellular terminal and the respective base station is disconnected upon the termination of communications with the cellular terminal. More specifically, the user of the cellular terminal may terminate the session by hanging up or turning off the cellular terminal or the cellular radio network and, in turn, the cellular terminal may receive an "end communications" signal from the other terminal.
indicating that the communications has been discontinued. Thereafter, the disconnected voice channel may be reused by the same or another cellular terminal. As known by those skilled in the art, communications may also be terminated due to low or insufficient signal strength or by the use of the cellular terminal exiting the service area of the cellular radio network.

As explained, a cellular terminal is serviced by and communicates with the base station of the cell in which the cellular terminal is located. Each base station has, however, only a limited number of voice channels with which to communicate with the cellular terminals in its cell. Accordingly, the cellular terminals compete for the limited number of voice channels and, if demand for the voice channels exceeds the number of available channels, a cellular terminal will not be able to establish communications with the cellular radio network. Instead, the cellular terminal will be forced to wait until a channel subsequently becomes available. In addition, even if a voice channel is available, the establishment of the desired communications link consumes time and delays initiation of the communications.

**Summary of the Invention**

In view of the foregoing background, it is therefore an object of the present invention to provide a cellular radio communication system and an associated method for improving the efficiency with which a user of a cellular terminal may access a cellular radio network.

It is also an object of the present invention to provide a cellular terminal for improving the efficiency with which a user of the cellular terminal may access a cellular radio network.
These and other objects, advantages and features of the present invention are provided by a cellular radio communications system which maintains a communications link open for a predetermined time period after termination of communications between a cellular terminal and the cellular radio communications system, via the communications link. Accordingly, the cellular terminal may continue to access the cellular radio network, via the open communications link, during the predetermined time period following termination of communications, notwithstanding termination of communications between the cellular terminal and the cellular radio communications system. Thus, the user of the cellular terminal may establish additional communications links via the open communications link within the predetermined time period without incurring delay due to the establishment of a communications link or the possibility that each voice channel of the base station is in service and, hence, unavailable.

For example, the user may desire either to phone the same party with whom user was previously communicating or to phone a third party. In addition, the user may wish to return the telephone calls of other persons who had attempted to contact the user, either prior to or during the terminated communications session, and had left a message for the user requesting that the user return their telephone call.

According to the present invention, the user may simply establish the additional communications via the open communications link or voice channel without significant delay and without competing with other cellular terminals for the limited number of voice channels. In contrast, for a conventional cellular terminal to establish another communications link, another voice channel must be established between the cellular terminal and the cellular radio network. Due to the limited number of voice channels of a base
station, each voice channel may already be in service such that there may be no available voice channel between the cellular radio network and the conventional cellular terminal. Accordingly, the user of the conventional cellular terminal would be forced to wait and to subsequently attempt to initiate the communications once a voice channel has become available, thus, delaying the establishment of a communications link. In addition, even if a voice channel is available between the conventional cellular terminal and the cellular radio network, the process of establishing the communications link via the voice channel consumes time and delays initiation of communications by the user of the conventional cellular terminal.

While the cellular radio communications system of the present invention is generally more expensive than a conventional cellular radio communications system, the maintenance of the communications link in an open state is generally a feature which may be selected by the many users of cellular terminals who desire continual or ready access to the cellular radio communications system. In addition, the length of the predetermined time period for which the communications link is open is also generally selected by the user with the cost of the feature proportional to the length of the time period.

The cellular radio communications system includes a cellular radio network for establishing communications, via a communications link such as a voice channel, with a cellular terminal and open communications link maintaining means for maintaining the communications link or voice channel open for the predetermined time period. The cellular radio communications system may also include means for initiating further communications with the cellular radio network via the open communications link or voice
channel during the predetermined time period. Likewise, the cellular radio communications may include means for receiving further communications from the cellular radio network to the cellular terminal via the open communications link or voice channel during the predetermined time period.

In a first embodiment, the cellular radio communications system includes a first cellular terminal which communicates with the cellular radio network via a first voice channel and a second cellular terminal which communicates with a cellular radio network via a second voice channel. The cellular radio communications system further includes termination means, responsive to receipt of an end communications signal for the first cellular terminal, for disconnecting the first voice channel from the first cellular terminal such that the first voice channel can be reused. In contrast, the open voice channel maintaining means of this embodiment maintains the second voice open for a predetermined time period after receipt of an end communications signal for the second cellular terminal. Thus, the user of the second cellular terminal may continue to access cellular radio network during the predetermined time period via the second voice channel.

A cellular radio network according to the present invention may be either be analog or digital and preferably includes a plurality of radio base stations for communicating with a plurality of cellular terminals and a mobile switching center for interconnecting predetermined ones of the radio base stations and predetermined terminals. For analog cellular radio networks, the plurality of radio base stations and cellular terminals communicate via a voice channel. Alternatively, the plurality of radio base stations and cellular terminals of a digital cellular
radio network communicate via both a voice channel and the digital control channel.

The cellular radio network of the cellular radio communications system may include a feature node for providing predetermined functions to cellular terminals with which communication is established by the cellular radio network. In the first embodiment of the present invention described above, the feature node may include both the termination means and the open voice maintaining means.

The cellular radio communications system of the present invention also preferably includes means for transmitting signals between the feature node and a cellular terminal. In particular, the feature node preferably includes means for bi-directionally communicating with the plurality of cellular terminals associated therewith. In an analog cellular radio communications system, the signals are transmitted via the open voice channel, while in a digital cellular radio communications system the signals are transmitted via the open digital control channel. These signals may include signals from the cellular terminal to revise the functions performed by the feature node or messages provided to the cellular terminal.

The cellular radio communications system may also be associated with a public switched telephone network which provides communications between the cellular radio network and a plurality of terminals associated with the public switched telephone network.

In one embodiment, the feature node is associated with the public switched telephone network to provide predetermined functions to the terminals associated with both the public switched telephone network and the cellular radio network.

One embodiment of a cellular radio terminal according to the present invention includes communication means for transmitting signals to and
receiving signals from a cellular radio network such that a channel may be established therebetween. The cellular terminal according to this embodiment also includes the open channel maintaining means for maintaining the channel therebetween in an open state for a predetermined time period following termination of communications between the cellular radio terminal and a second terminal. In this embodiment, the cellular radio terminal may include the means for initiating further communications via the open channel during the predetermined time period and means for receiving further communications via the open channel during the predetermined time period.

Accordingly, a communications link or voice channel between a cellular terminal and cellular radio network may be maintained in an open state following termination of communications with the cellular terminal. The communications link or voice channel is maintained open for a predetermined time period such that the cellular terminal may continue to access the cellular radio network without incurring the delay associated with initially establishing a voice channel between a cellular terminal and a cellular radio network. Further, the present invention permits the user of a cellular terminal to continue to access the cellular radio network via the open communications link during the predetermined time period without the possibility that each of the voice channels of the associated radio base station of the cellular radio network are already in service, such that the user would be forced to wait for an available voice channel.

**Brief Description of the Drawings**

Figure 1 is a schematic block diagram illustrating the basic components of a cellular radio communications system according to the present
invention, including a feature node associated with a cellular radio network.

Figure 2 is a schematic block diagram illustrating the basic components of a cellular communications system according to the present invention, including a feature node associated with a communications network, such as a public switched telephone network.

Figures 3A and 3B are schematic block diagrams of an analog and a digital cellular terminal, respectively, according to the present invention.

Figures 4A and 4B are schematic block diagrams of a feature node of an analog and a digital cellular radio communications system, respectively, according to the present invention.

Figures 5A-5C are flow charts which illustrate maintaining an open voice channel by a cellular terminal according to the present invention.

Figures 6A-6C are flow charts which illustrate maintaining an open voice channel by a feature node according to the present invention.

**Detailed Description of the Preferred Embodiments**

The present invention will now be described more fully hereinafter with reference to the accompanying drawings, in which a preferred embodiment of the invention is shown. This invention may, however, be embodied in many different forms and should not be construed as limited to the embodiments set forth herein; rather, this embodiment is provided so that this disclosure will be thorough and complete and will fully convey the scope of the invention to those skilled in the art. Like numbers refer to like elements throughout.

Referring now to Figure 1, a cellular radio communications system 20 is illustrated. The cellular radio communications system 20 typically includes one
or more mobile cellular terminals 21, one or more radio base stations 23 and a mobile telephone switching office 25. As known to those skilled in the art, the cellular terminals 21 may include cellular telephones, cellular facsimile machines, cellular paging devices and other types of cellular terminals.

The radio base stations 23 and the mobile telephone switching office 25 generally define the cellular radio network. The cellular radio network is divided into regions or cells 36. Each cell 36 includes a base station 23 which is adapted to communicate with the cellular terminals 21 in its cell 36.

As illustrated, the mobile telephone switching office 25 typically includes a cellular processor 28 and a cellular switch 29. The cellular switch 29 of the mobile telephone switching office 25 provides the interface to other associated communications networks 30, such as an associated public switched telephone network. The associated communications network 30 is, in turn, associated with and in communication with one or more terminals, such as the landline telephone terminal 33 illustrated in Figure 1. Through the cellular radio communications network 20, a duplex radio communications link 32 may be effected between two cellular terminals 21, or between a cellular terminal 21 and a landline telephone terminal 33. The mobile telephone switching office 25 and, in particular, the cellular switch 29 may include the Home Location Register for storing data relating to the location and requested services of each subscriber of the cellular radio communications network 20.

The cellular radio communications system 20 of the present invention also includes open communications link maintaining means for maintaining the communications link in an open state between a cellular terminal 21 and the cellular radio network for
a predetermined time period following termination of communications between the cellular terminal and another terminal, notwithstanding termination of communications theretbetween. In particular, the communications link between a cellular terminal 21, the associated radio base station 23 and the mobile telephone switching office 25 is maintained in an open state for the predetermined time period.

Since the communications link is maintained in an open state between the cellular terminal 21 and the cellular radio network, the cellular terminal 21 may continue to access the cellular radio network within the predetermined time period via the open communications link. Thus, the user of the cellular terminal 21 may continue to access the cellular radio network without having to establish another communications link and incur the delay associated therewith or face the possibility of having each communications link of the respective base station 23 being already in service such that the user of the cellular terminal 21 has to wait for a communications link to become available.

Each cellular terminal 21 of a cellular radio communications network 20 need not include or be associated with an open communications link maintaining means feature since users of cellular terminals 21 which do include or are associated with the feature generally pay an additional fee for the feature. Instead, the cellular radio communication system 20 may be configured such that only predetermined ones of the cellular terminals 21 include or utilize the open communications link maintaining means. Thus, only those users who desire continual or ready access to the cellular radio network may select to utilize, and therefore pay for, the open communications link maintaining means feature. For the remainder of the cellular terminals 21, the cellular radio
communications system 20 may include termination means for disconnecting the communications link 32 established between those cellular terminals 21 and the cellular radio network following termination of communications with the cellular terminal 21 such that the communications link 32 can be reused.

For example, one embodiment of the cellular radio communications system 20 includes a first cellular terminal 21 which communicates with the cellular radio network via a first voice channel and a second cellular terminal 21 which communicates with a cellular radio network via a second voice channel. The cellular radio communications system 20 further includes termination means, responsive to receipt of an end communications signal for the first cellular terminal 21, for disconnecting the first voice channel from the first cellular terminal 21 such that the first voice channel can be reused. In contrast, the open voice channel maintaining means of this embodiment maintains the second voice open for a predetermined time period after receipt of an end communications signal for the second cellular terminal 21. Thus, the user of the second cellular terminal 21 may continue to access cellular radio network during the predetermined time period via the second voice channel.

As shown in Figure 1, a feature node 34 may also be associated with the mobile telephone switching office 25 of the cellular radio communications system 20. Although the feature node 34 is illustrated as a discrete block in Figure 1, all or a portion of the feature node 34 may actually be incorporated within the mobile telephone switching office 25 and, in particular, within the Home Location Register of the mobile telephone switching office 25.

The feature node 34 provides predetermined functions to the cellular terminals 21 with which communications is established by the cellular radio
network. For example, the feature node 34 may establish an efficient communications link between terminals, such as via intermediate base stations, or provide voice-control speech information and number translation services as well as facilitating the establishment of conference telephone calls. Still further, a feature node 34 may provide paging services for the user of a cellular terminal 21 and may facilitate the establishment of alternative communications links if the primary communications link is unavailable.

As illustrated in Figure 2, the feature node 34 may instead be associated with another communications network 30, such as a public switched telephone network. Accordingly, the feature node 34 would provide predetermined functions to both the terminals associated with the communications network 30, such landline telephone terminals 33, and the cellular terminals 21 associated with the cellular radio network via the interface established between the mobile telephone switching office 25 and the associated communications network 30.

In addition, while the feature node 34 is illustrated as a single block in Figures 1 and 2 for purposes of illustration, the feature node 34 may be distributed within the cellular radio communications system 20 without departing from the spirit and scope of the invention. For example, a portion of the feature node 34 may be incorporated within the Home Location Register of the mobile telephone switching office 25 while the remainder of the feature node 34 may be external to, but associated with, the mobile telephone switching office 25.

The cellular radio communications system 20 of the present invention may include either an analog or a digital cellular radio network. In an analog cellular radio network, the communications link 32
established between a cellular terminal 21 and a respective base station 23 is a voice channel on which voice, data and control signals are transmitted. In addition, the mobile telephone switching office 25 of an analog cellular radio network interconnects the respective radio base stations 23 and predetermined terminals, such as cellular terminals 21 or landline telephone terminals 33, via the voice channels to complete the communications link 32. Accordingly, voice, data and control signals may be transmitted via the voice channel between the cellular terminal 21, the radio base station 23, the mobile telephone switching office 25 and other terminals.

In a digital cellular radio network, the communications link 32 established between a cellular terminal 21 and a respective radio base station 23 includes both a voice channel and a digital control channel. Accordingly, voice and data signals are transmitted via the voice channel, while the control signals are transmitted via the digital control channel. Likewise, the communications link established between the radio base station 23 and the mobile telephone switching office 25 includes both voice channels and the digital control channel. The mobile telephone switching office 25 then establishes a communications link 32, such as via another radio base station 23, to another cellular terminal 21 within the cellular radio network or, via an associated communications network 30 to another terminal, such as a landline telephone terminal 33. This communications link 32 established by the mobile telephone switching office 25 typically includes a voice channel. In embodiments of the present invention in which the feature node 34 is associated with the mobile telephone switching office 25 as illustrated in Figure 1, the interconnection between the mobile telephone switching office 25 of a digital cellular radio network and the
feature note 34 generally includes the digital control channel. Thus, the appropriate control signals may be transmitted therebetween.

The communications link 32 which is generally maintained in an open state for the predetermined period of time following termination of communication is a voice channel. Thus, the open communications link maintaining means is generally an open voice channel maintaining means for maintaining a voice channel open between the cellular terminal 21 and the respective base station 23. Accordingly, a voice channel and an open voice channel maintaining means will be referred to hereinafter in conjunction with the present invention. However, the cellular radio communications system 20 of the present invention may include an open communications link maintaining means without departing from the spirit and scope of the present invention.

The open voice channel maintaining means may be included in the mobile telephone switching office 25 or, as illustrated in Figures 3 and 4, the cellular terminals 21 or a feature node 34 associated with a mobile telephone switching office 25, respectively. As illustrated in Figure 3A, an analog cellular terminal 21 typically includes an antenna 41, a controller 40 and a modem 42 for transmitting and receiving signals via an established communications link 32 according to a predetermined format and rate. Likewise, as illustrated in Figure 3B, a digital cellular terminal 21 typically includes an antenna 41 and a controller 40 which directly transmits and receives signals. The open voice channel maintaining means of cellular terminals 21, either analog or digital, which include such a feature preferably includes a timer 44 associated with the controller 40. In addition, the termination means of cellular terminals 21 which do not include open wire channel maintaining means preferably includes the controller 40.
Thus, upon termination of communications between the cellular terminal 21 and the cellular radio network, the timer 44 of a cellular terminal 21 which includes open voice channel maintaining means will measure the predetermined time period. For example, the timer 44 may initially be set to zero and may be incrementally increased following termination of communications by the cellular terminal 21 until the timer 44 reaches a predetermined value, at which time the cellular terminal 21 is disconnected from the voice channel such that the voice channel may be reused. Alternatively, the timer 44 may be initially set to a predetermined value and may be incrementally decreased until it reaches zero, at which time the cellular terminal 21 is disconnected from the voice channel. As known to those skilled in the art, other techniques of timing the predetermined time period may also be used without departing from the spirit and scope of the present invention.

Alternatively, the feature node 34 may include the open voice channel maintaining means as illustrated schematically in Figures 4A and 4B. A typical analog implementation of a feature node 34 includes a controller 46 and associated memory 48 as well as a modem 50 for transmitting and receiving signals via a communications link 32. Likewise, a typical digital implementation of a feature node 34 includes a controller 46 for directly transmitting and receiving signals and an associated memory 48. While a single consolidated feature node 34 is illustrated in Figures 4A and 4B, the feature node 34 may be distributed throughout the cellular radio communications system 20. Thus, the feature node 34 may not require a dedicated controller 46, memory 48 and modem 50 (in analog applications), but may instead share such resources with other components of the cellular radio communications system 20.
A feature node 34, either analog or digital according to the present invention which includes the open voice channel maintaining means also includes a timer 52 associated with the controller 46. As described above in conjunction with a cellular terminal 21 incorporating the open voice channel maintaining means, the controller 46 and timer 52 of the feature node 34 compute the predetermined time period following the termination of communications by a cellular terminal 21 with the cellular radio network 20.

The length of the time period for which the communications link or voice channel is maintained in an open state may be established by the system operator during the initial implementation of the open voice channel maintaining means or, may be selected by the user of a particular cellular terminal 21. While the predetermined time period may be set to any desired value, typical time periods vary from 15 to 60 seconds, in which time period a user of a cellular terminal 21 may determine if additional communications are desired. Longer time periods are available, however, and some users may desire a dedicated voice channel such that the time period is effectively set to infinity and the voice channel is always maintained in an open state.

Typically, the expense associated with the open voice channel maintaining means increases with the length of the time periods.

Figures 5A-5C and 6A-6C illustrate, in detail, one set of operations by which a cellular terminal 21 and the feature node 34, respectively, maintain a voice channel open for the predetermined time period. These operations may be performed by either analog or digital cellular terminals and feature nodes 34. As will be apparent to those skilled in the art, other sets of operations, including a reordering of the operations illustrated in Figures 5A-5C and 6A-6C may be implemented to maintain a voice channel open
for a predetermined time period without departing from the spirit and scope of the present invention.

While the open voice channel maintaining means, including the timer, may be included within the mobile telephone switching office 25, a feature node 34 or the cellular terminals 21 themselves, the operations illustrated in Figures 5A-5C and 6A-6C may be simultaneously performed by both a cellular terminal 21 and feature node 34, respectively, regardless of the location of the open voice channel maintaining means. Alternatively, as described hereinafter, either a cellular terminal 21 may perform the operations illustrated in Figures 5A-5C or the feature node 34 may perform the operations illustrated in Figures 6A-6C, with the cellular terminal 21 or feature node 34 which is performing the operations communicating, as indicated, with the other.

As shown in block 60 of Figure 5A for a cellular terminal 21 which is maintaining the voice channel open, the cellular terminal 21 is initially in use such that a communications link or voice channel is established between the cellular terminal 21 and the cellular radio network. The cellular terminal 21 and, in particular, the controller 40 of the cellular terminal 21 repeatedly monitors the signals transmitted via the voice channel in an analog cellular radio communication system 20 or via the digital control channel in a digital cellular radio communication system to determine if an "End Communications" signal has been received by the cellular terminal 21 from either the user of the cellular terminal 21 or from the feature node 34 as shown in block 62. Once the "End Communications" signal is detected, a cellular terminal 21 determines if the voice channel is still in an open state as shown in block 64.

If the voice channel has disconnected, albeit inadvertently or due to movement of the cellular
terminal 21 out of the service area of the cellular radio communications system 20, the cellular terminal 21 enters an idle state as shown in block 66. In an idle state, the cellular terminal 21 does not communicate with other terminals.

Subsequently, the cellular terminal 21 performs the termination operations illustrated in Figure 5C. In particular, the timer is reset and any pending orders from the feature node 34 are cleared as shown in blocks 67 and 69, respectively. Such pending orders, however, are typically stored or maintained in a queue, such as in memory 48, by the feature node 34. For cellular terminals 21 which include the open voice channel maintaining means, including a timer 44, the internal timer 44 is reset. Alternatively, if the feature node 34 includes the open voice channel maintaining means, including a timer 52, the cellular terminal 21 transmits a signal to the feature node 34 to reset the timer 52.

If, however, the voice channel is still open once the "End Communications" signal has been detected, the cellular terminal 21 transmits an "End Communications" signal to the feature node 34 as shown in block 68. Thereafter, the cellular terminal 21 is placed in an idle state and the timer is initialized to a predetermined value as shown in blocks 70 to 72, respectively. Subsequently, the timer is decremented and the value of the timer is compared to zero by the controller 40 as shown in blocks 74 and 76, respectively. As explained above, the timer may be the timer 44 within the cellular terminal 21 or the timer 52 within the feature node 34, in which case the cellular terminal 21 transmits signals to the feature node 34 directing the timer 52 to be decremented and monitoring the current value of the timer 52.

Once the timer equals zero and the predetermined time period is expired, the cellular
terminal 21 transmits a "Disconnect" signal to the feature node 34 and disconnects the voice channel as shown in blocks 78 to 80, respectively. Thereafter, the cellular terminal 21 executes the termination operations illustrated in Figure 5C and described above.

If the timer has not yet reached zero such that the predetermined time period has not yet expired, the cellular terminal 21 determines if it has received an order to disconnect from the feature node 34 as shown in block 82. For example, the feature node may have been notified by the operator of the cellular radio communication system 20 to disconnect the open voice channel or another cellular terminal, having a higher priority than the cellular terminal maintaining the voice channel in an open state, may have requested the voice channel such that the feature node 34 orders the cellular terminal 21 to disconnect therefrom.

If an order to disconnect has been received by the cellular terminal 21 from the feature node 34, the cellular terminal 21 will acknowledge receipt of the order to disconnect to the feature node 34 and will disconnect the voice channel as shown in blocks 84 and 86, respectively. Thereafter, the cellular terminal 21 will execute the termination operations illustrated in Figure 5C.

If an order to disconnect has not been received from the feature node 34, the cellular terminal 21 will determine if it has received an order, having a relatively high priority, from the user to interact with the feature node 34 as shown in block 88. For example, the user of cellular terminal 21 may desire to place another telephone call, thus, ordering the cellular terminal 21 to interact with the feature node 34 to place the call. The relative priorities of orders is generally predetermined such that orders which involve interaction of the user with other
terminals, such as the placing of a telephone call or a facsimile transmission, are assigned a relatively high priority. In contrast, orders by which the user communicates with the cellular radio network, such as redefining the functions performed by the feature node 34 or receiving or sending voice mail, are typically assigned lower priorities.

If the cellular terminal 21 has not received an order from the user to interact with the feature node 34, the cellular terminal 21 determines if it has received an order from the feature node 34 to act, such as to receive another telephone call, as illustrated block 90.

If the cellular terminal 21 has received an order from either the user to interact with the feature node 34 or from the feature node 34 to act, the cellular terminal 21 performs the reestablishment operations illustrated in Figure 5B and described hereinafter. If the cellular terminal 21 has not received an order from the feature node 34 to act, the cellular terminal 21 determines if it has received any order to interact from the user as shown in block 92. These orders, such as orders to transfer data between the cellular terminal 21 and the feature node 34, are typically lower in priority and, as explained hereinafter, a voice channel will not be reestablished to perform these orders from the user if the voice channel has been disconnected, while the reestablishment operations illustrated in Figure 5B is executed to reopen a voice channel, if necessary, for the higher priority orders.

If the cellular terminal detects that an order to interact has been received from the user, the cellular terminal 21 next determines if the voice channel is still open as shown in block 94. If the voice channel is still open, the cellular terminal 21 performs the order requested by the user as shown at
block 96 and, in doing so returns to block 60 of the flow chart illustrated in Figure 5A in which a communications link 32 and, consequently, a voice channel is established by the cellular terminal 21.

If, however, a voice channel is not open following receipt of an order to interact with the user, the cellular terminal 21 enters an idle state as shown in block 98 and begins the termination operations as illustrated in Figure 5C.

If the cellular terminal 21 has not received any order to interact from the user, the cellular terminal 21 determines if the voice channel is still open as shown in block 100. If the voice channel is no longer open, the cellular terminal 21 enters an idle state as shown in block 102 and begins the termination operations illustrated in Figure 5C. If the voice channel is still open, however, the cellular terminal 21 and, in particular, the controller 40 of the cellular terminal 21 decrements the timer and determines if the timer has reached zero such that the predetermined time period has expired as shown in blocks 74 and 76.

According to the reestablishment operations illustrated in Figure 5B, the cellular terminal 21 initially resets the timer and determines if a "Disconnect" signal has been transmitted to the feature node 34 as shown in blocks 104 and 106, respectively. If a "Disconnect" signal has been transmitted to the feature node 34, the communications link 32 and, in particular, a voice channel is reestablished therebetween as shown in block 108. Thereafter, the cellular terminal 21 determines if an order to act has been received from the feature node 34 and, if so, performs the act requested by the feature node 34 as shown in blocks 110 and 112, respectively. If an order to act has not been received from the feature node 34, the cellular terminal 21 interacts with the feature
node as ordered by the user in block 88. In either event, the cellular terminal 21 returns to block 60 of Figure 5A in which a voice channel is connected and in use.

As previously explained, Figures 6A-6C illustrate operations which may be performed by a feature node 34 in maintaining an open voice channel. In particular, the voice channel is initially connected and in use between a cellular terminal 21 and the cellular radio network with which the feature node 34 is associated, as shown in block 120. The feature node 34 continually monitors all incoming signals to determine if an "End Communications" signal has been received from the cellular terminal 21 and, if so, determines if the voice channel is open, as illustrated in blocks 122 and 124, respectively.

If the voice channel is no longer open, the feature node 34 enters an idle state as shown in block 126 and begins the termination operations illustrated in Figure 6C in which the timer is reset and pending orders from the cellular terminal 21 are stored, such as in a queue in memory 48, as illustrated in blocks 170 and 172, respectively. If the voice channel is open, the feature node 34 transmits an "End Communication" signal to the cellular terminal 21, enters an idle state and initializes the timer to a predetermined value as shown in blocks 128-132. For feature nodes 34 which include the open voice channel maintaining means, including a timer 52, the internal timer 52 is reset. Alternatively, if the cellular terminals 21 include the open voice channel maintaining means, including a timer 44, the feature node 34 transmits a signal to the cellular terminal 21 to reset the timer 44.

Thereafter, the timer is decremented and is monitored by the feature node 34 to determine if the timer has reached zero, such that the predetermined
time period has been expired, as shown in blocks 134 and 136, respectively. As explained above, the timer may be the timer 52 within the feature node 34 or the timer 44 within the cellular terminal 21, in which case the feature node 34 transmits signals to the respective cellular terminal 21 directing the timer 44 to be decremented and monitoring the current value of the timer 44.

If the predetermined time period has expired, the feature node 34 transmits a "Disconnect" signal to the cellular terminal 21 and disconnects the voice channel as shown in blocks 138 and 140, respectively, prior to executing the termination operations as illustrated in Figure 6C.

If the predetermined time period has not yet expired, the feature node 34 determines if it has received an order to disconnect from the cellular terminal 21 as shown in block 142. If the feature node 34 has received an order to disconnect from the cellular terminal 21, such as an order from the cellular terminal 21 as shown in block 78 of Figure 5A, the feature node 34 transmits an acknowledgement to the cellular terminal 21 and disconnects the voice channel as shown in blocks 144 and 146, respectively, prior to executing the termination operations as shown in Figure 6C.

If the feature node 34 has not received an order to disconnect from the cellular terminal 21, the feature node 34 determines if it received either an order from the user to interact with the cellular terminal 21, such as an order to exchange information with the cellular terminal 21, or an order from the cellular terminal 21 to act, such as to place an additional telephone call, as shown in blocks 148 and 150, respectively. If the feature node 34 has received either an order from the cellular terminal 21 to act or an order from the user to interact with the cellular
terminal 21, the feature node 34 enters the reestablishment operations illustrated in Figure 6B and described hereinbelow.

If the feature node 34 has received neither order, the feature node 34 determines if it has received any order to interact with the cellular terminal 21 as shown in block 152. This order to interact may be from, among others, the cellular terminal 21, the mobile telephone switching office 25 or another feature node and may, for example, request the feature node 34 to check the status of the cellular terminal 21. If the feature node 34 has not received any order to interact with the cellular terminal 21, the feature node 34 determines if the voice channel is still open as shown at block 154 and, if so, again decrements the timer and determines if the timer has reached zero as illustrated in blocks 134 and 136. If the voice channel is no longer open, the feature node 34 enters an idle state as shown at block 156 and begins the termination operations illustrated in Figure 6C.

If the feature node 34 has received an order to interact with the cellular terminal 21, the feature node 34 determines if the voice channel is still open as shown in block 158 and, if so, performs the order as shown as block 160. In performing the order, the feature node 34 returns to block 120 wherein the voice channel is connected and in use.

If the voice channel is no longer open, the feature node 34 determines if the order has a high priority in comparison with a predetermined priority value as shown in block 162. For example, a typical order having a relatively high priority is an order to place an additional telephone call while an order to transfer data between the feature node 34 and the cellular terminal 21 has a relatively low priority. If the order does have a high priority, the voice channel
is reestablished as shown in block 166 and the feature node 34 performs the reestablishment operations illustrated in Figure 6B. If the order does not have a high priority, the feature node 34 enters an idle state, as shown in block 164, and begins the termination operations as illustrated in Figure 6C.

As illustrated in Figure 6C, the termination operations involve not only resetting the timer, but also storing the pending, low priority order such that it may be subsequently performed, as shown in blocks 170 and 172. In particular, the pending low priority orders are subsequentially performed when a communications link 32 or a voice channel has already been established for another purpose, such as to support a subsequent telephone call.

The reestablishment operations are illustrated in Figure 6B in which the feature node 34 reestablishes connection with the voice channel. In particular, the feature node 34 initially resets the timer and determines if the "Disconnect" signal has been transmitted to the cellular terminal 21 as shown in blocks 174 and 176, respectively. If a "Disconnect" signal has been transmitted to the cellular terminal 21, the connection and, in particular, the voice channel is reestablished as shown in block 178. Regardless of whether a "Disconnect" signal has been transmitted to the cellular terminal 21, the feature node 34 determines if it has received an order from the cellular terminal 21 to act as shown in block 180. If so, the feature node 34 performs the act requested by the cellular terminal 21 and, if not, the feature node 34 interacts with the cellular terminal 21 as shown in blocks 182 and 184, respectively. In performing either operation, however, the feature node 34 returns to block 120 of Figure 6A in which the voice channel is connected and in use.
According to the present invention, the user of a cellular terminal 21 may reestablish connection via the open voice channel during the predetermined time period to perform a plurality of tasks. For example, a message may be transmitted to the cellular terminal 21 by the feature node 34 via the cellular radio communications system 20. The transmittal of the message to the cellular terminal 21 initiates a predetermined time period in which the communications link 32 and, in particular, the voice channel over which the message was transmitted is maintained in an open state. Thus, if the user of the cellular terminal 21 desires to place a telephone call, in response to the message, either to another user or to a voice mailbox, the user may establish a communications link 32 via the open voice channel without significant delay.

Alternatively, a user of cellular terminal 21 may receive a new telephone call via the open voice channel within the predetermined period following the termination of a prior communication. In addition, the user of a cellular terminal 21 may reconfigure or redefine the functions to be formed by a feature node 34 by transmitting signals via the open voice channel in an analog cellular radio network or via the digital control channel in a digital cellular radio network within the predetermined time period following termination of the prior communications.

Still further, the prior communications of the user of a cellular telephone 21 may spur or cause the user to initiate further communications. For example, the user may wish to transmit a facsimile or electronic-mail or place an additional telephone call following termination of the initial communications. These additional communications may be performed via the open communications link 32 or voice channel within the predetermined time period without having to
establish an new communications link and incurring the resulting delays or facing the possibility of all of the communications links or voice channels being in service and, hence, unavailable.

In the drawings and the specification, there has been set forth a preferred embodiment of the invention and, although specific terms are employed, the terms are used in a generic and descriptive sense only and not for purpose of limitation, the scope of the invention being set forth in the following claims.
THAT WHICH IS CLAIMED IS:

1. A cellular radio communications system comprising:
   a cellular radio network;
   a first cellular terminal which communicates
   with said cellular radio network via a first voice
   channel;
   a second cellular terminal which communicates
   with said cellular radio network via a second voice
   channel;
   termination means, responsive to receipt of
   an end communications signal for said first cellular
   terminal, for disconnecting the first voice channel
   from said first cellular terminal such that the first
   voice channel can be reused; and
   open voice channel maintaining means,
   responsive to receipt of an end communications signal
   for said second cellular terminal, for maintaining the
   second voice channel open for a predetermined time
   period thereafter, such that the second cellular
   terminal may continue to access said cellular radio
   network during the predetermined time period
   thereafter, via the second voice channel.

2. The cellular radio communications system
   according to Claim 1 further comprising means for
   initiating further communications with said cellular
   radio network by said second cellular terminal via the
   open second voice channel during the predetermined time
   period.

3. The cellular radio communications system
   according to Claim 1 further comprising means for
   receiving further communications from said cellular
   radio network to said second cellular terminal via the
   open second voice channel during the predetermined time
   period.
4. The cellular radio communications system according to Claim 1 wherein said cellular radio network comprises a feature node for providing predetermined functions to cellular terminals with which communication is established by said cellular radio network.

5. The cellular radio communications system according to Claim 4 wherein said feature node includes said termination means and said open voice channel maintaining means.

6. The cellular radio communications system according to Claim 4 wherein said cellular radio network is an analog cellular radio network comprising:
   a plurality of radio base stations for communicating, via voice channels, with a plurality of cellular terminals; and
   a mobile switching center for interconnecting, via voice channels, predetermined ones of said radio base stations and predetermined terminals.

7. The cellular radio communications system according to Claim 6 wherein said analog cellular radio communications system further comprises means for transmitting signals, via the open second voice channel during the predetermined time period, between said feature node and the second cellular terminal.

8. The cellular radio communications system according to Claim 7 wherein said transmitting means comprises means for transmitting signals, via the open second voice channel, from the cellular terminal to said feature node to revise the functions performed by said feature node.
9. The cellular radio communications system according to Claim 7 wherein said transmitting means comprises means for transmitting a message, via the open second voice channel, to said second cellular terminal after receipt of the end communications signal for said second cellular terminal.

10. The cellular radio communications system according to Claim 4 wherein said cellular radio network is a digital cellular radio network comprising:
   a plurality of radio base stations for communicating, via both voice channels and digital control channels, with a plurality of cellular terminals; and
   a mobile switching center for interconnecting predetermined ones of said radio base stations and predetermined terminals.

11. The cellular radio communications system according to Claim 10 wherein said open voice channel monitoring means also maintains the digital control channel in an open state between said second cellular terminal and said digital cellular radio network for the predetermined time period after receipt of the end communications signal for said second cellular terminal, and wherein the cellular radio communications system further comprises means for transmitting signals, via the open digital control channel during the predetermined time period, between said feature node and said second cellular terminal.

12. The cellular radio communications system according to Claim 11 wherein said transmitting means comprises means for transmitting signals, via the open digital control channel, from said second cellular terminal to said feature node to revise the functions performed by said feature node.
13. The cellular radio communications system according to Claim 11 wherein said transmitting means comprises means for transmitting a message, via the open digital control channel, to said second cellular terminal after receipt of the end communications signal for said second cellular terminal.

14. The cellular radio communications system according to Claim 1 further comprising a public switched telephone network which provides communications between said cellular radio network and a plurality of terminals associated with said public switched telephone network.

15. The cellular radio communications system according to Claim 14 wherein said public switched telephone network comprises a feature node for providing predetermined functions to the terminals associated with both said public switched telephone network and said cellular radio network, and wherein said feature node includes said termination means and said open voice maintaining means.

16. A method of maintaining an open voice channel between a cellular terminal and an associated cellular radio communications network, the method comprising the steps of:

   detecting the termination of communications, via a voice channel, between the cellular terminal and another terminal; and

   maintaining the voice channel, which supported the terminated communications, open between the cellular terminal and the associated cellular radio communications network for a predetermined time period following the detected termination of communications such that the cellular terminal may continue to access the cellular radio communications network within the
predetermined time period via the open voice channel, notwithstanding termination of communications between the cellular terminal and the cellular radio communications network.

17. The method of maintaining an open voice channel according to Claim 16 further comprising the step of initiating further communications by the cellular terminal during the predetermined time period via the open voice channel.

18. The method of maintaining an open voice channel according to Claim 16 further comprising the step of receiving further communications to the cellular terminal during the predetermined time period via the open voice channel.

19. The method of maintaining an open voice channel according to Claim 16 further comprising the step of placing the cellular terminal in an idle state during the predetermined time period wherein the cellular terminal does not communicate with other terminals.

20. The method of maintaining an open voice channel according to Claim 16 further comprising the step of terminating the idle state of the cellular terminal upon receipt of a signal from the cellular radio communications network or activation of the cellular terminal by an operator.

21. The method of maintaining an open voice channel according to Claim 19 further comprising the step of disconnecting the open voice channel between the cellular terminal and the associated cellular radio communications network upon the expiration of the predetermined time period.
22. The method of maintaining an open voice channel according to Claim 16 wherein the associated cellular radio communications network is a digital cellular radio communications network, and wherein the maintaining step further comprises the step of maintaining a digital control channel in an open state between the cellular terminal and the associated digital cellular radio communications network for the predetermined time period following the detected termination of communications.

23. The method of maintaining an open voice channel according to Claim 22 wherein the associated cellular radio communications network includes a feature node for providing predetermined functions to the cellular terminal associated with the cellular radio communications network, and wherein the method of maintaining an open voice channel further comprises the step of transmitting signals, via the open digital control channel during the predetermined time period, between the feature node and the cellular terminal.

24. The method of maintaining an open voice channel according to Claim 23 wherein said transmitting step further comprises the step of transmitting signals, via the open digital control channel, from the cellular terminal to the feature node to revise the functions performed by the feature node.

25. The method of maintaining an open voice channel according to Claim 23 wherein said transmitting step further comprises the step of transmitting a message, via the open digital control channel, to the cellular terminal following the detected termination of communications between the cellular terminal and another terminal.
26. The method of maintaining an open voice channel according to Claim 16 wherein the associated cellular radio communications network is an analog cellular radio communications network which includes a feature node for providing predetermined functions to the cellular terminal associated with the cellular radio communications network, and wherein the method of maintaining an open voice channel further comprises the step of transmitting signals, via the open voice channel during the predetermined time period, between the feature node and the cellular terminal.

27. The method of maintaining an open voice channel according to Claim 26 wherein said transmitting step further comprises the step of transmitting signals, via the open voice channel, from the cellular terminal to the feature node to revise the functions performed by the feature node.

28. The method of maintaining an open voice channel according to Claim 26 wherein said transmitting step further comprises the step of transmitting a message, via the open voice channel, to the cellular terminal following the detected termination of communications between the cellular terminal and another terminal.
FIG. 1.
START

VOICE CHANNEL CONNECTED

ORDER TO END COMMUNICATION RECEIVED FROM USER OR FEATURE NODE?

YES

NO

VOICE CHANNEL OPEN?

ENTER IDLE STATE

TRANSMIT "END COMMUNICATION" SIGNAL TO FEATURE NODE

PLACE TERMINAL IN IDLE STATE

INITIALIZE TIMER TO PREDETERMINED VALUE

DECREMENT TIMER

TIMER = 0?

YES

TRANSMIT "DISCONNECT" SIGNAL TO FEATURE NODE

DISCONNECT VOICE CHANNEL

FIG. 5A.

RECEIVED ORDER TO DISCONNECT FROM FEATURE NODE?

YES

TRANSMIT ACKNOWLEDGEMENT TO FEATURE TABLE

DISCONNECT VOICE CHANNEL

NO

RECEIVED HIGH PRIORITY ORDER FROM USER TO INTERACT WITH FEATURE NODE?

NO

YES

DISCONNECT VOICE CHANNEL

2

88

84

86

82

78

74

72

70

68

66

64

62

60

3/6
START

120

ORDER TO END COMMUNICATION RECEIVED FROM USER OR TERMINAL?

124

YES

VOICE CHANNEL OPEN?

126

NO

ENTER IDLE STATE

NO

YES

TRANSMIT "END COMMUNICATION" SIGNAL TO TERMINAL

PLACE FEATURE NODE IN IDLE STATE

INITIALIZE TIMER TO PREDETERMINED VALUE

DECREMENT TIMER

136

TIMER = 0?

NO

YES

TRANSMIT "DISCONNECT" SIGNAL TO TERMINAL

DISCONNECT VOICE CHANNEL

RECEIVED ORDER TO DISCONNECT FROM TERMINAL?

YES

TRANSMIT ACKNOWLEDGEMENT TO TERMINAL

DISCONNECT VOICE CHANNEL

RECEIVED ORDER FROM USER TO INTERACT WITH TERMINAL?

YES

DISCONNECT VOICE CHANNEL

NO

FIG. 6A.
**FIG. 6A** (CONTINUED)

1. **RECEIVED ORDER FROM TERMINAL TO ACT?**
   - YES
   - NO

2. **RECEIVED ANY ORDER TO INTERACT WITH TERMINAL?**
   - NO
   - YES

3. **VOICE CHANNEL STILL OPEN?**
   - NO
   - YES
     - ENTER IDLE STATE
     - PERFORM ORDER
     - GO TO START

4. **DID THE ORDER HAVE A HIGH PRIORITY?**
   - NO
   - YES
     - ENTER IDLE STATE

**FIG. 6B**

1. **RECEIVED ORDER FROM TERMINAL TO ACT?**
   - YES
   - NO
     - INTERACT WITH THE TERMINAL

2. **PERFORM ACT REQUESTED BY TERMINAL**

**FIG. 6C**

1. **RESET TIMER**

2. **HAS "DISCONNECT" SIGNAL BEEN TRANSMITTED TO TERMINAL?**
   - NO
   - YES
     - RE-ESTABLISH CONNECTION

3. **STORE PENDING ORDERS FROM TERMINAL**

4. **END**
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 6 H04Q/7/38

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 6 H04Q

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>PATENT ABSTRACTS OF JAPAN, vol. 007 no. 247 (E-208), 2 November 1983 &amp; JP, A, 58 134542 (NIPPON DENSIN DENWA, KOSHA) 10 August 1983, see abstract</td>
<td>1, 3, 4, 6, 7, 9, 14, 16, 18, 26, 28</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

Date of the actual completion of the international search
26 July 1995

Date of mailing of the international search report
31.07.95

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 H20 Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer
Behringer, L.V.