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To all, whom it may concern.' 
Be it known that I, REGINALD HENRY 

lower members 1 and 2 of the casing, and is 
provided with a key hole slot 11, adapted to 

TYE, a subject of the King of Great Britain, receive a nail or screw on a suitable rigid sup 
residing at Goderich, county of Huron, in the port, and to support the casing. 
Province of Ontario, Canada, have invented certain new and useful Improvements in 
Trousers-Hangers; and I do hereby declare 

to: 
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that the following is a full, clear, and exact 
description of the invention, such as will en 
able others skilled in the art to which it ap 
pertains to make and use the same. 
My invention relates to trousers hangers; 

the object of my invention is to provide a 
simple hanger comprising a plurality of hori 
Zontally movable fingers, and a simple 
means for applying pressure on all the fingers 
to maintain them in closed position; a fur 
ther object is to provide means for suspend 
ing the Niger on a screw or nail, the head of 
which projects from a suitable support; and, 
my invention consists of the construction, 
combination and arrangement, of parts, as 
herein illustrated, described and claimed. In the accompanying drawings, forming 
part of this application, I have illustrated 
one form of enbodiment of my invention, in 
which drawings similar reference characters 
designate corresponding parts, and in which: 
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Figure 1 is a plan view of the device with a 
part of the casing cut away. Fig. 2 is a rear 
elevation. 

Referring to the drawings, 1 designates 
the upper and 2 the lower member of a rec 
tangular frame or casing, the end walls of 
which are formed by the members 3. 
The side fingers 4, by means of the pins 5, . 

are pivoted to the upper and lower members 
1 and 2, and extend to the rear portion of the 
casing, so that their rear ends bear on the 
end walls 3, when the fingers are in their 
closed position. Formed on the outside 
fingers 4, adjacent their rear ends, are the 
lugs 6, around which are disposed the ends of 
the spiral spring 7. The tension of the 
spring 7 is adapted to maintain the inner 
ends of the fingers 4 against the side walls 3 
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of the casing, so that when one outside finger 
4 is actuated on its pivot 5 to overcome the 
tension of the spring, the other outside finger 
4 will be maintained rigidly in position to 
permit the insertion of the trousers between 
the fingers S, which are shorter than the 
fingers 4 and which are pivotally supported 
On the pins 9 adjacent the front edge of the 
casing and intermediate of the side fingers 4. 

By the construction described, the fingers 
4 and 8 are adapted to have a horizontal 
movement on their pivotal supports, and the 
spring 7 is adapted to normally maintain the 
fingers in closed position. On account of 
their rear ends bearing against the side walls 
3 of the casing, when one of the fingers 4 is 
actuated on its pivot to compress the spring 
7, the other side finger 4 remains stationary, 
so that the short fingers 8 may be freely 
moved on their pivotal supports. 

Intermediate of their ends, the outside fin 
gers 4 are provided on their jnner faces with 
recesses 12. The intermediate fingers 8 are 
provided with corresponding recesses 12, so 
that when a pair of trousers is inserted into 
the device, the seams of the trousers legs lie 
within the recesses 12, and the front and rear. 
edges of the trousers legs are firmly grasped 
by the plane surfaces of the fingers 4 and 8. 
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To facilitate the insertion of the trousers 
without having to touch the outside fingers 4 
with the hand, the outer ends of the fingers 
are provided with the beveled surfaces 14. 
By this construction, the trousers may be 
grasped by the operator and pushed between 
the fingers 4 and 8. 
i. Having thus fully described my invention, 
what I claim as new, and desire to secure by 
Letters Patent, is:- 9o 

1. In a trousers hanger, the combination 
comprising a casing, fingers pivoted to the 
casing and having their rear ends project 
ing therein, a plurality of other fingers piv 
oted to the casing between said first-named 
fingers, and means for actuating the inner 
ends of the first-named fingers away from 
each other and into engagement with the 
end walls of the casing. 

2. In a trousers hanger, the combination 
comprising a casing, fingers, pivoted to the 
casing and provided with lugs thereon, a 
spiral Spring disposed between the fingers 
within the casing and seated around said 
lugs, and a plurality of fingers pivoted in 
termediate of said first-named fingers. 

3. In a trousers hanger, the combination 
comprising a casing, a plurality of fingers 
pivoted to the casing and projecting out 
side thereof, and means for actuating some 
of the fingers so that the other fingers are A brace 10 is secured to the upper and compressed thereby. 
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4. In a trousers hanger, the combination comprising a casing, fingers pivoted adja 
cent the ends of the casing, means for actuat 
ing the fingers toward each other, a plu 

5 rality of pivoted fingers disposed between 
said first-named fingers, and a brace se 
cured to the casing and provided with a key 
hole slot." - - v. 

... S. In a trousers hanger, the combination 
To comprising a casing, a plurality of fingers 

pivoted to the casing, projecting outside 

thereof, and provided with recesses inter 
mediate of their ends, and means for actu 
ating some of the fingers so that the other 

ers are compressed thereby. m 

my hand in the presence of two witnesses. 
REGINALD HENRY TYE. 

Witnesses: 
SUSIETYE, 
JAMEs STEwART. 

In witness wheredf I have hereunto set 
IS 


