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To all whom it may concern: 
Be it known that I, EMMIT G. LATTA, of 

Friendship, in the county of Allegany and 
State of New York, have invented new and 

5 useful Improvements in Halters, of which the 
following is a specification. 
The object of this invention is to produce a 

strong, neat, and cheap halter; and my inven 
tion relates to the means whereby the straps 

Io of the halter are secured together. 
heretofore the halter-straps have been se 

cured together bypassing the ends of the straps 
through loops, or around bars of a metallic 
trimming, and doubling the ends back upon 

I5 the straps and securing the ends by sewing or 
riveting. This construction produces a good 
halter, but is expensive, as it requires more 
leather and work than other constructions. 
The halter-straps have also been connected to 

2O the trimmings by tongues applied to the trim 
lming in such manner that the latter constitute 
an aggregation of buckles. This construction 
is objectionable, as it renders the trimmings 
expensive and the halter unsightly. The halter 

25 straps are most commonly secured to the trim 
mings by riveting the ends of the straps di 
rectly to the trimming. This construction 
produces a strong and cheap halter, but is ob 
jectionable for the reason that, unless the trim 

3oming is thoroughly annealed, the trimming is 
liable to be broken during the operation of 
heading the rivet, while the trimming is quite 
frequently broken whenever it becomes neces 
sary to drive out the rivet for disconnecting 

35 the straps-for instance, when it is desired to 
renew one of the straps. 
My invention consists of a halter in which 

the ends of the straps are riveted together and 
held in their proper relative positions by a 

4o metallic trimming composed of a number of 
loops through which the ends of the straps 
pass, whereby the trimming is entirely relieved 
from the blows incident to applying or remov 
ing the rivet, and the straps are at the same 

45 time firmly secured together; also of the pe 
culiar construction of the trimming, as will be 
hereinafter fully described. 

In the accompanying drawings, Figure 1 is 
a perspective view of a halter provided with 

my improvements. Fig. 2 is a front elevation So 
of the chin-ring and means for connecting the 
same to the throat-strap. Fig. 3 is an inside 
elevation, and Fig. 4 an outside elevation, of 
one of the trimmings applied to the straps. 
Fig. 5 is an inside elevation of the trimming. 55 
Fig. 6 is a horizontal section in linea ac, Fig. 
3. Fig. 7 is an inside elevation of a trimming 
of modified construction applied to the straps. 

Like letters of reference refer to like parts in 
the several figures. 
AA represent the cheek-straps, Bthe crown 

strap, O the throat-strap, and D the chin-strap, 
of a halter. 
E represents my improved halter-trimming, 

applied to the balter at the junction of the 
cheek-straps with the chin-strap, and at the 
junction of one end of the throat-strap with one 
of the cheek-straps. This trimming is com 
posed of an outer bar, e, and an inner bar, f, 
and radial connecting-bars g. The barse and flo 
may be curved in the arc of a circle, as shown 
in Figs. 1, 3, 4, and 5; or they may have the 
form of rings, as shown in Fig. 7; or they may 
be made square or oblong, as may be preferred. 
When the outer bars, e and fare not made end 
less, as shown in Fig. 7, they are connected at 
their ends, as shown in Figs. 3, 4, and 5. The 
inner bar, f, is somewhat depressed below the 
plane of the outer bar, e, as shown in Fig. 6, to 
permit the straps to pass between both bars. 
The clear space H within the inner bar, f, is 
made sufficiently large to permit the ends of 
one strap to be lapped over the other strap, 
and to be secured together by a rivet, h, which 
has, however, no connection with the trimming. 
The latter simply serves to hold the straps in 
their proper positions, but does not secure one 
strap to the other. The central space, H, in the 
trimming permits the rivet to be applied and 
removed without injuring the trimming. The 
trimming can therefore be made of ordinary 
grayiron, which is cheaper than malleable cast 
iron; or, if it is made of malleable cast-iron, it 
may be made lighter than the trimmings now 
in use, and in either case the trimming will 
be cheaper and more durable than ordinary 
trimmings. 

I represents the chin-ring, which is applied 

75 

85 

9 O 

95 



5 

IO 

2 

to the chin-strap D, and provided with an up 
Wardly-extending bar, J., cast in one piece with 
the ring, and provided at its upper end with a 
flange, j, which is riveted to the throat-strap 
C, as shown in Fig. 1. The bar J does away 
with the strap which is ordinarily used to con 
nect the chin-ring with the throat-strap, and, 
being rigid, it serves to preserve the shape of 
the halter. : . 

I claim as my invention 
1. A halter having its straps connected by 

a rivet, h, and a trimming, E, the latter pro 
vided with loops which retain the straps in 
their proper relative position, and having an 

open central space, H, within which the rivet 
is arranged, and whereby the trimming is pre 
vented from being injured in applying or re 
moving the rivet, substantially as set forth. 

2. A halter-trimming, E, composed of an 
outer horseshoe-shaped bar, e, and an inner 
similar bar, f, connected to form loops for the 
halter-straps, and having an open central space, 
H, in which the halter-straps can be secured 
together by a rivet, substantially as set forth. 

EMMIT G. IATTA, 
Witnesses: 

S. M. NoRTON, 
C. F. VINCENT. 
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