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To (t/l, Luhon, it inval? conce77. 
IBeitknown that I, WILLIAMIK. CRAWFORD, 

of Boston, county of Suffolk, and State of Mas 
sachusetts, have invented an Improvement in 
Divers Belts, of which the following descrip 
tion, in connection with the accompanying 
drawings, is a specification, like letters on 
the drawings representing like parts. 
My invention is an improved diver's belt 

for Weighting a diver in his subaqueous work. 
It is customary for a diver to be provided 

With a removable belt to be fastened about 
his waist, said belt having riveted thereto a 
large number of metal Weights aggregating 
about ninety pounds; but inasmuch as a di 
ver needs more weight for deep work than he 
does for shallow work I have invented the 
herein-described belt, in which a plurality of 
pockets are provided containing removable 
Weights of peculiar construction. 
The various features of my invention and 

the advantages thereof will be more particu 
larly pointed out in the course of the follow 
ing description, reference being had to the 
accompanying drawings, illustrative of a pre 
ferred embodiment of my invention, and the 
latter will be defined in the appended claims. 
In the drawings I have shown in Figure 1. 

a perspective view of a belt and harness em 
bodying my invention, and in Fig. 2 a similar 
view of one of the weights or leads. 
The belt proper, Cl, is preferably constructed 

of heavy sole-leather of considerable width 
and provided with fastening means, herein 
shown as a strap (t' and buckle Ct at the re 
spective ends of the belt, the belt being se 
cured to the person by crossed shoulder-straps 
C. C., adjustable by means of buckles a and 
secured to the belt by their ends Ci', looped 
over hinge-like fixtures a, riveted or other 
wise secured to the body of the belt. 
The belt is provided on its outer surface 

with a series of vertically-arranged cups or 
pockets b, approximately semicylindrical in 
cross-section and having closed bottoms b' 
and open tops, said pockets being provided 
with lateral flanges b°, riveted or otherwise 
fastened to the belt. These pockets are pref 
erably made of considerable thickness and 
Weight in order that they of themselves may 
be of sufficient weight for light use. Remov 

ing the weight under its s' 

able weights or leadsb, weighing about seven 
pounds each, are provided to fit within these 
pockets, one of said weights being shown re 
moved from its pocket and lying in front of the 
belt and other similar weights being shown in 
operative position within their pockets. Each 
weight is herein shown as having a semi 
cylindrical lower or body portion b, corre 
sponding in size and shape to the pockets and 
preferably rounded on its edges at its lower 
end b, so as to be readily inserted in the 
pocket, and has an enlarged or shouldered 
head b, having a preferably flat top b. The 
shoulder of the head fits against the open 
mouth of its pocket and projects therefrom 
slightly, so as to enable the user readily to 
grasp the wéight and remove it when under 
water, and the flat enlarged top receives the 
water-pressure sufficiently to aid in holding 
the weight down into its cup. In some situa 
tions, however-for instance, such as where 
considerable bending over is required of the 
diver-it is advisable to have set-screwsb in 
addition to the flat tops. The bottoms of the 
cups are not entirely closed, as will be seen 
at b, this provision being made in order to 
enable the weights to be readily removed 
without suction. 

In use it will be understood that a skilled 
professional diver will be able to estimate ap 
proximately the exact weight which he will 
require in order to give him freedom of move 
ment beneath the Water under the particular 
circumstances of the case. Accordingly if 
the weight of the pockets themselves is not 
sufficient for his purpose the diver will put 
in such a number of weights b as he may 
deem necessary. - 

After descending into the Water, if the 
diver should find that he has more Weight 
than he requires, he removes one or more of 
the weights from their pockets, being enabled 
to do this with ease, notwithstanding his nec 
essarily clumsy movement, simply by engag 

faced head and 
pulling it up, the opening in the bottom per 
mitting the head to move freely out of its 
pocket; or if, having descended, the diver 
finds that he is light-weighted his attendant 
can drop a weight to him, which he can then 
readily insert, even though under water, the 

55 

65 

75 

95 

OO 

  



O 

25 

35 

rounded end of the weight aiding the latter 
to find its way into its pocket. The rounded 
projecting surfaces of my apparatus offer the 
slightest resistance to currents or other ob 
structions which might engage them under 
Water. 
The pockets are open on their rear sides 

against the belt, so that when the diver's suit 
is inflated the air causes it to press the belt 
tightly against the weights within the pockets, 
thereby gripping and holding them in place. 

Various changes and details may be re 
sorted to within the spirit and scope of my 
invention. 

IIaving fully described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is 

1. The herein-described diver's belt, com 
prising a belt adapted to be placed about the 
diver, and provided with a plurality of pock 
ets, combined with heavy removable weights 
of high specific gravity adapted to be retained 
by said pockets, substantially as described. 

2. The herein-described diver's belt, com 
prising a belt adapted to be placed about the 
diver, and provided with a plurality of pock 
ets, combined with removable weights adapt 
ed to be retained by said pockets, said weights 
having enlarged shouldered heads, substan 
tially as described. 

3. The herein-described diver's belt, com 
prising a belt adapted to be placed about the 
diver, and provided with a plurality of pock 
ets, combined with removable weights adapt 
ed to be retained by said pockets, said weights 
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having enlarged shouldered heads and flat 
extended tops, substantially as described. 

4. The combination with a diver's belt, of 
a pocket having its bottom only partially 
closed, combined with a weight having a body 4o 
corresponding in shape and size to said pocket, 
and provided with an enlarged head project 
ing beyond the open upper end of said pocket, 
substantially as described. 

5. A diver's belt, having a plurality of 45 
heavy metallic pockets permanently secured 
thereto, and removable weights adapted to be 
retained in said pockets, substantially as de 
scribed. 

6. A diver's belt provided with a plurality 5o 
of semicylindrical pockets, in combination 
with correspondingly-shaped weights adapted 
to be retained in said pockets, substantially 
as described. 

7. A diver's belt comprising a flexible belt 55 
having a plurality of pockets on its outer sur 
face, said pockets being open on their inner 
sides next said belt, combined with a plurality 
of removable weights adapted to fit within 
said pockets, whereby the inflated diver's suit 6o 
acts to press said flexible belt against Said 
weights to retain the latter within the pockets, 
substantially as described. 

In testimony whereof I have signed my 
name to this specification in the presence of 65 
two subscribing witnesses. 

WILLIAM. K. CRAW FORD. 
Witnesses: 

GEO. H. MAXWELL, 
MABEL PARTELOW. 


